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1.0 Introduction

1.1 Legislative Mandate
The Americans with Disabilities Act (ADA) is a civil rights law that mandates equal opportunity for individuals with
disabilities. The ADA prohibits discrimination in access to jobs, public accommodations, government services, public
transportation, and telecommunications.  Title II of the ADA also requires that all Programs, Services and Activities
(PSAs) of public entities provide equal access for individuals with disabilities.

The City of Edmond has undertaken a comprehensive evaluation of its policies, programs, and facilities to determine
the extent to which individuals with disabilities may be restricted in their access to City services and activities.

1.2  ADA Self-Evaluation and Transition Plan Development Requirements and Process
The City of Edmond is obligated to observe all requirements of Title I in its employment practices; Title II in its policies,
programs, and services; any parts of Titles IV and V that apply to the City and its programs, services, or facilities; and
all requirements specified in the 2010 ADA Standards and 2011 Proposed Accessibility Guidelines for Pedestrian
Facilities in the Public Right-of-Way (PROWAG) that apply to facilities and other physical holdings.

Title II has the broadest impact on the City.  Included in Title II are administrative requirements for all government
entities employing more than 50 people. These administrative requirements are:

· Completion of a self-evaluation;
· Development of an ADA complaint procedure;
· Designation of at least one person who is responsible for overseeing Title II compliance; and
· Development of a Transition Plan to schedule the removal of the barriers uncovered by the self-evaluation

process.  The Transition Plan will become a working document until all barriers have been addressed.

This document describes the process developed to complete the evaluation of the City of Edmond's activities, provides
policy and program recommendations, and presents a Transition Plan for the modification of facilities, public rights-of
way, and programs to improve accessibility, which will guide the planning and implementation of necessary program
and facility modifications over the next 20 years. The ADA Self-Evaluation and Transition Plan is significant in that it
establishes the City’s ongoing commitment to the development and maintenance of policies, programs, and facilities
that accommodate all of its citizenry.

1.3  Discrimination and Accessibility
Programmatic accessibility means that, when viewed in its entirety, each program is readily accessible to, and usable
by, individuals with disabilities. Programmatic accessibility is necessary not only for individuals with needs related to
mobility disabilities, but also to individuals with needs related to speech, cognitive, vision and hearing disabilities. The
following are examples of elements that should be evaluated for barriers to accessibility:

1.3.1  Physical Barriers

· Parking
· Path of travel to, throughout and between buildings and amenities
· Doors
· Service counters
· Restrooms
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· Drinking fountains
· Public telephones
· Path of travel along sidewalk corridors within the public rights-of-way
· Access to pedestrian equipment at signalized intersections

1.3.2  Programmatic Barriers

· Building signage
· Customer communication and interaction
· Access to public telephones
· Non-compliant sidewalks or curb ramps
· Emergency notifications, alarms, and visible signals
· Participation opportunities for City sponsored events

1.4  Ongoing Accessibility Improvements
City facilities, programs, services, policies, practices and procedures will continue to be evaluated on an ongoing basis,
and the ADA Transition Plan should be revised to account for changes since the initial self-evaluation. An accessibility
inventory of sidewalks and curb ramps on streets and near City facilities will be completed, and an approach will be
put in place to remove all identified barriers. This Plan will be posted to the City's website for review and consideration
by the general public. In addition, notice will be provided to indicate the Plan’s existence in all official and unofficial City
publications.

1.5  City of Edmond's Approach
The purpose of the Transition Plan is to provide the framework for achieving equal access to the City of Edmond's
programs, services and activities within a reasonable timeframe. The City's elected officials and staff believe
accommodating disabled persons is essential for good customer service, for the quality of life Edmond residents seek
to enjoy and for effective governance. This Plan has been prepared after careful study of all of the City's programs,
services and activities.

The City of Edmond shall make reasonable modifications in policies, practices, or procedures when they are necessary
to avoid discrimination on the basis of disability, unless the City can demonstrate that making the modifications would
fundamentally alter the nature of the service, program, or activity. The City of Edmond will not place surcharges on
individuals with disabilities to cover the cost involved in making programs accessible.
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2.0 Public Outreach
The City provided opportunities to receive input from the public concerning this Transition Plan. The following section
details these conversations with the public.

2.1  Public Workshop
The City hosted two public workshops on April 30, 2015 at 2:00 PM and 6:00 PM to provide a summary of the Transition
Plan and receive feedback on the Transition Planning process and any other concerns related to accessibility.   The
questions and comments received at the workshops are summarized below.

· Q:  Are there any water access issues to get people with disabilities to the water at Arcadia Lake?  Does part of
the Transition Plan enable someone in a vehicle to drive down to the water to be loaded into a boat?
A:  Docks and boat slips are required to comply.  UCO at Edmond Park – installing accessible docks.  If you
operate boats, there are passenger vehicle requirements.

· Q:  The Endeavor Games (multi-disability event) were held recently and surveys were distributed for feedback.
New crosswalks off campus were great but there were concerns about getting over to the Target shopping center
and restaurants around campus.  Specific locations will be emailed to Phil.  One example is at the location where
the sidewalk ends on Bowman near the fire station and you are forced to cross road.
A:  These areas will be elevated as a priority issue in the Transition Plan.

· There was praise for the APS units at Ayers and University Dr.  UCO has a large population of students with a
visual disability.

· Q:  Was there a Transition Plan in place previously?
A:  No, this is a new Plan that was started within the past 10 months.

· Q:  How is the City prioritizing issues?  City programs are not always accessible or accommodating (e.g. basketball
in the Endeavor Games at the Wellness Center, and in general, because gyms are not accessible)
A:  The severity of the issue and proximity to pedestrian attractions, as well public input, are used to prioritize the
issues; A Grievance Procedure was also implemented for submitting issues.

· Q:  Did the City send out a survey to the residents?
A:  Surveys are not a requirement of the Transition Plan process.  People do not always want to participate in self-
identifying surveys, so the results can vary.

· Q:  Are there any plans in the future for accessible non-paved trails?
A:  Not to Phil’s knowledge but he will talk to Craig Dishman, Parks Director.  The Outdoor Developed Areas
Guidelines will be coming out soon to provide guidance for installation of hike and bike trails.

· Q: Was the website evaluated as part of this project?  What needs to change to make the website information
accessible?
A:  The website was not evaluated as part of this project. The Consultant team will send requirements for website
compliance.
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· Q:  When is the Transition Plan going to be approved?
A:  The Plan is going to City Council for approval on July 13, 2015.

· Q:  Why are curb ramps on the radius of corners versus perpendicular curb ramps still installed?
A:  Edmond is trying to avoid this design in new construction.  The State and Federal governments are always
discouraging this curb ramp treatment.  Diagonal curb ramps are only allowed as a last resort now instead of first
choice like they used to be.

· Q:  How is the disability community going to be able to review the document before the City Council approves the
Transition Plan?
A:  The Transition Plan is a living document and input can be provided on an on-going basis.  The City would like
to form an Advisory Committee with representatives from the disability community to receive input on a regular
basis.

· Q:  Who is going to pay for the proposed repairs?
A:  The City will pay for all improvements.

· Q:  What is the difference between Title II and Title III?
A:  Title II entities (e.g. City of Edmond) receive federal funds and are required to have an ADA Transition Plan.
Title III entities are privately funded and are not required to have an ADA Transition Plan (e.g. gas stations,
restaurants, Home Depot).

· Q:  If you are putting in an addition to a home, are ramps required?
A:  Private homes are not covered under the ADA.

· Q:  I’ve learned a lot from this presentation (e.g. Title II vs. Title III requirements).  As far as sidewalks, are all
intersections required to have sidewalks and curb ramps?
A:  Once an accessible route is installed (e.g. sidewalks), it is required to be maintained in an accessible condition.
Curb ramps are required where sidewalks cross a curb and all curb ramps must be compliant.

· Q:  How do we file a grievance if the issue is not City property?
A:  Send your grievance to Phil Jones with the City and he will determine who is responsible for fixing the issue(s).

· Q:  A meeting attendee is deaf and part of the disabled community.  He works at Tinker Air Force Base and several
ramps on the Base were non-compliant.  He contacted representatives for the Air Force Base and they contacted
the Department of Defense to get the ramp improvements made. He and several others working at the Base had
to help people in wheelchairs get up the ramps until the construction was completed.  How can a person with
disabilities, specifically those in a wheelchair, seek shelter during a storm or other emergency?
A:  Emergency preparedness is being looked at as part of this project and also on a statewide level.

· Q:  Do you work with 504 Plans?
A:  Yes, a 504 Plan is similar to an ADA Transition Plan, but it is a different law.  ADA does not allow punitive or
compensatory damages, but 504 does.
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· Q:  When police officers stop a deaf person for a traffic violation, deaf people are currently showing officers cards
indicating they need an interpreter.  Oklahoma Highway Patrol had an issue with a deaf man and the patrol thought
the man was reaching for a gun, when he was really reaching for the card.  The man was arrested.  What’s being
done about this?
A:  For the City of Edmond, Staff training was provided for City staff in contact with the public.

· A lot of deaf people are now using video phones and it is a great communication device.  The City may want to
consider purchasing a video phone but also keep a TTD/TTY phone.
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3.0 Self Evaluation and Summary of Findings

3.1  Programs, Procedures, and Policies
The City of Edmond has set up an ADA Coordinator “system” to better cover the needs of employees and citizens with
disabilities. In addition to the City’s ADA Coordinator, the City has established an ADA Coordinator Liaison within each
department, or department location who reports to the City’s ADA Coordinator regarding the needs of their department
and the programs for which that department is responsible. The City’s ADA Coordinator, or designee, will follow-up
with each departmental ADA Liaison to coordinate the implementation of plans, programs, policies and procedures.

In those situations where a program, procedure, or policy creates a barrier to accessibility that is unique to a department
or a certain program, the ADA Coordinator, or designee, will coordinate with the department head to address the
removal of the barrier in the most reasonable and accommodating manner.

Services and programs offered by the City of Edmond to the general public must be accessible. Accessibility applies
to all aspects of a program or service, including advertisement, orientation, eligibility, participation, testing or evaluation,
physical access, provision of auxiliary aids, transportation, policies, and communication.

The City does not have to take any action that it can demonstrate would result in a fundamental alteration in the nature
of a program or activity, would create a hazardous condition for other people, or would represent an undue financial
and administrative burden. This determination can only be made by the ADA Coordinator or designee and must be
accompanied by a written statement of the reasons for reaching that conclusion.

The determination that an undue burden would result must be based on an evaluation of all resources available for
use. If a barrier removal action is judged unduly burdensome, the City must consider other options for providing access
that would ensure that individuals with disabilities receive the benefits and services of the program or activity.

The City may achieve program accessibility by a number of methods:

· Structural methods such as altering an existing facility;
· Acquisition or redesign of equipment;
· Assignment of aides; and
· Providing services at alternate accessible sites.

When choosing a method of providing program access, the City should endeavor to give priority to the one that results
in the most integrated setting appropriate to encourage interaction among all users, including individuals with
disabilities. In compliance with the requirements of the ADA, the City provides equality of opportunity but does not
guarantee equality of results.

3.1.1 Departmental Surveys

The self-evaluation of the City’s services, programs, and activities required and involved the participation of every City
department. The City conducted meetings with department ADA Liaisons and Consultant team throughout the duration
of the project and distributed an electronic survey to the following City departments and entities to complete:
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City Departments

Citylink Animal Welfare

Boards and Commissions Building code inspections

Capital Improvement City Attorney

City Council City Treasurer

Community Image Convention and Visitors Bureau

Downtown Community Center Electric
Emergency Management Engineering

Field Services Financial Services/City Clerk
Fire Department Human Resources

Information Technology Marketing & Public Relations
Municipal Court Parks and Recreation

Planning and Zoning Police
Public Works Purchasing

Risk Management Senior Center
Solid Waste and Trash Collection Urban Forestry

Utility Customer Service Vehicle Maintenance
Water Resources KickingBird Golf Club

The departmental surveys were developed to acquire basic information on how a person with a disability would be able
to participate in each program, service, or activity offered by each department.  The surveys included a review of the
following information:

· Program or service description for each program/service offered by each department.
· Characterization of program or service participants, along with a description of any participation requirements,

and any adaptations made to assist persons with disabilities.
· List of facilities where program or service takes place.
· Information about the training provided or available to those administering the programs.
· Information regarding transportation procedures and methods used to accommodate persons with disabilities.
· Information regarding communication procedures for audio/visual presentations, telephone communication,

participant notifications, and documents/publications, including any modifications or equipment used to
accommodate people with disabilities.

· Information regarding 9-1-1 services for people with sensory impairments.
· Description of emergency evacuation procedures designed to accommodate people with disabilities.
· Information regarding automated electronic equipment used in a program or service accessible to all

participants.
· Methods used to ensure that all public meetings relating to a program or service are designed to accommodate

persons with disabilities.

Copies of the surveys for specific City departments are included in the Appendix. In addition to electronic surveys,
follow-up interview questions were distributed via e-mail to specific departments in order to obtain additional information
regarding certain survey responses. The follow-up questions and responses are also summarized in the survey pages
provided in the Appendix.
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Self-Evaluation Findings:
Upon review of the department survey responses, it was clear that training for staff in contact with the public was
needed and that most departments were aware of some forms of communication modification, such as paper and
pencil or a reader, but were unaware of all of the additional options that can be offered or where to get them if they
need them.

Recommended Actions
A formal process for requesting modifications regarding employment, programs, or activities should be developed and
should include a record keeping process of the modifications requested and the accommodation provided.

3.1.2 Public Meetings
Many City departments are responsible for holding public meetings. Examples of public meetings include open houses
for public projects, City Council meetings, and the following list of Boards, Commissions and Committees:

City Boards, Commissions, and Committees

Alarm Review Board Edmond Planning Commission

Board of Adjustment / Appeals Edmond Public Transportation Committee

Capital Projects & Financing Task Force Employee Pension & Retirement Board

Central Edmond Urban Development Board Finance / Audit Committee

Citizens Participation Committee Guthrie-Edmond Airport Board

Community Agency Review Commission Kicking Bird Golf Club Advisory Board

Convention & Tourism Advisory Board Parks & Recreation Advisory Board

Edmond Bicycle Committee Public Works Committee

Edmond Community Policing Leadership Council Special Events Committee

Edmond Economic Development Authority Board Stormwater Drainage Advisory Board

Edmond Fish & Game Commission Urban Forestry Commission

Edmond Historic Preservation Trust Committee Edmond Visual Arts Commission

The Boards, Commissions, and Committees were reviewed to determine how a person with a disability would be able
to participate on each board, ensure board meetings are held in an accessible location, and determine the process for
getting on a board to ensure people with disabilities have an equal opportunity to participate in civic life.  To obtain this
information, electronic surveys were distributed to each entity and included the following questions:

· How are meeting notices distributed?
· Do the meeting notices include information on how to request auxiliary aides?
· Where are the meetings held?
· To your knowledge, is the facility accessible by people with disabilities?

Self-Evaluation Findings:
All Boards, Commissions, and Committees have a one-page online application form that requests basic personal
information, such as name and address, and to what board, commission, or committee they are applying for. No issues
were identified with the application itself. There is no information provided about an alternate application process, so
an alternate process should be in place for those unable to apply online.
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Public meetings are generally held in locations that are reasonably accessible to persons with mobility impairments.
All public meeting notices and agendas include the availability of accessibility modifications. Current agendas and
notices state the following:

The City of Edmond ensures that no person or groups of persons shall, on the grounds of race, color, national origin,
sex, age, religion, disability/handicap, or income status be excluded from participation in, be denied the benefits of, or
be otherwise subjected to discrimination under any and all programs, services, or activities administered by the City,
its sub-recipients, and contractors.  To request an accommodation, please contact Phil Jones, ADA Coordinator by
phone: 405-359-4518, TDD: 405-359-4702, or email: phil.jones@edmondok.com.

ALTERNATE:

The City of Edmond encourages participation from all its citizens. To request an accommodation due to a disability
please allow at least 48 hours prior to the scheduled meeting. Contact the ADA Coordinator by phone: 405-359-4518,
TDD: 405-359-4702, or email: ADACoordinator@edmondok.com

The City of Edmond is in the process of developing an on-going advisory board made up of citizens with disabilities
and citizens who represent various disability groups. This board will help ensure the most pertinent access issues are
dealt with in proper priority.

Recommended Actions

Recommendations for the Boards, Commissions, and Committees include the following:

· Publicize the availability of American Sign Language (ASL) interpreters in all meeting announcements.
Include the following notice in all meeting publicity:

“Translators, American Sign Language interpreters and assistive listening devices for individuals with
hearing disabilities will be available upon request. To request interpreters, assistive listening devices, or
another modification not listed above, please make your request at least 48 hours prior to the meeting by
contacting Phil Jones, ADA Coordinator by phone: 405-359-4518, TDD: 405-359-4702, or email:
phil.jones@edmondok.com.”

· Schedule public meetings in accessible locations whenever possible. An accessible location should
at least contain, but is not limited to, the following: accessible restrooms, wheelchair access, accessible
parking, an accessible route, temperature control, and the ability to provide access to fresh air for persons
with chemical sensitivities.

· When a fully accessible site is not available, then make reasonable modification so that an individual
with a disability can participate.

· Make information available to City staff on the types of modification requests that may be made by persons
with different types of disabilities. Provide information about auxiliary aids such as different types of assistive
listening systems, sign language interpreters, readers, descriptive services, and other assistive
technologies like “real-time captioning.”

· Display a notice on meeting agendas indicating the availability of accessibility modifications.

· Provide agendas in alternative formats, when requested.
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· Provide flexibility in the time limit on speaking for individuals with communication difficulties.

· Provide assistive listening devices at public meetings, when requested.

· Maintain a list of on-call American Sign Language interpreters who may be brought to meetings to assist
individuals with hearing impairments.

· Develop a checklist for creating accessible meetings and selecting accessible meeting spaces, and make
the list available to all City departments and programs.

· Prepare a list of already accessible meeting spaces to facilitate the scheduling of meetings and/or the
relocation of meetings upon request.

3.1.3 Printed Information

In order to meet the ADA’s communication standards, City departments must be able to provide information in
alternative formats such as using easy-to-understand language, Braille, large-print format, audiotape, or computer disk.

Self-Evaluation Findings:

Many City departments and offices produce printed information that is available to the public.

None of the departments seemed to understand their responsibility to distribute information about how a participant could
obtain printed information in alternate formats. A few departments have produced printed information in large print.

Most registration forms, permits, and waivers are only available in written form. There is inconsistency as to the
availability of alternative formats of its documents such as large-print, audio tapes or readers for individuals who are
unable to read the materials.

Recommended Actions

· Provide information to each City department on how to produce printed information in alternative formats for
persons with various disabilities to ensure that requests are handled in a uniform and consistent manner.
Include in that, the list of available resources for providing the services.

· Publicize the City’s commitment to provide program information in alternative formats on an individual
basis as requested, including large-print media and taped announcements available over the telephone.

· If required, ensure the uniformity of charges for a publication, for all formats of that publication.

· Include the following notice on all materials printed by the City that are made available to the public:

“This publication can be made available in alternative formats such as Braille or large print, by contacting
Phil Jones, ADA Coordinator by phone: 405-359-4518, TDD: 405-359-4702, or email:
phil.jones@edmondok.com. Please allow 48 hours for your request to be processed.”

· Identify and have available a list of interpreters, readers, etc. to be used to accommodate requests for these
services.

· Handle all requests for other alternative formats or lengthy documents on an individual basis.
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· Provide program, facility, permits, and reservation information in a variety of formats upon request (for example,
in large-print format for persons with visual disabilities or in simple language for persons with cognitive
disabilities). Provide programmatic changes (e.g., staff assistance), upon request to assist in filling out forms
or when alternative formats are unavailable or infeasible.

· Provide an accessible permit, reservation, or registration system in a variety of formats. For example,
provide Telephone Device for the Deaf (TDD) service for applications, reservations, and general queries.

· Produce meeting agendas and other public information distributed at meetings in alternative formats when
requested.

3.1.4 Programs

Several Community Special Programs under Fire Services, Police Services, Citylink, and the Parks and Recreation
Department were reviewed as part of the Transition Plan. The Fire Services, Police Services, and Citylink programs
were reviewed to determine the eligibility requirements for participation, determine how a citizen with a disability
would be able to participate, and how alternative measures could be taken if any area of the program cannot be made
accessible.

The Parks and Recreation Department has many different programs for citizens. A master "Standard Operating
Procedures" (SOP) should be in place to identify how each program can handle participants with varying disabilities.
An up-to-date SOP will identify potential problems with each program from registration through participation. It is
important to ensure participants with disabilities have full participation in events hosted on land owned by the City, by
putting the responsibility for accessibility on the vendor or group leasing the property from the City.

The Citylink Access Paratransit Service (CAPS) program was reviewed on eligibility for the program but was not
reviewed in terms of functionality. Paratransit Service is a curb-to-curb public transportation service for people with
disabilities who are unable to use the mainstream Citylink buses. Paratransit is a shared-ride service operated with
modern, accessible vehicles.

The Sidewalk Partnership Program allows for repairing citizen sidewalks. An “Eligibility” form is required and, like most
forms, is not offered in alternate formats. This program is a good candidate for merging with the ADA Transition plan
process.

Self-Evaluation Findings

Besides the CAPS and Sidewalk Partnership programs noted above, most of the programs reviewed do not have
specific eligibility requirements, so these programs were determined to be accessible with a few exceptions. A lack
of contact information for auxiliary aides and accommodations, which is required, was the most common issue identified
in the programs.

Recommended Actions

The Sidewalk Partnership Program is a good candidate to be merged with the ADA Transition Plan process. The criteria
for being ‘eligible’ for the program exceeds what is considered a violation under the ADA, but could be further developed
as a process of notification for sidewalk violations.

A complete listing of programs reviewed and associated evaluation findings can be found in the Appendix.
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3.1.5 Procedures

The Emergency Management Plan was reviewed as part of this project. The Emergency Management Plan has only
a brief mention of handling people with special needs; however, details need to be provided on how people with
disabilities will be accommodated. The Emergency Management Plan was reviewed to determine who will handle
citizens with disabilities, how much training this person has had, how will medications be stored, how will service
animals be handled, and any other relevant items.

Self-Evaluation Findings

The City Wide Emergency Management Plan includes persons with disabilities but does not provide detailed information
regarding accessible shelters or the evacuation procedures relating specifically to persons with disabilities. There
is a process in place for an individual to register their home shelters, which alerts rescuers where to look, but
no recommendations for public shelters.

There is also a fairly detailed section for people with disabilities to be prepared for potential emergencies, but no detail
on how the City will be prepared to handle people with disabilities should the need arise.

Citizens can register for the “CodeRed” service, which alerts them to potential dangers in the area, but there is no
mention of how the City will respond to known special requests.

Recommended Actions

Should the City designate and operate any shelters on their own, a process must be developed to evaluate any potential
shelters for compliance. Additional detail should be added to the plan for handling citizens with a variety of special
needs.

3.1.6 Policies

The Human Resources Personnel Policy Manual was reviewed to ensure discriminatory language is not used and
employees with disabilities have an equal opportunity at employment. Job descriptions were not reviewed as part of
this project, but should be broken down into "essential job functions" and "secondary job functions" and reviewed for
discriminatory language.

Self-Evaluation Findings

The Human Resources Personnel Policy Manual does not reference an ADA Coordinator or any process regarding
complaints specifically involving discrimination relating to a disability. There is a ‘grievance’ process in place, but it
pertains specifically to employees and the information does not filter to a single point of contact.

Recommended Actions

The Human Resources Personnel Policy Manual must include reference to the developed ADA Grievance Procedure,
ADA Grievance Form, and ADA Coordinator.
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3.1.7 City Building Codes

City Building Codes were reviewed to ensure there is no discriminatory language and to ensure there are no codes
that could be interpreted as discriminatory.  The City of Edmond has officially adopted the PROWAG guidelines as
their standard for the public rights of way. Additionally, they use the following Building Codes:

· ICC International Building Code (IBC) 2009
· ICC International Fire Code (IFC) 2009
· ADAAG ADA Accessibility Guidelines 2010
· ANSI American National Standards A117.1 2003
· ICC International Property Maintenance Code 2009
· ICC International Residential Code (IRC) 2009
· ICC International Plumbing Code (IPC) 2009
· ICC International Fuel Gas Code 2009
· ICC International Mechanical Code (IMC) 2009
· ICC Administrative Provisions of Electric Code 2011
· NEC National Electric Code (NEC) 2011

City Ordinances were reviewed to ensure there is no discriminatory language and to ensure there are no ordinances
that could be interpreted as discriminatory. The following chapters of the City’s municipal code were evaluated during
this process:

· Title 16:  Building Codes
· Title 17:  Fire Codes
· Title 22:  Power Generation and Storm Shelters

Self-Evaluation Findings

The Storm Shelter requirements found in Title 22 specifically say:

“In-Ground storm shelters constructed in the rear or side yard behind the front elevation of the house shall not
exceed five feet in height for any projection of the structure.”

The concern is that this limits a storm shelter from being accessible. The doors to accessible in ground storm shelters
are generally over 5’ high.

Recommended Actions

The Storm Shelter requirements should be revised to allow for all types of accessible storm shelters.

In general, none of the ordinances reviewed indicate the responsibility of the City to make reasonable accommodations
for Board Members, Council Members or Commissioners who are disabled.

New ordinances should be evaluated with a critical eye toward accessibility and existing ones should be re-reviewed
and updated accordingly.
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3.1.8 Design Standards Review

The following design standards were reviewed for consistency with the current 2010 ADA Standards, Proposed
Accessibility Guidelines for Pedestrian Facilities in the Public Right-of-Way (PROWAG), and the 2010 Texas
Accessibility Standards (TAS):

· Waterline
· Sanitary Sewer
· Roadway
· Driveway construction
· Sidewalk details and drawings
· Traffic

Self-Evaluation Findings

Issues identified within the Design Guidelines or Technical Specifications that were found were forwarded to the City
for resolution.

The City has officially adopted the 2011 PROWAG document as the standard for Public Rights of Way.

Recommended Actions

Table 1 summarizes the Design Standard issues and associated recommendations.

Table 1.  Summary of Design Standard Issues
Detail Sheet Issue Recommendation

N/A SS-01 – SS-14 No Comments

N/A ST-11 CONTRACTION JOINT
When joint is within an accessible route, ensure
the difference in elevation is 1/4" or less and the
width is 1/2" or less.

N/A ST-12 LONGITUDINAL JOINT
When joint is within an accessible route, ensure
the difference in elevation is 1/4" or less and the
width is 1/2" or less.

N/A ST-13 TONGUE & GROOVE & OR / KEYED
LONGITUDINAL JOINT

When joint is within an accessible route, ensure
the difference in elevation is 1/4" or less and the
width is 1/2" or less.

N/A ST-14 EXPANSION JOINT
When joint is within an accessible route, ensure
the difference in elevation is 1/4" or less and the
width is 1/2" or less.
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Table 1.  Summary of Design Standard Issues (cont.)
Detail Sheet Issue Recommendation

N/A ST-15 JOINT REHABILITATION
When joint is within an accessible route, ensure
the difference in elevation is 1/4" or less and the
width is 1/2" or less.

Section BB DW-01 Driveway Slope

Add to note "…Drive may increase or decrease
from this point to property line." to read "…Drive
may increase or decrease from this point to
property line, but may not slope more than 1:48
in the sidewalk area."

Plan DW-01 Driveway Slope Add note "Sidewalk may not have a cross slope
of more than 1:48."

Section CC DW-02 Driveway Slope

Add to note "…Drive may increase or decrease
from this point to property line." to read "…Drive
may increase or decrease from this point to
property line, but may not slope more than 1:48
in the sidewalk area."

Plan DW-02 Driveway Slope Add note "Sidewalk may not have a cross slope
of more than 1:48."

Notes SW-02 Sidewalk Expansion Joint Location Detail
Ensure that rings and lids are flush and that
brick mailbox does not reduce the accessible
route.

Notes SW-02 Detail of Joint and Sections C-C and D-D Ensure that cross slope is less than 1:48.

Title SW-03 Sidewalk Expansion Joint Location Detail
This detail is for a ramp up or down to a
driveway. Recommend the title be Driveway
Ramp.

N/A SW-03 Wheelchair Ramp Profile If the sidewalk is lower than the driveway it will
fill with water.

Notes SW-03 Isometric Plan Cross slope in this area is not defined.

Notes SW-03 Isometric Plan Modify the note to clarify that max slope is 1:12
as long as it is 6' or less in length.

Type A SW-04 Plan and Type A isometric Indicate the required landing area at the top of
the curb ramp.

Type A SW-04 Plan and Type A isometric Indicate the required 36" wide accessible route
must not be reduced by the ramp.

Type A SW-04 Plan and Type A isometric Counter slope at the bottom of the ramp cannot
exceed 1:20.

Type A SW-04 Plan and Section A-A Minimum ramp width identified as "Varies" must
be at least 48".

Type B SW-05 Entire Sheet Return curbs are preferred over flares which
exceed 1:10 slope.

Type B SW-05 Entire Sheet
Where obstructions exist which preclude the
use of a Type A ramp, provide rails or other site
furnishing to block access to the sides of the
ramp.

Type B SW-05 Entire Sheet Minimum ramp width identified as "Varies" must
be at least 48".
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Table 1.  Summary of Design Standard Issues (cont.)
Detail Sheet Issue Recommendation

Type C SW-06 Entire Sheet
Diagonal ramps are highly discouraged. Two
Type A ramps are preferred to direct the user to
a route within the crosswalk towards the
opposing ramp.

Type AB SW-07 Entire Sheet
Where obstructions exists which preclude the
use of a Type A ramp, provide rails or other site
furnishing to block access to the sides of the
ramp.

Type AB SW-07 Entire Sheet Return curbs are preferred over flares which
exceed 1:10 slope.

Through
Flume

WCHR Ramp
SW-08 Entire Sheet

Install a non-skid plate over the flume be so the
disabled person does not have to wade through
water.

Design 1 C1-05 Entire Sheet Ensure these do not occur within a crosswalk or
sidewalk.

DESIGN 2 &
3 DOUBLE &
MULTIPLE

GRATE
C1-06 Entire Sheet Ensure these do not occur within a crosswalk or

sidewalk.

DESIGN 2 &
3 DOUBLE &
MULTIPLE

GRATE
C1-07 Grate Inlet Ensure these do not occur within a crosswalk or

sidewalk.

DESIGN 1
TYPE “A”

INLET
FRAME

CF-02 Grate Inlet Ensure these do not occur within a crosswalk or
sidewalk.

DESIGN 2 &
3 TYPE “B”

INLET
FRAME

CF-03 Grate Inlet Ensure these do not occur within a crosswalk or
sidewalk.

DESIGN 3
TYPE “C”

INLET
FRAME

CF-04 Grate Inlet Ensure these do not occur within a crosswalk or
sidewalk.

TRENCH
INLET TYPE
“TR” INLET

FRAME
CF-05 Grate Inlet

Ensure grate complies with no opening wider
than 1/2" high if these grates occur within a
sidewalk.

CAST IRON
GRATE

TYPE “VG-F”
& “T”

CG-02 Grate Inlet Ensure these do not occur within a crosswalk or
sidewalk.

CAST IRON
GRATE

TYPE “RVG-
F & “T”

CG-03 Grate Inlet Ensure these do not occur within a crosswalk or
sidewalk.

SECTIONS &
DETAILS GI-03 Grate Inlet Ensure these do not occur within a crosswalk or

sidewalk.
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Table 1.  Summary of Design Standard Issues (cont.)
Detail Sheet Issue Recommendation

TYPE “1”
GRATE GD-02 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.
TYPE “2”
GRATE GS-03 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.
DESIGN 2 & 3

DOUBLE &
MULTIPLE

GRATE
C1-07 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.

DESIGN 1
TYPE “A”

INLET FRAME
CF-02 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.

DESIGN 2 & 3
TYPE “B”

INLET FRAME
CF-03 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.

DESIGN 3
TYPE “C”

INLET FRAME
CF-04 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.

TRENCH
INLET TYPE
“TR” INLET

FRAME
CF-05 Grate Inlet

Ensure grate complies with no opening wider
than 1/2" high if these grates occur within a
sidewalk.

CAST IRON
GRATE TYPE
“VG-F” & “T”

CG-02 Grate Inlet Ensure these do not occur within a crosswalk
or sidewalk.

CAST IRON
GRATE TYPE
“RVG-F & “T”

CG-03 Grate Inlet Ensure these do not occur within a crosswalk
or sidewalk.

SECTIONS &
DETAILS GI-03 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.
TYPE “1”
GRATE GD-02 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.
TYPE “2”
GRATE GD-03 Grate Inlet Ensure these do not occur within a crosswalk

or sidewalk.
SIGNAL

PLACEMENT
W/ LEFT TURN

PMD-02 Pole Placement
Sidewalk is not specifically indicated, but if one
is present, ensure that pole placement does
not obstruct assessable route.

SIGNAL
PLACEMENT

W/O LEFT
TURN

PMD-03 Pole Placement Ensure that pole placement does not obstruct
assessable route.

SIGNAL
PLACEMENT

W/O LEFT
TURN

PMD-03 Crosswalk Button

A 30” x 48” level area is required to be
centered on the button.  Dimension says 2’ to
5’ from pole to back of curb.  Suggest button
either be moved to the other side of the pole or
this dimension be changed to 4’ to 5’.
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Table 1.  Summary of Design Standard Issues (cont.)
Detail Sheet Issue Recommendation

SIGNAL
PLACEMENT

W/O LEFT
TURN

PMD-03 Pedestrian Signals Are audible signals provided for the visually
impaired?

SIGNAL
PLACEMENT

W/O LEFT
TURN

PMD-03 Pedestrian Signals Are audible signals provided for the visually
impaired?

SIGNAL
PLACEMENT

PED.
CROSSWALKS

PMD-04 Ramp
Diagonal ramps are highly discouraged. Two
Type A ramps are preferred to direct users
toward the opposing ramp on a route which will
keep them within the crosswalk.

SIGNAL
PLACEMENT

PED.
CROSSWALKS

PMD-04 Pole Placement Ensure that pole placement does not obstruct
assessable route.

SIGNAL
PLACEMENT

PED.
CROSSWALKS

PMD-04 Crosswalk Button

A 30” x 48” level area is required to be
centered on the button.  Dimension says 2’ to
5’ from pole to back of curb.  Suggest button
either be moved to the other side of the pole or
this dimension be changed to 4’ to 5’.

SIGNAL
PLACEMENT

PED.
CROSSWALKS

PMD-04 Pedestrian Signals Are audible signals provided for the visually
impaired?

PUSH
BUTTON POLE PMD-07 Pole Placement Ensure that pole placement does not obstruct

assessable route.

PUSH
BUTTON POLE PMD-07 Crosswalk Button

A 30” x 48” level area is required to be
centered on the button.  Dimension says 2’ to
5’ from pole to back of curb. Suggest button
either be moved to the other side of the pole or
this dimension be changed to 4’ to 5’.

WIRE
THROUGH
CURB TO
PULL BOX

ID-07 Pull Box and Lid Ensure that pull box ring and lid are flush with
surrounding sidewalk.

WIRING IN
SIGNAL POLE PWD-02 Audible Signal Are audible signals provided for the visually

impaired?
WIRING IN

SIGNAL POLE PWD-02 Push Button Access Refer to PMD-04 (page 245) for push button
requirements.

SERVICE
POLE

WARNING
LIGHT

SZS-03 Height of accessories
No sidewalk is indicated, but if a sidewalk is
provided, ensure all accessories which project
4” or more are at least 80” above sidewalk.

WARNING
SIGNAL LIGHT SZS-05 Height of accessories

Ensure that all accessories, including warning
light hoods, are at least 80” above the sidewalk
if they project 4” or more from the pole.
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Table 1.  Summary of Design Standard Issues (cont.)
Detail Sheet Issue Recommendation

6” STREET
SIGNS STS-01 Sign Placement

Drawing as shown is acceptable.  However, if
the sign encroaches into the space above the
sidewalk and the shorter, 5’-0”, height is used,
this would be acceptable.

9” STREET
SIGNS STS-02 Sign Placement

Drawing as shown is acceptable.  However, if
the sign encroaches into the space above the
sidewalk and the shorter, 5’0”, height is used,
this would not be acceptable.

3.1.9 Grievance Procedure and Grievance Form Process

Local governments with 50 or more employees are required to adopt and publish grievance procedures for Title II
complaints.  A grievance form is not required by the Department of Justice, but a form can be an effective tool to aid in
the collection of information needed to address a complaint.  Title II does not specify what must be included in a
grievance procedure, but the Department of Justice has developed a model grievance procedure that can be used as
a starting point.

Self-Evaluation Findings

The City previously did not have a grievance procedure.  A grievance procedure was developed based on standard
recommended language set forth by the Department of Justice.

The City did have a grievance form which was available in digital form from the City’s web site. The existing grievance
form was evaluated and determined to be insufficient.  The form did make reference to an ADA Coordinator but did not
mention the individual by name.

Recommended Actions

An updated grievance form was created in order to more sufficiently capture information about the grievance. Additional
areas were added to the grievance form that included questions about:

· Type of grievance;
· Reporting individual’s contact information;
· Authorized representative of the reporting individual;
· Date and time of the incident;
· Department, facility, or location where the incident occurred
· Whether or not attempts have been made to resolve the complaint through a City department; and
· Remedy the individual filing the grievance is seeking.

The City has designated an ADA Coordinator and their name was included in the grievance procedure as well on the
grievance form.  The grievance procedure and a sample grievance form are included in the Appendix.
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3.1.10 Exceptions and Exemptions under the ADA

As a Title II entity, the City must operate each service, program, or activity so that the service, program, or activity,
when viewed in its entirety, is readily accessible to and usable by individuals with disabilities.  The City is not necessarily
required to make each of its existing facilities accessible and usable by individuals with disabilities.  The City is not
required to take any action that would threaten or destroy the historic significance of an historic property or take any
action that would result in a fundamental alteration of the nature of a service, program or activity or create any undue
financial and administrative burden.  In the event that the City believes that any proposed action would fundamentally
alter the service, program or activity or generate undue financial or administrative burden, the City has the responsibility
of providing proof of such.  The City must, however, take any other action that would ensure that individuals with
disabilities receive the benefits or services provided by the City.

In lieu of structural changes to existing facilities, other methods that are effective in achieving compliance may be used.
These may include acquisition of equipment or reassignment of services to accessible facilities.  In regards to historic
properties alternative methods for compliance may include audio-visual materials and devices or assigning persons to
guide those with disabilities.
	

3.2  Facilities Review
In 2014 and 2015, the City of Edmond conducted a comprehensive evaluation of architectural barriers in numerous
City owned facilities. These evaluations were the first phase of facility evaluations selected by City staff. They also
include a mix of different facility types and will provide the City an overview of the architectural barriers that prevent
people with disabilities from using its facilities and participating in its programs.

The infrastructure evaluation process was accomplished using field crews equipped with measuring devices and Global
Position System (GPS) based data collection forms. The evaluations identified physical barriers in City facilities based
on the 2010 ADA Standards and Proposed Accessibility Guidelines for Pedestrian Facilities in the Public Right-of-Way
(PROWAG). Detailed measurements of the existing conditions, planning-level recommendations for removing the
physical barriers, and photos of each facility were recorded during the evaluation process and were included in the
facility reports. Field crews were also required to note if the specific facility was in close proximity to a significant
pedestrian attractor (e.g., government office, medical facility, school, etc.). This additional information assisted the
Consultant team and City staff in prioritizing barriers for removal. All data collected is compatible with the City’s existing
Geographic Information Systems (GIS) database. The following facilities were evaluated:

· Buildings;
· Parks;
· Signalized Intersections;
· Sidewalk Corridors; and
· Transit Stops.

Summary reports were developed for each facility type to document the findings of the evaluations. The reports identify
the compliance status of each facility with regard to federal standards and include the following elements:

· Listing of facilities that are in compliance with current ADA standards;
· Listing of facilities that are not in compliance with current ADA requirements;
· Recommended actions to resolve non-compliance issues for each facility;
· Prioritized list of improvements using criteria developed by the Consultant and City staff;
· “Cost report” that assigns conceptual budget estimates to each recommended action; and
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· Photolog summary for signalized intersections, unsignalized intersections, issues along sidewalk corridors
(sidewalk issue photos provided in the GIS database only), and transit stops.

Copies of the evaluation reports are provided in the Appendix.

3.2.1 Buildings

A total of fourteen (14) building locations were evaluated as part of this project.  In addition to the buildings, the
associated parking lots serving the buildings were also evaluated.

A map of all evaluated buildings is included in the Appendix.

Areas that were evaluated for each building included parking lots, path of travel from the parking lot to the building,
access into the building, signage, drinking fountains, telephones, bathrooms, and counter heights.  The self-evaluation
reports for these buildings can be found in the Appendix.

Self-Evaluation Findings

The existing accessible parking was generally substantially compliant; however, the number of accessible parking
spaces was insufficient in some cases.

The path from accessible parking to the building entrance(s) was generally not in substantial compliance.

Many of the paths included excessive running slopes and cross slopes and changes in level.

Many restrooms provided were not in substantial compliance. There appears to have been attempts to create
accessible restrooms; however, full compliance was not achieved. Many of the older restrooms are severely out of
compliance.

Recommended Actions

Detailed recommendations for each building are provided in the facility reports.

3.2.2 Parks

A total of fifteen (15) park locations were evaluated as part of this project.

A map of all evaluated parks is included in the Appendix.

Areas that were evaluated for each park included parking lots, path of travel from the parking lot to the park amenities,
access into facilities, signage, drinking fountains and restrooms.  The self-evaluation reports for these parks can be
found in the Appendix.

Self-Evaluation Findings

The following common issues were observed at these parks:
· Insufficient accessible parking was provided at some parks;
· The paths from parking areas to the park amenities included excessive cross slopes and changes in level;
· Many of the park amenities, such as picnic areas and playgrounds, were not accessible or located along

accessible paths.
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· Concession stands have high counters and level changes on the approach
· Dock and pier areas not compliant.

Recommended Actions

Detailed recommendations for each park are provided in the facility reports.

3.2.3 Signalized Intersections

Seventy-three (73) signalized intersections within the City of Edmond were identified and evaluated as part of this
project. Signalized intersection evaluations cataloged the conditions and measurements along the pedestrian path of
travel, which includes street crossings, curb ramps, sidewalk adjacent to the curb ramps, and pedestrian signal
equipment and adjacent clear spaces. All signalized intersections included in the evaluation are shown on a map
included in the Appendix.

Self-Evaluation Findings

Common curb ramp issues at signalized intersections included excessive flare cross slopes, no presence of color or
texture contrasts, excessive landing running slopes, and obstructions in the ramps, landings, or flares. Table 2 provides
a summary of the curb ramp issues at signalized intersections.

More than ten percent of valid pedestrian crossings at signalized intersections did not have pedestrian signal heads or
pedestrian push buttons. Pedestrian push buttons and signal heads were recommended at all valid signalized
intersection pedestrian crossings where they did not exist. Common issues associated with the existing pedestrian
push buttons included no clear floor spaces or no access to clear floor spaces, excessive clear floor running and cross
slopes, push buttons installed at locations inconsistent with the current Manual on Uniform Traffic Control Devices
(MUTCD) guidance, and push button installed at non-compliant heights. Table 3 provides a summary of the push
button issues.

Recommended Actions

Detailed recommendations for each signalized intersection are provided in the facility reports in the Appendix.
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Table 2.  Summary of Curb Ramp Issues at Signalized Intersections

Curb Ramp Issue Number Evaluated
Number

Non-Compliant
Percent

Non-Compliant

Flare cross slope > 10% 238 167 70.2%

No color contrast 334 218 65.3%

No texture contrast 334 200 59.9%

Landing running slope  > 2% 297 163 54.9%

No flush transition to roadway 334 145 43.4%

Obstruction in ramp, landing, or flares 334 139 41.6%

Ramp cross slope > 2% 334 137 41.0%

Ramp running slope > 8.3% 334 131 39.2%

Ponding in ramp, landing, or flares 334 127 38.0%

Landing cross slope > 2% 297 102 34.3%

Ramp sides < 90◦ 96 26 27.1%

No landing 334 34 10.2%

Ramp width < 48” 334 32 9.6%

Ramp counter slope > 5% 334 28 8.4%

Traversable sides 96 7 7.3%

No ramp where ramp is needed 361 24 6.6%

No 48” crosswalk extension 267 11 4.1%

Table 3. Summary of Push Button Issues

Push Button Issue Number Evaluated
Number

Non-Compliant
Percent

Non-Compliant

No clear floor space or no access 485 241 49.7%

Clear floor space running slope > 2% 244 112 45.9%

Clear floor space cross slope > 2% 244 109 44.7%

Push button offset from crosswalk > 5’ 485 133 27.4%

Push button offset from curb > 10’ 485 117 24.1%

Push button height > 48” 485 58 12.0%
Missing pedestrian head where pedestrian
head is needed 597 71 11.9%

Missing push button where push button is
needed 597 67 11.2%

Push button diameter not 2” 485 52 10.7%

Push button orientation not parallel 485 14 2.9%
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3.2.4 Sidewalk Corridors

Approximately 66.5 miles of sidewalk were evaluated as part of this project. Sidewalk corridors were selected due to
their high level of pedestrian activity as well as their proximity to pedestrian traffic generators. Future phases of the
ADA transition plan are expected to complete evaluations for the remainder of the sidewalk, with arterial sidewalks
being evaluated first, followed by collector and local road sidewalk. A map of the evaluated sidewalk corridors is
included in the Appendix.

Self-Evaluation Findings

The sidewalk corridor evaluations documented conditions and measurements along the pedestrian path of travel, which
includes the sidewalk, curb ramps, pedestrian crossings at driveway openings, and pedestrian crossings at
unsignalized intersections with cross streets. Common issues along the sidewalk corridor were excessive sidewalk
cross slopes, vertical surface discontinuities that caused excessive level changes, excessive driveway and cross street
cross slopes, permanent obstructions in the sidewalk such as power poles or utilities, and temporary obstructions in
the sidewalk or path of travel such as weeds and low hanging branches. Where excessive vegetation was present,
field crews attempted to assess the condition of the underlying sidewalk. Where possible, the condition of the underlying
sidewalk was recorded; however, the City of Edmond may find additional issues with the sidewalk once the temporary
obstruction is removed.

Common curb ramp issues at unsignalized intersections along sidewalk corridors included excessive flare cross slopes,
no presence of color or texture contrast on ramps, excessive ramp cross slopes, and excessive landing running and
cross slopes. A summary of the unsignalized intersection curb ramp issues is provided in Table 4. It was the
recommendation that non-compliant curb ramps, sidewalk, and pedestrian paths of travel along driveways and street
crossings at unsignalized intersections to be removed and replaced. It was also recommended that curb ramps be
installed where sidewalks lead up to the curb at an intersection, both parallel and perpendicular to the project corridor.
Where sidewalks parallel to the project corridor lead up to the curb from a driveway.

The ADA of 1990, Section 35.150, Existing Facilities, requires that the Transition Plan include a schedule for providing
curb ramps or other sloped area at existing pedestrian walkways, which applies to all facilities constructed prior to
1992.  For any sidewalk installations constructed from 1992 to March 15, 2012, the curb ramps should have been
installed as part of the sidewalk construction project per the 1991 Standards for Accessible Design, Section 4.7 Curb
Ramp, which states, “curb ramps complying with 4.7 shall be provided wherever an accessible route crosses a curb.”
For sidewalk installations constructed on or after March 15, 2012 similar guidance is provided in the 2010 Standards
for Accessible Design, Section 35.151 of 28 CFR Part 35, New construction and alterations, which states, “newly
constructed or altered street level pedestrian walkways must contain curb ramps or other sloped area at any
intersection having curb or other sloped area at intersections to streets, roads, or highways.”

Recommended Actions

Detailed recommendations for each sidewalk corridor and unsignalized intersection are provided in the facility reports
in the Appendix.
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Table 4. Summary of Curb Ramp Issues at Unsignalized Intersections

Curb Ramp Issue Number Evaluated
Number

Non-Compliant
Percent

Non-Compliant

Flare cross slope > 10% 865 759 87.7%

No color contrast 1236 977 79.0%

No texture contrast 1236 966 78.2%

Ramp cross slope > 2% 1362 787 57.8%

Landing running slope  > 2% 1226 590 48.1%

Landing cross slope > 2% 1226 570 46.5%

Ramp running slope > 8.3% 1362 515 37.8%

No flush transition to roadway 1362 502 36.9%

Ramp sides < 90◦ 497 162 32.6%

Obstruction in ramp, landing, or flares 1362 375 27.5%

Ponding in ramp, landing, or flares 1362 283 20.8%

No ramp where ramp is needed 2071 371 17.9%

Ramp width < 48” 1362 200 14.7%

No landing 1362 124 9.1%

Ramp counter slope > 5% 1362 113 8.3%

Traversable sides 497 39 7.8%

Ramp does not land in crosswalk 1362 28 2.1%

3.2.5 Transit Stops

Six (6) transit stops within Edmond were identified and evaluated as part of this project. All transit stops included in the
evaluation are listed on a map included in the Appendix.

Self-Evaluation Findings

Transit stop evaluations documented the conditions and measurements within the boarding areas, adjacent sidewalk
network, transit stop sidewalk areas, and transit stop amenities.  A summary of the transit stop issues is provided in
Table 5.  Common issues for each area included transit stops with no signage, excessive boarding area running slopes,
excessive sidewalk network cross slopes, excessive transit stop sidewalk cross slopes, and transitions from boarding
areas to curbs that are not flush.

Recommended Actions

Detailed recommendations for each transit stop are provided in the facility reports in the Appendix.
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Table 5. Summary of Transit Stop Issues

Transit Stop Issue Number
Evaluated

Number
Non-Compliant

Percent
Non-Compliant

Boarding Area Issues

Boarding area running slope is greater than 2% 6 4 66.7%

Transition at connection to the curb is greater than 0.25" 6 3 50.0%

Boarding area length is less than 96" 6 2 33.3%

Boarding area width is less than 60" 6 2 33.3%

Heaving/Sinking/Cracking present in the boarding area 6 1 16.7%

Temporary obstruction (>0.25") in boarding area 6 1 16.7%
Boarding area is missing a connection to the street or sidewalk
network 6 1 16.7%

Boarding area cross slope is greater than adjacent street grade 6 0 0.0%

Ponding present in the boarding area 6 0 0.0%

Permanent obstruction (>0.25") in boarding area 6 0 0.0%

Adjacent Sidewalk Network Issues

Sidewalk network cross slope is greater than 2% 3 2 66.7%

Sidewalk network width is less than 48" 3 0 0.0%

Heaving/Sinking/Cracking present in the sidewalk network 3 0 0.0%

Ponding present in the sidewalk network 3 0 0.0%

Permanent obstruction (>0.25") in sidewalk network 3 0 0.0%

Temporary obstruction (>0.25") in sidewalk network 3 0 0.0%

Transition at connection to boarding area is greater than 0.25" 3 0 0.0%

Transit Stop Sidewalk Issues

Transit stop sidewalk cross slope is greater than 2% 3 2 66.7%
Transition at connection to sidewalk network is greater than
0.25" 3 1 33.3%

Heaving/Sinking/Cracking present in the transit stop sidewalk 3 0 0.0%

Ponding present in the transit stop sidewalk 3 0 0.0%

Permanent obstruction (>0.25") in transit stop sidewalk 3 0 0.0%

Temporary obstruction (>0.25") in transit stop sidewalk 3 0 0.0%

Transit Stop Amenity Issues

No transit stop signage 6 6 100.0%

No clear space under shelter 6 0 0.0%

Shelter clear space length is less than 48" 6 0 0.0%

Shelter clear space width is less than 30" 6 0 0.0%

Shelter clear space cross slope is greater than 2% 6 0 0.0%

Shelter clear space running slope is greater than 2% 6 0 0.0%

Shelter opening clear width is less than 32" 6 0 0.0%
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3.3  Maintenance versus Alterations
The United States Department of Justice (DOJ) has issued a briefing memorandum on a clarification of maintenance
versus projects. Information contained in the briefing memorandum is below. We recommend this clarification be
disseminated to the appropriate City Staff for when a curb ramp installation is required as part of a project.

The Americans with Disabilities Act of 1990 (ADA) is a civil rights statute prohibiting discrimination
against persons with disabilities in all aspects of life, including transportation, based on
regulations promulgated by the United States Department of Justice (DOJ).  DOJ’s regulations
require accessible planning, design, and construction to integrate people with disabilities into
mainstream society.  Further, these laws require that public entities responsible for operating and
maintaining the public rights-of-way do not discriminate in their programs and activities against
persons with disabilities.  FHWA’s ADA program implements the DOJ regulations through
delegated authority to ensure that pedestrians with disabilities have the opportunity to use the
transportation system’s pedestrian facilities in an accessible and safe manner.

FHWA and DOJ met in March 2012 and March 2013 to clarify guidance on the ADA’s requirements
for constructing curb ramps on resurfacing projects.  Projects deemed to be alterations must
include curb ramps within the scope of the project.

This clarification provides a single Federal policy that identifies specific asphalt and concrete-
pavement repair treatments that are considered to be alterations – requiring installation of curb
ramps within the scope of the project – and those that are considered to be maintenance, which
do not require curb ramps at the time of the improvement. Figure 1 provides a summary of the
types of projects that fall within maintenance versus alterations.

This approach clearly identifies the types of structural treatments that both DOJ and FHWA agree
require curb ramps (when there is a pedestrian walkway with a prepared surface for pedestrian
use and a curb, elevation, or other barrier between the street and the walkway) and furthers the
goal of the ADA to provide increased accessibility to the public right-of-way for persons with
disabilities.  This single Federal policy will provide for increased consistency and improved
enforcement.
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Figure 1.  Maintenance versus Alteration Projects

Source: DOJ Briefing Memorandum on Maintenance versus Alteration Projects

3.4  FHWA Guidance on Closing Pedestrian Crossings
The FHWA has provided guidance on closing pedestrian crossings.  If an engineering study (performed by the City
and not included in the scope of this Transition Plan) determines the crossing is not safe for any user, the crossing
should be closed by doing the following:

· A physical barrier is required to close a crossing at an intersection.  FHWA has determined that a strip of
grass between the sidewalk and the curb IS acceptable as a physical barrier.

· A sign should be used to communicate the closure.

The agency wishing to close certain intersection crossings should have a reasonable and consistent policy on how to
do so written in their Transition Plan or as a standalone document.  If safety concerns are established by an engineering
study, a pedestrian crossing should not be accommodated for people with disabilities. The City of Edmond should also
develop and implement a policy to close those that are currently accommodated based on the existing conditions at
the crossing location (e.g. existing sidewalk leading up to the curb in the direction of the crossing or existing curb ramp
or crosswalk currently serving the crossing.

3.5  Prioritization
The following sections outline the prioritization factors and results of the prioritization for buildings, parks, signalized
intersections, sidewalks, unsignalized intersections, and transit stops. Each facility type has a different set of
parameters to establish the prioritization for improvements. These prioritization factors were taken into consideration
when developing the implementation plan for the proposed improvements.

ADA Maintenance ADA Alterations
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3.5.1 Prioritization Factors for Facilities

Buildings and Parks were prioritized on a 12-point scale, which is defined in Table 6.  All prioritization methodologies
have been developed by the Consultant team to aid the City in determining how the facility type should be prioritized
for improvements based on the severity of non-compliance with ADA.

Signalized and unsignalized intersections were prioritized on a 13-point scale, defined in Table 7.

Sidewalk corridors were prioritized on a 3-point scale and were given a priority of either “High”, “Medium”, or “Low”
based on the severity of non-compliance, defined in Table 8. Compliant segments of the sidewalk corridor were given
a priority label of “Compliant”.

Transit stops were prioritized based on a 5-point scale, which is defined in Table 9.

Table 6.  Prioritization Factors for Buildings and Parks
Priority Criteria

1 (high)

· Dangerously steep slopes
· Protruding objects
· Obvious safety liabilities
· Areas where complaints have been filed

2 (high)

· New construction built out of compliance
· Older construction severely out of compliance (see Accessible Route list for sidewalks,

curb ramps/ramps)
· Alterations that did not bring required elements into compliance (e.g. adding a break

room or restroom that isn’t compliant)
· Narrow doors (less than 32” clear width)
· Items severely out of compliance

3 (high)

· No accessible parking
· No accessible route from parking to the building  entrances
· No accessible route to adjacent sidewalk system, when provided
· Severely non-compliant parking (bad slopes, gravel surface, etc.)
· Maneuvering clearance – Main entry door has less than 18” on the pull side (Less than

16”)
· Maneuvering clearance – Area in front of the door slopes over 4% in any direction
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Table 6.  Prioritization Factors for Buildings and Parks (cont.)
Priority Criteria

4 (high)

· No accessible route to covered areas inside buildings on site (no elevator to upper
areas, steps only, narrow doors, etc.)

· No accessible counter heights (reception counters, utilities counters, etc.)
· No access to public areas (coffee bars, break rooms, conference rooms, smoking areas

etc.)
· No access to City Council chambers, court rooms or other amenities
· Gaps or grate openings over ½” wide
· Obstructed clear floor spaces for required elements
· No grab bars are provided
· Area in front of main entry door slopes more than 4% in any direction
· Interior doors over 20 lbs. in weight
· Interior doors with less than 18” on the pull side (Less than 16”)
· Lavatory is mounted above 35.5” or has less than 14” center line space
· No knee clearance under the lavatory
· Accessible parking is not on the shortest accessible route to the building entrance
· Non-compliant parking, requiring a structural solution
· Protrusion into the path of travel that is over 9” and below 70”
· No accessible toilets
· Seating provided, but none accessible
· No accessible showers/benches/changing areas
· Ground/floor slopes more than 4% in any direction
· Stall door is directly in front of the water closet
· No ambulatory stall is provided
· Transaction counters 38” or above
· Urinal above 20” to the rim
· Audible alarm system with no visual alarms
· No accessible route to park amenities
· No access to amenities/pool

5 (medium)

· Non-compliant parking (non- structural solution)
· Non-compliant public access spaces (coffee bars, break rooms, conference rooms,

smoking areas etc.)
· Non-compliant interior door clearances (16” to 17 7/8” on pull side)
· Non-compliant restroom amenities (water closet, urinal, lavatory)
· Non-compliant door hardware
· Area in front of doors slopes between 2.1% and 3.9% in any direction
· Lavatory/sink pipes are not wrapped or protected, lavatory sink is 34.1” to 35.5”, Lav

center line is 14” to 14.9”
· No accessible bench in a locker room
· Non-compliant playground surfacing
· Non-compliant playground equipment
· Non-compliant route to amenities
· Flush control is on the wrong side
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Table 6.  Prioritization Factors for Buildings and Parks (cont.)
Priority Criteria

6 (medium)

· Non-compliant showers/changing areas
· Non-compliant dug-outs at ball fields
· Non-compliant dispensers (above 54” paper towel, coat hook, etc.)
· Accessible stall door is not self-closing
· Vision panel is 46” or above
· Accessible toilet stall does not have handles on both sides
· Non-compliant grab bars
· Non-compliant showers/benches/changing areas
· Non-compliant signage
· No accessible cabinets
· No accessible drinking fountains

7 (medium)

· Accessible route with moderate access issues (level changes that can be ground down
or fitted with device)

· Baby changing table over 36”
· Accessible seating not integrated with other seating or mounted on a slope
· Non-compliant pay phone
· Not enough accessible cabinets

8 (medium)

· Non-compliant drinking fountains
· No accessible telephones
· Grab bars mounted above 37”
· Protrusion into a path of travel 6.1” to 9” and/or between 70.1” and 80”
· Water closet seat at or above 20”

9 (low)

· Non-compliant parking (striping, signage)
· Non-compliant dispensers (between 48” and 54” – Paper towel, coat hook, etc)
· Non-compliant parking (striping, signage)
· Non-compliant pay phone
· Not enough accessible cabinets

10 (low)

· Minor level changes, gaps or cracks in accessible route
· Vision panel is 1/2" to 3" too high
· Knee clearance minimally off. Any dimension for knee clearance less than 1"
· Urinal mounted over 17" but less than 18"
· No visual strobe provided in employee area
· Water closet seat mounted over 19" less than 20"

11 (low)

· Coat hook is not in accessible stall, but is in other stalls
· Up to 37", or 1" over compliance
· Non-compliant public phones
· Into path of travel 4.1" to 6"

12 (low)
· Covered under 'safe harbor' but not compliant because the room wasn't fully compliant

with old standards
· Within a reasonable tolerance, but not compliant
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Table 7. Prioritization Factors for Signalized and Unsignalized Intersections
Priority Criteria

1 (high) Complaint filed on curb ramp or intersection or known accident/injury at site

2 (high)

Existing curb ramp with any of the following conditions:
· Running slope > 12%
· Cross slope  > 7%
· Obstruction to or in the ramp or landing
· Level change  > ¼ inch at the bottom of the curb ramp
· No detectable warnings

AND within a couple of blocks of a hospital, retirement facility, medical facility, parking garage, major
employer, disability service provider, event facility, bus/transit stop, school, government facility, public
facility, park, library, or church, based on field observations.

3 (high)

· No curb ramp where sidewalk or pedestrian path exists

AND within a couple of blocks of a hospital, retirement facility, medical facility, parking garage, major
employer, disability service provider, event facility, bus/transit stop, school, government facility, public
facility, park, library, or church, based on field observations.

4 (high) No curb ramps but striped crosswalk exists

5 (medium)

Existing curb ramp with any of the following conditions:
· Running slope > 12%
· Cross slope  > 7%
· Obstruction to or in the ramp or landing
· Level change  > ¼ inch at the bottom of the curb ramp
· No detectable warnings

AND NOT within a couple of blocks of a hospital, retirement facility, medical facility, parking garage, major
employer, disability service provider, event facility, bus/transit stop, school, government facility, public
facility, park, library, or church, based on field observations.

6 (medium)

· No curb ramp where sidewalk or pedestrian path exists

AND NOT within a couple of blocks of a hospital, retirement facility, medical facility, parking garage, major
employer, disability service provider, event facility, bus/transit stop, school, government facility, public
facility, park, library, or church, based on field observations.

7 (medium) One curb ramp per corner and another is needed to serve the other crossing direction

8 (medium)

Existing curb ramp with any of the following conditions:
· Cross slope  > 5%
· Width < 36 inches
· Median/island crossings that are inaccessible

9 (low) Existing curb ramp with either running slope between 8.3% and 11.9% or insufficient
landing

10 (low) Existing  diagonal  curb  ramp  without  a  48 inch  extension  in  the crosswalk

11 (low) Existing pedestrian push button is not accessible from the sidewalk and/or ramp

12 (low) Existing curb ramp with returned curbs where pedestrian travel across the curb is not protected

13 (low) All other non-compliant intersections not prioritized above
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Table 8. Prioritization Factors for Sidewalk Corridors
Criteria Priority

1 (high) 2 (medium) 3 (low)

Cross slope of sidewalk is greater
than 2% Value > 3.5 3.5 ≥ Value > 2.0

Width of sidewalk is less than 48
inches Value ≤ 36.0 36.0 < Value < 42.0 42.0 < Value < 48.0

Obstruction present along sidewalk Obstruction - Permanent Obstruction - Temporary

Heaving, Sinking, or Cracking
present on sidewalk

Heaving
Sinking

Cracking

Ponding on sidewalk Ponding

Missing Sidewalk Missing Sidewalk

Cross street cross slope is greater
than 2% Value > 6.0 6.0 ≥ Value ≥ 4.0 4.0 > Value > 2.0

Cross street running slope is greater
than 5% Value > 7.0 7.0 ≥ Value ≥ 6.0 6.0 > Value > 5.0

Driveway sidewalk width is less
than 48 inches Value ≤ 46.0 46.0 < Value < 48.0

Driveway (or sidewalk if applicable)
cross slope is greater than 2% Value > 6.0 6.0 ≥ Value ≥ 4.0 4.0 > Value > 2.0

Driveway (or sidewalk if applicable)
condition is poor or poor dangerous

Poor-Dangerous (elevation
change greater than ½ inch
or gaps greater than 1 inch)

Poor
(elevation change between
¼ inch and ½ inch or gaps

between ½ inch and 1 inch)
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Table 9. Prioritization Factors for Transit Stops
Priority Criteria

1 (high)

· No connection from transit stop to adjacent sidewalk
· Transitions at connections between the boarding area, transit stop sidewalk, and/or

sidewalk network is greater than 0.25”
· Heaving/sinking/cracking in the boarding area, transit stop sidewalk, or sidewalk network

that connects to the transit stop with level changes greater than 0.25”, or gaps over 0.5”
· Boarding area does not exist

2 (high)

· Boarding area length less than 48”
· Boarding area width less than 36”
· Boarding area running slope exceeds 5%
· Permanent obstruction (>0.25") in boarding area, transit stop sidewalk, or sidewalk

network
· Transition at connection to the curb is greater than 0.25"
· Clear space width under shelter or adjacent to a stand-alone bench is less than 30"

3 (medium)

· Boarding area cross slope is greater than 2% over the street grade
· Sidewalk network or transit stop sidewalk cross slope is over 3.5%
· No clear space adjacent to bench under shelter
· Clear space cross slope under shelter or adjacent to a stand-alone bench is greater than

3.5%;
· Clear space running slope under shelter or adjacent to a stand-alone bench is greater

than 3.5%; Clear space length under shelter or adjacent to a stand-alone bench is less
than 42"

· Shelter opening clear width is less than 30”

4 (medium)

· Boarding area length is 48” – 76.9”
· Boarding area width is 36” – 47.9”
· Boarding area running slope is 3.1% - 5%
· Ponding in the boarding area, transit stop sidewalk, or sidewalk network
· Temporary obstruction (>0.25") in boarding area, transit stop sidewalk, or sidewalk

network
· Sidewalk network connecting to the transit stop is 46.1” – 47.9” wide
· Sidewalk network cross slope is between 2.1% to 3.5%
· No transit stop signage
· Non-compliant transit stop signage
· No clear space adjacent to stand-alone bench
· Clear space cross slope under shelter or adjacent to a stand-alone bench is 2.1% - 3.5%
· Clear space running slope under shelter or adjacent to a stand-alone bench is 2.1% - 3.5%
· Clear space length under shelter or adjacent to a stand-alone bench is 42" – 45.9”
· Shelter opening clear width is between 30" and 32”

5 (low)

· Boarding area length is 72” - 95.9”
· Boarding area width is 48” - 59.9”
· Boarding area running slope is 2.1% - 4.9%
· Clear space length under shelter or adjacent to a stand-alone bench is 46" – 47.9"

Self-Evaluation Findings

Table 10, Table 11, Table 12, and Table 13 provide summaries of the prioritization classifications for signalized
intersections, sidewalks, unsignalized intersections, and transit stops, respectively.
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Table 10. Prioritization Summary Signalized Intersections
Priority Number of Intersections

1 (high) -

2 (high) 29

3 (high) -

4 (high) 2

5 (medium) 39

6 (medium) -

7 (medium) -

8 (medium) -

9 (low) -

10 (low) -

11 (low) -

12 (low) -

13 (low) 3

Total 73

Table 11. Prioritization Summary for Sidewalk Corridors

Line type
Length (miles) by Priority

1 (high) 2 (medium) 3 (low) Handrail
Needed Compliant Not

Prioritized Total

Sidewalk Line 7.06 16.77 0.12 27.40 - - 51.35

Sidewalk Issues
(including missing

sidewalk)
4.28 1.25 13.66 0.04 0.01 0.01 19.26

Driveways 2.02 1.07 0.75 1.13 - - 4.97

Cross Streets 0.44 0.60 1.33 2.33 - - 4.70

Total 13.82 19.68 15.86 30.90 0.01 0.01 80.27
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Table 12. Prioritization Summary for Unsignalized Intersections
Priority Number of Intersections

1 (high) -

2 (high) 168

3 (high) 33

4 (high) -

5 (medium) 380

6 (medium) 56

7 (medium) 1

8 (medium) 1

9 (low) 20

10 (low) -

11 (low) -

12 (low) -

13 (low) 53

Total 712

Table 13. Prioritization Summary for Transit Stops
Priority Number of Intersections

1 (high) 2

2 (high) 2

3 (high) -

4 (medium) 2

5 (low) -

Total 6

3.6  Conclusion/Action Log
The City is taking the actions referenced below and will continue to look for and remedy, barriers to access in an effort
to ensure that the disabled citizens of the City of Edmond are given access to the City's programs, services and
activities.

To confirm follow-up on corrective actions required under the Transition Plan, the City will institute an ADA Action Log,
documenting its efforts at compliance with the ADA. At a minimum, the Action Log will identify items that are not ADA
compliant and will include anticipated completion dates. After the adoption of this Plan by the Governing Body of the
City, the ADA Action Log will be updated on an annual basis. The ADA Action Log shall be available upon request.
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4.0  Staff Training
Training was provided to City staff to address some of the issues identified in the departmental surveys and interviews.
The following training sessions were provided by the Consultant team:

· April 2, 2015 – Full ADA Training
o Concentrated PROWAG (Public Right-of-Way), Class #1
o Disability Awareness for Staff in Contact with the Public, Class #1

· April 23, 2015 - Disability Awareness for Staff in Contact with the Public, Class #2
· May 20, 2015 - Concentrated PROWAG (Public Right-of-Way), Class #2

Descriptions of each training provided are provided below:

Full ADA Training (6 hours)

Concentrated PROWAG (Public Right-of-Way) (4 hours)

This training explained the PROWAG requirements as well as the "spirit" of the ADA law. Topics covered included the
difference between maintenance versus alterations, how to achieve compliance with difficult site constraints,
how to make good decisions in the field, and how to know when additional help is needed. This class was very
technical in the design and installation of curb ramps and sidewalks in the public rights-of-way.

Disability Awareness for Staff in Contact with the Public (2 hours)

The training provided an overview of the access criteria and requirements mandated for State and local government
staff interacting with the public. Best practices for sensitive and respectful interactions were explained.
Communication topics included correct language and etiquette, appropriate use of terminology, and dealing with
service animals in public places. The training concluded with a brief overview of maintaining accessibility for people
with disabilities.

City Staff in Attendance:  20 in person

Concentrated PROWAG (Public Right-of-Way) (4 hours)

This training explained the PROWAG requirements as well as the "spirit" of the ADA law. Topics covered included the
difference between maintenance versus alterations, how to achieve compliance with difficult site constraints,
how to make good decisions in the field, and how to know when additional help is needed. This class was very
technical in the design and installation of curb ramps and sidewalks in the public rights-of-way.

City Staff in Attendance:  20 in person, 104 via video
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Disability Awareness for Staff in Contact with the Public (2 hours)

The training provided an overview of the access criteria and requirements mandated for State and local government
staff interacting with the public. Best practices for sensitive and respectful interactions were explained.
Communication topics included correct language and etiquette, appropriate use of terminology, and dealing with
service animals in public places. The training concluded with a brief overview of maintaining accessibility for people
with disabilities.

City Staff in Attendance:  15 in person, 58 via video
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5.0 Facility Costs

5.1  Facilities Cost Projection Overview
In order to identify funding sources and develop a reasonable implementation schedule, cost projection summaries for
the initial study were developed for each facility type. To develop these summaries, recent bid tabulations from
Oklahoma Department of Transportation (ODOT) construction projects, along with Consultants experience with similar
types of projects, were the basis for the unit prices used to calculate the improvement costs.  A construction contingency
percentage (20%) was added to the subtotal to account for increases in unit prices in the future in addition to an
Engineering/Design contingency percentage (15%). Table 14 provides a summary of the estimated costs to bring each
facility into compliance.

Table 14. Summary of Facility Costs
Facility Type High Medium Low Handrail Needed Total

Buildings $1,035,617 $231,395 $86,880 N/A $1,353,892

Parks $1,787,824 $384,084 $52,253 N/A $2,224,161

Signalized
Intersections $1,625,000 $1,746,000 $157,000 N/A $3,528,000

Sidewalk Corridors $6,377,531 $10,492,162 $3,642,600 $12,683 $20,525,000

Transit Stops $19,000 $3,000 N/A N/A $22,000

City Totals $10,844,972 $12,856,641 $3,938,733 $12,683 $27,653,053

5.2  Implementation Schedule
Table 15 details the barrier removal costs and proposed implementation schedule by facility type for all facilities
evaluated as part of this project. This 20 year plan will serve as the implementation schedule for the Transition Plan.
The City of Edmond reserves the right to change the barrier removal priorities on an ongoing basis in order to allow
flexibility in accommodating community requests, petitions for reasonable modifications from persons with disabilities,
and changes in City programs.

It is the intent of the City to have its ADA Coordinator work together with department heads and budget staff to
determine the funding sources for barrier removal projects. Once funding is identified, the ADA Coordinator will
coordinate the placement of the projects in the Capital Improvement Program to be addressed on a fiscal year basis.
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Table 15. Implementation Schedule
Facility Type Estimate Cost Implementation Schedule

(years)
Approximate Annual

Budget

Buildings $1,353,892 7 $193,413	

Parks $2,224,161 10 $222,416	

Signalized Intersections $3,528,000 20 $176,400	

Sidewalk Corridors $20,525,000 20 $1,026,250	

Transit Stops $22,000 1 $22,000

Total Annual Budget $1,640,479

5.3  Recent Projects
The City has either completed or is currently working on several projects to help improve accessibility throughout the
City.

· Intelligent Transportation System along Second St. from N. Santa Fe Ave. to Saints Blvd. – Installation of 126
accessible pedestrian signals (APS) and 126 LED countdown pedestrian signal heads at 22 signalized
intersections.  Currently under construction.  Estimated pedestrian signal equipment costs:  $216,090.

· Roadway widening along W. Covell Rd. from N. Santa Fe Ave. to Thomas Dr. –  Installation of 22 accessible
pedestrian signals (APS), 22 LED countdown pedestrian signal heads, and ADA curb ramps at three (3)
signalized intersections (Marilyn Williams, Kelly Thomas, and Lowes).  Completed in September 2013.
Estimated pedestrian signal equipment costs:  $25,652.

· Roadway widening along N. Kelly Ave. from W. Danforth Rd. to W. Covell Rd. – Installation of six (6)
accessible pedestrian signals (APS), six (6) LED countdown pedestrian signal heads, and ADA curb ramps
at one (1) signalized intersection (Lowes).  Completed in September 2013.  Estimated pedestrian signal
equipment costs:  $6,996.

· Roadway widening along N. Kelly Ave. from W. Covell Rd. to W. Coffee Creek Rd. – Installation of eight (8)
accessible pedestrian signals (APS), eight (8) LED countdown pedestrian signal heads, and ADA curb ramps
at one (1) signalized intersection (Prairie Village).  Completed in July 2014.  Estimated pedestrian signal
equipment costs:  $9,328.

· Roadway overlay along N. Boulevard St. from E. Lincoln Ave. to E. 1st St. – Installation of ADA curb ramps
and sidewalk.  Completed in October 2014.  Estimated pedestrian improvement costs:  $15,330.

· Roadway overlay along N. Santa Fe Ave. from Crosstails to Castle Rock – Installation of ADA curb ramps
and sidewalk.  Completed in November 2014.  Estimated pedestrian improvement costs:  $16,596.

· Roadway overlay along E. 33rd St. from S. Bryant Ave. to S. Boulevard St. – Installation of ADA curb ramps
and sidewalk.  Completed in July 2014.  Estimated pedestrian improvement costs:  $100,364.
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· Sidewalk installation (160 feet) along Baumann St.  Completed June 2015.  Estimated pedestrian
improvement costs:  $25,000.

· Installation of ADA curb ramps and sidewalk along 2nd St.  Completed in April 2014.  Estimated pedestrian
improvement costs:  $2,532.

5.4  Funding Opportunities
Several alternative funding sources are available to the City to address the issues identified in this Transition Plan,
including federal and state funding, local funding, and private funding.  The following sections detail some different
funding source options.

5.4.1 Federal and State Funding

Table 16 depicts the various types of federal and state funding available for the City to apply for funding for various
improvement.  The following agencies and funding options are represented in the chart.

· NHS – National Highway System
· STP – Surface Transportation Program
· HSIP – Highway Safety Improvement Program
· RHC – Railway-Highway Crossing Program
· TAP – Transportation Alternatives Program
· CMAQ – Congestion Mitigation/Air Quality Program
· RTP – Recreational Trails Program
· FTA – Federal Transit Capital, Urban & Rural Funds
· TrE – Transit Enhancements
· BRI – Bridge - Highway Bridge Replacement and Rehabilitation (HBRRP)
· 402 – State and Community Traffic Safety Program
· PLA – State/Metropolitan Planning Funds
· TCSP – Transportation and Community and System Preservation Program
· FLH – Federal Lands Highways Program
· BYW – Scenic Byways
· SRTS – Safe Routes to School (Moving Ahead for Progress in the 21st Century Act (MAP-21) now under TAP)

The majority of these programs are competitive type grants; therefore, the City of Edmond is not guaranteed to receive
these funds.  It will be important for the City to track these programs in order to apply for the funds.
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5.4.2 Local Funding

There are several local funding options for the City to consider, including:

· General fund (sales tax and bond issue)
· Allocation of annual departmental budgets – requests for larger share to address needs in a more timely

fashion
· Maintenance funds
· Special taxing districts
· Tax Increment Financing District (TIF) – A TIF allows cities to create special districts and to make public

improvements within those districts that will generate private-sector development.  During the development
period, the tax base is frozen at the predevelopment level.  Property taxes continue to be paid, but taxes
derived from increases in assessed values (the tax increment) resulting from new development either go into
a special fund created to retire bonds issued to originate the development, or leverage future growth in the
district.

· Community Improvement District (CID) – A geographically defined district in which commercial property
owners vote to impose a self-tax. Funds are then collected by the taxing authority and given to a board of
directors elected by the property owners]

· Tax Allocation District (TAD) – A defined area where real estate property tax monies gathered above a certain
threshold for a certain period of time (typically 25 years) to be used a specified improvement.  The funds
raised from a TAD are placed in a tax-free bond (finance) where the money can continue to grow.  These
improvements are typically for revitalization and especially to complete redevelopment efforts

· Sidewalk or Access Improvement Fee
· Transportation User Fee
· Scheduled/Funded CIP projects that are funded through bonds and sales tax.
· Community Development Block Grants (CDBG)

5.4.3 Private Funding

Private funding may include local and national foundations, endowments, private development, and private individuals.
While obtaining private funding to provide improvements along entire corridors might be difficult, it is important for the
City to require private developers to improve pedestrian facilities to current ADA requirements, whether it by new
development or redevelopment of an existing property.

5.5  Next Steps
This document serves as the Americans with Disabilities Act (ADA) Transition Plan within the City of Edmond.  In
developing this Plan, program, policies and procedures were reviewed for compliance with ADA guidelines and a self-
evaluation was conducted on the following facilities:

· 14 buildings;
· 15 parks;
· 73 signalized intersections;
· Approximately 66.5 miles of sidewalk and all unsignalized intersections and driveways along the sidewalk

corridors; and
· 6 transit stops.
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The recommended improvements were prioritized and an implementation plan was developed to provide guidance for
the City’s improvement projects in the coming years.  Public outreach was also conducted to aid in the development of
the plan.

It should be noted that this Transition Plan is focused on a portion of City of Edmond facilities, and is not intended to
be a comprehensive ADA Transition Plan for all City facilities. As funding becomes available additional facility
evaluations should be completed to provide a comprehensive Transition Plan for the City of Edmond.
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Appendix (provided on CD)

Departmental Surveys and Interviews

Program Recommendations

Grievance Process
· ADA Notice
· Grievance Procedure
· Grievance Form

Facility Maps
· Buildings
· Parks
· Signalized Intersections
· Sidewalk Corridors
· Transit Stops

Facility Reports
· Buildings
· Parks
· Signalized Intersections
· Sidewalk Corridors
· Transit Stops



Departmental Surveys and Interviews



Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Chip Nolen

Q3: Email address:

chip.nolen@edmondok.com

Q4: Phone Number:

(405)359-4683

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Public Transportation
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Citylink offers a paratransit service for certain qualified individuals.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

Yes

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

Yes

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Sometimes

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently (buses, lifts, etc.)?

Maintenance is performed on buses daily.

Q16: What percentage of the CityLink fleet vehicles have lifts available?

All of them

Q17: Are all drivers properly trained on operating
vehicle lifts?

Yes
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Q18: Is the building in which your programs are
held owned by the city or leased?

Both

Q19: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

I have not received any requests for auxiliary aids, but I would forward that request to the ADA coordinator. I 
am unaware of what different types of aids are available.

Q20: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

I have not received any requests for auxiliary aids, but I would forward that request to the ADA coordinator. I 
am unaware of what different types of aids are available.

Q21: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

I have not received any requests for auxiliary aids, but I would forward that request to the ADA coordinator. I 
am unaware of what different types of aids are available.

Q22: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q23: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q24: What policies and procedures are in place for each program?

Not sure what you're asking. What type of policies and procedures?

Q25: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes
Yes

Q26: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q27: How does your department respond to an ADA complaint?

Refer to transit operator McDonald Transit or ADA coordinator.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Nicki Smith

Q3: Email address:

nicki.smith@edmondok.com

Q4: Phone Number:

405-359-4452

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

We offer animal control services and adoptions.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Cognitive Challenge, Sensory Challenge,

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

The only services we might provide especially for someone with a disability is setting a live trap for them if they 
are physically unable to do so on their own.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

n/a

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

n/a

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

n/a

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

n/a

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

n/a

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

n/a

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

n/a

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

no

Q24: Have your facility standards and the Animal
Shelter been reviewed from the perspective of
accessibility and updated accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

Have never had one. Would consult my boss if it did occur.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Todd Hildabrand

Q3: Email address:

todd.hildabrand@edmondok.com

Q4: Phone Number:

405-359-4569

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

City Council Meetings
Edmond Youth Council Meetings
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Yes, for physical disabilities

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

No

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

Not sure

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

None

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes, I am the liaison for City First. I have been identified for 2 months.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

Contact Phil Jones
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Andrew Conyers

Q3: Email address:

andrew.conyers@edmondok.com

Q4: Phone Number:

(405) 359-4728

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Not that I am aware
I've only been on the job a month
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

I've only been on the job a month

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

I've only been on the job a month

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

I've only been on the job a month

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

I've only been on the job a month

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

I've only been on the job a month

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

I've only been on the job a month

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

I've only been on the job a month

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

I've only been on the job a month

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

I've only been on the job a month
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Scott Boyle

Q3: Email address:

scott.boyle@edmondok.com

Q4: Phone Number:

405-359-4780

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

N/A, unless you are asking if we have dealings with the public.  We issue building permits to contractors, 
subcontractors, etc.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Permitting process is at the same counter.  It has a portion lowered for HC accessibility, an elevator, and a 
compliant path to the public way including a power assist door.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

N/A

Q12: Does your department offer any licensing or
certifications to citizens?

Yes

Q13: What licenses or certificates are offered? If none, please answer "NA"

We issue licenses to some contractors and subs, they may or may not be citizens or the City of Edmond.

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

Requires a state license for their particular trade.

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

N/A

Q16: Are building inspectors trained to evaluate for
accessibility?

Yes,

Other (please specify)
Our commercial building inspectors take ICC
certifications for accessibility. The scope of
inspections is limited to new constrution,
remodels, etc. that require building permits under
the ICC codes currently adopted.
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Q17: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q18: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

N/A

Q19: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

N/A

Q20: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

N/A

Q21: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q22: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q23: What policies and procedures are in place for each program?

N/A

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

N/A

Q25: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q26: How does your department respond to an ADA complaint?

N/A, none known.
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Q1: Denial of Participation. The ADA, like other civil rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just as a government office cannot refuse to issue
food stamps or other benefits to an individual on the basis of his or her race, it cannot refuse to
provide benefits solely because an individual has a disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does not guarantee equality of results. The foundation
of many of the specific requirements in the U.S. Department of Justice's regulations is the principle
that individuals with disabilities must be provided an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and services.Enter any general questions/comments you
have about the process or things you would like answered below (if any):

Who decides whether the benefits or service must be accessible?

Q2: Contact Name:

Amber Armstrong

Q3: Email address:

amber.armstrong@edmondok.com

Q4: Phone Number:

405-359-4508

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

We issue permits to homeowners and contractors.  We answer questions by many different public groups.  
We are contacted when someone feels a business or location is not handicap accessible.

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge
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Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

We have not given any thought to tailoring our services to anyone with a dissability.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

I am not aware that we have been contacted by anyone who has a disability and needs a permit.  If someone 
blind, hearing impaired, or cognitively challenged wanted to obtain a permit, I do not feel we would know how 
to assist them.

Q12: Does your department offer any licensing or
certifications to citizens?

Yes

Q13: What licenses or certificates are offered? If none, please answer "NA"

contractor registration (licensing)
certificate of occupancy

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

A contractor must pass an exam by the state to become licensed.  Then they may apply for registration within 
the city.
A certificate of occupancy is issued when construction for which a permit was issued is completed and 
inspected.

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

I would say that we have a lack of features in our programs.

Q16: Are building inspectors trained to evaluate for
accessibility?

Yes,

Other (please specify)
There is a certification exam offered by ICC

Q17: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q18: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

none that I am aware of

Q19: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

none that I am aware of

Q20: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

none that I am aware of

Q21: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q22: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q23: What policies and procedures are in place for each program?

Our handouts and paperwork are available to anyone who requests it.  The AV media is available on the city 
website.

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Amber Armstrong.  She is involved with plan review for accessibility so is aware of the physical environment.  
She has no knowledge or procedures or training about interacting with customers who are disabled.  There 
should be a "job description" or other policy written and disseminated to the liasons to explain their function, 
duties and procedures.

Q25: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

No

Q26: How does your department respond to an ADA complaint?

Most complaints relate to locations within the city which are already constructed.  We do not have authority to 
require these locations to modify their facility.
We try to verify new construction meets accessibility to ANSI A117.1, however, we have no authority to 
enforce when modifications are made without a permit.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Jim Smith

Q3: Email address:

jim.smith@edmondok.com

Q4: Phone Number:

405-357-4704

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

ACM of "operations " includes 6 departments.  I'm confident you will receive a survey response from each of 
those departments for specific responses.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Vague question ..."modifications"??

Q12: Does your department offer any licensing or
certifications to citizens?

Yes

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Our City Clerk or Attorney will provide this response.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

Not the above listed items, but we do record and video the meetings to be watched or listened to later.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

Our City Clerk or Attorney will provide this response.

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

Department specific answers will be provided from individual departments.

Q23: What plans are being made for Capital Improvement Projects for the next 5 years?

We have numerous CIP projects planned in several departments to include utilities, streets, park facilities, 
building rehabs or construction of new buildings.

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes.  My liason is the ADA Coordinator.

Q25: Have your facility standards been reviewed from the perspective of accessibility and updated
accordingly?

Probably not in comparison the the review we are currently undergoing with the ADA Consultant.

Q26: How does your department respond to an ADA complaint?

ADA Coordinator follows up with complainant, to validate. We resolve as is appropriate.
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1. Denial of Participation. The ADA, like other civil rights statutes, prohibits the denial of 
services or benefits on specified discriminatory grounds. Just as a government office 
cannot refuse to issue food stamps or other benefits to an individual on the basis of his or 
her race, it cannot refuse to provide benefits solely because an individual has a disability.  
 
Equality in Participation/Benefits. The ADA provides for equality of opportunity, but does 
not guarantee equality of results. The foundation of many of the specific requirements in 
the U.S. Department of Justice's regulations is the principle that individuals with 
disabilities must be provided an equally effective opportunity to participate in or benefit 
from a public entity's aid, benefits and services. 
 
Enter any general questions/comments you have about the process or things you would 
like answered below (if any): 

 

 

55

66

 



2. Contact Name:

 

3. Email address:

 

4. Phone Number:

 

5. Are there any programs or services offered to the public by your department? If yes, 
please list them.

 

6. Are all programs offered by your department available to someone with a (select all 
that apply):

7. Are programs, services or activities offered by your department the same for people 
with disabilities or are separate or different accommodations necessary? Explain for each 
program listed above.

 

8. Do any "separate" programs designed for people with disabilities end up segregating 
them from all others participating in the same program service or activity?

 

*
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*
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*
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9. If a "separate" program is offered, can a person choose NOT to participate in the 
separate program and join the mainstream program?

10. Are any additional costs required for someone to participate in the programs, 
services or activities?

11. Are reasonable modifications necessary to provide programs, services or activities?

 

12. Does your department offer any licensing or certifications to citizens?

13. What licenses or certificates are offered? If none, please answer "NA"

 

14. What does it take to get that license? Is testing involved? Please explain. If no 
certifications or licenses are offered, please answer "NA".

 

15. Are there elements or features offered through your programs, services or activities 
that are broken down, or break down frequently?

 

16. Is the building in which your programs are held owned by the city or leased?
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17. What auxiliary aids are provided for people with hearing impairments to attend any 
public meetings hosted by your department? (That might include: qualified interpreters, 
note takers, computeraided transcription services, written materials, telephone handset 
amplifiers, assistive listening systems, telephones compatible with hearing aids, closed 
caption decoders, open and closed captioning, telecommunications devices for deaf 
persons (TDD's), videotext displays and exchange of written notes.)

 

18. What auxiliary aids are provided for people with visual impairments to attend any 
public meetings hosted by your department? (That might include: qualified readers, taped 
texts, audio recordings, Braille materials, large print materials, and assistance in locating 
items.)

 

19. What auxiliary aids are provided for people with cognitive impairments? (That might 
include: TDD's, computer terminals, speech synthesizers, and communication boards.)

 

20. Do any of the programs offered by your department have papers, handouts or 
documents that are given to out to either employees or the general public?

21. Do any of the programs have any audio/visual media that is offered to either 
employees or to the general public?

22. What policies and procedures are in place for each program?

 

23. Has your department designated an employee to act as the liaison between your 
department and the City ADA Coordinator? How long have they been performing this 
function? Do they understand what this might mean?
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24. Have your facility standards been reviewed from the perspective of accessibility and 
updated accordingly?

25. How does your department respond to an ADA complaint?
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*
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Q1: Denial of Participation. The ADA, like other civil rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just as a government office cannot refuse to issue
food stamps or other benefits to an individual on the basis of his or her race, it cannot refuse to
provide benefits solely because an individual has a disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does not guarantee equality of results. The foundation
of many of the specific requirements in the U.S. Department of Justice's regulations is the principle
that individuals with disabilities must be provided an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and services.Enter any general questions/comments you
have about the process or things you would like answered below (if any):

Todd Hildabrand is responsible for providing information for City Council, Boards and Commssions and City 
Manager's Office. I submited information of the City Council survey. However, B&C are all held at different City 
locations. Thus, other survey takers will provide the information specific to that particular City facility.

Q2: Contact Name:

Todd Hildabrand

Q3: Email address:

todd.hildabrand@edmondok.com

Q4: Phone Number:

405-359-4569

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Boards & Commissions:

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge
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Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Board & Commission meetings are held at various City facilities.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

NA

Q12: Are Council Chambers accessible? For
members of the council as well as for citizens who
may attend council meetings?

Yes,
Other (please specify)
Cognitive, Hearing and Sight disabled would not
have any services available without advanced
notice.

Q13: Does your department offer any licensing or
certifications to citizens?

No

Q14: What licenses or certificates are offered? If none, please answer "NA"

NA

Q15: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q16: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

NA

Q17: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q18: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None

Q19: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None

Q20: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None

Q21: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q22: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q23: What policies and procedures are in place for each program?

If given advance notice the City could provide assistance.

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes...2 months....yes.

Q25: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

No

Q26: How does your department respond to an ADA complaint?

See Phil Jones.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Holly Wescott

Q3: Email address:

holly.wescott@edmondok.com

Q4: Phone Number:

405-359-4529

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

NO.  Our customers are the employees.  (Pension & 457 Retirement Plans)
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

When we offer an educational opportunity, we accommodate hearing impaired, as needed, during the same 
time.  My department incurs the cost 100%.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

n/a

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

n/a

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

n/a

Q16: Is the building in which your programs are
held owned by the city or leased?

Both
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Interpreters, and written materials

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None so far.  But upon request we would accommodate if an employee requested it.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None so far.  But upon request we would accommodate if an employee requested it.

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

Policy is to provide education for all employees applicable.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No--but organizationally Treasury is under the Finance umbrella, therefore someone in Finance may be 
designated, but I am unaware.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

I've never received a complaint, but if I did, I'd start with discussing it with the Finance Director.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Terry Humphrey (Supervisor)

Q3: Email address:

terry.humphrey@edmondok.com

Q4: Phone Number:

405-359-4793

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

NO
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

YES

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

YES

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NONE

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NONE

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

NONE

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

NONE

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

NONE

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NONE

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

NONE

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

NONE

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q25: How does your department respond to an ADA complaint?

TALK TO PHILL.
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Q1: Denial of Participation. The ADA, like other civil rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just as a government office cannot refuse to issue
food stamps or other benefits to an individual on the basis of his or her race, it cannot refuse to
provide benefits solely because an individual has a disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does not guarantee equality of results. The foundation
of many of the specific requirements in the U.S. Department of Justice's regulations is the principle
that individuals with disabilities must be provided an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and services.Enter any general questions/comments you
have about the process or things you would like answered below (if any):

Accessability of businesses downtown seems to be difficult.
Coordinating servicing of disability needs and ease of transport for able bodied is a balance that must be 
adressed. We can't diminish one for another.

Q2: Contact Name:

Cathy Williams-White

Q3: Email address:

Cathy.Williams@edmondok.com

Q4: Phone Number:

405/216-7781

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Distribution of public information and coordination of public events, conferences and sporting events.

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge
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Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same. We do alot of work with Paralympic sport events.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Yes

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

NA

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None on site. We work with events that are not at our office. The events we work primarily utilize Edmond 
Hotels, UCO, EPS, YMCA & Parks & Rec facilities. In every instance we make sure the site has appropriate 
assistance on site.
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Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

Signing assistance can be scheduled in advance for meetings. Assistance in locating items is always 
available.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NA

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

No written policies at this time.
Our department SOP is to always be of assistance.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Myself

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

We've never had one.
Protocols need to be established.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Sandra Hendersn

Q3: Email address:

sandra.henderson@edmondok.com

Q4: Phone Number:

405-359-4483

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Yes, we rent rooms for public as well as private events.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

All of our rental rooms are handicap accessible.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

NA

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

NA

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

When we have COE events, the City provides an interpreter for the deaf when necessary.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

NA

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NA

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

We rent audio / visual equipment to anyone who wants to rent it.  It is up to them if they want to use it for their 
event.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

I call Phil Jones if I have a question.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q25: How does your department respond to an ADA complaint?

If I had an ADA complaint, I would refer it to Phil Jones.  He does a good job of taking care of this.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Glenn Fisher

Q3: Email address:

glenn.fisher@edmondOK.com

Q4: Phone Number:

405 216 7660
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Edmond Electric provides electric service to home and businesses within the municipal boundaries.

EE also hosts or organizes several community events such as the annual Open House, Touch-a-Truck, 
Parade of Lights.

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Electric service is available to everyone.  

For the community events, different accomodations would be required.  For example, at Open House, we offer 
rides in the buckets of the aerial devices used by our crew members.  If an individual is unable to stand, they 
would not be able to go up in the bucket.  

Touch a Truck is an opportunity for children (and adults) to touch, play on and enjoy a wide variety of vehicles.  
Physical limitations may make this difficult.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

No.

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA
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Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No.

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Any public meeting would utilize the aids provided by and through the City Manager's Office.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

See # 17

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

See #17

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: Has the website for online Utility Bill payments
been evaluated for 508 compliance (if available)?

Unknown

Q23: What policies and procedures are in place for each program?

General participation policies.

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No.

Q25: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown
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Q26: How does your department respond to an ADA complaint?

These would be referred to the Legal Department.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Matt Stillwell

Q3: Email address:

matt-stillwell@edmondok.com

Q4: Phone Number:

405-359-4371
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Storm Shelter Registration
Emergency Preparedness Public Education
CodeRed Emergency Notification
Storm Watch Program

Q6: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

All the programs are the same.  With the CodeRed system...although notifications are made by voice over the 
telephone, the same messages are sent via email and text message.

Q7: Are fire fighters/EMS individually trained to
communicate with citizens who have no hearing or
speech abilities?

No

Q8: What communication aids or services do you provide for citizens with low or no hearing? Is there
a cost to the citizen for utilizing such services or aids?

TDD/TTY for 911.
Relay services are also utilized.

Q9: Are sign language interpreters on staff or
always available when needed?

No

Q10: Does the city have an emergency evacuation
plan?

Yes

Q11: Does the plan include evacuating people with
physical disabilities and/or sensory impairments?

Yes

Q12: What communication system do you use to notify citizens with disabilities of a potential
emergency? Will this system work for a person with no sight or no hearing?

CodeRed Emergency notification done by voice over phone, email and text message.

Q13: Are emergency transportation services offered? Are accessible vehicles provided as part of the
transportation?

No

Q14: Do you have access to accessible vehicles
should the need arise?

Yes

Q15: What emergency sheltering is planned? Has it been assessed and determined to be fully
accessible?

Edmond does not offer public shelters.  Aligning with the Central Oklahoma Emergency Managers 
Association's statement of sheltering in place.
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Q16: Have those who would run the emergency
shelter program been trained on handling citizens
with disabilities?

No

Q17: Does the plan provide detail to ensure people
with certain needs are closest to the restrooms or
closest to the areas where their medications would
be stored?

NA

Q18: Do you train in various ways to communicate
for people who can't hear or speak?

Yes

Q19: Does your plan have provisions for people
who use service animals?

No

Q20: Do you have a back up power plan when the
power is out?

No

Q21: Does it include ensuring people on life support
equipment has access to available power?

No

Q22: When power is out, is there a plan to provide
refrigeration of medication at a shelter?

No

Q23: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q24: If a "separate" program is offered, can a
person choose NOT to participate in the separate
program and join the mainstream program?

NA

Q25: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q26: Are reasonable modifications necessary to provide programs, services or activities?

We consider modifications to accommodate special needs.

Q27: Does your department offer any licensing or
certifications to citizens?

No

Q28: What licenses or certificates are offered? If none, please answer "NA"

na
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Q29: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

na

Q30: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

na

Q31: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q32: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q33: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q34: What policies and procedures are in place for each program?

For the CodeRed system, we have several staff members trained with individual access codes to the system.

Q35: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No

Q36: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q37: Have there been any complaints against the Fire department for the handling of a citizen with a
disability? If yes, please provide an example.

Can't answer for the Fire Department, but Emergency Management has not. ***also check question 7...please 
inquire to the Fire Department for this answer.

Q38: How does your department respond to an ADA complaint?

We would thoroughly investigate the complaint and take appropriate action.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Steve Spain

Q3: Email address:

steve.spain@edmondok.com

Q4: Phone Number:

405 359-4757

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

no
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

na

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

na

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

na

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

na

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

na

Q16: Is the building in which your programs are
held owned by the city or leased?

Both
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

na

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

na

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

na

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

na

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

na

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

na
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Tom Minnick

Q3: Email address:

Tom.minnick@edmondok.com

Q4: Phone Number:

405-359-4775

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

no programs
We do provide information to citizens
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

na

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

na

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

na

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

na

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

na

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

na

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

na

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

na

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

na

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

na
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Sara Cobb

Q3: Email address:

sara.cobb@edmondok.com

Q4: Phone Number:

405-359-4517

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Yes - Public WiFi
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Cognitive Challenge, Sensory Challenge,

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Yes

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

n/a

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

n/a

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

n/a

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

N/A

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

N/A

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

N/A

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

n/a

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes; 1 month; Yes

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q25: How does your department respond to an ADA complaint?

n/a

9 / 9

Edmond Engineering SurveyMonkey



Q1: Denial of participation. the ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in participation/benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the
Department's regulations is the principle that
individuals with disabilities must be provided an
equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Keith Stewart

Q3: Email address:

keith.stewart@edmondok.com

Q4: Phone Number:

216-7674

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Residential Sidewalk Partnership Program
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Cognitive Challenge, Sensory Challenge,

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Yes

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

No

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

NA

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

NA

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NA

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

Program policy is found on the city's website.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q25: How does your department respond to an ADA complaint?

Yes
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Ross VanderHamm

Q3: Email address:

ross.vanderhamm@edmondok.com

Q4: Phone Number:

405-359-4521

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Bidding/Procurement Services
Utility Customer Billing services
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

The same

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Wheelchair accesibility for utility customers

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q16: Is the building in which your programs are
held owned by the city or leased?

Leased
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

The FInance Dept & Utility Customer Services Dept do not hold public meetings.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

NA

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NA

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

Provide informaiton in whatever format is neccesary.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes. less than a year. yes.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q25: How does your department respond to an ADA complaint?

Notify the city's ADA Coordinator
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Mike Barnes

Q3: Email address:

Mike.Barnes@edmondok.com

Q4: Phone Number:

405-216-7305

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

First responders services, EMS and Fire.  We also conduct fire inspections and do public education to the 
public and at our Children Safety Village.
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Q6: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same

Q7: Are fire fighters/EMS individually trained to
communicate with citizens who have no hearing or
speech abilities?

Unknown

Q8: What communication aids or services do you provide for citizens with low or no hearing? Is there
a cost to the citizen for utilizing such services or aids?

We offer hearing impaired smoke alarms on a limited bases.

Q9: Are sign language interpreters on staff or
always available when needed?

No

Q10: Does the city have an emergency evacuation
plan?

Unknown

Q11: Does the plan include evacuating people with
physical disabilities and/or sensory impairments?

Unknown

Q12: What communication system do you use to notify citizens with disabilities of a potential
emergency? Will this system work for a person with no sight or no hearing?

Emergency management question.  The fire dept will make physical contact when evacuating

Q13: Are emergency transportation services offered? Are accessible vehicles provided as part of the
transportation?

Emergency management question

Q14: Do you have access to accessible vehicles
should the need arise?

Yes

Q15: What emergency sheltering is planned? Has it been assessed and determined to be fully
accessible?

Emergency management question

Q16: Have those who would run the emergency
shelter program been trained on handling citizens
with disabilities?

Unknown

Q17: Does the plan provide detail to ensure people
with certain needs are closest to the restrooms or
closest to the areas where their medications would
be stored?

Unknown
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Q18: Do you train in various ways to communicate
for people who can't hear or speak?

Unknown

Q19: Does your plan have provisions for people
who use service animals?

Unknown

Q20: Do you have a back up power plan when the power is out? If yes, please explain.

Emergency management question

Q21: Does it include ensuring people on life support
equipment have access to available power?

Unknown,

Other (please specify)
The Fire dept could provide short term generator.
Until emergency management took over

Q22: When power is out, is there a plan to provide
refrigeration of medication at a shelter?

Unknown

Q23: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q24: If a "separate" program is offered, can a
person choose NOT to participate in the separate
program and join the mainstream program?

Yes

Q25: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q26: Are reasonable modifications necessary to provide programs, services or activities?

Our public edcuation events can be modified to meet the needs.

Q27: Does your department offer any licensing or
certifications to citizens?

No

Q28: What licenses or certificates are offered? If none, please answer "NA"

N/A

Q29: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

N/A

Q30: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No
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Q31: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q32: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q33: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q34: What policies and procedures are in place for each program?

None

Q35: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes,  Just started.  No it is not understood what the liaison duties mean.

Q36: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q37: Have there been any complaints against the Fire department for the handling of a citizen with a
disability? If yes, please give an example.

No

Q38: How does your department respond to an ADA complaint?

As with all complaints they would be investigated and forwarded to the appropriate person to handle and 
resolve.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Lisa Goodpasture

Q3: Email address:

lisa.goodpasture@edmond ok

Q4: Phone Number:

405-359-4687

Q5: What programs or services are offered in your department (this can be things for the public like
job fairs, and things for employees, like health fairs)? Please list them.

Job Fairs; Health Fairs; Public and internal employees applying for available postions within the City of 
Edmond;

COMPLETECOMPLETE
Collector:Collector:  Email Invitation 1 Email Invitation 1 (Email)(Email)
Started:Started:  Thursday, November 13, 2014 5:54:14 AMThursday, November 13, 2014 5:54:14 AM
Last Modified:Last Modified:  Thursday, November 13, 2014 6:36:37 AMThursday, November 13, 2014 6:36:37 AM
Time Spent:Time Spent:  00:42:2300:42:23
Email:Email:  lisa.goodpasture@edmondok.comlisa.goodpasture@edmondok.com
IP Address:IP Address:  164.58.29.226164.58.29.226

PAGE 1

PAGE 2

#1

1 / 4

Edmond Human Resources SurveyMonkey



Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Recruitment for City of Edmond positions

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Yes.

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

na

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

NA

Q16: Is the building in which your programs are
held owned by the city or leased?

Leased
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Qualified interpreters

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

NA

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NA

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

NA

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes

Q24: Is the facility accessible? Yes

Q25: Where do people apply for jobs with the City?
Check all options available.

In Person,
Other (please specify) Mail, Fax

Q26: Has someone reviewed the job descriptions to
eliminate discriminatory language? (i.e. "must be
able to "type 40 wpm" instead of "must be able to
'input' 40 wpm").

No

Q27: Is testing required for employment? Yes
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Q28: Are provisions in place for alternative testing? No

Q29: Is a committee in place to review special
requests from the public (for employment testing or
reasonable accommodations) or for special
requests from qualified employees with disabilities?

No

Q30: Is there a written and published grievance
procedure in place?

No

Q31: How does your department respond to an ADA complaint?

Review and discusses with City Attorney and City Manager and then respond
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Sara Cobb

Q3: Email address:

sara.cobb@edmondok.com

Q4: Phone Number:

405-359-4517

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Public WiFi
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

N/A

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

N/A

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q16: Is the building in which your programs are
held owned by the city or leased?

Both
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

NA

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

NA

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

NA

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

NA

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes - 4 months - Yes

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

NA
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Courtney Cleaves

Q3: Email address:

Courtney.Cleaves@edmondok.com

Q4: Phone Number:

405-359-4322

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Edmond Life TV - TV Channel, also YouTube Channel
City Website - Edmondok.com
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

All Services are the same for all individuals. There are some website features that allow for easy navigation for 
those with sensory disabilities.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

I think that some additional modifications to the website could benefit some citizens with disabilities. Especially 
those who are visually impaired.

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

Not often. Sometimes the website does go down. But never for long. Things that would impair someone from 
accessing our programs would not necessarily involve things that would exclude those with disabilities. 
Anything that would cause someone not to access our site or view our channel would be something that could 
impact anyone. Not just someone with a disability. These things would include no internet access or no cable.

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

I am unsure.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

I am unaware of any aids currently provided. But I am sure that some of these things could be easily arranged 
upon request.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None that I am aware of.

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

I am unaware of any official policies regarding the programs.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

I do not believe so. I think that that person would be myself or department manager, Casey Moore.

Q24: Have your facility standards been reviewed from the perspective of accessibility and updated
accordingly?

I am unaware of the answer to this.

Q25: How does your department respond to an ADA complaint?

I do not know of any official procedures or policies for dealing with an ADA complaint. No complaints have 
been brought to my attention.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Sharon Ferrell

Q3: Email address:

sharon.ferrell@edmondok.com

Q4: Phone Number:

405/359-4365
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Language interpreters (sign language as well)
Customer service counter/wheelchair seating
Handicapped Accessible restrooms w/handrails
3 - Outside wheelchair ramps into building
Sign Posted and Pavement painted parking spaces
Handicap door opener into South front entrance of building

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Disabilities services are not separate but used by all persons

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Currently in place

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

n/a

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

Not to my knowledge
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Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Interpreters as needed and/or required for Court proceedings

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

Would take all necessary steps to accommodate as needed and/or required for Court proceedings

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

TV monitors

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

None in written form to my knowledge

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Not to date

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

Notification to the proper staff designated for compliance

Q26: Does the Court system have access to sign
language interpreters should the need arise?

Yes
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Q27: Does the Court system have access to
resources to provide documents in Braille should
the need arise?

No
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Craig Dishman

Q3: Email address:

craig.dishman@edmondok.com

Q4: Phone Number:

405.216.7639

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

yes
Miracle Baseball League
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Sensory Challenge, Cognitive Challenge,

Physical Challenge

Q7: Does the city have access to all public pools, in
accordance with the new swimming pool
requirements?

Yes

Q8: Do you have a full list of each amenity offered by each park and the level of access each amenity
has?

no

Q9: Have hike and bike trails been evaluated for
compliance?

Yes

Q10: Are sign language interpreters on staff or
always available when needed to provide access to
all Parks programs?

No

Q11: Are any transportation services offered? Are accessible vehicles provided as part of the
transportation?

no

Q12: Do you have access to accessible vehicles
should the need arise?

Yes

Q13: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Depends on the program

Q14: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q15: If a "separate" program is offered, can a
person choose NOT to participate in the separate
program and join the mainstream program?

Yes

Q16: Are any additional costs required for someone to participate in the programs, services or
activities?

no

Q17: Are reasonable modifications necessary to provide programs, services or activities?

yes
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Q18: Do all parks have accessible play equipment? Yes

Q19: Have those who run the recreation program(s)
been trained on handling citizens with disabilities?

Yes

Q20: Have any complaints ever been filed, or requests made, for additional access to any program
offered through the Parks, Recreation and Open Space Department? If yes, please explain.

no

Q21: Do you train in various ways to communicate
for people who can't hear or speak?

No

Q22: Does your plan have provisions for people
who use service animals?

No

Q23: Does your department offer any licensing or
certifications to citizens?

No

Q24: What licenses or certificates are offered? If none, please answer "NA"

NA

Q25: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q26: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q27: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q28: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

written materials

Q29: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

none
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Q30: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

none

Q31: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q32: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q33: What policies and procedures are in place for each program?

?

Q34: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

yes.

Q35: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Diane S

Q3: Email address:

diane.self@edmondok.com

Q4: Phone Number:

4052167635

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Yes - too many to list.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Does the city have access to all public pools, in
accordance with the new swimming pool
requirements?

Yes

Q8: Do you have a full list of each amenity offered by each park and the level of access each amenity
has?

Yes - list too long to type out, we have a document on file.

Q9: Have hike and bike trails been evaluated for
compliance?

Unsure,

Other (please specify)
Need to be addressed by Parks and Recreation
Director/Superintendent

Q10: Are sign language interpreters on staff or
always available when needed to provide access to
all Parks programs?

No

Q11: Are any transportation services offered? Are accessible vehicles provided as part of the
transportation?

No

Q12: Do you have access to accessible vehicles
should the need arise?

Unsure

Q13: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

We will adapt any program to address disabilities. We do have one program in the works for special needs 
children, but other children may use the equipment.

Q14: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q15: If a "separate" program is offered, can a
person choose NOT to participate in the separate
program and join the mainstream program?

Yes

Q16: Are any additional costs required for someone to participate in the programs, services or
activities?

Most all of our classes charge a fee.
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Q17: Are reasonable modifications necessary to provide programs, services or activities?

Yes

Q18: Do all parks have accessible play equipment? No

Q19: Have those who run the recreation program(s)
been trained on handling citizens with disabilities?

No

Q20: Have any complaints ever been filed, or requests made, for additional access to any program
offered through the Parks, Recreation and Open Space Department? If yes, please explain.

None that I know of.

Q21: Do you train in various ways to communicate
for people who can't hear or speak?

No

Q22: Does your plan have provisions for people
who use service animals?

Yes

Q23: Does your department offer any licensing or
certifications to citizens?

No

Q24: What licenses or certificates are offered? If none, please answer "NA"

What do you mean by this question? Is this specifically for ADA training? Or just certifications such as 
babysitting or First Aid/CPR?

Q25: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

See answer to 24.

Q26: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

Do you mean equipment? Not sure of any equipment in our department that is broken or that breaks down 
frequently.

Q27: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q28: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

We have nothing designated or equipment available, but we can provide someone to take notes if that is 
requested.
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Q29: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

Nothing designated but we can provide audio recordings if requested.

Q30: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None

Q31: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q32: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q33: What policies and procedures are in place for each program?

We do not have anything that is designated.

Q34: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

I believe so but not certain.

Q35: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Nicole Offutt

Q3: Email address:

nicole.offutt@edmondok.com

Q4: Phone Number:

405-216-7472
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Camping
Picnicing
Storybook Forest
Kids fishing derby
Eagle Watch
Lake Sweep

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Does the city have access to all public pools, in
accordance with the new swimming pool
requirements?

Unknown

Q8: Do you have a full list of each amenity offered by each park and the level of access each amenity
has?

Don't have a list

Q9: Have hike and bike trails been evaluated for
compliance?

Unsure

Q10: Are sign language interpreters on staff or
always available when needed to provide access to
all Parks programs?

No

Q11: Are any transportation services offered? Are accessible vehicles provided as part of the
transportation?

Yes.  At Special Events, ATVs can be used to provide access to shoreline activities.

Q12: Do you have access to accessible vehicles
should the need arise?

Unsure

Q13: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same, with the exception that we may need to transport a wheel chair bond person to the shoreline at the Kids 
Fishing Derby.

Q14: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q15: If a "separate" program is offered, can a
person choose NOT to participate in the separate
program and join the mainstream program?

NA
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Q16: Are any additional costs required for someone to participate in the programs, services or
activities?

There are additional fees to praticipate in some of our programs and all of or services, but there is not an 
additional fee for special accomidations.

Q17: Are reasonable modifications necessary to provide programs, services or activities?

Possibly

Q18: Do all parks have accessible play equipment? No

Q19: Have those who run the recreation program(s)
been trained on handling citizens with disabilities?

No

Q20: Have any complaints ever been filed, or requests made, for additional access to any program
offered through the Parks, Recreation and Open Space Department? If yes, please explain.

Programs, no.  Services, yes.  We have had several requests for Wheelchair accessable boat docks.  This is 
being addressed with the installation of a new dock in a newly developed park.

Q21: Do you train in various ways to communicate
for people who can't hear or speak?

No

Q22: Does your plan have provisions for people
who use service animals?

Yes

Q23: Does your department offer any licensing or
certifications to citizens?

No

Q24: What licenses or certificates are offered? If none, please answer "NA"

NA

Q25: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q26: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q27: Is the building in which your programs are
held owned by the city or leased?

Leased
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Q28: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

The matirials are available in written materials.

Q29: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

The meetings would be verbal.  The only meeting we hold at our department at this time would not be 
appropriate for a visual impaired individual due to public safety and Firearms.

Q30: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

none

Q31: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q32: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q33: What policies and procedures are in place for each program?

Too long to list, and unsure of what you are asking for.  See Department directly for more information

Q34: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Not to my knowlege

Q35: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Phil Jones

Q3: Email address:

phil.jones@edmondok.com

Q4: Phone Number:

(405) 359-4518
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Board of Adjustments/Board of Appeals
Central Edmond Urban Development Board
Citizen's Participation Committee
Community Connections
Development Impact Review Committee
Edmond Bicycle Committee
Edmond Public Transportation Committee
Planning Commission

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Reasonable modifications needed for these meetings would relate to the ability of the individual to participate 
in the discussion.  We will continue items to another meeting, if necessary, to make reasonable 
accommodations for all individuals.  A 48 hour notice should be adequate notice in most cases to meet those 
accommodations.  
At the top of all of our public meeting agendas is posted the following:  "The City of Edmond encourages 
participation from all its citizens.  If participation at any public meeting is not possible due to a disability, 
notification to the City Clerk at least 48 hours prior to the scheduled meeting is encouraged to make the 
necessary accommodations.  The City may waive the 48-hour rule if signing is not the necessary 
accommodation."

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA
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Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

NO

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

These aids can be made available on request.  Currently, some of these aids are not readily available.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

These aids can be made available on request.  Currently, some of these aids are not readily available.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

These aids can be made available on request.  Currently, some of these aids are not readily available.

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

Aids or reasonable modifications needed for these meetings would relate to the ability of the individual to 
participate in the discussion.  We will continue items to another meeting, if necessary, to make reasonable 
accommodations for all individuals.  A 48 hour notice should be adequate notice in most cases to meet those 
accommodations.
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Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes, I am the ADA Coordinator for the City.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

No

Q25: How does your department respond to an ADA complaint?

It depends on the nature of the complaint, but all complaints will be routed to me, the ADA Coordinator.  If it’s 
an accessibility issue in one of our meetings, then we will meet the necessary accommodations through 
external services, or continue the meeting to time when those accommodations can be met, if needed.  If it’s a 
physical accessibility issue in public rights of way or in one of our facilities, then we’ve set up these 
procedures below.

1.  I receive the complaint and forward a copy of that and the location to engineering inspectors to check it out 
(I can go with them if needed).  It would probably be a good idea to take some pictures at this point with a date 
stamp.
2.  The inspectors will give me their evaluation by email and I’ll respond to the complainant, also forwarding 
the information to Public Works.
3.  The complaint and location will be entered into Cityworks by someone in Public Works as a workorder.
4.  Streets staff will only respond to the WO if the priority is  set to “HIGH” (if it needs to be addressed 
immediately).  Otherwise, we’ll discuss it in the ADA Advisory Committee.  
5.  If there’s no need to do anything the WO will be ‘Closed.’  Recording all workorders will allow us to keep 
track of all complaints and costs.
6.  Respond back to the complainant and meet with them (if needed) within 15 days.
7.  15 days after meeting with the complainant, we will need to respond in an appropriate format (braille, audio 
tape, etc) explaining the position of the City (my job).
8.  If additional time is needed to the 15 days, then I will need to notify the complainant about the time needed 
to extend the City’s response.
9.  There is also an appeals process if the customer isn’t satisfied.  The appeal will need to be filed with me 
and the City Manager within 15 days after the receipt of the response letter.
10.  Within 15 calendar days after the receipt of the appeal, the City Manager or his/her designee will meet 
with the complainant to discuss the complaint and possible resolutions.  Within 15 days after this meeting, we 
will respond in a format accessible to the complainant with the final resolution of the complaint.

4 / 4

Edmond Planning & Zoning SurveyMonkey



Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Bob Pratt

Q3: Email address:

robby.pratt@edmondok.com

Q4: Phone Number:

405.359.4460

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

electronic entry to front lobby as well as ramps
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Q6: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

same

Q7: Are officers individually trained to communicate
with citizens who have no hearing or speech
abilities?

No

Q8: What communication aids or services do you provide for citizens with low or no hearing? Is there
a cost to the citizen for utilizing such services or aids?

none

Q9: Are sign language interpreters on staff or
always available when needed?

No

Q10: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q11: If a "separate" program is offered, can a
person choose NOT to participate in the separate
program and join the mainstream program?

NA

Q12: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q13: Are reasonable modifications necessary to provide programs, services or activities?

no

Q14: Does your department offer any licensing or
certifications to citizens (i.e. CHL)?

No

Q15: What licenses or certificates are offered? If none, please answer "NA"

N/A

Q16: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

N/A

Q17: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

no
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Q18: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q19: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

none

Q20: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

none

Q21: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

none

Q22: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q23: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q24: What policies and procedures are in place for each program?

N/A

Q25: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Capt. Bob Pratt....3 months....learning

Q26: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q27: Have there been any complaints against the Police department for the handling of a citizen with
a disability?

no
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Q28: How does your department respond to an ADA complaint?

A complaint would possibly be referred to the City Attorney or the Risk Management Office.
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1. Denial of Participation. The ADA, like other civil rights statutes, prohibits the denial of 
services or benefits on specified discriminatory grounds. Just as a government office 
cannot refuse to issue food stamps or other benefits to an individual on the basis of his or 
her race, it cannot refuse to provide benefits solely because an individual has a disability.  
 
Equality in Participation/Benefits. The ADA provides for equality of opportunity, but does 
not guarantee equality of results. The foundation of many of the specific requirements in 
the U.S. Department of Justice's regulations is the principle that individuals with 
disabilities must be provided an equally effective opportunity to participate in or benefit 
from a public entity's aid, benefits and services. 
 
Enter any general questions/comments you have about the process or things you would 
like answered below (if any): 

 

 

55

66

 



2. Contact Name:

 

3. Email address:

 

4. Phone Number:

 

5. Are there any programs or services offered to the public by your department? If yes, 
please list them.

 

6. Are all programs offered by your department available to someone with a (select all 
that apply):

7. Are programs, services or activities offered by your department the same for people 
with disabilities or are separate or different accommodations necessary? Explain for each 
program listed above.

 

8. Do any "separate" programs designed for people with disabilities end up segregating 
them from all others participating in the same program service or activity?

 

*
55

66

*
55

66

*
55

66

*

55

66

*

*

55

66

*

Physical Challenge
 

gfedc

Sensory Challenge
 

gfedc

Cognitive Challenge
 

gfedc

Yes
 

nmlkj

No
 

nmlkj

NA
 

nmlkj



9. If a "separate" program is offered, can a person choose NOT to participate in the 
separate program and join the mainstream program?

10. Are any additional costs required for someone to participate in the programs, 
services or activities?

11. Are reasonable modifications necessary to provide programs, services or activities?

 

12. Does your department offer any licensing or certifications to citizens?

13. What licenses or certificates are offered? If none, please answer "NA"

 

14. What does it take to get that license? Is testing involved? Please explain. If no 
certifications or licenses are offered, please answer "NA".

 

15. Are there elements or features offered through your programs, services or activities 
that are broken down, or break down frequently?

 

16. Is the building in which your programs are held owned by the city or leased?

*

*

*
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*

*
55

66

*

55

66

*

55
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*
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No
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No
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No
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17. What auxiliary aids are provided for people with hearing impairments to attend any 
public meetings hosted by your department? (That might include: qualified interpreters, 
note takers, computeraided transcription services, written materials, telephone handset 
amplifiers, assistive listening systems, telephones compatible with hearing aids, closed 
caption decoders, open and closed captioning, telecommunications devices for deaf 
persons (TDD's), videotext displays and exchange of written notes.)

 

18. What auxiliary aids are provided for people with visual impairments to attend any 
public meetings hosted by your department? (That might include: qualified readers, taped 
texts, audio recordings, Braille materials, large print materials, and assistance in locating 
items.)

 

19. What auxiliary aids are provided for people with cognitive impairments? (That might 
include: TDD's, computer terminals, speech synthesizers, and communication boards.)

 

20. Do any of the programs offered by your department have papers, handouts or 
documents that are given to out to either employees or the general public?

21. Do any of the programs have any audio/visual media that is offered to either 
employees or to the general public?

22. What policies and procedures are in place for each program?

 

23. Has your department designated an employee to act as the liaison between your 
department and the City ADA Coordinator? How long have they been performing this 
function? Do they understand what this might mean?
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24. Have your facility standards been reviewed from the perspective of accessibility and 
updated accordingly?

 

25. How does your department respond to an ADA complaint?

 

*
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Brenda Mayer

Q3: Email address:

brenda.mayer@edmondok.com

Q4: Phone Number:

4053594533

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Bid openings
Bid review
Contract discussions
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same - there is not a need for separate accomodations

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

If they were necessary

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

None

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

N/A

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

N//A

Q16: Is the building in which your programs are
held owned by the city or leased?

Leased

2 / 3

Edmond Purchasing SurveyMonkey



Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

None

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No

Q24: Have your facility standards been reviewed from the perspective of accessibility and updated
accordingly?

Not that I am aware of

Q25: How does your department respond to an ADA complaint?

Have not had one
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Jim Mills

Q3: Email address:

jim.mills@edmondok.com

Q4: Phone Number:

405-359-4624

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Filing claims against the City.

COMPLETECOMPLETE
Collector:Collector:  Email Invitation 1 Email Invitation 1 (Email)(Email)
Started:Started:  Monday, November 10, 2014 12:51:01 PMMonday, November 10, 2014 12:51:01 PM
Last Modified:Last Modified:  Monday, November 10, 2014 1:03:22 PMMonday, November 10, 2014 1:03:22 PM
Time Spent:Time Spent:  00:12:2100:12:21
Email:Email:  jim.mills@edmondok.comjim.mills@edmondok.com
IP Address:IP Address:  164.58.29.226164.58.29.226

PAGE 1

PAGE 2

#1

1 / 3

Edmond Risk Management SurveyMonkey



Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Same

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

no

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

N/A

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

N/A

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

no

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

N/A

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

N/A

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

N/A

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

Safety Manual/Policies for employees.
Procedures for filing a Tort Claim for citizens.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Myself.  
1 year
Nope.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown

Q25: How does your department respond to an ADA complaint?

We have not had any.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Gail Deaton

Q3: Email address:

gail.deaton@edmondok.com

Q4: Phone Number:

405-216-7601

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

exercise classes, nutrition program, educational programs, special events, games
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

The same.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

No

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Telephone handset amplifier (1)
Assistive listening system (2)

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

Low vision reader
Large print materials

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

Communication board, computer terminals.

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

Internal policies for participants attending senior center programs.

Q23: Has the Senior Center been evaluated for
compliance with the ADA?

Yes

Q24: Describe aspects of how the Senior Center staff are trained on working with people with
disabilities (hearing difficulties, difficulty speaking, mobility impairments).

Hearing difficulties .. speak distinctly, facing participant.  Offer an assistive device.  Speaking difficulties .. offer 
a communication board for writing.

Q25: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No
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Q26: Have your facility standards been reviewed from the perspective of accessibility and updated
accordingly?

Building was deemed ADA compliant upon opening March, 2005. Facility standards have not been evaluated.

Q27: How does your department respond to an ADA complaint?

We have never had one. If we had one, we would refer it to Phil Jones and/or COE city attorney.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Wesley Dedmon

Q3: Email address:

wesley.dedmon@edmondok.com

Q4: Phone Number:

405-216-7743

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Yes, we provide proper collection methods and disposal for solid waste, recycle, Household hazardous waste, 
for residents and  business within the City of Edmond OK coorporate limits.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Services are offered to all.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

Yes

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

No

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Does the City have policies in place to
accommodate people with disabilities in regards to
removal of trash and recycling? i.e. Can a resident
make arrangements to not have to move city owned
trash cans to the curb for collection?

Yes

Q16: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

Q17: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q18: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

I believe any that would be needed or requested.

Q19: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

I believe any that would be needed or requested.

Q20: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

I believe any that would be needed or requested.

Q21: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q22: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q23: What policies and procedures are in place for each program?

We follow all Edmond policies, procedures, department rules and regulation, that comply with State 
regulations provided by the Department of Environmental Quality (DEQ)

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

The Solid Waste Superintendent is the liaison for the Department and yes  that person understands those 
meanings.

Q25: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q26: How does your department respond to an ADA complaint?

Any ADA concern is reponded to directly through the City Managers office.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Ryan Ochsner

Q3: Email address:

ryan.ochsner@edmondok.com

Q4: Phone Number:

405-359-4799
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Foster A Tree
Tree Consultation
Hazard Tree Program for right of way trees 
Public outrach at events 
Arbor Week Art Show
Arbor Week Volunteer Tree Planting
Site Plan Review 
Tree giveaways

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

I beleive all of our services and activities offered are the same for people with disabilites. I suspect as a 
consultant you will help us verify.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Possibly with our arbor week tree planting activites. I will be interested to review this further with the consultatn

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

NA

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA
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Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

no

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None are provided.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None are provided.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None are provided.

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: What policies and procedures are in place for each program?

I do not understand this question. We have many "programs" and multiple policies and procedures some of 
which are written and many that are not. Perhaps an interview for a full understanding between our 
department and the consultant would be more fitting.

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

I'm unaware if there has been a designation. Maybe I have been since I'm filling out this survery. ?

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

No
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Q25: How does your department respond to an ADA complaint?

We have not done so. I would coordinate with my supervisor in that instance.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Linda Courtright

Q3: Email address:

Linda.Courtright@edmondok.com

Q4: Phone Number:

405-359-4550
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

All of our new facilities have been are accessable to individuals with physical challenges.  We offer electric 
and water medical seal service programs to any customer with life threatning medical issues.  We offer 
houseside Solid Waste services to customer with physical challenges.
We offer eCity and Telepay statements option for those with sensory challenges.

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Facilities are offered to all customers.
Medical seal  and houseside Solid Waste offer different accommodiations.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

No

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

Yes

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Yes, utility accounts are modified to accommodate.

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

na

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

na

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No

2 / 3

Edmond Utility Customer Service SurveyMonkey



Q16: Is the building in which your programs are
held owned by the city or leased?

Both

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

Monitors are available for viewing and telephones are tdd compatiable.  All screens can be printed.

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

We offer Telepay which offer audio of all statement information.

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

TDD and  computer terminals are available

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

Yes

Q22: Has the website for online Utility Bill payments
been evaluated for 508 compliance (if available)?

Unknown

Q23: What policies and procedures are in place for each program?

Out policy is to offer our utility services to all citizens within the city limits of Edmond.

Q24: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Yes, 10+ years

Q25: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Yes

Q26: How does your department respond to an ADA complaint?

This varies with the complaint.  Most are forwarded to the department that can address the issue.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Bob Masterson

Q3: Email address:

bobby.masterson@edmondok.com

Q4: Phone Number:

405-216-7785

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

We service city of Edmond vehicles.
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Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

n/a

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

n/a

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

n/a

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

n/a

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

n/a

Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

n/a

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

n/a

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

n/a

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

No

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

n/a

Q23: How often are vehicles equipped with lifts inspected for proper function?

In compliance with equired COPTA maintenance schedules and through daily driver checklists.

Q24: What percentage of City owned vehicles are equipped with wheelchair lifts?

Only CityLink buses.

Q25: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

Bobby Masterson

Q26: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

Unknown
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Q27: How does your department respond to an ADA complaint?

n/a
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Kris Neifing

Q3: Email address:

kris.neifing

kris.neifing
kris.neifing@edmondok.com
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Q4: Phone Number:

405-216-7696

Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

Water and Wastewater Service

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

No

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

NA

Q11: Are reasonable modifications necessary to provide programs, services or activities?

N/A

Q12: Does your department offer any licensing or
certifications to citizens?

No

Q13: What licenses or certificates are offered? If none, please answer "NA"

N/A

Q14: What does it take to get that license? Is testing involved? Please explain. If no certifications or
licenses are offered, please answer "NA".

NA

Q15: Are there elements or features offered through your programs, services or activities that are
broken down, or break down frequently?

No
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Q16: Is the building in which your programs are
held owned by the city or leased?

Owned by City

Q17: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None

Q18: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None

Q19: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None

Q20: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q21: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q22: What policies and procedures are in place for each program?

None

Q23: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No.

Q24: Have your facility standards been reviewed
from the perspective of accessibility and updated
accordingly?

No

Q25: How does your department respond to an ADA complaint?

We have not had a complaint. Our facilities are closed to the general public. Tours are given to groups at the 
plants as requested.
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Q1: Denial of Participation. The ADA, like other civil
rights statutes, prohibits the denial of services or
benefits on specified discriminatory grounds. Just
as a government office cannot refuse to issue food
stamps or other benefits to an individual on the
basis of his or her race, it cannot refuse to provide
benefits solely because an individual has a
disability. Equality in Participation/Benefits. The
ADA provides for equality of opportunity, but does
not guarantee equality of results. The foundation of
many of the specific requirements in the U.S.
Department of Justice's regulations is the principle
that individuals with disabilities must be provided
an equally effective opportunity to participate in or
benefit from a public entity's aid, benefits and
services.Enter any general questions/comments
you have about the process or things you would
like answered below (if any):

Respondent skipped this
question

Q2: Contact Name:

Brian Soerensen

Q3: Email address:

brian.soerensen@edmondok.com

Q4: Phone Number:

405-341-5350

COMPLETECOMPLETE
Collector:Collector:  Email Invitation 2 Email Invitation 2 (Email)(Email)
Started:Started:  Wednesday, November 12, 2014 6:27:11 AMWednesday, November 12, 2014 6:27:11 AM
Last Modified:Last Modified:  Wednesday, November 12, 2014 6:47:26 AMWednesday, November 12, 2014 6:47:26 AM
Time Spent:Time Spent:  00:20:1500:20:15
Email:Email:  brian.soerensen@edmondok.combrian.soerensen@edmondok.com
IP Address:IP Address:  164.58.29.226164.58.29.226

PAGE 1

PAGE 2

#1
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Q5: Are there any programs or services offered to the public by your department? If yes, please list
them.

We have many:
Golf
Driving Range
Restaurant
Jr. Golf Programs
Tournaments
Golf Associations
Golf Instruction

Q6: Are all programs offered by your department
available to someone with a (select all that apply):

Physical Challenge, Sensory Challenge,

Cognitive Challenge

Q7: Are programs, services or activities offered by your department the same for people with
disabilities or are separate or different accommodations necessary? Explain for each program listed
above.

Golf - Would need handicap accessibility golf cart
Driving Range - No different accomodations necessary
Restaurant - Handicap ramp to get downstairs.  They can access thru west entry door.
Jr. Golf - Would need a separate class.
Tournaments - Would need handicap accessible golf cart and special groupings.
Golf Assocations -  Would need handicap accessible golf cart and special groupings.
Golf Instruction - Driving Range is handicap accessible so no accomodations needed other than possible 
communication device for hearing impaired.

Q8: Do any "separate" programs designed for
people with disabilities end up segregating them
from all others participating in the same program
service or activity?

NA

Q9: If a "separate" program is offered, can a person
choose NOT to participate in the separate program
and join the mainstream program?

NA

Q10: Are any additional costs required for someone
to participate in the programs, services or
activities?

No

Q11: Are reasonable modifications necessary to provide programs, services or activities?

Yes

Q12: What licenses or certificates are offered? If none, please answer "NA"

N/A

Q13: Is the building in which your programs are
held owned by the city or leased?

Owned by City
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Q14: Does the course own any wheelchair
accessible golf carts?

No

Q15: Are people with disabilities permitted to take
carts onto the fairways/greens, in all weather
conditions, if their disability prevents them from
walking from the cart path?

No,

Other (please specify)
If we are wet enough to be cart trails only that
applies to all golfers. We allow golfer with
handicaps closer access to greens and tees with
handicap flags.

Q16: What auxiliary aids are provided for people with hearing impairments to attend any public
meetings hosted by your department? (That might include: qualified interpreters, note takers,
computer-aided transcription services, written materials, telephone handset amplifiers, assistive
listening systems, telephones compatible with hearing aids, closed caption decoders, open and
closed captioning, telecommunications devices for deaf persons (TDD's), videotext displays and
exchange of written notes.)

None but would if requested

Q17: What auxiliary aids are provided for people with visual impairments to attend any public
meetings hosted by your department? (That might include: qualified readers, taped texts, audio
recordings, Braille materials, large print materials, and assistance in locating items.)

None but would if requested

Q18: What auxiliary aids are provided for people with cognitive impairments? (That might include:
TDD's, computer terminals, speech synthesizers, and communication boards.)

None but would if requested

Q19: Do any of the programs offered by your
department have papers, handouts or documents
that are given to out to either employees or the
general public?

Yes

Q20: Do any of the programs have any audio/visual
media that is offered to either employees or to the
general public?

No

Q21: What policies and procedures are in place for each program?

We have an overall policies and procedures manual for the golf course plus the city's policies and procedures 
manual.

Q22: Has your department designated an employee to act as the liaison between your department and
the City ADA Coordinator? How long have they been performing this function? Do they understand
what this might mean?

No but I have handled all ADA requests so far.
Brian Soerensen - Head Golf Professional
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Q23: Has the golf course been reviewed from the
perspective of accessibility and updated
accordingly?

Yes

Q24: How does your department respond to an ADA complaint?

We coordinate with the City's ADA Coordinator and make the necessary changes if need be.
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Program Recommendations



Name of Program Issues Recommendation 

Citizens Fire Academy 

No physical requirements for 
candidates but there is no 

information on how they would 
handle a person with disabilities 

Provide smoke alarms for the 
hearing impaired but there is no 

information about them on the web 
site 

Provide contact information for 
auxiliary aides or communication 

Citizens Police Academy 

No physical requirements for 
candidates but there is no 

information on how they would 
handle a person with disabilities 

 

Provide contact information for 
auxiliary aides or communication 

CityLink Access Paratransit Service 
(CAPS) 

Reviewed on eligibility only; 
functionality not evaluated 

None 

Parks and Recreation 
Contact information for auxiliary 

aides, communication or 
accommodations not provided 

Provide ADA Notice within the 
activity guide and provide contact 

information or auxiliary aides, 
communications and 

accommodations 
 

Create a Standard Operating 
Procedure 

Sidewalk Partnership Program Eligibility Form is not offered in 
alternative formats. 

Provide contact information for 
auxiliary aides or communication 

 



Grievance Process

ADA Notice

Grievance Procedure

Grievance Form



The City of Edmond, Oklahoma 

1

In accordance with the requirements of Title II of the Americans with Disabilities Act of 
1990 (ADA), the City of Edmond will not discriminate against qualified individuals with 
disabilities on the basis of disability in its services, programs, or activities.  

Employment: The City of Edmond does not discriminate on the basis of disability in 
its hiring or employment practices and complies with all regulations promulgated by 
the U.S. Equal Employment Opportunity Commission under Title I of the ADA.

Effective Communication: The City of Edmond will generally, upon request, provide 
appropriate aids and services leading to effective communication for qualified persons 
with disabilities so they can participate equally in Edmond’s programs, services, and 
activities, including qualified sign language interpreters, documents in Braille, and other 
ways of making information and communications accessible to people who have 
speech, hearing, or vision impairments.

Modifications to Policies and Procedures: The City of Edmond will make all reasonable 
modifications to policies and programs to ensure that people with disabilities have an 
equal opportunity to enjoy all of its programs, services, and activities.  For example, 
individuals with service animals are welcomed in all City of Edmond offices, even where 
pets are generally prohibited. 

Anyone who requires an auxiliary aid or service for effective communication, or a 
modification of policies or procedures to participate in a program, service, or activity of 
The City of Edmond, should contact the office of Phil Jones, ADA Coordinator at (405) 
359 – 4518, as soon as possible but no later than 48 hours before the scheduled event.  

The ADA does not require the City of Edmond to take any action that would 
fundamentally alter the nature of its programs or services, or impose an undue financial or 
administrative burden.  

Complaints that a program, service, or activity of the City of Edmond is not 
accessible to persons with disabilities should be directed to:  

Phil Jones, 
City of Edmond 

Planning Department  
ADA Coordinator  
10 S Littler Ave 

Edmond, OK 73034 

The City of Edmond will not place a surcharge on a particular individual with a disability 
or any group of individuals with disabilities to cover the cost of providing auxiliary aids/
services or reasonable modifications of policy, such as retrieving items from locations that 
are open to the public but are not accessible to persons who use wheelchairs. 

Notice Under The Americans With Disabilities Act 



ADA Title II Grievance Procedure 
T H E C I T Y O F E D M O N D

The City of Edmond has adopted this grievance procedure for prompt and equitable resolution of complaints 

alleging any action prohibited by the U.S. Department of Justice regulations implementing Title II of the 

Americans with Disabilities Act of 1990. Title II states, in part, “no otherwise qualified disabled individual 

shall, solely by reason of such disability, be excluded from the participation in, be denied the benefits of, or 

be subjected to discrimination” in programs or activities sponsored by a public entity. It may be used by 

anyone who wishes to file a complaint alleging discrimination on the basis of disability in the provision of 

services, activities, programs, or benefits by the City of Edmond, OK. The City’s Personnel Policy governs 

employment-related complaints on disability discrimination. 

Complaints should be addressed to: Phil Jones, Sustainability Planner/ADA Coordinator, Planning 

Department, 10 S Littler, Edmond OK 73034,

Phone (405) 359-4518,  

Email phil.jones@edmondok.com 

 ADA Title II Grievance Form

 The complaint should be in writing and contain information about the alleged discrimination such as name,

address, phone number of complainant, and the location date, and description of the problem.  Alternative

means of filing complaints, such as personal interviews or a tape recording of the complaint, will be made

available for persons with disabilities upon request.

 A complaint shall be filed as soon as possible, but not later than 60 calendar days after the grievant becomes

aware of the alleged violation.

 Within 15 calendar days after the receipt of the complaint, The City ADA Coordinator or his designee will meet

with the complainant to discuss the complaint and possible resolutions. Within 15 calendar days of the

meeting, the City ADA Coordinator or his designee will respond in writing, and where appropriate, in a format

accessible to the complainant, such as large print, braille, or audio tape. The response will explain the position 

of the City of Edmond, OK and offer options for substantive resolution of the complaint.

 An investigation, as may be appropriate shall follow the filing of a complaint. The investigation shall be

conducted by or at the direction of the ADA Coordinator. These rules contemplate informal but thorough

investigations, affording all interested persons and their representatives, if any, an opportunity to submit

evidence relevant to a complaint. If additional time to the 15 calendar days is needed to complete the

investigation, then the complainant will be notified about the time needed to extend the City’s response.

 If the response by the City ADA Coordinator or his designee does not satisfactorily resolve the issue, the

complainant and/or his/her designee may appeal the decision within 15 calendar days after the receipt of the

response to the City Manager or his/her designee. A written request for reconsideration should be sent to

Larry Stevens, City Manager, 24 E First St, Edmond OK 73034. Alternative means of filing for

reconsideration, such as personal interviews or a tape recording of the reasons for reconsideration will be

made available for persons with a disability, upon request.

 Within 15 calendar days after the receipt of the appeal, the City Manager or his/her designee will meet with

the complainant to discuss the complaint and possible resolutions. Within 15 calendar days after the meeting,
the City Manager or his/her designee will respond in writing, and in a format accessible to the complainant,

respond appropriately with a final resolution of the complaint.

 All written complaints received by the City ADA Coordinator or his designee, appeals to the City Manager or

his/her designee, and responses from these two offices will be retained by the City for at least three years.

mailto:phil.jones@edmondok.com
http://www.edmondok.com/DocumentCenter/View/2490
http://www.edmondok.com/DocumentCenter/View/2490


The City of Edmond, Oklahoma Grievance Form 
For Americans with Disabilities Act Title II

Phil Jones, ADA Coordinator City of 
Edmond, Oklahoma

TO:

DATE:

(Printed Name)
FROM:

(Printed Street Address)

(Fax)

Email Address:

SUBJECT: Grievance under Title II of the Americans with Disabilities Act

1. Date of Occurrence:  (On or about what date did the subject of the grievance
occur?)

2. Location:  (Where did the act or event causing this grievance occur?)

3. Statement of Grievance:  (Describe the acts of discrimination and attach any
supporting documentation you feel is important)

1

(Please allow 15 days for a response to this grievance)

(Please print, fill out the form completely and return to the address listed.)

4.

(Printed City, State and Zip Code)

(Day)    (Evening)

5. State the nature of your disability and the reasonable accommodation you
believe should be provided to you to resolve this grievance.

Name(s) for the City Department(s), organization, or institution which you 
believe has discriminated.



6. Has the complaint been filed with the City of Edmond ADA Coordinator or the
Federal Department of Justice, or any other State of Federal agency or court?

2

NoYes

If yes, what is the status of the grievance?

If yes:
Agency or Court: 
Address:
City, State and Zip Code: 
Telephone Number: 
Date Filed:

Yes NoDo you intend to file with another agency or court?

If yes:
Agency or Court: 
Address:
City, State and Zip Code: 
Telephone Number:

For City use only  
Date Received by City ADA Coordinator

I hereby certify that the above is a true and correct statement of my grievance 
under Title II of the Americans with Disabilities Act

Return this form to:    City of Edmond ADA Coordinator
Planning Department 
10 S Littler  
Edmond, OK 73083-2970

(Grievant’s Signature)    (Date)

If a person other than above Grievant completed this form, give the name, address, 
phone number, and relationship of the person completing this form:
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GPS ID Project Name Cost Projection
1 Administrative Offices 16,540.00$            
2 Animal Welfare 19,610.00$            
3 City First 89,586.00$            
4 Cross Timbers Complex 259,200.00$          
5 Downtown Community Center 106,249.00$          
6 Historical Museum 76,543.00$            
7 Fire Station No. 1 64,516.00$            
8 Fire Training Center 85,492.00$            
9 IT Offices 8,642.00$              

10 MAC Center 50,829.00$            
11 Municipal Court & Council Chambers 403,576.00$          
12 Planning & Public Works Center 50,726.00$            
13 Rodkey House 89,034.00$            
14 Visitors Bureau 33,349.00$            

1,353,892.00$       TOTAL

City of Edmond
ADA Self-Evaluation and Transition Plan Update

Building Cost Projection Summary
7/15/2015



Parking

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 33
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 2
Does parking comply? No

Violation #1:

Standard:

Text:

On street parking is provided along Broadway.  There is one compliant van 
accessible parking space directly in front of the Administrative Offices building.  
There is also a parking area on the north side of the building that includes 2 
striped accessible parking spaces but are not designated with required signs. 

City of Edmond
BUILDING REPORT

Administrative Offices

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'21.3"N

Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W

7 N. Broadway

The 2 accessible parking spaces in the north parking area are not designated with 
the required accessible parking signs or van accessible signs.

2010 ADAAG 502.6 Parking Spaces Identification.

General Parking Notes:

1 of 15



Parking

Recommendation:

Violation #1 Cost: $511 Priority Level 9

High Priority

Parking Violations Total $511 Medium Priority

Low Priority

City of Edmond - Administrative Offices
Parking - Page 2

Install required accessible parking signs.  One must include van accessible 
sign.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

Yes
No
Yes  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,012 Priority Level 2

High Priority

Accessible Route Total $1,012 Medium Priority

Low Priority

 

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Remove and replace sidewalk at northwest corner of building to achieve 
1:48 maximum cross slope and 5% maximum cross slope.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Administrative Offices

Sidewalk that provides access to the employee entrances at the rear has an 8.7% 
cross slope at the change in direction and a 9.0% running slope.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W35°39'21.3"N

7 N. Broadway

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $288 Priority Level 1

Violation #2:

City of Edmond
BUILDING REPORT

Facility Name: Administrative Offices

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W

7 N. Broadway

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°39'21.3"N

Building includes public entrances and employee entrances. There are two 
employee entrances and neither are accessible.

The inaccessible public entrance along Broadway does not include directional 
signage to the accessible entrance on the north side.

2010 ADAAG 216.6 Entrances.

Where not all entrances comply with 404, entrances complying with 404 
shall be identified by the International Symbol of Accessibility complying 
with 703.7.2.1. Directional signs complying with 703.5 that indicate the 
location of the nearest entrance complying with 404 shall be provided at 
entrances that do not comply with 404. 

Install sign at non-accessible public entrance that indicates the location of 
the accessible entrance.

Employee entrance doors include a 1"+ change in level at the door threshold.
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Entrance

Standard:

Text:

Recommendation:

Violation #2 Cost: $5,880 Priority Level 3

High Priority

Entrance Total $6,168 Medium Priority

Low Priority

2010 ADAAG 404.2.5 Door Thresholds.

Thresholds, if provided at doorways, shall be 1/2 inch high maximum. 
Raised thresholds and changes in level at doorways shall comply with  
(302 Floor or Ground Surfaces) & (303 Changes in Level)

Modify door and/or threshold to achieve a 1/2" high maximum threshold.

City of Edmond - Administrative Offices
Entrances - Page 2
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
Yes
Yes
Yes
No
Yes

High Priority

Hallway Total $0 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Facility Name: Administrative Offices

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W

7 N. Broadway

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Hallways within this building are in substantial compliance.

Phil Jones Contact Phone: 405-359-4518

35°39'21.3"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
No
Yes
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $233 Priority Level 5

Violation #2:

City of Edmond
BUILDING REPORT

Facility Name: Administrative Offices

2010 ADAAG 604.6 Flush Controls. 

7 N. Broadway

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Staff Restroom - flush control on water closet is located on wrong side.

One staff and Men/Women lobby restrooms are provided. 

Phil Jones Contact Phone: 405-359-4518

35°39'21.3"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control to open side of water closet.

Staff Restroom - exposed drain pipe and water lines under the lavatory are not 
protected against contact.
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Restrooms

Standard:

Text:

Recommendation:

Violation #2 Cost: $61 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $476 Priority Level 5

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $476 Priority Level 1

Violation #5:

Provide insulation at exposed lavatory pipes.

Staff Restroom - the surface mounted paper towel dispenser is a protruding 
object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Relocate paper towel dispenser.

Lobby Women Restroom - toilet seat cover dispenser is located above the water 
closet and out of reach range.

Staff Restroom - toilet seat cover dispenser is located above the water closet out 
of reach range.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate seat cover dispenser to accessible location.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

City of Edmond - Administrative Offices
Restrooms - Page 2
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Restrooms

Standard:

Text:

Recommendation:

Violation #5 Cost: $476 Priority Level 5

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $233 Priority Level 5

High Priority

Restrooms Total $1,955 Medium Priority

Low Priority

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate seat cover dispenser to accessible location.

Lobby Men Restroom - flush control on accessible water closet is located on 
wrong side.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control to open side of water closet.

City of Edmond - Administrative Offices
Restrooms - Page 3
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 4

Violation #2:

Standard:

Two break rooms are provided in this building.  Counters in both rooms are 37" 
high.

Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 

Break Room #1 - counter is 37 1/4" high.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Modify break room counters to provide 28"-34" counter and sink height.

Break Room #2 - counter is 36 3/4" high.

2010 ADAAG 606.3 Lavatories and Sinks Height.

City of Edmond
BUILDING REPORT

Administrative Offices

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W35°39'21.3"N

7 N. Broadway

General Break Room Notes:

Does the facility have a break room?  
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Break Rooms

Text:

Recommendation:

Violation #2 Cost: $2,691 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $476 Priority Level 1

High Priority

Break Rooms Total $5,858 Medium Priority

Low Priority

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Relocate paper towel dispenser.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Modify break room counters to provide 28"-34" counter and sink height.

Break Room #2 - surface mounted paper towel dispenser is a protruding object.

City of Edmond - Administrative Offices
Break Rooms - Page 2
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $518 Priority Level 5

Violation #2:

Standard:

Text:

Recommendation:

Main lobby customer area is accessible.  There is a lower window/counter at 30" 
high and 36" long.   

Are there any other miscellaneous items not previously covered? 

Lobby Women Restroom - baby changing station is located 36" high to work 
surface.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Relocate baby changing station so that work surface is 28"-34" high.

Lobby Men Restroom - baby changing station is located 36" high to work surface.

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Relocate baby changing station so that work surface is 28"-34" high.

City of Edmond
BUILDING REPORT

Administrative Offices

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'53.8"W35°39'21.3"N

7 N. Broadway

General Misc Notes:

Are there exterior drinking fountains? 
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Misc

Violation #2 Cost: $518 Priority Level 5

High Priority

Miscellaneous Total $1,036 Medium Priority

Low Priority

City of Edmond - Administration Offices
Miscellaneous - Page 2
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Administrative Offices

AR Violation 1 - Sidewalk that 
provides access to the employee 
entrances at the rear has an 8.7%
cross slope at the change in 
direction and a 9.0% running slope.

Entrances Violation 2 -Neither 
employee entrance door is 
accessible due to a change in level.

RR Violation 1/3 - The flush control 
is on the wrong side of the water 
closet.  The seat cover dispenser is 
out of accessible reach range.

RR Violation 2/4 - The exposed 
lavatory pipes are not protected. 
The paper towel dispenser is a 
protruding object.

RR Violation 5 - The seat cover 
dispenser is out of accessible 
reach range.

RR Violation 6 - The flush control 
is located on the wrong side of the 
water closet.

BR Violation 1 - The break room 
sink is 36-2/4" high where 34" 
maximum is required.
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Administrative Offices

BR Violation 2/3 - The break room 
sink is 36-3/4" high where 34" 
maximum is required. The paper 
towel dispenser is a protruding 
object.

Misc Violation 1 - The baby changing 
surface is 36" high where 34" 
maximum is required.

Misc Violation 2 - The baby changing 
surface is 36" high where 34" 
maximum is required.

15 of 15



Parking

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: - Visitor Lot 10
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Does parking comply? No

Total Parking Spaces - Employee Lot 13
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

Standard:

Text:

General Parking Notes:

City of Edmond
BUILDING REPORT

Animal Welfare

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
Slopes not steeper than 1:48 shall be permitted.

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°40'43.1"N

Tuesday, January 06, 2015

Steven@accessology.com

97°24'54.0"W

2424 Old Timbers Rd.

 Visitor parking area has 10 total parking spaces and 1 van accessible parking 
space.    

Visitor parking lot - the van accessible parking space has a 3.6% cross slope 
across the width of the parking space and aisle.  

2010 ADAAG 502.4 Floor or Ground Surfaces.

General Parking Notes:

Employee parking lot does not have any van accessible spaces
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Parking

Recommendation:

Violation #1 Cost: $2,507 Priority Level 2

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $35 Priority Level 2
 

Violation #3:

Standard:

Text:

Recommendation:

City of Edmond - Animal Welfare
Parking - Page 2

2010 ADAAG 502.6 Parking Spaces Identification.

 Parking space identification signs shall include the International Symbol 
of Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Add "van accessible" sign to existing sign underneath the International 
Symbol of Accessibility.

Re-stripe the existing accessible parking space to achieve 96" wide space 
and 96" wide access aisle or 132" wide space and 60" access aisle.

Regrade accessible parking space and aisle to achieve maximum slope of  
1:48 (2%) in all directions within the space and access aisle.

Employee Lot - the accessible parking space provided must be van accessible and 
designated by "van accessible" sign.

Employee Lot - One accessible parking space is provided and must be van 
accessible.  The accessible space measures 121" and the access aisle measures 
58".  A total width of 192" minimum is required.

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).
EXCEPTION: Van parking spaces shall be permitted to be 96 inches wide 
minimum where the access aisle is 96 inches wide minimum.
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Parking

Violation #3 Cost: $255 Priority Level 2

High Priority

Parking Violations Total $2,797 Medium Priority

Low Priority

City of Edmond - Animal Welfare
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

Yes
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,146 Priority Level 2

Violation #2:

Standard:

Text:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto opening device.

Janitor 118 - when exiting, this door only has 15" of clearance on the pull side of 
the door where 18" minimum is required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Animal Welfare

Cats Holding 112 - when exiting, this door only has 11 1/2" of clearance on the 
pull side of the door where 18" minimum is required.

Steven Lewandowski Tuesday, January 06, 2015

Steven@accessology.com

97°24'54.0"W35°40'43.1"N

2424 Old Timbers Rd.

 The path of travel from the accessible parking to the building entrance is 
accessible.  There is an exterior gravel path that connects the main entrance path 
to the dog visitation area.  This path is not accessible.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Recommendation:

Violation #2 Cost: $2,146 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $897 Priority Level 2

High Priority

Accessible Route Total $5,189 Medium Priority

Low Priority

Remove and replace pathway with accessible surface and provide 
minimum clear width of 36".

Install auto opening device.

Exterior path to exterior dog visitation area is gravel and is only 24" wide.

2010 ADAAG 403.5.1 Walking Surface Clear Width.

Except as provided in 403.5.2 and 403.5.3, the clear width of walking 
surfaces shall be 36 inches minimum.

City of Edmond - Animal Welfare
Accessible Route - Page 2
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
NA
NA

of the nearest accessible door?  

High Priority

Entrance Total $0 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Facility Name: Animal Welfare

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015

Steven@accessology.com

97°24'54.0"W

2424 Old Timbers Rd.

General Entrance Notes:
 Main entrance is substantially compliant.

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°40'43.1"N
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
Yes
Yes
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $288 Priority Level 2

High Priority

Hallway Total $288 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Facility Name: Animal Welfare

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015

Steven@accessology.com

97°24'54.0"W

2424 Old Timbers Rd.

General Hallway Notes:
 Hallways are generally compliant.  Door from lobby area to employee area has an 
obstructed within its required maneuvering clearance. 

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°40'43.1"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

Door from reception/lobby area to employee area has a front approach with only 
51" deep maneuvering clearance due to reception counter protrusion.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Cut back reception counter so that it is flush with the wall in order to 
remove the protrusion into the door maneuvering clearance.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
Yes
Yes
Yes
NA
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $952 Priority Level 2

Violation #2:

City of Edmond
BUILDING REPORT

Facility Name: Animal Welfare

2010 ADAAG 305.3 Clear Floor or Ground Space Size.

2424 Old Timbers Rd.

General Restroom Notes:

 Three restrooms are provided in this facility.  Two are located near lobby and one 
is provided within the employee area. 

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Lobby restrooms - toilet seat cover dispensers are located above the water closets 
at 51" and 53" above the floor.  Water closet obstructs the required clear floor 
space at the dispensers and dispensers are out of reach range.

Phil Jones Contact Phone: 405-359-4518

35°40'43.1"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, January 06, 2015

Steven@accessology.com

97°24'54.0"W

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum.

Relocate toilet seat cover dispensers so that clear floor space and 48" 
maximum height is provided.  

Employee restroom - toilet seat cover dispenser is located above the water closets 
at 49" above the floor.  Water closet obstructs the required clear floor space at the 
dispensers and dispensers are out of reach range.
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Restrooms

Standard:

Text:

Recommendation:

Violation #2 Cost: $476 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,655 Priority Level 2

Violation #4:

Standard:

Text:

City of Edmond - Animal Welfare
Restrooms - Page 2

 A shower spray unit with a hose 59 inches  long minimum that can be 
used both as a fixed-position shower head and as a hand-held shower shall 
be provided. The shower spray unit shall have an on/off control with a non-
positive shut-off. If an adjustable-height shower head on a vertical bar is 
used, the bar shall be installed so as not to obstruct the use of grab bars. 
Shower spray units shall deliver water that is 120°F (49°C) maximum.

Relocate toilet seat cover dispenser so that clear floor space and 48" 
maximum height is provided.  

Employee restroom - shower head is located above 48" and does not have a hand 
held shower head.

2010 ADAAG 608.6 Shower Spray Unit and Water.

Employee restroom - shower measures 36 1/2" wide x 40" deep.  Transfer 
showers are required to be 36" x 36".

2010 ADAAG 608.2.1 Transfer Type Shower Compartments. 

Transfer type shower compartments shall be 36 inches by 36 inches clear 
inside dimensions measured at the center points of opposing sides and 
shall have a 36 inch wide minimum entry on the face of the shower 
compartment. Clearance of 36 inches wide minimum by 48 inches long 
minimum measured from the control wall shall be provided. 

Reconfigure shower stall to achieve 36" depth.

2010 ADAAG 305.3 Clear Floor or Ground Space Size.

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum.
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Restrooms

Text:
PT 2

Recommendation:

Violation #4 Cost: $368 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $35 Priority Level 2

High Priority

Restrooms Total $4,486 Medium Priority

Low Priority

City of Edmond - Animal Welfare
Restrooms - Page 3

EXCEPTION: A fixed shower head located at 48 inches maximum above 
the shower finish floor shall be permitted instead of a hand-held spray unit 
in facilities that are not medical care facilities, long-term care facilities, 
transient lodging guest rooms, or residential dwelling units. 

Relocate fixed shower head to 48" maximum above the shower floor or 
provide a shower spray unit with 59" minimum long hose.

Employee restroom - coat rod/shelf is located well above accessible reach range 
of 48" and is a protruding object.  

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Remove coat rod/shelf unit completely.  Install alternative storage method 
(hooks, etc.) that do not extend more than 4" from the wall surface.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 2

High Priority

Break Rooms Total $2,691 Medium Priority

Low Priority

Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

Break room sink is 36" high.

2010 ADAAG 606.3 Lavatories and Sinks Height. 

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Lower sink to 34" maximum above floor.

City of Edmond
BUILDING REPORT

Animal Welfare

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Tuesday, January 06, 2015
Steven@accessology.com

97°24'54.0"W35°40'43.1"N
2424 Old Timbers Rd.

General Break Room Notes:

One break room provided in this facility.   

Does the facility have a break room?  
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $992 Priority Level 2

Violation #2:

Standard:

Are there any other miscellaneous items not previously covered? 

The "Get Acquainted" rooms near the main entrance are provided with a fixed 
bench.  No integrated wheelchair spaces are provided. 

Clear floor or ground space complying with 305 shall be provided and 
shall be positioned at the end of the bench seat and parallel to the short 
axis of the bench.

Provide one 33" wide wheelchair space integrated into the fixed bench 
configuration.  

Cats for Adoption 114 - sink/counter is 36" with no knee clearance.  If this sink is 
to be used by the public or persons other than employees, it must be no higher 
than 34" and must have knee clearance for forward approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

City of Edmond
BUILDING REPORT

Animal Welfare

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

 903.2 Clear Floor or Ground Space.

Steven Lewandowski Tuesday, January 06, 2015

Steven@accessology.com

97°24'54.0"W35°40'43.1"N

2424 Old Timbers Rd.

General Misc. Notes:

One high/low drinking fountain unit provided near lobby restrooms.  This unit is 
accessible. 
Animal containment areas that are not for public use shall not be required to 
comply with these requirements or to be on an accessible route. 

Are there exterior drinking fountains? 
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Misc

Text:

Recommendation:

Violation #2 Cost: $2,691 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $476 Priority Level 2

High Priority

Miscellaneous Total $4,159 Medium Priority

Low Priority

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Lower sink and counter to 34" maximum high and provide knee/toe 
clearance under the sink for a forward approach.

Dog waste bag dispenser located near main entrance is 56" highest operable 
portion.  This unit has a front approach and must be located at 48" to where bags 
are dispensed.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate waste bag dispenser to 48" above floor surface.

City of Edmond - Animal Welfare
Miscellaneous - Page 2
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Animal Welfare

Parking Violation 1 - Visitor parking 
lot - the van accessible parking 
space has a 3.6% cross slope 
across the width of the parking 
space and aisle.

Parking Violation 2/3 - Employee 
accessible parking space does not 
meet van accessible size 
requirements and does not have a 
"van accessible" sign.

AR Violation 2 - Janitor 118 - when 
exiting, this door only has 15" of 
clearance on the pull side of the 
door where 18" minimum is 
required.

AR Violation 3 - Exterior path to 
exterior dog visitation area is gravel 
and is only 24" wide.

Hallway Violation 1 - Door from 
reception/lobby area to employee 
area has a front approach with only 
51" deep maneuvering clearance 
due to reception counter protrusion.

RR Violation 1 - The clear floor space 
at the seat cover dispenser is 
obstructed by the water closet. 

RR Violation 2 - The clear floor space 
at the seat cover dispenser is 
obstructed by the water closet.

14 of 15



Animal Welfare

RR Violation 3/4 - The shower stall in 
the employee restroom is not an 
accessible size.  The shower head is 
above 48" high.

RR Violation 5 - The clothes rod and 
shelf are out of accessible reach 
range.

Misc Violation 1 - No wheelchair 
seating space is provided within the 
seating area.

Misc Violation 2 - Cats for Adoption 
114 -sink/counter is 36" with no 
knee clearance. If this sink is to be 
used by the public or persons other 
than employees, it must be no 
higher than 34" and must have knee 
clearance for forward approach.

Misc Violation 3 - The dog waste 
bag dispenser is above accessible 
reach range.

15 of 15



Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: - On-Street Parking E. 1st Street 26
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

Standard:

City of Edmond
BUILDING REPORT

City First

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'15.1"N

Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W

24 E. 1st Street

No accessible parking appears to be provided to serve any of the city buildings in 
this area.  Most of the  parking appears to be on-street parking.  It is not clear 
whether any new parking will exist upon completion of the construction in the 
area.   

26 regular parking spaces are provided within the block in which the City First 
Building is located.  No accessible parking is provided anywhere within this 
block.  26 parking spaces are provided on the north and south sides of E. 1st 
Street within the block in which the City First Building is located.

PROWAG R214 On-Street Parking Spaces.

General Parking Notes:

Only on-street parking was provided at the time of inspection.  No accessible 
parking spaces are provided along E. 1st Street.  
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Parking

Text:

Recommendation:

Violation #1 Cost: $5,014 Priority Level 3

High Priority

Parking Violations Total $5,014 Medium Priority

Low Priority

City of Edmond - City First
Parking - Page 2

Create 2 accessible parking spaces within the  block on which the City 
First Building is located. 1 of the 2 spaces must be van accessible.

Where on-street parking is provided on the block perimeter and the 
parking is marked or metered, accessible parking spaces complying with 
R309 shall be provided in accordance with Table R214. Where parking 
pay stations are provided and the parking is not marked, each 20 ft. of 
block perimeter where parking is permitted shall be counted as one 
parking space.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
NA
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $380 Priority Level 4

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 405.7.2 Ramps Landings Width. 
2010 ADAAG 405.7.3 Ramps Landings Length.

The landing clear width shall be at least as wide as the widest ramp run 
leading to the landing. 

The landing clear length shall be 60 inches long minimum.

Modify this area so that running slope is 5% or less.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: City First

1st floor hallway at top of stairs to basement has a running slope of 7.8%.  This 
ramp has less than 6" of rise and is not required to have handrails.  However, a 
60" deep landing as wide as the ramp is required.  This landing is obstructed by 
the stairs down to the basement.  

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W35°39'15.1"N

24 E. 1st Street

There are no exterior amenities provided at this facility.  There is no accessible on-
street parking, so there is no accessible connecting route any accessible parking 
within the block to the entrances into the City First Building.  The interior 
accessible route to the main public areas are generally accessible.  

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $6,900 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $6,900 Priority Level 4

Violation #4:

Standard:

Text:

Provide accessible route to Storage B5.

Route to Storage B5 includes stairs and the vertical head room along the path up 
the stairs is 76" high.

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

Provide accessible route to Storage B7.

No accessible route to Storage B5.  Access is by stair only.  The door into Storage 
B5 is equipped width knob hardware.

2010 ADAAG 206.2.4 Spaces and Elements.

At least one accessible route shall connect accessible building or facility 
entrances with all accessible spaces and elements within the building or 
facility which are otherwise connected by a circulation path unless 
exempted by 206.2.3 Exceptions 1 through 7.

No accessible route to Storage B7.  The only route is by way of stairs accessed 
through a door that provides only 28" clear width.

2010 ADAAG 206.2.4 Spaces and Elements.

At least one accessible route shall connect accessible building or facility 
entrances with all accessible spaces and elements within the building or 
facility which are otherwise connected by a circulation path unless 
exempted by 206.2.3 Exceptions 1 through 7.

City of Edmond - City First
Accessible Route - Page 2

4 of 28



Accessible Route

Recommendation:

Violation #4 Cost: $2,010 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $1,435 Priority Level 2

High Priority

Accessible Route Total $17,625 Medium Priority

Low Priority

Modify ceiling area to provide 80" minimum head room along the 
circulation path.

The elevator emergency communications button is not located at the bottom of the 
panel with the alarm button.  

2010 ADAAG 407.4.6.4.2 Location.

Emergency controls, including the emergency alarm, shall be grouped at 
the bottom of the panel. 

Relocate emergency communication button to lower part of panel near 
alarm button.

City of Edmond - City First
Accessible Route - Page 3
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

City of Edmond
BUILDING REPORT

Facility Name: City First

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W

24 E. 1st Street

General Entrance Notes:

The main entrance in this building has an automatic door operator and has a 6.6% 
slope away from the entrance doors.  This is acceptable since an auto door opener 
is provided.  However, should the door operators fail, these doors will become 
manually operated and would require a level exterior maneuvering clearance.  
Continuous maintenance of the automatic door operators will be necessary to 
ensure that they stay operational.  The south entrance was not accessible at the 
time of this evaluation, as the nearby area is under construction for the new police 
building. 

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°39'15.1"N

South entrance/exit vestibule has doors in series.  The distance between the inner 
set of double doors and the outer set of double doors is 29".

2010 ADAAG 404.2.6 Doors in Series and Gates in Series.  

The distance between two hinged or pivoted doors in series and gates in 
series shall be 48 inches minimum plus the width of doors or gates 
swinging into the space.

Enlarge vestibule to achieve the 48" minimum between the doors when 
they are open 90 degrees.
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Entrance

Violation #1 Cost: $7,498 Priority Level 3

High Priority

Entrance Total $7,498 Medium Priority

Low Priority

City of Edmond - City First
Entrance - Page 2
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
No
Yes
Yes
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $412 Priority Level 1

Violation #2:

Standard: 2010 ADAAG 403.5.1 Walking Surface Clear Width.

City of Edmond
BUILDING REPORT

Facility Name: City First

Do the doors have proper maneuvering clearances?

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W

24 E. 1st Street

General Hallway Notes:

The routes to and within many of the spaces have various non-accessible elements 
including knob hardware, wall mounted objects that extend more than 4", 
excessive door threshold slopes, and inadequate door maneuvering clearances.    

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°39'15.1"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

Records Storage - There is an 18.7% slope at the threshold into this space.

2010 ADAAG 404.2.5 Door Thresholds.

Thresholds, if provided at doorways, shall be 1/2 inch high maximum. 
Raised thresholds and changes in level at doorways shall comply with  
(302 Floor or Ground Surfaces) & (303 Changes in Level)

Remove sheet metal sloped transition and modify door threshold with 
accessible threshold.

Records Storage - The interior route within this space is reduced to 27" clear  
where it turns into the left storage area.
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Hallway

Text:

Recommendation:

Violation #2 Cost: $2,186 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $311 Priority Level 8

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,146 Priority Level 4

City of Edmond - City First
Hallway - Page 2

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Install skirt underneath AED cabinet to bring its leading edge to 27" or 
below.

Door 113 is provided with only 10" of maneuvering clearance on the pull side of 
the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.

Modify opening to create 36" clear width.

Except as provided in 403.5.2 and 403.5.3, the clear width of walking 
surfaces shall be 36 inches minimum.
EXCEPTION: The clear width shall be permitted to be reduced to 32 
inches minimum for a length of 24 inches maximum provided that reduced 
width segments are separated by segments that are 48 inches long 
minimum and 36 inches wide minimum. 

1st Floor - The AED cabinet located outside of room 115 extends 7" from the wall 
with its leading edge at 45 3/4" above the floor.  This is a protruding object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.
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Hallway

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $407 Priority Level 5

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,146 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

2010 ADAAG 404.2.7 Door and Gate Hardware.

Door into Conference Room B1 is equipped with knob hardware.

City of Edmond - City First
Hallway - Page 3

Remove white board cabinet and install whiteboard only.  Add permanent 
wing wall on each side of wall mounted television.

Door into Conference Room B1 has 12" of maneuvering clearance on the pull 
side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.

Conference Room B1 - The wall mounted television and white board cabinet 
extend 6" from the wall and are protruding objects.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Replace knob hardware with lever type hardware.
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Hallway

Violation #7 Cost: $18 Priority Level 8

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $814 Priority Level 5

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $2,146 Priority Level 4

High Priority

Hallway Total $10,586 Medium Priority

Low Priority

City of Edmond - City First
Hallway - Page 4

Door 116 has 14 3/4" of maneuvering clearance on the pull side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

 Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.

Replace knob hardware with lever type hardware.

Conference Room B1 - The closet doors are equipped with knob hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware.

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $61 Priority Level 5

City of Edmond
BUILDING REPORT

Facility Name: City First

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

24 E. 1st Street

General Restroom Notes:

It appears that an attempt was made to provide fully accessible restrooms on the 
1st floor.  The three restrooms on the first floor are generally compliant in terms 
of the fixture clearances.  However, each restroom does have a few issues that 
could be easily remedied to bring these rooms into full compliance.  The 
basement restrooms do not include any accessible elements.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

1st Floor Women Restroom - The exposed water supply and drain pipe under the 
lavatory is not protected against contact.

Phil Jones Contact Phone: 405-359-4518

35°39'15.1"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

Install pipe protection on exposed water supply lines and drain pipe.
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Restrooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,348 Priority Level 12

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,146 Priority Level 5

Violation #4:

Standard:

City of Edmond - City First
Restrooms - Page 2

Relocate water closet so that the centerline is 16"-18" from the sidewall.

1st Floor Women Restroom - The toilet seat cover dispenser is located at 56" 
above the floor to center of the opening.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

1st Floor Women Restroom - When exiting the restroom, the door is provided 
with 16" of maneuvering clearance on the pull side of the door due to the location 
of the lavatory.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.

1st Floor Women Restroom - The water closet centerline is 18 1/2" from the 
sidewall.

2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.
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Restrooms

Text:

Recommendation:

Violation #4 Cost: $476 Priority Level 6

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $233 Priority Level 5

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,146 Priority Level 5

City of Edmond - City First
Restrooms - Page 3

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate toilet seat cover dispenser to 48" maximum above the floor to the 
center of the opening.

1st Floor Men Restroom - The flush control on the water closet is located on the 
wrong side.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control to open side of water closet.

1st Floor Men Restroom - When exiting the restroom, the door is provided with 
16" of maneuvering clearance on the pull side of the door due to the location of 
the lavatory.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.
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Restrooms

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,348 Priority Level 12

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $476 Priority Level 6

Violation #9:

Standard:

Text:

City of Edmond - City First
Restrooms - Page 4

2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Relocate water closet so that the centerline is 16"-18" from the sidewall.

1st Floor Unisex Restroom - The toilet seat cover dispenser is located at 57" 
above the floor to center of the opening.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate toilet seat cover dispenser to 48" maximum above the floor to the 
center of the opening.

1st Floor Unisex Restroom - The flush control on the water closet is located on 
the wrong side.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 

1st Floor Unisex Restroom - The water closet centerline is 18 1/2" from the 
sidewall.
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Restrooms

Recommendation:

Violation #9 Cost: $233 Priority Level 5

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $6,541 Priority Level 4

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $2,146 Priority Level 4

City of Edmond - City First
Restrooms - Page 5

Install auto door opener.

2010 ADAAG 213.3.1 Toilet Compartments.

Where toilet compartments are provided, at least one toilet compartment 
shall comply with (604.8.1 Wheelchair Accessible Compartments). In 
addition to the compartment required to comply with (604.8.1 Wheelchair 
Accessible Compartments), at least one compartment shall comply 
with(604.8.2 Ambulatory Accessible Compartments) where six or more 
toilet compartments are provided, or where the combination of urinals and 
water closets totals six or more fixtures. 

Modify toilet compartment configuration to create one stall that is 60" 
wide and 59" deep.

Basement Men RR - When exiting the restroom, the door has a latch side 
approach. The door is equipped with a closer and has approximately 36" of 
clearance between the face of the door and the lavatory wing wall.  A clearance of 
54" minimum is required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Basement Men Restroom - No 60" wide accessible toilet compartment provided.  
Two stalls are provided, one of which is 43" wide with parallel grab bars.

Relocate flush control to open side of water closet.
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Restrooms

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $476 Priority Level 8

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $2,186 Priority Level 2

Violation #14:

Standard:

City of Edmond - City First
Restrooms - Page 6

Basement Men Restroom - The surface mounted hand dryer is located within the 
required 24" maneuvering clearance at the latch side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

 Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Relocate hand dryer to another location that is not within the maneuvering 
clearance of the door.

Basement Men Restroom - Door into restroom provides only 29" clear width. 

2010 ADAAG 404.2.3 Door and Gate Clear Width. 

Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

Modify restroom door to achieve 32" minimum clear width.

Basement Women Restroom - Door into restroom provides only 29" clear width.

2010 ADAAG 404.2.3 Door and Gate Clear Width. 
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Restrooms

Text:

Recommendation:

Violation #14 Cost: $2,186 Priority Level 2

Violation #15:

Standard:

Text:

Recommendation:

Violation #15 Cost: $2,186 Priority Level 4

Violation #16:

Standard:

Text:

City of Edmond - City First
Restrooms - Page 7

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum.  

Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

Modify restroom door to achieve 32" minimum clear width.

Basement Women Restroom - When exiting the restroom the door has 15 1/2" of 
maneuvering clearance on the pull side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.

Basement Women Restroom - The accessible route to the toilet compartments is 
39" between the lavatory counter and the compartments.  

2010 ADAAG 604.8.2.2 Doors. 
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Restrooms

Text:
PT 2

Recommendation:

Violation #16 Cost: $6,541 Priority Level 4

Violation #17:

Standard:

Text:

Recommendation:

Violation #17 Cost: $6,541 Priority Level 4

Violation #18:

Standard:

City of Edmond - City First
Restrooms - Page 8

The door shall be self-closing. A door pull complying with (404.2.7 Door 
and Gate Hardware) shall be placed on both sides of the door near the 
latch. Toilet compartment doors shall not swing into the minimum 
required compartment area.

Basement Women Restroom - No 60" wide accessible toilet compartment 
provided.  Two stalls are provided, one of which is 40 1/2" wide with one side 
grab bar.

2010 ADAAG 213.3.1 Toilet Compartments.

Where toilet compartments are provided, at least one toilet compartment 
shall comply with (604.8.1 Wheelchair Accessible Compartments). In 
addition to the compartment required to comply with (604.8.1 Wheelchair 
Accessible Compartments), at least one compartment shall comply 
with(604.8.2 Ambulatory Accessible Compartments) where six or more 
toilet compartments are provided, or where the combination of urinals and 
water closets totals six or more fixtures. 

Modify toilet compartment configuration to create one stall that is 60" 
wide and 59" deep.

Basement Women Restroom - The accessible lavatory is 34 1/2" above the floor 
to the rim of the lavatory.

Modify lavatory counter to create 42" minimum route between toilet 
compartments and lavatory counter.

2010 ADAAG 606.3 Lavatories and Sinks Height.
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Restrooms

Text:

Recommendation:

Violation #18 Cost: $1,875 Priority Level 5

High Priority

Restrooms Total $41,145 Medium Priority

Low Priority

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

The lavatory counter will need to be modified so that rim of lavatory is no 
higher than 34" above the floor.

City of Edmond - City First
Restrooms - Page 9
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $179 Priority Level 10

Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

1st Floor Break Room - Knee clearance is provided at the sink; however, it does 
not provide a fully compliant knee space as it does not extend 8" under the front 
apron of the sink counter.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

If a knee clearance is provided it must be fully accessible.  The knee 
clearance under the sink must be modified to create a fully compliant 
knee/toe clearance.

City of Edmond
BUILDING REPORT

City First

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W35°39'15.1"N

24 E. 1st Street

General Break Room Notes:

It appears that the 1st floor break room was intended to be accessible; however, 
there are minor issues with the knee clearance that is currently provided under the 
sink.  Once corrected this sink will be fully accessible.  The kitchen area in the 
basement will require some significant modification as the sink is too high and 
must be lowered to 34" high maximum. 

Does the facility have a break room?  
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Break Rooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $3,243 Priority Level 4

High Priority

Break Rooms Total $3,422 Medium Priority

Low Priority

Basement Kitchen B2 - The sink counter is 36" high above the floor.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

The sink will need to be lowered to 36" maximum high.  

City of Edmond - City First
Break Rooms - Page 2
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,296 Priority Level 8

Are there any other miscellaneous items not previously covered? 

Only one drinking fountain is provided in the entire building and it is located in 
the basement.  This drinking fountain spout height is 39" with a 29" high knee 
clearance.  This unit would be considered a unit for standing persons due to the 
spout height.  No accessible drinking fountain unit is provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

An additional drinking fountain with a 36" high spout and knee/toe 
clearance for a forward approach is required to be installed in the 
basement.  

City of Edmond
BUILDING REPORT

City First

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number. 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'48.0"W35°39'15.1"N

24 E. 1st Street

General Misc Notes:

Only one drinking fountain is provided in the building and it is located in the 
basement.  An option would be to remove the single drinking fountain and then 
there would be no requirement to provide any accessible units.  However, if the 
drinking fountain is to remain, there must a unit on that level that is fully 
accessible with knee/toe clearance for a forward approach.

Are there exterior drinking fountains? 
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Misc

High Priority

Miscellaneous Total $4,296 Medium Priority

Low Priority

City of Edmond - City First
Miscellaneous - Page 2
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City First

AR Violation 1 - 1st floor hallway 
at top of stairs to basement has a 
running slope of 7.8%.

AR Violation 2 - No accessible route 
to Storage B7. The only route is by 
way of stairs accessed through a 
door that provides only 28" clear 
width.

AR Violation 3 - No accessible route 
to Storage B5. Access is by stair 
only. The door into Storage B5 is 
equipped width knob hardware.

AR Violation 4 - Route to Storage B5 
includes stairs and the vertical head 
room along the path up the stairs is 
76" high.

AR Violation 5 - The elevator 
emergency communications button 
is not located at the bottom of the 
panel with the alarm button.

Entrance Violation 1 - South 
entrance/exit vestibule has doors in 
series. The distance between the 
inner set of double doors and the 
outer set of double doors is 29".

Hallway Violation 1 -Records 
Storage - There is an 18.7% slope 
at the threshold into this space.
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City First

Hallway Violation 2 - Records 
Storage - The interior route within 
this space is reduced to 27" clear 
where it turns into the left storage 
area.

Hallway Violation 3 - 1st Floor - The 
AED cabinet located outside of room 
115 extends 7" from the wall with its 
leading edge at 45 3/4" above the 
floor. This is a protruding object.

Hallway Violation 4 - Door 113 is 
provided with only 10" of 
maneuvering clearance on the pull 
side of the door.

Hallway Violation 5/6 - The door into 
Conference Room B1 is equipped 
with knob hardware and does not 
have 18" clearance on the pull side 
of the door.

Hallway Violation 7 -  Room B1 -
The wall mounted television and 
white board cabinet extend 6" from 
the wall and are protruding objects.

Hallway Violation 9 - Door 116 has 
14 3/4" of maneuvering clearance 
on the pull side of the door.

RR Violation 1 - 1st Floor Women 
Restroom - The exposed water 
supply and drain pipe under the 
lavatory is not protected against 
contact.

RR Violation 2/4 - 1st Floor Women 
Restroom - The water closet 
centerline is 18 1/2" from the 
sidewall.  The seat cover dispenser 
is above accessible reach range.

RR Violation 3 - 1st Floor Women 
Restroom - When exiting the 
restroom, the door is provided with 
16" of maneuvering clearance on 
the pull side of the door due to the 
location of the lavatory.26 of 28



City First

RR Violation 5 - 1st Floor Men 
Restroom - The flush control on the 
water closet is located on the wrong 
side.

RR Violation 6 - 1st Floor Men 
Restroom -When exiting the 
restroom, the door is provided with 
16" of maneuvering clearance on the 
pull side of the door due to the 
location of
the lavatory.

RR Violation 7/8 - 1st Floor Unisex 
Restroom - The water closet 
centerline is 18 1/2" from the 
sidewall.  The seat cover dispenser 
is above accessible reach range.

RR Violation 9 - 1st Floor Unisex 
Restroom - The flush control on the 
water closet is located on the wrong 
side.

RR Violation 10 - No accessible toilet 
compartment is provided in the 
Basement Men's restroom.

RR Violation 11/12 - The door from 
the basement men's restroom does 
not have the proper door 
maneuvering clearance. The hand 
dryer is located within the required 
clearance for the door.

RR Violation 13 - The door into the 
restroom is only 29" wide where 
32" minimum is required.

RR Violation 14 - The door into the 
restroom is only 29" wide where 
32" minimum is required.

RR Violation 15 - Restroom door 
does not have 18" minimum 
clearance on the pull side of the 
door.
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City First

RR Violation 16 - The route to the 
toilet compartments is 39" where 
42" minimum is required.

RR Violation 17 - Basement Women 
Restroom - No 60" wide accessible 
toilet compartment provided.

RR Violation 18 - Basement Women 
Restroom - The accessible lavatory 
is 34 1/2" above the floor to the rim 
of the lavatory.

BR Violation 1 - 1st Floor Break 
Room - The knee clearance 
provided does not extend 8" under 
the apron.

BR Violation 2 - Basement Kitchen 
B2 - The sink counter is 36" high 
above the floor.

Misc Violation 1 - Only one drinking 
fountain is provided in the entire 
building and it is located in the 
basement.  No accessible drinking 
fountain is provided.

28 of 28



Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: - Front Visitor Parking 23
Total Accessible Parking Spaces: 3
Number of van accessible spaces: 0
Does parking comply? Yes

General Parking Notes:

35°40'31.5"N

Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W

2004 Old Timbers Dr.

A total of 5 accessible parking spaces are provided to serve this facility.  There 
are 3 separate parking areas provided.  Front main entrance parking has 23 
parking spaces.  The main large parking lot has 166 parking spaces.  The 
warehouse visitor parking area has 4 parking spaces.  The parking lot outside the 
gate has 17 parking spaces.  A total of 9 accessible parking spaces are required for 
all parking lots.  4 of these must be van accessible as one van accessible is 
required per parking area.

City of Edmond
BUILDING REPORT

Cross Timbers Complex

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

Front parking (near main entrance) includes 23 total parking spaces and 2 
accessible parking spaces.  All 3 accessible spaces are 115"-117" wide with 120" 
access aisles.
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Parking

Total Parking Spaces - Main Large Parking Lot 166
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Does parking comply? No

 
Total Parking Spaces - Parking Outside Gate 17
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Does parking comply? No

Total Parking Spaces - Warehouse Visitor Lot 4
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Does parking comply? No

General Parking Notes:

General Parking Notes:

General Parking Notes:

City of Edmond - Cross Timbers Complex
Parking - Page 2

166 parking spaces are provided within this parking area.  6 accessible parking 
spaces are required based on this parking total with 1 being van accessible.  

17 parking spaces are provided within this parking area.  1 accessible parking 
space is required based on this parking total with 1 being van accessible. 

4 parking spaces are provided within this parking area.  1 accessible parking space 
is required based on this parking total with 1 being van accessible. 
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Parking

Total Parking Spaces - Training Facility 24
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $766 Priority Level 2

Violation #2:

Standard:
  

Text:

None of the accessible parking spaces provided are designated as van accessible.  

2010 ADAAG 208.2.4 Van Parking Spaces. 

General Parking Notes:

City of Edmond - Cross Timbers Complex
Parking - Page 3

24 total parking spaces provided at the Training Facility.  2 parking spaces are 
provided. Only one space is designated by a sign.  No van accessible sign 
provided.   

Add "van accessible" sign to 3 accessible parking spaces.

For every six or fraction of six parking spaces required by 208.2 to comply 
with 502, at least one shall be a van parking space complying with 502. 

Based on the parking total for each parking area, a total of 9 accessible parking 
spaces are required for this facility.  Only 5 accessible parking spaces are 
provided at this facility.

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. Parking spaces shall 
be permitted to be located in different parking facilities if substantially 
equivalent or greater accessibility is provided in terms of distance from an 
accessible entrance or entrances, parking fee, and user convenience. 
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Parking

Recommendation:

Violation #2 Cost: $10,028 Priority Level 2
 

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $94 Priority Level 2

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $255 Priority Level 2

Violation #5:

Standard:

Training Facility - one of the two accessible parking spaces must be van 
accessible.  Both spaces meet the minimum size requirements for a van accessible 
space.  

2010 ADAAG 208.2.4 Van Parking Spaces. 

For every six or fraction of six parking spaces required by 208.2 to comply 
with 502, at least one shall be a van parking space complying with 502. 

Add "van accessible" sign to one of the accessible parking spaces.

Training Facility - both accessible parking spaces have a 4.0%-4.9% cross slope 
across the space and access aisle.

City of Edmond - Cross Timbers Complex
Parking - Page 4

2010 ADAAG 502.7 Relationship to Accessible Routes. 

Parking spaces and access aisles shall be designed so that cars and vans, 
when parked, cannot obstruct the required clear width of adjacent 
accessible routes.

Install wheelstop at the left accessible parking space to prevent vehicle 
from overhanging accessible route.

Create 4 additional accessible parking spaces.

Warehouse visitor parking - vehicle overhang could possible reduce the clear 
width of the accessible route at head of the parking space.

2010 ADAAG 502.4 Floor or Ground Surfaces.
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Parking

Text:

Recommendation:

Violation #5 Cost: $5,014 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $255 Priority Level 2

High Priority

Parking Violations Total $16,412 Medium Priority

Low Priority

City of Edmond - Cross Timbers Complex
Parking - Page 5

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Install accesssible parking sign at space that is missing sign.  

 Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

Regrade existing accessible parking to achieve 1:48 slope in all directions 
within the space and access aisle.

Training Facility - one of the accessible parking spaces is not designated by the 
required sign including the International Symbol of Accessibility.

2010 ADAAG 502.6 Parking Spaces Identification.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $511 Priority Level 2

Violation #2:

Major issues exist at the courtyard connecting between the main building and the 
training and operations buildings.  Interior walkway between these buildings 
exceeds the 5% maximum slope of a sloped walkway.  Major issues exist at the 
ramp at the warehouse entrance and exit as the landings are less than 60" deep.  
Ramp at warehouse exit does not have edge protection along any of the ramp 
segments or landings.

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 505.3 Continuity.

Handrails shall be continuous within the full length of each stair flight or 
ramp run. Inside handrails on switchback or dogleg stairs and ramps shall 
be continuous between flights or runs.

Modify handrail so that it is continuous around the column.  

Long sloped walk between main administrative building down to operations has a 
running slope of 6.3% for 113 feet and does not comply with ramp requirements.  
Running slopes greater than 5% are ramps and must comply with landing and 
handrail requirements.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Cross Timbers Complex

Ramp from main administrative area to operations - ramp handrail is not 
continuous around column.  

Steven Lewandowski Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W35°40'31.5"N

2004 Old Timbers Dr.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Standard:

Text:

Recommendation:

Violation #2 Cost: $44,298 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $10,856 Priority Level 1

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $18,084 Priority Level 1

Violation #5:

Standard:

Modify slope of ramp segment to achieve 1:12 (8.33%) maximum running 
slope. 

Ramp at rear warehouse exit - no edge protection on ramp segments or landings.

2010 ADAAG 405.9 Ramps Edge Protection.

Edge protection complying with 405.9.1 or 405.9.2 shall be provided on 
each side of ramp runs and at each side of ramp landings.

Add edge protection along all ramp segments and along edges of landings 
(approximately 85 linear feet)

Ramp at rear warehouse exit - landings are only 44" deep where 60" minimum is 
required.

2010 ADAAG 405.7.3 Ramps Landings Length.

Modify slope of walkway to achieve 1:20 maximum running slope.

Ramp connection to operations - upper segment of the ramp has a running slope 
of 9.4% 

2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

City of Edmond - Cross Timbers Complex
Accessible Route - Page 2
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Accessible Route

Text:

Recommendation:

Violation #5 Cost: $11,729 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $78,163 Priority Level 2

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $9,862 Priority Level 2

High Priority

Accessible Route Total $173,503 Medium Priority

Low Priority

Provide accessible exterior route within the courtyard from administration 

Exterior ramp to warehouse customer service entrance - intermediate and lower 
ramp landing are only 48" and 47" deep respectively.  A minimum depth of 60" 
clear is required.

2010 ADAAG 405.7.3 Ramps Landings Length.

The landing clear length shall be 60 inches long minimum.

Modify 2 ramp landings to achieve 60" minimum clear depth. 

Accessible routes shall coincide with or be located in the same area as 
general circulation paths. Where circulation paths are interior, required 
accessible routes shall also be interior. 

The landing clear length shall be 60 inches long minimum.

Modify 3 ramp landings to achieve 60" minimum clear depth. 

No exterior accessible route between main administration building and 
training/operations building.  There is an exterior route within the courtyard area 
that consists of stairs only.  

2010 ADAAG 206.3 Location.

City of Edmond - Cross Timbers Complex
Accessible Route - Page 3
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $11,000 Priority Level 2

High Priority

Entrance Total $11,000 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Facility Name: Cross Timbers Complex

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W

2004 Old Timbers Dr.

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

Main entrance into the administration building is accessible.  Entrance into 
building 2110 is accessible.  There are issues with the entrances into Building D.  

Phil Jones 405-359-4518Contact Phone:

35°40'31.5"N

Building D - exterior swing doors (4) into the bays this building have zero 
clearance on the pull side of the doors due to bollards and zero clearance on the 
push side due to bollards.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Remove bollards at each door that serves each bay.  
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
No
Yes
No

Violation #1:

Standard:

Text:

City of Edmond
BUILDING REPORT

Facility Name: Cross Timbers Complex

Do the doors have proper maneuvering clearances?

Steven Lewandowski Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W

2004 Old Timbers Dr.

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Hallways are generally compliant.  Some issues with AED cabinets that protrude 
into the ciruclation path as well as door maneuvering clearances into offices.  
Head room protrusion issues at the exposed wood building supports in the open 
office area.

Phil Jones Contact Phone: 405-359-4518

35°40'31.5"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

Men Lobby Restroom/Women Lobby Restroom - room signs are located on the 
face of the door instead of on the latch side of the door as required.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 
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Hallway

Recommendation:

Violation #1 Cost: $575 Priority Level 2

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $288 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,691 Priority Level 2

Violation #4:

Standard:

City of Edmond - Cross Timbers Complex
Hallway - Page 2

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Trim counter overhang to create 48" minimum clearance.

Wall mounted AED cabinets are protruding objects.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Relocate room sign to latch side of door.

Relocate room signs to latch side of door (2).

Conference Room 105 - room sign is located on the hinge side of the door.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Door from Kitchen 130 - seating area has a latch side approach with 47" 
maneuvering clearance.  48" minimum is required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 
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Hallway

Text:

Recommendation:

Violation #4 Cost: $311 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,010 Priority Level 2

Violation #6:

Standard:

Text:

City of Edmond - Cross Timbers Complex
Hallway - Page 3

Women Locker Room (operations) - room sign is located on hinge side of door 
door.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Relocate AED cabinet or install a protective barrier.

Large diagonal wood frame supports in the open office area reduce vertical 
clearance to less than 80".

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

Install permanent barriers so that head room is maintained.
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Hallway

Recommendation:

Violation #6 Cost: $288 Priority Level 2

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $575 Priority Level 2

Violation #8:

Standard:

Text:

Recommendation:

City of Edmond - Cross Timbers Complex
Hallway - Page 4

Remove closer from door.  Relocate door to achieve 18" minimum 
clearance on pull side of door.

Relocate room sign to latch side of door.

Door from employee wash off area to men and women locker rooms - room signs 
are located on face of doors.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Relocate room signs to latch side of doors.

Office 208 - door into this office has both a closer and latch.  Only 10" clearance 
is provided on the push side of the door where 12" min is required.  The same 
door only has 16" of clearance on the pull side of the door where 18" min is 
required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  
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Hallway

Violation #8 Cost: $2,186 Priority Level 2

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $2,186 Priority Level 2

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $846 Priority Level 2

High Priority

Hallway Total $11,956 Medium Priority

Low Priority

City of Edmond - Cross Timbers Complex
Hallway - Page 5

Office 212 - door into office has both a closer and latch.  Only 11" clearance is 
provided on the push side of the door where 12" min is required.  The swinging 
door only has 16 1/2" of clearance on the pull side of the door where 18" min is 
required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Remove closer from door.  Relocate door to achieve 18" minimum 
clearance on pull side of door.

Training Room 204 and 206 - no visual alarm strobes provided.

2010 ADAAG 215.2 Public and Common Use Areas.

Alarms in public use areas and common use areas shall comply with 702.

Install visual fire alarm device in both training rooms.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
Yes
Yes
Yes
Yes

Violation #1:

Standard:

Text:

City of Edmond
BUILDING REPORT

Facility Name: Cross Timbers Complex

2010 ADAAG 609.4 Position of Grab Bars.

2004 Old Timbers Dr.

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Women Lobby Restroom/Men Lobby Restroom - side and rear grab bars are 
located 37" above the floor to the top of the gripping surface.

10 restrooms/locker rooms were noted at this facility.  Restroom areas are 
generally compliant in regards to space requirements.  Minor issues regarding 
grab bar location, flush control locations, and dispenser locations.  Major issues 
include toilet stall doors swinging into the clear floor space of the water closet 
and maneuvering clearance due to lavatory locations.  

Phil Jones Contact Phone: 405-359-4518

35°40'31.5"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).
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Restrooms

Recommendation:

Violation #1 Cost: $476 Priority Level 2

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $518 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $952 Priority Level 2

Violation #4:

Standard:

Text:

Relocate baby changing stations so that work surface is 28"-34" above the 
floor.

Men Locker Room - no accessible dressing room bench 

2010 ADAAG 903.3 Benches Size.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Women Lobby Restroom/Men Lobby Restroom - toilet seat cover dispensers are 
located above the water closet.  Water closet obstructs required clear floor space.

2010 ADAAG 305.3 Clear Floor or Ground Space Size.

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum.

Relocate toilet seat cover dispensers to location where clear floor space is 
not obstructed.

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.

Women Lobby Restroom/Men Lobby Restroom - baby changing stations are 35 
3/4 and 36 1/2" above the floor, respectively, to to the work surface.

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

City of Edmond - Cross Timbers Complex
Restrooms - Page 2
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Restrooms

Recommendation:

Violation #4 Cost: $573 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $573 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $476 Priority Level 2

Install accessible dressing room bench.

Men Locker Room - no accessible dressing room bench back support.

2010 ADAAG 903.4 Benches Back Support.

The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally. 

Install accessible dressing room bench.

Men Locker Room - side and rear grab bars at accessible water closet are 37" high 
to the top of the gripping surface.

2010 ADAAG 609.4 Position of Grab Bars.

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.

City of Edmond - Cross Timbers Complex
Restrooms - Page 3
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Restrooms

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,168 Priority Level 2

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $573 Priority Level 2

Violation #9:

Standard:

2010 ADAAG 604.8.1.1 Size. 

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

Reverse door swing of stall door provided there is 18" minimum clearance 
on the pull side of the stall door.

Women Locker Room - no accessible dressing room bench.

2010 ADAAG 903.3 Benches Size.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Install accessible dressing room bench.

Women Locker Room - no accessible dressing room bench back support.

2010 ADAAG 903.4 Benches Back Support.

Men Locker Room - door swings into accessible toilet compartment.  Water closet 
is floor mounted and must have 59" deep clear floor space from rear wall.  The 
stall door swings into the clear floor space for the water closet.

City of Edmond - Cross Timbers Complex
Restrooms - Page 4

18 of 42



Restrooms

Text:

Recommendation:

Violation #9 Cost: $573 Priority Level 2

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $476 Priority Level 2

Violation #11:

Standard:

2010 ADAAG 609.4 Position of Grab Bars.

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.

Women Locker Room - door swings into accessible toilet compartment.  Water 
closet is floor mounted and must have 59" deep clear floor space from rear wall.  
The stall door swings into the clear floor space for the water closet.

2010 ADAAG 604.8.1.1 Size. 

Women Locker Room - side and rear grab bars at accessible water closet are 37" 
high to the top of the gripping surface.

The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally. 

Install accessible dressing room bench.

City of Edmond - Cross Timbers Complex
Restrooms - Page 5
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Restrooms

Text:

Recommendation:

Violation #11 Cost: $2,168 Priority Level 2

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $476 Priority Level 2

Violation #13:

Reverse door swing of stall door provided there is 18" minimum clearance 
on the pull side of the stall door.

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

City of Edmond - Cross Timbers Complex
Restrooms - Page 6

Women Locker Room (operations) - side and rear grab bars at accessible water 
closet are 37" high to the top of the gripping surface.

2010 ADAAG 609.4 Position of Grab Bars.

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.

Women Locker Room (operations) - rear grab bar in accessible toilet 
compartment is not located so that 12" extends over the centerline on one side and 
24" minimum on the other side.
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Restrooms

Standard:

Text:

Recommendation:

Violation #13 Cost: $238 Priority Level 2

Violation #14:

Standard:

Text:

Recommendation:

Violation #14 Cost: $573 Priority Level 2

Violation #15:

Standard:

Text:

Recommendation:

Violation #15 Cost: $573 Priority Level 2

Violation #16:

City of Edmond - Cross Timbers Complex
Restrooms - Page 7

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Install accessible dressing room bench.

Women Locker Room (operations) - no accessible dressing room bench back 
support.

2010 ADAAG 903.4 Benches Back Support.

The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally. 

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side.

Relocate rear grab bar to proper location.

Women Locker Room (operations) - no accessible dressing room bench.

2010 ADAAG 903.3 Benches Size.

Install accessible dressing room bench.

Women Locker Room (operations) - tampon dispenser is a protruding object.
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Restrooms

Standard:

Text:

Recommendation:

Violation #16 Cost: $476 Priority Level 2

Violation #17:

Standard:

Text:

Recommendation:

Violation #17 Cost: $403 Priority Level 2

Violation #18:

Standard:

Text:

City of Edmond - Cross Timbers Complex
Restrooms - Page 8

Women Locker Room (operations) - accessible shower compartment is 56" x 79" 
and meets roll-in shower stall dimensions.  Shower controls are not located in the 
correction location for a roll-in shower with a seat.

2010 ADAAG 608.5.2 Standard Roll-In Type Shower Compartments. 

In standard roll-in type shower compartments, the controls, faucets, and 
shower spray unit shall be located above the grab bar, but no higher than 
48 inches above the shower floor. Where a seat is provided, the controls, 
faucets, and shower spray unit shall be installed on the back wall adjacent 
to the seat wall and shall be located 27 inches maximum from the seat 
wall.  

Relocate shower controls to proper location near the seat.

Women Locker Room (operations) - towel hook in accessible shower 
compartment is 73 1/2" above the floor.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Relocate dispenser to another location that is not within a circulation path.

2010 ADAAG 308.3.1 Side Reach Unobstructed.

Where a clear floor or ground space allows a parallel approach to an 
element and the side reach is unobstructed, the high side reach shall be 48 
inches maximum and the low side reach shall be 15 inches minimum 
above the finish floor or ground.
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Restrooms

Recommendation:

Violation #18 Cost: $35 Priority Level 2

Violation #19:

Standard:

Text:

Recommendation:

Violation #19 Cost: $427 Priority Level 2

Violation #20:

Standard:

Text:

Recommendation:

Violation #20 Cost: $573 Priority Level 2

Violation #21:

Standard:

City of Edmond - Cross Timbers Complex
Restrooms - Page 9

2010 ADAAG 903.4 Benches Back Support.

A shower spray unit with a hose 59 inches long minimum that can be used 
both as a fixed-position shower head and as a hand-held shower shall be 
provided. The shower spray unit shall have an on/off control with a non-
positive shut-off. If an adjustable-height shower head on a vertical bar is 
used, the bar shall be installed so as not to obstruct the use of grab bars. 
Bathtub shower spray units shall deliver water that is 120°F (49°C) 
maximum. 

Replace shower spray unit with compliant unit that has on/off control with 
non-positive shut off.

Men Locker Room (operations) - no accessible dressing room bench.

2010 ADAAG 903.3 Benches Size.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Relocate towel hook to 48" above floor.

Women Locker Room (operations) - shower spray unit in accessible shower 
compartment does not have an on/off with a non-positive shut-off.

2010 ADAAG 607.6 Shower Spray Unit and Water. 

Install accessible dressing room bench.

Men Locker Room (operations) - no accessible dressing room bench back support.
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Restrooms

Text:

Recommendation:

Violation #21 Cost: $573 Priority Level 2

Violation #22:

Standard:

Text:

Recommendation:

Violation #22 Cost: $403 Priority Level 2

Violation #23:

Standard:

Text:

City of Edmond - Cross Timbers Complex
Restrooms - Page 10

2010 ADAAG 607.6 Shower Spray Unit and Water. 

A shower spray unit with a hose 59 inches long minimum that can be used 
both as a fixed-position shower head and as a hand-held shower shall be 
provided. The shower spray unit shall have an on/off control with a non-
positive shut-off. If an adjustable-height shower head on a vertical bar is 
used, the bar shall be installed so as not to obstruct the use of grab bars. 
Bathtub shower spray units shall deliver water that is 120°F (49°C) 
maximum. 

Men Locker Room (operations) - accessible shower compartment is 56" x 80" and 
meets roll-in shower stall dimensions.  Shower controls are not located in the 
correction location for a roll-in shower with a seat.

2010 ADAAG 608.5.2 Standard Roll-In Type Shower Compartments. 

In standard roll-in type shower compartments, the controls, faucets, and 
shower spray unit shall be located above the grab bar, but no higher than 
48 inches above the shower floor. Where a seat is provided, the controls, 
faucets, and shower spray unit shall be installed on the back wall adjacent 
to the seat wall and shall be located 27 inches maximum from the seat 
wall.  

Relocate shower controls to proper location near the seat.

Men Locker Room (operations) - shower spray unit in accessible shower 
compartment does not have a non-positive shut-off.

The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally. 

Install accessible dressing room bench.
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Restrooms

Recommendation:

Violation #23 Cost: $427 Priority Level 2

Violation #24:

Standard:

Text:

Recommendation:

Violation #24 Cost: $35 Priority Level 2

Violation #25:

Standard:

Text:

Recommendation:

City of Edmond - Cross Timbers Complex
Restrooms - Page 11

Replace shower spray unit with compliant unit that has on/off control with 
non-positive shut off.

Men Locker Room (operations) - towel hook in accessible shower compartment is 
72" above the floor.

2010 ADAAG 308.3.1 Side Reach Unobstructed.

Where a clear floor or ground space allows a parallel approach to an 
element and the side reach is unobstructed, the high side reach shall be 48 
inches maximum and the low side reach shall be 15 inches minimum 
above the finish floor or ground.

Relocate towel hook to 48" above floor.

Men Locker Room (Bldg 2110) -  side and rear grab bars at accessible water 
closet are 37" high to the top of the gripping surface.

2010 ADAAG 609.4 Position of Grab Bars.

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.
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Restrooms

Violation #25 Cost: $476 Priority Level 2

Violation #26:

Standard:

Text:

Recommendation:

Violation #26 Cost: $573 Priority Level 2

Violation #27:

Standard:

Text:

Recommendation:

Violation #27 Cost: $573 Priority Level 2

Violation #28:

Standard:

Text:

City of Edmond - Cross Timbers Complex
Restrooms - Page 12

Men Locker Room (Bldg 2110) - no accessible dressing room bench.

2010 ADAAG 903.3 Benches Size.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Install accessible dressing room bench.

Men Locker Room (2110) - no accessible dressing room bench back support.

2010 ADAAG 903.4 Benches Back Support.

The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally. 

Install accessible dressing room bench.

Men Locker Room (2110) - surface mounted paper towel dispenser along path to 
lockers is a protruding object. 

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.
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Restrooms

Recommendation:

Violation #28 Cost: $518 Priority Level 2

Violation #29:

Standard:

Text:

Recommendation:

Violation #29 Cost: $476 Priority Level 2

Violation #30:

Standard:

Text:

City of Edmond - Cross Timbers Complex
Restrooms - Page 13

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.

Women Locker Room (2110) - door into accessible toilet compartment does not 
self close.

2010 ADAAG 604.8.2.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. The door 
shall be self-closing. A door pull complying with (404.2.7 Door and Gate 
Hardware) shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area. 

Relocate paper towel dispenser to another location that is not within a 
circulation path.

Women Locker Room (2110) - side and rear grab bars at accessible water closet 
are 37" high to the top of the gripping surface.

2010 ADAAG 609.4 Position of Grab Bars.

27 of 42



Restrooms

Recommendation:

Violation #30 Cost: $154 Priority Level 2

Violation #31:

Standard:

Text:

Recommendation:

Violation #31 Cost: $1,035 Priority Level 2

Violation #32:

Standard:

Text:

Recommendation:

Violation #32 Cost: $476 Priority Level 2

City of Edmond - Cross Timbers Complex
Restrooms - Page 14

Adjust stall door to self close.

Training Facility Building Restrooms -  toilet seat cover dispensers in both 
restrooms are located above the water closet.  Water closet obstructs required 
clear floor space.

2010 ADAAG 305.3 Clear Floor or Ground Space Size.

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum.

Relocate toilet seat cover dispensers. 

Training Facility Restrooms - side and rear grab bars in at accessible water closets 
in both restrooms are 37" high to the top of the gripping surface.

2010 ADAAG 609.4 Position of Grab Bars.

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).

Relocate grab bars to 33"-36" above the floor to the top of the gripping 
surface.
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Restrooms

Violation #33:

Standard:

Text:

Recommendation:

Violation #33 Cost: $233 Priority Level 2

Violation #34:

Standard:

Text:

Recommendation:

Violation #34 Cost: $4,292 Priority Level 2

High Priority

Restrooms Total $23,544 Medium Priority

Low Priority

City of Edmond - Cross Timbers Complex
Restrooms - Page 15

Training Facility Restroom - flush control water closet in the left restroom is 
located on the wrong side.  Flush control must be located on open side of water 
closet.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control to open side of water closet.

Training Facility Restrooms - doors from both restrooms have only 16" of 
clearance on the pull side of the door due to the lavatory location.  A mininum of 
18" clearance is required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto opening device.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 
Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 2

Violation #2:

Standard:

5 break areas/kitchens were noted in this facility.  All of the sinks are 36" high 
and above.   

Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 

Conference Room 105 - sink is 36 3/4" above the floor.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Lower sink to 34" maximum above the floor.

Conference 105 - sink is not provided with clear floor space or knee/toe clearance 
for a forward approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

City of Edmond
BUILDING REPORT

Cross Timbers Complex

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W35°40'31.5"N

2004 Old Timbers Dr.

General Break Room Notes:

Does the facility have a break room?  
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Break Rooms

Text:

Recommendation:

Violation #2 Cost: $2,691 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,691 Priority Level 2

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $5,382 Priority Level 2

Violation #5:

Standard:

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Lower sink to 34" maximum above the floor.

 Two break areas within open office area - sinks are not provided with clear floor 
space or knee/toe clearance for a forward approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify sink cabinet to provide knee/toe clearance for front approach.

Kitchen 130 - sink is 36" above the floor.  

2010 ADAAG 606.3 Lavatories and Sinks Height.

2010 ADAAG 606.3 Lavatories and Sinks Height.

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify sink cabinet to provide knee/toe clearance for front approach.

Two break areas within open office area - sinks/counter are 36 1/2" above the 
floor.

City of Edmond - Cross Timbers Complex
Break Rooms - Page 2
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Break Rooms

Text:

Recommendation:

Violation #5 Cost: $2,691 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,691 Priority Level 2

High Priority

Break Rooms Total $18,837 Medium Priority

Low Priority

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Lower sink to 34" maximum above the floor.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Lower sink to 34" maximum above the floor.

Kitchen 211 - sink/counter 36 1/4" above floor.  

City of Edmond - Cross Timbers Complex  - Break Rooms  
Page 3
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,104 Priority Level 2

Violation #2:

Standard:

Text:

Main reception counter is accessible. 
High/low drinking fountain admin building - ok

Are there any other miscellaneous items not previously covered? 

Two drinking fountains provided between Men Locker Room and Women Locker 
Room in operations area. Both fountains are at accessible height with spout at 
36".  One of these units must have spout at 38"-43" for standing persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches 
minimum and 43 inches maximum above the finish floor or ground.

Relocate one of the drinking fountains so that spout is 38"-43" above floor.

Training Room 204 and 206 - all counters are 36" above the floor.  

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

City of Edmond
BUILDING REPORT

Cross Timbers Complex

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 602.7 Drinking Fountains for Standing Persons.

Steven Lewandowski Wednesday, January 07, 2015

Steven@accessology.com

97°25'00.8"W35°40'31.5"N

2004 Old Timbers Dr.

General Misc Notes:

Are there exterior drinking fountains? 
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Misc

Recommendation:

Violation #2 Cost: $589 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $74 Priority Level 2

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $74 Priority Level 2
 
Violation #5:

Standard:

Text:

Recommendation:

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Lower the doorbell to 48" maximum above the floor.

Warehouse - service counter is 40" high.  

2010 ADAAG 904.4.1 Parallel Approach.  

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter. 

Lower the counter to 36" maximum above the floor.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Lower a section of the counter to 36" above the floor.

Warehouse - control on telephone are out of accessible reach range.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Lower the telephone to 48" maximum to highest control.

Warehouse - doorbell at service counter is 58" high to centerline.

City of Edmond - Cross Timbers Complex
Miscellaneous - Page 2

34 of 42



Misc

Violation #5 Cost: $589 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $1,518 Priority Level 2

High Priority

Miscellaneous Total $3,948 Medium Priority

Low Priority

 Two drinking fountains provided between Men Locker Room (2110) and Women 
Locker Room (2110) in operations area. Both fountains are at accessible height 
with spout at 32" and 33".  One of these units must have spout at 38"-43" for 
standing persons.

2010 ADAAG 602.7 Drinking Fountains for Standing Persons.

Spout outlets of drinking fountains for standing persons shall be 38 inches 
minimum and 43 inches maximum above the finishfloor or ground.

Raise one fountian and provide an apron to prevent it from becoming a 
protruding object

City of Edmond - Cross Timbers Complex
Miscellaneous - Page 3
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Cross Timbers

Parking Violation 3 - The vehicle 
overhangs could reduce the clear 
width of the sidewalk to less than 
36".  Wheelstops should be 
installed.

Parking Violation 5 - The accessible 
parking spaces have a 4%-4.9%
slope within the space and aisle.  A 
maximum slope of 2% is required in 
all directions.

AR Violation 1 - The ramp handrail 
is not continuous around the 
column.

AR Violation 2 - The running slope 
of the corridor exceeds 5% and was 
not treated as a ramp.

AR Violation 3 - The upper ramp 
segment exceeds the maximum 
8.33% allowable for ramps.

AR Violation 4 - The ramp does not 
have edge protection along the 
ramp segments or landings.

AR Violation 5 - The ramp landings 
are only 44" clear where 60" 
minimum is required.
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Cross Timbers

AR Violation 6 - No exterior 
accessible route is provided within 
the courtyard.  A general circulation 
route is provided by way of stairs so 
an accessible route in the same 
location is required.

AR Violation 7 - The 
intermediate and lower ramp 
landings do not provide 60" 
clear.

Entrance Violation 1 - The 
maneuvering clearance on the 
exterior of the door is obstructed by 
the bollard.

Hallway Violation 1 - The room signs 
are located on the face of the doors 
rather than on the latch side of the 
doors as required.

Hallway Violation 2 - The room sign 
is not located on the latch side of the 
door as required.

Hallway Violation 3 - The door from 
the kitchen to the seating  area does 
not have the required 60" minimum 
door maneuvering clearance.

Hallway Violation 4 - The wall 
mounted AED cabinets are 
protruding objects.

Hallway Violation 5 - The wood 
supports create a head room 
obstruction as they reduce the 
head room to less than 80".

Hallway Violation 6 - The room sign 
is located on the hinge side of the 
door rather than on the latch side of 
the door as required.
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Cross Timbers

Hallway Violation 7 - The room signs 
are located on the face of the door 
rather than on the latch side of the 
doors as required.

Hallway Violation 8 - Door does not 
have the required 12" minimum 
clearance on the push side of the 
door.

Hallway Violation 8 - The door does 
not have the required 18" minimum 
clearance on the pull side of the 
door.

Hallway Violation 9 - The door does 
not have the 12" minimum required 
clearance on the push side of the 
door.

Hallway Violation 9 - The door does 
not have the 18" minimum required 
clearance on the pull side of the 
door.

RR Violation 1 - The side and rear 
grab bars are mounted slightly 
above the maximum height required.

RR Violation 2 - The baby changing 
stations are slightly above the 
maximum height required.

RR Violation 3 - The water closet is 
obstructing the clear floor space 
required for the seat cover 
dispensers.

RR Violation 4/5 - No accessible 
dressing bench is provided.
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Cross Timbers

RR Violation 6 -  The side and rear 
grab bars are mounted slightly 
above the maximum height required.

RR Violation 7 - The door into the 
accessible toilet compartment 
swings into the clear floor space 
required for the water closet.

RR Violation 8/9 - No accessible 
dressing bench is provided.

RR Violation 10 -  The side and rear 
grab bars are mounted slightly 
above the maximum height required.

RR Violation 12/13 -  The side and 
rear grab bars are mounted slightly 
above the maximum height 
required.  The rear grab bar is not 
installed in the correct location.

RR Violation 14/15 - No accessible 
dressing bench is provided.

RR Violation 16 - The tampon 
dispenser is a protruding 
object.

RR Violation 17 - The shower 
controls are not in the correct 
location to serve a roll-in shower 
compartment.

RR Violation 18 - The towel hook is 
well above accessible reach range.
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Cross Timbers

RR Violation 19 - The hand held 
shower unit does not have an on/off 
with a non-positive shut-off.

RR Violation 20/21 - No accessible 
dressing bench is provided.

RR Violation 22 - The shower 
controls are not located in the 
correct location to serve a roll-in 
shower compartment.

RR Violation 23 - The hand held 
shower unit does not have an on/off 
with a non-positive shut-off.

RR Violation 24 - The towel hook is 
well above accessible reach range.

RR Violation 25 - The side and rear 
grab bars are mounted slightly 
above the maximum height required.

RR Violation 26/27 - No accessible 
dressing bench is provided.

RR Violation 28 - The paper towel 
dispenser is a protruding object.

RR Violation 29 - The side and rear 
grab bars are mounted slightly 
above the maximum height required.
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Cross Timbers

RR Violation 30 - The door into the 
accessible toilet compartment does 
not self-close.

RR Violation 31 - The water closet is 
obstructing the clear floor space 
required for the seat cover 
dispensers.

RR Violation 32 - The side and rear 
grab bars are mounted slightly 
above the maximum height required.

RR Violation 33 - The flush control is 
located on the wrong side of the 
water closet.

RR Violation 34 - The lavatories are 
obstructing the required 18" 
minimum clearance on the pull side 
of the restroom doors.

BR Violation 1/2 - Conference Room 
105 - sink is 36-3/4" above the floor 
and does not provide a knee and toe 
clearance for a forward approach.

BR Violation 3/4 - The sinks are 
36-1/2" high and do not provide a 
knee and toe clearance for a 
forward approach.

BR Violation 5 - The sink is 36" high 
and does not provide a knee and toe 
clearance for a forward approach.

BR Violation 6 - The sink is
36-1/4" high and does not provide a 
knee and toe clearance for a forward 
approach.
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Cross Timbers

Misc Violation 1 - Neither drinking 
fountain is installed to serve 
standing persons with the spout at 
38"-43" high.

Misc Violation 3 - The controls on 
the telephone are above accessible 
reach range.

Misc Violation 6 - Neither drinking 
fountain is installed to serve 
standing persons with a spout at 
38"-43" high.

Misc Violation 5 - The service 
counter is 40" high where 36" 
maximum is required.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: North Parking (West Lot) 58
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

35°39'17.4"N

Monday, January 05, 2015

Steven@accessology.com

97°28'47.9"W

28 E. Main Street

General Parking Notes:

There are 4 parking areas that appear to serve the Community Center.  Accessible 
parking is determined on a per lot basis.  However, the required number of 
accessible parking spaces need not be provided in a particular lot if they are 
located elsewhere that is more convenient for the user in terms of distance.  Based 
on the number of parking areas serving this building and the number of spaces 
within those areas, 7 total accessible parking spaces are required with 4 being van 
accessible.  6 accessible parking spaces are currently provided with 3 designated 
as van accessible.  The 6 existing accessible spaces are substantially compliant 
except for one missing sign.  

General Parking Notes:

The east parking lot north of the Community Center includes 40 total parking 
spaces. 2 are required 1 van 

City of Edmond
BUILDING REPORT

Community Center

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

There are two parking lots to the north of the Community Center that serves the 
Community Center (among other public buildings).  The west parking lot includes 
58 total parking spaces.
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Parking

Total Parking Spaces - North Parking (East Lot) 40
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

 
Total Parking Spaces - On-Street Parking 15
Total Accessible Parking Spaces: 4
Number of van accessible spaces: 2
Is the accessible parking substantially compliant? Yes

Total Parking Spaces - West Parking Lot 18
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

One of the two accessible parking spaces on the west side of the building is 
missing the required parking sign that includes the International Symbol of 
Accessibility.

2010 ADAAG 502.6 Parking Spaces Identification.

General Parking Notes:

There are 9 on-street parking spaces provided on the north side of the Community 
Center and 6 parallel parking spaces on the east side. 4 accessible parking spaces 
are provided on the north side with 2 designated as van accessible.  

General Parking Notes:

There is a small parking area on the west side of the Community Center that 
includes 18 parking spaces with 2 designated as accessible.

City of Edmond - Community Center
Parking - Page 2
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Parking

Recommendation:

Violation #1 Cost: $255 Priority Level 5

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $2,507 Priority Level 5
 

High Priority

Parking Violations Total $2,762 Medium Priority

Low Priority

Given the 4 parking areas that serve this Community Center, 7 total accessible 
parking spaces are required with 4 of those required to be van accessible.  6 
accessible parking spaces are provided with 3 designated as van accessible. 1 
additional accessible parking space is required to be provided and it must be van 
accessible.  

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility.

1 additional van accessible parking space is required to be created.

A new accessible parking sign must be installed at the missing location.

City of Edmond - Community Center
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
NA
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $20,700 Priority Level 9

Violation #2:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.

The ramp must be modified to achieve a maximum running slope of 1:12 
(8.33%).

The ramp just inside the north building entrance does not have the required 12" 
handrail extension on the left side handrail at the top of the ramp.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Community Center

The ramp just inside the north building entrance has a running slope of 9.7% 
where 1:12 (8.33%) maximum is required.

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'47.9"W35°39'17.4"N

28 E. Main Street

The exterior route from the existing accessible parking is generally compliant.  
There is some sidewalk deterioration at the northeast corner of the building which 
provides access across S. Littler.

There are some issues with the interior routes especially the lack of an accessible 
route to the auditorium stage and a direct accessible route to the balcony in the 
same general area as the stairs.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Standard:

Text:

Recommendation:

Violation #2 Cost: $860 Priority Level 9

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $15,278 Priority Level 4

Violation #4:

Standard:

An accessible ramp or platform lift will be required to create an accessible 
route to the stage.

There are stairs inside the auditorium that provide access to the balcony level; 
however, there is no accessible route located in the same general area. In order to 
reach the balcony level you must travel outside the space, use the elevator to the 
2nd floor and travel through a secured work corridor.  Access to the balcony is 
through door 218 which also does not provide any clearance on the pull side of 
the door, where 18" minimum is required.

2010 ADAAG 206.3 Location.

The ramp handrails must be modified to provide the required 12" 
extensions at the top and bottom of the ramp.

No accessible route is provided to the stage in the auditorium.  

2010 ADAAG 206.2.4 Spaces and Elements.

At least one accessible route shall connect accessible building or facility 
entrances with all accessible spaces and elements within the building or 
facility which are otherwise connected by a circulation path unless 
exempted by 206.2.3 Exceptions 1 through 7.

2010 ADAAG 505.10.1 Handrail Extensions Top and Bottom Extension at 
Ramps.

Ramp handrails shall extend horizontally above the landing for 12 inches 
minimum beyond the top and bottom of ramp runs. Extensions shall return 
to a wall, guard, or the landing surface, or shall be continuous to the 
handrail of an adjacent ramp run.

City of Edmond - Community Center
Accessible Route - Page 2
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Accessible Route

Text:

Recommendation:

Violation #4 Cost: $15,278 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $5,520 Priority Level 4

Violation #6:

Standard:

Text: Ramp runs shall have a running slope not steeper than 1:12.

Accessible routes shall coincide with or be located in the same area as 
general circulation paths. Where circulation paths are interior, required 
accessible routes shall also be interior.

An full passenger elevator or possibly a platform lift will be required to 
provide direct access to the balcony area.

No accessible route is provided up to the employee area of the drivers' license 
area.  This area is accessed by two short steps on each side.

2010 ADAAG 203.9 General Exceptions Employee Work Areas.

Spaces and elements within employee work areas shall only be required to 
comply with (206.2.8 Employee Work Areas), (207.1 Performance Areas 
and Speakers' Platforms), and (215.3 Fire Alarm Systems Employee Work 
Areas) and shall be designed and constructed so that individuals with 
disabilities can approach, enter, and exit the employee work area. 
Employee work areas, or portions of employee work areas, other than 
raised courtroom stations, that are less than 300 square feet and elevated 7 
inches or more above the finish floor or ground where the elevation is 
essential to the function of the space shall not be required to comply with 
these requirements or to be on an accessible route. 

Access to the employee side of the drivers' license area must be provided 
by way of a ramp or other means.  

The hallway ramp down to the drivers' license area entrance has a running slope 
of 9.2% where 1:12 (8.33%) maximum is required.  

2010 ADAAG 405.2 Ramps Slope.

City of Edmond - Community Center
Accessible Route - Page 3
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Accessible Route

Recommendation:

Violation #6 Cost: $4,140 Priority Level 9

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $860 Priority Level 9

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $6,127 Priority Level 9

Violation #9:

The ramp must be modified to achieve a maximum running slope of 1:12 
(8.33%).

The handrails on hallway ramp down to the  drivers' license area entrance do not 
have the required extensions at the top and bottom of the ramp.

2010 ADAAG 505.10.1 Handrail Extensions Top and Bottom Extension at 

Ramp handrails shall extend horizontally above the landing for 12 inches 
minimum beyond the top and bottom of ramp runs. Extensions shall return 
to a wall, guard, or the landing surface, or shall be continuous to the 
handrail of an adjacent ramp run.

The ramp handrails must be modified to provide the required 12" 
extensions at the top and bottom of the ramp.

 The handrails on hallway ramp down to the  drivers' license area entrance are 
only 32" high where 34"-38" is required to the top of the rails.

2010 ADAAG 505.4 Height.

Top of gripping surfaces of handrails shall be 34 inches minimum and 38 
inches maximum vertically above walking surfaces, stair nosings, and 
ramp surfaces. Handrails shall be at a consistent height above walking 
surfaces, stair nosings, and ramp surfaces. 

The ramp handrails must be raised so they are between 34" and 38" high.

The sidewalk near the northeast corner of the building is cracking and 
deteriorating creating changes in level and a generally unsafe condition.

City of Edmond - Community Center
Accessible Route - Page 4
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Accessible Route

Standard:

Text:

Recommendation:

Violation #9 Cost: $1,265 Priority Level 4

High Priority

Accessible Route Total $70,028 Medium Priority

Low Priority

This section of sidewalk should be replaced.

Changes in level between 1/4 inch high minimum and 1/2 inch high 
maximum shall be beveled with a slope not steeper than 1:2.

2010 ADAAG 303.3 Changes in Level Beveled.

City of Edmond - Community Center
Accessible Route - Page 5
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $288 Priority Level 7

High Priority

Entrance Total $288 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Facility Name: Community Center

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'47.9"W

28 E. Main Street

General Entrance Notes:

 The north building entrance is the main public entrance and is generally 
compliant and is equipped with power door operator.  The east side building 
entrance is not accessible and does not have any directional signage noting the 
location of the accessible entrance.

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°39'17.4"N

The east door into the Community Center is not accessible and no signage is 
provided to direct persons to the nearest accessible entrance.

2010 ADAAG 216.6 Entrances.

Where not all entrances comply with 404, entrances complying with 404 
shall be identified by the International Symbol of Accessibility complying 
with 703.7.2.1. Directional signs complying with 703.5 that indicate the 
location of the nearest entrance complying with 404 shall be provided at 
entrances that do not comply with 404. 

A sign must be installed at the east building entrance noting the location of 
the accessible entrance on the north side.
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,146 Priority Level 4

Violation #2:

Standard:

City of Edmond
BUILDING REPORT

Facility Name: Community Center

Do the doors have proper maneuvering clearances?

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'47.9"W

28 E. Main Street

General Hallway Notes:

The hallways are generally compliant except for a few doors needing accessible 
hardware and room signs that must be relocated.

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°39'17.4"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

Door into Kitchen 107 does not have any door maneuvering clearance on the pull 
side of the door from the hallway.   A minimum of 18" is required on the pull side 
of the door.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

A power door operator will alleviate the door maneuvering clearance issue 
at this door.

The AED cabinet located next to the elevator is a protruding object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.
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Hallway

Text:

Recommendation:

Violation #2 Cost: $311 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,036 Priority Level 5

Violation #4:

Standard:

Text:

Doors into 206, 208, 209, 214, and 219 are equipped with knob hardware which 
requires twisting to operate.

2010 ADAAG 309.4 Operable Parts Operation.

The AED cabinet could be relocated out of the circulation path or fitted 
with a cane detection barrier.  

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path. 

City of Edmond - Community Center
Hallway - Page 2

Operable parts shall be operable with one hand and shall not require tight 
grasping, pinching, or twisting of the wrist. The force required to activate 
operable parts shall be 5 pounds maximum. 

The knob hardware must be replaced with accessible hardware such as 
lever type hardware.

The room signs at doors 104, 107, 115, 123, 125, 201G and 201 are not located 
along the latch side of the door as required.

 2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall

11 of 21



Hallway

Text:
Pt 2

Recommendation:

Violation #4 Cost: $2,013 Priority Level 6

High Priority

Hallway Total $6,506 Medium Priority

Low Priority

City of Edmond - Community Center
Hallway - Page 3

The room signs must be relocated to the latch side of the door.  This may 
require some signs to be located on the glass.

Signs containing tactile characters shall be located so that a clear floor 
space of 18 inches minimum by 18 inches minimum, centered on the 
tactile characters, is provided beyond the arc of any door swing between 
the closed position and 45 degree open position. 
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $6,541 Priority Level 4

City of Edmond
BUILDING REPORT

Facility Name: Community Center

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

28 E. Main Street

General Restroom Notes:

There are 3 sets of Men's and Women's restrooms in this building.  The restrooms 
at the rear of the auditorium do not include any accessible elements.  The Men's 
and Women's restrooms located on the 1st and 2nd floors do include accessible 
elements but do include minor issues regarding flush controls, dispenser 
locations, and toilet compartment doors.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Men's Restroom 121 - This restroom does not include any accessible elements or 
plumbing fixtures, beginning with a 29" clear entry door and a 3/4" door 
threshold.  

Phil Jones Contact Phone: 405-359-4518

35°39'17.4"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'47.9"W

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

The restroom would need to be completely modified to achieve full 
compliance.
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Restrooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $6,541 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $201 Priority Level 9

Violation #4:

Standard:

The restroom would need to be completely modified to achieve full 
compliance.

Men's Restroom 102/Women's Restroom 105/Men's Restroom 212/Women's 
Restroom 204 - The toilet seat cover dispenser is located at 53" high to the 
opening and is also obstructed by the water closet.  

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Men's Restroom 102/Women's Restroom 105/Men's Restroom 212/Women's 
Restroom 204 - Coat hooks located just inside the entrance door are located 67 
1/2" high.  The coat hook provided on the accessible toilet compartment door is 
61 1/2".   At least one hook in each location must be provided at 48" high 
maximum.  

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The hook in each accessible toilet compartment must be lowered and at 
least one of the wall hooks outside the toilet compartments must be 
lowered.

Women's Restroom 114 - This restroom does not include any accessible elements 
or plumbing fixtures, beginning with a 29" clear entry door and a 3/4" door 
threshold.  

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

City of Edmond - Community Center
Restrooms - Page 2
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Restrooms

Text:

Recommendation:

Violation #4 Cost: $1,904 Priority Level 9

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $1,904 Priority Level 9

Violation #6:

Standard:

Text:

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The seat cover dispensers must be lowered so that the opening is 48" high 
maximum above the floor.

Men's Restroom 102/Women's Restroom 105/Men's Restroom 212/Women's 
Restroom 204 - The toilet paper dispenser at the accessible water closet is not 
located 7"-9" in front of the front edge of the water closet.  

2010 ADAAG 604.7 Dispensers. 

Toilet paper dispensers shall comply with 309.4 and shall be 7 inches 
minimum and 9 inches maximum in front of the water closet measured to 
the centerline of the dispenser. The outlet of the dispenser shall be 15 
inches minimum and 48" maximum  above the floor.

The toilet paper dispensers must be relocated to 7"-9" from the front edge 
of the water closet.

Men's Restroom 102/Women's Restroom 105/Men's Restroom 212/Women's 
Restroom 204 - The door into the accessible toilet compartment does not self-
close.

2010 ADAAG 604.8.2.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. The door 
shall be self-closing. A door pull complying with (404.2.7 Door and Gate 
Hardware) shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area. 

City of Edmond - Community Center
Restrooms - Page 3
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Restrooms

Recommendation:

Violation #6 Cost: $616 Priority Level 6

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $467 Priority Level 5

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $952 Priority Level 8

High Priority

Restrooms Total $19,126 Medium Priority

Low Priority

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

The flush control must be modified to be provided on the open side of the 
water closet.

Men's Restroom 212/Women's Restroom 204 - The surface mounted paper towel 
dispenser and tampon dispenser (women's restroom) are protruding objects.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The dispensers must be relocated to an area that is not within a circulation 
path.

Women's Restroom 105/Men's Restroom 212 - The flush control at the accessible 
water closet is located on the wrong side.  

The accessible toilet compartment doors must be adjusted to self-close.

City of Edmond - Community Center
Restrooms - Page 4
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 
Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $3,243 Priority Level 4

High Priority

Break Rooms Total $3,243 Medium Priority

Low Priority

Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

Break Room 225 - The sink is 36" high where 34" maximum is required.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

City of Edmond
BUILDING REPORT

Community Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Monday, January 05, 2015
Steven@accessology.com

97°28'47.9"W35°39'17.4"N
28 E. Main Street

General Break Room Notes:

There is one break room in this building and the sink is not substantially 
compliant due to its height.  All other elements are generally compliant.

Does the facility have a break room?  
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 
Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,296 Priority Level 8

High Priority

Miscellaneous Total $4,296 Medium Priority

Low Priority

Are there any other miscellaneous items not previously covered? 

2nd Floor - No drinking fountain for standing persons is provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

An additional drinking fountain to serve standing persons must be 
provided with a spout height of 38"-43" high.

City of Edmond
BUILDING REPORT

Community Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number. 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'47.9"W35°39'17.4"N

28 E. Main Street

General Misc Notes:

The 1st floor includes one accessible drinking fountain and one drinking fountain 
for standing persons.  The 2nd floor includes only one fountain which his 
accessible.  There is no drinking fountain to serve standing persons.

Are there exterior drinking fountains? 
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Downtown Community Center 

Parking Violation 1 - One of the two 
accessible parking spaces is missing 
the required accessible parking sign.

AR Violation 1 - The running slope 
of the ramp exceeds the maximum 
allowable running slope.

AR Violation 2 - The ramp handrails 
do not have the required 
extensions at the top of the ramp.

AR Violation 3 - No accessible route 
is provided to the auditorium stage.

AR Violation 4 - There is not direct 
accessible route to the mezzanine 
level that coincides with the general 
circulation route.

AR Violation 5 - No accessible route 
is provided to the raised employee 
area of the drivers' license area.

AR Violation 6 - The ramp exceeds 
the maximum allowable running 
slope permitted.
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Downtown Community Center 

AR Violation 7/8 - The ramp 
handrails do not have the required 
extensions and are only 32" high 
where 34"-38" is required.

AR Violation 9 - The sidewalk along 
the northeast side of the building is 
cracking and is in need of 
maintenance in order to prevent 
changes in level.

Hallway Violation 1 - The door does 
not have the required 18" minimum 
clearance on the pull side of the 
door.

Hallway Violation 2 - The AED 
cabinet is a protruding object.

Hallway Violation 3 -Several doors 
are equipped with knob hardware 
that require twisting to operate.

Hallway Violation 4 - Several room 
signs are located on the hinge side 
of the doors rather than on the latch 
side of the doors as required.

RR Violation 1 - The restroom does 
not include any accessible fixtures.

RR Violation 1 - The restroom does 
not include any accessible fixtures.

RR Violation 2 - The restroom does 
not include any accessible fixtures.
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Downtown Community Center 

RR Violation 2 - The restroom does 
not include any accessible fixtures.

RR Violation 3 - The restroom 
coat hooks are above accessible 
reach range.

RR Violation 4 - The water closet is 
obstructing the clear floor space 
required for the seat cover 
dispensers.

RR Violation 5 - The toilet paper 
dispenser is not located 7"-9" from 
the front edge of the water closet.

RR Violation 6 - The doors into the 
accessible toilet compartments do 
not self-close.

RR Violation 7 - The flush control 
is located on the wrong side of the 
water closet.

RR Violation 8 - The paper towel 
dispenser and tampon dispenser 
are protruding objects.

BR Violation 1 - The sink is 36" high 
where 34" maximum is required.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 18
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Does parking comply? Yes

High Priority

Parking Violations Total $0 Medium Priority

Low Priority

18 parking spaces are provided in the parking lot that serves both Stephenson Park 
and the Museum.  One van accessible parking space is provided and appears to be 
substantial compliance.

City of Edmond
BUILDING REPORT

Historical Museum

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'01.3"N

Tuesday, January 06, 2015
steven@accessology.com

97°28'42.7"W

431 S. Boulevard

General Parking Notes:
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
N/A
No  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,093 Priority Level 1

Violation #2:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Historical Museum

Sidewalk connection between the museum entrance and S. Boulevard has a 
running slope of 25.4% where 5% maximum is permitted as a sloped walk and 
8.33% maximum is permitted as a ramp.  Although this is not the only route to the 
Museum entrance, its existence invites pedestrian traffic.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'42.7"W35°39'01.3"N

431 S. Boulevard

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Remove this portion of sidewalk completely so that pedestrian traffic is 
not invited.

Cross slope of sidewalk in front of museum entrance has a 7.6% cross slope 
where 2% maximum is permitted.

There is an accessible route from the corner of S. Boulevard/5th Street to the 
Museum entrance.  However, there is also a sidewalk connection from S. 
Boulevard directly to the Museum entrance which includes a severe running 
slope.
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Accessible Route

Standard:

Text:

Recommendation:

Violation #2 Cost: $880 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $6,000 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $4,400 Priority Level 4

Violation #5:

Modify this area of sidewalk to provide 1:48 maximum cross slope.

No accessible interior route to the curator office.  Access is by stair only.  

2010 ADAAG 206.2.4 Spaces and Elements.

At least one accessible route shall connect accessible building or facility 
entrances with all accessible spaces and elements within the building or 
facility which are otherwise connected by a circulation path unless 
exempted by 206.2.3 Exceptions 1 through 7.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

City of Edmond - Historical Trust Museum
Accessible Route - Page 2

Install ramp to achieve change in level or close off area and relocate office 
to an accessible location in the building.

Main hallway has a running slope of 5.4%.  Running slopes in excess of 5% must 
comply with ramp requirements.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Modify hallway slope to achieve 1:20 maximum slope.

"Little Pump House"  exhibit includes a 2" change in level in order to access.
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Accessible Route

Standard:

Text:

Recommendation:

Violation #5 Cost: $440 Priority Level 7

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $800 Priority Level 7

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $348 Priority Level 1

Violation #8:

Standard:

Ramp runs shall have a running slope not steeper than 1:12.

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

Reduce change in level to 1/2" or less or install a compliant 24" long ramp 
to achieve the change in level.

Wooden ramp serving large display has a running slope of 8.9% where 8.33% 
maximum is permitted for ramps.

2010 ADAAG 405.2 Ramps Slope.

City of Edmond - Historical Trust Museum
Accessible Route - Page 3

Replace wooden ramps with ramps of compliant running slope.  

Wooden ramp serving large display does not include edge protection on side with 
the drop off.

2010 ADAAG 405.9 Ramps Edge Protection.

Edge protection complying with 405.9.1 or 405.9.2 shall be provided on 
each side of ramp runs and at each side of ramp landings.

Install edge protection at side of wooden ramps that have a drop off.

Ramp from kids area to conference room has a running slope of 11.2% where 
8.33% maximum is permitted.  There is another more accessible entrance located 
off of main hallway near main entrance.  

2010 ADAAG 405.2 Ramps Slope.
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Accessible Route

Text:

Recommendation:

Violation #8 Cost: $4,720 Priority Level 5

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $1,866 Priority Level 5

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $374 Priority Level 12

Remove door completely or install automatic opening device.

Handrail extensions at bottom of ramp at the exits at the rear of the building are 
not parallel to the landing surface.

2010 ADAAG 505.10.1 Handrail Extensions Top and Bottom Extension at 
Ramps.

Ramp handrails shall extend horizontally above the landing for 12 inches 
minimum beyond the top and bottom of ramp runs. Extensions shall return 
to a wall, guard, or the landing surface, or shall be continuous to the 
handrail of an adjacent ramp run. 

Replace handrail extensions with horizontal extensions.

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Ramp runs shall have a running slope not steeper than 1:12.

Modify ramp to achieve maximum running slope of 1:12.  Install 
compliant landings and handrails.  

Door to employee only area has 5 1/2" clearance on push side of the door and 3 
3/4" clearance on the pull side of the door.  Doors with a closer and latch must 
have 12" minimum on push side of door.  All doors must have 18" minimum 
clearance on pull side.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

City of Edmond - Historical Trust Museum
Accessible Route - Page 4
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Accessible Route

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: Labor Priority Level 1

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $1,308 Priority Level 1

High Priority

Accessible Route Total $22,229 Medium Priority

Low Priority

Flares on curb ramp serving the accessible parking space exceed 10% maximum 
allowed slope.

2010 ADAAG 406.3 Sides of Curb Ramps. 

Where provided, curb ramp flares shall not be steeper than 1:10.

Replace curb ramp.

City of Edmond - Historical Trust Museum
Accessible Route - Page 5

2010 ADAAG 403.5.1 Walking Surface Clear Width.

Except as provided in 403.5.2 and 403.5.3, the clear width of walking 
surfaces shall be 36 inches minimum.

Trim overgrown vegetation.

Sidewalk leading from museum entrance to accessible parking in the lot is 
obstructed by overgrown vegetation that reduces the clear width of the sidewalk.
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No

N/A

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $5,060 Priority Level 1

High Priority

Entrance Total $5,060 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Facility Name: Historical Museum

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015
steven@accessology.com

97°28'42.7"W

431 S. Boulevard

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

One entrance is provided into the museum.  The main entrance door is equipped 
with automatic opening device.  

Phil Jones 405-359-4518Contact Phone:

35°39'01.3"N

The automatic door push button at the museum entrance has a 7.4% slope within 
the required clear floor space.  

2010 ADAAG 305.2 Floor or Ground Surfaces. 

Floor or ground surfaces of a clear floor or ground space shall comply with 
302. Changes in level are not permitted.
EXCEPTION:  Slopes not steeper than 2% shall be permitted.

Replace sidewalk in front of main entrance with level sidewalk not 
exceeding 2% slope in all directions.
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,071 Priority Level 5

Violation #2:

One main hallway is provided that leads from the main entrance down to the 
exhibit area.   

City of Edmond
BUILDING REPORT

Facility Name: Historical Museum

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'42.7"W

431 S. Boulevard

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°39'01.3"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

10 doors within the facility have knob or otherwise non-compliant hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware.

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

Replace knob hardware with level type hardware.

All room signage that is provided is located on the face of the doors.  These signs 
also do no comply in terms of raised characters, Braille, etc.
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Hallway

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,875 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $276 Priority Level 1

Violation #4:

Standard:

School house display has a head room clearance of 72" where the school house 
roof extends out into the circulation path.  A minimum head room of 80" is 
required.

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

Remove all room signs or install compliant room signs.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

City of Edmond - Historical Trust Museum
Hallway - Page 2

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

Provide barrier around school house display that prevents travel under roof 
eaves.

Door to kids area storage does not have 18" minimum clearance on the pull side 
of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 
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Hallway

Text:

Recommendation:

Violation #4 Cost: $2,146 Priority Level 5

High Priority

Hallway Total $9,368 Medium Priority

Low Priority

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

City of Edmond - Historical Trust Museum
Hallway - Page 3

Install automatic door opening device.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
No
No
No
Yes

Violation #1:

Standard:

Text:

Recommendation:

There are 4 restrooms in the museum building.  Men/Women staff restrooms and 
Men/Women public restrooms in the lobby area. 

Steven Lewandowski Tuesday, January 06, 2015

City of Edmond
BUILDING REPORT

Facility Name: Historical Museum

2010 ADAAG 604.8.1.1 Size. 

431 S. Boulevard

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Women Staff Restroom - no 60" wide accessible toilet stall.  One stall provided at 
42" wide.

Phil Jones Contact Phone: 405-359-4518

35°39'01.3"N

steven@accessology.com

97°28'42.7"W

Does the water closet have the required clear floor space? 

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

Reconfigure restroom to create accessible toilet stall.
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Restrooms

Violation #1 Cost: $6,541 Priority Level 5

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,655 Priority Level 6

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $1,875 Priority Level 5

Violation #4:

Standard:

Women Staff Restroom - exposed pipes under lavatory are not protected against 
contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Women Staff Restroom - shower stall is 42" wide. Transfer style showers must be 
36" x 36".  Shower was not equipped with grab bars or accessible shower head.

2010 ADAAG 608.2.1 Transfer Type Shower Compartments. 

Transfer type shower compartments shall be 36 inches by 36 inches clear 
inside dimensions measured at the center points of opposing sides and 
shall have a 36 inch wide minimum entry on the face of the shower 
compartment. Clearance of 36 inches wide minimum by 48 inches long 
minimum measured from the control wall shall be provided. 

Modify shower stall to create 36" x 36" shower stall with compliant seat 
and shower controls.

City of Edmond - Historical Trust Museum
Restrooms - Page 2

Women Staff Restroom - lavatory height is 37" where 34" maximum is permitted.  

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Remove and reinstall lavatory at required height.
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Restrooms

Text:

Recommendation:

Violation #4 Cost: $61 Priority Level 5

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,042 Priority Level 5

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $476 Priority Level 5

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

Install protective insulation on exposed pipes.

Men Staff Restroom - water closet centerline is 22" from sidewall where 16"-18" 
is required.

2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Relocate water closet to 16"-18" from sidewall.

Men Staff Restroom - no rear grab bar provided at water closet.  Only side grab 
bar provided.

2010 ADAAG 604.5 Grab Bars. 

Grab bars for water closets shall comply with (609 Grab Bars). Grab bars 
shall be provided on the side wall closest to the water closet and on the 
rear wall.

Install rear grab bar.

City of Edmond - Historical Trust Museum
Restrooms - Page 3

13 of 27



Restrooms

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: Labor Priority Level 5

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $40 Priority Level 5

2010 ADAAG 604.8.1.2 Doors.

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

Adjust stall door to self-close.

Women Lobby Restroom - coat hook on accessible stall door is 60" high.  
Maximum reach range is 48" high.

2010 ADAAG 604.8.3 Coat Hooks and Shelves

Coat hooks shall be located within one of the reach ranges specified in 
(308 Reach Ranges). Shelves shall be located 40 inches minimum and 48 
inches maximum above the finish floor.

Lower the coat hook to 48" high.

Women Lobby Restroom - door into accessible toilet stall was not self-closing.

City of Edmond - Historical Trust Museum
Restrooms - Page 4
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Restrooms

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $518 Priority Level 5

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $1,573 Priority Level 5

Violation #11:

Women Lobby Restroom - water closet in accessible stall is 20" high to top of 
seat where 17"-19" is required.

Women Lobby Restroom -.  Baby changing table is located within the accessible 
stall.  When table is in the down position it obstructs the clear floor space 
required at the water closet.

 2010 ADAAG 604.8.1.1 Size. 

Advisory: The minimum space required in toilet compartments is provided 
so that a person using a wheelchair can maneuver into position at the water 
closet. This space cannot be obstructed by baby changing tables or other 
fixtures or conveniences, except as specified at (604.3.2 Overlap). If toilet 
compartments are to be used to house fixtures other than those associated 
with the water closet, they must be designed to exceed the minimum space 
requirements. Convenience fixtures such as baby changing tables must 
also be accessible to people with disabilities as well as to other users. 
Toilet compartments that are designed to meet, and not exceed, the 
minimum space requirements may not provide adequate space for 
maneuvering into position at a baby changing table.

Remove baby changing table or locate elsewhere in the restroom.

City of Edmond - Historical Trust Museum
Restrooms - Page 5

2010 ADAAG 604.4 Water Closets Seats.

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position.

Replace water closet with compliant unit.

Women Lobby Restroom - pipes under lavatory are not protected against contact.
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Restrooms

Standard:

Text:

Recommendation:

Violation #11 Cost: $61 Priority Level 5

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $6,541 Priority Level 5

Violation #13:

Standard:

Text:

Recommendation:

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

City of Edmond - Historical Trust Museum
Restrooms - Page 6

2010 ADAAG 604.6 Flush Controls.

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control.

Women Lobby Restroom - no wheelchair turning space is provided within the 
restroom.

2010 ADAAG 2010 ADAAG 304.3.1 Turning Space Circular Space.

The turning space shall be a space of 60 inches diameter minimum. The 
space shall be permitted to include knee and toe clearance complying with 
(306 Knee and Toe Clearance)  only at the end of either the base or one 
arm.

Reconfigure restroom to achieve wheelchair turning space.  This may 
require losing the extra stall in the restroom.

Men Lobby Restroom - flush control on water closet in accessible toilet stall is 
located on wrong side.  Flush control must be located on open side of water 
closet.

Install protective insulation on exposed pipes.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.
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Restrooms

Violation #13 Cost: $233 Priority Level 5

Violation #14:

Standard:

Text:

Recommendation:

Violation #14 Cost: $1,573 Priority Level 5

Violation #15:

Standard:

Text:

Recommendation:

Violation #15 Cost: $518 Priority Level 5

Remove baby changing table or locate elsewhere in the restroom.

Men Lobby Restroom - water closet in accessible stall is 20: high to top of seat 
where 17"-19" is required.

2010 ADAAG 604.4 Water Closets Seats.

City of Edmond - Historical Trust Museum
Restrooms - Page 7

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position.

Replace water closet with compliant unit.

Men Lobby Restroom -.  Baby changing table is located within the accessible 
stall.  When table is in the down position it obstructs the clear floor space 
required at the water closet.

2010 ADAAG 604.8.1.1 Size. 

Advisory: The minimum space required in toilet compartments is provided 
so that a person using a wheelchair can maneuver into position at the water 
closet. This space cannot be obstructed by baby changing tables or other 
fixtures or conveniences, except as specified at (604.3.2 Overlap). If toilet 
compartments are to be used to house fixtures other than those associated 
with the water closet, they must be designed to exceed the minimum space 
requirements. Convenience fixtures such as baby changing tables must 
also be accessible to people with disabilities as well as to other users. 
Toilet compartments that are designed to meet, and not exceed, the 
minimum space requirements may not provide adequate space for 
maneuvering into position at a baby changing table.
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Restrooms

Violation #16:

Standard:

Text:

Recommendation:

Violation #16 Cost: $40 Priority Level 5

Violation #17:

Standard:

Text:

Recommendation:

Violation #17 Cost: $6,541 Priority Level 5

Violation #18:

Standard:

Text:

Recommendation:

Men Lobby Restroom - coat hook in accessible stall is 60" high.  Maximum reach 
range is 48" high.

2010 ADAAG 604.8.3 Coat Hooks and Shelves. 

Coat hooks shall be located within one of the reach ranges specified in 
(308 Reach Ranges). Shelves shall be located 40 inches minimum and 48 
inches maximum above the finish floor.

Lower coat hook to 48" high.

City of Edmond - Historical Trust Museum
Restrooms - Page 8

Men Lobby Restroom - no wheelchair turning space provided within toilet room.

2010 ADAAG 2010 ADAAG 304.3.1 Turning Space Circular Space.

The turning space shall be a space of 60 inches diameter minimum. The 
space shall be permitted to include knee and toe clearance complying with 
(306 Knee and Toe Clearance)  only at the end of either the base or one 
arm.

Reconfigure restroom to achieve wheelchair turning space.  This may 
require losing the extra stall in the restroom.

Men Lobby Restroom - pipes under lavatory are not protected against contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

 Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

Install protective insulation on exposed pipes.

18 of 27



Restrooms

Violation #18 Cost: $61 Priority Level 5

High Priority

Restrooms Total $31,349 Medium Priority

Low Priority

City of Edmond - Historical Trust Museum
Restrooms - Page 9
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,186 Priority Level 5

One employee break room/lounge is provided. 

Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 

Door into sink/cooking area provides only 27" clear width where 32" minimum 
clear width is required.  

2010 ADAAG 404.2.3 Door and Gate Clear Width. 

 Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

Remove door and enlarge opening to achieve 32" minimum width.

City of Edmond
BUILDING REPORT

Historical Museum

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'42.7"W35°39'01.3"N

431 S. Boulevard

General Break Room Notes:

Does the facility have a break room?  
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Break Rooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $380 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,691 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Remove and replace with counters that are 28"-34" high.

Break room sink does not provide clearance for forward approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify sink to provide knee and toe clearance for forward approach.

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

Area just inside the door into the sink/cooking area has a running slope of 5.2%.  
Doors are required to have maneuvering clearances that are level with a slope not 
exceeding 1:48.

2010 ADAAG 404.2.4.4 Door and Gate Floor or Ground Surface.  

Floor or ground surface within required maneuvering clearances shall 
comply with (302 Floor or Ground Surfaces) changes in level are not 
permitted. 

Modify area to achieve 1:48 slope.  The door is removed then a running 
slope of 5% maxixmum is permitted.

All break room counters are 36" high.  Bar/serving window counter is 42" high.

City of Edmond - Historical Trust Museum
Break Rooms - Page 2
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Break Rooms

Violation #4 Cost: $2,691 Priority Level 4

High Priority

Break Rooms Total $7,948 Medium Priority

Low Priority

City of Edmond - Historical Trust Museum
Break Rooms - Page 3
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $589 Priority Level 4

High Priority

Miscellaneous Total $589 Medium Priority

Low Priority

Exhibit area has a reception/information desk/counter which is 42 1/4" high. 

Are there any other miscellaneous items not previously covered? 

Information/reception counter is 42 1/4" high.  A 36" length of counter at 36" 
high maximum is required.

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter. 

Modify counter to provide a 36" length of counter at 36" maximum high.

City of Edmond
BUILDING REPORT

Historical Museum

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 904.4.1 Parallel Approach.  

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'42.7"W35°39'01.3"N

431 S. Boulevard

General Misc Notes:

Are there exterior drinking fountains? 
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Edmond Historical Museum 

AR Violation 1 - The sidewalk 
connection has a dangerous running 
slope of 25.4%.

AR Violation 2 - The cross slope of 
the sidewalk in front of the main 
entrance is 7.6%.

AR Violation 3 - There is no accessible 
route to the curator's office.

AR Violation 4 - The main hallway 
has a running slope of 5.4% and is 
not treated as a ramp.

AR Violation 5 - The exhibit has a 2" 
change in level at its entrance.  
There is no accessible route.

AR Violation 6/7 - The ramp has a 
8.9% where 8.3% maximum is 
required.  The ramp does not have 
edge protection on the side with the 
drop off.

AR Violation 8 - The ramp has a 
running slope of 11.2%which 
exceeds the maximum allowable 
slope for a ramp. 
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Edmond Historical Museum 

AR Violation 9 - The door does not 
have the required maneuvering 
clearance on the push side of the 
door or on the pull side of the door.

AR Violation 10 - The handrail 
extensions are not parallel with the 
landing surface.

AR Violation 11 - The foliage has 
obstructed the clear width of route 
to the accessible parking.

Entrance Violation 1 - The 
automatic door button has a 7.4% 
slope within the required clear floor 
space.

Hallway Violation 1 - Most of the 
doors within the facility are equipped 
with knob hardware that requires 
twisting to operate.

Hallway Violation 2 - The room signs 
throughout the facility are located on 
the door face.  The signs provided 
are not accessible signs.

Hallway Violation 3 - The school 
house display has a head room of 
less than 80" along the roof edge.

RR Violation 1 - The women's staff 
restroom does not have an 
accessible toilet compartment.

RR Violation 2 - Shower stall in 
women's staff restroom does not 
meet accessible size or element 
requirements.
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Edmond Historical Museum 

RR Violation 3/4 - The women's staff 
restroom lavatory is 37" high where 
34" maximum is required.  The 
exposed drain pipes are not 
protected against contact.

RR Violation 5 - The centerline of 
the water closet is 22" from the 
sidewall where 16"-18" is required. 
No rear grab bar is provided as 
required.

RR Violation 7/12 - The toilet 
compartment door does not self-
close.  The restroom does not 
have a wheelchair turning space.

RR Violation 9/10 - The baby 
changing station obstructs the 
required clear floor space at the 
water closet.  The top of the water 
closet is 20" high where 17"-19" is 
required.

RR Violation 11 - The exposed 
lavatory pipes are not protected 
against contact.

RR Violation 15 - The baby changing 
station obstructs the required clear 
floor space of the water closet.

RR Violation 18 - The lavatory 
pipes are not protected against 
contact.

RR Violation 13/14 - The flush 
control is located on the wrong side 
of the water closet.  The water 
closet seat is 20" high where
17"-19" is required.

BR Violation 1/2 - The door into the 
kitchen area only provides 27" clear 
width.  The floor just inside the door 
has a running slope of 5.2% where 
2% maximum is required.
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Edmond Historical Museum 

BR Violation 3 - The sink is 36" high 
where 34" maximum is required. 
The sink is not provide with the 
required knee/toe space for a 
forward approach.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

High Priority

Parking Violations Total $0 Medium Priority

Low Priority

On-street parking is provided along S. Littler Ave and along E. 5th St. This 
General Parking Notes:

City of Edmond
BUILDING REPORT

Rodkey House

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°'32.75"N

Tuesday, January 06, 2015
steven@accessology.com

111°49'46.08"W

431 S. Boulevard
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance compliant?

Violation #1:

Standard:

Text:

2010 ADAAG 206.2.3 Accessible Routes Multi-Story Buildings and 
Facilities.

Where a two story public building or facility has one story with an 
occupant load of five or fewer persons that does not contain public use 
space, that story shall not be required to be connected to the story above or 
below.
Where exceptions for alterations to qualified historic buildings or facilities 
are permitted by 202.5, an accessible route shall not be required to stories 
located above or below the accessible story. 

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Rodkey House

The building does have a second floor that is accessed only by a narrow stairway.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

111°49'46.08"W35°'32.75"N

431 S. Boulevard

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

If this building is a qualified historic building and where the State Historic 
Preservation Officer or Advisory Council on Historic Preservation determines that 
compliance with the requirements for accessible routes, entrances, or toilet 
facilities would threaten or destroy the historic significance of the building or 
facility, the exceptions for alterations to qualified historic buildings or facilities 
for that element shall be permitted to apply.
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Accessible Route

Recommendation:

Violation #1 Cost: $49,244 Priority Level 4

High Priority

Accessible Route Total $49,244 Medium Priority

Low Priority

If second floor has an occupant load of 5 or more then it will need an 
accessible route.  If this is a qualified historic building then an accessible 
route is not required to the second floor.

City of Edmond - Historical Trust Rodkey House
 Accessible Route - Page 2
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $9,890 Priority Level 3

Where exceptions for alterations to qualified historic buildings or facilities 
are permitted by 202.5, no more than one public entrance shall be required 
to comply with 206.4. Where no public entrance can comply with 206.4 
under criteria established in 202.5 Exception, then either an unlocked 
entrance not used by the public shall comply with 206.4; or a locked 
entrance complying with 206.4 with a notification system or remote 
monitoring shall be provided.

Convert one of the three entrance doors into an accessible entrance by 
installing a compliant ramp up to the finish floor level of the building.

City of Edmond
BUILDING REPORT

Facility Name: Rodkey House

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015
steven@accessology.com

111°49'46.08"W

431 S. Boulevard

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°'32.75"N

No accessible entrances are provided into the facility.

No accessible route to any entrance into the building.  Building is elevated 43" 
above grade.

2010 ADAAG 206.4 Accessible Routes Entrances.
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Entrance

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $5,880 Priority Level 3

High Priority

Entrance Total $15,770 Medium Priority

Low Priority

City of Edmond - Historical Trust Rodkey House
Accessible Route - Page 2

All possible entrance doors provide only 29" clear width and are equipped with 
knob hardware.  Main entrance has a 2" change in level at door threshold.

2010 ADAAG 206.4 Accessible Routes Entrances.

Where exceptions for alterations to qualified historic buildings or facilities 
are permitted by 202.5, no more than one public entrance shall be required 
to comply with 206.4. Where no public entrance can comply with 206.4 
under criteria established in 202.5 Exception, then either an unlocked 
entrance not used by the public shall comply with 206.4; or a locked 
entrance complying with 206.4 with a notification system or remote 
monitoring shall be provided.

Convert one of the three entrance doors into an accessible entrance by 
installing a door that provides 32" minimum clear width and accessible 
hardware.
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
No
No

N/A

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,547 Priority Level 5

 

Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

Interior glass double doors provide 27" clear width.

2010 ADAAG 404.2.3 Door and Gate Clear Width. 

Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

Modify doors to provide 32" clear width.

City of Edmond
BUILDING REPORT

Facility Name: Rodkey House

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015
steven@accessology.com

111°49'46.08"W

431 S. Boulevard

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°'32.75"N

Is the hallway width at least 36” clear width?
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Hallway

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $6,558 Priority Level 5

High Priority

Hallway Total $11,105 Medium Priority

Low Priority

Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

City of Edmond - Historical Trust Rodkey House
Hallway - Page 2

The interior doors have been removed, however, if installed only 27" clear width 
would be provided.

2010 ADAAG 404.2.3 Door and Gate Clear Width. 

Modify interior doors to provide 32" minimum clear width.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No

N/A
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $12,915 Priority Level 8

High Priority

Restrooms Total $12,915 Medium Priority

Low Priority

Phil Jones Contact Phone: 405-359-4518

35°'32.75"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, January 06, 2015
steven@accessology.com

111°49'46.08"W

Where exceptions for alterations to qualified historic buildings or facilities 
are permitted by 202.5, no fewer than one toilet room for each sex shall be 
provided.

Modify existing bathroom to be fully accessible.

City of Edmond
BUILDING REPORT

Facility Name: Rodkey House

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

431 S. Boulevard

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Existing bathroom is not accessible.  No accessible door, or plumbing fixtures.

One bathroom is provided in the building.  Water closet, lavatory, and bathtub are 
currently provided. 
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Rodkey House

AR Violation 1 - No accessible route 
is provided to the second floor.

Entrance Violation 1 - No 
accessible entrance is provided 
into the building.

Entrance Violation 2 - All possible 
entrance doors are only 29" wide 
and are equipped with knob 
hardware.

Hallway Violation 1 - The double 
doors only provide 27" clear width.

Hallway Violation 2 - The interior 
doors have been removed, however, 
if installed only 27" clear width 
would be provided.

RR Violation 1 - No accessible 
restroom is provided.
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Parking

Facility Information:
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 26
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. 502.2 Vehicle 
Spaces.  Car parking spaces shall be 96 inches (2440 mm) wide minimum 
and van parking spaces shall be 132 inches (3350 mm) wide minimum, 
shall be marked to define the width, and shall have an adjacent access aisle 
complying with 502.3.

City of Edmond
BUILDING REPORT

Fire Station No. 1

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'11.7"N

Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W

925 E. 2nd St.

Only one parking lot is provided. 26 total parking spaces are provided with one 
designated as accessible.

26 total parking spaces provided requires 2 accessible parking spaces, one is 
required to be van accessible compliant with 502.6.

2010 ADAAG 208.2 Minimum Number. 
2010 ADAAG 502.2 Vehicle Spaces. 

General Parking Notes:
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Parking

Recommendation:

Violation #1 Cost: $2,507 Priority Level 3

Violation #2:

Standard:

  

Text:

Recommendation:

Violation #2 Cost: $2,507 Priority Level 5
 

Violation #3:

Standard:

Text:

Recommendation:

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

Modify existing slopes within the existing parking space to achieve 1:48 
slope in all directions.

Provide one additional van accessible parking space.

The one accessible parking space provided is designated as van accessible by a 
post mounted sign.  A total width of 192" is required.  180" is provided.

The one accessible parking space that is provided has a 3.4% cross slope within 
the parking space and aisle.

 2010 ADAAG 502.4 Floor or Ground Surfaces.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

Restripe the exsiting parking space to achieve the 192" total width 
required (96" wide parking space and 96" wide aisle or 132" wide space 
and 60" wide aisle)

City of Edmond - Fire Station No 1
Parking - Page 2
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Parking

Violation #3 Cost: $35 Priority Level 9

High Priority

Parking Violations Total $5,049 Medium Priority

Low Priority

City of Edmond - Fire Station No 1
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $5,060 Priority Level 3

Violation #2:

Standard:

Public sidewalks are provided along the edge of the site along S. Baumann and E. 
2nd St.

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.2.1 Accessible Routes Site Arrival Points.

At least one accessible route shall be provided within the site from 
accessible parking spaces and accessible passenger loading zones; public 
streets and sidewalks; and public transportation stops to the accessible 
building or facility entrance they serve.

Construct accessible route that connects the fire station entrance to the 
public sidewalk along E. Baumann or E. 2nd St.

Path of travel from the accessible parking space requires partial travel across one 
of the curb ramp flares which is 10%, which creates a 10% cross slope.

2010 ADAAG 406.4 Curb Ramp Landings.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Fire Station No. 1

No accessible connecting route between the public sidewalks along S. Baumann 
or E. 2nd St. to the fire station entrance.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W35°39'11.7"N

925 E. 2nd St.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $1,504 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $1,504 Priority Level 1

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,530 Priority Level 5

Violation #5:

Remove and replace curb ramp with compliant curb ramp with 1:10 flares.

Path of travel to the flagpole has a running slope of 8.8% and includes a 3" level 
change onto the flagpole platform.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

Remove and replace sidewalk leading to flagpole to achieve 1:20 
maximum running slope and connect flush to flagpole platform to 
eliminate change in level.

No accessible route into the storage building (4" change in level at door and door 
has knob hardware).

Remove and replace curb ramp with compliant curb ramp that includes 
landing at top of the ramp.

Flares on the curb ramp are 45.6%.  If curb ramp is replaced per Violation #2, 
then the flares will be required to comply at that time.

2010 ADAAG 406.3 Sides of Curb Ramps. 

Where provided, curb ramp flares shall not be steeper than 1:10.

Landings shall be provided at the tops of curb ramps. The landing clear 
length shall be 36 inches minimum. The landing clear width shall be at 
least as wide as the curb ramp, excluding flared sides, leading to the 
landing.

City of Edmond - Fire Station No 1
Accessible Route - Page 2
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Accessible Route

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,578 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $3,022 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,285 Priority Level 5

Reverse door swing and remove closer or latch from door.

Door from bay area to personnel quarters has a running slope of 9.4% within the 
required door maneuvering clearance. Slope up to door exceeds maximum 
allowable for a ramp.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Remove and replace sloped concrete with new concrete with 1:12 
maximum slope for 6" maximum rise and provide level manuevering 
clearance at the door.

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

Create accessible entrance into the storage building.  Replace knob 
hardware with lever type hardware and remove change in level at door 
threshold.

Doors into sleeping quarters/lockers have 3 1/2" and 10" clearances on the pull 
side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

City of Edmond - Fire Station No 1
Accessible Route - Page 3
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Accessible Route

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $2,285 Priority Level 5

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $2,010 Priority Level 1

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $1,166 Priority Level 1

Add barrier underneath metal stairway to prevent contact.

If metal stairs to/from the upper storage in the bay area are part of a required 
means of egress, then they will have to be accessible stairs (no open risers, 
handrail extensions, etc.)

2010 ADAAG 504.3 Open Risers.

Open risers are not permitted.

Modify stair risers to create closed risers.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

Door from bay area to lobby area has a runninng slope of 10.4% within the door 
maneuvering clearance.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Remove and replace sloped concrete with new concrete with 1:12 
maximum slope for 6" maximum rise and provide level manuevering 
clearance at the door.

Metal stairs to upper storage area in the bay area create a head room obstruction.

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

City of Edmond - Fire Station No 1
Accessible Route - Page 4
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Accessible Route

High Priority

Accessible Route Total $23,944 Medium Priority

Low Priority

City of Edmond - Fire Station No 1
Accessible Route - Page 5
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

City of Edmond
BUILDING REPORT

Facility Name: Fire Station No. 1

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W

925 E. 2nd St.

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

There is one main public entrance and 3 secure entrances at this building.  Only 
the main entrance door is accessible.  No accessible secure entrance is provided.

Phil Jones 405-359-4518Contact Phone:

35°39'11.7"N

There are 3 secure exterior doors into the fire station that are accessed by keypad 
(one at patio area, one into weight room and one into breathing tank room).  At 
least one of these doors must be accessible as it is a secure entry.  The patio door 
is accessed by a sidewalk leading from patio and has a running slope of 8.4% all 
the way up to the door threshold (door has knob hardware and a 2" change in level 
at the door threshold).  The door into the weight room is served by a sidewalk 
with a 12.6% running slope and 5.8% cross slope and 3.5% slope within the door 
maneuvering clearance.   The door into the air tank room includes a 6" step.  

  2010 ADAAG 206.4.7 Accessible Routes Restricted Entrances.

Where restricted entrances are provided to a building or facility, at least 
one restricted entrance to the building or facility shall comply with 404.

Modify one of the three secured entrances to be accessible.
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Entrance

Violation #1 Cost: $2,897 Priority Level 3

High Priority

Entrance Total $2,897 Medium Priority

Low Priority

City of Edmond - Fire Station No 1
Entrance - Page 2
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $40 Priority Level 5

Violation #2:

Standard:

City of Edmond
BUILDING REPORT

Facility Name: Fire Station No. 1

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W

925 E. 2nd St.

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Lever hardware is provided throughout except for two locations.  Room 
designations are located on the face of the doors.  

Phil Jones Contact Phone: 405-359-4518

35°39'11.7"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

Coat hooks located in hallway are 73" high.

2010 ADAAG 308.3.1 Side Reach Unobstructed.

Where a clear floor or ground space allows a parallel approach to an 
element and the side reach is unobstructed, the high side reach shall be 48 
inches maximum and the low side reach shall be 15 inches minimum 
above the finish floor or ground.

Relocate at least one coat hook to 48" maximum high above the floor.

All room signs are located on the door and are not compliant signs (no raised 
characters, Braille, etc.)

2010 ADAAG 216.2 Designations.
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Hallway

Text:

Recommendation:

Violation #2 Cost: $863 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $407 Priority Level 7

High Priority

Hallway Total $1,310 Medium Priority

Low Priority

City of Edmond - Fire Station No 1
Hallway - Page 2

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

Replace knob hardware with lever style hardware.

Install compliant room signs at the rooms where signs are desired.

Interior and exterior signs identifying permanent rooms and spaces shall 
comply with 703.1, 703.2, and 703.5. Where pictograms are provided as 
designations of permanent interior rooms and spaces, the pictograms shall 
comply with 703.6 and shall have text descriptors complying with 703.2 
and 703.5.

Door into work room within the bay area is equipped with knob hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $12,915 Priority Level 5

Violation #2:

There is one public restroom in the lobby area and one toilet/shower room for the 
crew.  Neither contain any accessible fixtures.  The lobby restroom is too small to 
be considered an accessible restroom. 

Turning space complying with (304 Turning Space) shall be provided 
within the room. 

Modify restroom in order to obtain 60" diameter wheelchair turning space 
within the restroom as well as the required clearances at the water closet.

Men Restroom/Showers- door into restroom has 2 1/2" clearance on the pull side 
of the door.

City of Edmond
BUILDING REPORT

Facility Name: Fire Station No. 1

2010 ADAAG 603.2.1 Turning Space.  

925 E. 2nd St.

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Lobby Restroom is not accessible due its size.  The room is only 52" wide and 
does not provide the required wheelchair turning space within the room or the 
required clearance at the water closet.  

Phil Jones Contact Phone: 405-359-4518

35°39'11.7"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W
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Restrooms

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,146 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $9,769 Priority Level 6

High Priority

Restrooms Total $24,830 Medium Priority

Low Priority

City of Edmond - Fire Station No 1
Restrooms - Page 2

2010 ADAAG 404.2.4.1 Swinging Doors and Gates.

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.

Install auto door opener.

Men Restroom/Showers - no accessible fixtures (toilet compartment, lavatory, 
urinal, shower stall).  

2010 ADAAG 213.1 General.

Where toilet facilities and bathing facilities are provided, they shall 
comply with 213. Where toilet facilities and bathing facilities are provided 
in facilities permitted by 206.2.3 Exceptions 1 and 2 not to connect stories 
by an accessible route, toilet facilities and bathing facilities shall be 
provided on a story connected by an accessible route to an accessible 
entrance.

Modify toilet/shower room to create accessible toilet compartment, 
accessible urinal, accessible lavatory and accessible shower stall.  Install 
accessible dressing bench.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 5

Violation #2:

Standard:

One break area provided within the conference room (no cooktop or range).  A 
kitchen is provided for the crew within the firefighter day room.  Neither location 
is accessible.

Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 

Break area counter/sink within the conference room is 36 1/4" high.  

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Modify sink/counter so that they are 34" maximum high.  

Firefighter kitchen - counters and sink are 37 3/4" high and sink is not provided 
with clearances for forward approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 
2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

City of Edmond
BUILDING REPORT

Fire Station No. 1

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W35°39'11.7"N

925 E. 2nd St.

General Break Room Notes:

Does the facility have a break room?  
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Break Rooms

Text:

Recommendation:

Violation #2 Cost: $2,691 Priority Level 5

High Priority

Break Rooms Total $5,382 Medium Priority

Low Priority

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.
 The tops of dining surfaces and work surfaces shall be 28 inches 
minimum and 34 inches maximum above the finish floor or ground.

Modify kitchen sink and counter to 34" maximum high and provide 
clearances at the sink for forward approach.

City of Edmond - Fire Station No 1
Break Rooms - Page 2
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,104 Priority Level 11

High Priority

Miscellaneous Total $1,104 Medium Priority

Low Priority

Two drinking fountains are provided within this building as required  (one 
accessible fountain in the work out room and one standing height fountain in the 
hallway to the crew quarters).  

Are there any other miscellaneous items not previously covered? 

Drinking fountain located in hallway is 44" high to the spout.

Spout outlets of drinking fountains for standing persons shall be 38 inches 
minimum and 43 inches maximum above the finishfloor or ground.

Lower the existing hallway drinking fountain in order to achieve the 43" 
maximum spout height for standing persons.

City of Edmond
BUILDING REPORT

Fire Station No. 1

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 602.7 Drinking Fountains for Standing Persons.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'03.2"W35°39'11.7"N

925 E. 2nd St.

General Misc Notes:

Are there exterior drinking fountains? 
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Fire Station No. 1 

Parking Violation 2 - The accessible 
parking space has 3.4% slope across 
its width where 2% maximum slope 
is required in all directions.

Parking Violation 3 - The existing 
van accessible parking space is not 
van accessible as it provides only 
180" total width where 192" 
minimum is required.

AR Violation 2/3 - The accessible 
route requires travel across the curb 
ramp flare of 10%, which creates a 
10% cross slope.  The curb ramp 
flares are 45% at the curb line where 
10% maximum is required.

AR Violation 4 - There is no 
accessible route to the flag pole. The 
route exceeds the maximum 
allowable even for a ramp and there 
is a change in level on the platform.

AR Violation 5 - No accessible route 
is provided into the storage building.

AR Violation 6 - The door from the 
sleeping quarters do not have the 
required 18" minimum clearance on 
the pull side of the door.

AR Violation 6 - The door from the 
sleeping quarters do not have the 
required 18" minimum clearance on 
the pull side of the door.

AR Violation 7 - The door from
the bay area does not have a

level door maneuvering 
clearance due to the ramp.  
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Fire Station No. 1 

AR Violation 8 - The door from the 
bay area does not have a level 
door maneuvering clearance due 
to the ramp.

AR Violation 9 - The area under the 
metal stairs is a head room 
obstruction. This area should be 
protected so that it cannot be 
accessed.

AR Violation 10 - If the stairs are 
part of a required means of egress 
then they must not have open stair 
risers and the handrails must fully 
comply.

Entrance Violation 1 - Secure 
entrance door does not have a level 
maneuvering clearance and includes 
a change in level at the door 
threshold.

Entrance Violation 1 - The secure 
door does not have a level 
maneuvering clearance.  The route 
to this door exceeds the maximum 
allowable even for a ramp.

Entrance Violation 1 - No accessible 
route is provided to this secure 
entrance.

Hallway Violation 1 - The coat 
hooks are above accessible reach 
range.

Hallway Violation 2 - All room signs 
are located on the door and are not 
compliant signs (no raised 
characters, Braille, etc.)

Hallway Violation 3 - The door is 
equipped knob hardware which 
requires twisting to operate.
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Fire Station No. 1 

RR Violation 1 - The restroom is not 
accessible due to its size.  The room 
is not large enough to accommodate 
the fixtures and a wheelchair turning 
space.

RR Violation 2 - Door from restroom 
does not have the required 18" 
minimum clearance on the pull side 
of the door.

RR Violation 3 - No 
accessible urinal is 
provided.

RR Violation 3 - No accessible 
toilet compartment provided.

RR Violation 3 - No 
accessible lavatory is 
provided.

RR Violation 3 - No accessible 
shower stall is provided.

BR Violation 1 - Break area counter/
sink within the conference room is 
36 1/4" high.

BR Violation 2 - The counters and 
sink are 37 3/4" high and sink is not 
provided with clearances for forward 
approach.

Misc Violation 1 - The drinking 
fountain is too high to serve 
standing persons.  The spout must 
be between 38"-43" high.
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Parking

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

Total Parking Spaces - Fire Training Center 82
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Does parking comply? No

Total Parking Spaces - Fire Station No. 5: 17
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

35°40'53.6"N

Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W

5300 E. Covell Road

Fire Training Center - 3 accessible parking spaces are required for the 68 parking 
spaces provided.  1 additional accessible parking space is required.

General Parking Notes:

General Parking Notes:

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Fire Training Center

68 parking spaces are provided to serve the Fire Training Center.  14 additional 
parking spaces are designated "Employee Parking" at the rear of the training 
center.  Only 2 accessible parking spaces are provided and are located withint 
front main parking area.  1 accessible space is designated van acessible.  No 
accessible parking is provided within the employee parking area.

17 parking spaces serve Fire Station No. 5.  1 accessible parking space is 
provided.  No van accessible parking space is provided. 
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Parking

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,484 Priority Level 2

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $35 Priority Level 2

Violation #3:

Standard:

Text:

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility.

Fire Training Center - the van accessible parking space provided is 98" wide 
with a 92" access aisle.  A total width of 192" is required (96" wide space with 
96" wide aisle or 132" wide space and 60" aisle).

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

City of Edmond - Fire Training Center
Parking - Page 2

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. 

Restripe accessible parking to provide  192" (96" wide space with 96" 
wide aisle or 132" wide space and 60" aisle)

Create 1 additional parking space within the Fire Training Center parking 
area.

Fire Training Center - no accessible parking provided to serve the employee 
parking spaces.  1 accessible parking space is required.  This space must be van 
accessible.
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Parking

Text:
PT 2

Recommendation:

Violation #3 Cost: $2,507 Priority Level 2

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $35 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Create one van accessible parking space within the employee parking 
area.

2010 ADAAG 502.4 Floor or Ground Surfaces.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

Remove and replace existing accessible parking space to create space and 
aisle with slope of 1:48 in all directions.

Fire Station No. 5 - 1 accessible parking space provided to serve this facility 
with 98" wide space and 56" wide aisle.  This space must be van accessible (total 
width of 192" is required (96" wide space with 96" wide aisle or 132" wide 
space and 60" aisle).

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

Re-stripe existing accessible parking space to create van accessible 
parking space.

Fire Station No. 5 - The accessible parking and aisle has a longitudinal slope of 
3.6% where a slope of 1:48 maximum is required in all directions.

City of Edmond - Fire Training Center
Parking - Page 3

Where more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility.
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Parking

Violation #5 Cost: $2,507 Priority Level 2

High Priority

Parking Violations Total $7,568 Medium Priority

Low Priority

City of Edmond - Fire Training Center
Parking - Page 3
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Accessible Route

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

General Accessible Route Notes:

No
Yes
No

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,504 Priority Level 2

Violation #2:

Accessible route to main entrance into Fire Training Center is generally 
compliant; however, there are a few small issues regarding the curb ramp at the 
passenger loading/unloading area.  Fire Station No. 5 includes an employee only 
entrance which is not accessible.  The Fire Safety Village is not fully accessible 
due to excessive slopes.

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 406.4 Curb Ramp Landings.

Landings shall be provided at the tops of curb ramps. The landing clear 
length shall be 36 inches minimum. The landing clear width shall be at 
least as wide as the curb ramp, excluding flared sides, leading to the 
landing.

Remove and replace curb ramp to create level landing at top of ramp.

Fire Training Center - 1/2" unbeveled level change at transition from 
loading/unloading area onto the curb ramp.  

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Fire Training Center

Fire Training Center - 7.9% running slope along the sidewalk from the top of the 
curb ramp serving passenger loading/unloading area.  Running slopes greater than 
5% must comply with ramp requirements.

Steven Lewandowski Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W35°40'53.6"N

5300 E. Covell Road

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Standard:

Text:

Recommendation:

Violation #2 Cost: Labor Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,010 Priority Level 2

Violation #4:

Standard:

Text:

Recommendation:

Install a barrier around sculpture.

Fire Training Center - vehicle overhang at the accessible parking spaces may 
obstruct the clear width of the sidewalk

2010 ADAAG 502.7 Relationship to Accessible Routes. 

Parking spaces and access aisles shall be designed so that cars and vans, 
when parked, cannot obstruct the required clear width of adjacent 
accessible routes.

Install wheelstops within the accessble parking spaces.

Grind down change in level to achieve 1/4" change in level with 1:2 bevel.

Fire Training Center - the axe of the fireman bronze statue at the exterior of the 
main entrance is a protruding object.  The leading edge of the axe handle is above 
27" and extends more than 4" into the circulation route.

2010 ADAAG 307.3 Protruding Objects Post-Mounted Objects.

Free-standing objects mounted on posts or pylons shall overhang 
circulation paths 12 inches maximum when located 27 inches minimum 
and 80 inches maximum above the finish floor or ground. Where a sign or 
other obstruction is mounted between posts or pylons and the clear 
distance between the posts or pylons is greater than 12 inches, the lowest 
edge of such sign or obstruction shall be 27 inches maximum or 80 inches 
minimum above the finish floor or ground.

2010 ADAAG 303.3 Changes in Level Beveled.

Changes in level between 1/4 inch high minimum and 1/2 inch high 
maximum shall be beveled with a slope not steeper than 1:2.

City of Edmond - Fire Training Center
 Accessible Route - Page 2
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Accessible Route

Violation #4 Cost: $189 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $5,428 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $316 Priority Level 2

Violation #7:

Standard:

City of Edmond - Fire Training Center
 Accessible Route - Page 3

Remove and replace concrete sidewalk at change in direction to achieve 
1:48 maximum cross slope.

Safety Village - sidewalk from entrance gate down to village area has a running 
slope of 6.7% up to 11.0%.  Slopes greater than 5% must comply with ramp 
requirements.  Slopes greater than 1:12 (8.33%) are not permitted.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Fire Station No. 5 - sidewalk leading to employee entrance has a running slope of 
9.2% all the way up to the entrance door.  This slope exceeds the maximum slope 
for a ramp.  Running slopes greater than 5% must comply with ramp 
requirements.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Remove and replace sidewalk to employee only entrance.  If running slope 
needs to exceed 5%, then a compliant ramp is required.

Fire Station No. 5 - sidewalk leading from the accessible parking to the entrance 
has a 3.6% cross slope where it makes a 90 degree turn.

2010 ADAAG 403.3 Walking Surface Slope.
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Accessible Route

Text:

Recommendation:

Violation #7 Cost: $6,325 Priority Level 1

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $759 Priority Level 2

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $518 Priority Level 2

Violation #10:

Standard:

City of Edmond - Fire Training Center
 Accessible Route - Page 3

Modify this area to allow for 80" minimum head room at entrance.

Safety Village - sidewalk in front of the men and women restrooms and the 
entrance into the children's area has a cross slope of 5.9%.

2010 ADAAG 403.3 Walking Surface Slope.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Remove and replace sidewalk leading from gate to Safety Village.  If 
running slope needs to exceed 5% then a compliant ramp is required.

Safety Village - no accessible route to any of the picnic tables.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

Provide accessible route to picnic tables.  

Safety Village - children's area "doghouse" has 58" vertical clearance at entrance.  

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.
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Accessible Route

Text:

Recommendation:

Violation #10 Cost: $2,530 Priority Level 2

High Priority

Accessible Route Total $19,579 Medium Priority

Low Priority

City of Edmond - Fire Training Center
 Accessible Route - Page 5

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Remove and replace sidewalk to provide 1:48 maximum cross slope.
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

No
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $253 Priority Level 2

High Priority

Entrance Total $253 Medium Priority

Low Priority

Safety Village - door into children's area has an 8.4% slope away from the door 
on the exterior. 

Phil Jones 405-359-4518Contact Phone:

35°40'53.6"N

2010 ADAAG 404.2.4.4 Door and Gate Floor or Ground Surface.  

Floor or ground surface within required maneuvering clearances shall 
comply with (302 Floor or Ground Surfaces) changes in level are not 
permitted. 
EXCEPTIONS: 
1. Slopes not steeper than 1:48 shall be permitted. 

Remove and replace concrete in front of door to achieve 1:48 maximum 
slope in all directions within the required maneuvering clearance.

City of Edmond
BUILDING REPORT

Facility Name: Fire Training Center

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W

5300 E. Covell Road

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

Main entrance into the Fire Training Center is accessible.  Entrance into and 
within the Safety Village is not accessible.  
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

Yes
Yes
No
Yes
Yes
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,146 Priority Level 2

Violation #2:

City of Edmond
BUILDING REPORT

Facility Name: Fire Training Center

Do the doors have proper maneuvering clearances?

Steven Lewandowski Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W

5300 E. Covell Road

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Many of the doors in the Fire Training Center/Fire Station No. 5 have 
maneuveirng clearance issues.  Room signs are generally compliant with the 
exception of a few that are located on doors. Lever hardware is provided 
throughout.

Phil Jones Contact Phone: 405-359-4518

35°40'53.6"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

Fire Training Center - door from lobby to fire station bays has 12" clearance on 
pull side of door where 18" minimum is required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.  If this door is part of a required means of egress, 
the the auto opener must be provided with back-up power.

Fire Training Center - doors from fire station bays to fire training center lobby 
and door from bays to physical fitness/locker room hallway have a running slope 
of 8% and 7.2% up to the door.  These are ramps and must have a 60" deep 
landing at the top of the ramp.
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Hallway

Standard:

Text:

Recommendation:

Violation #2 Cost: $412 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $575 Priority Level 2

Violation #4:

Standard:

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install new compliant room sign on latch side of door.

Fire Training Center - room sign at Classroom D is not served by a 18" x 18" 
clear floor space.  There is a concrete curb and drop off in front of the room sign.

  2010 ADAAG 703.4.2 Installation Height and Location.

Remove and replace concrete ramp to create 60" deep landing and top of 
ramps.

2010 ADAAG 405.7.3 Ramps Landings Length.

The landing clear length shall be 60 inches long minimum.

Fire Training Center - room signs are located on the door rather than on the latch 
side of the door as required (rooms 165A, 154A)

2010 ADAAG 703.4.2 Installation Height and Location. 

City of Edmond - Fire Training Center
Hallway - Page 2
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Hallway

Text:

Recommendation:

Violation #4 Cost: $288 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $575 Priority Level 2

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install new compliant room sign on latch side of door.

Fire Station No. 5 - room signs are located on the door rather than on the latch 
side of the door as required (lobby restroom, 193A)

2010 ADAAG 703.4.2 Installation Height and Location.

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install new compliant room sign on latch side of door.

City of Edmond - Fire Training Center
Hallway - Page 3
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Hallway

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,146 Priority Level 2

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,146 Priority Level 2

Violation #8:

Standard:

Text:

Recommendation:

City of Edmond - Fire Training Center
Hallway - Page 4

Install auto door opener.  If this door is part of a required means of egress, 
the the auto opener must be provided with back-up power.

Fire Training Center - door from the lobby to the hallway (Physical Fitness room 
and locker rooms) has a closer and a latch and only 10" of clearance on the push 
side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.  If this door is part of a required means of egress, 
the the auto opener must be provided with back-up power.

Fire Training Center - door from the lobby to the hallway (Physical Fitness room 
and locker rooms) has 8 1/2" clearance on the pull side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.  If this door is part of a required means of egress, 
the the auto opener must be provided with back-up power.

Fire Training Center - Training Room C (137A) - entry door has 15 1/4" on the 
pull side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  
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Hallway

Violation #8 Cost: $2,146 Priority Level 2

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $2,146 Priority Level 2

High Priority

Hallway Total $12,580 Medium Priority

Low Priority

City of Edmond - Fire Training Center
Hallway - Page 5

Fire Station No. 5 - Storage 193A - door has a closer and a latch and has 5" on the 
push side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.  If this door is part of a required means of egress, 
the the auto opener must be provided with back-up power.

15 of 37



Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

No
Yes
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $5,103 Priority Level 2

City of Edmond
BUILDING REPORT

Facility Name: Fire Training Center

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

5300 E. Covell Road

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Fire Station No. 5 - Men Locker Room - no accessible dressing bench, no 
accessible shower stall, no accessible lavatory.  

The firefighter locker rooms and restrooms within Fire Station No. 5 are not 
accessible as they provide no accessible fixtures.   

Phil Jones Contact Phone: 405-359-4518

35°40'53.6"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

Modify locker room and provide accessible bench, accessible shower 
compartment and accessible lavatory.

16 of 37



Restrooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $476 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $154 Priority Level 2

Violation #4:

Standard:

Reinstall rear grab bar in correct location.

Fire Station No. 5 - Women/Unisex Locker Room - no accessible dressing bench, 
no accessible shower stall, no accessible lavatory.

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

Fire Station No. 5 - Men Locker Room - door to accessible toilet stall does not 
self close.

2010 ADAAG 604.8.2.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. The door 
shall be self-closing. A door pull complying with (404.2.7 Door and Gate 
Hardware) shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area. 

Adjust stall door to self-close.

Fire Station No. 5 - Men Locker Room - rear grab bar in accessible toilet stall 
must extend from the centerline of the water closet 12 inches (305 mm) minimum 
on one side and 24 inches (610 mm) minimum on the other side.  

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

City of Edmond - Fire Training Center
Restrooms - Page 2
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Restrooms

Text:

Recommendation:

Violation #4 Cost: $5,103 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,348 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

Modify locker room and provide accessible bench, accessible shower 
compartment and accessible lavatory.

Fire Station No. 5 - Women/Unisex Locker Room - water closet in accessible 
toilet stall is located 18 3/4" from sidewall to centerline.

2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Relocate water closet to 16"-18" on center.

Fire Station No. 5 - Women/Unisex Locker Room - rear grab bar in accessible 
toilet stall must extend from the centerline of the water closet 12 inches (305 mm) 
minimum on one side and 24 inches (610 mm) minimum on the other side.  

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

Reinstall rear grab bar in correct location.

City of Edmond - Fire Training Center
Restrooms - Page 3
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Restrooms

Violation #6 Cost: $476 Priority Level 2

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $476 Priority Level 2

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $476 Priority Level 2

Violation #9:

Standard:

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

Reinstall rear grab bar in correct location.

Fire Training Center - lobby Men Restroom -  toilet seat cover dispenser located 
above the water closet in the accessible toilet stall.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate seat cover dispenser.

Fire Training Center - lobby Women Restroom - rear grab bar in accessible toilet 
stall must extend from the centerline of the water closet 12 inches (305 mm) 
minimum on one side and 24 inches (610 mm) minimum on the other side.  

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

Fire Training Center - lobby Men Restroom - rear grab bar in accessible toilet 
stall must extend from the centerline of the water closet 12 inches (305 mm) 
minimum on one side and 24 inches (610 mm) minimum on the other side.  

City of Edmond - Fire Training Center
Restrooms - Page 4
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Restrooms

Text:

Recommendation:

Violation #9 Cost: $476 Priority Level 2

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $476 Priority Level 2

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $2,168 Priority Level 2

Violation #12:

Modify stall door to swing into stall.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate seat cover dispenser.

Fire Training Center - lobby Women restroom - door to accessible toilet stall has 
8 1/2" clearance on the pull side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Fire Training Center - lobby Women restroom - toilet seat cover dispenser located 
above the water closet in the accessible toilet stall.

Reinstall rear grab bar in correct location.

Fire Training Center - Unisex Restroom #1 - the water closet obstructs the pull 
side door maneuvering clearance when exiting the restroom.  The door has 38" of 
maneuvering clearance from the face of the door to the water closet.  A depth of 
60" minimum is required.

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

City of Edmond - Fire Training Center
Restrooms - Page 5
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Restrooms

Standard:

Text:

Recommendation:

Violation #12 Cost: $1,511 Priority Level 2

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $952 Priority Level 2

Violation #14:

Standard:

Text:

Recommendation:

Violation #14 Cost: $1,511 Priority Level 2

Violation #15:

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Modify restroom door to swing outward from restroom.

Fire Training Center - Unisex Restroom #1 - the required side or rear grab bars 
are not provided at the water closet.

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Modify restroom door to swing outward from restroom.

Fire Training Center - Unisex Restroom #2 - the required side or rear grab bars 
are not provided at the water closet.

2010 ADAAG 604.5 Grab Bars. 

Grab bars for water closets shall comply with (609 Grab Bars). Grab bars 
shall be provided on the side wall closest to the water closet and on the 
rear wall.

Install rear and sidewall grab bars.

Fire Training Center - Unisex Restroom #2 - the water closet obstructs the pull 
side door maneuvering clearance when exiting the restroom.  The door has 38" of 
maneuvering clearance from the face of the door to the water closet.  A depth of 
60" minimum is required. 

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

City of Edmond - Fire Training Center
Restrooms - Page 6
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Restrooms

Standard:

Text:

Recommendation:

Violation #15 Cost: $952 Priority Level 2

Violation #16:

Standard:

Text:

Recommendation:

Violation #16 Cost: $476 Priority Level 2

Violation #17:

Standard:

Text:

Recommendation:

Violation #17 Cost: $476 Priority Level 2

2010 ADAAG 604.5 Grab Bars. 

Grab bars for water closets shall comply with (609 Grab Bars). Grab bars 
shall be provided on the side wall closest to the water closet and on the 
rear wall.

Fire Station No. 5 - lobby restroom - toilet seat cover dispenser located above the 
water closet in the accessible toilet stall.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate seat cover dispenser.

Install rear and sidewall grab bars.

Fire Station No. 5 - lobby restroom -  rear grab bar in accessible toilet stall must 
extend from the centerline of the water closet 12 inches  minimum on one side 
and 24 inches minimum on the other side.  

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

Reinstall rear grab bar in correct location.

City of Edmond - Fire Training Center
Restrooms - Page 7
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Restrooms

Violation #18:

Standard:

Text:

Recommendation:

Violation #18 Cost: $2,146 Priority Level 2

Violation #19:

Standard:

Text:

Recommendation:

Violation #19 Cost: $6,541 Priority Level 2

Violation #20:

Standard:

Fire Station No. 5 - Bathroom 183A - entry door has 10 1/2" of clearance on the 
pull side of the door and 6 1/4" of clearance on the push side of the door.

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

Modify locker room and provide accessible toilet compartment, accessible 
bench, accessible shower compartment and accessible lavatory.

Fire Station No. 5 - Bathroom 184A - water closet is located 15 1/2" from the 
sidewall to the centerline.

2010 ADAAG 604.2 Water Closets Location. 

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.  

Install auto door opener.

Fire Station No. 5 - Bathroom 183A - no accessible plumbing fixtures (no 
accessible lavatory, no accessible shower stall, no accessible toilet stall).

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

City of Edmond - Fire Training Center
Restrooms - Page 8
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Restrooms

Text:

Recommendation:

Violation #20 Cost: $2,348 Priority Level 2

Violation #21:

Standard:

Text:

Recommendation:

Violation #21 Cost: $864 Priority Level 2

Violation #22:

Standard:

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

City of Edmond - Fire Training Center
Restrooms - Page 9

Safety Village - Men Restroom - sign located on door and sign is not compliant 
regarding raised characters, Braille, etc.

2010 ADAAG 703.4.2 Installation Height and Location.

Relocate water closet to 16"-18" on center.

Fire Station No. 5 - Bathroom 184A - no knee clearance at lavatory for front 
approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify lavatory to provide clearances for forward approach.
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Restrooms

Text:

Recommendation:

Violation #22 Cost: $288 Priority Level 2

Violation #23:

Standard:

Text:

Recommendation:

Violation #23 Cost: $2,348 Priority Level 2

Violation #23:
Safety Village - Women Restroom - sign located on door and sign is not 
compliant regarding raised characters, Braille, etc.

City of Edmond - Fire Training Center
Restrooms - Page 10

2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Relocate water closet to achieve 17"-19" top of seat height.

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install new compliant room sign on latch side of door.

Safety Village - Men Restroom - water closet in accessible toilet stall is 20" high 
to top of the seat.  
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Restrooms

Standard:

Text:

Recommendation:

Violation #23 Cost: $288 Priority Level 2

Violation #23:

Standard:

Text:

Recommendation:

Violation #23 Cost: $2,348 Priority Level 2

High Priority

Restrooms Total $38,145 Medium Priority

Low Priority

Safety Village - Women Restroom - water closet in accessible toilet stall is 20" 
high to top of the seat.  

2010 ADAAG 604.4 Water Closets Seats.

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position.

Relocate water closet to achieve 17"-19" top of seat height.

2010 ADAAG 703.4.2 Installation Height and Location.

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install new compliant room sign on latch side of door.

City of Edmond - Fire Training Center
Restrooms - Page 11
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Break Rooms

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

Yes
Yes
Yes
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 2

Violation #2:

Standard:

Fire Training Center has a break room/kitchen located in the main lobby.  Fire 
Station No. 5 includes the dayroom/kitchen for the firefighters.

Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 

Fire Training Center - Break Room 141A - sink and counter are 38" high and sink 
does not include the required knee clearance for a forward approach.

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Modify break room to provide accessible counter and accessible sink with 
clearances for forward approach.

Fire Station No. 5 - firefighter kitchen is not accessible.  Counters are 37 1/2" 
high", sink does not provide required knee clearance and appliances are not 
accessible.

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

City of Edmond
BUILDING REPORT

Fire Training Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W35°40'53.6"N

5300 E. Covell Road

General Break Room Notes:

Does the facility have a break room?  
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Break Rooms

Text:

Recommendation:

Violation #2 Cost: $2,691 Priority Level 2

High Priority

Break Rooms Total $5,382 Medium Priority

Low Priority

City of Edmond - Fire Training Center
Breakroom - Page 2

 The tops of dining surfaces and work surfaces shall be 28 inches 
minimum and 34 inches maximum above the finish floor or ground.

Modify kitchen to provide accessible counter, accessible sink with 
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

Yes
No

 

High Priority

Miscellaneous Total $0 Medium Priority

Low Priority

Main reception counter at Fire Training Center is in compliance.  There is a 30 
1/4" high counter adjacent to the main reception counter. 

Are there any other miscellaneous items not previously covered? 

City of Edmond
BUILDING REPORT

Fire Training Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Monday, January 06, 2014
steven@accessology.com

97°24'43.2"W35°40'53.6"N
5300 E. Covell Road

General Misc Notes:

Are there exterior drinking fountains? 
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Park Amenities

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma 

General Amenities Notes:

No
Yes
Yes

Are they compliant? Yes
Are there sports fields? No
Do the accessible routes extend into the dugout? NA
Is seating provided? Yes
Is accessible seating provided? No
Is it compliant? No
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? No
Are accessible picnic tables provided? No
Are grills provided? No
Are they accessible? NA

Violation #1:

Standard:

Text:

Safety Village includes amphitheater, picnic tables, classroom, restrooms, 
benches and playground.

Assembly areas shall provide wheelchair spaces, companion seats, and 
designated aisle seats complying with 221 and 802. In addition, lawn 
seating shall comply with 221.5.

Steven Lewandowski Monday, January 06, 2014

steven@accessology.com

97°24'43.2"W35°40'53.6"N

City of Edmond
BUILDING REPORT

Fire Training Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 221.1 General.

5300 E. Covell Road

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

Safety Village - no accessible integrated wheelchair seating at the amphitheater 
area.
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Park Amenities

Text:
PT 2

Recommendation:

Violation #1 Cost: $1,985 Priority Level 2

High Priority
 
Park Amenities Total $1,985 Medium Priority

Low Priority

Assembly areas shall comply with the provisions applicable to assembly 
areas, including, but not limited to, sections 221 and 802. In addition, 
assembly areas shall ensure that – 
(1) In stadiums, arenas, and grandstands, wheelchair spaces and 
companion seats are dispersed to all levels that include seating served by 
an accessible route; 
(2) In assembly areas that are required to horizontally disperse wheelchair 
spaces and companion seats by section 221.2.3.1 and that have seating 
encircling, in whole or in part, a field of play or performance, wheelchair 
spaces and companion seats are dispersed around that field of play or 
performance area; 
(3) Wheelchair spaces and companion seats are not located on (or 
obstructed by) temporary platforms or other movable structures, except 
that when an entire seating section is placed on temporary platforms or 
other movable structures in an area where fixed seating is not provided, in 
order to increase seating 
for an event, wheelchair spaces and companion seats may be placed in that 
section. When wheelchair 
spaces and companion seats are not required to accommodate persons 
eligible for those 
spaces and seats, individual, removable seats may be placed in those 
spaces and seats; 

Create the required number of wheelchair seating spaces and integrate 
them into the existing seating configuration.

City of Edmond - Fire Training Center
Park Amenities - Page 2
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Fire Training Center

Parking Violation 4/5 - The accessible 
parking space does not meet the 
minimum dimensions for a van 
accessible parking space.  The space 
and aisle exceed the maximum 2% 
slope requirements.

AR Violation 2 - The transition at 
the bottom of the curb ramp 
includes a 1/2" change in level.

AR Violation 3 - The axe handle 
of the statue is a protruding 
object.

AR Violation 5 - The route to the 
employee entrance has 9.2%running 
slope which exceeds the slope even 
for a ramp.

AR Violation 7 - The sidewalk has a 
running slope of 6.7% - 11%. 
Slopes in excess of 8.33% are not 
permitted.  Slopes greater than 5%
must be treated as a ramp.

AR Violation 8 - No accessible 
route to the picnic tables.

AR Violation 9 - The entrance into 
the children's play area is 52" where 
80" minimum is required.
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Fire Training Center

AR Violation 10 - The accessible path 
has a 5.9%cross slope which 
exceeds the 2% maximum allowable.

Entrance Violation 1 - The door has 
a 8.4% slope within the exterior 
maneuvering clearance.  The 
exterior clearance must have a 2%
maximum slope in all directions.

Hallway Violation 1 - Door from lobby 
to fire station bays has 12" clearance 
on pull side of door where 18" 
minimum is required.

Hallway Violation 2 - The ramps 
do not have a 60" deep landing at 
the top.

Hallway Violation 3 - Room signs are 
located on the face of the door 
rather than on the latch side of the 
door as required

Hallway Violation 4 - Room sign at 
Classroom D is not served by a 18" 
x 18" clear floor space. There is a 
concrete curb and drop off in front 
of the room sign.

Hallway Violation 5 - The room signs 
are located on the door rather than 
on the latch side of the door as 
required.

Hallway Violation 6 - The door has 
both a closer and latch and must 
have 12" minimum on the push side 
of the door.

Hallway Violation 7 - The door must 
have 18" minimum clearance on the 
pull side of the door.
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Fire Training Center

Hallway Violation 8 - The door does 
not have the required 18" minimum 
clearance on the pull side of the 
door.

Hallway Violation 9 - The door into 
the storage room as a closer and 
latch and does not have the required 
12" minimum clearance on the push 
side of the door.

RR Violation 1 - No accessible 
dressing bench provided in the 
locker room.

RR Violation 1 - No 
accessible lavatory 
provided.

RR Violation 1 - No accessible 
shower stall provided.

RR Violation 2 - The rear grab bar 
in accessible toilet stall
must extend from the centerline of 
the water closet 12" minimum on 
one side and 24" minimum on the 
other side.

RR Violation 3 - The door to the 
accessible toilet compartment does 
not self close.

RR Violation 4 - No accessible 
dressing bench is provided.

RR Violation 4 - No 
accessible lavatory is 
provided.
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Fire Training Center

RR Violation 4 - No accessible 
shower stall is provided.

RR Violation 5 - The water closet is 
located 18-3/4" from the sidewall 
where 16"-18" is required.

RR Violation 6 - The rear grab bar in 
accessible toilet stall must extend 
from the centerline of the water 
closet 12" minimum on one side and 
24" minimum on the other side.

RR Violation 7/8 - The rear grab bar 
is not located in the proper position. 
The water closet is obstructing the 
clear floor space required to serve 
the seat cover dispenser.

RR Violation 9/10 - The rear grab 
bar is not located in the correct 
position.  The water closet is 
obstructing the required clear floor 
space at the seat cover dispenser.

RR Violation 11 - The door into the 
accessible toilet compartment does 
not have the 18" minimum required 
clearance on the pull side of the 
door.

RR Violation 12 - The water closet 
obstructs the required 60" deep 
minimum maneuvering clearance on 
the pull side of the door.

RR Violation 13 - The required rear 
and side grab bars are not provided 
at the water closet.

RR Violation 16/17 - The rear grab 
bar is not located in the correct 
position.  The water closet is 
obstructing the clear floor space 
required for the seat cover 
dispenser.35 of 37



Fire Training Center

RR Violation 18 - The door does not 
have the required 18" minimum 
clearance on the pull side of the 
door when exiting the restroom.

RR Violation 19 - No 
accessible lavatory is 
provided.

RR Violation 19 - No accessible 
toilet compartment is provided.

RR Violation 19 - No accessible 
shower stall is provided.

RR Violation 20/21 - The water 
closet is located 15-1/2" from the 
sidewall where 16"-18" is required. 
The lavatory does not provide the 
required knee/toe clearance.

RR Violation 22 - The room sign is 
located on the face of the door 
rather than on the latch side as 
required. The signs that are 
provided are not compliant signs.

RR Violation 23 - The water closet is 
20" high where 17"-19" is required to 
the top of the seat.

RR Violation 23 - The water closet is 
20" high where 17"-19" is required to 
the top of the seat.

RR Violation 24 - The room sign is 
located on the face of the door 
rather than on the latch side of the 
door as required.  The room sign 
that is provided is not compliant.
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Fire Training Center

BR Violation 1 - The sink and 
counter is 38" high where 34" 
maximum is required.  The sink 
does not have the required knee 
and toe clearance for a forward 
approach.

BR Violation 2 - The sink and 
counters are 37-1/2" high where 
34" maximum is required.  The sink 
does not provide a knee and toe 
clearance required for a forward 
approach.

Park Violation 1 - No wheelchair 
seating spaces are integrated into 
the fixed seating configuration.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 12
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Does parking comply? Yes

High Priority

Parking Violations Total $0 Medium Priority

Low Priority

12 parking spaces provided to serve this building.  1 is designated accessible and 
is marked as van accessible with the required sign. 

General Parking Notes:

City of Edmond
BUILDING REPORT

IT Offices

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°40'01.6"N

Tuesday, January 06, 2015

steven@accessology.com

97°28'52.0"W

1723 N. Broadway
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
Yes
Yes  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $189 Priority Level 2

Violation #2:

Standard:

This appears to be a relatively new building. 
There is a public sidewalk along N. Broadway that is connected to this building 
by sidewalk.  Vehicle overhangs may reduce the clear width of the sidewalk 
leading to the north entrance.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: IT Offices

Vehicles parked along sidewalk will reduce clear width of sidewalk.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'52.0"W35°40'01.6"N

1723 N. Broadway

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 502.7 Relationship to Accessible Routes. 

Parking spaces and access aisles shall be designed so that cars and vans, 
when parked, cannot obstruct the required clear width of adjacent 
accessible routes.

Install wheel stops in parking spaces that are adjacent to the sidewalk.

Cross slope is 2.7% at bottom of curb ramp serving the accessible parking space.

   2010 ADAAG 403.3 Walking Surface Slope.
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $1,504 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $1,214 Priority Level 1

Violation #4:

Standard:

Text:

Recommendation:

City of Edmond - IT Offices
Accessible Route - Page 2

Modify sidewalk to eliminate the 1" change in level at the sidewalk panel.

Remove and replace curb ramp to achieve 2% maximum cross slope.

Sidewalk that provides access from building entrance to sidewalk along N. 
Broadway has a running slope of 7.2% and does not comply with ramp 
requirements.  

   2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Remove and replace sidewalk connecting to N. Broadway with one that 
does not exceed 5% running slope.  If running slope exceeds 5% then the 
sidewalk must be constructed a ramp.

Sidewalk that provdes access from building entrance to sidewalk along N. 
Broadway includes a 1" change in level between sidewalk panels.,

2010 ADAAG 303.3 Changes in Level Beveled.

Changes in level between 1/4 inch high minimum and 1/2 inch high 
maximum shall be beveled with a slope not steeper than 1:2.
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Accessible Route

Violation #4 Cost: $304 Priority Level 1

High Priority

Accessible Route Total $3,211 Medium Priority

Low Priority

City of Edmond - IT Offices
Accessible Route - Page 3
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

N/A
of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $74 Priority Level 2

High Priority

Entrance Total $74 Medium Priority

Low Priority

Phil Jones 405-359-4518Contact Phone:

35°40'01.6"N

Intercom at south entrance (main entrance) is located at 57 1/4" above the ground 
to the intercom button.

 2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

 Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate intercom to 48" maximum to intercom button.

City of Edmond
BUILDING REPORT

Facility Name: IT Offices

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'52.0"W

1723 N. Broadway

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

There are two entrances at this building, both are secure doors.  The south 
entrance appears to be the main entrance as it includes an intercom. 
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
Yes
Yes
Yes
No
Yes

High Priority

Hallway Total $0 Medium Priority

Low Priority

Phil Jones Contact Phone: 405-359-4518

35°40'01.6"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

City of Edmond
BUILDING REPORT

Facility Name: IT Offices

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015
steven@accessology.com

97°28'52.0"W

1723 N. Broadway

General Hallway Notes:

Lever hardware is provided throughout building.  Room signage is in compliance.

Does this facility have any hallways? 
Do the doors have compliant hardware?
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
Yes
Yes
No
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $233 Priority Level 2

Violation #2:

Phil Jones Contact Phone: 405-359-4518

35°40'01.6"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'52.0"W

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control to open side of water closet.

Women Restroom - coat hook in accessible toilet compartment is 57 1/4" high.

City of Edmond
BUILDING REPORT

Facility Name: IT Offices

 2010 ADAAG 604.6 Flush Controls. 

1723 N. Broadway

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Women Restroom - flush control on accessible water closet is located on wrong 
side.

One set of Men and Women restrooms are provided within this facility.   
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Restrooms

Standard:

Text:

Recommendation:

Violation #2 Cost: $40 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $154 Priority Level 2

Violation #4:

City of Edmond - IT Offices
Restrooms - Page 2

Women Restroom - accessible toilet compartment door is not self-closing and did 
not include a door pull on the exterior of the door.

  2010 ADAAG 604.8.2.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. The door 
shall be self-closing. A door pull complying with (404.2.7 Door and Gate 
Hardware) shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area. 

Adjust stall door to self-close and install door pull on exterior of door.

  2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

 Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. The door 
shall be self-closing. A door pull complying with (404.2.7 Door and Gate 
Hardware) shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area. 

Men Restroom - water closet in accessible toilet compartment is 20" on center 
from wall.  
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Restrooms

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,348 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $40 Priority Level 2

Violation #6:

Standard:

Text:

City of Edmond - IT Offices
Restrooms - Page 3

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum.

 2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Relocate water closet to 16"-18" on center from wall.

Men Restroom - coat hook in accessible toilet compartment is 57" high.

  2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate coat hook to 48" high maximum.

Men Restroom - accessible toilet compartment door is not self-closing and did not 
include a door pull on the exterior of the door.

  2010 ADAAG 604.8.2.2 Doors. 
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Restrooms

Text:
PT 2

Recommendation:

Violation #6 Cost: $154 Priority Level 2

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,348 Priority Level 2

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $40 Priority Level 2

High Priority

Restrooms Total $5,357 Medium Priority

Low Priority

City of Edmond - IT Offices
Restrooms - Page 4

The door shall be self-closing. A door pull complying with (404.2.7 Door 
and Gate Hardware) shall be placed on both sides of the door near the 
latch. Toilet compartment doors shall not swing into the minimum 
required compartment area. 

Men Restroom - urinal is located in an alcove and has a clear floor space of only 
34" wide.

Adjust stall door to self-close and install door pull on exterior of door.

2010 ADAAG 305.7.1 Clear Floor or Ground Space Forward Approach.

Alcoves shall be 36 inches wide minimum where the depth exceeds 24 
inches.

Modify urinal alcove to achieve 36" minimum wide clear floor space.

Men Restroom - coat hooks are 65" high.

  2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate coat hooks to 48" high maximum.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
Yes
Yes

 

High Priority

Break Rooms Total $0 Medium Priority

Low Priority

Break room is substantially compliant.

City of Edmond
BUILDING REPORT

IT Offices

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°28'52.0"W35°40'01.6"N

1723 N. Broadway

General Break Room Notes:

Does the facility have a break room?  
Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No

 

High Priority

Miscellaneous Total $0 Medium Priority

Low Priority

High/low drinking fountain provided inside the building and substantially 
compliant.

City of Edmond
BUILDING REPORT

IT Offices

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Tuesday, January 06, 2015
steven@accessology.com

97°28'52.0"W35°40'01.6"N
1723 N. Broadway

General Misc Notes:

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 
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IT Offices

AR Violation 1 - Vehicles parked 
along sidewalk will reduce clear 
width of sidewalk.

AR Violation 3 - Sidewalk that 
provides access from building 
entrance to sidewalk along N. 
Broadway has a running slope of 
7.2% and does not comply with 
ramp requirements.

AR Violation 4 - Sidewalk panel 
movement is causing level changes 
along the accessible route.

Entrance Violation 1 - Intercom at 
south entrance (main entrance) is 
located at 57 1/4" above the ground 
to the intercom button.

RR Violation 1 - The flush control 
is located on the wrong side of the 
water closet.

RR Violation 2 - The coat hook is 
above accessible reach range.

RR Violation 3 - The accessible toilet 
compartment door is not self-closing 
and did not include a door pull on 
the exterior of the door.

RR Violation 6 - The accessible toilet 
compartment door is not self-closing 
and did not include a door pull on 
the exterior of the door.
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IT Offices

RR Violation 7 - The alcove serving 
the urinal is only 34" wide.

RR Violation 8 - The coat hooks are 
above accessible reach range.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: - Senior Center: 115
Total Accessible Parking Spaces: 12
Number of van accessible spaces: 1
Does parking comply? No

Total Parking Spaces - Parks and Recreation Admin. Bldg: N/A
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Does parking comply? Yes

Monday, October 13, 2014

Steven@accessology.com

97°30'28.2"W

2733 Marilyn Williams Dr.

35°40'59.8"N

There are two parking areas serving the MAC. One directly serves the Senior 
Center/Amphitheater and the other serves the Parks and Recreation 
Administration Building.

Steven Lewandowski

Phil Jones Contact Phone: 405-359-4518

General Parking Notes:

The Senior Center parking lot has 115 parking spaces and 12 designated as 
accessible with the required signs.  The number of accessible parking spaces 
provided meets the minimum requirements for the total number of spaces 
provided.  Only 1 space was designated as van accessible where 2 van accessible 
spaces are required.  2 of the designated accessible spaces were not served by an 
access aisle. 

General Parking Notes:

City of Edmond
BUILDING REPORT

MAC CenterFacility Name:
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Parking

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $511 Priority Level 3

Violation #2:

Standard:

Text:

Recommendation:

Add van accessible sign to one of the other accessible parking spaces.  All 
spaces comply with minimum size required for van space so any accessible 
space may be designated.  It is recommended that one of the spaces 
serving the amphitheater be designated van accessible.

Remove accessible parking signs that serve the 2 accessible parking spaces 
that are not served by access aisles.  Only 5 accessible parking spaces are 
required for this lot.

 2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

General Parking Notes:

The general parking area serving the Parks and Recreation Adminstration building 
does not include striped parking, so a total parking capacity could not be 
determined.  2 accessible parking spaces are designated with 1 designated van 
accessible. 

City of Edmond - MAC
Parking - Page 2

Senior Center - Only 1 van accessible parking space is designated.  2 van 
accessible parking spaces are required.

Access aisles serving parking spaces shall comply with (502.3 Access 
Aisle). Access aisles shall adjoin an accessible route. Two parking spaces 
shall be permitted to share a common access aisle.

Senior Center - Two of the designated accessible parking spaces were not served 
by an access aisle.

 2010 ADAAG 502.3 Parking Spaces Access Aisle.

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).
EXCEPTION: Van parking spaces shall be permitted to be 96 inches wide 
minimum where the access aisle is 96 inches wide minimum.

2 of 27



Parking

Violation #1 Cost: $255 Priority Level 3

High Priority

Parking Violations Total $766 Medium Priority

Low Priority

City of Edmond - MAC
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
Yes
No  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,035 Priority Level 4

High Priority

Accessible Route Total $1,035 Medium Priority

Low Priority

Steven@accessology.com

City of Edmond
BUILDING REPORT

Facility Name: MAC Center

Phil Jones Contact Phone: 405-359-4518

Steven Lewandowski Monday, October 13, 2014

 Fill the gap between the asphalt and concrete

97°30'28.2"W35°40'59.8"N

Is the path of travel from accessible parking to building entrance compliant?

Is the path of travel from building entrances to all amenities served by the 

 Parks and Recreation Bldg - the accessible route from the accessible parking to 
the accessible entrance includes a 1" gap where asphalt meets concrete.  A 
maximum gap of 1/2" is permitted.

Does the path of travel serve all exterior amenities offered by the facility?

 Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

   2010 ADAAG 302.3 Floor or Ground Surfaces Openings. 

2733 Marilyn Williams Dr.

Senior Center - the accessible route from the accessible parking to the accessible 
entrance is substantially compliant. Parks and Recreation Admin Bldg - the 
accessible route from the accessible parking to the accessible entrance includes a 
1" gap.
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
N/A
N/A

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $152 Priority Level 3

High Priority

Entrance Total $152 Medium Priority

Low Priority

Phil Jones 405-359-4518Contact Phone:

35°40'59.8"N

 2010 ADAAG 305.2 Floor or Ground Surfaces. 

 Floor or ground surfaces of a clear floor or ground space shall comply 
with 302. Changes in level are not permitted.
EXCEPTION:  Slopes not steeper than 1:48 shall be permitted.

General Entrance Notes:

97°30'28.2"W

2733 Marilyn Williams Dr.

Main entrance into the Senior Center is substantially compliant.  The main 
entrance into the Parks and Recreation Building is compliance except for slope 
issue at the auto door push button on the exterior of the door.

City of Edmond
BUILDING REPORT

Facility Name: MAC Center

If so, does the inaccessible door have signage indicating the location  

 Parks and Recreation Bldg - the entrance door is served by an automatic door.  
The slope of the ground surface at the push button is 3.7% where 2% maximum is 
permitted.

Reconfigure concrete sidewalk to provide maximum 2% slope in any 
direction in front of the automatic door push button.

Steven Lewandowski Monday, October 13, 2014

Steven@accessology.com

Is the main entry door accessible?
Is there an alternate door that is accessible?

5 of 27



Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,146 Priority Level 5

Violation #2:

 2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Are there any protruding objects? 
Does the signage comply? 

Senior Center - Kitchen - door has 16 1/2" clearance on the pull side of the door 
where 18" minimum is required.

Install auto door opener.

Senior Center - Exercise Room - door has 15" clearance on the pull side of the 
door where 18" minimum is required.

City of Edmond
BUILDING REPORT

Facility Name: MAC Center

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance..

Does this facility have any hallways? 
Do the doors have compliant hardware?

2733 Marilyn Williams Dr.

General Hallway Notes:

Do the doors have proper maneuvering clearances?

Steven Lewandowski Monday, October 13, 2014

97°30'28.2"W35°40'59.8"N

Phil Jones Contact Phone:

Steven@accessology.com

405-359-4518

Is the hallway width at least 36” clear width?
Are visual strobes provided? 

Senior Center and Parks and Recreation Building hallways are not fully accessible 
due to issues with door maneuvering clearance and room signs.
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Hallway

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,146 Priority Level 3

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,146 Priority Level 3

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,146 Priority Level 3

Violation #5:
Parks and Recreation Bldg - Break Room - door has 15" clearance on the pull side 
of the door where 18" minimum is required.

Install auto door opener.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

Parks and Recreation Bldg - Pottery Room - door has 12 1/2" clearance on the 
pull side of the door where 18" minimum is required.

Install auto door opener.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

 Parks and Recreation Bldg - Room 229D - door has 14 1/2" clearance on the pull 
side of the door where 18" minimum is required.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

Install auto door opener.

 2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

City of Edmond - MAC
Hallway - Page 2
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Hallway

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,146 Priority Level 3

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $863 Priority Level 6

Violation #7:

Standard:

Text:

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install auto door opener.

Relocate sign to latch side of door.

Senior Center - door into office area from lobby - door has 14 1/2" clearance on 
the pull side of the door where 18" minimum is required.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

City of Edmond - MAC
Hallway - Page 3

 Parks and Recreation - office room signs are located on the doors.  
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Hallway

Recommendation:

Violation #7 Cost: $2,146 Priority Level 3

High Priority

Hallway Total $13,739 Medium Priority

Low Priority

Install auto door opener.

City of Edmond - MAC
Hallway - Page 4
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
No
Yes
Yes

Violation #1:

Standard:

Text:

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

2010 ADAAG 609.4 Position of Grab Bars.

Grab bars shall be installed in a horizontal position, 33 inches minimum 
and 36 inches maximum above the finish floor measured to the top of the 
gripping surface, except that at water closets for children's use complying 
with (604.9 Position of Grab Bars), grab bars shall be installed in a 
horizontal position 18 inches minimum and 27 inches maximum above the 
finish floor measured to the top of the gripping surface. The height of the 
lower grab bar on the back wall of a bathtub shall comply with (607.4.1.1 
Bathtubs With Permanent Seats Back Wall or (607.4.2.1 Bathtubs Without 
Permanent Seats Back Wall).

Steven@accessology.com

Does the water closet comply? 

97°30'28.2"W

Senior Center - Health room - grab bars are 37" high to the top of the gripping 
surface where 33"-36" is required.

Does the water closet have the required clear floor space? 

Does the room have the required turning radius? 

Senior Center/Parks and Recreation Admin Bldg - 7 restrooms total.  All 
restrooms have varying degrees of non-compliance.

City of Edmond
BUILDING REPORT

Facility Name: MAC Center

Does the door to the restroom comply?  

2733 Marilyn Williams Dr.

General Restroom Notes:

Phil Jones Contact Phone: 405-359-4518

35°40'59.8"N

Steven Lewandowski Monday, October 13, 2014
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Restrooms

Recommendation:

Violation #1 Cost: $476 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $476 Priority Level 6

Violation #3:

Standard:

Text:

Lower the rear and side grab bars

Senior Center - Health room - surface mounted paper towel dispenser is mounted 
at 58" high where 48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.
2010 ADAAG 308.3.1 Side Reach Unobstructed.

Senior Center - Men's RR - door to accessible toilet stall is not self-closing and 
does not have a handle on both sides of the door.

Lower the paper towel dispenser to 48" high to the highest operable 

 2010 ADAAG 604.8.1.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 
Where a clear floor or ground space allows a parallel approach to an 
element and the side reach is unobstructed, the high side reach shall be 48 
inches maximum and the low side reach shall be 15 inches minimum 
above the finish floor or ground.

City of Edmond - MAC
Restrooms  -Page 2
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Restrooms

Recommendation:

Violation #3 Cost: $40 Priority Level 6

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $6,541 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $476 Priority Level 6

 2010 ADAAG 213.3.1 Toilet Compartments. 

Lower the paper towel dispenser to 48" high to the highest operable 
control.

Adjust stall door to self-close.  Install door pull on both sides of stall door 
near latch.

Modify restroom to create ambulatory toilet stall.

Senior Center - Women's RR - surface mounted paper towel dispenser is mounted 
at 58" high where 48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.
2010 ADAAG 308.3.1 Side Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 
Where a clear floor or ground space allows a parallel approach to an 
element and the side reach is unobstructed, the high side reach shall be 48 
inches maximum and the low side reach shall be 15 inches minimum 
above the finish floor or ground.

Where toilet compartments are provided, at least one toilet compartment 
shall comply with (604.8.1 Wheelchair Accessible Compartments). In 
addition to the compartment required to comply with (604.8.1 Wheelchair 
Accessible Compartments), at least one compartment shall comply 
with(604.8.2 Ambulatory Accessible Compartments) where six or more 
toilet compartments are provided, or where the combination of urinals and 
water closets totals six or more fixtures. 

Senior Center - Women's RR - no ambulatory stall provided.

City of Edmond - MAC
Restrooms  -Page 3
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Restrooms

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $476 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $476 Priority Level 4

Violation #8:

Standard:

Text:

Relocate trash receptacle.

Senior Center - Men's RR (near exercise room) - lavatory clear floor space is 
obstruced by wall mounted trash receptacle.

2010 ADAAG 305.3 Clear Floor or Ground Space Size.

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum.

Relocate trash receptacle.

 Parks and Recreation Bldg - Women's RR - room sign is located on door.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

City of Edmond - MAC
Restrooms  -Page 4

Senior Center - Women's RR (near exercise room) - lavatory clear floor space is 
obstruced by wall mounted trash receptacle.

2010 ADAAG 305.3 Clear Floor or Ground Space Size.

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum.
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Restrooms

Recommendation:

Violation #8 Cost: $288 Priority Level 6

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $40 Priority Level 6

Violation #10:

Standard:

Text:

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.
2010 ADAAG 308.3.1 Side Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 
Where a clear floor or ground space allows a parallel approach to an 
element and the side reach is unobstructed, the high side reach shall be 48 
inches maximum and the low side reach shall be 15 inches minimum 
above the finish floor or ground.

Lower the coat hook to 48" high.

 Parks and Recreation Bldg - Women's RR - coat hook is 63" high.

Relocate sign to latch side of door.

City of Edmond - MAC
Restrooms  -Page 5

 Parks and Recreation Bldg - Women's RR - door is located in front of water 
closet in accessible toilet stall.

2010 ADAAG 604.8.1.2 Doors.

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.
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Restrooms

Recommendation:

Violation #10 Cost: $2,168 Priority Level 4

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $2,168 Priority Level 4

Violation #12:

Standard:

Text:

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum.

Parks and Recreation Bldg - Women's RR - door to accessible toilet stall is not 
self-closing and does not have a handle on both sides of the door.

2010 ADAAG 604.8.1.2 Doors.

Modify stall partitions to allow stall door to be diagonal from the water 
closet.

Modify stall partitions to allow stall door to be diagonal from the water 
closet.

 Parks and Recreation Bldg - Men's RR - door is located in front of water closet in 
accessible toilet stall.

2010 ADAAG 604.8.1.2 Doors.

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

City of Edmond - MAC
Restrooms  -Page 6
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Restrooms

Text:
PT 2

Recommendation:

Violation #12 Cost: $40 Priority Level 6

Violation #13:

Standard:

Text:

Recommendation:

City of Edmond - MAC
Restrooms  -Page 7

 Doors shall be located in the front partition or in the side wall or partition 
farthest from the water closet. Where located in the front partition, the 
door opening shall be 4 inches maximum from the side wall or partition 
farthest from the water closet. Where located in the side wall or partition, 
the door opening shall be 4 inches maximum from the front partition. The 
door shall be self-closing. A door pull complying with (404.2.7 Door and 
Gate Hardware) shall be placed on both sides of the door near the latch. 
Toilet compartment doors shall not swing into the minimum required 
compartment area.

Parks and Recreation Bldg - Men's RR - door to accessible toilet stall is not self-
closing and does not have a handle on both sides of the door.

2010 ADAAG 604.8.1.2 Doors.

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

Adjust stall door to self-close.  Install door pull on both sides of stall door 
near latch.

Adjust stall door to self-close.  Install door pull on both sides of stall door 
near latch.
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Restrooms

Violation #13 Cost: $40 Priority Level 6

High Priority

Restrooms Total $13,705 Medium Priority

Low Priority

City of Edmond - MAC
Restrooms  -Page 8
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 4

High Priority

Break Rooms Total $2,691 Medium Priority

Low Priority

Commercial kitchen (employees) located in the Senior Center.  A break room is 
provided in the Parks and Recreation Building. 

Does the facility have a break room?  

Parks and Recreation Building - Sewing Room - sink and counter are 36" high.  
Sinks are 9 1/2" deep.  No accessible sink provided.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

Is there a stove or cooktop? 

Steven Lewandowski

General Break Room Notes:

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify at least one sink and counter to be 34" high maximum and provide 
30" minimum wide and 27" minimum high knee space under the sink.  
Insulate or protect piping.

Are the counters at 34” aff? 

2733 Marilyn Williams Dr.

Steven@accessology.com

Does the sink comply? 

City of Edmond
BUILDING REPORT

MAC CenterFacility Name:

405-359-4518Contact Phone:Phil Jones

Is there a sink? 

Monday, October 13, 2014

97°30'28.2"W35°40'59.8"N
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Senior Center - includes a reception counter at main entrance; health and nutrition 
rooms; activity rooms
Parks and Recreation Admin Bldg - includes a reception counter at main entrance 

Sales counters and service counters shall comply with (904.4.1 Parallel 
Approach or 904.4.2 Forward Approach). The accessible portion of the 
counter top shall extend the same depth as the sales or service counter top.
EXCEPTION: In alterations, when the provision of a counter complying 
with (904.4 Sales and Service Counters) would result in a reduction of the 
number of existing counters at work stations or a reduction of the number 
of existing mail boxes, the counter shall be permitted to have a portion 
which is 24 inches long minimum complying with (904.4.1 Parallel 
Approach) provided that the required clear floor or ground space is 
centered on the accessible length of the counter

2010 ADAAG 904.4 Sales and Service Counters.

City of Edmond
BUILDING REPORT

MAC CenterFacility Name:

35°40'59.8"N

2733 Marilyn Williams Dr.

97°30'28.2"W

General Misc Notes:

Steven@accessology.com

Phil Jones

Steven Lewandowski Monday, October 13, 2014

405-359-4518Contact Phone:

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

Senior Center - reception counter at main entrance is 43" high where a 36" length 
at a 36" maximum height is required.
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Misc

Recommendation:

Violation #1 Cost: $589 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $1,178 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,691 Priority Level 5

Violation #4:

City of Edmond - MAC
Miscellaneous - Page 2

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify sink and counter to be 34" high maximum and provide 30" 
minimum wide and 27" minimum high knee space under the sink.  Insulate 
or protect piping.

Senior Center - high side of the dual height drinking fountain outside men.women 
restrooms is a protruding object.  

Lower a 36" length of counter to maximum height of 36".

Senior Center - sink in Health room is 36" high and does not have required knee 
clearance for a forward approach.  If used by persons other than employees, this 
sink must be accessible.

 2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

Senior Center - counters within the Health and Nutrition rooms are 36" high. If 
used by persons other than employees these counters must be 28"-34" high.

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Lower a 36" portion one counter in each of the Health and Nutrition rooms
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Misc

Standard:

Text:

Recommendation:

Violation #4 Cost: $414 Priority Level 1

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,691 Priority Level 5

Violation #6:

Standard:

Text:

City of Edmond - MAC
Miscellaneous - Page 3

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Add apron to high side of dual height drinking fountain unit.

Senior Center - Multipurpose Room - sink and counter are 36" high and sink does 
not have required knee space for a forward approach.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

Parks and Recreation Building - Pottery Room - sinks and counters are 36" high.  
Sinks are 9 1/2" deep.  No accessible sink provided.

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify sink and counter to be 34" high maximum and provide 30" 
minimum wide and 27" minimum high knee space under the sink.  Insulate 
or protect piping.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.
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Misc

Recommendation:

Violation #6 Cost: $2,691 Priority Level 5

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,691 Priority Level 4

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $2,691 Priority Level 5

Violation #9:

City of Edmond - MAC
Miscellaneous - Page 4

Modify at least one sink and counter to be 34" high maximum and provide 
30" minimum wide and 27" minimum high knee space under the sink.  
Insulate or protect piping.

Parks and Recreation Building - Art Room - sinks and counters are 36" high.  

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify at least one sink and counter to be 34" high maximum and provide 
30" minimum wide and 27" minimum high knee space under the sink.  
Insulate or protect piping.

Parks and Recreation Bldg - high side of the dual height drinking fountain outside 
men.women restrooms is a protruding object.  

Modify at least one sink and counter to be 34" high maximum and provide 
30" minimum wide and 27" minimum high knee space under the sink.  
Insulate or protect piping.

Parks and Recreation Building - Room 227C - sinks and counters are 36" high.  

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 
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Misc

Standard:

Text:

Recommendation:

Violation #9 Cost: $414 Priority Level 1

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $2,691 Priority Level 4

High Priority

Miscellaneous Total $18,741 Medium Priority

Low Priority

City of Edmond - MAC
Miscellaneous - Page 5

Parks and Recreation Building - Sewing Room - sink and counter are 36" high.  
Sinks are 9 1/2" deep.  No accessible sink provided.

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Modify at least one sink and counter to be 34" high maximum and provide 
30" minimum wide and 27" minimum high knee space under the sink.  
Insulate or protect piping.

Add apron to high side of dual height drinking fountain unit.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.
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MAC

Parking Violation 1 - Two of the 
designated accessible parking spaces 
were not served by an access aisle.

Parking Violation 2 - 2 van 
accessible parking spaces are 
required.

AR Violation 1 - A maximum gap 
of 1/2" is permitted.

Entrance Violation 1 - The slope of 
the ground surface at the push 
button is 3.7% where 2%maximum 
is permitted.

Hallway Violation 1 - Kitchen -door 
has 16 1/2" clearance on the pull 
side of the door where 18" 
minimum is required.

Hallway Violation 2 - Exercise Room 
- door has 15" clearance on the pull 
side of the door where 18" 
minimum is required.

Hallway Violation 3 - Pottery Room 
-door has 12 1/2" clearance on the 
pull side of the door where 18" 
minimum is required.
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MAC

Hallway Violation 4 - Room 229D - 
door has 14 1/2" clearance on the 
pull side of the door where 18" 
minimum is required.

Hallway Violation 5 - Break Room - 
door has 15" clearance on the pull 
side of the door where 18" 
minimum is required.

Hallway Violation 7 - Senior Center -
door into office area from lobby -
door has 14 1/2" clearance on the 
pull side of the door.

RR Violation 1 - Health room -grab 
bars are 37" high to the top of the 
gripping surface where 33"-36" is 
required.

RR Violation 2 - Health room -surface 
mounted paper towel dispenser is 
mounted at 58" high where 48" 
maximum is required.

RR Violation 3 - Men's RR - door to 
accessible toilet stall is not self-
closing and does not have a handle 
on both sides of the door.

RR Violation 4 - Women's RR - no 
ambulatory stall provided.

RR Violation 5 - Women's RR -
surface mounted paper towel 
dispenser is mounted at 58" high 
where 48" maximum is required.

RR Violation 6 - Women's RR
(near exercise room) - lavatory clear 
floor space is obstructed by wall 
mounted trash receptacle.
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MAC

RR Violation 7 - Men's RR (near 
exercise room) - lavatory clear floor 
space is obstructed by wall mounted 
trash receptacle.

RR Violation 8 - Women's RR - 
room sign is located on door.

RR Violation 9 - Women's RR - coat 
hook is 63" high.

RR Violation 10/11 - Men's RR/
Women's RR - door is located in 
front of water closet in accessible 
toilet stall.

RR Violation 12 - Women's RR - door 
to accessible toilet stall is not
self-closing and does not have a 
handle on both sides of the door.

RR Violation 13 - Men's RR - door to 
accessible toilet stall is not
self-closing and does not have a 
handle on both sides of the door.

BR Violation 1 - Sink and counter are
36" high and sink does not have the 
required knee clearance.

Misc Violation 1 - Senior Center -
reception counter at main entrance 
is 43" high where a 36" length at a 
36" maximum height is required.

Misc Violation 2 - Senior Center -
counters within the Health and 
Nutrition rooms are 36" high. If 
used by persons other than 
employees these counters must be 
28"-34" high.26 of 27



MAC

Misc Violation 3 - Senior Center -
sink in Health room is 36" high and 
does not have required knee 
clearance for a forward approach.

Misc Violation 4 - Senior Center -
high side of the dual height drinking 
fountain is a protruding object.

Misc Violation 5 - Senior Center -
Multipurpose Room - sink and 
counter are 36" high and sink does 
not have required knee space for a 
forward approach.

Misc Violation 6 - Pottery Room -
sinks and counters are 36" high. 
Sinks are 9 1/2" deep.  No 
accessible sink provided.

Misc Violation 7 - Art Room -sinks 
and counters are 36" high.  Sinks 
are 9 1/2" deep. No accessible sink 
provided.

Misc Violation 8 - Room 227C - sinks 
and counters are 36" high.  Sinks 
are 9 1/2" deep. No accessible sink 
provided.

Misc Violation 9 - Parks and 
Recreation Bldg - high side 
of drinking fountain is a 
protruding object. 

Misc Violation 10 - Sewing Room - 
sink and counter are 36" high. Sinks 
are 9 1/2" deep.  No accessible sink 
provided.

27 of 27



Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces:  East Parking Lot 25
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

The municipal court building is currently served by a parking lot on the east side 
of the building.  The previously provided on-street parking along E. 1st Street has 
been removed due to the construction of the new police building.

The accessible parking signs designating the two accessible parking spaces in the 
east parking lot are too low at 16" high.  Accessible parking signs must be 60" 
minimum above the parking surface.

2010 ADAAG 502.6 Parking Spaces Identification.

General Parking Notes:

The east parking lot incudes 25 total parking spaces with 2 spaces designated as 
accessible with 1 designated as van accessible.  The accessible parking is 
substantially compliant except that the two parking signs are installed too low.

City of Edmond
BUILDING REPORT

Municipal Court

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'15.6"N

Monday, January 05, 2015

Steven@accessology.com

97°28'45.9"W

101 E. 1st Street
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Parking

Text:

Recommendation:

Violation #1 Cost: $124 Priority Level 9

High Priority

Parking Violations Total $124 Medium Priority

Low Priority

The existing accessible parking signs must be raised so that they are at 
least 60" above the parking surface to the bottom of the sign.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

City of Edmond - Municipal Court
Parking - Page 2
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

Yes
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Municipal Court

No accessible route is provided to the elevated judge's bench areas, including 
court reporter and witness stand.

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'45.9"W35°39'15.6"N

101 E. 1st Street

The exterior route from the accessible parking to the entrance into the municipal 
court building and into the council chambers is substantially compliant.  The 
exterior ramps into the court building do have a running slope that is slightly over 
what is required; however, it is within an acceptable tolerance.

The interior route within the building is not substantially compliant.  Accessible 
routes are required to serve all spaces required to be accessible.  Accessible routes 
are lacking to serve the judge's bench, council member platform and the basement 
level.  The basement level is served by an exterior accessible route; however, an 
interior route to the basement exists.  An accessible route must be provided in the 
same general location as the general circulation route.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.2.4 Spaces and Elements.
2010 ADAAG 808.3 Clear Floor Space.

EXCEPTIONS: 
1. Raised courtroom stations, including judges' benches, clerks' stations, 
bailiffs' stations, deputy clerks' stations, and court reporters' stations shall 
not be required to provide vertical access provided that 
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Accessible Route

Text:
Pt 2

Recommendation:

Violation #1 Cost: $15,278 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,146 Priority Level 3

Violation #3:

Standard:

Text:

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

The wall mounted television near the door into 128 is a protruding object as it 
extends more than 4" into a circulation path.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The current layout of the judge's bench area is not conducive to the future 
installation of a platform lift without complete reconstruction of the area.  
It is recommended that the entire bench area be reconfigured to provide an 
accessible route by means of a ramp or platform lift to each area.

Door into judge's chambers are 128 does not have any door maneuvering 
clearance on the pull side of the door.  18" minimum is required to be provided on 
the pull side of the door.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

the required clear floor space, maneuvering space, and, if appropriate, 
electrical service are installed at the time of initial construction to allow 
future installation of a means of vertical access complying with 405, 407, 
408, or 410 without requiring substantial reconstruction of the space.
Each jury box and witness stand shall have, within its defined area, clear 
floor space complying with (305 Clear Floor or Ground Space).

City of Edmond - Municipal Court
Accessible Route - Page 2
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Accessible Route

Recommendation:

Violation #3 Cost: $423 Priority Level 11

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $5,520 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,588 Priority Level 7

Violation #6:

The television will need to either be recessed into the wall or relocated so 
that it is not located within a circulation path.

A back entrance onto the city council member platform is provided from the 
hallway between the court building and the council chambers area.  This route 
includes steps to the door and a high door threshold.  This appears to be a 
somewhat secure path of travel for council members and an equivalent secure 
route should be made accessible.

2010 ADAAG 206.2.4 Spaces and Elements.

At least one accessible route shall connect accessible building or facility 
entrances with all accessible spaces and elements within the building or 
facility which are otherwise connected by a circulation path unless 
exempted by 206.2.3 Exceptions 1 through 7.

An accessible means of access should be provided at this back secure 
entrance.  Access could be achieved by means of a ramp or platform lift. 

The ramp to the council member platform does not have edge protection.

2010 ADAAG 405.9 Ramps Edge Protection.

Edge protection complying with 405.9.1 or 405.9.2 shall be provided on 
each side of ramp runs and at each side of ramp landings.

Edge protection must be provided along the edge of the ramp.  This could 
consist of a rail that is installed at 4" maximum above the ramp surface.

City of Edmond - Municipal Court
Accessible Route - Page 3

The ramp to the city council platform only provides 32" clear width between the 
handrails near the bottom of the ramp where 36" minimum is required.  
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Accessible Route

Violation #6:
Pt 2

Standard:

Text:

Recommendation:

Violation #6 Cost: $5,520 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $3,450 Priority Level 4

The clear width of a ramp run and, where handrails are provided, the clear 
width between handrails shall be 36 inches minimum.
The landing clear width shall be at least as wide as the widest ramp run 
leading to the landing.
The landing clear length shall be 60 inches long minimum.

2010 ADAAG 405.5 Ramps Clear Width.
2010 ADAAG 405.7.2 Ramps Landings Width.
2010 ADAAG 405.7.3 Ramps Landings Length.

City of Edmond - Municipal Court
Accessible Route - Page 4

The route is further pinched down to 30" at the top of the ramp.  The ramp does 
not have the required 60" deep landing at the top of the ramp. 

The ramp must be reconstructed to create the required 36" minimum clear 
width for the full length of the ramp as well as the required 60" deep 
landing at the top of the ramp.

The handrail extensions at the bottom of the ramp to the council member platform 
are not parallel with the landing surface.  The left handrail does not continue all 
the way to the top of the ramp.  The handrail terminates at the casework.

2010 ADAAG 505.10.1 Handrail Extensions Top and Bottom Extension at 
Ramps.

Ramp handrails shall extend horizontally above the landing for 12 inches 
minimum beyond the top and bottom of ramp runs. Extensions shall return 
to a wall, guard, or the landing surface, or shall be continuous to the 
handrail of an adjacent ramp run. 

The ramp handrails must be modified to include the required 12" 
extensions at the top and bottom of the ramp. This cost is included in the 
cost to reconstruct the ramp in Violation #6.
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Accessible Route

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $17,250 Priority Level 12

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $262,948 Priority Level 4

Violation #10:

Standard:

Text:

The running slope of the ramp must not exceed 1:12 (8.33%); however, 
8.9% is within an reasonable tolerance.

Interior stairs are provided to the basement level; however, no interior accessible 
route is provided to the basement level.  

 2010 ADAAG 206.2.3 Accessible Routes Multi-Story Buildings and 
Facilities.
2010 ADAAG 206.3 Location.

City of Edmond - Municipal Court
Accessible Route - Page 5

An accessible means of vertical access is required on the interior of the 
building. This will most likely need to be in the form of an elevator.

The lower segment of the exterior ramp providing access to the Communications 
Center has a running slope of 9% where a maximum slope of  1:12 (8.33%) is 
required.

2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.

At least one accessible route shall connect each story and mezzanine in 
multi-story buildings and facilities.
Accessible routes shall coincide with or be located in the same area as 
general circulation paths. Where circulation paths are interior, required 
accessible routes shall also be interior.

The exterior ramp that provides access to the south municipal court entrance has a 
running slope of 8.9%.  A maximum running slope of 1:12 (8.33%) is required.

2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.
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Accessible Route

Recommendation:

Violation #10 Cost: $17,250 Priority Level 9

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $304 Priority Level 4

High Priority

Accessible Route Total $332,677 Medium Priority

Low Priority

City of Edmond - Municipal Court
Accessible Route - Page 6

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

An accessible route must connect the nearby sidewalk with the bench and 
provide a 30" x 48" clear floor space next to the bench.  A new section of 
sidewalk should be constructed to connect to the bench.

The running slope of the ramp must not exceed 1:12 (8.33%); however, 
9% is within an reasonable tolerance.

No accessible route is provided to the bench located at the southwest corner of the 
court building.  
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
NA

of the nearest accessible door?  

High Priority

Entrance Total $0 Medium Priority

Low Priority

Phil Jones 405-359-4518Contact Phone:

35°39'15.6"N

City of Edmond
BUILDING REPORT

Facility Name: Municipal Court

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Monday, January 05, 2015
Steven@accessology.com

97°28'45.9"W

101 E. 1st Street

General Entrance Notes:

There are three entrances into the municipal court/council chambers building.  All 
three entrances are substantially compliant.

Is the main entry door accessible?
Is there an alternate door that is accessible?
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,146 Priority Level 3

Phil Jones Contact Phone: 405-359-4518

35°39'15.6"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

Door 125 - This door has a front approach to the door and only has a 42" deep 
clearance.  A minimum depth of 60" is required.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

City of Edmond
BUILDING REPORT

Facility Name: Municipal Court

Do the doors have proper maneuvering clearances?

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'45.9"W

101 E. 1st Street

General Hallway Notes:

Hallways are provided within the municipal court/city council building.  A few of 
the doors are lacking the required door maneuvering clearances on the push or 
pull sides of the doors.  A few doors are still equipped with knob hardware where 
others have been upgraded to lever type hardware.  Room signs are generally 
compliant except for a few of the restroom signs which are addressed under the 
restroom section of this report.  Protruding objects are a concern as there a two 
AED cabinets and a first aid cabinet that will need to be relocated or protected in 
some way.

Does this facility have any hallways? 
Do the doors have compliant hardware?
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Hallway

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $311 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $1,628 Priority Level 5

Violation #4:

Standard:

Text:

A skirt or other cane detection must be provided that the AED cabinet.

The AED cabinet in the hallway on back side of council chambers is a protruding 
object as it extends 7" into the circulation path.  The first aid cabinet in the 
basement break room is a protruding object.  The AED cabinet near Storage 
Room B06 is a protruding object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The following doors are equipped with knob hardware - room 110, door from 
corridor to council chambers, door from corridor to council chambers vestibule, 
Storage B06.

2010 ADAAG 309.4 Operable Parts Operation.

Operable parts shall be operable with one hand and shall not require tight 
grasping, pinching, or twisting of the wrist. The force required to activate 
operable parts shall be 5 pounds maximum.

The knob hardware must be replaced with lever type or other accessible 
hardware.

Door into room 110 does not have any door maneuvering clearance on the pull 
side of the door where 18" minimum is required.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

City of Edmond - Municipal Court
Hallway - Page 2
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Hallway

Recommendation:

Violation #4 Cost: $2,146 Priority Level 3

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $40 Priority Level 8

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $414 Priority Level 4

Violation #7:

Standard:

At least one of the coat hooks must be lowered to 48" high maximum.

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

The coat hooks that serve the back entrance onto the council member platform are 
above accessible reach range.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

City of Edmond - Municipal Court
Hallway - Page 3

The high drinking fountain in the council chambers lobby is a protruding object as 
its leading edge is above 27" above the floor.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches maximum 
horizontally into the circulation path.

An apron can be attached to the high drinking fountain unit that will bring 
its leading edge down to below 27" high.

The door to the Communications Center in the basement does not have any 
clearance on the pull side of the door where a clearance of 18" minimum is 
required.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.
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Hallway

Text:

Recommendation:

Violation #7 Cost: $2,146 Priority Level 3

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $2,146 Priority Level 3

Violation #9:

Standard:

Text:

Recommendation:

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

In the basement, the door into the open office area is not provided with the 
required door maneuvering clearance on the pull side of the door.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

City of Edmond - Municipal Court
Hallway - Page 4

The door into Storage B06 is only 24" wide.

2010 ADAAG 404.2.3 Door and Gate Clear Width. 

Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

The door into Storage B06 should be replaced with a door that provides 
32" minimum clear width.

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.
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Hallway

Violation #9 Cost: $2,186 Priority Level 6

High Priority

Hallway Total $13,163 Medium Priority

Low Priority

City of Edmond - Municipal Court
Hallway - Page 5
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
NA
No

Violation #1:

Standard:

Text:

Recommendation:

Phil Jones Contact Phone: 405-359-4518

35°39'15.6"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'45.9"W

Where toilet facilities and bathing facilities are provided, they shall 
comply with 213. Where toilet facilities and bathing facilities are provided 
in facilities permitted by 206.2.3 Exceptions 1 and 2 not to connect stories 
by an accessible route, toilet facilities and bathing facilities shall be 
provided on a story connected by an accessible route to an accessible 
entrance.

The restroom will need to be completely reconstructed in order to achieve 
full compliance.

City of Edmond
BUILDING REPORT

Facility Name: Municipal Court

  2010 ADAAG 213.1 General.

101 E. 1st Street

General Restroom Notes:

There are 10 restrooms in this building.  Only one restroom, the 1st floor 
Women's Restroom in the municipal court side of the building, is substantially 
compliant.  A couple of the restrooms appear to have been recently upgraded  or 
recently constructed but did not achieve full compliance.  

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

1st Floor Office Restroom - This restroom does not include any accessible 
elements or plumbing fixtures.  The door only provides 25 1/2" clear width where 
32" is required; the door does not have any door maneuvering clearance on the 
pull side of the door where 18" is required; and none of the plumbing fixtures are 
accessible.
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Restrooms

Violation #1 Cost: $12,915 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,146 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $233 Priority Level 5

Violation #4:

Standard:

Men's Restroom - The flush control on the water closet is located on the wrong 
side.

 2010 ADAAG 604.9.5 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309.2 Clear Floor Space and 309.4 Operation) 
and shall be installed 36 inches maximum above the finish floor. Flush 
controls shall be located on the open side of the water closet except in 
ambulatory accessible compartments complying with (604.8.2 Ambulatory 
Accessible Compartments). 

The flush control must be modified and relocated to the open side of the 
water closet.

Men's Restroom - The door into the restroom has both a closer and a latch and 
does not have any door maneuvering clearance on the push side of the door.  A 
minimum of 12" is required on the push side of the door.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

Men's Restroom (City Council Lobby) - The wall mounted hand dryer extends 
more than 4" from the wall and is within the required door maneuvering clearance 
when exiting the restroom.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

City of Edmond - Municipal Court
Restrooms - Page 2
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Restrooms

Text:

Recommendation:

Violation #4 Cost: $476 Priority Level 8

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $700 Priority Level 5

Violation #6:

Standard:

Text:

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The hand dryer should be relocated to an area that is not within a 
circulation path.

Men's Restroom (City Council Lobby), Women's Restroom (City Council Lobby), 
Women's Restroom (Basement) - The flush control at the accessible water closet 
is located on the wrong side.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309.2 Clear Floor Space and 309.4 Operation) 
and shall be installed 36 inches maximum above the finish floor. Flush 
controls shall be located on the open side of the water closet except in 
ambulatory accessible compartments complying with (604.8.2 Ambulatory 
Accessible Compartments). 

The flush control must be modified and relocated to the open side of the 
water closet.

Men's Restroom (City Council Lobby) - The accessible toilet compartment door 
does not have a door pull on the exterior of the door. The toilet compartment door 
does not self-close on the Men's or Women's restrooms in the city council lobby 
area.

 2010 ADAAG 604.8.1.2 Doors. 

City of Edmond - Municipal Court
Restrooms - Page 3

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum.
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Restrooms

Text:
Pt 2

Recommendation:

Violation #6 Cost: $400 Priority Level 6

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $81 Priority Level 8

Violation #8:

Standard:

Text:

 2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space.

 A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

Men's Restroom (City Council Lobby); Women's Restroom (City Council Lobby) -
The coat hook on the accessible toilet compartment door is 60 3/4" high where 
48" maximum is required.

A door pull must be installed on the exterior of the accessible toilet 
compartment doors.

Doors shall be located in the front partition or in the side wall or partition 
farthest from the water closet. Where located in the front partition, the 
door opening shall be 4 inches maximum from the side wall or partition 
farthest from the water closet. Where located in the side wall or partition, 
the door opening shall be 4 inches maximum from the front partition. The 
door shall be self-closing. A door pull complying with (404.2.7 Door and 
Gate Hardware) shall be placed on both sides of the door near the latch. 
Toilet compartment doors shall not swing into the minimum required 
compartment area.

City of Edmond - Municipal Court
Restrooms - Page 4

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The coat hook on the toilet compartment doors must be lowered to 48" 
high maximum.

Men's Restroom (City Council Lobby) - The centerline of the lavatory is 13 1/2" 
from the wall where 15" minimum is required.
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Restrooms

Recommendation:

Violation #8 Cost: $1,875 Priority Level 4

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $863 Priority Level 6

Violation #10:

Standard:

Text:

The lavatory must be relocated so that the centerline of the lavatory is 15" 
minimum from the sidewall.

Women's Restroom (City Council Lobby); Men's Restroom (Basement); Women's 
Restroom (Basement) - The room signs are located on the doors where they must 
be located on the walls along side the door.

 2010 ADAAG 703.4.2 Installation Height and Location. 

 Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

The room signs must be relocated to the adjacent walls alongside the latch 
side of the doors.

City of Edmond - Municipal Court
Restrooms - Page 5

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum.

 2010 ADAAG 604.8.1.2 Doors. 

Women's Restroom (City Council Lobby) - The accessible toilet compartment 
door is located directly in front of the water closet.  The door must be located 
diagonal from the water closet.
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Restrooms

Text:
Pt 2

Recommendation:

Violation #10 Cost: $2,168 Priority Level 4

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $476 Priority Level 9

Violation #12:

Standard:

Women's Restroom (Court Lobby) - The entry door is provided with both a closer 
and latch.  The nearby column is located within the 48" deep required door 
maneuvering clearance.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Doors shall be located in the front partition or in the side wall or partition 
farthest from the water closet. Where located in the front partition, the 
door opening shall be 4 inches maximum from the side wall or partition 
farthest from the water closet. Where located in the side wall or partition, 
the door opening shall be 4 inches maximum from the front partition. The 
door shall be self-closing. A door pull complying with (404.2.7 Door and 
Gate Hardware) shall be placed on both sides of the door near the latch. 
Toilet compartment doors shall not swing into the minimum required 
compartment area.

City of Edmond - Municipal Court
Restrooms - Page 6

The mirror must be lowered so that the bottom edge of the reflective 
surface is 40" maximum high.

The front partition of the accessible toilet compartment must be modified 
so that the door is located diagonal from the water closet.

Women's Restroom (City Council Lobby) - The mirror above the accessible 
lavatory is 51 3/4" high to the bottom of the mirror where 40" maximum is 
required.

 2010 ADAAG 603.3 Mirrors.

Mirrors located above lavatories or countertops shall be installed with the 
bottom edge of the reflecting surface 40 inches maximum above the finish 
floor or ground. Mirrors not located above lavatories or countertops shall 
be installed with the bottom edge of the reflecting surface 35 inches 
maximum above the finish floor or ground. 
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Restrooms

Text:

Recommendation:

Violation #12 Cost: $2,146 Priority Level 4

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $541 Priority Level 6

Violation #14:

Standard:

Text:

Recommendation:

Violation #14 Cost: $61 Priority Level 5

City of Edmond - Municipal Court
Restrooms - Page 7

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

The exposed pipes must be wrapped or otherwise protected against 
contact.

 2010 ADAAG 608.7 Thresholds.

Thresholds in roll-in type shower compartments shall be 1/2 inch high 
maximum in accordance with (303 Changes in Level). In transfer type 
shower compartments, thresholds 1/2 inch high maximum shall be 
beveled, rounded, or vertical.

The shower threshold must be modified to create 1/2" maximum high 
threshold.

Women's Restroom (Basement) - The exposed lavatory drain and water lines are 
not protected against contact.

 2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

Women's Restroom (Basement) - The transfer shower stall includes 1" threshold 
where 1/2" maximum is required.
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Restrooms

Violation #15:

Standard:

Text:

Recommendation:

Violation #15 Cost: $2,146 Priority Level 4

Violation #16:

Standard:

Text:

Recommendation:

Violation #16 Cost: $2,348 Priority Level 8

Violation #17:

City of Edmond - Municipal Court
Restrooms - Page 8

Men's Restroom (Basement) - A dressing bench is provided that is 18" long, 14" 
deep and 18" high.  If a bench is provided it must be fully accessible as described 
below.

A power door operator would alleviate the door maneuvering clearance 
requirements on the pull side of the door.

Men's Restroom (Basement) - The centerline of the water closet is 19 1/2" from 
the sidewall where 16"-18" is required.

 2010 ADAAG 604.2 Water Closets Location. 

 The water closet shall be positioned with a wall or partition to the rear 
and to one side. The centerline of the water closet shall be 16 inches 
minimum to 18 inches maximum from the side wall or partition, except 
that the water closet shall be 17 inches minimum and 19 inches maximum 
from the side wall or partition in the ambulatory accessible toilet 
compartment specified in (604.8.2 Ambulatory Accessible Compartment). 
Water closets shall be arranged for a left-hand or right-hand approach.

The water closet must be relocated to achieve a centerline dimension of 
16"-18" from the sidewall.

Men's Restroom (Basement) - When exiting the restroom the door is required to 
have 18" clearance on the pull side of the door for depth of 60".  The lavatory 
obstructs this required clearance.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.
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Restrooms

Standard:

Text:

Recommendation:

Violation #17 Cost: $621 Priority Level 6

Violation #18:

Standard:

Text:

Recommendation:

Violation #18 Cost: $1,903 Priority Level 4

High Priority

Restrooms Total $32,099 Medium Priority

Low Priority

City of Edmond - Municipal Court
Restrooms - Page 9

 2010 ADAAG 305.2 Floor or Ground Surfaces. 

EXCEPTION:  Slopes not steeper than 1:48 shall be permitted.

The restroom floor must be modified so that the slope to the floor drain 
and the slope to the shower stall does not exceed 1:48 (2%)

 2010 ADAAG 903.3 Benches Size.
2010 ADAAG 903.4 Benches Back Support.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.
The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally.

If a bench is to be provided, it must be accessible and be 42" long 
minimum and 20"-24" deep with a back support.

Men's Restroom (Basement) - The slope in front of the shower stall is 14.8% and 
the slope to the floor drain is 12.4%.  The slopes in the restroom must not exceed 
1:48 (2%) in all directions.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $3,243 Priority Level 4

High Priority

Break Rooms Total $3,243 Medium Priority

Low Priority

City of Edmond
BUILDING REPORT

Municipal Court

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'45.9"W35°39'15.6"N

101 E. 1st Street

General Break Room Notes:

There is one break room in the building and it is located in the basement.  The 
break room is provided with a cooktop and does not provide an accessible sink.

Does the facility have a break room?  
Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

The basement break room sink is 35 3/4" high and is not provided with the 
required knee and toe clearance for a forward approach.  A range/oven is 
provided; therefore, the sink must have knee clearance.

 2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space. 

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided.

The sink must be modified to provide a height of 34" maximum and to 
provide a knee and toe clearance for a forward approach.

24 of 34



Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $267 Priority Level 4

City of Edmond
BUILDING REPORT

Municipal Court

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

 2010 ADAAG 221.4 Designated Aisle Seats.

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'45.9"W35°39'15.6"N

101 E. 1st Street

General Misc Notes:

The courtroom and council chambers include fixed audience seating and jury 
seating.  Both the courtroom and council chambers are lacking aisle seats with 
folding or removable armrests as required.  It was not apparent whether the 
courtroom and the council chambers are equipped with an assisted listening 
system, so it was assumed in this report that such a system was not provided.

Drinking fountains are provided in the basement and court lobby areas but no 
fountains for standing persons are provided.   

There is a public non-pay telephone in the court lobby; however, it is located out 
of accessible reach range.

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

None of the fixed aisle seats within the audience seating in the courtroom include 
folding or removable armrests.  5% of the aisle seats must have a moveable or 
removable armrests and must be designated by a marker.

 At least 5 percent of the total number of aisle seats provided shall comply 
with 802.4 and shall be the aisle seats located closest to accessible routes.

At least one aisle seat must provide a folding or removable armrest and 
must be marked to somehow designated it as having such.
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Misc

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $267 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $267 Priority Level 4

Violation #4:

Standard:  2010 ADAAG 219.2 Required Systems.

63 fixed audience seats are provided in the city council chambers.  Only two 
accessible seating's are provided (by way of removable seats).  Three accessible 
seats are required to be provided.

  2010 ADAAG 221.2.1.1 General Seating. 

Wheelchair spaces complying with 802.1 shall be provided in accordance 
with Table 221.2.1.1. 

At least one additional wheelchair seating space must be provided in the 
council chambers seating arrangement and it must be served by a 
companion seat.

None of the aisle seats in the city council  audience seating include folding or 
removable armrests.  1% of the aisle seats must have a moveable or removable 
armrests and must be designated by a marker.

 2010 ADAAG 221.4 Designated Aisle Seats.

At least 5 percent of the total number of aisle seats provided shall comply 
with 802.4 and shall be the aisle seats located closest to accessible routes.

At least one additional wheelchair seating space must be provided in the 
council chambers seating arrangement and it must be served by a 
companion seat.

The city council chambers and courtroom are areas where audible communication 
is integral to the use of the space.  An assisted listening system is required.  At the 
time of evaluation it could not be determined if an assisted listening system was 
provided.  This report assumes that one is not provided.

City of Edmond - Municipal Court
Miscellaneous - Page 2
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Misc

Text:

Recommendation:

Violation #4 Cost: $11,606 Priority Level 4
 

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $8,593 Priority Level 8

Violation #6:

Standard:

Text:

  2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

 Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

City of Edmond - Municipal Court
Miscellaneous - Page 3

In each assembly area where audible communication is integral to the use 
of the space, an assistive listening system shall be provided.

Investigate whether the council chambers and courtroom are equipped 
with an assisted listening system.  If not, one will is required to be 
installed in each area.

One drinking fountain provided in the court lobby area.  This drinking fountain is 
accessible but no drinking fountain is provided to serve standing persons with a 
spout height of 38"-43".

One drinking fountain is provided in the basement area.  This drinking fountain is 
accessible but no drinking fountain is provided to serve standing persons with a 
spout height of 38"-43".

 2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

A drinking fountain unit to serve standing persons must be installed in the 
court lobby and in the basement area.

The public (non-pay) telephone in the court lobby is located at 57" high to the 
highest operable control.  
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Misc

Recommendation:

Violation #6 Cost: $681 Priority Level 9

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $589 Priority Level 9

High Priority

Miscellaneous Total $22,270 Medium Priority

Low Priority

The court lobby telephone must be relocated to be within accessible reach 
range.  The highest operable control must not be higher than 48" above the 
floor.

The counter serving the public telephone in the court lobby is 41" high.

City of Edmond - Municipal Court
Miscellaneous - Page 4

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

The counter serving the telephone must be lowered to a height of 28"-34".

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.
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Municipal Court

Parking Violation 1 - The 
accessible parking signs are too 
low.

AR Violation 1 - No accessible route 
is provided to the raised judge's 
bench area.

AR Violation 1 - No accessible route 
is provided to the raised witness 
stand.

AR Violation 2 - The door into the 
judge's chambers does not have the 
required 18" clearance on the pull 
side of the door.

AR Violation 3 - The wall mounted 
television is along the circulation 
path onto the bench area and is a 
protruding object.

AR Violation 4 - Back entrance into 
the city council chambers area 
includes steps.  There is no 
accessible back entrance into the 
council chambers.

AR Violation 4 - The door into the 
council chambers area includes a 
change in level at the door 
threshold.
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Municipal Court

AR Violation 5 - The ramp to the 
council member area does not have 
edge protection.

AR Violation 6 - The ramp only 
provides 32" clear width where 36" 
minimum is required between the 
handrails.

AR Violation 6 - The ramp width is 
reduced further to 30" at the top of 
the ramp.

AR Violation 7 - The ramp handrail 
extensions are not parallel with the 
landing surface.

AR Violation 8 - The running slope 
of this ramp is 8.9% where 8.33%
maximum is required.

AR Violation 10 - The lower 
segment of this ramp has a 
running slope of 9% where 8.33% 
maximum is required.

AR Violation 11 - No accessible route 
is provided to the bench.

Hallway Violation 1 - This door does 
not have the required 60" deep 
maneuvering clearance required on 
the pull side of the door.

Hallway Violation 2 - The AED 
cabinets in the facility are 
protruding objects.
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Municipal Court

Hallway Violation 3 - A few of the 
doors are equipped with knob 
hardware that requires twisting to 
operate.

Hallway Violation 4 - The door does 
not have the required 18" minimum 
clearance on the pull side of the 
door and is equipped with knob 
hardware.

Hallway Violation 5 - The coat hooks 
serving the council chambers 
entrance are above accessible reach 
range.

Hallway Violation 6 - The high 
side of this drinking fountain is a 
protruding object.

Hallway Violation 7 - The door into 
the communications center does not 
have the required 18" minimum 
clearance on the pull side of the 
door.

Hallway Violation 8 - The door into 
the open office area does not have 
the required 18" minimum clearance 
on the pull side of the door.

Hallway Violation 9 - The door into 
the storage room is only 24" wide.

RR Violation 1 - The restroom 
serving the office area does not 
include any accessible fixtures or a 
wheelchair turning space.

RR Violation 2 - The door into the 
restroom does not have the required 
12" minimum clearance on the push 
side of the door.
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Municipal Court

RR Violation 3 - The flush control 
is located on the wrong side of the 
water closet.

RR Violation 4 - The hand dryer 
obstructs the required door 
maneuvering clearance when 
exiting the restroom.

RR Violation 5 - The flush control 
is located on the wrong side of the 
water closet.

RR Violation 5 - The flush control 
is located on the wrong side of the 
water closet.

RR Violation 8 - The centerline of 
the lavatory is 13-1/2" from the 
wall where 15" minimum is 
required.

RR Violation 9 - The restroom signs 
are located on the face of the door 
instead of on the latch side of the 
door.

RR Violation 10 - The door into the 
accessible toilet compartment is 
located directly in front of the 
water closet.

RR Violation 11 - The mirror is 
located at 51-3/4" above the floor 
where 40" maximum is required.

RR Violation 12 - The column 
obstructs the required door 
maneuvering clearance at the 
restroom door.
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Municipal Court

RR Violation 14 - The lavatory 
pipes are not protected against 
contact.

RR Violation 15 - The lavatory 
obstructs the required door 
maneuvering clearance when exiting 
the restroom.

RR Violation 16 - The centerline 
of the water closet is 19-1/2" 
where 16"-18" is required.

RR Violation 18 - The slope in front 
of the shower stall is 14.8% and the 
slope to the floor drain is 12.4%.

BR Violation 1 - The basement break 
room sink is 35 3/4" high and is not 
provided with the required knee and 
toe clearance for a forward approach.

Misc Violation 1 - None of the fixed 
aisle seats within the audience 
seating in the courtroom include 
folding or removable armrests.

Misc Violation 2 - 63 fixed audience 
seats are provided in the city council 
chambers. Only two accessible seats 
are provided (by way of removable 
seats).

Misc Violation 3 - None of the aisle 
seats in the city council audience 
seating include folding of removable 
armrests.

Misc Violation 5 - No drinking 
fountain provided to serve standing 
persons.
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Municipal Court

Misc Violation 5 - No drinking 
fountain provided to serve standing 
persons.

Misc Violation 6/7 - The public
(non-pay) telephone in the court 
lobby is located at 57" high to the 
highest operable control.  The shelf 
is too high.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 16
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? Yes

Accessible parking is provided to serve the Planning/Public Works building. The 
parking is substantially compliant except that one additional accessible parking 
space is required in the east parking lot.   

General Parking Notes:

There are 57 total parking spaces in the east parking lot.  Two spaces are 
designated as accessible with signs and striping.  The two accessible spaces are 
98" wide with a shared 92" wide access aisle (measured from centerline of 
stripes).  As these are existing spaces, this is acceptable.  However, three 
accessible parking spaces are required within this lot due to the total number of 
parking spaces provided.

There are 16 total parking spaces along the south side of E. Main Street with one 
designated as van accessible.  This space is substantially compliant but the 
striping is fading and should be re-striped.

City of Edmond
BUILDING REPORT

Planning & Public Works

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'17.3"N

Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W

10 S. Littler Ave.

General Parking Notes:
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Parking

Total Parking Spaces - East parking lot. 57
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,507 Priority Level 3

High Priority

Parking Violations Total $2,507 Medium Priority

Low Priority

Three accessible parking spaces are required in the east parking lot and only two 
are provided.  Three accessible parking spaces are required for 51-75 total parking 
spaces.

2010 ADAAG 208.2 Minimum Number. 

City of Edmond - Planning & Public Works 
Parking - Page 2

An additional accessible parking space must be created that is 96" 
minimum wide and served by a 96" minimum wide access aisle.

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $316 Priority Level 4

High Priority

Accessible Route Total $316 Medium Priority

Low Priority

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Planning & Public Works

The path of travel from the accessible parking to the to main public entrance 
includes a +/- 1" change in level on the west side of the building where a sidewalk 
panel has heaved.

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W35°39'17.3"N

10 S. Littler Ave.

The accessible route from the accessible parking to the public entrance is 
generally compliant except for one level change where a sidewalk panel has 
heaved. 

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

The change in level could be ground down or the sidewalk panel could be 
replaced.
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $8,280 Priority Level 3

High Priority

Entrance Total $8,280 Medium Priority

Low Priority

Phil Jones 405-359-4518Contact Phone:

35°39'17.3"N

The north side employee only entrance is not accessible.  This entrance is served 
by stairs.  There did not appear to be an accessible secure employee entrance into 
this building.  At least one secure employee entrance must be accessible.

2010 ADAAG 206.4.7 Accessible Routes Restricted Entrances.

Where restricted entrances are provided to a building or facility, at least 
one restricted entrance to the building or facility shall comply with 404.

At least one secure employee entrance must be accessible.  This north side 
entrance directly serves the nearby van accessible parking space.

City of Edmond
BUILDING REPORT

Facility Name: Planning & Public Works

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W

10 S. Littler Ave.

General Entrance Notes:

The building includes both public and employee entrances.  The main public 
entrance is substantially compliant.  There is no accessible secure employee 
entrance.

Is the main entry door accessible?
Is there an alternate door that is accessible?
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $311 Priority Level 8

Phil Jones Contact Phone: 405-359-4518

35°39'17.3"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

The AED in the first floor lobby area is a protruding object as it extends 7" from 
the wall into the circulation path.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The AED cabinet needs to be relocated to an area that is not in a 
circulation path or provided with a cane detection barrier.

City of Edmond
BUILDING REPORT

Facility Name: Planning & Public Works

Do the doors have proper maneuvering clearances?

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W

10 S. Littler Ave.

General Hallway Notes:

The hallways that were evaluated exist only where the restroom core is located.  
The rest of the building is a more open office layout.  Generally speaking the 
hallways are substantially compliant., however, signage and door maneuvering 
clearance issues have been noted in this section regarding offices and other 
spaces.

Does this facility have any hallways? 
Do the doors have compliant hardware?
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Hallway

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $288 Priority Level 6

Violation #3:

Standard:

Text:

City of Edmond - Planning & Public Works 
Hallway - Page 2

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall.

The room sign must be relocated to the nearest adjacent wall.

Coats 102 - The room sign is located on the face of the door where it must be 
located on the nearest wall surface when no wall surface is provided on the latch 
side of the door.  The sign is also too high at 63" to the centerline of the sign.

2010 ADAAG 703.4.2 Installation Height and Location.

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

The room signs at 119, 120, 125, 127, 209, 217, 222, 223, 224, 225, 226 are not 
located alongside the latch side of the doors into these spaces.  

2010 ADAAG 703.4.2 Installation Height and Location.
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Hallway

Text:
Pt 2

Recommendation:

Violation #3 Cost: $3,163 Priority Level 6

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,146 Priority Level 12

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $311 Priority Level 8

City of Edmond - Planning & Public Works 
Hallway - Page 3

Signs containing tactile characters shall be located so that a clear floor 
space of 18 inches minimum by 18 inches minimum, centered on the 
tactile characters, is provided beyond the arc of any door swing between 
the closed position and 45 degree open position. 

The artwork should be relocated so that it is not within a circulation path.

The room signs must be relocated to the latch side of the doors.  This may 
require the signs to be installed on the glass adjacent to the doors.

Door 208 - This door has 17 1/2" clearance on the pull side of the door where 18" 
minimum is required.

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance.

The door frame could be relocated to allow for the 18" clearance on the 
pull side of the door or an auto door operator could be installed.

The wall mounted "Lunch Atop the Rockefeller Center" sculpture in the stairway 
is a protruding object as it extends 9" into the circulation path.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.
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Hallway

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,010 Priority Level 4

High Priority

Hallway Total $8,229 Medium Priority

Low Priority

City of Edmond - Planning & Public Works 
Hallway - Page 4

The area under the stairway near the west side entrance doors must have a barrier 
to prevent persons with vision impairments from entering this area due to the 
limited head room.

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

The area under the stairway could easily be infilled with a wall and this 
would prevent anyone from accessing that area.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
No
No
Yes
Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $476 Priority Level 8

Phil Jones Contact Phone: 405-359-4518

35°39'17.3"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The paper towel dispenser must be relocated so that it is not located within 
a circulation path.

City of Edmond
BUILDING REPORT

Facility Name: Planning & Public Works

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

10 S. Littler Ave.

General Restroom Notes:

There is a set of men's and women's restrooms on the 1st and 2nd floors.  The 
restrooms do appear to have been modified to accommodate an accessible toilet 
compartment and other fixtures.  There are some minor issues with the water 
closet flush valve locations as they obstruct the required rear grab bar locations or 
are on the wrong side.  There are also some minor issues with the overall size of 
the accessible toilet compartments.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Women's Restroom 112 - The surface mounted paper towel dispenser is a 
protruding object.
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Restrooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $92 Priority Level 6

Violation #3:

Standard:

Text:

City of Edmond - Planning & Public Works 
Restrooms - Page 2

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall.

Women's Restroom 112 - The accessible toilet compartment is 59" wide where 
60" wide minimum is required.  The clearance from the rear wall to the door latch 
is 58" where a minimum clearance of 59" is required since the water closet is 
floor mounted.

2010 ADAAG 604.8.1.1 Size. 

Women's Restroom 112 - The door into the accessible toilet compartment does 
not have a door pull on the exterior of the door.

 ADAAG 604.8.1.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

A door pull must be installed on both sides of the accessible toilet 
compartment door.
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Restrooms

Text:
PT 2

Recommendation:

Violation #3 Cost: $4,346 Priority Level 12

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $233 Priority Level 5

Violation #5:

Standard:

Text:

Wheelchair accessible compartments for children's use shall be 60 inches 
wide minimum measured perpendicular to the side wall, and 59 inches 
deep minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

City of Edmond - Planning & Public Works 
Restrooms - Page 3

The accessible toilet compartment is out of compliance 1" in width and in 
the distance from the rear wall to the door latch.  The stall is not 
compliance but this is within a reasonable tolerance.

Women's Restroom 112 - The flush control on the water closet is located on the 
wrong side.  The flush control must be located on the open side of the water 
closet.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

The flush control must be modified to be located on the open side of the 
water closet.

Women's Restroom 112 - The flush control obstructs the gripping surface of the 
rear grab bar.

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

2. Where an administrative authority requires flush controls for flush 
valves to be located in a position that conflicts with the location of the rear 
grab bar, then the rear grab bar shall be permitted to be split or shifted to 
the open side of the toilet area.
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Restrooms

Recommendation:

Violation #5 Cost: $233 Level 6

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $476 Priority Level 8

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $40 Priority Level 8

Violation #8:

Standard:

City of Edmond - Planning & Public Works 
Restrooms - Page 4

Women's Restroom 112 - The coat/purse hook on the toilet compartment door is 
66" high where 48" maximum is required.

The flush control must be modified so that it does not obstruct the gripping 
surface of the rear grab bar.

Women's Restroom 112 - The toilet seat cover dispenser is 61" to the opening 
where 48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The toilet seat cover must be lowered so that the opening is 48" maximum 
high above the floor.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The hook must be lowered or an additional hook installed at height of 48" 
high above the floor.

Men's Restroom 111 - The surface mounted paper towel dispenser is a protruding 
object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.
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Restrooms

Text:

Recommendation:

Violation #8 Cost: $476 Priority Level 8

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $90 Priority Level 6

Violation #10:

Standard:

City of Edmond - Planning & Public Works 
Restrooms - Page 5

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

Men's Restroom 111 - The rear grab bar is located 19 1/2" from the sidewall 
where 6" maximum is required.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The paper towel dispenser must be relocated so that it is not located within 
a circulation path.

Men's Restroom 111 - The door into the accessible toilet compartment does not 
have a door pull on the exterior of the door.

 ADAAG 604.8.1.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

A door pull must be installed on both sides of the accessible toilet 
compartment door.
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Restrooms

Text:

Recommendation:

Violation #10 Cost: $476 Priority Level 6

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $4,346 Priority Level 5

Violation #12:

Standard:

Text:

City of Edmond - Planning & Public Works 
Restrooms - Page 6

Men's Restroom 111 - The coat hook on the compartment door is 66" high where 
48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The accessible toilet compartment will need to be modified to allow for 
the 59" minimum clearance from the rear wall to the door latch.

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

The rear grab bar must be relocated so that the end of the grab bar is no 
further than 6" from the sidewalk.

Men's Restroom 111 - The accessible toilet compartment has a 58 1/2" clearance 
from the rear wall to the door latch.  A clearance of 59" minimum is required 
since the water closet is floor mounted.

2010 ADAAG 604.8.1.1 Size. 

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 
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Restrooms

Recommendation:

Violation #12 Cost: $40 Priority Level 8

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $92 Priority Level 6

Violation #14:

Standard:

Text:

City of Edmond - Planning & Public Works 
Restrooms - Page 7

 ADAAG 604.8.1.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

A door pull must be installed on both sides of the accessible toilet 
compartment door.

Men's Restroom 211 - The rear grab bar is located 20" from the sidewall where 6" 
maximum is required.

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The hook must be lowered or an additional hook installed at height of 48" 
high above the floor.

Men's Restroom 211 - The door into the accessible toilet compartment does not 
have a door pull on the exterior of the door.

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 
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Restrooms

Recommendation:

Violation #14 Cost: $476 Priority Level 6

Violation #15:

Standard:

Text:

Recommendation:

Violation #15 Cost: $40 Priority Level 8

Violation #16:

Standard:

Text:

Recommendation:

Violation #16 Cost: $476 Priority Level 8

Violation #17:

City of Edmond - Planning & Public Works 
Restrooms - Page 8

Women's Restroom 212 -  The door into the accessible toilet compartment does 
not have a door pull on the exterior of the door.

The hook must be lowered or an additional hook installed at height of 48" 
high above the floor.

Men's Restroom 211 - The toilet seat cover dispenser is 56" to the opening where 
48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The toilet seat cover must be lowered so that the opening is 48" maximum 
high above the floor.

The rear grab bar must be relocated so that the end of the grab bar is no 
further than 6" from the sidewalk.

Men's Restroom 211 - The coat hook on the compartment door is 66" high where 
48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 
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Restrooms

Standard:

Text:

Text:
Pt 2

Recommendation:

Violation #17 Cost: $92 Priority Level 6

Violation #18:

Standard:

Text:

Recommendation:

Violation #18 Cost: $476 Priority Level 6

Violation #19:

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door 

side of the compartment and any obstruction shall be 42 inches minimum. 
Doors shall be located in the front partition or in the side wall or partition 
farthest from the water closet. Where located in the front partition, the 
door opening shall be 4 inches maximum from the side wall or partition 
farthest from the water closet. Where located in the side wall or partition, 
the door opening shall be 4 inches maximum from the front partition. The 
door shall be self-closing. A door pull complying with (404.2.7 Door and 
Gate Hardware) shall be placed on both sides of the door near the latch. 
Toilet compartment doors shall not swing into the minimum required 
compartment area.

 ADAAG 604.8.1.2 Doors. 

2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 

The rear grab bar must be relocated so that the end of the grab bar is no 
further than 6" from the sidewalk.

Women's Restroom 212 - The flush control on the water closet is located on the 
wrong side.  The flush control must be located on the open side of the water 
closet.

A door pull must be installed on both sides of the accessible toilet 
compartment door.

Women's Restroom - The rear grab bar is located 20 1/2" from the sidewall where 
6" maximum is required.

City of Edmond - Planning & Public Works 
Restrooms - Page 9
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Restrooms

Standard:

Text:

Text:
Pt 2

Recommendation:

Violation #19 Cost: $230 Priority Level 5

Violation #20:

Standard:

Text:

Recommendation:

Violation #20 Cost: $4,346 Priority Level 5

Violation #21:

Standard:

The accessible toilet compartment will need to be modified to allow for 
the 59" minimum clearance from the rear wall to the door latch.

Women's Restroom 212 - The coat hook on the compartment door is 66" high 
where 48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

The flush control must be modified to be located on the open side of the 
water closet.

Women's Restroom 212 - The accessible toilet compartment is 59" wide where 
60" wide minimum is required.  The clearance from the rear wall to the door latch 
is 57 3/4" where a minimum clearance of 59" is required since the water closet is 
floor mounted.

2010 ADAAG 604.8.1.1 Size. 

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls 

shall be located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

City of Edmond - Planning & Public Works 
Restrooms - Page 10
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Restrooms

Text:

Recommendation:

Violation #21 Cost: $40 Priority Level 8

Violation #22:

Standard:

Text:

Recommendation:

Violation #22 Cost: $476 Priority Level 8

High Priority

Restrooms Total $18,068 Medium Priority

Low Priority

Women's Restroom 212 - The toilet seat cover dispenser is 56" to the opening 
where 48" maximum is required.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The toilet seat cover must be lowered so that the opening is 48" maximum 
high above the floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

The hook must be lowered or an additional hook installed at height of 48" 
high above the floor.

City of Edmond - Planning & Public Works 
Restrooms - Page 11
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $476 Priority Level 8

Violation #2:

Standard:

City of Edmond
BUILDING REPORT

Planning & Public Works

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W35°39'17.3"N

10 S. Littler Ave.

General Break Room Notes:

There are two break rooms in this building neither of which are substantially 
compliant.  The sinks in both break rooms are too high at 36 1/2".  

Does the facility have a break room?  
Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

Break Room 108 - The surface mounted paper towel dispenser near the sink is a 
protruding object.  The surface mounted wooden suggestion box is also a 
protruding object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The paper towel dispenser must be relocated so that it is not located within 
a circulation path.

Break Room 108 - The sink counter is 36 1/2" high where the sink must be 34" 
maximum high.

2010 ADAAG 606.3 Lavatories and Sinks Height.
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Break Rooms

Text:

Recommendation:

Violation #2 Cost: $3,243 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $476 Priority Level 8

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $3,243 Priority Level 4

High Priority

Break Rooms Total $7,438 Medium Priority

Low Priority

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

The sink must be lowered to a height of 34" maximum.

Break Room 209 - The surface mounted paper towel dispenser near the sink is a 
protruding object.  The surface mounted wooden suggestion box is also a 
protruding object.

City of Edmond - Planning & Public Works 
Break Rooms - Page 2

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The paper towel dispenser must be relocated so that it is not located within 
a circulation path.

Break Room 209 - The sink counter is 36 1/2" high where the sink must be 34" 
maximum high.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

The sink must be lowered to a height of 34" maximum.
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $589 Priority Level 4

Violation #2:

Standard:

City of Edmond
BUILDING REPORT

Planning & Public Works

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 904.4.1 Parallel Approach.  

Steven Lewandowski Monday, January 05, 2015

Steven@accessology.com

97°28'46.1"W35°39'17.3"N

10 S. Littler Ave.

General Misc Notes:

There are no accessible reception counters.  An accessible portion of each public 
access counter that is 36" minimum in length and 36" maximum high must be 
provided.

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

The counters at the Reception and Permit Applications area are 43" high and no 
accessible portion of counter is provided.

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter. 

A 36" long portion of the reception counter must be lowered to 36" high.

The counter at the Engineering Dept reception area is 42" high and no accessible 
portion of counter is provided.

2010 ADAAG 904.4.1 Parallel Approach.  
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Misc

Text:

Recommendation:

Violation #2 Cost: $589 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $4,296 Priority Level 8

Violation #4:

Standard:

Text:

Recommendation:

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter. 

A 36" long portion of the reception counter must be lowered to 36" high.

One drinking fountain is provided in this facility on the first floor.  The unit is 
accessible regarding spout height and knee clearance. There is no drinking 
fountain provided for standing persons with the spout at 38"-43" high.

2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

An additional drinking fountain with a spout at 38"-43" high must be 
provided on the 1st floor.

The first floor drinking fountain is a protruding object as its leading edge is at 30" 
high and the unit extends 18" from the wall.  

City of Edmond - Planning & Public Works 
Miscellaneous - Page 2

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

An apron or other protective device must be provided at the drinking 
fountain.
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Misc

Violation #4 Cost: $414 Priority Level 4
 

High Priority

Miscellaneous Total $5,888 Medium Priority

Low Priority

City of Edmond - Planning & Public Works 
Miscellaneous - Page 3
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Public Works

Parking Violation 1 - Three 
accessible parking spaces are 
required for 51-75 total parking 
spaces. Only two are provided.

AR Violation 1 - The path of travel 
from the accessible parking to the to 
main public entrance includes a +/- 
1" change in level on the west side 
of the building where a sidewalk 
panel has heaved.

Entrance Violation 1 - At least one 
secure employee entrance must be 
accessible.

Hallway Violation 1 - The AED 
cabinet is a protruding object.

Hallway Violation 2 - The room sign 
is located on the face of the door 
and is too high.

Hallway Violation 3 -Typical room 
sign is not located alongside the 
door.

Hallway Violation 4 - Door has less 
than 18" clearance on the pull side of 
the door.
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Public Works

Hallway Violation 5 - The wall 
sculpture is a protruding object.

Hallway Violation 6 - The area 
under the stairs must be protected 
as the head room is less than 80".

RR Violation 1 - The paper towel 
dispenser is a protruding object.

RR Violation 2 - Toilet 
compartment door does have a 
door pull on the outside of the 
door.

RR Violation 4/5/6 - The flush control 
is located on the wrong side.  The 
flush control obstructs the gripping 
surface of the grab bar.  The seat 
cover dispenser is out of accessible 
reach range.

RR Violation 8 - The paper towel 
dispenser is a protruding object.

RR Violation 9 - The toilet 
compartment door does not have a 
door pull on the exterior of the door.

RR Violation 10 - The rear grab bar 
is located 19-1/2" from the sidewall 
where 6" maximum is required.

RR Violation 7/12 - The coat hook on 
the toilet compartment door is above 
accessible reach range.

26 of 28



Public Works

RR Violation 13 - The toilet 
compartment door does not have a 
door pull on the exterior of the door.

RR Violation 14 - The rear grab bar 
is located 20" from the sidewall 
where 6" maximum is required.

RR Violation 15 - The coat hook on 
the toilet compartment door is above 
accessible reach range.

RR Violation 16 - The seat cover 
dispenser is above accessible reach 
range.

RR Violation 17 - The toilet 
compartment door does not have a 
door pull on the exterior of the door.

RR Violation 18/19/22 - The rear 
grab bar is located 20-1/2" from 
the sidewall and the flush control is 
located on the wrong side.  The 
seat cover dispenser is above 
accessible reach range.

RR Violation 21 - The coat hook on 
the toilet compartment door is above 
accessible reach range.

BR Violation 1 - The wooden 
suggestion box is a protruding 
object.

BR Violation 2 - The sink is 36-1/2" 
high where 34" maximum is 
required.
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Public Works

BR Violation 3/4 - The paper towel 
dispenser is a protruding object and 
the sink is 36-1/2" high where 34" 
maximum is required.

Misc Violation 1 - The reception 
counters are 43" high and no 
accessible portion of counter is 
provided.

Misc Violation 2 - The reception 
counter is 42" high and no 
accessible portion of counter is 
provided.

Misc Violation 3 - Only one drinking 
fountain is provided in the facility. 
No drinking fountain for standing 
persons is provided.  This unit is 
also a protruding object.

BR Violation 1 - The paper towel 
dispenser is a protruding object.
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Parking

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 39
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Does parking comply? No

Violation #1:

Standard:

Text:

Recommendation:

The built-up curb ramp is located within the accessible parking access aisle.

 2010 ADAAG 406.5 Curb Ramp Location.

General Parking Notes:

City of Edmond
BUILDING REPORT

Visitors Bureau

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°38'37.7"N

Tuesday, January 06, 2015

steven@accessology.com

97°27'35.7"W

1030 S. Bryant Ave.

39 total parking spaces provided.  2 are designated accessible with signs. 

Curb ramps and the flared sides of curb ramps shall be located so that they 
do not project into vehicular traffic lanes, parking spaces, or parking 
access aisles. Curb ramps at marked crossings shall be wholly contained 
within the markings, excluding any flared sides.

Remove built-up curb ramp and install a compliant curb ramp cut into 
curb.
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Parking

Violation #1 Cost: $1,504 Priority Level 3

High Priority

Parking Violations Total $1,504 Medium Priority

Low Priority

City of Edmond - Visitor's Bureau
Parking - Page 2
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

 
entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $810 Priority Level 3

High Priority

Accessible Route Total $810 Medium Priority

Low Priority

The entrances into the facility are connected by sidewalk to the accessible parking 
spaces.  The sidewalk is substantially compliant except for a portion along the 
south side that connects to the curb ramp.  

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Visitors Bureau

The accessible route to the main entrance includes a 3.2% cross slope and a 6.2% 
running slope along the sidewalk.

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°27'35.7"W35°38'37.7"N

1030 S. Bryant Ave.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 5%. The 
cross slope of walking surfaces shall not be steeper than 2%.

Remove and replace sidewalk along south side of building to achieve 5% 
maximum running slope and 2% maximum cross slope.
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $288 Priority Level 3

Violation #2:

Standard:

Phil Jones 405-359-4518Contact Phone:

35°38'37.7"N

No compliant directional sign provided at the non-acessible entrance door at north 
side of building.  The existing sign says "Public entrance west side."

 2010 ADAAG 216.6 Entrances.

Where not all entrances comply with 404, entrances complying with 404 
shall be identified by the International Symbol of Accessibility complying 
with 703.7.2.1. Directional signs complying with 703.5 that indicate the 
location of the nearest entrance complying with 404 shall be provided at 
entrances that do not comply with 404. 

Install compliant directional sign at non-accessible entrance.

The secure employee entrance must be accessible if it is being used as an 
employee entrance.  This door has a 6" change in level, knob hardware and no 
pull side door maneuvering clearance.

 2010 ADAAG 206.4.7 Accessible Routes Restricted Entrances.

City of Edmond
BUILDING REPORT

Facility Name: Visitors Bureau

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°27'35.7"W

1030 S. Bryant Ave.

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

The west side entrance is the main public entrance.  There appears to be a 
secondary employee (secure) entrance on the north side of the building.
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Entrance

Text:

Recommendation:

Violation #2 Cost: $5,880 Priority Level 3

High Priority

Entrance Total $6,168 Medium Priority

Low Priority

City of Edmond - Visitor's Bureau
Entrance - Page 2

Where restricted entrances are provided to a building or facility, at least 
one restricted entrance to the building or facility shall comply with 404.

If used a restricted entrance, then this entrance must be accessible in 
addition to the main entrance.  The door and level change will need to be 
removed and proper door maneuvering clearance provided.
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $3,257 Priority Level 5

Violation #2:

Phil Jones Contact Phone: 405-359-4518

35°38'37.7"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Does the signage comply? 

Knob hardware provided throughout building (8 doors).  

 2010 ADAAG 404.2.7 Door and Gate Hardware.

 Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

Replace all knob hardware with lever type hardware.

Door into janitor closet provides 22" clear width.

City of Edmond
BUILDING REPORT

Facility Name: Visitors Bureau

Do the doors have proper maneuvering clearances?

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°27'35.7"W

1030 S. Bryant Ave.

General Hallway Notes:

Does this facility have any hallways? 
Do the doors have compliant hardware?

Two small hallways are provided, one near the restrooms and one near the 
employee entrance.
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Hallway

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,186 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,186 Priority Level 3

Violation #4:

Standard:

Text:

Remove door and install a new door that provides 32" minimum clear 
width.

 2010 ADAAG 404.2.3 Door and Gate Clear Width. 

 Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

Door into Aquatics Office has 15 1/2" on the pull side of the door where 18" 
minimum is required.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.

Modify door to provide 18" minimum clearance on the pull side of the 
door.

Door into Storage room has a hinge approach.  A hallway width of 60" minimum 
is required and a clearance of 36" minimum is required from the latch to the 
opposite wall (only 27 1/2" is provided).

2010 ADAAG 404.2.4.1 Swinging Doors and Gates. 

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.

City of Edmond - Visitor's Bureau
Hallway - Page 2
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Hallway

Recommendation:

Violation #4 Cost: $1,511 Priority Level 5

High Priority

Hallway Total $9,140 Medium Priority

Low Priority

Reverse hinge side of door to other side of door frame so that door has a 
latch approach.

City of Edmond - Visitor's Bureau
Hallway - Page 3
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $6,518 Priority Level 5

One set of men and women restrooms are provided. Neither restroom includes any 
accessible fixtures.   

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°27'35.7"W

 Where toilet facilities and bathing facilities are provided, they shall 
comply with 213. Where toilet facilities and bathing facilities are provided 
in facilities permitted by 206.2.3 Exceptions 1 and 2 not to connect stories 
by an accessible route, toilet facilities and bathing facilities shall be 
provided on a story connected by an accessible route to an accessible 
entrance.

Modify restroom to provide an accessible fixture for each type provided.  
Given the room size, it may need to be converted to a single user restroom.

City of Edmond
BUILDING REPORT

Facility Name: Visitors Bureau

 2010 ADAAG 213.1 General.

1030 S. Bryant Ave.

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Men Restroom - knob hardware on entry door, no accessible plumbing fixtures 
and no wheelchair turning space due to toilet stall partitions.

Phil Jones Contact Phone: 405-359-4518

35°38'37.7"N
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Restrooms

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $6,518 Priority Level 5

High Priority

Restrooms Total $13,036 Medium Priority

Low Priority

Women Restroom - knob hardware on entry door, no accessible plumbing fixtures 
and no wheelchair turning space due to toilet stall partitions.

Modify restroom to provide an accessible fixture for each type provided.  
Given the room size, it may need to be converted to a single user restroom.

City of Edmond - Visitor's Bureau
Restrooms - Page 2

 2010 ADAAG 213.1 General.

 Where toilet facilities and bathing facilities are provided, they shall 
comply with 213. Where toilet facilities and bathing facilities are provided 
in facilities permitted by 206.2.3 Exceptions 1 and 2 not to connect stories 
by an accessible route, toilet facilities and bathing facilities shall be 
provided on a story connected by an accessible route to an accessible 
entrance.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,691 Priority Level 5

High Priority

Break Rooms Total $2,691 Medium Priority

Low Priority

One break room is provided.  No stove or cooktop is provided.   

City of Edmond
BUILDING REPORT

Visitors Bureau

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Tuesday, January 06, 2015

steven@accessology.com

97°27'35.7"W35°38'37.7"N

1030 S. Bryant Ave.

General Break Room Notes:

Does the facility have a break room?  
Is there a stove or cooktop? 

Does the sink comply? 
Are the counters at 34” aff? 

Sink counter is 35 1/4" high.  

 2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Modify sink counter to provide a counter that is 28"-34" high above finish 
floor.
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Visitor Bureau

Parking Violation 1 - The curb ramp 
is not permitted to be located within 
the accessible parking access aisle.

AR Violation 1 - The path of travel to 
the accessible entrance has a 6.2%
running slope and is not treated as a 
ramp.

AR Violation 1 - The cross slope 
along the path of travel to the 
accessible entrance is 3.2%.  Cross 
slopes must not exceed 1:48 (2%).

Entrance Violation 2 - The secure 
employee entrance includes a 
significant change in level and knob 
hardware.  At least one secure 
entrance is required to be 
accessible, when provided.

Hallway Violation 1 - All of the 
doors are equipped with knob 
hardware.

Hallway Violation 2 - The door to 
the janitor's closet is 22" wide 
where 32" is required.

Hallway Violation 3 - The pull side of 
doors must have 18" minimum 
clearance.  A 15" clearance is 
provided here from an office.

Hallway Violation 4 - Door into 
Storage room has a hinge 
approach.  A hallway width of 60" 
minimum is required and a 
clearance of 36" minimum is 
required from the latch to the 
opposite wall (only 27 1/2" is 
provided).
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Visitor Bureau

RR Violation 1 - Room signs must be 
located along side the door on the 
latch side.  The room signs must 
include raised characters and braille.  
The door also must have accessible 
hardware (ie. lever type).

RR Violation 1 - No accessible 
lavatories are provided in the 
men's restroom.

RR Violation 1 - No accessible toilet 
compartment is provided in the 
men's restroom.

RR Violation 2 - Room signs must be 
located along side the door on the 
latch side.  The room signs must 
include raised characters and braille.  
The door also must have accessible 
hardware (ie. lever type).

RR Violation 2 - No accessible 
lavatories are provided in the 
women's restroom.

RR Violation 2 - No accessible toilet 
compartment is provided in the 
women's restroom.
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GPS ID Project Name Cost Projection
1 Arcadia Lake Office 213,910.00$          
2 Arcadia Lake Spring Creek Park 414,856.00$          
3 Bickham Rudkin Park and Dog Park 37,026.00$            
4 Chitwood Park 12,669.00$            
5 E.C. Hafer Park 409,968.00$          
6 Festival Market 29,315.00$            
7 Fink Park 184,948.00$          
8 Gossett Park 37,268.00$            
9 Kickingbird Golf Shop & Lounge Restaurant 87,657.00$            

10 Kickingbird Tennis Center 187,146.00$          
11 Mitch Park 221,584.00$          
12 Pelican Bay Aquatic Center 63,555.00$            
13 Service Blake Soccer Complex 183,712.00$          
14 Stephenson Park 121,350.00$          
15 Whispering Heights Park 19,197.00$            

2,224,161.00$       TOTAL

City of Edmond
ADA Self-Evaluation and Transition Plan Update

Park Cost Projection Summary
7/15/2015



Parking

Facility Information:

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 8

Total Accessible Parking Spaces: 0

Number of van accessible spaces: 0

Is the accessible parking substantially compliant? No

City of Edmond
PARK REPORT

Arcadia Lake Office

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'06.5"N

Wednesday, October 15, 2014
Steven@accessology.com

97°21'59.0"W

9000 E. 2nd Street

General Parking Notes:

The office building has two parking areas, one for employees located on the north 
side and a public area on the south side. 

General Parking Notes:

The public parking area has 11 parking spaces and one accessible parking space 
which is van accessible.  This parking space would be fully compliant if the ramp 
were removed from the access aisle and the access aisle marked.

The gated employee parking area has 8 parking spaces and no accessible parking.
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Parking

Total Parking Spaces - Public Parking Lot 11

Total Accessible Parking Spaces: 1

Number of van accessible spaces: 1

Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,507 Priority Level 3

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $1,504 Priority Level 3

 

The ramp must be removed from the access aisle and the sidewalk must be 
modified to accommodate a new curb ramp.

A van accessible parking space must be created in the employee parking 
area.

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility.

Visitor Parking Area - The ramp serving the accessible parking space is not 
permitted to be located with the access aisle.  

2010 ADAAG 502.4 Floor or Ground Surfaces. 

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted. 
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

Employee Parking Area - No accessible parking spaces are provided within the 
gated employee parking area.  At least one accessible parking (van accessible) 
space is required and must connect to an accessible employee entrance.  

2010 ADAAG 208.2 Minimum Number.  

City of Edmond - Arcadia Lake Office 
Parking - Page 2
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Parking

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $44 Priority Level 9

High Priority

Parking Violations Total $4,055 Medium Priority

Low Priority

2010 ADAAG 502.3.3 Access Aisle Marking. 

Access aisles shall be marked so as to discourage parking in them.   

The access aisle should be striped to discourage parking in the aisle.

Visitor Parking Area - The access aisle must be marked so as to discourage 
parking in it.

City of Edmond - Arcadia Lake Office 
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.3 Location. 
2010 ADAAG 203.9 General Exceptions Employee Work Areas.

 Accessible routes shall coincide with or be located in the same area as 
general circulation paths. Where circulation paths are interior, required 
accessible routes shall also be interior.

Spaces and elements within employee work areas shall only be required to 
comply with (206.2.8 Employee Work Areas), (207.1 Performance Areas 
and Speakers' Platforms), and (215.3 Fire Alarm Systems Employee Work 
Areas) and shall be designed and constructed so that individuals with 
disabilities can approach, enter, and exit the employee work area.  

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Arcadia Lake Office

No accessible interior route is provided from the office area to the shop area. 
Interior stairs are provided, so an accessible interior route is also required and in 
the same general area as the stairs.

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

97°21'59.0"W35°39'06.5"N

9000 E. 2nd Street

Since no accessible employee parking is provided, no accessible route is provided 
to either of the employee entrances on the north side of the building,  A route is 
provided from the accessible visitor parking to the main entrance but it is not in 
full compliance.  The connecting sidewalk to the observation platform includes 
excessive slopes and openings that will need to be remedied.  

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Text:
pt 2

Recommendation:

Violation #1 Cost: $49,244 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $10,212 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $27,600 Priority Level 4

Violation #4:

The ramp will need to be modified or reconstructed to create an 
intermediate landing so that each ramp run does not exceed 30" of rise.

The sidewalk leading from the visitor entrance doors towards the observation 
deck has a running slope of 9.1% for about 40 feet.  This exceeds the maximum 
allowable slope even for a ramp.

A compliant handrail must be installed on the north side of the ramp.

The ramp on the south side of the building serving the main entrance exceeds 30" 
in rise over its length.  An intermediate landing is required.

2010 ADAAG 405.6 Ramps Rise. 

The rise for any ramp run shall be 30 inches maximum. 

An interior accessible route must connect to the shop area.  This route may 
include a ramp, elevator or platform lift.

The ramp on the south side of the building serving the main entrance only has a 
handrail on one side (south side) of the ramp.

2010 ADAAG 505.2 Where Required. 

Handrails shall be provided on both sides of stairs and ramps. 

Employee work areas, or portions of employee work areas, other than 
raised courtroom stations, that are less than 300 square feet and elevated 7 
inches or more above the finish floor or ground where the elevation is 
essential to the function of the space shall not be required to comply with 
these requirements or to be on an accessible route. 

City of Edmond - Arcadia Lake Office 
Accessible Route - Page 2
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Accessible Route

Standard:

Text:

Recommendation:

Violation #4 Cost: $3,036 Priority Level 9

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $124 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:
This portion of sidewalk should be replaced so that the running slope does 
not exceed 1:20 (5%).  If a running slope greater than 5% is required then 
it must comply with ramp requirements.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48. 

 2010 ADAAG 403.3 Walking Surface Slope. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48. 

This portion of sidewalk should be replaced so that the running slope does 
not exceed 1:20 (5%).  If a running slope greater than 5% is required then 
it must comply with ramp requirements.

The sidewalk leading from the visitor entrance to the observation deck includes 
gaps that are 1-1/2" wide.

2010 ADAAG 302.3 Floor or Ground Surfaces Openings.  

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

The large gaps must be filled so that they are flush with the adjoining 
surfaces. 

The sidewalk connection to the observation deck has a running slope of 5.7% and 
is not treated as a ramp.

2010 ADAAG 403.3 Walking Surface Slope. 

City of Edmond - Arcadia Lake Office 
Accessible Route - Page 3
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Accessible Route

Violation #6 Cost: $455 Priority Level 9

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $124 Priority Level 4

Violation #8:

Standard:

Text:

Recommendation:

The sidewalk connection to the observation deck includes a 1-1/2" change in 
levels and a 1"gap.

2010 ADAAG 302.3 Floor or Ground Surfaces Openings.  

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

The large gaps must be filled so that they are flush with the adjoining 
surfaces. The change in level must be eliminated by grinding it down or by 
providing a fully compliant ramp.

There is no accessible route to the "wildlife viewing area" located adjacent to the 
west of the office building.  Access to this area is by way of a wood bridge that 
includes a significant changes in level and unstable ground surfaces.

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

The wood bridge must be modified so that there is no change in level to 
cross it.  A short ramp may be required on each end of the bridge.  The 
trail surface in this area must be modified so that it is firm, stable and slip 
resistant.

City of Edmond - Arcadia Lake Office 
Accessible Route - Page 4
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Accessible Route

Violation #8 Cost: $3,910 Priority Level 4

High Priority

Accessible Route Total $94,705 Medium Priority

Low Priority

City of Edmond - Arcadia Lake Office 
Accessible Route - Page 5
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $5,880 Priority Level 3

City of Edmond
PARK REPORT

Facility Name: Arcadia Lake Office

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

97°21'59.0"W

9000 E. 2nd Street

General Entrance Notes:

There are three entrances into the Arcadia Lake Project Office.  Two of these are 
employee only entrances and the south entrance is the public entrance which 
accesses the gift shop.  Neither of the employee entrances are accessible.  The 
public entrance includes an automatic door opener which was not operational and 
needs to be addressed as the slope in front of the door exceeds the 1:48 (2%) 
allowable.  

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°39'06.5"N

The two "employee only" entrances on the north side of the building are not 
accessible. Both doors are equipped with knob hardware and the exterior door 
into the shop area includes a 7.2% slope within the door maneuvering clearance.

2010 ADAAG 206.4.7 Accessible Routes Restricted Entrances. 

Where restricted entrances are provided to a building or facility, at least 
one restricted entrance to the building or facility shall comply with 404. 

At least one of the two employee only entrances must be modified to be 
accessible and also connect to the accessible parking space required in the 
employee parking area.
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Entrance

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,146 Priority Level 3

High Priority

Entrance Total $8,026 Medium Priority

Low Priority

The main visitor entrance door on the south side of the building is served by auto 
door opening device but it was not functioning at the time of this evaluation.

ADA Title II Regulations Part 35 § 35.133 Maintenance of accessible 
features.

(a) A public entity shall maintain in operable working condition those 
features of facilities and equipment that are required to be readily 
accessible to and usable by persons with disabilities by the Act or this part. 

The auto door opener must be properly maintained to ensure that it is 
operational all times.

City of Edmond - Arcadia Lake Office 
Entrance - Page 2
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
No
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $311 Priority Level 8

Violation #2:

City of Edmond
PARK REPORT

Facility Name: Arcadia Lake Office

Do the doors have proper maneuvering clearances?

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°21'59.0"W

9000 E. 2nd Street

General Hallway Notes:

The office building has one hallway.  There are various issues including knob 
hardware, improper door maneuvering clearance, non-compliant room signs, and 
a protruding object.

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°39'06.5"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

The fire extinguisher cabinet in the office hallway is a protruding object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits. 

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path. 

The fire extinguisher cabinet will either need to be modified to incorporate 
an apron that will bring its leading edge down to 27" above the floor or the 
cabinet may be relocated to another area that is not within the circulation 
path.

The two doors along the office hallway do not have the required 18" clearance on 
the pull side of the doors.
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Hallway

Standard:

Text:

Recommendation:

Violation #2 Cost: $4,292 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,443 Priority Level 5

High Priority

Hallway Total $7,046 Medium Priority

Low Priority

All of the 6 office doors are equipped with knob hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware. 

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides. 

The knob hardware must be replaced with lever type hardware or other 
hardware that does not require twisting of the wrist to operate.

Installation of auto door openers at these two doors will alleviate the 
maneuvering clearance requirements.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates.  

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.   

City of Edmond - Arcadia Lake Office 
Hallway - Page 2

 12 of 28



Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

City of Edmond
PARK REPORT

Facility Name: Arcadia Lake Office

2010 ADAAG 216.2 Designations. 

9000 E. 2nd Street

General Restroom Notes:

There are 3 restrooms in the office building (a men/women shared restroom, 
men's restroom and women's restroom as well as a locker room with a shower in 
the shop area).  

There is a set of men's and women's restrooms on the south side of the building 
near the main entrance.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

The 5 restroom signs are located on the face of the doors and are not a compliant 
sign type.

Interior and exterior signs identifying permanent rooms and spaces shall 
comply with 703.1, 703.2, and 703.5. Where pictograms are provided as 
designations of permanent interior rooms and spaces, the pictograms shall 
comply with 703.6 and shall have text descriptors complying with 703.2 
and 703.5. 

The 3 restroom signs must be replaced with compliant signs and they must 
be installed on the latch side of the doors.

Phil Jones Contact Phone: 405-359-4518

35°39'06.5"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°21'59.0"W
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Restrooms

Violation #1 Cost: $1,438 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $4,372 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $814 Priority Level 5

The doors into the Men's and Women's restrooms as well as the shop locker room 
are equipped with knob hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware. 

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides. 

The knob hardware must be replaced with lever type hardware or other 
hardware that does not require twisting of the wrist to operate.

The doors into all 3 office restrooms do not provide the required 32" minimum 
clear width.

 2010 ADAAG 404.2.3 Door and Gate Clear Width.  

Door openings shall provide a clear width of 32 inches minimum. Clear 
openings of doorways with swinging doors shall be measured between the 
face of the door and the stop, with the door open 90 degrees. Openings 
more than 24 inches deep shall provide a clear opening of 36 inches 
minimum. There shall be no projections into the required clear opening 
width lower than 34 inches above the finish floor or ground. Projections 
into the clear opening width between 34 inches and 80 inches above the 
finish floor or ground shall not exceed 4 inches.

The doors will need to be replaced and the openings modified to provide 
32" clear width doors.

City of Edmond - Arcadia Lake Office 
Restrooms - Page 2
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Restrooms

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $38,744 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,655 Priority Level 5

Violation #6:

Standard:

Text:

The men/women shared restroom and the men's and women's restrooms do not 
include any accessible plumbing fixtures or elements.  All 3 restrooms are not 
large enough to accommodate a wheelchair turning space as the rooms are only 
51" to 56" deep.  An absolute minimum restroom depth of 60" would be required.

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms. 

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603. 

The 3 restrooms must be fully accessible and due to their size will require 
complete reconstruction to achieve full compliance.

The shop locker room shower is not an accessible unit.

2010 ADAAG 213.3.6 Bathing Facilities.

Where bathtubs or showers are provided, at least one bathtub complying 
with 607 or at least one shower complying with 608 shall be provided.

The shower stall will need to be replaced with an accessible transfer 
shower that is 36" x 36" and provides the required accessible controls and 
seat.

The shop locker room is not accessible due its size.  The depth of the locker room 
is 52 1/2" which would not even accommodate the required wheelchair turning 
space within the room.  

2010 ADAAG 803.2 Turning Space.

Turning space complying with 304 shall be provided within the room.

City of Edmond - Arcadia Lake Office 
Restrooms - Page 2
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Restrooms

Recommendation:

Violation #6 Cost: $4,086 Priority Level 5

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $1,326 Priority Level 9

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $621 Priority Level 5

Violation #9:

Standard:

Text:

2010 ADAAG 811.4 Storage Operable Parts.

Operable parts shall comply with (309 Operable Parts).

At least one locker that includes accessible hardware must be provided.

The shop locker room does not have an accessible dressing bench.

2010 ADAAG 803.4 Benches.

A bench complying with (903 Benches) shall be provided within the room.

An accessible bench must be provided within the locker room.

When exiting the shop locker room, the door does not have the required 54" wide 
door maneuvering clearance between the face of the door and the lockers.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates.  

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.   

No accessible lockers are provided in the shop locker room as all lockers require 
tight pinching to open.  

The locker room will be required to be enlarged or otherwise modified to 
provide the required wheelchair turning space.

City of Edmond - Arcadia Lake Office 
Restrooms - Page 3
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Restrooms

Recommendation:

Violation #9 Cost: $2,146 Priority Level 4

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $3,498 Priority Level 5

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $25,829 Priority Level 5

Violation #12:

Standard:

Text:

The restrooms will require modification in order to provide compliant 
doorways, accessible toilet compartments and accessible lavatories.

2010 ADAAG 213.3.4 Lavatories.

Where lavatories are provided, at least one shall comply with 606 and 
shall not be located in a toilet compartment.

The lavatory must be replaced with an accessible unit mounted to provide 
the required clearances.

The men's and women's exterior restrooms near the main entrance do not include 
any accessible fixtures or elements.

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms. 

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603. 

The shop locker room lavatory is not an accessible unit.  

Installation of auto door openers at this door will alleviate the 
maneuvering clearance requirements.

The route to the women's exterior restroom has a running slope of 6.3% and is not 
treated as a ramp.  

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48. 

City of Edmond - Arcadia Lake Office 
Restrooms - Page 4
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Restrooms

Recommendation:

Violation #12 Cost: $1,012 Priority Level 4

High Priority

Restrooms Total $86,541 Medium Priority

Low Priority

It is recommended that this area be replaced so that the slope does not 
exceed 1:48 (2%) in any direction.

City of Edmond - Arcadia Lake Office 
Restrooms - Page 4
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
Yes
No
No

 
Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $3,243 Priority Level 5

Violation #2:

Standard:

Text:

Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

The break room sink is 35 1/4" high where it must be 34" maximum high.

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground. 

The break room sink must be lowered to 34" maximum high above the 
floor.

The break room sink faucet must not require twisting of the wrist to operate.

2010 ADAAG 606.4 Faucets.

Controls for faucets shall comply with (309 Operable Parts). Hand-
operated metering faucets shall remain open for 10 seconds minimum. 

City of Edmond
PARK REPORT

Arcadia Lake Office

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°21'59.0"W35°39'06.5"N
9000 E. 2nd Street

General Break Room Notes:

There is one employee break room in this building.  The sink is not accessible due 
to its height and faucet type. 

Does the facility have a break room?  
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Break Rooms

Recommendation:

Violation #2 Cost: $578 Priority Level 5

High Priority

Break Rooms Total $3,821 Medium Priority

Low Priority

The break room sink faucet must be replaced with a unit that does not 
require twisting of the wrist to operate.

City of Edmond - Arcadia Lake Office 
Break Rooms - Page 2
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,415 Priority Level 8

Violation #2:

Standard:

Are there any other miscellaneous items not previously covered? 

One drinking fountain is provided in the office hallway and does not comply as an 
accessible unit or a unit for standing persons.  No unit is provided that is 
accessible with a clear floor space for a forward approach.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7. 

It is recommended that this unit be replaced with a dual height unit.

One drinking fountain is provided on the exterior between the men's and women's 
restrooms.  This unit does satisfy the unit required for standing persons; however, 
there is not unit that is accessible with a clear floor space for a forward approach.  

2010 ADAAG 211.2 Minimum Number.  

City of Edmond
PARK REPORT

Arcadia Lake Office

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number.  

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

97°21'59.0"W35°39'06.5"N

9000 E. 2nd Street

General Misc Notes:

There are two drinking fountains provided (one interior and one exterior).  No 
accessible drinking fountain that provides a compliant forward approach with 
knee/toe clearance is provided.  The gift shop transaction counter was evaluated 
and determined to be in compliance.  

Are there exterior drinking fountains? 

 21 of 28



Misc

Text:

Recommendation:

Violation #2 Cost: $4,415 Priority Level 8

High Priority

Miscellaneous Total $8,830 Medium Priority

Low Priority

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7. 

It is recommended that this unit be replaced with a dual height unit.

City of Edmond - Arcadia Lake Office - Miscellaneous
Page 2
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
No

N/A

Are they substantially compliant? N/A

Are there sports fields? No

Do the accessible routes extend into the dugout? N/A

Is seating provided? N/A

Is accessible seating provided? N/A

Is it compliant? N/A

Are pavilions and/or picnic tables provided? Yes

Is an accessible route provided to them? No

Are accessible picnic tables provided? Yes

Are grills provided? No

Are they accessible? N/A

Violation #1:

Standard:

Text:

2010 ADAAG 305.3 Clear Floor or Ground Space Size. 

9000 E. 2nd Street

There are benches provided to serve the observation platform and a picnic table 
near the main public entrance into the office building.  The bench along the 
sidewalk leading to the observation platform is lacking a level area for a 
wheelchair to sit out of the circulation path.  The picnic table is an accessible until 
however, you cannot reach the accessible side of the table as there is not 
connecting route to the sidewalk.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

The bench along the sidewalk to the observation deck does not have a clear floor 
space provided out of the circulation path for a wheelchair to sit.

The clear floor or ground space shall be 30 inches minimum by 48 inches 
minimum. 

City of Edmond
PARK REPORT

Arcadia Lake Office

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°21'59.0"W35°39'06.5"N
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Park Amenities

Recommendation:

Violation #1 Cost: $127 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $759 Priority Level 4

High Priority

 
Park Amenities Total $886 Medium Priority

Low Priority

A sidewalk connection to the accessible portion of the picnic table must be 
provided.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

The picnic table near the main entrance does have an open side that would 
provide an accessible seating space; however, there is no accessible route to that 
seating space.  

The bench area must be modified to provide a level 30"x48" clear floor 
space next to the bench.

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

City of Edmond - Arcadia Lake Office - Park Amenities
Page 2
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Arcadia Lake Park Office

Parking Violation 1 - No accessible 
parking spaces are provided within 
the gated employee parking area.

Parking Violation 2 - The ramp 
serving the accessible parking
space is not permitted to be 
located with the access aisle.  

AR Violation 1 - No accessible 
interior route is provided from the 
office area to the shop area.

AR Violation 2 - The ramp on the 
south side of the building serving 
the main entrance only has a 
handrail on one side (south side) of 
the ramp.

AR Violation 3 - The ramp on the 
south side of the building serving the 
main entrance exceeds 30" in rise 
over its length.  An intermediate 
landing is required.

AR Violation 4 - The sidewalk 
leading from the visitor entrance 
doors towards the observation deck 
has a running slope of 9.1% for 
about 40 feet.

AR Violation 5 - The sidewalk leading 
from the visitor entrance to the 
observation deck includes gaps that 
are 1-1/2" wide.

AR Violation 6 - The sidewalk 
connection to the observation deck 
has a running slope of 5.7% and is 
not treated as a ramp.
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Arcadia Lake Park Office

AR Violation 7 - The sidewalk 
connection to the observation deck 
includes a 1-1/2" change in levels 
and a 1"gap.

AR Violation 8 - There is no 
accessible route to the "wildlife 
viewing area" located adjacent to 
the west of the office building.

Entrance Violation 1 -Neither 
employee entrance is accessible.

Entrance Violation 1 -Neither 
employee entrance is accessible.

Entrance Violation 2 - The auto 
door operator is not functioning.

Hallway Violation 1 - The fire 
extinguisher cabinet in the office 
hallway is a protruding object.

Hallway Violation 2 - The two doors 
along the office hallway do not have 
the required 18" clearance on the 
pull side of the doors.

Hallway Violation 3 - All of the 
office doors are equipped with knob 
hardware.

RR Violation 1 - The 5 restroom 
signs are located on the face of the 
doors and are not a compliant sign 
type.
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Arcadia Lake Park Office

RR Violation 2 - The doors into all 3 
office restrooms do not provide the 
required 32" minimum clear width.

RR Violation 3 - The doors into the 
Men's and Women's restrooms as 
well as the shop locker room are 
equipped with knob hardware.

RR Violation 4 - The men/women 
shared restroom and the men's and
women's restrooms do not include 
any accessible plumbing fixtures or 
elements.

RR Violation 4 - The men/women 
shared restroom and the men's and 
women's restrooms do not include 
any accessible plumbing fixtures or 
elements. 

RR Violation 4 - The men/women 
shared restroom and the men's and 
women's restrooms do not include 
any accessible plumbing fixtures or 
elements. 

RR Violation 5 - The shop locker 
room shower is not an accessible 
unit.

RR Violation 6/7/8/9 - The shop 
locker room does not provide any 
accessible lockers, accessible bench 
or accessible door.

RR Violation 10 - The shop lavatory 
is not accessible.

RR Violation 11 - The men's and 
women's exterior restrooms near 
the main entrance do not include 
any accessible fixtures or elements.
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Arcadia Lake Park Office

RR 11 - The men's and women's 
exterior restrooms near the main 
entrance do not include any 
accessible fixtures or elements.

RR Violation 12 - The route to the
women's restroom has a 6.3% 
running slope.

Break Room Violation 1/2 - The 
break room sink is 35 1/4" high 
where it must be 34" maximum 
high.  The break room sink faucet 
must not require twisting of the 
wrist to operate.

Misc Violation 1 - No drinking 
fountain unit is provided that is 
accessible with a clear floor space for 
a forward approach.

Misc Violation 2 - One drinking 
fountain is provided on the exterior 
between the men's and women's 
restrooms.  This unit does satisfy the 
unit required for standing persons; 
however, there is not unit that is 
accessible with a clear floor space for 
a forward approach.

Park Violation 1 - The bench along 
the sidewalk to the observation deck 
does not have a clear floor space 
provided out of the circulation path 
for a wheelchair to sit.

Park Violation 2 - No accessible route
is provided to the open side of the 
table. 
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Parking

Facility Information: Arcadia Lake Spring Creek Park

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: Picnic Area "A" 35

Total Accessible Parking Spaces: 1

Number of van accessible spaces: 1

Is the accessible parking substantially compliant? No

General Parking Notes:

City of Edmond
PARK REPORT

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°38'17.5"N

Thursday, October 15, 2015
Steven@accessology.com

97°23'17.5"W

7200 E. 15th Street

Accessible parking is generally only provided at the restroom buildings.  No 
accessible parking directly serves any of the picnic tables in the park.  Accessible 
parking is provided at the fishing piers and the boat ramp; however, it is not in 
substantial compliance.

General Parking Notes:

One accessible parking space is provided as required but it is not designated by 
the required accessible parking sign and the access aisle is slightly out of 
compliance due to its width. 

35 total parking spaces are provided with one designated as accessible.  Parking is 
provided throughout Picnic Area A but no accessible parking is provided outside 
of the restroom building area and it does not connect to any accessible picnic 
tables.
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Parking

Total Parking Spaces - Picnic Area "B" 19

Total Accessible Parking Spaces: 1

Number of van accessible spaces: 0

Is the accessible parking substantially compliant? No

 

Total Parking Spaces - Picnic Area "C" 34

Total Accessible Parking Spaces: 1

Number of van accessible spaces: 1

Is the accessible parking substantially compliant? No

Total Parking Spaces - Arrowhead Fishing Dock: 23

Total Accessible Parking Spaces: 2

Number of van accessible spaces: 0

Is the accessible parking substantially compliant? No

Total Parking Spaces - Boat Ramp: 56

Total Accessible Parking Spaces: 2

Number of van accessible spaces: 0

Is the accessible parking substantially compliant? No

Total Parking Spaces - Beach Parking: 42

Total Accessible Parking Spaces: 3

Number of van accessible spaces: 1

Is the accessible parking substantially compliant? No

Violation #1:

Standard:

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 2

Picnic Area A - The accessible parking space has a 3% slope along the length of 
the space and aisle where 1:48 (2%) maximum is required in all directions.

2010 ADAAG 502.4 Floor or Ground Surfaces. 

General Parking Notes:

Only one accessible parking space is provided where two are required.  Parking is 
provided throughout Picnic Area A but no accessible parking is provided outside 
of the restroom building area and it does not connect to any accessible picnic 
tables.
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Parking

Text:

Recommendation:

Violation #1 Cost: $2,507 Priority Level 4

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $2,507 Priority Level 3
 

Violation #3:

Standard:

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 3

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces.  

One additional accessible parking space must be created within this area.

The existing accessible parking space must be regraded to achieve a 1:48 
slope in all directions.

Picnic Area B - The accessible parking space at the pavilion does not meet the 
minimum width requirements for a van accessible parking space.  The access aisle 
serving this space is 94" wide where 96" minimum would be required.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted. 
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

Picnic Area A - 35 total parking spaces are provided throughout this area. A 
minimum of 2 accessible parking spaces are required but only one is provided.

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. 

 3 of 35



Parking

Text:

Recommendation:

Violation #3 Cost: $44 Priority Level 9

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $255 Priority Level 9

Violation #5:

Standard:

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 4

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).
EXCEPTION: Van parking spaces shall be permitted to be 96 inches wide 
minimum where the access aisle is 96 inches wide minimum.

The access aisle serving the accessible parking space must restriped to be 
96" minimum wide.

2010 ADAAG 502.6 Parking Spaces Identification. 

Picnic Area B - No sign is provided to designate the accessible parking space.

2010 ADAAG 502.6 Parking Spaces Identification. 

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign.  

A compliant accessible parking sign must be installed and must include a 
"van accessible" designation.

Arrowhead Point Fishing Dock Parking - No signs are provided to designate the 
two accessible parking spaces.  One of the two accessible parking spaces must 
also display a "van accessible" sign below the International Symbol of 
Accessibility sign.
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Parking

Text:

Recommendation:

Violation #5 Cost: $511 Priority Level 9

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $87 Priority Level 9

Violation #7:

Standard:

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 5

Beach Parking Area - One of the three accessible parking spaces is not designated 
by the required accessible parking sign.

2010 ADAAG 502.6 Parking Spaces Identification. 

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign.  

A compliant accessible parking sign must be installed at each space and 
one of them must include a "van accessible" designation.

Beach Area Parking - The two access aisles are only 92" and 48" wide.  The aisle 
serving the van accessible parking space must be 96" minimum wide as the 
parking space is 96" wide.  The other aisle must be 60" minimum wide.

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces.  

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).
EXCEPTION: Van parking spaces shall be permitted to be 96 inches wide 
minimum where the access aisle is 96 inches wide minimum.

The access aisles need to be restriped to 60" and 96" minimum wide.
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Parking

Text:

Recommendation:

Violation #7 Cost: $511 Priority Level 9

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $2,507 Priority Level 4

Violation #9:

Standard:

Text:

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 6

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign.  

A compliant accessible parking sign must be installed at the other two 
spaces.

The accessible boat trailer parking has a cross slope of 3.9% where 1:48 (2%) 
maximum is required in all directions.

2010 ADAAG 502.4 Floor or Ground Surfaces. 

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted. 
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

The existing accessible parking spaces must be regraded to achieve a 1:48 
(2%) slope in all directions.

The accessible boat trailer parking spaces are not designated by the required 
accessible parking signs.

2010 ADAAG 502.6 Parking Spaces Identification. 

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign.  
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Parking

Recommendation:

Violation #9 Cost: $511 Priority Level 9

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $2,507 Priority Level 3

Violation #11:

Standard:

Text:

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 7

A compliant accessible parking sign must be installed at each space and 
one of them must include a "van accessible" designation.

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. 

Two accessible boat trailer parking spaces are provided and three are required 
since 56 parking spaces are provided.

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. 

One additional accessible parking space must be created within this area.

Picnic Area C - No accessible parking is provided except at the restroom building.  
There is no accessible parking serving any of the picnic tables in this area.
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Parking

Recommendation:

Violation #11 Cost: $2,507 Priority Level 3

High Priority

Parking Violations Total $14,454 Medium Priority

Low Priority

City of Edmond - Arcadia Lake Spring Creek Park
Parking - Page 8

One additional accessible parking space must be created within this area.
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Accessible Route

Facility Information: Arcadia Lake Spring Creek Park
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $3,327 Priority Level 5

Violation #2:

Standard:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This area of sidewalk must be regraded to achieve compliant running and 
cross slopes.

Picnic Area B - The diagonal roof supports near the grilles are overhead 
obstructions since they reduce the overhead clearance to less than 80".

2010 ADAAG 307.4 Protruding Objects Vertical Clearance. 

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name:

Picnic Area A - The sidewalk at the front of the accessible parking space has a 
running slope of 7.1% and a cross slope of 4.8%.  The sidewalk leading up to the 
restroom building has a 10.8% running slope.

Steven Lewandowski Thursday, October 15, 2015
Steven@accessology.com

97°23'17.5"W35°38'17.5"N
7200 E. 15th Street

 

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $2,010 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $3,036 Priority Level 5

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,093 Priority Level 4

This area of sidewalk must be regraded to achieve compliant running and 
cross slopes.

Arrowhead Point Fishing Dock - There is a 1" gap where the gangway meets the 
dock surface.  

2010 ADAAG 302.3 Floor or Ground Surfaces Openings. 

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).  

The gap between the gangway and the dock surface must be reduced to 
1/2" or less.

The roof supports must be protected so that they do not obstruct the head 
room to below 80" high.

Picnic Area B - The sidewalk in front of the restrooms has a 6.3% cross slope.  

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground. 

City of Edmond - Arcadia Lake Spring Creek Park
Accessible Route - Page 2
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Accessible Route

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $4,800 Priority Level 9

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $0 Priority Level 9

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $4,025 Priority Level 9

The cost to modify the upper ramp landing is included in the cost in 
Violation #5 regarding modification of the ramp slope.

Rusty's Concession - The ramp handrails are 42" high where 34"-38" to the top of 
the handrail is required.

2010 ADAAG 505.4 Height. 

Top of gripping surfaces of handrails shall be 34" minimum and 38 inches 
maximum vertically above walking surfaces, stair nosings, and ramp 
surfaces. Handrails shall be at a consistent height above walking surfaces, 
stair nosings, and ramp surfaces.  

The ramp handrails must be replaced with compliant rails at 34"-38" high.

The landing clear length shall be 60 inches long minimum. 

Rusty's Concession - The ramp serving this concession building has a 9.3% 
running slope where 1:12 (8.33%) maximum is required.

 2010 ADAAG 405.2 Ramps Slope. 

Ramp runs shall have a running slope not steeper than 1:12. 

The ramp must be reconstructed to achieve required slopes.

Rusty's Concession - The landing at the top of the ramp is only 46" deep where 
60" is required.

2010 ADAAG 405.7.3 Ramps Landings Length.

City of Edmond - Arcadia Lake Spring Creek Park
Accessible Route - Page 3
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Accessible Route

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $5,880 Priority Level 4

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $10,373 Priority Level 1

Violation #10:

Standard:

Text:

This area of sidewalk must be regraded to achieve compliant running and 
cross slopes.

The accessible route up to the restrooms serving the boat parking area has a 7.7% 
running slope and is not treated as a ramp.  This area of concrete appeared to be 
very new and was not constructed in compliance.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Rusty's Concession - No accessible route is provided for employees to access 
concession building. The entrance door is located on concrete platform and the 
door into the building has knob hardware and doesn't have the required door 
maneuvering clearance.

2010 ADAAG 203.9 General Exceptions Employee Work Areas.

Spaces and elements within employee work areas shall only be required to 
comply with (206.2.8 Employee Work Areas), (207.1 Performance Areas 
and Speakers' Platforms), and (215.3 Fire Alarm Systems Employee Work 
Areas) and shall be designed and constructed so that individuals with 
disabilities can approach, enter, and exit the employee work area.

An accessible entrance into the concession building must provided.

Beach Area - The sidewalk leading from the restroom building to the beach has a 
running slope of 7.1% up to 23%.  

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - Arcadia Lake Spring Creek Park
Accessible Route - Page 4
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Accessible Route

Recommendation:

Violation #10 Cost: $2,024 Priority Level 2

High Priority

Accessible Route Total $37,568 Medium Priority

Low Priority

This area of sidewalk must be regraded to achieve compliant running and 
cross slopes.

City of Edmond - Arcadia Lake Spring Creek Park
Accessible Route - Page 5
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Entrance

Facility Information: Arcadia Lake Spring Creek Park
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $814 Priority Level 5

Violation #2:

Standard:

Text:

City of Edmond
PARK REPORT

Facility Name:

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Thursday, October 15, 2015

Steven@accessology.com

97°23'17.5"W

7200 E. 15th Street

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°38'17.5"N

The two entrance doors into the covered fishing dock are equipped with knob 
hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware.

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

The knob hardware should be replaced with lever type hardware.

The entrance door into the guard shack is equipped with a closer and a latch and 
does not have 12" of clearance on the push side of the door.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates.  

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.   
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Entrance

Recommendation:

Violation #2 Cost: Labor Priority Level 5

High Priority

Entrance Total $814 Medium Priority

Low Priority

City of Edmond - Arcadia Lake Spring Creek Park
Entrance - Page 2

The door closer may be removed and this would alleviate the 12" 
minimum clearance requirement.
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Restrooms

Facility Information: Arcadia Lake Spring Creek Park
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
Yes
No
Yes
Yes

Violation #1:

Standard:

Text:

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. 

City of Edmond
PARK REPORT

Facility Name:

2010 ADAAG 604.8.1.2 Doors. 

7200 E. 15th Street

General Restroom Notes:

There are 12 restrooms provided to serve the park areas and one restroom within 
the guard shack.  None of the restrooms provided are in substantially compliance.  

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Picnic Area A/B/C, Beach Area, Heated/Lighted Fishing Pier - The accessible 
toilet compartments in the Men's and Women's Restrooms are configured such 
that the stall door is directly in front of the water closet. The stall door must be 
located diagonal from the water closet.  The stall doors do not self-close.

Phil Jones Contact Phone: 405-359-4518

35°38'17.5"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Thursday, October 15, 2015

Steven@accessology.com

97°23'17.5"W
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Restrooms

Text:
pt 2

Recommendation:

Violation #1 Cost: $10,095 Priority Level 5

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,348 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Where located in the side wall or partition, the door opening shall be 4 
inches maximum from the front partition. The door shall be self-closing. A 
door pull complying with (404.2.7 Door and Gate Hardware) shall be 
placed on both sides of the door near the latch. Toilet compartment doors 
shall not swing into the minimum required compartment area. 

City of Edmond - Arcadia Lake Spring Creek Park
Restrooms - Page 2

The water closet must be modified to provide a 17"-19" seat height.

Picnic Area B/C, Heated/Lighted Fishing Pier, Boat Ramp Parking - The flush 
controls in the Men's and Women's Restrooms are centered at the rear of the water 
closet.  The flush controls must be located on the open side of the water closet.

2010 ADAAG 604.6 Flush Controls.  

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

The flush controls must be relocated to the open side of the water closet.

The front partition at the accessible toilet compartments must be modified 
to allow the door to be diagonal from the water closet.

Picnic Area A - The height of the water closet is 15" to the top of the seat where 
17"-19" is required.

2010 ADAAG 604.4 Water Closets Seats. 

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position. 
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Restrooms

Violation #3 Cost: $1,167 Priority Level 5

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $7,498 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $305 Priority Level 5

Violation #6:

Standard:

Text:

City of Edmond - Arcadia Lake Spring Creek Park
Restrooms - Page 3

Picnic Area B/C, Heated/Lighted Fishing Pier, Boat Ramp Parking - The lavatory 
in each of the restrooms has a 24" knee clearance where 27" minimum is required.  

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground. 

The lavatories will need to be raised to provide the required knee 
clearance.

Picnic Area B/C, Heated/Lighted Fishing Pier, Boat Ramp Parking - The exposed 
drain pipe and water lines under the lavatory are not protected against contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces. 

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks. 

The exposed drains and water lines must be protected against contact.

Beach Restrooms - Dressing compartments are provided, but none of them are 
accessible due to their size and do not provide an accessible bench.

2010 ADAAG 803.4 Benches.

A bench complying with (903 Benches) shall be provided within the room.
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Restrooms

Recommendation:

Violation #6 Cost: $1,242 Priority Level 6

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $407 Priority Level 5

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $578 Priority Level 5

Violation #9:

Standard:

City of Edmond - Arcadia Lake Spring Creek Park
Restrooms - Page 4

2010 ADAAG 404.2.7 Door and Gate Hardware.

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

The knob hardware should be replaced with lever type hardware.

Guard Shack Restroom - The lavatory faucet requires twisting of the wrist to 
operate.

2010 ADAAG 606.4 Faucets. 

Controls for faucets shall comply with (309 Operable Parts). Hand-
operated metering faucets shall remain open for 10 seconds minimum. 

The lavatory faucet must be replaced with one that does not require 
twisting to operate.

Guard Shack Restroom - The flush control on the water closet is located on the 
wrong side.

2010 ADAAG 604.6 Flush Controls.  

The door at the guard shack restroom is equipped with knob hardware.

One of the changing areas in each restroom must be accessible and provide 
an accessible dressing bench.
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Restrooms

Text:

Recommendation:

Violation #9 Cost: $233 Priority Level 5

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $2,348 Priority Level 8

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $61 Priority Level 5

City of Edmond - Arcadia Lake Spring Creek Park
Restrooms - Page 5

The exposed drains and water lines must be protected against contact.

2010 ADAAG 604.4 Water Closets Seats. 

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position. 

The water closet must be modified to provide a 17"-19" seat height.

Guard Shack Restroom - The exposed lavatory drain pipe is not protected against 
contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces. 

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks. 

Guard Shack Restroom - The water closet is 15" high to the top of the seat where 
17"-19" is required.

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

The flush controls must be relocated to the open side of the water closet.
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Restrooms

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $3,450 Priority Level 6

High Priority

Restrooms Total $29,732 Medium Priority

Low Priority

City of Edmond - Arcadia Lake Spring Creek Park
Restrooms - Page 6

All of the 12 picnic area restroom signs are painted above the restroom doors. 
These signs are not accessible.

2010 ADAAG 216.2 Designations.

Interior and exterior signs identifying permanent rooms and spaces shall 
comply with 703.1, 703.2, and 703.5. Where pictograms are provided as 
designations of permanent interior rooms and spaces, the pictograms shall 
comply with 703.6 and shall have text descriptors complying with 703.2 
and 703.5. 

If signs are to be provided at the restrooms, the each restroom will require 
a fully compliant room sign.

 21 of 35



Misc

Facility Information: Arcadia Lake Spring Creek Park
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,296 Priority Level 8

Violation #2:

Standard:

Are there any other miscellaneous items not previously covered? 

Picnic Area A - Only one drinking fountain is provided and it does provide the 
required knee clearance for a forward approach; however, the slope of the clear 
floor space is approximately 10% where 1:48 (2%) maximum is required.  No 
drinking fountain serving standing persons is provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

One additional drinking fountain serving standing persons is required.  
The clear floor space serving the existing fountain must be reconstructed 
to achieve a 2% slope in all directions.

Picnic Area B and Heated/Lighted Fishing Pier  - Only one drinking fountain is 
provided and it does not meet the requirements for either an accessible unit or a 
unit for standing persons.

2010 ADAAG 211.2 Minimum Number. 

City of Edmond
PARK REPORT

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number. 

Steven Lewandowski Thursday, October 15, 2015

Steven@accessology.com

97°23'17.5"W35°38'17.5"N

7200 E. 15th Street

General Misc Notes:

There are exterior drinking fountains provided at each of the park restroom 
buildings.  None of the drinking fountains are in substantial compliance.  

Are there exterior drinking fountains? 
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Misc

Text:

Recommendation:

Violation #2 Cost: $8,830 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $13,245 Priority Level 8

High Priority

Miscellaneous Total $26,371 Medium Priority

Low Priority

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

A new dual height drinking fountain unit is recommended.

Picnic Area C/Beach Area/Boat Parking - No drinking fountain serving standing 
persons is provided.  The clear floor space serving the drinking fountain at the 
boat parking restrooms has a slope of 8.7% where 1:48 (2%) maximum is 
required.

2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

A new dual height drinking fountain unit is recommended.

City of Edmond - Arcadia Lake Spring Creek Park
Miscellaneous - Page 2
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Park Amenities

Facility Information: Arcadia Lake Spring Creek Park
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
Yes

Are they substantially compliant? Yes
Are there sports fields? No
Do the accessible routes extend into the dugout? N/A
Is seating provided? N/A
Is accessible seating provided? N/A
Is it compliant? N/A
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? No
Are accessible picnic tables provided? No
Are grills provided? Yes
Are they accessible? No

Violation #1:

Standard:

There are approximately 50 concrete picnic tables/platforms throughout the park 
and none are accessible tables or are connected to accessible parking with an 
accessible route.

City of Edmond
PARK REPORT

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

7200 E. 15th Street

The park consists of picnic tables, fishing piers, boat ramp, boat dock, 
playground, fire pits, disc golf course, and beach area.  None of the picnic tables 
are accessible.  One of the two fishing piers is accessible.  The fire pits are not 
located along an accessible route. The disc golf course does not provide any 
accessible tee areas. The beach area is not accessible due to severe running slopes 
along the connecting sidewalk.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

Steven Lewandowski Thursday, October 15, 2015

Steven@accessology.com

97°23'17.5"W35°38'17.5"N
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Park Amenities

Text:

Recommendation:

Violation #1 Cost: $131,100 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,622 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $6,376 Priority Level 4

Violation #4:

An accessible route must be provided from accessible parking to 
accessible picnic tables.

An accessible picnic table must be provided within this pavilion.

Beach Area - No accessible route is provided from the accessible parking to the 
playground area.

2010 ADAAG 902.2 Clear Floor or Ground Space.

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.

Picnic Area B - No accessible picnic table is provided within the pavilion and the 
counters provided around the perimeter of the pavilion are 37" high.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

An accessible route is required to connect the playground to the nearby 
accessible parking.

Beach Area - The playground surface material does not comply.

City of Edmond - Arcadia Lake Spring Creek Park
Park Amenities - Page 2

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

 25 of 35



Park Amenities

Standard:

Text:

Recommendation:

Violation #4 Cost: $21,896 Priority Level 5

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $5,244 Priority Level 4

Violation #6:

Standard:

Beach Area - No accessible route is provided to the benches around the perimeter 
of the playground.

2010 ADAAG 1008.2.6.1 Play Areas Accessible Routes Ground Surfaces 
Accessibility.  
2010 ADAAG 1008.2.6.2 Play Areas Accessible Routes Ground Surfaces 
Use Zones.

Ground surfaces shall comply with ASTM F 1951 (incorporated by 
reference, see "Referenced Standards" in Chapter 1). Ground surfaces 
shall be inspected and maintained regularly and frequently to ensure 
continued compliance with ASTM F 1951.  
Ground surfaces located within use zones shall comply with ASTM F 
1292 (1999 edition or 2004 edition) (incorporated by reference, see 
"Referenced Standards" in Chapter 1). 

2010 ADAAG 902.2 Clear Floor or Ground Space.

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.

The playground surface must be replaced with a surface that complies with 
ASTM F 1951.

Beach Area - The two picnic tables that are provided are not accessible as it does 
not provide a space for a wheelchair or the required knee clearance.

The picnic tables must be replaced with units that provide the required 
clearances .

City of Edmond - Arcadia Lake Spring Creek Park
Park Amenities - Page 3

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  
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Park Amenities

Text:

Recommendation:

Violation #6 Cost: $3,229 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $368 Priority Level 4

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $40,250 Priority Level 4

Violation #9:

Beach Area - The outdoor shower controls are located at 60" high.  The controls 
must be 48" high maximum.

City of Edmond - Arcadia Lake Spring Creek Park
Park Amenities - Page 4

None of the 18 holes on the disc golf course are accessible and are not connected 
to accessible parking any other amenities.  The tee for #1 is located near the 
restroom building near the covered fishing pier.  There is no accessible route to #1 
tee.  50% of the course must be accessible.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground.  

2010 ADAAG 1005.3 Edge Protection. 

Where railings, guards, or handrails complying with 1005.2 are provided, 
edge protection complying with 1005.3.1 or 1005.3.2 shall be provided. 

The shower controls must be lowered to 48" high maximum.

No edge protection is provided along edges of the heated/lighted fishing dock on 
both the exterior and interior fishing areas.  

Edge protection must be provided along the perimeter of the fishing pier. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

An accessible route must connect to the playground area benches.
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Park Amenities

Standard:

Text:

Recommendation:

Violation #9 Cost: $41,400 Priority Level 4

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $49,680 Priority Level 4

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $3,163 Priority Level 4

Violation #12: The concession counter at the fire ring area is 46" high.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

An accessible route is required to connect to the boat dock.  

No accessible route is provided from any accessible parking to the fire ring area 
located behind the restroom building near the boat ramp parking.

An accessible route must connect accessible parking to the fire ring area.

2010 ADAAG 239.2 Minimum Number. 

At least 50 percent of holes on miniature golf courses shall comply with 
1007.3.  

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

50% of the disc golf tee areas must be accessible and connect to an 
accessible route.

No accessible route is provided to the boat dock near the boat ramp.  This pier is 
accessed by concrete stairs.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

City of Edmond - Arcadia Lake Spring Creek Park
Park Amenities - Page 5
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Park Amenities

Standard:

Text:

Recommendation:

Violation #12 Cost: $589 Priority Level 4

High Priority
 
Park Amenities Total $305,917 Medium Priority

Low Priority

2010 ADAAG 904.4.1 Parallel Approach.   

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter.  

A portion of counter must be lowered to 36" high maximum.

City of Edmond - Arcadia Lake Spring Creek Park
Park Amenities - Page 6
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Arcadia Lake Spring Creek Park

Parking Violation 1 - Picnic Area A - 
The accessible parking space has a 
3%slope.

Parking Violation 2 - Picnic Area A - 
35 total parking spaces are provided 
throughout this area. A minimum of 
2 accessible parking spaces are 
required.

Parking Violation 3/4 - Picnic Area B 
- The accessible parking space at 
the pavilion does not meet the 
minimum width requirements for a 
van accessible parking space.

Parking Violation 5 - Arrowhead 
Point Fishing Dock Parking - No 
signs are provided to designate the 
two accessible parking spaces. 

Parking Violation 6 - Beach Area 
Parking - The two access aisles are 
only 92" and 48" wide.

Parking Violation 7 - Beach Parking 
Area - One of the three accessible 
parking spaces is not designated by 
the required accessible parking sign.

Parking Violation 8 - The accessible 
boat trailer parking has a cross 
slope of 3.9% where 1:48 (2%) 
maximum is required in all 
directions.

Parking Violation 9/10 - The 
accessible boat trailer parking 
spaces are not designated by the 
required accessible parking signs. 
Three spaces are required.  
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Arcadia Lake Spring Creek Park

Parking Violation 11 - Picnic Area C 
- There is no accessible parking 
serving any of the picnic tables in 
this area.

AR Violation 1 - Picnic Area A - The
sidewalk has a running slope of 
7.1% and a cross slope of 4.8%.

AR Violation 1 - Picnic Area A -  The 
sidewalk leading up to the restroom 
building has a 10.8% running slope.

AR Violation 2 - Picnic Area B - The 
diagonal roof supports near the 
grilles are overhead obstructions 
since they reduce the overhead 
clearance to less than 80".

AR Violation 3 - Picnic Area B - The 
sidewalk in front of the restrooms 
has a 6.2% cross slope.

AR Violation 4 - Arrowhead Point 
Fishing Dock - There is a 1" gap 
where the gangway meets the 
dock.

AR Violation 5 - Rusty's Concession -
The ramp serving this concession 
building has a 9.3% running slope 
where 1:12 (8.33%) maximum is 
required.

AR Violation 6 - Rusty's Concession 
- The landing at the top of the ramp 
is only 46" deep where 60" is 
required.

AR Violation 7 - Rusty's Concession -
The ramp handrails are 42" high 
where 34"-38" to the top of the 
handrail is required.
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Arcadia Lake Spring Creek Park

AR Violation 8 - Rusty's Concession - 
No accessible route is provided for 
employees to access the concession 
building.

AR Violation 9 - Beach Area - The 
sidewalk leading from the restroom 
building to the beach has a running

slope of 7.1% up to 23%.  

AR Violation 10 - The accessible 
route up to the restrooms serving 
the boat parking area has a 7.7%
running slope and is not treated as a 
ramp.

Entrance Violation 1 - The two 
entrance doors into the covered 
fishing dock are equipped with knob 
hardware.

Entrance Violation 2 - The entrance 
door into the guard shack is 
equipped with a closer and a latch 
and does not have 12" of clearance 
on the push side of the door.

RR Violation 1 - The accessible toilet 
compartments in the Men's and 
Women's Restrooms are configured 
such that the stall door is directly in 
front of the water closet. The stall 
door must be located diagonal from 
the water closet.  The stall doors do 
not self-close.

RR Violation 2 - Picnic Area A -The 
height of the water closet is 15" to 
the top of the seat where 17"-19" is 
required.

RR Violation 3 - The flush controls in 
the Men's and Women's Restrooms 
are centered at the rear of the 
water closet. 

RR Violation 4 - The lavatories 
have a knee clearance of only 24".
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Arcadia Lake Spring Creek Park

RR Violation 5 - The exposed drain 
pipe and water lines under the 
lavatory are not protected against 
contact.

RR Violation 6 - Beach Restrooms -
Dressing compartments are 
provided, but none of them are 
accessible due to their size and do 
not provide an accessible bench.

RR Violation 7 - The door at the 
guard shack restroom is equipped 
with knob hardware.

RR Violation 8/11 - Guard Shack 
Restroom - The lavatory faucet 
requires twisting of the wrist to 
operate.  The exposed lavatory 
drain pipe is not protected against 
contact.

RR Violation 9/10 - Guard Shack 
Restroom - The flush control on the 
water closet is located on the wrong 
side.  The water closet is 15" high to 
the top of the seat 

RR Violation 12 - All of the 12 picnic 
area restroom signs are painted 
above the restroom doors. These 
signs are not accessible.

Misc Violation 1/2/3 - Typical non-
compliant drinking fountain at each 
of the restroom buildings.

Park Violation 1 - None of the picnic 
tables are accessible or are located 
along an accessible route.

Park Violation 2 - Picnic Area B - No 
accessible picnic table is provided 
within the pavilion and the counters 
provided around the perimeter of 
the pavilion are 37" high.
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Arcadia Lake Spring Creek Park

Park Violation 3 - Beach Area -No 
accessible route is provided from 
the accessible parking to the 
playground area.

Park Violation 4 - Beach Area - 
The playground surface material 
does not comply.

Park Violation 5 - Beach Area - The 
two picnic tables that are provided 
are not accessible as it does not 
provide a space for a wheelchair or 
the required knee clearance.

Park Violation 6 - Beach Area -No 
accessible route is provided to the 
benches around the perimeter of 
the playground.

Park Violation 7 - Beach Area - The 
outdoor shower controls are located 
at 60" high.  The controls must be 
48" high maximum.

Park Violation 8 - No edge protection 
is provided along the edges of the 
heated/lighted fishing pier.

Park Violation 9 - The disc golf 
course is not accessible.

Park Violation 10 - No accessible 
route is provided to the boat dock 
near the boat ramp.  This pier is 
accessed by concrete stairs.

Park Violation 11 - No accessible 
route is provided from any 
accessible parking to the fire ring 
area located behind the restroom 
building near the boat ramp 
parking.34 of 35



Arcadia Lake Spring Creek Park

Park Violation 12 - The concession 
counter at the fire ring area is 46" 
high.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 40
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 2
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $255 Priority Level 5

Add van accessible sign to existing accessible parking sign.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

City of Edmond
PARK REPORT

Bickham-Rudkin Park

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°37'22.9"N

Tuesday, October 14, 2014

Steven@accessology.com

97°28'27.5"W

E. 33rd & Rankin Terrace

One parking lot provided with 40 total parking spaces and 2 accessible parking 
spaces. Both accessible parking spaces are van accessible and are located near the 
entrance into Bickham-Rudkin Park. No accessible parking serves the entrance 
path that leads to the dog park.

Neither of the two accessible parking spaces are designated as "van accessible" 
with the required sign.

2010 ADAAG 502.6 Parking Spaces Identification.

General Parking Notes:
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Parking

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $2,507 Priority Level 4
 

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $5,014 Priority Level 4

High Priority

Parking Violations Total $7,776 Medium Priority

Low Priority

2010 ADAAG 502.4 Floor or Ground Surfaces.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

Modify the existing accessible parking spaces to achieve 1:48 (2%) slope 
in all directions within the spaces and access aisle.

Relocate one of the two accessible parking spaces (or add an additional 
space) to serve the trail entrance into the dog park.

The existing accessible parking spaces have a longitudinal slope of 4% and a 
diagonal slope of 3.2% where 1:48 (2%) maximum is required in all directions.

No accessible parking is provided to serve the pedestrian entrance into the dog 
park.

2010 ADAAG 208.3.1 General. 

Parking spaces complying with 502 that serve a particular building or 
facility shall be located on the shortest accessible route from parking to an 
entrance complying with 206.4. Where parking serves more than one 
accessible entrance, parking spaces complying with 502 shall be dispersed 
and located on the shortest accessible route to the accessible entrances. In 
parking facilities that do not serve a particular building or facility, parking 
spaces complying with 502 shall be located on the shortest accessible 
route to an accessible pedestrian entrance of the parking facility.

City of Edmond - Bickham-Rudkin Park - Parking
Page 2
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

Yes
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,380 Priority Level 4

Violation #2:

Standard:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

Construct wood ramp up to stage area.

There is no interior accessible route in the pavilion to connect to the picnic table 
area.

2010 ADAAG 303.4 Changes in Level Ramps

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Bickham-Rudkin Park

There is no accessible route to raised area (stage) within main pavilion building.

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'27.5"W35°37'22.9"N

E. 33rd & Rankin Terrace

The park consists of a main pavilion building that houses picnic tables, game 
areas, raised platform (stage).  The accessible route to the pavilion entrance is 
substantially compliant as well as the asphalt trail throughout the park.

The accessible route from the parking lot to the dog park and the dog park 
entrances include significant change in level and running slope issues which will 
require a moderate amount of modification.    

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?

3 of 12



Accessible Route

Text:

Recommendation:

Violation #2 Cost: $4,140 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $823 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

It appears that the granite surface has worn away creating a change in 
level.  Scheduled maintenance of the granite trail is recommended to 
ensure that the path of travel is maintained in an accessible condition.

The granite path to the dog park has a running slope of 10.4% which exceeds the 
maximum slope even for a ramp.  The granite path on the west side of the wood 
bridge leading to the dog park has a running slope of 8.1% and is not treated as a 
ramp.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The granite path will need to be replaced/regraded to achieve a maximum 
slope of 1:20 (5%).  If a running slope greater than 5% is required, then it 
must fully comply with accessible ramp requirements.

A ramp (concrete or wood) will be required in order to provide an interior 
accessible route to the picnic table area in the pavilion.  

The connection from the parking lot sidewalk to the trail that leads to the dog park 
includes a level change +/- 1".  Where the granite path connects to the concrete 
sidewalk at the dog park entrance there is a 2" change in level.

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

City of Edmond - Bickham-Rudkin Park 
Accessible Route - Page 2
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Accessible Route

Violation #4 Cost: $1,461 Priority Level 1

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $823 Priority Level 1

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $380 Priority Level 1

Violation #7:

Standard:

Text:

This portion sidewalk must be replaced as the current running slope of 
12.9% is dangerous.  

The entrance gates into the dog park include significant level changes at the gate 
thresholds.  

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The connection between the granite path and the wood bridge along the path to 
the dog park includes a change in level of 3" on each end of the wood bridge.

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

It appears that the granite surface has worn away creating a change in 
level.  Scheduled maintenance of the granite trail is recommended to 
ensure that the path of travel is maintained in an accessible condition.

The portion of sidewalk that connects the dog park entrance with the sidewalk 
along the street has a running slope of 12.9% which exceeds the maximum slope 
even for a ramp.

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - Bickham-Rudkin Park 
Accessible Route - Page 3

5 of 12



Accessible Route

Recommendation:

Violation #7 Cost: $633 Priority Level 1

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $9,492 Priority Level 4

High Priority

Accessible Route Total $19,132 Medium Priority

Low Priority

The ground surface has eroded to the point that a significant level change 
has been created at the gate threshold.  The ground surface needs to be 
built-up so that the gate thresholds are flush.  It is also recommended that 
this surface be a paved surface to prevent future erosion.

The entrance gates into each side of the dog park are doors in series and do not 
provide the minimum clearance between the gates.

2010 ADAAG 404.2.6 Doors in Series and Gates in Series.  

The distance between two hinged or pivoted doors in series and gates in 
series shall be 48 inches minimum plus the width of doors or gates 
swinging into the space.

The dog park gate vestibules should be reconstructed to allow for 48" 
between the gates.

City of Edmond - Bickham-Rudkin Park 
Accessible Route - Page 4
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,573 Priority Level 4

High Priority

Restrooms Total $1,573 Medium Priority

Low Priority

City of Edmond
PARK REPORT

Facility Name: Bickham-Rudkin Park

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

E. 33rd & Rankin Terrace

General Restroom Notes:
One portable toilet provided.  No accessible portable toilet unit provided.  Toilet 
area is located along an accessible route.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

No accessible portable toilet unit provided.

Phil Jones Contact Phone: 405-359-4518

35°37'22.9"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'27.5"W

Where multiple single user portable toilet or bathing units are clustered at 
a single location, no more than 5 percent of the toilet units and bathing 
units at each cluster shall be required to comply with 603. Portable toilet 
units and bathing units complying with 603 shall be identified by the 
International Symbol of Accessibility complying with 703.7.2.1.

Provide at least one accessible portable toilet unit.
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

NA
NA

 

High Priority

Miscellaneous Total $0 Medium Priority

Low Priority

Are there any other miscellaneous items not previously covered? 

City of Edmond
PARK REPORT

Bickham-Rudkin Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'27.5"W35°37'22.9"N

E. 33rd & Rankin Terrace

General Misc Notes:
There are no drinking fountains provided at this park facility. 

Are there exterior drinking fountains? 
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
No

N/A
Are they substantially compliant? N/A
Are there sports fields? No
Do the accessible routes extend into the dugout? N/A
Is seating provided? Yes
Is accessible seating provided? No
Is it compliant? No
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? No
Are accessible picnic tables provided? No
Are grills provided? No
Are they accessible? N/A

Violation #1:

Standard:

Text:

Recommendation:

The park does include benches along the asphalt path and along the banks of the 
pond.  The benches along the pond do not have a compliant route to them or any 
level space next the bench for a wheelchair to sit.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

There is no accessible route within the dog park to the watering stations.  There is 
a significant level change onto the concrete platform.

An accessible route must be provided onto the concrete platforms in order 
to utilize the water pumps.

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

City of Edmond
PARK REPORT

Bickham-Rudkin Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'27.5"W35°37'22.9"N

2010 ADAAG 303.4 Changes in Level Ramps

E. 33rd & Rankin Terrace
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Park Amenities

Violation #1 Cost: $2,760 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,622 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $3,163 Priority Level 4

High Priority
 
Park Amenities Total $8,545 Medium Priority

Low Priority

At least one picnic table that provides an accessible height and a knee/toe 
clearance for a forward approach should be provided.

There is no accessible route to the two benches along the bank of the pond and 
there is no level area next to the bench for a wheelchair to sit.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

A route to each bench must be provided and a level area must be 
constructed next to each bench.

There are no accessible picnic tables provided in the pavilion building.

2010 ADAAG 902.2 Clear Floor or Ground Space.
2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

City of Edmond - Bickham-Rudkin Park 
Accessible Route - Page 2

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.
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Bickham Rudkin Park

Parking Violation 1 - Neither of the 
two accessible parking spaces are 
designated as "van accessible" with 
the required sign.

Parking Violation 3 - The existing 
accessible parking spaces have a 
longitudinal slope of 4% and a 
diagonal slope of 3.2%.

AR Violation 1 - There is no 
accessible route to raised area 
(stage) within main pavilion building.

AR Violation 2 - There is no interior 
accessible route in the pavilion to 
connect to the picnic table area.

AR Violation 3 - The connection from
the parking lot sidewalk to the trail 
that leads to the dog park includes a

level change +/- 1".  

AR Violation 3 - Where the granite 
path connects to the concrete 
sidewalk at the dog park entrance 
there is a 2" change in level.

AR Violation 4 - The granite path to 
the dog park has a running slope of 
10.4% which exceeds the maximum 
slope even for a ramp. 
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Bickham Rudkin Park

AR Violation 4 - The granite path on 
the west side of the wood bridge 
leading to the dog park has a 
running slope of 8.1% and is not 
treated as a ramp.

AR Violation 5 - The connection 
between the granite path and the 
wood bridge along the path to the 
dog park includes a change in level 
of 3" on each end of the wood 
bridge.

AR Violation 6 - The portion of 
sidewalk that connects the dog park 
entrance with the sidewalk along the 
street has a running slope of 12.9% 
which exceeds the maximum slope 
even for a ramp.

AR Violation 7 - The entrance 
gates into the dog park include 
significant level changes at the
gate thresholds.  

AR Violation 8 - The entrance gates 
into each side of the dog park are 
doors in series and do not provide 
the minimum clearance between the 
gates.

RR Violation 1 - No accessible 
portable toilet unit provided.

Park Violation 1 - There is no 
accessible route within the dog park 
to the watering stations.  There is a 
significant level change onto the 
concrete platforms.

Park Violation 2 - There are no 
accessible picnic tables provided in 
the pavilion building.

Park Violation 3 - There is no 
accessible route to the two benches 
along the bank of the pond and 
there is no level area next to the 
bench for a wheelchair to sit.

12 of 12



Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 16
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Does parking comply? Yes

High Priority

Parking Violations Total $0 Medium Priority

Low Priority

One parking area is provided along W. 1st Street.  One accessible parking space is 
provided as required and it is in substantial compliance. This one accessible space 
is also van accessible and is designated by the required sign.

General Parking Notes:

City of Edmond
PARK REPORT

Chitwood Park

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'19.7"N

Tuesday, October 14, 2014
Steven@accessology.com

97°29'38.3"W

W. First & Story St.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
Yes
Yes

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,504 Priority Level 8

Violation #2:

Standard:

Text:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Chitwood Park

 The curb ramp serving the accessible parking space has a cross slope of 3.8%

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°29'38.3"W35°39'19.7"N
W. First & Story St.

Curb ramp serving the accessible parking has a slight cross slope.  Curb ramps at 
each corner of the park have slight slope and ponding issues.  Sidewalk expansion 
joints need maintenance to avoid gaps larger than 1.2".

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 405.3 Ramps Cross Slope.

Cross slope of ramp runs shall not be steeper than 1:48.

Replace curb ramp with compliant curb ramp with cross slope of 1:48 
(2%) or less. 

Curb ramp at corner of Story Street and Main Street has a running slope of 8.9%.  

2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.
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Accessible Route

Recommendation:

Violation #2 Cost: $1,504 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $380 Priority Level 8

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $1,504 Priority Level 8

Violation #5:

Standard:

Replace curb ramp with compliant curb ramp with running slope of 1:12 
(8.33%) maximum.

Curb ramp at corner of S. Howard Street and S. 1st Street has a severe water 
ponding issue at bottom of ramp where it connects to street.

2010 ADAAG 406.2 Curb Ramps Counter Slope.

Counter slopes of adjoining gutters and road surfaces immediately 
adjacent to the curb ramp shall not be steeper than 1:20. The adjacent 
surfaces at transitions at curb ramps to walks, gutters, and streets shall be 
at the same level.

City of Edmond - Chitwood Park
Accessible Route - Page 2

Modify curb ramp connection to street asphalt to eliminate low area so that 
water flows freely.

 Curb ramp at S. Howard and S. 1st Street has a running slope of 9.2%.

 2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.

Replace curb ramp with compliant curb ramp with running slope of 1:12 
(8.33%) maximum.

Sidewalk leading to curb ramp at corner of Story Street and Main Street has a 2" 
gap at the concrete expansion joint.  The expansion joint material has degraded. 

2010 ADAAG 302.3 Floor or Ground Surfaces Openings. 
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Accessible Route

Text:

Recommendation:

Violation #5 Cost: $83 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $207 Priority Level 4

High Priority

Accessible Route Total $5,182 Medium Priority

Low Priority

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

Fill expansion joint to eliminate 2" gap.  

Sidewalk on south side of pavilion has a large gap that runs parallel to the 
pavilion.  This gap is greater than 1/2".

2010 ADAAG 302.3 Floor or Ground Surfaces Openings. 

City of Edmond - Chitwood Park
Accessible Route - Page 3

Fill expansion joint to eliminate 2" gap.  
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

NA
NA
NA
NA
NA
NA
NA

High Priority

Restrooms Total $0 Medium Priority

Low Priority

Phil Jones Contact Phone: 405-359-4518

35°39'19.7"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°29'38.3"W

City of Edmond
PARK REPORT

Facility Name: Chitwood Park

W. First & Story St.

General Restroom Notes:

There are no restrooms serving this park.

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,415 Priority Level 8

High Priority

Miscellaneous Total $4,415 Medium Priority

Low Priority

City of Edmond
PARK REPORT

Chitwood Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number. 

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°29'38.3"W35°39'19.7"N
W. First & Story St.

General Misc Notes:

Two drinking fountains are provided.  No accessible drinking fountain provided.

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

Two freestanding drinking fountain units are provided.  No accessible drinking 
fountain unit is provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Install at least one accessible drinking fountain unit.
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

Yes
Yes
Yes

Are they compliant? Yes
Are there sports fields? No
Do the accessible routes extend into the dugout? N/A
Is seating provided? N/A
Is accessible seating provided? N/A
Is it compliant? N/A
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? Yes
Are accessible picnic tables provided? No
Are grills provided? Yes
Are they accessible? Yes

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Chitwood Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°29'38.3"W35°39'19.7"N

2010 ADAAG 902.2 Clear Floor or Ground Space.

W. First & Story St.

This park includes a playground with picnic tables on perimeter, pavilion with 
picnic tables, and basketball court.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

No accessible concrete picnic table provided within the tables provided at the 
playground equipment. 

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.

 7 of 10



Park Amenities

Recommendation:

Violation #1 Cost: $2,483 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $589 Priority Level 4

High Priority

 
Park Amenities Total $3,072 Medium Priority

Low Priority

2010 ADAAG 904.4.1 Parallel Approach.  

City of Edmond - Chitwood Park
Park Amenities - Page 2

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter. 

Concrete counter surface the pavilion is 40" high where 36" maximum is required.

Replace one of the existing tables with an accessible table that provides 
the required knee clearance.

Lower a portion of the counter surface.
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Chitwood Park

AR Violation 1 -  The curb ramp 
serving the accessible parking 
space has a cross slope of 3.8%.

AR Violation 3 - Curb ramp at corner 
of S. Howard Street and S. 1st 
Street has a severe water ponding 
issue at bottom of ramp where it 
connects to street.

AR Violation 4 - Curb ramp at S. 
Howard and S. 1st Street has a 
running slope of 9.2%.

AR Violation 5 - Sidewalk leading to 
curb ramp at corner of Story Street 
and Main Street has a 2" gap at the 
concrete expansion joint.  The 
expansion joint material has 
degraded. 

AR Violation 6 - Sidewalk on south 
side of pavilion has a large gap that 
runs parallel to the pavilion.  This 
gap is greater than 1/2".

Misc Violation 1 - Two freestanding 
drinking fountain units are provided. 
No accessible drinking fountain unit 
is provided.

Park Violation 1 - No accessible 
concrete picnic table provided within 
the tables provided at the 
playground equipment. 
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Chitwood Park

Park Violation 2 - Concrete counter 
surface the pavilion is 40" high 
where 36" maximum is required.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces:  Pavilion #5/E. 9t Street 5
Total Accessible Parking Spaces: 3
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

There are 3 areas within the park that include designated parking spaces.  There 
are two other areas that do not have designated parking spaces and parking space 
is first come first serve.  The required number of accessible parking spaces is 
provided; however, many of the designated accessible parking spaces did not 
include the required signs or did not meet the minimum size requirements.

General Parking Notes:

There are 39 parking spaces in the Pavilion #3/Playground area of which 3 are 
striped and signed as accessible.

Pavilion #5/E. 9th Street includes 5 parking spaces with 3 striped as accessible.  

City of Edmond
PARK REPORT

E.C. Hafer Park

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°38'34.0"N

Thursday, October 16, 2014

Steven@accessology.com

97°27'20.9"W

123 Chandler Blvd

General Parking Notes:
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Parking

Total Parking Spaces - Pavilion #3/Playground Area 39
Total Accessible Parking Spaces: 3
Number of van accessible spaces: 2
Is the accessible parking substantially compliant? No

 
Total Parking Spaces - Pavilion #4 9
Total Accessible Parking Spaces: 4
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $131 Priority Level 5

Violation #2:

Standard:
  

City of Edmond - E.C. Hafer Park
Parking - Page 2

3 accessible parking spaces are designated along E. 9th Street (serving Pavilion 
#5) but are not striped to meet the minimum size requirements.

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces.  

General Parking Notes:

There are 9 parking spaces serving the Pavilion 4 area of which 4 are striped as 
accessible.

The 3 accessible parking spaces must be re-striped to provide the required 
standard accessible parking space dimensions and at least one space that 
meets the minimum van accessible space dimensions.

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

None of 3 accessible parking spaces along E. 9th Street (serving Pavilion #5) are 
designated by the required accessible parking signs.  The required van accessible 
parking space must include a "van accessible" sign.  

The accessible parking space serving Pavilion #1 is a van accessible parking 
space but is lacking the required "van accessible" sign.

2010 ADAAG 502.6 Parking Spaces Identification. 
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Parking

Text:

Recommendation:

Violation #2 Cost: $1,021 Priority Level 9
 

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $175 Priority Level 5

Violation #4:

Standard:

Text:

City of Edmond - E.C. Hafer Park
Parking - Page 3

The required signs must be installed at each accessible parking space.

Pavilion #4/Playground area - 4 accessible parking spaces are designated but are 
not striped to meet the minimum size requirements.  

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Pavilion #4/Playground area- No accessible parking signs are provided at the 4 
accessible parking spaces.  

2010 ADAAG 502.6 Parking Spaces Identification. 

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces.  

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

The 4 accessible parking spaces must be re-striped to provide the required 
standard accessible parking space dimensions and at least one space that 
meets the minimum van accessible space dimensions.
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Parking

Recommendation:

Violation #4 Cost: $1,021 Priority Level 9

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $5,014 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $87 Priority Level 5

City of Edmond - E.C. Hafer Park
Parking - Page 4

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

The 2 accessible parking spaces must be re-striped to provide the required 
standard accessible parking space dimensions and at least one space that 
meets the minimum van accessible space dimensions.

2010 ADAAG 502.4 Floor or Ground Surfaces. 

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

The accessible parking spaces will need to be modified to achieve a 2% 
maximum slope in all directions within the parking spaces and access 
aisles.

2 of the 3 designated accessible parking spaces located just to the north of the 
fishing pond and climbing wall do not meet minimum size requirements for 
accessible parking spaces and access aisle. 

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces.  

The required signs must be installed at each accessible parking space.

Pavilion #4/Playground area - The 2 accessible parking spaces near the 
playground area have a slope of 3.4% along the length of the parking spaces.  A 
maximum slope of 1:48 (2%) is required in all directions.
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Parking

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $5,014 Priority Level 4

High Priority

Parking Violations Total $12,463 Medium Priority

Low Priority

City of Edmond - E.C. Hafer Park
Parking - Page 5

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

The accessible parking spaces will need to be modified to achieve a 2% 
maximum slope in all directions within the parking spaces and access 
aisles.

2 of the 3 accessible parking spaces located to the north of the fishing pond and 
climbing wall has slopes of 3% to 3.6% across the width of the parking space and 
aisle.  A maximum slope of 1:48 (2%) is required in all directions.

2010 ADAAG 502.4 Floor or Ground Surfaces. 
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $455 Priority Level 2

Violation #2:

Standard:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: E.C. Hafer Park

The path to Pavilion #4 includes a level change greater than 1/2" at a sidewalk 
panel joint.  

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'20.9"W35°38'34.0"N

123 Chandler Blvd

The park includes several sidewalk networks that connect parking to the 2 
playgrounds and 5 pavilions.  There is 1.5 miles of paved trail provided through 
and around the park.  Many of the sidewalks and the majority of the paved trail is 
not in compliance due to excessive running slopes, cross slopes, and changes in 
level. 

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 303.4 Changes in Level Ramps 

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

The sidewalk panel at this location must be replaced to eliminate the 
change in level.

Playground area across from Pavilion #4 - The sidewalk leading from the 
accessible parking spaces has a running slope of 6.9% and does not comply with 
ramp requirements.

2010 ADAAG 403.3 Walking Surface Slope.
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $3,795 Priority Level 9

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $74,520 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $9,108 Priority Level 5

The sidewalk from the accessible parking spaces to the playground area 
must be modified to have a slope not exceeding 1:20 (5%) or it must 
comply with ramp requirements.

Stairs are provided between the wooden stage/platform area and the Pavilion #1 
area above.  There is no corresponding accessible route provided.  

2010 ADAAG 206.3 Location.

Accessible routes shall coincide with or be located in the same area as 
general circulation paths. Where circulation paths are interior, required 
accessible routes shall also be interior. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

City of Edmond - E.C. Hafer Park
Accessible Route - Page 2

A ramp system should be provided  in this general area since a general 
circulation route is provided.

The sidewalk serving the men's and women's restroom building has running 
slopes of 6% to 7.9% and has a cross slope of 5.1% and includes 1" gaps at the 
expansion joints.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The sidewalk in this area must be modified to achieve a running slope of 
1:20 (5%) maximum and a cross slope of 1:48 (2%) maximum.  Any 
expansion joints greater than 1/2" wide should be filled so that they are 
flush with the adjoining surfaces. 
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Accessible Route

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $1,771 Priority Level 2

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $230 Priority Level 8

Violation #7:

Standard:

Text:

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The south sidewalk connecting between the playground (south of Pavilion #4) to 
the roadway has a running slope of 8.8% and includes a significant level change 
at one of the sidewalk panels.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This sidewalk segment must be replaced with a segment that has a running 
slope of 1:20 (5%) maximum and a cross slope of 1:48 (2%) maximum.  If 
a running slope greater than 5% is required, then it must fully comply with 
ramp requirements.

The connection from the accessible parking space to the route leading around the 
pond has a cross slope of 3.7%.

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - E.C. Hafer Park
Accessible Route - Page 3

The connection between the trail and the parking area should be modified 
to achieve a 1:48 (2%) maximum cross slope.

The connection between the accessible parking and the main trail includes a level 
change greater than 1/2" where the asphalt surfaces meet.

2010 ADAAG 303.4 Changes in Level Ramps 

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

 8 of 24



Accessible Route

Recommendation:

Violation #7 Cost: $316 Priority Level 2

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $143,400 Priority Level 2

Violation #9:

Standard:

Text:

Recommendation:

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The connection between the two surfaces should be modified to be flush.

The paved trail that travels throughout Hafer Park includes excessive cross slopes 
and running slopes and changes in level for a large portion of the trail length.  
Cross slopes vary from 4.7% to 8.7% and running slopes vary from 7.5% to 
20.6%. Many of these slopes create potentially dangerous conditions.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

It is recommended that the entire length of the paved trail be re-worked to 
provide compliant cross slopes and running slopes.  If running slopes 
greater than 1:12 (8.33%) are required, then those areas must fully comply 
with ramp requirements.

The sidewalk connection between the south playground area to the open parking 
area has a running slope of 10.4%.

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - E.C. Hafer Park
Accessible Route - Page 4

This section of sidewalk should be modified to achieve a running slope of 
1:20 (5%).  If running slopes greater than 1:12 (8.33%) are required, then 
those areas must fully comply with ramp requirements.
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Accessible Route

Violation #9 Cost: $3,795 Priority Level 2

High Priority

Accessible Route Total $237,390 Medium Priority

Low Priority

City of Edmond - E.C. Hafer Park
Accessible Route - Page 5
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
No
No

N/A
N/A

Violation #1:

Standard:

Text:

Phil Jones Contact Phone: 405-359-4518

35°38'34.0"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°27'20.9"W

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

City of Edmond
PARK REPORT

Facility Name: E.C. Hafer Park

2010 ADAAG 703.4.2 Installation Height and Location. 

123 Chandler Blvd

General Restroom Notes:

There are two restroom buildings in this part both with a men's and women's 
restroom.  The restroom building at the rear of the park was locked and was noted 
to remain locked and were not evaluated. Only the restroom building located near 
Pavilion #1 was evaluated.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Men's/Women's Restrooms - The restroom signs are located on the face of the 
door rather than on the latch side of the door and the sign itself does not comply 
in terms of tactile characters or braille or pictogram size.
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Restrooms

Recommendation:

Violation #1 Cost: $575 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $4,292 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $317 Priority Level 4

City of Edmond - E.C. Hafer Park
Restrooms - Page 2

Men's/Women's Restrooms - One lavatory is provided in each restroom but does 
not provide the required knee clearance for a forward approach.  All other aspects 
of the lavatories is substantially compliant.

2010 ADAAG 606.2 Lavatories and Sinks Clear Floor Space.  

A clear floor space complying with (305 Clear Floor or Ground Space), 
positioned for a forward approach, and knee and toe clearance complying 
with (306 Knee and Toe Clearance) shall be provided. 

The lavatories will need to be modified so the area underneath provides 
the required knee clearance for a forward approach.

The existing signs should be removed and new compliant signs installed 
on the latch side of the doors.

The entrance into the men's and women's restrooms have a latch side approach 
with a door closer.  A minimum clearance of 54" wide is required and only 48" is 
provided.

2010 ADAAG 404.2.4.1 Swinging Doors and Gates.  

Swinging doors and gates shall have maneuvering clearances complying 
with Table 404.2.4.1.   

Installation of an auto door operator will alleviate the required 
maneuvering clearance requirements.
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Restrooms

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $13,082 Priority Level 5

Violation #5:

Standard:

Text:

City of Edmond - E.C. Hafer Park
Restrooms - Page 3

Men's/Women's Restrooms - The accessible toilet compartments provided do not 
meet the minimum size requirements.  The men's toilet compartment door swings 
into the compartment and into the required clear floor space of the water closet.  
The door into the women's toilet compartment does not have the required 18" 
door maneuvering clearance on the pull side of the door.  Neither compartment 
door is self-closing and did not have a door pull on both sides of the doors.

2010 ADAAG 604.8.1.2 Doors.  

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

The men's and women's restrooms will require modification to create fully 
compliant accessible toilet compartments.  

Women's Restroom - The flush control on the accessible water closet is located on 
the wrong side.

2010 ADAAG 604.6 Flush Controls.  

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments). 
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Restrooms

Recommendation:

Violation #5 Cost: $233 Priority Level 5

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $952 Priority Level 6

High Priority

Restrooms Total $19,451 Medium Priority

Low Priority

City of Edmond - E.C. Hafer Park
Restrooms - Page 4

The flush control must be relocated to the open side of the water closet.

Men's/Women's Restrooms - The hand dryers located above the lavatories are out 
of accessible reach range.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed. 

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground.  

The hand dryers need to be relocated to 48" maximum above the floor to 
the highest control.
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $22,074 Priority Level 8

High Priority

Miscellaneous Total $22,074 Medium Priority

Low Priority

City of Edmond
PARK REPORT

E.C. Hafer Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number.  

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°27'20.9"W35°38'34.0"N
123 Chandler Blvd

General Misc Notes:

The park does provide drinking fountains at several of the pavilions and one along 
the paved trail.  None of the drinking fountains provided are accessible.

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

Pavilion #1, #2, #4, playground area, paved trail on route to second restroom 
building - Only one stand alone drinking fountain is provided at each of these 
locations.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7. 

It is recommended that if drinking fountains are to be provided, that a dual 
height unit be installed at each of those locations.  This will ensure that an 
accessible unit and a unit for standing persons is provided.
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
Yes

Are they substantially compliant? Yes
Are there sports fields? Yes
Do the accessible routes extend into the dugout? N/A
Is seating provided? No
Is accessible seating provided? N/A
Is it compliant? N/A
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? No
Are accessible picnic tables provided? Yes
Are grills provided? Yes
Are they accessible? Yes

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

E.C. Hafer Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

123 Chandler Blvd

The park includes many amenities including playgrounds, park benches, picnic 
tables, picnic pavilions, fishing, climbing wall, volleyball court, physical fitness 
area, and a stage.  Most of these amenities are not accessible and are not 
connected to accessible parking or the trail system by way of an accessible route.   

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

No accessible route is provided to Pavilion #2.  Access is by way of stairs only.

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'20.9"W35°38'34.0"N

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 
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Park Amenities

Recommendation:

Violation #1 Cost: $3,450 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $11,233 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $4,140 Priority Level 4

Violation #4:

City of Edmond - E.C. Hafer Park
Park Amenities - Page 2

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

No accessible route is provided to the volleyball court near Pavilion #1 and #2.  

An accessible route must be provided to Pavilion #2.

An accessible connecting route must be provided to the volleyball court.

No accessible route is provided into any of the play areas provided at the play 
area to the west Pavilion #4.  No compliant accessible is provided onto the 
wooden stage/platform.  The sidewalk leading up to the platform has a severe 
running slope of 14% to 14.9%.

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

An accessible route is required into each of the play areas and a compliant 
route with a running slope between 1:20 (5%) and 1:12 (8.33%) must be 
provided onto the wood stage/platform.  If a ramp is required then it must 
comply with ramp requirements.

None of the approximately 16 concrete picnic tables throughout the park are 
accessible units and are not connected to the paved trail system by an accessible 
route.
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Park Amenities

Standard:

Text:

Recommendation:

Violation #4 Cost: $41,952 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $3,229 Priority Level 4

Violation #6:

Standard:

Text:

City of Edmond - E.C. Hafer Park
Park Amenities - Page 3

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

The picnic tables must be connected by an accessible route to the trail 
system and must include an accessible picnic table that provides an 
accessible height and knee clearance.

None of the benches surrounding the playground to the south of Pavilion #4 are 
accessible.  None of the benches connect to the sidewalk along the perimeter of 
the playground and do not provide any wheelchair seating next to the bench out of 
the way of the circulation path.

Both benches at the playground area must be modified to allow for a 30"x 
48" level clear floor space adjacent to the bench for a wheelchair to sit out 
of the circulation path.

Pavilion #3 - No accessible route is provided to the lower area of the fishing 
pavilion from which people are permitted to fish.  

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  
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Park Amenities

Recommendation:

Violation #6 Cost: $34,406 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $1,150 Priority Level 4

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $12,917 Priority Level 4

Violation #9:

Standard:

City of Edmond - E.C. Hafer Park
Park Amenities - Page 4

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

No accessible is provided into the Parcourse FitCenter.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

An accessible connecting route from the main trail system to the climbing 
wall must be provided.

None of the benches along the paved trail are connected to the trail and do not 
have a level area adjacent to the bench for a wheelchair to sit.

All benches must be modified to allow for a 30"x 48" level clear floor 
space adjacent to the bench for a wheelchair to sit out of the circulation 
path.

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

An accessible route is required to the lower area of Pavilion #3.  This 
could be accomplished by means of a ramp system or exterior platform 
lift.

No accessible route is provided to the climbing wall.
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Park Amenities

Text:

Recommendation:

Violation #9 Cost: $3,105 Priority Level 4

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $1,504 Priority Level 4

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $1,504 Priority Level 2

High Priority
 
Park Amenities Total $118,590 Medium Priority

Low Priority

City of Edmond - E.C. Hafer Park
Park Amenities - Page 5

Ramp runs shall have a running slope not steeper than 1:12.

An accessible route must be provided into the swing set area by way of a 
ramp or curb ramp.

The concrete ramp provided into the playground area has a running slope of 
17.2%.

The concrete ramp into the play area should be replaced with a ramp that 
has a running slope not exceeding 1:12 (8.33%).

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

An accessible connecting route is required into the FitCenter.

No accessible route is provided into the swing set area.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

2010 ADAAG 405.2 Ramps Slope. 
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Hafer Park

Parking Violation 1 - 3 accessible 
parking spaces are designated along 
E. 9th Street (serving Pavilion #5) 
but are not striped to meet the 
minimum size requirements.

Parking Violation 2 - None of 3 
accessible parking spaces along E. 
9th Street (serving Pavilion #5) are 
designated by the required 
accessible parking signs.

Parking Violation 3/4 - 4 accessible 
parking spaces are designated but 
are not striped to meet the 
minimum size requirements and do 
not include the required signs.

Parking Violation 5 - Pavilion
#4/Playground area - The 2 
accessible parking spaces near the 
playground area have a slope of 
3.4% along the length of the 
parking spaces. 

Parking Violation 6 - 2 of the 3 
designated accessible parking 
spaces located just to the north of 
the fishing pond and climbing wall 
do not meet minimum size 
requirements for accessible parking 
spaces and access aisle. 

Parking Violation 7 - 2 of the 3 
accessible parking spaces located to 
the north of the fishing pond and 
climbing wall has slopes of 3% to 
3.6% across the width of the parking 
space and aisle.

AR Violation 1 - The path to 
Pavilion #4 includes a level change 
greater than 1/2" at a sidewalk 
joint.

AR Violation 2 - Playground area 
across from Pavilion #4 - The 
sidewalk leading from the accessible 
parking spaces has a running slope 
of 6.9% and does not comply with 
ramp requirements.21 of 24



Hafer Park

AR Violation 3 - No accessible route 
is provided between Pavilion #1 and 
the lower area.

AR Violation 4 - The sidewalk 
serving the men's and women's 
restroom building has running 
slopes of 6% to 7.9% and has a 
cross slope of 5.1% and includes 1" 
gaps at the expansion joints.

AR Violation 5 - The south sidewalk 
connecting between the playground
(south of Pavilion #4) to the 
roadway has a running slope of 
8.8% and includes a signifcant level 
change at one of the sidewalk 
panels.

AR Violation 6 - The connection from 
the accessible parking space to the 
route leading around the pond has a 
cross slope of 3.7%.

AR Violation 7 - The connection 
between the accessible parking and 
the main trail includes a level 
change greater than 1/2" where the 
ashpalt surfaces meet.

AR Violation 8 - The paved trail has 
excessive cross slopes at various 
locations along its length.

AR Violation 8 - The paved trail has 
excessive running slopes at various 
locations along its length.

AR Violation 9 - The sidewalk 
connection between the south 
playground area to the open parking 
area has a running slope of 10.4%.

RR Violation 1 - The sign 
designating the restroom are not 
accessible signs.
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Hafer Park

RR Violation 2 - The entrance into 
the men's and women's restrooms 
have a latch side approach with a 
door closer.  A minimum clearance 
of 54" wide is required and only 48" 
is provided.

RR Violation 3 - One lavatory is 
provided in each restroom but does 
not provide the required knee 
clearance for a forward approach. 

RR Violation 4 - The men's restroom 
compartment does not fully comply 
due to its size.

RR Violation 5 - The flush control 
on the accessible water closet is 
located on the wrong side.

RR Violation 6 - The hand dryers 
located above the lavatories are 
out of accessible reach range.

Misc Violation 1 - Pavilion #1, #2, 
#4, playground area, paved trail on 
route to second restroom building - 
Only one stand alone drinking 
fountain is provided at each of these 
locations.

Park Violation 1 - No accessible route 
is provided to Pavilion #2.  Access is 
by way of stairs only.

Park Violation 2 - No accessible 
route is provided to the volleyball 
court.

Park Violation 3 - No accessible 
route is provided into any of the 
play areas provided at the play area 
to the west Pavilion #4. 
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Hafer Park

Park Violation 3 - The sidewalk 
leading up to the platform has a 
severe running slope of 14% to 
14.9%.

Park Violation 4 - None of the picnic 
tables throughout the park are 
accessible units and are not 
connected to the paved trail system 
by an accessible route.

Park Violation 5 - None of the 
benches connect to the sidewalk 
along the perimeter of the 
playground and do not provide 
any wheelchair seating next to the 
bench out of the way of the 
circulation path.

Park Violation 6 - Pavilion #3 - No
accessible route is provided to the
lower area of the fishing pavilion 
from which people are permitted to

fish.  

Park Violation 7 - No accessible route 
is provided to the climbing wall.

Park Violation 8 - None of the 
benches along the paved trail are 
connected to the trail and do not 
have a level area adjacent to the 
bench for a wheelchair to sit.

Park Violation 9 - No accessible is 
provided into the Parcourse 
FitCenter.

Park Violation 10 - No accessible 
route is provided into the swing set 
area.

Park Violation 11 - The concrete 
ramp provided into the playground 
area has a running slope of 17.2%.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: East Parking 36
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

General Parking Notes:

City of Edmond
PARK REPORT

Festival Market

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'14.9"N

Wednesday, October 15, 2014

Steven@accessology.com

111°49'46.08"W

26 W. 1st Street

There are basically four parking areas provided at this facility:  east parking lot, 
west parking lot, covered parking area, and restroom parking area.  The east and 
west parking lots have accessible parking spaces as required although the spaces 
do have some compliance issues.  There is one accessible parking space near the 
restroom building.  There is no covered parking provided as required.

General Parking Notes:

40 total parking spaces are provided with two accessible parking spaces.  These 
accessible spaces are in substantial compliance.

36 total parking spaces are provided with two accessible parking spaces.  The 
spaces meet the size and slope requirements but one of the spaces must have a 
"van accessible" sign.
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Parking

Total Parking Spaces - West Parking 40
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? Yes

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,507 Priority Level 3

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $2,507 Priority Level 5
 

City of Edmond - Festival Market
Parking - Page 2

The parking space and aisle must be regraded to achieve the required 2% 
slope in all directions.

Two accessible parking spaces are required within the covered parking 
area with one being designated as van accessible.

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. 

The accessible parking space near the restroom building has a 3.5% slope along 
the length of the space where 1:48 (2%) maximum is required in all directions.

2010 ADAAG 502.4 Floor or Ground Surfaces. 

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted. 
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

No accessible parking is provided within the covered parking spaces in the south 
portion of the site.  

2010 ADAAG 208.2 Minimum Number. 
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Parking

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $255 Priority Level 9

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $1,980 Priority Level 7

High Priority

Parking Violations Total $7,249 Medium Priority

Low Priority

City of Edmond - Festival Market
Parking - Page 3

2010 ADAAG 502.6 Parking Spaces Identification. 

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

The "van accessible" sign must be added beneath the existing accessible 
parking sign.

The vehicle overhang of at the parking spaces that adjoin a sidewalk could 
potentially reduce the clear with of the sidewalk. 

2010 ADAAG 502.7 Relationship to Accessible Routes.  

Parking spaces and access aisles shall be designed so that cars and vans, 
when parked, cannot obstruct the required clear width of adjacent 
accessible routes. 

Wheelstops should be added to all of the spaces that face a sidewalk.

The accessible parking space near the restroom building must be van accessible 
but does not include the "van accessible" sign.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,504 Priority Level 4

Violation #2:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

A curb ramp or other accessible connection should be made to the 
sidewalk provided on the west side of the statue.

The "Leaping into History" statue is a protruding object as it protrudes more than 
4" into the circulation path.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Festival Market

No accessible connecting route is provided from the west accessible parking 
spaces to the "Leaping into History" statue.  

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

111°49'46.08"W35°39'14.9"N

26 W. 1st Street

Sidewalks are provided at the perimeter and within this site and provide access 
from the streets to the interior of the site.  There are some issues regarding the 
accessible running slope on curb ramps and excessive cross slopes along the 
sidewalk path.  The "Leaping into History" statue is a significant protruding 
object which could be especially dangerous to those with low or no vision.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,010 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $3,574 Priority Level 9

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $3,574 Priority Level 8

The curb ramp should be replaced with one that has does not exceed the 
maximum allowable running slope.

The curb ramp that provides access to the sidewalk along W. Edmond Rd. has a 
cross slope of 3.2%.

2010 ADAAG 405.3 Ramps Cross Slope. 

Cross slope of ramp runs shall not be steeper than 1:48. 

The curb ramp should be replaced with one that does not exceed the 
maximum allowable cross slope.

A barrier should be provided around the portion of the statue that 
protrudes into the circulation path.

The curb ramp on the west side of the statue that connects to the covered parking 
area has a running slope of 10.1% which exceeds the maximum allowable running 
slope for a ramp.

2010 ADAAG 405.2 Ramps Slope. 

Ramp runs shall have a running slope not steeper than 1:12. 

2010 ADAAG 307.2 Protruding Objects Protrusion Limits. 

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path. 

City of Edmond - Festival Market
Accessible Route - Page 2
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Accessible Route

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $8,906 Priority Level 5

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $1,923 Priority Level 5

High Priority

Accessible Route Total $21,491 Medium Priority

Low Priority

This section of sidewalk should be replaced to achieve the maximum 
allowable cross slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48. 

The sidewalk system at the southeast corner of the site (at the driveway entrance 
from W. Edmond Rd.) has a cross slope of 5.9% and running slope of 7.1% and is 
not treated as a ramp.  The sidewalk leading from the southeast corner of the site 
to the restroom building has a 4.5%-4.8% cross slope.

2010 ADAAG 403.3 Walking Surface Slope. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48. 

This entire sidewalk system on the southeast corner of the site should be 
replaced in order to achieve the required maximum allowable running and 
cross slopes.

The sidewalk to the east of the covered parking area is obstructed by a metal 
bench.  Also, the cross slope of this sidewalk is 6.2%.

2010 ADAAG 403.3 Walking Surface Slope. 

City of Edmond - Festival Market
Accessible Route - Page 3
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes
Yes
Yes
Yes
Yes
Yes

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Facility Name: Festival Market

 2010 ADAAG 703.4.2 Installation Height and Location.  

26 W. 1st Street

General Restroom Notes:

A restroom building is provided with a men's restroom and a women's restroom.  
The restrooms are generally in compliance except for the restroom signs located 
on the doors.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

The restroom signs are located on the face of the restroom doors.  The signs must 
be located on the latch side of the doors.

Phil Jones Contact Phone: 405-359-4518

35°39'14.9"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

111°49'46.08"W

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 
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Restrooms

Recommendation:

Violation #1 Cost: $575 Priority Level 6

High Priority

Restrooms Total $575 Medium Priority

Low Priority

City of Edmond - Festival Market
Restrooms - Page 2

The signs that are provided are accessible except for their location.  The 
existing signs may be relocated to the latch side of the door.
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
No

N/A

Are they substantially compliant? N/A

Are there sports fields? N/A

Do the accessible routes extend into the dugout? N/A

Is seating provided? N/A

Is accessible seating provided? N/A

Is it compliant? N/A

Are pavilions and/or picnic tables provided? Yes

Is an accessible route provided to them? No

Are accessible picnic tables provided? No

Are grills provided? No

Are they accessible? N/A

High Priority

 
Park Amenities Total $0 Medium Priority

Low Priority

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

111°49'46.08"W35°39'14.9"N

City of Edmond
PARK REPORT

Festival Market

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

26 W. 1st Street

The facility does include park type benches as well as one picnic table.  The 
benches and picnic table are substantially compliant.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 
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Festival Market

Parking Violation 1 - No accessible
parking is provided within the 
covered parking spaces.

Parking Violation 2 - The accessible 
parking space near the restroom 
building has a 3.5% slope along the 
length of the space.

Parking Violation 3 - The accessible 
parking space near the restroom 
building must be van accessible but 
does not include the "van 
accessible" sign.

Parking Violation 4 - The vehicle 
overhang of at the parking spaces 
that adjoint a sidewalk could 
potentially reduce the clear with of 
the sidewalk. 

AR Violation 1 - No accessible 
connecting route is provided from 
the west accessible parking spaces 
to the "Leaping into History" statue.

AR Violation 2 - The "Leaping into 
History" statue is a protruding 
object as it protrudes more than 4" 
into the circulation path.

AR Violation 3 - The curb ramp on 
the west side of the statue that 
connects to the covered parking 
area has a running slope of 10.1%.

AR Violation 4 - The curb ramp 
that provides access to the 
sidewalk along W. Edmond Rd. has 
a cross slope of 3.2%.
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Festival Market

AR Violation 5 - This sidewalk 
system has cross slopes up to 5.9% 
and running slopes up to 7.1%.

AR Violation 6 - The sidewalk to the 
east of the covered parking area is 
obstructed by a metal bench.  Also, 
the cross slope of this sidewalk is 
6.2%.

RR Violation 1 - The restroom signs 
are located on the face of the 
restroom doors.  The signs must be 
located on the latch side of the 
doors.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 14
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? No

Total Parking Spaces - South Fink Park 21
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Is the accessible parking substantially compliant? No

There are two parking areas provided, one at the north pavilion and one at South 
Fink Park. The north pavilion accessible parking is compliant other than the 
accessible sign is too low.  The South Fink Park area is not served by any 
accessible parking. 

General Parking Notes:

21 parking spaces are provided to serve South Fink Park and no accessible 
parking spaces are provided.

 

14 parking spaces are provided to serve the north pavilion area.  One accessible 
parking space (van accessible) is provided as required.

City of Edmond
PARK REPORT

Fink Park

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'08.6"N

Wednesday, October 15, 2014

Steven@accessology.com

97°28'16.5"W

2nd St. & Godfrey Drive

General Parking Notes:
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Parking

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $255 Priority Level 9

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $2,507 Priority Level 3
 

Violation #3:

Standard:

City of Edmond - Fink Park
Parking - Page 2

The accessible parking sign at the accessible parking space serving the pavilion is 
56" above the parking surface where 60" minimum is required to the bottom of 
the sign.

 2010 ADAAG 502.6 Parking Spaces Identification. 

One accessible parking space must be constructed within the South Fink 
Park parking area.  This parking space must be van accessible.

The accessible parking sign must be relocated to 60" minimum high above 
the parking surface to the bottom of the van accessible sign.

The vehicle overhangs in the South Fink Park parking lot could potentially 
reduced the clear width of the sidewalk to less than 36".  

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign.  

No accessible parking is provided in the South Fink Park parking lot.  

2010 ADAAG 208.2 Minimum Number. 

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility. 

2010 ADAAG 502.7 Relationship to Accessible Routes. 
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Parking

Text:

Recommendation:

Violation #3 Cost: $1,980 Priority Level 4

High Priority

Parking Violations Total $4,742 Medium Priority

Low Priority

City of Edmond - Fink Park
Parking - Page 2

Parking spaces and access aisles shall be designed so that cars and vans, 
when parked, cannot obstruct the required clear width of adjacent 
accessible routes. 

Wheelstops should be provided for all 21 spaces that adjoin the nearby 
sidewalk.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Fink Park

The sidewalk along 2nd Street includes cross slopes of 3.6% up to 6.4% where it 
crosses the paved trail connection and driveway into the park.  The curb ramps on 
either side of the driveway are not compliant due to the pavement at the bottom of 
the ramps.  The pavement is created changes in level and generally unlevel 
surfaces.  The pedestrian push button at the north west corner of the park are 
served by a 10.6% slope.

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°28'16.5"W35°39'08.6"N
2nd St. & Godfrey Drive

The park is served by sidewalk that runs along 2nd Street as well as a 0.5 mile 
paved multipurpose trail and sidewalk system.  The majority of the paved trail is 
out of compliance due to severe running slopes.  The sidewalk system at South 
Fink Park is also out of compliance due to excessive running slopes.  Several of 
the amenities are not connected by way of an accessible route.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 403.3 Walking Surface Slope. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The entire length of sidewalk in front of the park along 2nd Street should 
be replaced with a sidewalk that has a 1:48 (2%) maximum cross slope and 
fully compliant curb ramps at the driveway crossing.  The area serving the 
pedestrian push button must be modified to be 1:48 (2%) maximum in all 
directions.
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Accessible Route

Violation #1 Cost: $13,570 Priority Level 2

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,024 Priority Level 2

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $114,052 Priority Level 2

Violation #4:

The route from the accessible parking access aisle to the curb ramp must 
be modified to achieve a 2% maximum cross slope.

The paved trail provided throughout the park has excessive running slopes that 
exceed the maximum allowable even for a ramp.  Running slopes vary from 7% to 
17.2%  Approximately 1127 linear feat of the paved trail has excessive slopes or 
slopes that exceed 5% and do not comply with accessible ramp requirements.

2010 ADAAG 403.3 Walking Surface Slope. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The accessible route from the accessible parking space at the pavilion includes a 
cross slope of 6.5% along the path to the nearby curb ramp.  A 2% maximum 
cross slope is required.

2010 ADAAG 403.3 Walking Surface Slope. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

City of Edmond - Fink Park
Accessible Route - Page 2

The majority of the paved trail is severely out of compliance regarding the 
maximum allowable running slopes.  The entire length of trail will require 
modification to achieve the maximum allowable slopes.  If running slopes 
of 1:12 (8.33%) are required, then those areas must fully comply with 
ramp requirements.

The sidewalk system from the South Fink Park parking area to the pavilion and 
other amenities is completely non-compliant for its entire length.  It begins with a 
curb ramp connecting to the parking lot with a cross slope of 5.9%, then includes 
a sidewalk system with running slopes of 8.1% up to 11.1%.  

 5 of 15



Accessible Route

Standard:

Text:

Recommendation:

Violation #4 Cost: $11,638 Priority Level 2

High Priority

Accessible Route Total $141,284 Medium Priority

Low Priority

2010 ADAAG 403.3 Walking Surface Slope. 

The running slope of walking surfaces shall not be steeper than 1:20. The 

The majority of the sidewalk system is out of compliance regarding the 
maximum allowable running slopes.  The entire sidewalk system will 
require modification to achieve the maximum allowable slopes.  If running 
slopes of 1:12 (8.33%) are required, then those areas must fully comply 
with ramp requirements.

City of Edmond - Fink Park
Accessible Route - Page 3
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $6,480 Priority Level 4

Phil Jones Contact Phone: 405-359-4518

35°39'08.6"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°28'16.5"W

Where multiple single user portable toilet or bathing units are clustered at 
a single location, no more than 5 percent of the toilet units and bathing 
units at each cluster shall be required to comply with 603. Portable toilet 
units and bathing units complying with 603 shall be identified by the 
International Symbol of Accessibility complying with 703.7.2.1. 

An accessible portable toilet unit is required and an accessible ramp to 
access the concrete platform is also required.

City of Edmond
PARK REPORT

Facility Name: Fink Park

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms. 

2nd St. & Godfrey Drive

General Restroom Notes:

There are two portable toilet units provided along the paved trail.  Neither unit is 
accessible and the platform on which they are located is not connected to an 
accessible route.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Two portable toilet units are provided along the paved trail; however, neither unit 
is an accessible unit and the platform on which they are located is not accessible.
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Restrooms

High Priority

Restrooms Total $6,480 Medium Priority

Low Priority

City of Edmond - Fink Park
Restrooms - Page 2
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $8,830 Priority Level 8

High Priority

Miscellaneous Total $8,830 Medium Priority

Low Priority

City of Edmond
PARK REPORT

Fink Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number.  

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°28'16.5"W35°39'08.6"N
2nd St. & Godfrey Drive

General Misc Notes:

There are two exterior free standing drinking fountains.  One is provided at the 
north pavilion and the other is provided at the south pavilion.  No accessible 
drinking fountains are provided at either location.

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

One stand alone drinking fountain is provided at the north pavilion; however, no 
accessible drinking fountain is provided.  One stand alone drinking fountain is 
provided at the south pavilion; however, no accessible drinking fountain is 
provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7. 

It is recommended that dual height drinking fountain unit be installed at 
each pavilion.  
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
No

Are they substantially compliant? No

Are there sports fields? No

Do the accessible routes extend into the dugout? N/A

Is seating provided? N/A

Is accessible seating provided? N/A

Is it compliant? N/A

Are pavilions and/or picnic tables provided? Yes

Is an accessible route provided to them? No

Are accessible picnic tables provided? No

Are grills provided? Yes

Are they accessible? Yes

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Fink Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 902.2 Clear Floor or Ground Space. 

2nd St. & Godfrey Drive

The park consists of a 0.5 mile paved multi-purpose trail (bicycles and 
pedestrian), two pavilions, picnic tables, grilles, benches, and two playgrounds. 

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

No accessible picnic tables are provided within the north or south pavilions. No 
accessible picnic tables are provided along the paved trail or in the South Fink 
Park area where there are tables provided.

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°28'16.5"W35°39'08.6"N

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.
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Park Amenities

Recommendation:

Violation #1 Cost: $10,488 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $4,844 Priority Level 7

Violation #3:

Standard:

Text:

Recommendation:

City of Edmond - Fink Park
Park Amenities - Page 2

2010 ADAAG 305.2 Floor or Ground Surfaces.  

Floor or ground surfaces of a clear floor or ground space shall comply with 
302. Changes in level are not permitted. 
EXCEPTION:  Slopes not steeper than 1:48 shall be permitted.

No accessible route is provided to one of the benches provided along the paved 
trail.  The other two benches along the trail are directly connected to the paved 
trail; however, the seating that is provided next to the bench is not level and has 
slopes of 3.9% to 6.7%.  The seating area adjacent to the bench must be level with 
a 2% maximum slope in all directions.

No accessible route is provided to the bench serving the playground at South Fink 
Park.

An accessible picnic table must be provided at the north and south pavilion 
at along the paved trail and within the South Fink Park area.  These tables 
must be connected by an accessible route.

Each of the benches must be modified to be located on an accessible route 
and provide a level clear floor space adjacent to the bench.

No accessible route is provided into either playground area in the South Fink Park 
area.  The east playground area does have a connection; however, the playground 
surface has sunken and/or eroded such there is a change in level between the 
sidewalk and playground surface.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

An accessible route is required into both playground areas.  This will most 
likely require a ramp.
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Park Amenities

Violation #3 Cost: $8,280 Priority Level 4

High Priority

 
Park Amenities Total $23,612 Medium Priority

Low Priority

City of Edmond - Fink Park
Park Amenities - Page 3
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Fink Park

Parking Violation 1 - The parking 
sign is 56" above the parking 
surface where 60" minimum is 
required.

Parking Violation 2 - No accessible
parking provided at South Fink 
Park.

Parking Violation 3 - The vehicle
overhangs could obstruct the 
sidewalk to less than 36" clear.

AR Violation 1 - The sidewalk along 
2nd Street includes cross slopes of 
3.6% up to 6.4% where it crosses 
the paved trail connection and 
driveway into the park.

AR Violation 1 - The curb ramps on 
either side of the driveway are not 
compliant due to the pavement at 
the bottom of the ramps. 

AR Violation 1 - The pedestrian push 
button at the north west corner of 
the park are served by a 10.6% 
slope.

AR Violation 2 - The accessible route 
from the accessible parking space at 
the pavilion includes a cross slope of 
6.5% along the path to the nearby 
curb ramp. 

13 of 15



Fink Park

AR Violation 3 - The paved trail 
provided throughout the park has 
excessive running slopes that exceed 
the maximum allowable even for a 
ramp. 

AR Violation 4 - The sidewalk 
system from the South Fink Park 
parking area to the pavilion and 
other amenities is completely non-
compliant for its entire length. 

AR Violation 4 - The sidewalk 
system from the South Fink Park 
parking area to the pavilion and 
other amenities is completely non-
compliant for its entire length. 

AR Violation 4 - The sidewalk 
system from the South Fink Park 
parking area to the pavilion and 
other amenities is completely non-
compliant for its entire length. 

AR Violation 4 - The sidewalk 
system from the South Fink Park 
parking area to the pavilion and 
other amenities is completely non-
compliant for its entire length. 

RR Violation 1 - Two portable toilet 
units are provided along the paved 
trail; however, neither unit is an 
accessible unit and the platform on 
which they are located is not 
accessible.

Misc Violation 1 - No 
accessible drinking fountains 
are provided.

Park Violation 1 - No accessible 
picnic tables are provided.

Park Violation 1 - No accessible 
picnic tables are provided
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Fink Park

Park Violation 2 - No accessible route 
is provided to one of the benches 
provided along the paved trail.

Park Violation 2 - The seating area 
adjacent to the bench must be level 
with a 2% maximum slope in all 
directions.

Park Violation 3 - Nomaccessible 
route is provided into the play 
area.

Park Violation 3 - No accessible 
route is provided into the play 
area.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: 6
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

Standard:

Text:

Recommendation:

One parking area serves the park. 6 total parking spaces provided. None are 
accessible.

No accessible parking space provided within the parking area.

2010 ADAAG 208.2 Minimum Number. 

General Parking Notes:

City of Edmond
PARK REPORT

Gossett Park

Create one accessible parking space that is also van accessible. Create 
accessible connecting to adjacent sidewalk.

Parking spaces complying with 502 shall be provided in accordance with 
Table 208.2 except as required by 208.2.1, 208.2.2, and 208.2.3. Where 
more than one parking facility is provided on a site, the number of 
accessible spaces provided on the site shall be calculated according to the 
number of spaces required for each parking facility.

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'46.1"N

Thursday, October 16, 2014
Steven@accessology.com

97°28'29.0"W

717 University Dr.
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Parking

Violation #1 Cost: $4,011 Priority Level 3

High Priority

Parking Violations Total $4,011 Medium Priority

Low Priority

City of Edmond - Gossett Park 
Parking - Page 2
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No

entrance compliant?

High Priority

Accessible Route Total $0 Medium Priority

Low Priority

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Gossett Park

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°28'29.0"W35°39'46.1"N
717 University Dr.

No accessible exterior connecting route is provided to serve any of the park 
amenities.  See "Park Amenities."

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

N/A
N/A
N/A
N/A
N/A
N/A
N/A

High Priority

Restrooms Total $0 Medium Priority

Low Priority

Does the urinal comply? 
Does the mirror comply? 

Phil Jones Contact Phone: 405-359-4518

35°39'46.1"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°28'29.0"W

There are no restrooms serving this park.

City of Edmond
PARK REPORT

Facility Name: Gossett Park

717 University Dr.

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,415 Priority Level 8

High Priority

Miscellaneous Total $4,415 Medium Priority

Low Priority

City of Edmond
PARK REPORT

Gossett Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number.

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°28'29.0"W35°39'46.1"N
717 University Dr.

General Misc Notes:

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

Only one drinking fountain provided on site.  No accessible drinking fountain 
provided.

One drinking fountain provided at basketball court.  No accessible unit is 
provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Install an accessible drinking fountain unit.
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
Yes

Are they compliant? Yes
Are there sports fields? No
Do the accessible routes extend into the dugout? N/A
Is seating provided? N/A
Is accessible seating provided? N/A
Is it compliant? N/A
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? No
Are accessible picnic tables provided? No
Are grills provided? Yes
Are they accessible? No

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Gossett Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°28'29.0"W35°39'46.1"N

Park amenities include a bench swing, playground, picnic tables, grill, and 
basketball court.  Other than the playground equipment and the basketball court, 
no accessible amenities are provided.  No accessible connecting route is provided 
to all of the amenities.  

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

717 University Dr.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

No accessible connecting route from the parking area to the playground, picnic 
tables or basketball court.

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.
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Park Amenities

Recommendation:

Violation #1 Cost: $26,220 Priority Level 3

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,622 Priority Level 4

High Priority

 
Park Amenities Total $28,842 Medium Priority

Low Priority

2010 ADAAG 902.2 Clear Floor or Ground Space.

No accessible picnic table provided.  

Create accessible connecting route from the parking area to all of the 
amenities on site. 

City of Edmond - Gossett Park 
Park Amenities - Page 2

Provide at least one accessible picnic table.

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.
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Gossett Park

Parking Violation 1 - No accessible 
parking is provided.

Misc Violation 1 - No accessible 
drinking fountain is provided.

Park Violation 1 - No accessible route 
is provided from the parking area to 
any of the park amenities.

Park Violation 2 - No accessible 
picnic table is provided.

8 of 8



Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 46
Total Accessible Parking Spaces: 3
Number of van accessible spaces: 2
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

City of Edmond
PARK REPORT

Kickingbird Tennis Center

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'59.2"N

Thursday, October 16, 2014

Steven@accessology.com

97°27'34.5"W

1500 E. Danforth Rd.

The tennis center is served by one parking lot.  The lot currently only has one 
accessible parking space; however, two stand alone accessible parking spaces 
have been provided on the east side of the tennis center and connected by a 
sidewalk.  None of the accessible parking provided is substantially compliant due 
to slope issues. 

The accessible parking space has a 4.1% slope across the width of the parking 
space and access aisle.  A maximum slope of 1:48 (2%) is required in all 
directions.

2010 ADAAG 502.4 Floor or Ground Surfaces.

General Parking Notes:

There are 46 parking spaces serving the tennis center.  Three accessible parking 
spaces are required; however, only one accessible space is provided in this lot.  
Two additional accessible parking spaces are provided on the east side of the 
tennis center; however, these two spaces are not accessible.

 1 of 24



Parking

Text:

Recommendation:

Violation #1 Cost: $2,507 Priority Level 4

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $5,014 Priority Level 4
 

Violation #3:

Standard:

City of Edmond - Kickingbird Tennis Center 
Parking - Page 2

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

The two accessible parking spaces will need to be regraded to achieve the 
required 1:48 (2%) slope in all directions within the parking spaces and 
access aisles.

The three accessible parking spaces will need to be regraded to achieve the 
required 1:48 (2%) slope in all directions within the parking spaces and 
access aisles.

The two stand alone accessible parking spaces on the east side of the tennis center 
total 22' across.  A minimum of 24' is required to accommodate two accessible 
parking spaces with one being van accessible and the other a standard accessible 
space.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

The two stand alone accessible parking spaces on the east side of the tennis center 
have a 3.8% slope across the width of the spaces and a 4.7% slope along the 
length of the spaces.  A maximum slope of 1:48 (2%) is required in all directions.

2010 ADAAG 502.4 Floor or Ground Surfaces.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.
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Parking

Text:

Recommendation:

Violation #3 Cost: $0 Priority Level 4

High Priority

Parking Violations Total $7,521 Medium Priority

Low Priority

City of Edmond - Kickingbird Tennis Center 
Parking - Page 3

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

If the parking spaces are reconstructed as noted in Violation #2, the cost to 
widen the spaces is included.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $304 Priority Level 12

Violation #2:

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This 6' length of sidewalk should be replaced to achieve a 1:20 (5%) 
running slope.

The sidewalk along the path of travel from the accessible parking space has 
cracked and has created vertical level changes in excess of 1/4".

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Kickingbird Tennis Center

The sidewalk along the path of travel from the accessible parking space has a 
running slope of 6.3% for approximately 6 feet and has not been treated as a 
ramp.

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.5"W35°39'59.2"N

1500 E. Danforth Rd.

The tennis center is divided into an upper court area and a lower court area.  
These areas are connected by way of stairs but there is not an accessible 
connecting route provided.  If a person with disabilities were to park in the west 
parking area they would not be able to access the upper courts.  Access to the 
upper court area is achieved by parking in the Kickingbird Golf parking lot at the 
two stand alone accessible parking spaces and using the connecting sidewalk.  

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 
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Accessible Route

Standard:

Text:

Recommendation:

Violation #2 Cost: $1,265 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $0 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $7,590 Priority Level 1

Except as provided in 403.5.2 and 403.5.3, the clear width of walking 
surfaces shall be 36 inches minimum.

2010 ADAAG 303.3 Changes in Level Beveled.

Changes in level between 1/4 inch high minimum and 1/2 inch high 
maximum shall be beveled with a slope not steeper than 1:2.

City of Edmond - Kickingbird Tennis Center 
Accessible Route - Page 2

The aluminum benches should be relocated in order to allow a 36" wide 
clear width.  There should be no cost associated with relocating the 
benches as they are not fixed.

The sidewalk cross over point that connects the north tennis courts to the south 
tennis courts (at courts #13/#14) has a running slope of 11.2% which exceeds the 
maximum slope even for a ramp.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This portion of sidewalk must be replaced with a sidewalk that has running 
slope of 1:20 (5%) maximum or a with a fully compliant ramp with a slope 
of 1:12 (8.33%) maximum.

This sidewalk area should be replaced to achieve a level surface without 
any changes in level.

The clear width along the sidewalk serving the tennis courts is reduced to 20" 
where it passes in front of the aluminum benches.

2010 ADAAG 403.5.1 Walking Surface Clear Width.
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Accessible Route

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $18,343 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,093 Priority Level 4

Violation #7:

Standard:

Text:

The grating should be replaced with a unit that has openings no larger than 
1/2" or a barrier could be constructed around the grate.

The sidewalk outside of court #12 has a running slope of 6% and is not treated as 
a ramp.  

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

At court #12, the path of travel from the access gate and along the area serving the 
bleacher seating has a cross slope of 4.7%.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This concrete area between the tennis courts should be replaced so that a 
1:48 (2%) maximum cross slope is provided beginning at the gate and 
leading to the bleacher seating.

The large grates located at court #12, where the bleacher seating is located, 
includes openings that are greater than 1/2" wide.  

  2010 ADAAG 302.3 Floor or Ground Surfaces Openings. 

City of Edmond - Kickingbird Tennis Center 
Accessible Route - Page 3
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Accessible Route

Recommendation:

Violation #7 Cost: $304 Priority Level 12

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $690 Priority Level 7

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $36,000 Priority Level 2

Violation #10:

Standard:

In order to provide a fully compliant landing the ramp will have to be 
reconstructed.  

The clear width of the switchback ramp is 34 1/2" to 35 3/4" between the 
handrails where 36" minimum is required for the full length of the ramp.

2010 ADAAG 405.5 Ramps Clear Width.

Ramps that change direction between runs at landings shall have a clear 
landing 60 inches minimum by 60 inches minimum.

This section of sidewalk should be replaced with a sidewalk that has a 
1:20 (5%) maximum running slope to avoid it becoming a ramp.

The handrail extensions at the top and bottom of the switchback ramp are not 
parallel with the landing surfaces.

2010 ADAAG 505.10.1 Handrail Extensions Top and Bottom Extension at 
Ramps.

Ramp handrails shall extend horizontally above the landing for 12 inches 
minimum beyond the top and bottom of ramp runs. Extensions shall return 
to a wall, guard, or the landing surface, or shall be continuous to the 
handrail of an adjacent ramp run. 

The ramp handrail extensions should be modified so that they extend 
horizontally above the landing surface.

The intermediate landing near the top of the ramp is only 45" clear where 60" 
minimum clear is required.

2010 ADAAG 405.7.4 Ramps Landings Change in Direction.

City of Edmond - Kickingbird Tennis Center 
Accessible Route - Page 4
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Accessible Route

Text:

Recommendation:

Violation #10 Cost: $0 Priority Level 2

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $14,421 Priority Level 4

Violation #12:

Standard:

Text:

Recommendation:

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

An accessible route must connect to the shaded spectator seating area.  
The sidewalk that provides access to the shade area must be replaced with 
a route that provides a 36" wide minimum clear width. 

The clear width of a ramp run and, where handrails are provided, the clear 
width between handrails shall be 36 inches minimum.

Should the ramp be reconstructed as part of the intermediate landing 
modification, the handrails would also be modified.  The cost for a new 
ramp is provided in Violation #9.

No accessible route is provided to the shaded spectator seating area.  

City of Edmond - Kickingbird Tennis Center 
Accessible Route - Page 5

No accessible route is provided to connect the upper tennis court area to court #5 
on the west side of the center. Access is provided by way of stairs but no 
accessible route is provided.  

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

There is a substantial change in level between the upper tennis courts and 
court #5.  Construction of a ramp system is possible but an outdoor 
platform lift may be a more viable solution.
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Accessible Route

Violation #12 Cost: $34,406 Priority Level 4

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $7,211 Priority Level 4

High Priority

Accessible Route Total $122,627 Medium Priority

Low Priority

City of Edmond - Kickingbird Tennis Center 
Accessible Route - Page 6

The sidewalk providing access from the pro shop building to the indoor tennis 
courts includes level changes and has a cross slope of 3.3%.  The running slope at 
top of the sidewalk is 10.8% where it connects to the sidewalk along the north 
side of the indoor tennis courts.  The sidewalk along the north side of the indoor 
tennis courts that leads to the accessible entrance on the east side has a cross slope 
of 7.5%.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This entire length of sidewalk (approximately 190 linear feet) should be 
replaced to achieve a 1:20 (5%) maximum running slope and 1:48 (2%) 
maximum cross slope.
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No

of the nearest accessible door?  

High Priority

Entrance Total $0 Medium Priority

Low Priority

City of Edmond
PARK REPORT

Facility Name: Kickingbird Tennis Center

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.5"W

1500 E. Danforth Rd.

General Entrance Notes:

There are two entrances into the pro shop/snack bar building.  One is substantially 
compliant.

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°39'59.2"N
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
Yes
Yes
N/A
Yes

Violation #1:

Standard:

Text:

 Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile 

City of Edmond
PARK REPORT

Facility Name: Kickingbird Tennis Center

2010 ADAAG 703.4.2 Installation Height and Location. 

1500 E. Danforth Rd.

General Restroom Notes:

There is a set of men's and women's locker room in the pro shop.  They include 
lockers, dressing benches, lavatories, toilet compartment and shower stalls.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

The room signs for the men's and women's restroom are located on the face of the 
restroom doors and must be located on the wall along side the latch side of the 
door.

Phil Jones Contact Phone: 405-359-4518

35°39'59.2"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.5"W
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Restrooms

Recommendation:

Violation #1 Cost: $575 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $1,242 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $1,326 Priority Level 6

City of Edmond - Kickingbird Tennis Center 
Restrooms - Page 2

The dressing benches in each room should be replaced with a fully 
accessible bench meeting the size and back support requirements.

Men's Locker Room - No accessible lockers are provided.  All the lockers 
required tight pinching to open the locker door.

2010 ADAAG 225.2 Storage.

Where storage is provided in accessible spaces, at least one of each type 
shall comply with 811. 

At least one locker that is accessible and has hardware that does not 
required tight pinching to operate should be provided.

The restroom signs are compliant except that they are located on the door.  
The signs should be relocated to the "latch" side of the door.

Men's Locker Room/Women's Locker Room - The dressing bench that is provided 
is not 20"-24" deep.

2010 ADAAG 903.3 Benches Size.
2010 ADAAG 903.4 Benches Back Support.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.
The bench shall provide for back support or shall be affixed to a wall. 
Back support shall be 42 inches long minimum and shall extend from a 
point 2 inches maximum above the seat surface to a point 18 inches 
minimum above the seat surface. Back support shall be 2 1/2 inches 
maximum from the rear edge of the seat measured horizontally. 
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Restrooms

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,168 Priority Level 4

Violation #5:

Standard:

Text:

City of Edmond - Kickingbird Tennis Center 
Restrooms - Page 3

Men's Locker Room - The accessible toilet compartment is configured incorrectly. 
The door is currently located directly in front of the water closet.  The door must 
be located diagonal from the water closet.

2010 ADAAG 604.8.1.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates) except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. Doors shall 
be located in the front partition or in the side wall or partition farthest from 
the water closet. Where located in the front partition, the door opening 
shall be 4 inches maximum from the side wall or partition farthest from the 
water closet. Where located in the side wall or partition, the door opening 
shall be 4 inches maximum from the front partition. The door shall be self-
closing. A door pull complying with (404.2.7 Door and Gate Hardware) 
shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area.

The accessible toilet compartment door must be relocated to be diagonal 
from the water closet.

Men's Locker Room - The shower stall is configured incorrectly.  The transfer 
seat is not provided with the required 12" minimum clearance beyond the seat.

2010 ADAAG 608.2.1 Transfer Type Shower Compartments. 

Transfer type shower compartments shall be 36 inches by 36 inches clear 
inside dimensions measured at the center points of opposing sides and 
shall have a 36 inch wide minimum entry on the face of the shower 
compartment. Clearance of 36 inches wide minimum by 48 inches long 
minimum measured from the control wall shall be provided. 
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Restrooms

Recommendation:

Violation #5 Cost: $2,655 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $371 Priority Level 6

Violation #7:

Standard:

Text:

City of Edmond - Kickingbird Tennis Center 
Restrooms - Page 4

2010 ADAAG 306.3.3 Knee Clearance Minimum Required Depth. 

Where knee clearance is required under an element as part of a clear floor 
space, the knee clearance shall be 11 inches deep minimum at 9 inches 
above the finish floor or ground, and 8 inches deep minimum at 27 inches 
above the finish floor or ground.

Men's Locker Room/Women's Locker Room - The lavatory apron provides a 6" 
depth at 27" high under the sink where an 8" minimum depth is required.

The shower stall must be modified to accommodate the required 36" x 48" 
clear floor space adjacent to the shower.  A minimum of 12" must be 
provided past the shower seat.  If the shower stall were flipped, the correct 
clear floor space would have been provided.

Men's Locker Room/Women's Locker Room - The shower head is fixed at a 
height of 66" above the floor where 48" maximum is required.

2010 ADAAG 608.6 Shower Spray Unit and Water.

A shower spray unit with a hose 59 inches  long minimum that can be used 
both as a fixed-position shower head and as a hand-held shower shall be 
provided. The shower spray unit shall have an on/off control with a non-
positive shut-off. If an adjustable-height shower head on a vertical bar is 
used, the bar shall be installed so as not to obstruct the use of grab bars. 
Shower spray units shall deliver water that is 120°F (49°C) maximum.
EXCEPTION: A fixed shower head located at 48 inches maximum above 
the shower finish floor shall be permitted instead of a hand-held spray unit 
in facilities that are not medical care facilities, long-term care facilities, 
transient lodging guest rooms, or residential dwelling units. 

The handheld shower must be relocated to be no higher than 48" above the 
shower floor.
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Restrooms

Recommendation:

Violation #7 Cost: $427 Priority Level 5

High Priority

Restrooms Total $8,764 Medium Priority

Low Priority

City of Edmond - Kickingbird Tennis Center 
Restrooms - Page 5

The lavatory aprons must be modified to provide 8" minimum depth at 27" 
above the floor.
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $5,400 Priority Level 8

High Priority

Miscellaneous Total $5,400 Medium Priority

Low Priority

Are there any other miscellaneous items not previously covered? 

One drinking fountain is provided; however, it is not accessible for either a front 
approach or for a standing person.  The spout is 32" high and the knee clearance 
is only 23 1/2".

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

The existing drinking fountain must be modified to either become an 
accessible unit with a compliant knee clearance or a unit for standing 
persons.  In either case an additional drinking fountain is required to be 
installed.

City of Edmond
PARK REPORT

Kickingbird Tennis Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number.  

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.5"W35°39'59.2"N

1500 E. Danforth Rd.

General Misc. Notes:
One drinking fountain is provided and it is located in the pro shop building.

Are there exterior drinking fountains? 
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
No
No

Are they substantially compliant? N/A
Are there sports fields? Yes
Do the accessible routes extend into the dugout? N/A
Is seating provided? Yes
Is accessible seating provided? No
Is it compliant? No
Are pavilions and/or picnic tables provided? No
Is an accessible route provided to them? N/A
Are accessible picnic tables provided? N/A
Are grills provided? No
Are they accessible? N/A

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $16,560 Priority Level 4

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.5"W35°39'59.2"N

Wheelchair spaces complying with 221.2 shall be provided in assembly 
areas with fixed seating.

City of Edmond
PARK REPORT

Kickingbird Tennis Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 221.2 Wheelchair Spaces. 

1500 E. Danforth Rd.

The tennis courts include bleacher seating, player seating and shaded tiered 
spectator seating, none of which is accessible.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

There is no accessible wheelchair seating provided within any of the aluminum 
bleacher seating areas.  

An accessible bleacher system is required to be provided in each of the 
two bleacher seating areas.
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Park Amenities

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,070 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $127 Priority Level 5

Violation #4:

Standard:

Text:

City of Edmond - Kickingbird Tennis Center 
Park Amenities - Page 2

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. 

 2010 ADAAG 305.2 Floor or Ground Surfaces.  

Floor or ground surfaces of a clear floor or ground space shall comply with 
302. Changes in level are not permitted. 
EXCEPTION:  Slopes not steeper than 1:48 shall be permitted.

2010 ADAAG 904.4.1 Parallel Approach.  

The area in front of the snack bar window must be replaced to create a 
level area with a slope not exceed 1:48 (2%) in all directions.

The snack bar counter is 44" high and no accessible portion of counter is 
provided.

The wood ramp and concrete landing must be reconstructed to provide and 
compliant and safe ramp to the raised seating outdoor seating area.

The area in front of the snack bar window has a 3.8% away from the window.  A 
maximum slope of 1:48 (2%) must be provided in this area.

2010 ADAAG 405.2 Ramps Slope.

Ramp runs shall have a running slope not steeper than 1:12.

The wooden ramp that provides access to the outdoor seating area has a running 
slope of 10.6%.  This ramp does not comply with any ramp requirements 
regarding running slope, cross slope, landing length, handrails, edge protection.  
The cross slope at the lower landing is 10.6% and the landing is only 49" long.  
The ramp also includes a significant change in level at the top and bottom of the 
ramp.
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Park Amenities

Text:
Pt 2

Recommendation:

Violation #4 Cost: $589 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $9,688 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

A clear floor or ground space complying with (305 Clear Floor or Ground 
Space) shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter. 

City of Edmond - Kickingbird Tennis Center 
Park Amenities - Page 3

2010 ADAAG 221.2.1.4 Team or Player Seating.

At least one wheelchair space complying with 802.1 shall be provided in 
team or player seating areas serving areas of sport activity.

A 36" length of counter must be lowered to 36" high.

The six shaded player benches in each tennis court does not provide any 
accessible seating within the shade structure.

The players' benches should be modified or replaced to allow for a 
wheelchair seating space under each of the shade seating areas.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

The shade structure could be extended to cover the front 5 seating levels or 
an accessible route provided up to the shaded seating levels.

There is no accessible route to the elevated shaded seating levels serving court 5. 
No fixed seating is provided; however, the shaded area should be located on an 
accessible route so that persons with disabilities can be provided with the same 
amenities.  
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Park Amenities

Violation #6 Cost: $13,800 Priority Level 5

High Priority
 
Park Amenities Total $42,834 Medium Priority

Low Priority

City of Edmond - Kickingbird Tennis Center 
Park Amenities - Page 4
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Kickingbird Tennis Center

Parking Violation 1 - The accessible
space has a 4.1% slope across the 
width of the space and aisle.

Parking Violation 2 - The two stand 
alone accessible parking spaces on 
the east side of the tennis center 
have a 3.8% slope across the width 
of the spaces and a 4.7% slope 
along the length of the spaces.

Parking Violation 3 -  A minimum of 
24' is required to accommodate two 
accessible parking spaces with one 
being van accessible and the other a 
standard accessible space.  The 
access aisle(s) must be marked.

AR Violation 1 - The sidewalk along 
the path of travel from the accessible 
parking space has a running slope of 
6.3% for approximately 6 feet and 
has not been treated as a ramp.

AR Violation 2 - The sidewalk along 
the path of travel from the 
accessible parking space has 
cracked and has created vertical 
level changes in excess of 1/4".

AR Violation 3 - The clear width 
along the sidewalk serving the 
tennis courts is reduced to 20" 
where it passes in front of the 
aluminum benches.

AR Violation 4 - The sidewalk has a 
running slope of 11.2% which 
exceeds the maximum slope even 
for a ramp.
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Kickingbird Tennis Center

AR Violation 5 - At court #12, the 
path of travel from the access gate 
and along the area serving the 
bleacher seating has a cross slope of 
4.7%.

AR Violation 6 - The large grates 
include openings greater than 
1/2".

AR Violation 7 - The sidewalk has a 
running slope of 6% and is not 
treated as a ramp.

AR Violation 8 - The handrail 
extensions at the top and bottom of 
the switchback ramp are not parallel 
with the landing surfaces.

AR Violation 9 - The intermediate 
landing near the top of the ramp is 
only 45" clear where 60" minimum 
clear is required.

AR Violation 10 - The clear width of 
the switchback ramp is 34 1/2" to 
35 3/4" between the handrails 
where 36" minimum is required for 
the full length of the ramp.

AR Violation 11 - No accessible 
route is provided to the shaded 
seating area.

AR Violation 12 - No accessible route is
provided to Court #5 where a general 
route is provided.

AR Violation 13 - The sidewalk 
providing access from the pro shop 
building to the indoor tennis courts 
includes level changes and has a 
cross slope of 3.3%.
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Kickingbird Tennis Center

AR Violation 13 - The running slope 
at top of the sidewalk is 10.8%
where it connects to the sidewalk 
along the north side of the indoor 
tennis courts.

AR Violation 13 - The sidewalk 
leading to the indoor tennis courts 
has a 2" change in level.

AR Violation 13 - The sidewalk along 
the north side of the indoor tennis 
courts that leads to the accessible 
entrance on the east side has a cross 
slope of 7.5%.

RR Violation 1 - The room signs for 
the men's and women's restroom 
are located on the face of the 
restroom doors and must be located 
on the wall along side the latch side 
of the door.

RR Violation 2 - Men's Locker Room/
Women's Locker Room - The 
dressing bench that is provided is 
not 20"-24" deep.

RR Violation 3 - Men's Locker Room - 
No accessible lockers are provided.  
All the lockers required tight 
pinching to open the locker door.

RR Violation 4 - Men's Locker Room - 
No accessible lockers are provided.  
All the lockers required tight 
pinching to open the locker door.

RR Violation 5 - Men's Locker Room - 
The shower stall is configured 
incorrectly. The transfer seat is not 
provided with the required 12" 
minimum clearance beyond the seat.

RR Violation 6 - Men's Locker 
Room/Women's Locker Room - The 
shower head is fixed at a height of 
66" above the floor where 48" 
maximum is required.
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Kickingbird Tennis Center

RR Violation 7 - Men's Locker Room/
Women's Locker Room - The 
lavatory apron provides a 6" depth 
at 27" high under the sink where an 
8" minimum depth is required.

Misc Violation 1 - One drinking 
fountain is provided; however, it is 
not accessible for either a front 
approach or for a standing person.  
The spout is 32" high and the knee 
clearance is only 23 1/2".

Park Violation 1 - There is no 
accessible seating provided in 
the bleacher seating.

Park Violation 2 - This ramp does 
not comply with any ramp 
requirements regarding running 
slope, cross slope, landing length, 
handrails, edge protection.

Park Violation 3 - The area at the snack
bar window has a 3.8% slope.

Park Violation 4 - The snack bar 
counter is 44" high and no 
accessible portion of counter is 
provided.

Park Violation 5 - The six shaded 
player benches in each tennis court 
does not provide any accessible 
seating within the shade structure.

Park Violation 6 - There is no accessible route
to the elevated seating tiers that are shaded.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 159
Total Accessible Parking Spaces: 6
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:
Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as

City of Edmond
BUILDING REPORT

Kickingbird Golf Pro Shop

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'57.3"N

Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W

1600 E. Danforth Rd.

One parking area serves the building and it appears to have been resurfaced and re-
striped recently.  The accessible parking provided meets the required number and 
sizes but has a significant slope issue along the length of all the spaces.

All 6 accessible parking spaces have a front to back slope of 7.0% where 1:48 
(2%) maximum is required in all directions within both the parking spaces and 
access aisles.

2010 ADAAG 502.4 Floor or Ground Surfaces.

General Parking Notes:

The parking lot serving the golf shop/lounge building has 159 parking spaces with 
6 designated as accessible and one of which is van accessible as required.
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Parking

Text:
Pt 2

Recommendation:

Violation #1 Cost: $15,042 Priority Level 4

High Priority

Parking Violations Total $15,042 Medium Priority

Low Priority

City of Edmond - Kickingbird Golf Pro Shop 
Parking - Page 2

the parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 1:48 shall be permitted. 

The accessible parking spaces must be regraded to achieve a 1:48 (2%) 
slope in all directions.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
Yes
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,504 Priority Level 5

Violation #2:

Standard:

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

An accessible route must be provided to each flag pole.

The sidewalk along the front of the building has a 5% cross slope along its full 
length.  This sidewalk is part of the path of travel from the accessible parking 
spaces to the accessible building entrance.  

2010 ADAAG 403.3 Walking Surface Slope.

Phil Jones Contact Phone: 405-359-4518

City of Edmond
BUILDING REPORT

Facility Name: Kickingbird Golf Pro Shop

No accessible route is provded to the flagpoles at the front of the building.  The 
poles are located in the grassy median between the driveway and the parking lot 
and separated by standard height curb.

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W35°39'57.3"N

1600 E. Danforth Rd.

The path of travel from the accessible parking to the main entrance currently 
requires people to travel behind parked vehicles in order to reach the access point 
to cross the driveway

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $8,701 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $6,210 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

The lower seating area must be accessible and could be accessed by 
construction of a wood ramp.

No accessible route is provided to the "starter shack" or into the "starter shack".  
The shack is located at standard curb height and the door into the shack is 24" 
wide and equipped with knob hardware.  The shack is not large enough to 
accommodate a wheelchair turning space should an accessible route be provided 
into it.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

The starter shack must be located along an accessible route as it is where 
the golfers check-in/out.

The sidewalk in front of the building should be replaced to create a 1:48 
(2%) maximum cross slope.  It is also recommended that the two curb 
ramps be reconstructed as part of this sidewalk.

There is no interior accessible route to the lower level seating area in the lounge 
area.  There are interior steps that provide access but no accessible route is 
provided.  This is the only seating 

2010 ADAAG 206.2.5 Accessible Routes Restaurants and Cafeterias.

In restaurants and cafeterias, an accessible route shall be provided to all 
dining areas, including raised or sunken dining areas, and outdoor dining 
areas.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

City of Edmond - Kickingbird Golf Pro Shop 
Accessible Route - Page 2
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Accessible Route

Violation #4 Cost: $7,384 Priority Level 4

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $1,214 Priority Level 8

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $759 Priority Level 7

Violation #7:

Standard:

Text:

This portion of sidewalk should be replaced to achieve a maximum 
running slope of 1:20 (5%) in order to avoid compliance with ramp 
requirements.

The curb ramps that provide access onto the sidewalk at the front of the building 
have running slopes of 9.4% and 9% where 1:12 (8.33%) maximum is required.

2010 ADAAG 405.3 Ramps Cross Slope.

Cross slope of ramp runs shall not be steeper than 1:48.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The path of travel from the east exit from the golf shop to the golf cart pick up 
area is 3.4% where 1:48 (2%) maximum is required.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

The portion of sidewalk leading from the east golf shop exit to the 
southeast corner of the building should be replaced to achieve a 1:48 (2%) 
cross slope.

The sidewalk leading to the pavilion on the west side of the building has a 
running slope of 6.2% and has not been treated as a ramp.

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - Kickingbird Golf Pro Shop
Accessible Route - Page 3
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Accessible Route

Recommendation:

Violation #7 Cost: $3,008 Priority Level 9

High Priority

Accessible Route Total $28,780 Medium Priority

Low Priority

Both curb ramps at the front of the building should be replaced with fully 
compliant ramps.  See Violation #2 of this section as the cost for 
replacement has been incorporated into replacement of the length of 
sidewalk in front of the building.

City of Edmond - Kickingbird Golf Pro Shop
Accessible Route - Page 4
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Entrance

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,511 Priority Level 12

City of Edmond
BUILDING REPORT

Facility Name: Kickingbird Golf Pro Shop

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W

1600 E. Danforth Rd.

General Entrance Notes:

The main entrance into the building includes a vestibule with doors in series.  The 
doors in series are 1-1/4" out of compliance.  There is another door on the east 
side of the golf shop that could be used as an accessible entrance; however, the 
route along the front of the building to reach that entrance includes a 5% cross 
slope.

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°39'57.3"N

The main entrance vestibule includes doors in series. The distance between the 
sets of doors in the open position is 46 3/4" where 48" minimum is required.

2010 ADAAG 404.2.6 Doors in Series and Gates in Series.  

The distance between two hinged or pivoted doors in series and gates in 
series shall be 48 inches minimum plus the width of doors or gates 
swinging into the space.

The distance between the hinged doors is 1-1/4" out of compliance and 
there is room within the vestibule to be out of the way of the swinging 
doors. If allowed by other codes, it is recommende that the inteior door be 
reversed to swing into the golf shop.

7 of 22



Entrance

High Priority

Entrance Total $1,511 Medium Priority

Low Priority

City of Edmond - Kickingbird Golf Pro Shop
Entrance - Page 2
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Hallway

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No
No
Yes
Yes
Yes
No

Violation #1:

Standard:

Text:

City of Edmond
BUILDING REPORT

Facility Name: Kickingbird Golf Pro Shop

Do the doors have proper maneuvering clearances?

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W

1600 E. Danforth Rd.

General Hallway Notes:
The building does not have hallways in the traditional sense.  There are two very 
short corridors that lead to the women's locker room and the golf shop offices. 

Does this facility have any hallways? 
Do the doors have compliant hardware?

Phil Jones Contact Phone: 405-359-4518

35°39'57.3"N

Is the hallway width at least 36” clear width?
Are visual strobes provided? 
Are there any protruding objects? 
Is the signage substantially compliant?

The room signs serving the men's and women's locker rooms and storage room are 
not accessible as they are located above the doors and on the door face.  

  2010 ADAAG 703.4.2 Installation Height and Location. 

 Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 
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Hallway

Recommendation:

Violation #1 Cost: $863 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $311 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,443 Priority Level 5

Violation #4:

City of Edmond - Kickingbird Golf Pro Shop 
Hallway - Page 2

Operable parts shall be operable with one hand and shall not require tight 
grasping, pinching, or twisting of the wrist. The force required to activate 
operable parts shall be 5 pounds maximum.

The knob hardware should be replaced with lever type or other accessible 
hardware.

The doors into the three offices in the golf shop area are served by a shared 
maneuvering clearance area that is only 37 1/2" wide.  This shared area must be at 
least 60" wide in order to serve all three offices in a compliant manner.  One of 
the office doors is not provided with any clearance on teh full side of the door 
where 18" minimum is required.

The AED cabinet should either be relocated to an area out of the 
circulation path or provided with a cane detection barrier.

New compliant room signs should be installed in the required location 
alongside the latch side of the door.

The AED cabinet along the path to the women's locker room is a protruding 
object as it extends into the ciruclation path.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

 The 6 interior doors within the golf shop are equipped with knob hardware that 
requires twisting of the wrist to operate.

2010 ADAAG 309.4 Operable Parts Operation.
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Hallway

Standard:

Text:

Recommendation:

Violation #4 Cost: $9,492 Priority Level 5

High Priority

Hallway Total $13,109 Medium Priority

Low Priority

City of Edmond - Kickingbird Golf Pro Shop
Hallway - Page 3

2010 ADAAG 404.2.4 Door and Gate Maneuvering Clearances.

Minimum maneuvering clearances at doors and gates shall comply with 
404.2.4. Maneuvering clearances shall extend the full width of the 
doorway and the required latch side or hinge side clearance..

The "vestibule" area in front of the three doors will need to be enlarged or 
reconfigured to accommodate the required 60" width.  
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
No
No
Yes
No

Violation #1:

Standard:

Text:

Recommendation:

City of Edmond
BUILDING REPORT

Facility Name: Kickingbird Golf Pro Shop

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

1600 E. Danforth Rd.

General Restroom Notes:

There is a men's locker room and a women's locker room within this building.  
Neither space includes any accessible elements. The only elements that could be 
made accessible with little effort are the lavatories as they are only lacking the 
required drain pipe protection.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

Women's Locker Room - The room includes lavatories, toilet compartments and 
shower stalls and does not include any fully accessible plumbing fixtures.  The 
lavatories are accessible in terms of height and apron clearance but are lacking 
drain pipe protection.  The entry door only has 6" of clearance on the pull side of 
the door due the lavatory counter.

Phil Jones Contact Phone: 405-359-4518

35°39'57.3"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

The restroom/shower room will need to be completely reconfigured to 
create an accessible toilet compartment and an accessible shower stall; in 
addition to the providing the required door maneuvering clearance at the 
entrance door.
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Restrooms

Violation #1 Cost: $9,187 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $9,187 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $61 Priority Level 5

Violation #4:

Standard:

Text:

City of Edmond - Kickingbird Golf Pro Shop
Restrooms - Page 2

The restroom/shower room will need to be completely reconfigured to 
create an accessible toilet compartment and an accessible shower stall.

Men's Locker Room - No accessible dressing bench is provided.  

2010 ADAAG 903.3 Benches Size.

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Men's Locker Room - The exposed drain pipes and water lines under the 
lavatories are not protected against contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

The exposed drain pipes and water lines must be protected against contact.

Men's Locker Room - The room includes lavatories, toilet compartments, 
uriunals, and shower stalls.  No accessible toilet compartment or shower stall is 
provided.  

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.
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Restrooms

Recommendation:

Violation #4 Cost: $621 Priority Level 5

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,652 Priority Level 6

High Priority

Restrooms Total $21,708 Medium Priority

Low Priority

City of Edmond - Kickingbird Golf Pro Shop
Restrooms - Page 3

A fully compliant dressing room bench must be installed.

Men's Locker Room - All of the lockers provided have built-in combination locks 
that require twisting of the wrist to operate.  None of the lockers are provided 
with accessible hardware.

2010 ADAAG 225.2.1 Lockers.
2010 ADAAG 309.4 Operable Parts Operation.

Where lockers are provided, at least 5 percent, but no fewer than one of 
each type, shall comply with 811. 
Operable parts shall be operable with one hand and shall not require tight 
grasping, pinching, or twisting of the wrist. The force required to activate 
operable parts shall be 5 pounds maximum.

5% of the lockers must be modified to provide accessible hardware that 
does not require tight pinching, grasping or twisting of the wrist to operate.
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Break Rooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

 

High Priority

Break Rooms Total $0 Medium Priority

Low Priority

Is there a stove or cooktop? 

Is the sink substantially compliant? 
Are the counters at 34” aff? 

City of Edmond
BUILDING REPORT

Kickingbird Golf Pro Shop

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Is there a sink? 

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°27'27.1"W35°39'57.3"N
1600 E. Danforth Rd.

General Break Room Notes:
No break rooms are provided.

Does the facility have a break room?  
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,296 Priority Level 8

Violation #2:

Standard:

Text:

Are there any other miscellaneous items not previously covered? 

Three drinking fountains are provided.  No accessible drinking fountain is 
provided that includes a knee/toe clearance for a forward approach.

Where more than the minimum number of drinking fountains specified in 
211.2 are provided, 50 percent of the total number of drinking fountains 
provided shall comply with 602.1 through 602.6, and 50 percent of the 
total number of drinking fountains provided shall comply with 602.7.

At least one of the three drinking fountains must be replaced with a unit 
that is accessible and provides a knee/toe clearance for a forward 
approach.

The golf shop check-out counter is 40" high and no accessible portion of counter 
is provided.

2010 ADAAG 904.4.1 Parallel Approach.  

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided.

City of Edmond
BUILDING REPORT

Kickingbird Golf Pro Shop

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.3 More Than Minimum Number.

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W35°39'57.3"N

1600 E. Danforth Rd.

General Misc Notes:
The evaluation included three drinking fountains as well as the golf shop check-
out counter and the snack bar counters.

Are there exterior drinking fountains? 
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Misc

Text:
Pt 2

Recommendation:

Violation #2 Cost: $589 Priority Level 4

High Priority

Miscellaneous Total $4,885 Medium Priority

Low Priority

A 36" minimum length of counter at 36" high maximum must be provided.

City of Edmond - Kickingbird Golf Pro Shop 
Miscellaneous - Page 2

A clear floor or ground space complying with (305 Clear Floor or Ground 
Space) shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter.  
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

Yes
No
NA

Are they substantially compliant? NA
Are there sports fields? Yes
Do the accessible routes extend into the dugout? NA
Is seating provided? NA
Is accessible seating provided? NA
Is it compliant? NA
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? Yes
Are accessible picnic tables provided? No
Are grills provided? No
Are they accessible? NA

Violation #1:

Standard:

Text:

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'27.1"W35°39'57.3"N

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

City of Edmond
BUILDING REPORT

Kickingbird Golf Pro Shop

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 902.2 Clear Floor or Ground Space.
2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

1600 E. Danforth Rd.

The golf course was not included within the scope of this evaluation.  The 
evaluation included up to the pavilion area on the west side of the building. 

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

The pavilion does not include any accessible picnic tables.
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Park Amenities

Recommendation:

Violation #1 Cost: $2,622 Priority Level 4

High Priority
 
Park Amenities Total $2,622 Medium Priority

Low Priority

City of Edmond - Kickingbird Golf Pro Shop
Park Amenities - Page 2

At least one accessible picnic table must be provided in the pavilion area.
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Kickingbird Golf Shop

Parking Violation 1 - All 6 accessible 
parking spaces have a front to back 
slope of 7.0% where 1:48 (2%) 
maximum is required in all 
directions.

AR Violation 1 - No accessible route 
is provided to the flagpoles at the 
front 

AR Violation 2 - The sidewalk
along the front of the 
building has a 5% cross 
slope.

AR Violation 3 - There is no interior 
accessible route to the lower level 
seating in the lounge area.

AR Violation 4 - No accessible route 
is provided to or into the starter 
shack.

AR Violation 5 - The path of travel 
from the east exit from the golf shop 
to the golf cart pick up area is 3.4%
where 1:48 (2%) maximum is 
required.

AR Violation 6 - The sidewalk 
leading to the pavilion on the west 
side of the building has a running 
slope of 6.2% and has not been 
treated as a ramp.
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Kickingbird Golf Shop

AR Violation 7 - The curb ramps 
that provide access onto the 
sidewalk at the front of the building 
have running slopes of 9.4% and 
9% where 1:12 (8.33%) maximum 
is required.

Entrance Violation 1 - The main 
entrance vestibule includes doors in 
series. The distance between the 
sets of doors in the open position is 
46 3/4" where 48" minimum is 
required.

Misc Violation 1 - Three drinking 
fountains are provided.  No 
accessible drinking fountain is 
provided that includes a knee/toe 
clearance for a forward approach.

Hallway Violation 1 - The room 
signs are not compliant as they are 
located above the doors and do not 
include compliant characters.

Hallway Violation 2 - The AED 
cabinet along the path to the 
women's locker room is a protruding 
object as it extends into the 
circulation path.

Hallway Violation 3 - The 6 interior 
doors within the golf shop are 
equipped with knob hardware that 
requires twisting of the wrist to 
operate.

Hallway Violation 4 - The doors into
the offices do not have the proper 
door maneuvering clearances.

RR Violation 1 - The entry door only 
has 6" of clearance on the pull side 
of the door due the lavatory 
counter.

RR Violation 1 - Women's restroom 
includes lavatories, toilet 
compartments and shower stalls and 
does not include any fully accessible 
plumbing fixtures. 
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Kickingbird Golf Shop

RR Violation 1 - Women's restroom 
includes lavatories, toilet 
compartments and shower stalls and 
does not include any fully accessible 
plumbing fixtures. 

RR Violation 2 - Men's locker room 
does not include any fully accessible 
fixtures.

RR Violation 2 - Men's Locker Room 
does not include an accessible 
shower stall.

RR Violation 3 - Men's Locker Room - 
The exposed drain pipes and water 
lines under the lavatories are not 
protected against contact.

RR Violation 4 - Men's Locker Room 
does not have an accessible 
dressing bench.

RR Violation 5 - Men's Locker Room 
- All of the lockers provided have 
built-in combination locks that 
require twisting of the wrist to 
operate.

Misc Violation 2 - The golf shop 
check-out counter is 40" high and no 
accessible portion of counter is 
provided.

Park Violation 1 - The pavilion 
does not include any accessible 
picnic tables.

22 of 22



Parking

Facility Information:
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: - Disc Golf (rear of YMCA): 32
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Does parking comply? No

Disc Golf/Pavilion #5 parking area has 32 parking spaces with 2 accessible 
parking spaces designated by signs.  Neither space is designated as van accessible. 
Parking in this area is compliant with the minimum number of accessible parking 
spaces required for the number of parking spaces provided. If van accessible sign 
is added to one of the spaces, then the spaces will be in full compliance. 

35°41'05.9"N

Tuesday, October 14, 2014

Steven@accessology.com

97°30'14.1"W

2733 Marilyn Williams Dr.

General Parking Notes:

AMBUCS playground is served by 15 parking spaces with 2 designated as 
accessible by striping.  Only one of the spaces is designated accessible with the 
required sign.  Neither are designated as van accessible.  Parking in this area is 
compliant with the minimum number of accessible parking spaces required for the 
number of parking spaces provided. If van accessible sign is added to one of the 
spaces, then the spaces will be in full compliance.

City of Edmond
PARK REPORT

Mitch Park

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

General Parking Notes:
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Parking

Total Parking Spaces - Playground Lot: 15
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Does parking comply? No

 
Total Parking Spaces - Pavilion Lot: 18
Total Accessible Parking Spaces: 0
Number of van accessible spaces: 0
Does parking comply? No

Total Parking Spaces - Softball Field Lot: 253
Total Accessible Parking Spaces: 7
Number of van accessible spaces: 0
Does parking comply? No

Total Parking Spaces - Baseball Field Lot: 231
Total Accessible Parking Spaces: 6
Number of van accessible spaces: 0
Does parking comply? No

Pavilion 1-4 are served by 18 parking spaces. No accessible parking is provided 
within this area.   

Softball fields are served by 253 parking spaces.  7 parking spaces are designated 
as accessible with striping.  Only 2 of the 7 spaces are designated by accessible 
parking signs.  The signs that are provided are too low and none are designated as 
van accessible. 

Baseball fields are served by 231 parking spaces.  6 parking spaces are designated 
as accessible with striping.  None of the accessible parking spaces are designated 
with the required accessible parking signs.  None are designated van accessible 
and none of the access aisles are large enough to accommodate van accessible 
parking spaces.

General Parking Notes:

General Parking Notes:

General Parking Notes:

City of Edmond - Mitch Park 
Parking - Page 2
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Parking

Total Parking Spaces - Skate Park Lot: 26
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $255 Priority Level 9

Violation #2:

Standard:
  

The skate park is served by 26 parking spaces.  2 parking spaces are designated as 
accessible with striping.  None of the accessible parking spaces are designated 
with the required accessible parking signs.  None are designated van accessible 
and none of the access aisles are large enough to accommodate van accessible 
parking spaces.

Install "van accessible" sign at one of the accessible parking spaces.  Sign 
must be 60" above the parking surface to the bottom of the sign.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

AMBUCS playground parking - no van accessible parking space is provided.  1 of 
the 2 accessible parking spaces must include "van accessible" sign.

 2010 ADAAG 502.6 Parking Spaces Identification.

City of Edmond - Mitch Park 
Parking - Page 3

Disc Golf/Pavilion #5 parking - no van accessible parking space is provided.  1 of 
the 2 accessible parking spaces must include "van accessible" sign.

 2010 ADAAG 502.6 Parking Spaces Identification.

General Parking Notes:
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Parking

Text:

Recommendation:

Violation #2 Cost: $255 Priority Level 9
 

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $90 Priority Level 9

Violation #4:

Standard:

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

This parking area does not serve Pavilions 1-4 with an accessible route.  
One additional van accessible parking space must be created and provided 
in the baseball field parking area.  This parking area connects to 
Pavilions1-4 with a paved trail.

Install "van accessible" sign at one of the accessible parking spaces.  Sign 
must be 60" above the parking surface to the bottom of the sign.

Pavilion parking - no accessible parking spaces provided within the parking area 
serving Pavilions 1-4. 

City of Edmond - Mitch Park 
Parking - Page 4

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Softball field parking - only 2 of the 7 accessible parking spaces are designated by 
the required parking sign. The 2 signs that are provided are too low at 44" high.

 2010 ADAAG 502.6 Parking Spaces Identification.
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Parking

Text:

Recommendation:

Violation #4 Cost: $1,787 Priority Level 9

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $44 Priority Level 9

Violation #6:

Standard:

Text:

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

Create one additional accessible parking space by adding striping to the 
existing layout.

 Baseball field parking - no accessible parking signs provided.

 2010 ADAAG 502.6 Parking Spaces Identification.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Relocate the 2 existing accessible parking signs to 60" high to bottom of 
signs.  Install new accessible parking signs at the 5 remaining accessible 
parking spaces.  Install "van accessible" signs at 2 of the 7 accessible 
parking spaces.

Baseball field parking - 7 accessible parking spaces are required but only 6 are 
provided.

City of Edmond - Mitch Park 
Parking - Page 5
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Parking

Recommendation:

Violation #6 Cost: $1,787 Priority Level 9

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,507 Priority Level 3

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $87 Priority Level 9

Violation #9:

Standard:

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

Install one van accessible parking space near entrance into basketball 
court.

 Skate park parking - no van accessible parking space provided

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).

Restripe existing accessible parking to create shared 96" wide access aisle 
to serve van accessible parking space.

Skate park parking - no accessible parking signs provided 

 2010 ADAAG 502.6 Parking Spaces Identification.

Baseball field parking - no accessible parking is provided to serve the basketball 
court.

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Install new accessible parking signs at the 7 required accessible parking 
spaces.  Install "van accessible" signs at 2 of the 7 accessible parking 
spaces.

City of Edmond - Mitch Park 
Parking - Page 6
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Parking

Text:

Recommendation:

Violation #9 Cost: $511 Priority Level 9

High Priority

Parking Violations Total $7,323 Medium Priority

Low Priority

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Install new accessible parking signs at the 2  required accessible parking 
spaces.  Install "van accessible" signs at 1 of the 2 accessible parking 
spaces.

City of Edmond - Mitch Park 
Parking - Page 7
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $39,082 Priority Level 3

Violation #2:

Standard:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Mitch Park

Disc Golf - no accessible route connecting accessible parking to information kiosk 
or to first tee platform.

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°30'14.1"W35°41'05.9"N
2733 Marilyn Williams Dr.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

Construct an accessible route from the accessible parking located at the 
rear of the YMCA to the disc golf first hole tee platform.

 AMBUCS Playground - portion sidewalk providing access to from accessible 
parking to the playground area has running slope 11.1%.

2010 ADAAG 403.3 Walking Surface Slope.
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $1,265 Priority Level 3

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $9,108 Priority Level 3

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $6,250 Priority Level 6

Violation #5:

Standard:

Replace portion of sidewalk with sidewalk meeting 5% running slope.

Softball Fields - the accessible route from the accessible parking includes cross 
slopes of 6.3% to 8.2%.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Accessible routes shall consist of one or more of the following 
components: walking surfaces with a running slope not steeper than 1:20, 
doorways, ramps, curb ramps excluding the flared sides, elevators, and 
platform lifts. All components of an accessible route shall comply with the 
applicable requirements of Chapter 4. 

City of Edmond - Mitch Park 
Accessible Route - Page 2

Replace the sidewalk from accessible parking to ball field.

 Softball Fields - head room at dugouts is 74" or less. (all 10 softball dugouts)

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

Modify dugouts to achieve 80" minimum headroom throughout entire 
dugout at all 10 softball dugouts.

No accessible route to Fit Stop exercise area or to volleyball court.

2010 ADAAG 206.2.2 Accessible Routes Within a Site. 
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Accessible Route

Text:

Recommendation:

Violation #5 Cost: $6,072 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $759 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $2,530 Priority Level 4

Violation #8:

Standard:

Basketball Court - entry into court area has running slope of 5.7% to 6.3% and 
will require a ramp.

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - Mitch Park 
Accessible Route - Page 3

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site.

Provide connecting accessible route to and into the Fit Stop exercise area 
and to and into the volleyball court.

Modify concrete to achieve 5% maximum running slope or install 
compliant ramp.

Baseball Fields - Accessible route to the accessible baseball field has a 10.1% 
cross slope.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Modify sidewalk to achieve 2% maximum cross slope.

Baseball Fields - accessible route connecting field 7 has a 7% running slope.  
Route to fields 8 & 9 have 7.6% running slope.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.
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Accessible Route

Text:

Recommendation:

Violation #8 Cost: $3,036 Priority Level 3

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $430 Priority Level 4

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $633 Priority Level 4

High Priority

Accessible Route Total $69,165 Medium Priority

Low Priority

Install the required 12" handrail extensions at the top of the ramp.

The cross slope of the sidewalk at the parking lot connection to the amphitheater 
is 4.2% where 1:48 maximum is required.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 

Modify sidewalk to achieve 1:48 maximum cross slope.

Ramp handrails shall extend horizontally above the landing for 12 inches 
minimum beyond the top and bottom of ramp runs. Extensions shall return 
to a wall, guard, or the landing surface, or shall be continuous to the 
handrail of an adjacent ramp run. 

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

Replace sidewalks serving field 7 and fields 8 and 9 with sidewalks that 
have 5% maximum running slope.

The ramp providing access onto the amphitheater performance area does not have 
the required handrail extensions at the top of the ramp.

2010 ADAAG 505.10.1 Handrail Extensions Top and Bottom Extension at 
Ramps.

City of Edmond - Mitch Park 
Accessible Route - Page 4
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
No
No
No
No

Violation #1:

Standard:

Text:

Steven@accessology.com

97°30'14.1"W

City of Edmond
PARK REPORT

Facility Name: Mitch Park

2010 ADAAG 703.4.2 Installation Height and Location. 

2733 Marilyn Williams Dr.

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Pavilion #5 Men RR and Women RR - room signs are located above door and is 
not an accessible room sign. 

Phil Jones Contact Phone: 405-359-4518

35°41'05.9"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, October 14, 2014

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 
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Restrooms

Recommendation:

Violation #1 Cost: $403 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $122 Priority Level 5

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $492 Priority Level 1

Violation #4:

Standard:

City of Edmond - Mitch Park
Restrooms - Page 2

Pavilion #5 - Men RR and Women RR - surface mounted hand dryer is a 
protruding object.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Pavilion #5 - Men RR and Women RR - accessible toilet stall is 54" wide where 
60" minimum is required.

2010 ADAAG 604.8.1.1 Size. 

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Relocate hand dryers to another location or install permanent element 
below the dryer unit. 

Install compliant restroom sign.

Pavilion #5 - Men RR and Women RR - lavatory pipes are not protected against 
contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

Provide insulation for lavatory drains and water lines. 
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Restrooms

Text:

Recommendation:

Violation #4 Cost: $8,692 Priority Level 5

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $952 Priority Level 6

Violation #6:

Standard:

Text:

Recommendation:

City of Edmond - Mitch Park
Restrooms - Page 3

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

Modify toilet stalls to provide required 60" wide accessible toilet stalls in 
Men and Women restrooms.

Pavilion #5 - Men RR and Women RR - toilet paper dispenser located above grab 
bar with 9" between dispenser and grab bar.

2010 ADAAG 609.3 Spacing.

The space between the wall and the grab bar shall be 1 1/2 inches . The 
space between the grab bar and projecting objects below and at the ends 
shall be 1 1/2 inches minimum. The space between the grab bar and 
projecting objects above shall be 12 inches minimum. 

Relocate toilet paper dispensers to 12" above top of grab bar gripping 
surface.

Pavilion #5 - Men RR and Women RR - coat hooks on accessible stall doors are 
located 61" high.

2010 ADAAG 308.2.1 Reach Ranges Forward Reach Unobstructed.

Where a forward reach is unobstructed, the high forward reach shall be 48 
inches maximum and the low forward reach shall be 15 inches minimum 
above the finish floor or ground. 

Relocate coat hooks at Men and Women restrooms.
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Restrooms

Violation #6 Cost: $69 Priority Level 6

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $403 Priority Level 6

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $122 Priority Level 5

Violation #9:

Standard:

City of Edmond - Mitch Park
Restrooms - Page 4

Concession Restrooms - Men RR and Women RR - room signs are located above 
door and is not an accessible room sign. 

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Install compliant restroom sign.

 Concession Restrooms - Men RR and Women RR - lavatory pipes are not 

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Water supply and drain pipes under lavatories and sinks shall be insulated 

Provide insulation for lavatory drains and water lines. 

Concession Restrooms - Men RR - no accessible urinal and access to urinals 
includes severe slope

2010 ADAAG 605.2 Urinals Height and Depth. 
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Restrooms

Text:

Recommendation:

Violation #9 Cost: $1,344 Priority Level 4

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $233 Priority Level 5

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $3,146 Priority Level 10

City of Edmond - Mitch Park
Restrooms - Page 5

Relocate water closets to accessible height of 17"-19".

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments).

Relocate flush control to open side of toilet stall.

Concession Restrooms - Men RR and Women RR - accessible water closets are 
19 3/4" to the top of the seat.

2010 ADAAG 604.4 Water Closets Seats.

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position.

Concession Restrooms - Women RR - flush control on accessible water closet is 
on wrong side.

Urinals shall be the stall-type or the wall-hung type with the rim 17 inches 
maximum above the finish floor or ground. Urinals shall be 13 1/2 inches 
deep minimum measured from the outer face of the urinal rim to the back 
of the fixture.

Remove concrete slope in front of urinals and install one accessible urinal
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Restrooms

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $952 Priority Level 6

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $179 Priority Level 6

High Priority

Restrooms Total $17,109 Medium Priority

Low Priority

2010 ADAAG 604.8.2.2 Doors. 

Toilet compartment doors, including door hardware, shall comply with 
(404 Doors, Doorways, and Gates), except that if the approach is to the 
latch side of the compartment door, clearance between the door side of the 
compartment and any obstruction shall be 42 inches minimum. The door 
shall be self-closing. A door pull complying with (404.2.7 Door and Gate 
Hardware) shall be placed on both sides of the door near the latch. Toilet 
compartment doors shall not swing into the minimum required 
compartment area. 

Install door pulls on both accessible stall doors.

Concession Restrooms - Men RR and Women RR toilet paper dispenser located 
above grab bar with 6" between dispenser and grab bar.

2010 ADAAG 609.3 Spacing.

The space between the wall and the grab bar shall be 1 1/2 inches . The 
space between the grab bar and projecting objects below and at the ends 
shall be 1 1/2 inches minimum. The space between the grab bar and 
projecting objects above shall be 12 inches minimum.

Relocate toilet paper dispensers to 12" above top of grab bar gripping 
surface

Concession Restrooms - Men RR and Women RR - no door pull provided on both 
sides of accessible stall doors.

City of Edmond - Mitch Park
Restrooms - Page 6
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $2,148 Priority Level 8

Violation #2:

Standard:

Text:

Recommendation:

 

Are there any other miscellaneous items not previously covered? 

Pavilion #5 - one drinking fountain is provided.  

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Install one additional accessible drinking fountain.

AMBUCS Playground - only one drinking fountain is provided (free standing 
unit)

2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Install one additional accessible drinking fountain.

City of Edmond
PARK REPORT

Mitch Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number. 

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°30'14.1"W35°41'05.9"N

2733 Marilyn Williams Dr.

General Misc Notes:

Are there exterior drinking fountains? 
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Misc

Violation #2 Cost: $2,148 Priority Level 8

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $1,104 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $414 Priority Level 8

Violation #4:

Standard:

Text:

Recommendation:

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Install apron on high side of dual height unit.

Fit Stop Exercise Area - only one drinking fountain is provided (free standing 

2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Install one additional accessible drinking fountain.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Concessions - dual height drinking fountain provided.  Accessible unit has spout 
at 38".  36" maximum required.

2010 ADAAG 602.4 Drinking Fountains Spout Height. 

Spout outlets shall be 36 inches maximum above the finish floor or 
ground.

Lower the existing accessible drinking fountain unit so that the accessible 
spout is 36" high maximum.

Concessions - high side of the dual height drinking fountain is a protruding object.

City of Edmond - Mitch Park
Miscellaneous - Page 2
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Misc

Violation #4 Cost: $4,296 Priority Level 8
 

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $4,415 Priority Level 8

High Priority

Miscellaneous Total $14,525 Medium Priority

Low Priority

Skate Park - only one drinking fountain is provided (free standing unit).  The 
existing unit is accessible.  No unit for standing persons.

2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Install a fountain for standing persons.

City of Edmond - Mitch Park
Miscellaneous - Page 3
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
No

Are they compliant? No
Are there sports fields? Yes
Do the accessible routes extend into the dugout? Yes
Is seating provided? No
Is accessible seating provided? No
Is it compliant? No
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? No
Are accessible picnic tables provided? No
Are grills provided? Yes
Are they accessible? No

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Mitch Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

 1006.2 Golf Facilities, Accessible Routes.

2733 Marilyn Williams Dr.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

 Disc Golf - No accessible route is provided to any of the tee-off platforms.

Mitch Park includes the following amenities:  paved trails, disc golf, pavilions, 
picnic tables, grills, softball and baseball fields, concessions, skate park, 
playgrounds, basketball court, volleyball court, and exercise area

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°30'14.1"W35°41'05.9"N

 Accessible routes serving teeing grounds, practice teeing grounds, putting 
greens, practice putting greens, teeing stations at driving ranges, course 
weather shelters, golf car rental areas, bag drop areas, and course toilet 
rooms shall comply with Chapter 4 and shall be 48 inches wide minimum. 
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Park Amenities

Recommendation:

Violation #1 Cost: $10,978 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $2,010 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $4,296 Priority Level 8

Violation #4:

Standard:

Text:

City of Edmond - Mitch Park
Park Amenities - Page 2

2010 ADAAG 307.4 Protruding Objects Vertical Clearance.

Vertical clearance shall be 80 inches high minimum. Guardrails or other 
barriers shall be provided where the vertical clearance is less than 80 
inches high. The leading edge of such guardrail or barrier shall be located 
27 inches maximum above the finish floor or ground.

Disc Golf - information kiosk and hole #1 tee-off platform has a head room of 63 
1/2" where 80" minimum is required.

Provide clear floor space at teeing

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Modify kiosk to create 80" minimum headroom.

Pavilion #5 - only one drinking fountain is provided.  No accessible drinking 
fountain provided.

2010 ADAAG 211.2 Minimum Number. 

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Install one additional accessible drinking fountain.

 Pavilion #5 - the one drinking fountain that is provided is a protruding object.
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Park Amenities

Recommendation:

Violation #4 Cost: $414 Priority Level 8

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $589 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $40 Priority Level 8

Violation #7:

Standard:

Text:

City of Edmond - Mitch Park
Park Amenities - Page 3

2010 ADAAG 902.3 Dining Surfaces and Work Surfaces Height.

The tops of dining surfaces and work surfaces shall be 28 inches minimum 
and 34 inches maximum above the finish floor or ground.

Install apron under the existing drinking fountain.

Pavilion #5 - concrete counter top in the picnic table area is 37 1/2" high.

Modify existing counter to provide 28"-34" height.

Pavilion #5 - BBQ grill lid requires greater than 5 lb. to operate.

AMBUCS Playground - the 6 benches do not have accessible companion seating.  
All benches are located on concrete platforms with no clear floor space for 
wheelchair.

Where provided in common use and public use areas that serve picnic 
units with mobility features, at least 20 percent, but not less than one, of 
each type of outdoor constructed feature provided at each location shall 
comply with 1011.

2010 ADAAG 309.4 Operable Parts Operation.

Operable parts shall be operable with one hand and shall not require tight 
grasping, pinching, or twisting of the wrist. The force required to activate 
operable parts shall be 5 pounds maximum.

245.3 Outdoor Constructed Features in Common Use and Public Use 
Areas. 

Modify grill lid to require maximum 5 lb. operating force.
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Park Amenities

Recommendation:

Violation #7 Cost: $1,787 Priority Level 4

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $2,483 Priority Level 7

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $2,484 Priority Level 5

City of Edmond - Mitch Park
Park Amenities - Page 4

2010 ADAAG 1008.2.6.1 Play Areas Accessible Routes Ground Surfaces 

Ground surfaces shall comply with ASTM F 1951 (incorporated by 
reference, see "Referenced Standards" in Chapter 1). Ground surfaces 
shall be inspected and maintained regularly and frequently to ensure 
continued compliance with ASTM F 1951. 

Remove and replace the poured in place rubber surfaces providing access 
to the playground equipment and to the swing set.

AMBUCS Playground - accessible mats at swings and accessible pathway to 
playground equipment transfer point are not maintained and are deteriorating.

1011.4.2 Wheelchair Space.

Picnic tables shall provide at least one wheelchair space for each 24 linear 
feet (7320 mm) of usable table surface perimeter.  Wheelchair spaces shall 
be 30 inches (760 mm) minimum by 48 inches (1220 mm) minimum.  
Wheelchair spaces shall be positioned for a forward approach to the table 
and provide knee and toe clearance complying with 306 under the table.

Modify at least 20% of benches to provide a clear space 36" by 48" 
positioned near the bench with one side of the space adjoining an 
accessible route.

AMBUCS Playground - the picnic table that is provided is not accessible.  It is a 4 
seater table with no accessible seating area.

Install a compliant picnic table.
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Park Amenities

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $2,483 Priority Level 4

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $2,483 Priority Level 4

Violation #13:

City of Edmond - Mitch Park
Park Amenities - Page 5

Pavilions 3 & 4 - 5 stand alone concrete picnic tables are provided in this area.  At 
least 1 of these concrete picnic tables must be fully accessible.

Picnic tables shall provide at least one wheelchair space for each 24 linear 
feet (7320 mm) of usable table surface perimeter.  Wheelchair spaces shall 
be 30 inches (760 mm) minimum by 48 inches (1220 mm) minimum.  
Wheelchair spaces shall be positioned for a forward approach to the table 
and provide knee and toe clearance complying with 306 under the table.

Recommend designating either Pavilion #1 or #2 as the accessible 
pavilion.  Provide new accessible picnic table under pavilion.

Pavilions 1 & 2 - 5 stand alone concrete picnic tables are provided in this area.  At 
least 1 of these concrete picnic tables must be fully accessible.

Replace at least one existing concrete picnic table with accessible picnic 
table.

1011.4.2 Wheelchair Space.

Pavilions 1-4 - none of these pavilions are fully accessible.  At least one of these 
pavilions must be fully accessible and provide an accessible picnic table.

Picnic tables shall provide at least one wheelchair space for each 24 linear 
feet (7320 mm) of usable table surface perimeter.  Wheelchair spaces shall 
be 30 inches (760 mm) minimum by 48 inches (1220 mm) minimum.  
Wheelchair spaces shall be positioned for a forward approach to the table 
and provide knee and toe clearance complying with 306 under the table.

1011.4.2 Wheelchair Space.
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Park Amenities

Standard:

Text:

Recommendation:

Violation #13 Cost: $2,483 Priority Level 4

Violation #14:

Standard:

Text:

Recommendation:

Violation #14 Cost: $1,504 Priority Level 4

Violation #15:

Standard:

City of Edmond - Mitch Park
Park Amenities - Page 6

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

1011.4.2 Wheelchair Space.

Picnic tables shall provide at least one wheelchair space for each 24 linear 
feet (7320 mm) of usable table surface perimeter.  Wheelchair spaces shall 
be 30 inches (760 mm) minimum by 48 inches (1220 mm) minimum.  
Wheelchair spaces shall be positioned for a forward approach to the table 
and provide knee and toe clearance complying with 306 under the table.

Replace at least one existing concrete picnic table with accessible picnic 
table.

Playground near Pavilion 1 & 2 - no accessible route into play area.  

2010 ADAAG 1008.2 Accessible Routes.

Accessible routes serving play areas shall comply with Chapter 4 and 
(1008.2 Accessible Routes) and shall be permitted to use the exceptions in 
(1008.2.1 Ground Level and Elevated Play Component) through (1008.2.3 
Water Play Components). Where accessible routes serve ground level play 
components, the vertical clearance shall be 80 inches high minimum. 

Provide accessible means of access into the play area. Curb ramp may be 
required.

Pavilion 1 & 2 - portable toilets are provided and are not accessible. 
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Park Amenities

Text:

Recommendation:

Violation #15 Cost: $2,605 Priority Level 3

Violation #16:

Standard:

Text:

Recommendation:

Violation #16 Cost: $41,400 Priority Level 4

Violation #16:

Standard:

Text:

Recommendation:

City of Edmond - Mitch Park
Park Amenities - Page 7

At least one wheelchair space complying with 802.1 shall be provided in 
team or player seating areas serving areas of sport activity.

Remove existing rack provided in corner of dugout.  This will allow for a 
single wheelchair space.

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.

3. Where multiple single user portable toilet or bathing units are clustered 
at a single location, no more than 5 percent of the toilet units and bathing 
units at each cluster shall be required to comply with 603. Portable toilet 
units and bathing units complying with 603 shall be identified by the 
International Symbol of Accessibility complying with 703.7.2.1.

Replace one of the portable toilets with an accessible unit and provide an 
accessible route onto the concrete pad where they are located.

Softball Fields - no accessible bleacher seating at any of the 5 softball fields.

2010 ADAAG 221.1 General.

Assembly areas shall provide wheelchair spaces, companion seats, and 
designated aisle seats complying with 221 and 802. In addition, lawn 
seating shall comply with 221.5.

Modify existing bleacher seating at each softball field to accommodate the 
required number of accessible seating spaces.

2010 ADAAG 221.2.1.4 Team or Player Seating.

Softball Fields - no single wheelchair space provided in each of the dugouts.  
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Park Amenities

Violation #16 Cost: $1,714 Priority Level 4

Violation #17:

Standard:

Text:

Recommendation:

Violation #17 Cost: $589 Priority Level 4

Violation #18:

Standard:

Text:

Recommendation:

Violation #18 Cost: $33,120 Priority Level 4

High Priority
 
Park Amenities Total $113,462 Medium Priority

Low Priority

City of Edmond - Mitch Park
Park Amenities - Page 8

Modify existing bleacher seating at each baseball field to accommodate 
the required number of accessible seating spaces.

Baseball Fields - concession counters all at 43" high.  

2010 ADAAG 904.4 Sales and Service Counters.

Sales counters and service counters shall comply with (904.4.1 Parallel 
Approach or 904.4.2 Forward Approach). The accessible portion of the 
counter top shall extend the same depth as the sales or service counter top.

Lower a 36" portion of at least one counter to 36" maximum high.

Baseball Fields - no accessible bleacher seating at any of the 4 baseball fields. 

2010 ADAAG 221.1 General.

Assembly areas shall provide wheelchair spaces, companion seats, and 
designated aisle seats complying with 221 and 802. In addition, lawn 
seating shall comply with 221.5.
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Mitch Park

Parking Violation 2 - AMBUCS 
playground parking - no van 
accessible parking space is provided. 
1 of the 2 accessible parking spaces 
must include "van accessible" sign.

Parking Violation 4 - Softball field 
parking - only 2 of the 7 accessible 
parking spaces are designated by the 
required parking sign. The 2 signs 
that are provided are too low at 44" 
high.

Parking Violation 5 - Baseball field 
parking - 7 accessible parking 
spaces are required but only 6 are 
provided.

Parking Violation 6 -Baseball field 
parking - no accessible parking 
signs provided.

Parking Violation 7 - Baseball field 
parking - no accessible parking is 
provided to serve the basketball 
court.

Parking Violation 8/9 - No van 
accessible parking space and no 
parking signs are provided.

AR Violation 1 - No accessible 
connecting route is provided from 
the parking lot to the disc golf 
information kiosk or to the first tee 
box.

AR Violation 2 - AMBUCS Playground 
- portion sidewalk providing access 
to from accessible parking to the 
playground area has running slope of 
11.1%.
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Mitch Park

AR Violation 3 - Softball Fields -the 
accessible route from the accessible 
parking includes cross slopes of 
6.3% to 8.2%.

AR Violation 4 - Softball Fields - 
head room at dugouts is 74" or 
less. (all 10 softball dugouts)

AR Violation 5 - No accessible route 
to Fit Stop exercise area or to 
volleyball court.

AR Violation 5 - No accessible route 
is provided to the volleyball court.

AR Violation 6 - The sidewalk leading 
to the baseball field complex has 
running slopes of 5.7% to 6.3%and 
is not treated as a ramp.

AR Violation 7 - Accessible route to 
the accessible baseball field has a 
10.1%cross slope.

AR Violation 8 - Baseball Fields -
accessible route connecting field 7 
has a 7% running slope.  Route to 
fields 8 & 9 have 7.6% running 
slope.

AR Violation 9 - The ramp providing 
access onto the amphitheater 
performance area does not have the 
required handrail extensions at the 
top of the ramp.

AR Violation 10 - The cross slope of 
the sidewalk at the parking lot 
connection to the amphitheater is 
4.2%
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Mitch Park

RR Violation 1 - Pavilion #5 Men RR 
and Women RR - room signs are 
located above door and is not an 
accessible room sign. 

RR Violation 2 - Pavilion #5 - Men RR 
and Women RR -lavatory pipes are 
not protected against contact.

RR Violation 3 - Pavilion #5 -Men 
RR and Women RR -surface 
mounted hand dryer is a protruding 
object.

RR Violation 4 - Pavilion #5 -Men RR 
and Women RR -accessible toilet 
stall is 54" wide where 60" 
minimum is required.

RR Violation 5 - Pavilion #5 - Men 
RR and Women RR - toilet paper 
dispenser located above grab bar 
with 9" between dispenser and grab 
bar.

RR Violation 6 - Pavilion #5 -Men RR 
and Women RR - coat hooks on 
accessible stall doors are located 61" 
high.

RR Violation 7 - Concession 
Restrooms - Men RR and Women RR 
- room signs are located above door 
and is not an accessible room sign. 

RR Violation 8 - Concession 
Restrooms - Men RR and Women RR 
- lavatory pipes are not protected 
against contact.

RR Violation 9 - Concession 
Restrooms - Men RR - no 
accessible urinal and access to 
urinals includes severe slope.
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Mitch Park

RR Violation 10 - Concession 
Restrooms - Women RR -flush 
control on accessible water closet is 
on wrong side.

RR Violation 12 - Concession 
Restrooms - Men RR and Women RR 
toilet paper dispenser located above 
grab bar with 6" between dispenser 
and grab bar.

RR Violation 13 - Concession 
Restrooms - Men RR and Women RR 
- no door pull provided on both sides 
of accessible stall doors.

Misc Violation 1 - Pavilion #5 - Only 
one drinking fountain is provided.

Misc Violation 2 - Only one drinking 
fountain is provided.

Misc Violation 3/4 - The spout on the 
accessible portion of this unit is 38" 
high where 36" maximum is 
required. The high side of the unit is 
a protruding object.

Misc Violation 5 - Only one drinking 
fountain provided to serve the Fit 
Stop.

Misc Violation 6 - Only one drinking 
fountain is provided to serve the 
skate park.

Park Violation 1 - The disc golf 
course does not provide any 
accessible holes.
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Mitch Park

Park Violation 1 - Disc Golf -
information kiosk and hole #1 tee-
off platform has a head room of 63 
1/2" where 80" minimum is 
required.

Park Violation 5 - Concrete counter 
is 37 1/2" high.

Park Violation 6 - Pavilion #5 - 
BBQ grill lid requires greater than 
5 lb to operate.

Park Violation 7 - AMBUCS 
Playground -the 6 benches do not 
have accessible companion 
seating.  All benches are located 
on concrete platforms with no clear 
floor space for wheelchair.

Park Violation 8 - AMBUCS 
Playground - the picnic table that is 
provided is not accessible. It is a 4-
seat table with no accessible 
seating area.

Park Violation 9 - AMBUCS 
Playground -accessible mats at 
swings and accessible pathway to 
playground equipment transfer point 
are not maintained and are 
deteriorating.

Park Violation 10 - Pavilions 1-4 - 
none of these pavilions are fully 
accessible. At least one of these 
pavilions must be fully accessible 
and provide an accessible picnic 
table.

Park Violation 11 - Pavilions 1 & 2 - 
5 stand alone concrete picnic tables 
are provided in this area.  None of 
the picnic tables are accessible or 
connected by an accessible route.

Park Violation 12 - Pavilions 3 & 4 - 
5 stand alone concrete picnic tables 
are provided in this area. None of 
the picnic tables are accessible or 
connected by an accessible route.
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Mitch Park

Park Violation 13 -Playground near 
Pavilion 1 & 2 - no accessible route 
into play area.

Park Violation 14 - Pavilion 1 & 2 - 
Portable toilets are provided and no 
accessible unit is provided.

Park Violation 16 - The would be 
wheelchair space is obstructed by 
the metal rack.

Park Violation 15 - No accessible 
seating is provided in the bleacher 
seating serving the softball fields.

Park Violation 17 - The 
concession counters are 43" 
high where 36" maximum is 
required.

Park Violation 18 - No accessible 
seating is provided in the bleacher 
seating serving the baseball fields.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 77

Total Accessible Parking Spaces: 4

Number of van accessible spaces: 0

Is the accessible parking substantially compliant? No

Violation #1:

The accessible parking serving the water park is compliant in terms of the 
required number of accessible parking spaces.  However, the accessible parking 
does include violations regarding lack of signs and excessive slope within the 
parking spaces and aisles. 

None of the 4 accessible parking spaces are designated as van accessible.  At least 
one accessible parking spaces must include a sign that reads "van accessible" and 
it must be mounted below the International Symbol of Accessibility.  The 
accessible parking space that is to be designated must be a minimum of 96" wide 
and served a 96" minimum wide access aisle.

General Parking Notes:

77 parking spaces are provided to serve the Pelican Bay Aquatic Center. 4 
accessible parking spaces are provided as required; however, none are designated 
as van accessible and also unclude excessive slopes along the length of the 
parking spaces. 

City of Edmond
PARK REPORT

Pelican Bay Aquatic Center

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°38'35.5"N

Thursday, October 16, 2014
Steven@accessology.com

97°27'34.6"W

1034 S. Bryant Ave.
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Parking

Standard:

Text:

Recommendation:

Violation #1 Cost: $255 Priority Level 9

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $255 Priority Level 9
 

Violation #3:

Standard:

Text:

Recommendation:

City of Edmond - Pelican Bay Aquatic Center
Parking - Page 2

2010 ADAAG 502.6 Parking Spaces Identification.

Install the required accessible parking sign at the left accessible parking 
space.

Install one van accessible parking sign.  Either of the two center accessible 
parking spaces are large enough to be designated as van accessible.

The bus drop-off area has a slope of 12.7% within the vehicle pull-up space and 
access aisle.  A maximum slope of 1:48 (2%) is required in all directions.

Parking space identification signs shall include the International Symbol of 

The far left accessible parking space is not designated by any accessible parking 
sign.

2010 ADAAG 502.6 Parking Spaces Identification.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign.  

2010 ADAAG 503.4 Floor and Ground Surfaces.

Vehicle pull-up spaces and access aisles serving them shall comply with 
(302 Floor or Ground Surfaces). Access aisles shall be at the same level as 
the vehicle pull-up space they serve. Changes in level are not permitted.

EXCEPTION: Slopes not steeper than 1:48 shall be permitted. 

2 of 17



Parking

Violation #3 Cost: $10,019 Priority Level 1

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $10,028 Priority Level 4

High Priority

Parking Violations Total $20,557 Medium Priority

Low Priority

City of Edmond - Pelican Bay Aquatic Center
Parking - Page 3

The accessible parking spaces have a slope of 3.6% along the length of the spaces. 
A maximum slope of 1:48 (2%) is required in all directions.

2010 ADAAG 502.4 Floor or Ground Surfaces.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted. 
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.

The accessible parking spaces must be regraded to achieve a maximum 
slope of 2% in all directions for the full width and depth of the spaces and 
access aisles.
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Recommendation:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Pelican Bay Aquatic Center

No accessible route is provided from the sidewalk along S. Bryant Ave. to the 
entrance into the Aquatic Center.  

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.6"W35°38'35.5"N

1034 S. Bryant Ave.

Presently, there is no accessible connecting route between the water park and the 
sidewalk provided along S. Bryant Ave.  The sidewalk does provide access to the 
parking lot but does not provide any means of access from the curb to the park 
entrance.  The route from the accessible parking to the park entrance does include 
a non-compliant cross slope and the park entrance gate includes a severe slope.  
There is a sidewalk connection between the water park and Hafer Park which is 
not substantially compliant due to excessive running slopes and a change in level 
at the connection to the bridge into Hafer Park.

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 206.2.1 Accessible Routes Site Arrival Points.

At least one accessible route shall be provided within the site from 
accessible parking spaces and accessible passenger loading zones; public 
streets and sidewalks; and public transportation stops to the accessible 
building or facility entrance they serve.

A compliant accessible route must connect the entrance into the water park 
to the sidewalk along S. Bryant Ave.
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Accessible Route

Violation #1 Cost: $4,149 Priority Level 3

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $304 Priority Level 1

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,093 Priority Level 7

This area needs to be replaced so that the maximum running slope through 
the gate is 1:20 (5%).  A slope of 1:48 (2%) in all directions maximum is 
perferred.

The trench drain along the path to the family restroom/chaning rooms has 
elongated openings that run parallel to the direction of travel.  The elongated 
openings must be perpendicular to the direction of travel.

2010 ADAAG 302.3 Floor or Ground Surfaces Openings.  

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance). 

At the park entrance gateway there is an 11.8% slope where one would enter into 
the park to access the main reception counter area.  This exceeds the maximum 
allowable running slope even for a ramp.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

City of Edmond - Pelican Bay Aquatic Center
Accessible Route - Page 2

The trench drain should be replaced with one that has openings that are 
perpendicular to the direction of travel.
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Accessible Route

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $25,645 Priority Level 2

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $412 Priority Level 2

Violation #6:

The sidewalk that leads to the bridge into Hafer Park has a running slope of 7.6% 
to 10.1% and does not comply with ramp requirements.  Running slopes 
exceeding 1:12 (8.33%) are not permitted at all.  
The running slope along the bridge is 7.5% and does not comply with ramp 
requirements regarding handrails.

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This sidewalk from the water park to the bridge should be replaced with a 
sidewalk that has a maximum running slope of 1:20 (5%) to avoid 
requiring a fully compliant ramp system.  

The bridge must be modified to include compliant handrails on both sides 
as it is considered a ramp.

The transition from the sidewalk to the wood surface of the bridge is 2".  Changes 
in level greater than 1/2" must comply with ramp requirements.

2010 ADAAG 303.4 Changes in Level Ramps 

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

The change in level needs to be reduced to 1/2" maximum.  This could be 
accomplished by grinding down the concrete transition.

The sidewalk from the accessible parking to the park entrance gate has a cross 
slope of 3.9%.  A maximum cross slope of 1:48 (2%) is required.

City of Edmond - Pelican Bay Aquatic Center
Accessible Route - Page 3
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Accessible Route

Standard:

Text:

Recommendation:

Violation #6 Cost: $455 Priority Level 3

High Priority

Accessible Route Total $33,058 Medium Priority

Low Priority

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

2010 ADAAG 403.3 Walking Surface Slope.

City of Edmond - Pelican Bay Aquatic Center
Accessible Route - Page 4

This area of sidewalk must be modified to achieve a 1:48 (2%) maximum 
cross slope.
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
Yes
Yes
N/A
Yes

Violation #1:

Standard:

Text:

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. 

Phil Jones Contact Phone: 405-359-4518

35°38'35.5"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.6"W

City of Edmond
PARK REPORT

Facility Name: Pelican Bay Aquatic Center

2010 ADAAG 703.4.2 Installation Height and Location.  

1034 S. Bryant Ave.

General Restroom Notes:

The family changing room and family restroom are somewhat compliant.  With 
some minor corrections, both of these rooms should be full compliance.  

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

The room signs for the family restroom, family changing room, men's cabana 
restroom, and women's cabana restroom are not accessible.  The signs for the 
family restroom and family changing rooms are located on the doors and the signs 
for the men/women cabanas do not include raised characters or Braille.
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Restrooms

Text:
pt 2

Recommendation:

Violation #1 Cost: $1,150 Priority Level 6

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $621 Priority Level 6

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $467 Priority Level 5

Signs containing tactile characters shall be located so that a clear floor 
space of 18 inches minimum by 18 inches minimum, centered on the 
tactile characters, is provided beyond the arc of any door swing between 
the closed position and 45 degree open position.  

City of Edmond - Pelican Bay Aquatic Center
Restrooms - Page 2

Family Changing Room/Family Restroom - The flush controls on the water 
closets are located on the wrong side.  The flush control must be on the open side 
of the water closet.

2010 ADAAG 604.6 Flush Controls. 

Flush controls shall be hand operated or automatic. Hand operated flush 
controls shall comply with (309 Operable Parts). Flush controls shall be 
located on the open side of the water closet except in ambulatory 
accessible compartments complying with (604.8.2 Ambulatory Accessible 
Compartments). 

The flush controls on both water closets must be relocated to the open side 
of the water closet.

Install compliant room signs at each of the restroom/locker room facilities.

Family Changing Room - The dressing bench is only 37" long.  The bench must 
be a minimum of 42" long.

2010 ADAAG 903.3 Benches Size. 

Benches shall have seats that are 42 inches long minimum and 20 inches 
deep minimum and 24 inches deep maximum.

Replace bench with a fully accessible unit.
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Restrooms

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $331 Priority Level 6

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $2,348 Priority Level 5

High Priority

Restrooms Total $4,917 Medium Priority

Low Priority

City of Edmond - Pelican Bay Aquatic Center
Restrooms - Page 3

Family Changing Room - The shower seat is installed in the incorrect position.  
The seat must be installed on the wall opposite the shower controls.

2010 ADAAG 608.4 Shower Compartments Seats. 

A folding or non-folding seat shall be provided in transfer type shower 
compartments. A folding seat shall be provided in roll-in type showers 
required in transient lodging guest rooms with mobility features complying 
with (806.2 Guest Rooms with Mobility Features). Seats shall comply with 
(610 Seats).

The shower seat must be re-positioned to be located on the wall opposite 
the shower controls.

Family Restroom - The water closet is 20 1/2" high to the top of the seat where 
17"-19" is required.

2010 ADAAG 604.4 Water Closets Seats.

The seat height of a water closet above the finish floor shall be 17 inches 
minimum and 19 inches maximum measured to the top of the seat. Seats 
shall not be sprung to return to a lifted position.

The water closet must be re-positioned to so that the top of the seat is 17"-
19" above the floor.
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $589 Priority Level 4

Violation #2:

Standard:

City of Edmond
PARK REPORT

Pelican Bay Aquatic Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 904.4.1 Parallel Approach.   

Steven Lewandowski Thursday, October 16, 2014
Steven@accessology.com

97°27'34.6"W35°38'35.5"N
1034 S. Bryant Ave.

General Misc Notes:

The facility includes a First Aid counter and a concession counter, neither of 
which area substantially compliant.  

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

The First Aid counter is 41" high and does not provide any accessible portion of 
counter.

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter.  

A minimum of 36" of counter must be provided at 36" high maximum.

The Pelican Bay Café counters are 41" high and do not provide any accessible 
portion of counter.

2010 ADAAG 904.4.1 Parallel Approach.   
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Misc

Text:

Recommendation:

Violation #2 Cost: $589 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $828 Priority Level 4

High Priority

Miscellaneous Total $2,006 Medium Priority

Low Priority

A portion of the counter surface that is 36 inches long minimum and 36 
inches high maximum above the finish floor shall be provided. A clear 
floor or ground space complying with (305 Clear Floor or Ground Space) 
shall be positioned for a parallel approach adjacent to the 36 inch 
minimum length of counter.  

A minimum of 36" of counter must be provided at 36" high maximum.

The First Aid and Pelican Bay Café counters are protruding objects as they extend 
more than 4" into the circulation paths.

2010 ADAAG 307.2 Protruding Objects Protrusion Limits. 

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

The counters must be modified to provide a leading edge at or below 27" 
above the floor.

City of Edmond - Pelican Bay Aquatic Center
Miscellaneous - Page 2
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

Yes
No

N/A
Are they substantially compliant? N/A
Are there sports fields? N/A
Do the accessible routes extend into the dugout? N/A
Is seating provided? N/A
Is accessible seating provided? N/A
Is it compliant? N/A
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? Yes
Are accessible picnic tables provided? No
Are grills provided? No
Are they accessible? N/A

Violation #1:

Standard:

City of Edmond
PARK REPORT

Pelican Bay Aquatic Center

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 226.1 Dining Surfaces and Work Surfaces General.  

1034 S. Bryant Ave.

Water slides are not required to be located on an accessible route per:
203.11 Water Slides.  Water slides shall not be required to comply with these 
requirements or to be on an accessible route. 

A pool lift is provided into the main swimming pool area.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

One fixed four seat picnic table is provided on the outside of the park fence near 
the parking area.  This table is not accessible as it does not provide any space for 
a wheelchair to seat and it is not connected to the concrete area with an accessible 
route.

Steven Lewandowski Thursday, October 16, 2014

Steven@accessology.com

97°27'34.6"W35°38'35.5"N
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Park Amenities

Text:

Recommendation:

Violation #1 Cost: $2 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $3,015 Priority Level 4

High Priority
 
Park Amenities Total $3,017 Medium Priority

Low Priority

City of Edmond - Pelican Bay Aquatic Center
Park Amenities - Page 2

2010 ADAAG 226.1 Dining Surfaces and Work Surfaces General.  

Where dining surfaces are provided for the consumption of food or drink, 
at least 5 percent of the seating spaces and standing spaces at the dining 
surfaces shall comply with 902. In addition, where work surfaces are 
provided for use by other than employees, at least 5 percent shall comply 
with 902. 

No accessible picnic tables are provided at the pavilion within the park.

A compliant picnic table must be provided, if tables are to be provided for 
others.

A compliant picnic table must be provided, if tables are to be provided for 
others.

Where dining surfaces are provided for the consumption of food or drink, 
at least 5 percent of the seating spaces and standing spaces at the dining 
surfaces shall comply with 902. In addition, where work surfaces are 
provided for use by other than employees, at least 5 percent shall comply 
with 902. 
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Pelican Bay Aquatic Center

Parking Violation 1/2 - None of the 
accessible parking spaces are 
designated as "van accessible."  The 
left parking space is not provided 
with the required accessible parking 
sign.

Parking Violation 3 - The bus drop-
off area has a slope of 12.7% within 
the vehicle pull-up space and access 
aisle. 

Parking Violation 4 - The accessible 
parking spaces have a slope of 3.6% 
along the length of the spaces.

AR Violation 1 - No accessible route 
is provided from the sidewalk along 
S. Bryant Ave. to the entrance into 
Aquatic Center.

AR Violation 2 - At the park entrance 
gateway there is an 11.8% slope 
where one would enter into the park 
to access the main reception counter 
area. 

AR Violation 3 - The trench drain 
along the path to the family 
restroom/changing rooms has 
elongated openings that run parallel 
to the direction of travel.

AR Violation 4 - The sidewalk that 
leads to the bridge into Hafer Park 
has a running slope of 
7.6%-10.1%.
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Pelican Bay Aquatic Center

AR Violation 4 - The running slope 
along the bridge is 7.5% and does 
not comply with ramp requirements 
regarding handrails.

AR Violation 5 - The transition 
from the sidewalk to the wood 
surface of the bridge is 2".

AR Violation 6 - The sidewalk from 
the accessible parking to the park 
entrance gate has a cross slope of 
3.9%.

RR Violation 1 - The room signs for 
the family restroom, family changing 
room, men's cabana restroom, and 
women's cabana restroom are not 
accessible.

RR Violation 2 - Family Changing 
Room - The dressing bench is only 
37" long.  The bench must be a 
minimum of 42" long.

RR Violation 3 - Family Changing 
Room/Family Restroom - The flush 
controls on the water closets are 
located on the wrong side. 

RR Violation 4 - Family Changing 
Room - The shower seat is 
installed in the incorrect position.

RR Violation 5 - Family Restroom - 
The water closet is 20 1/2" high to 
the top of the seat where 17"-19" is 
required.

Misc Violation 1 - The First Aid 
counter is 41" high and does not 
provide any accessible portion of 
counter.
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Pelican Bay Aquatic Center

Misc Violation 2 - The Pelican Bay 
Café counters are 41" high and do 
not provide any accessible portion 
of counter.

Misc Violation 3 - The First Aid and 
Pelican Bay Café counters are 
protruding objects as they extend 
more than 4" into the circulation 
paths.

Park Violation 1 - No accessible 
picnic table is provided near the 
park entrance.

Park Violation 2 - No accessible 
picnic tables are provided at the 
pavilion within the park.
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Parking

Facility Information: Service Blake Soccer Complex
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: - West Parking Lot: 635

Total Accessible Parking Spaces: 16

Number of van accessible spaces: 6

Does parking comply? No

Total Parking Spaces - East Parking Lot: 233

Total Accessible Parking Spaces: 6

Number of van accessible spaces: 2

Does parking comply? Yes 

Violation #1:
West Parking Lot - 2 parking signs have been knocked down at one of the 
accessible parking spaces at the far south end of the lot.  The 4 parking signs at 
the main entrance are too low.

General Parking Notes:

City of Edmond
PARK REPORT

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°40'59.8"N

Tuesday, October 14, 2014
Steven@accessology.com

97°30'28.2"W

1502 W. Danforth Road

General Parking Notes:

The west parking lot includes 635 total parking spaces; 13 accessible parking 
space are required but 16 of are designated as accessible by signs.  3 are 
designated van accessible by signs.

The east parking lot includes 233 total parking spaces; 6 of which are designated 
accessible by signs.  2 are designated van accessible.  
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Parking

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,532 Priority Level 9

Violation #2:

Standard:
  

Text:

Recommendation:

Violation #2 Cost: $138 Priority Level 9

West Parking Lot - 2 parking signs have been knocked down at one of the 
accessible parking spaces at the far south end of the lot.  The 4 parking signs at 
the main entrance are too low.

2010 ADAAG 502.6 Parking Spaces Identification.

City of Edmond - Service Blake Soccer Complex
Parking - Page 2

Restripe the existing 4 existing accessible parking spaces to create the 
required 96" wide parking spaces with 60" access aisles.  Relocate van 
accessible sign to far right accessible space as it has the required access 
aisle width. 

Reinstall the 2 pole mounted signs that have been knocked over.  Reinstall 
the existing 4 parking signs at the main entrance to 60" high above the 
parking surface to the bottom of the signs.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

West Parking Lot - the existing accessible parking spaces serving the main 
entrance are not striped to designate the required space and access aisle widths.

2010 ADAAG 502.2 Parking Spaces Vehicle Spaces. 

Car parking spaces shall be 96 inches wide (8') minimum and van parking 
spaces shall be 132 inches wide (11') minimum, shall be marked to define 
the width, and shall have an adjacent access aisle complying with (502.3 
Access Aisle).
EXCEPTION: Van parking spaces shall be permitted to be 96 inches wide 
minimum where the access aisle is 96 inches wide minimum.
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Parking

 

High Priority

Parking Violations Total $1,670 Medium Priority

Low Priority

City of Edmond - Service Blake Soccer Complex - Parking - Page 3
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Accessible Route

Facility Information: Service Blake Soccer Complex
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $15,632 Priority Level 4

Violation #2:

Standard:

 

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name:

West Parking Lot - the accessible route to the concession stand from the adjacent 
accessible parking includes a 5.7% running slope at the gate and then a 13.9% 
running slope up to the concession building.  The gate does not open 90 degrees 
to allow full passage.

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°30'28.2"W35°40'59.8"N
1502 W. Danforth Road

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 5%. The 
cross slope of walking surfaces shall not be steeper than 2%.

Demolish existing chain link gate and concrete and construct fully 
accessible ramp and compliant gate.

South concession building has 7" step up to counter.

2010 ADAAG 303.4 Changes in Level Ramps
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Accessible Route

Text:

Recommendation:

Violation #2 Cost: $2,415 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $3,167 Priority Level 4

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $2,760 Priority Level 4

Violation #5:

Standard:

Remove concrete step from in front of concession counter.

No accessible connecting route up to the Lowe's Building.  This appears to 
function as some sort of park office.

 2010 ADAAG 206.2.2 Accessible Routes Within a Site. 

At least one accessible route shall connect accessible buildings, accessible 
facilities accessible elements and accessible spaces that are on the same

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

City of Edmond - Service Blake Soccer Complex
Accessible Route - Page 2

Construct ramp up to entrance of this building and provide level hardware 
on entrance door.

Main entrance concession counter has 19.3% slope up to counter.

2010 ADAAG 303.4 Changes in Level Ramps

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

Remove severe sloping concrete and replace with compliant ramp.

West parking lot - 2" gap in asphalt within accessible parking space at far south 
end.

2010 ADAAG 302.3 Floor or Ground Surfaces Openings. 
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Accessible Route

Text:

Recommendation:

Violation #5 Cost: $414 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $2,605 Priority Level 4

Violation #7:

Standard:

Text:

Recommendation:

City of Edmond - Service Blake Soccer Complex
Accessible Route - Page 3

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

Elongated openings shall be placed so that the long dimension is 
perpendicular to the dominant direction of travel. Openings in floor or 
ground surfaces shall not allow passage of a sphere more than 1/2 inch 
diameter except as allowed in  ( 407.4.3 & 409.4.3 Platform to Hoistway 
Clearance) & ( 410.4 Platform to Runway Clearance).

Fill gap so that it is flush with parking surface.

East parking lot - entrance through iron gates and down onto playing field 
includes 6.3% running slope and 4" change in level down to grass.

2010 ADAAG 303.4 Changes in Level Ramps

Modify existing concrete at gate to create level area not exceed 1:48 slope 
in any direction.  Create ramp to accommodate the 4" change in level to 
the playing field.

Main entrance concession building - steel air conditioner covers (2) are protruding 
objects.

  2010 ADAAG 307.2 Protruding Objects Protrusion Limits.

Objects with leading edges more than 27 inches and not more than 80 
inches above the finish floor or ground shall protrude 4 inches  maximum 
horizontally into the circulation path.

Add protective skirt to air conditioners to create cane detection.
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Accessible Route

Violation #7 Cost: $621 Priority Level 1

High Priority

Accessible Route Total $27,614 Medium Priority

Low Priority

City of Edmond - Service Blake Soccer Complex
Accessible Route - Page 4
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Entrance

Facility Information: Service Blake Soccer Complex
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

of the nearest accessible door?  

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $863 Priority Level 5

Violation #2:

Standard:

Floor or ground surface within required maneuvering clearances shall 
comply with (302 Floor or Ground Surfaces) changes in level are not 
permitted. EXCEPTIONS: 
1. Slopes not steeper than 1:48 shall be permitted. 

Remove sloping area and reconstruct to achieve 1:48 maximum slope in 
front of door.

Employee entrance doors into concession area (main entrance) include knob 
hardware.

2010 ADAAG 404.2.7 Door and Gate Hardware.

City of Edmond
PARK REPORT

Facility Name:

If so, does the inaccessible door have signage indicating the location  

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°30'28.2"W

1502 W. Danforth Road

General Entrance Notes:

Is the main entry door accessible?
Is there an alternate door that is accessible?

Phil Jones 405-359-4518Contact Phone:

35°40'59.8"N

 

Employee entrance doors into concession area (main entrance) include a slope at 
door threshold.  

2010 ADAAG 404.2.4.4 Door and Gate Floor or Ground Surface.  
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Entrance

Text:

Recommendation:

Violation #2 Cost: $407 Priority Level 5

High Priority

Entrance Total $1,270 Medium Priority

Low Priority

City of Edmond - Service Blake Soccer Complex
Entrances - Page 2

Handles, pulls, latches, locks, and other operable parts on doors and gates 
shall comply with  (309.4 Operation) operable parts of such hardware shall 
be 34 inches minimum and 48 inches maximum above the finish floor or 
ground. Where sliding doors are in the fully open position, operating 
hardware shall be exposed and usable from both sides.

Replace knob hardware with lever hardware.
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Restrooms

Facility Information: Service Blake Soccer Complex
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
Yes
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $863 Priority Level 5

Violation #2:

 

Steven@accessology.com

97°30'28.2"W

City of Edmond
PARK REPORT

Facility Name:

2010 ADAAG 404.2.4.4 Door and Gate Floor or Ground Surface.  

1502 W. Danforth Road

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Main entrance concession - Men RR - entrance door includes a slope at door 
threshold.  

Phil Jones Contact Phone: 405-359-4518

35°40'59.8"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, October 14, 2014

Floor or ground surface within required maneuvering clearances shall 
comply with (302 Floor or Ground Surfaces) changes in level are not 
permitted. EXCEPTIONS: 
1. Slopes not steeper than 1:48 shall be permitted. 

Remove sloping area and reconstruct to achieve 1:48 maximum slope in 
front of door.

Main entrance concession - Men RR - no accessible toilet stall provided.
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Restrooms

Standard:

Text:

Recommendation:

Violation #2 Cost: $4,346 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $3,498 Priority Level 5

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $1,344 Priority Level 5

Violation #5:

City of Edmond - Service Blake Soccer Complex
Restrooms - Page 2

Main entrance concession - Men RR - no accessible lavatory

2010 ADAAG 606.3 Lavatories and Sinks Height.

Main entrance concession - Men RR - no accessible urinal

2010 ADAAG 605.2 Urinals Height and Depth. 

Urinals shall be the stall-type or the wall-hung type with the rim 17 inches 

Install at least one fully accessible urinal.

Main entrance concession - Men RR - no ambulatory stall.  (3 stalls and 5 urinals 
provided)

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 
ground.

Install at least one fully accessible lavatory.

 2010 ADAAG 604.8.1.1 Size. 

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

Create 60" wide accessible toilet stall within restroom.
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Restrooms

Standard:

Text:

Recommendation:

Violation #5 Cost: $4,346 Priority Level 4

Violation #6:

Standard:

Text:

Recommendation:

Violation #6 Cost: $863 Priority Level 5

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $4,346 Priority Level 4

City of Edmond - Service Blake Soccer Complex 
Restrooms - Page 3

Main entrance concession Women RR - no accessible toilet stall provided

2010 ADAAG 604.8.2.1 Ambulatory Accessible Compartments Size. 

Ambulatory accessible compartments shall have a depth of 60 inches 

Create required ambulatory stall.

Main entrance concession - Women RR - entrance door includes a slope at door 
threshold.  

2010 ADAAG 404.2.4.4 Door and Gate Floor or Ground Surface. 

Floor or ground surface within required maneuvering clearances shall 
comply with (302 Floor or Ground Surfaces) changes in level are not 
permitted. EXCEPTIONS: 
1. Slopes not steeper than 1:48 shall be permitted. 

Remove sloping area and reconstruct to achieve 1:48 maximum slope in 
front of door.

 2010 ADAAG 604.8.1.1 Size. 

Wheelchair accessible compartments shall be 60 inches wide minimum 
measured perpendicular to the side wall, and 56 inches deep minimum for 
wall hung water closets and 59 inches deep minimum for floor mounted 
water closets measured perpendicular to the rear wall. Wheelchair 
accessible compartments for children's use shall be 60 inches wide 
minimum measured perpendicular to the side wall, and 59 inches deep 
minimum for wall hung and floor mounted water closets measured 
perpendicular to the rear wall. 

Create required ambulatory stall.
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Restrooms

Violation #8:

Standard:

Text:

Recommendation:

Violation #8 Cost: $3,498 Priority Level 4

Violation #9:

Standard:

Text:

Recommendation:

Violation #9 Cost: $2,348 Priority Level 5

Violation #10:

Standard:

City of Edmond - Service Blake Soccer Complex
Restrooms - Page 4

2010 ADAAG 604.2 Water Closets Location. 

South concession building - Men RR - water closet in accessible toilet stall is 15" 
on center and 16" to top of seat.  

Main entrance concession - Women RR - no accessible lavatory

2010 ADAAG 606.3 Lavatories and Sinks Height.

Lavatories and sinks shall be installed with the front of the higher of the 
rim or counter surface 34 inches maximum above the finish floor or 

Install accessible lavatory

East concession building - Family RR - water closet centerline 19" where 16"-18" 
is required.

2010 ADAAG 604.2 Water Closets Location. 

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Relocate existing water closet to 16"-18" centerline from sidewall.
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Restrooms

Text:

Recommendation:

Violation #10 Cost: $1,442 Priority Level 5

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $476 Priority Level 4

Violation #12:

Standard:

Text:

South concession building - Men RR and Women RR - lavatory drain pipes not 
protected against contact.

2010 ADAAG 606.5 Exposed Pipes and Surfaces.

Water supply and drain pipes under lavatories and sinks shall be insulated 
or otherwise configured to protect against contact. There shall be no sharp 
or abrasive surfaces under lavatories and sinks.

City of Edmond - Service Blake Soccer Complex 
Restrooms - Page 5

Install required rear and side grab bars.

The water closet shall be positioned with a wall or partition to the rear and 
to one side. The centerline of the water closet shall be 16 inches minimum 
to 18 inches maximum from the side wall or partition, except that the 
water closet shall be 17 inches minimum and 19 inches maximum from the 
side wall or partition in the ambulatory accessible toilet compartment 
specified in (604.8.2 Ambulatory Accessible Compartment). Water closets 
shall be arranged for a left-hand or right-hand approach.

Install compliant water closet.

South concession building - Men RR - accessible toilet stall is lacking compliant 
grab bars and stall door swings into stall.

2010 ADAAG 604.5.1 Grab Bars Side Wall. 
2010 ADAAG 604.5.2 Grab Bars Rear Wall. 

The side wall grab bar shall be 42 inches long minimum, located 12 inches 
maximum from the rear wall and extending 54 inches minimum from the 
rear wall.  
The rear wall grab bar shall be 36 inches long minimum and extend from 
the centerline of the water closet 12 inches minimum on one side and 24 
inches minimum on the other side. 
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Restrooms

Recommendation:

Violation #12 Cost: $122 Priority Level 5

High Priority

Restrooms Total $27,492 Medium Priority

Low Priority

Protect lavatory drain pipes.

City of Edmond - Service Blake Soccer Complex
Restrooms - Page 6
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Misc

Facility Information: Service Blake Soccer Complex
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
Yes

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $589 Priority Level 4

Violation #2:

Standard:

Text:

Soccer complex includes 3 concession buildings with restrooms. 2 on west side 
and one on east side.

City of Edmond
PARK REPORT

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 904.4 Sales and Service Counters.

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°30'28.2"W35°40'59.8"N

1502 W. Danforth Road

General Misc Notes:

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

Main entrance concession counter is 42" high.

Sales counters and service counters shall comply with (904.4.1 Parallel 
Approach or 904.4.2 Forward Approach). The accessible portion of the 
counter top shall extend the same depth as the sales or service counter top.

Lower a 36" portion of the concession counter to 36" high.

South concession counter is 42" high.

2010 ADAAG 904.4 Sales and Service Counters.

Sales counters and service counters shall comply with (904.4.1 Parallel 
Approach or 904.4.2 Forward Approach). The accessible portion of the 
counter top shall extend the same depth as the sales or service counter top.
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Misc

Recommendation:

Violation #2 Cost: $589 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $288 Priority Level 6

High Priority

Miscellaneous Total $1,466 Medium Priority

Low Priority

Lower a 36" portion of the concession counter to 36" high.

East concession building - room signs at Concessions door, Family RR, Women's 
RR and Men's RR located on doors, not on walls adjacent to door.

2010 ADAAG 703.4.2 Installation Height and Location. 

Where a tactile sign is provided at a door, the sign shall be located 
alongside the door at the latch side. Where a tactile sign is provided at 
double doors with one active leaf, the sign shall be located on the inactive 
leaf. Where a tactile sign is provided at double doors with two active leafs, 
the sign shall be located to the right of the right hand door. Where there is 
no wall space at the latch side of a single door or at the right side of double 
doors, signs shall be located on the nearest adjacent wall. Signs containing 
tactile characters shall be located so that a clear floor space of 18 inches 
minimum by 18 inches minimum, centered on the tactile characters, is 
provided beyond the arc of any door swing between the closed position 
and 45 degree open position. 

Relocate room signs to required location.

City of Edmond - Service Blake Soccer Complex 
Miscellaneous - Page 2
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Park Amenities

Facility Information: Service Blake Soccer Complex
 
Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
No
No

Are they compliant? No
Are there sports fields? Yes
Do the accessible routes extend into the dugout? N/A
Is seating provided? Yes
Is accessible seating provided? No
Is it compliant? No
Are pavilions and/or picnic tables provided? No
Is an accessible route provided to them? No
Are accessible picnic tables provided? No
Are grills provided? No
Are they accessible? No

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°30'28.2"W35°40'59.8"N

2010 ADAAG 221.1 General.

1502 W. Danforth Road

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

No accessible seating within any of the bleachers throughout the site.  There 
appears to be approximately 15 soccer fields each having bleacher seating.

Assembly areas shall provide wheelchair spaces, companion seats, and 
designated aisle seats complying with 221 and 802. In addition, lawn 
seating shall comply with 221.5.

 Soccer complex amenities include soccer playing fields and bleacher seating.
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Park Amenities

Recommendation:

Violation #1 Cost: $124,200 Priority Level 4

High Priority
 
Park Amenities Total $124,200 Medium Priority

Low Priority

City of Edmond - Service Blake Soccer Complex
Park Amenities - Page 2

Provide accessible seating at each field that provides bleacher seating.
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Service Blake Soccer Complex

Parking Violation 1 - West Parking 
Lot - 2 parking signs have been 
knocked down at one of the 
accessible parking spaces at the far 
south end of the lot.

Parking Violation 1/2 - The 4 parking 
signs at the main entrance are too 
low.  The accessible parking spaces 
do not meet the minimum size 
requirements.

AR Violation 1 - The route to the 
concession/restroom building is not 
accessible due to excessive running 
slope and the gate does not open a 
full 90 degrees.

AR Violation 2 - South concession 
building has 7" step up to counter.

AR Violation 3 - No accessible 
connecting route up to the Lowe's 
Building.  This appears to function 
as some sort of park office.

AR Violation 4 - Main entrance 
concession counter has 19.3% 
slope up to counter.

AR Violation 5 - West parking lot - 
2" gap in asphalt within accessible 
parking space at far south end.

AR Violation 6 - East parking lot -
entrance through iron gates and 
down onto playing field includes 
6.3% running slope and 4" change 
in level down to grass.
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Service Blake Soccer Complex

AR Violation 7 - Main entrance 
concession building -steel air 
conditioner covers are protruding 
objects.

Entrance Violation 1/2 - The 
employee entrance doors have a 
slope at the door threshold and are 
equipped with knob hardware.

RR Violation 1 - Door into Men's 
restroom has slope up to door.

RR Violation 2 - Main entrance 
concession - Men RR - no accessible 
toilet stall provided.

RR Violation 4 - Main entrance 
concession - Men RR - no accessible 
urinal

RR Violation 6 - Door into Women's 
restroom has slope up to door.

RR Violation 7 - Main entrance 
concession Women RR - no 
accessible toilet stall provided.

RR Violation 8 - Main entrance 
concession -Women RR - no 
accessible lavatory.

RR Violation 9 - East concession 
building - Family RR - water closet 
centerline 19" where 16"-18" is 
required.
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Service Blake Soccer Complex

RR Violation 10 - South concession 
building - Men RR - water closet in 
accessible toilet stall is 15" on 
center and 16" to top of seat.

RR Violation 11 - South concesson 
building - Men RR - accessible toilet 
stall is lacking compliant grab bars 
and stall door swings into stall.

RR Violation 12 - South concession 
building - Men RR and Women RR -
lavatory drain pipes not protected 
against contact.

Misc Violation 1 - Main 
entrance concession counter is 
42" high.

Misc Violation 2 - South 
concession counter is 42" high.

Misc Violation 3 - East concession 
building - room signs at Concessions 
are located on the face of the door.

Misc Violation 3 - The signs for the 
Family RR, Women's RR and Men's 
RR located on doors, not on walls 
adjacent to door.

Park Violation 1 - No accessible 
seating within any of the bleachers 
throughout the site.  There appears 
to be approximately 15 soccer fields 
each having bleacher seating.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Parking Notes:  

Total Parking Spaces: 18
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? Yes

The park is served by on-street parking provided along S. Littler Ave. and E. 5th 
Street as well as the parking lot on the north side of the museum.  Accessible 
parking spaces are provided and only include some minor non-complying issues.

General Parking Notes:

On-street parking is provided along S. Littler Ave. and E. 5th Street.  The two 
accessible parking spaces along S. Littler Ave. are substantially compliant where 
as the single accessible parking space along E. 5th Street includes a slight slope 
issue.

There are 18 parking spaces provided in the museum parking lot along with one 
accessible parking space.

City of Edmond
PARK REPORT

Stephenson Park

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°39'02.8"N

Wednesday, October 15, 2014

Steven@accessology.com

97°28'45.2"W

S. Littler Ave & E. 4th St.

General Parking Notes:
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Parking

Total Parking Spaces - Street Parking 44
Total Accessible Parking Spaces: 3
Number of van accessible spaces: 1
Is the accessible parking substantially compliant? No

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,432 Priority Level 4

Violation #2:

Standard:

  

Text:

Recommendation:

City of Edmond - Stephenson Park
Parking - Page 2

The on-street parking along the east side of S. Littler Ave. and the north side of E. 
5th street do not have wheelstops and could potentially allow the overhang of 
parked vehicles to reduced the clear width of the sidewalk to less than 36.

2010 ADAAG 502.7 Relationship to Accessible Routes.  

The accessible parking space and aisle should be regraded to otherwise 
modified to achieve a maximum slope of 2% in all directions.

Wheelstops should be installed within all of the 47 parking spaces that 
adjoin the sidewalk along S. Littler and E. 5th Street.

Parking spaces and access aisles shall be designed so that cars and vans, 
when parked, cannot obstruct the required clear width of adjacent 
accessible routes. 

The accessible parking space on the north side of E. 5th Street has a slope of 2.5% 
along the length of the space.  A maximum slope of 1:48 (2%) is required in all 
directions.

 2010 ADAAG 502.4 Floor or Ground Surfaces. 

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted. 
EXCEPTION: Slopes not steeper than 1:48 shall be permitted.
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Parking

Violation #2 Cost: $2,507 Priority Level 3
 

High Priority

Parking Violations Total $6,939 Medium Priority

Low Priority

City of Edmond - Stephenson Park
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
No
No  

entrance substantially compliant?

Violation #1:

Standard:

Text:

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Stephenson Park

The north curb ramp at the corner of S. Littler Ave. and E. 4th Street has a 
running slope of 12.9% where 1:12 (8.33%) maximum is required.  The crosswalk 
across E. 4th Street has a cross slope of 5.1% where 1:48 (2%) maximum is 
required.  The sidewalk at the top of the curb ramp where it begins to travel along 
E. 4th Street, has a cross slope of 4.7%.

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

97°28'45.2"W35°39'02.8"N

S. Littler Ave & E. 4th St.

There is a sidewalk system along E. 4th Street, S. Littler Ave. and E. 5th Street 
that provides access into the park.  Access is also provided from the parking lot 
near the museum building.  The route along the streets and around the south side 
of the museum building do include some significant running slope and cross slope 
issues as well as level changes and potential reduction in clear width due to 
vehicle overhangs.  

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?
Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 405.2 Ramps Slope.
2010 ADAAG 403.3 Walking Surface Slope. 

Ramp runs shall have a running slope not steeper than 1:12.
The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.
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Accessible Route

Recommendation:

Violation #1 Cost: $4,388 Priority Level 2

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $5,046 Priority Level 8

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $253 Priority Level 8

Violation #4:

This curb ramp must be replaced or modified to achieve a 2% maximum 
cross slope.

The landing of the curb ramp serving the two accessible parking spaces on the 
east side of S. Littler Ave. has a cross slope of 3.4% where 1:48 (2%) maximum 
is required.

2010 ADAAG 403.3 Walking Surface Slope.  

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.

This curb ramp must be replaced with a ramp that provides the required 
running slope.  The crosswalk must be modified to achieve a 1:48 (2%) 
maximum cross slope and the sidewalk at the top of the curb ramp must be 
modified to achieve a 1:48 (2%) maximum cross slope.  The sidewalk 
around the curb ramp appears to be relatively new but was constructed out 
of compliance.

The west curb ramp at the corner of S. Littler Ave. and E. 4th Street has a cross 
slope of 4.2% where 1:48 (2%) maximum is required.

 2010 ADAAG 405.3 Ramps Cross Slope. 

Cross slope of ramp runs shall not be steeper than 1:48.

City of Edmond - Stephenson Park
Accessible Route - Page 2

The landing area of the curb ramp must be modified to achieve a 2% 
maximum cross slope.

The curb ramp serving the accessible parking space on the north side of E 5th 
Street has a running slope of 10.3% where 1:12 (8.33%) maximum is required.  
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Accessible Route

Standard:

Text:

Recommendation:

Violation #4 Cost: $1,504 Priority Level 9

Violation #5:

Standard:

Text:

Recommendation:

Violation #5 Cost: $9,918 Priority Level 2

Violation #6:

Standard:

Text: Ramp runs shall have a running slope not steeper than 1:12. 

2010 ADAAG 405.2 Ramps Slope. 

Ramp runs shall have a running slope not steeper than 1:12. 

The curb ramp must be replaced or modified to achieve a 8.33% maximum 

The sidewalk along the north side of E. 5th Street includes a 2" change in level as 
it approaches the south side of the museum building.  As the sidewalk runs along 
the south side of the museum building, users are required to travel around the 
dumpster enclosure.  This route includes running slopes of 11.9% to 15.1% and 
cross slopes up to 6.2%.

2010 ADAAG 303.4 Changes in Level Ramps 
2010 ADAAG 403.3 Walking Surface Slope.

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)
The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48. 

The 2" change in level must be eliminated by grinding it down or replacing 
the sidewalk panel.  The route around the dumpster enclosure must be 
modified to achieve a maximum running slope of 1:20 (5%) and a 
maximum cross slope of 1:48 (2%).  If slopes in excess of 5% are needed, 
they must fully comply with the ramp requirements regarding handrails, 
etc.

The curb ramp serving the accessible parking space in the west museum/park 
parking lot has a running slope of 13.9% where 1:12 (8.33%) maximum is 
required.

2010 ADAAG 405.2 Ramps Slope. 

City of Edmond - Stephenson Park
Accessible Route - Page 3
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Accessible Route

Recommendation:

Violation #6 Cost: $1,504 Priority Level 2

Violation #7:

Standard:

Text:

Recommendation:

Violation #7 Cost: $9,056 Priority Level 4

Violation #8:

Standard:

Text:

Recommendation:

 
Violation #8 Cost: $8,280 Priority Level 9

Violation #9:

Standard:

City of Edmond - Stephenson Park
Accessible Route - Page 4

The curb ramp must be replaced or modified to achieve a 8.33% maximum 

The two ramps along the north side of the museum do not have compliant 
handrails on both sides of the ramp.

2010 ADAAG 505.2 Where Required. 

Handrails shall be provided on both sides of stairs and ramps. 

Fully compliant handrails must be installed on both ramps on the north 
side of the museum building. 

The east ramp along the north side of the museum has a cross slope of 3.2% 
where 1:48 (2%) maximum is required.  The west ramp along the north side of the 
museum has a running slope of 9.7% where 1:12 (8.33%) maximum is required.

2010 ADAAG 405.2 Ramps Slope.
2010 ADAAG 405.3 Ramps Cross Slope. 

Ramp runs shall have a running slope not steeper than 1:12. 
Cross slope of ramp runs shall not be steeper than 1:48.

The ramps must be modified or replaced to achieve a 1:12 (8.33%) 
maximum running slope and a1:48 (2%) maximum cross slope.

The route to the flag pole and memorial plaque has a running slope of 8.4% and is 
not treated as a ramp.  The route also has a cross slope of 3% where 1:48 (2%) 
maximum is required.

2010 ADAAG 403.3 Walking Surface Slope.
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Accessible Route

Text:

Recommendation:

Violation #9 Cost: $1,164 Priority Level 9

Violation #10:

Standard:

Text:

Recommendation:

Violation #10 Cost: $4,807 Priority Level 4

Violation #11:

Standard:

Text:

Recommendation:

Violation #11 Cost: $690 Priority Level 7

City of Edmond - Stephenson Park
Accessible Route - Page 5

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.  

2010 ADAAG 303.3 Changes in Level Beveled.

Changes in level between 1/4 inch high minimum and 1/2 inch high 
maximum shall be beveled with a slope not steeper than 1:2. 

This change in level must be eliminated by grinding it down to be flush 
with the paver area or providing a small accessible ramp.

The route to the flag pole and plaque must be modified to achieve a 1:20 
(5%) maximum running slope and a 1:48 (2%) maximum cross slope.

The pavers within paver area at the northwest corner of the pavilion are uneven 
and are in need of maintenance.  The pavers are heaving creating changes in level 
greater than 1/4".

2010 ADAAG 303.3 Changes in Level Beveled.

Changes in level between 1/4 inch high minimum and 1/2 inch high 
maximum shall be beveled with a slope not steeper than 1:2. 

Regular maintenance on the paver area must be provided so that they do 
not create level changes between each paver.  

The northwest corner of the pavilion building includes a significant change in 
level where it connects to the paver area that includes benches and a grille.  Level 
changes greater than 1/2" must be ramped.
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Accessible Route

Violation #12:

Standard:

Text:

Recommendation:

Violation #12 Cost: $11,224 Priority Level 2

Violation #13:

Standard:

Text:

Recommendation:

Violation #13 Cost: $6,072 Priority Level 2

City of Edmond - Stephenson Park
Accessible Route - Page 6

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.  

This sidewalk appears to be relatively new and was constructed out of 
compliance.  The sidewalk must be replaced to achieve a 1:20 (5%) 
maximum running slope and 1:48 (2%) maximum cross slope.  If running 
slopes in excess of 1:20 (5%) are required, then a fully accessible ramp is 
required.

The sidewalk on the west side of the pavilion has a running slope of 6.1% and is 
not treated as a ramp.  The bridge along this sidewalk and the bridge in the middle 
of the park have running slopes of 12.5% and 13.8% respectively which exceeds 
the maximum allowable running slope even for a ramp. This sidewalk also 
includes changes in level of approximately 1".  

2010 ADAAG 403.3 Walking Surface Slope.

The running slope of walking surfaces shall not be steeper than 1:20. The 
cross slope of walking surfaces shall not be steeper than 1:48.  

This sidewalk on the west side of the pavilion should be replaced with a 
compliant sidewalk with a 1:20 (5%) maximum running slope and no 
changes in level greater than 1/4".  The bridges will require substantial 
modification in order to achieve a compliant running slope.  

The sidewalk along E. 4th Street includes running slopes of 7.1% and cross slopes 
up to 6.7% where it cross the concrete drainage ditch.  
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Accessible Route

Violation #14:

Standard:

Text:

Recommendation:

Violation #14 Cost: $1,504 Priority Level 2

High Priority

Accessible Route Total $65,410 Medium Priority

Low Priority

City of Edmond - Stephenson Park
Accessible Route - Page 7

Ramp runs shall have a running slope not steeper than 1:12. 

The curb ramp must be replaced with a fully accessible curb ramp with a 
level landing at the top of the ramp to allow users to travel around the 
ramp.

The curb ramp at the corner of E. 4th Street and S. Boulevard St. is not compliant 
as it has a running slope of 9.8% and non-compliant flares.  The ramp does not 
have a level landing at the top of the ramp to allow users to go around the ramp.  
Currently, users must travel across the ramp surface which creates a +/- 9.8% 
cross slope.

2010 ADAAG 405.2 Ramps Slope. 
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No
No
No
No

Violation #1:

Standard:

Text:

Recommendation:

Phil Jones Contact Phone: 405-359-4518

35°39'02.8"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

97°28'45.2"W

Where multiple single user portable toilet or bathing units are clustered at 
a single location, no more than 5 percent of the toilet units and bathing 
units at each cluster shall be required to comply with 603. Portable toilet 
units and bathing units complying with 603 shall be identified by the 
International Symbol of Accessibility complying with 703.7.2.1. 

An accessible toilet unit is required to be provided and it must be 
connected by an accessible route.

City of Edmond
PARK REPORT

Facility Name: Stephenson Park

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms. 

S. Littler Ave & E. 4th St.

General Restroom Notes:

Two portable toilet units are provided on the south side of Stephenson Park.  
Neither toilet unit is accessible and the platform on which they are located is 
elevated and not provided with an accessible connecting route.

Is the door to the restroom substantially compliant? 
Does the room have the required turning radius? 
Is the water closet substantially compliant? 

Is the lavatory substantially compliant?
Is the urinal substantially compliant?
Is the mirror substantially compliant?

No accessible route is provided to the two portable toilet units located on the 
south side of the park at E. 5th Street.  Neither of the two portable toilet units are 
accessible.
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Restrooms

Violation #1 Cost: $2,340 Priority Level 4

High Priority

Restrooms Total $2,340 Medium Priority

Low Priority

City of Edmond - Stephenson Park
Restrooms - Page 2
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,415 Priority Level 8

High Priority

Miscellaneous Total $4,415 Medium Priority

Low Priority

City of Edmond
PARK REPORT

Stephenson Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number.  

Steven Lewandowski Wednesday, October 15, 2014
Steven@accessology.com

97°28'45.2"W35°39'02.8"N
S. Littler Ave & E. 4th St.

General Misc Notes:

One single drinking fountain is provided at the pavilion.  No accessible drinking 
fountain unit is provided.

Are there exterior drinking fountains? 
Are there any other miscellaneous items not previously covered? 

There is one drinking fountain provided at the pavilion.  No accessible drinking 
fountain unit is provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7. 

A new dual height unit is recommended to replace the existing single 
drinking fountain.  
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
No

Are they substantially compliant? No
Are there sports fields? No
Do the accessible routes extend into the dugout? N/A
Is seating provided? N/A
Is accessible seating provided? N/A
Is it compliant? N/A
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? Yes
Are accessible picnic tables provided? No
Are grills provided? Yes
Are they accessible? Yes

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Stephenson Park

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

S. Littler Ave & E. 4th St.

The park consists of two play areas, pavilion with picnic tables and grill, 
basketball court and tennis court.  Currently, no accessible routes are provided to 
the play areas, basketball court or tennis court.

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

There are two play areas and neither is connected by way of an accessible route 
and neither area includes accessible play surfaces (currently have pea gravel) or 
play equipment.

Steven Lewandowski Wednesday, October 15, 2014

Steven@accessology.com

97°28'45.2"W35°39'02.8"N

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 
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Park Amenities

Recommendation:

Violation #1 Cost: $6,072 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $10,120 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,622 Priority Level 4

Violation #4:

Standard:

City of Edmond - Stephenson Park
Park Amenities - Page 2

2010 ADAAG 206.2.2 Accessible Routes Within a Site.  

At least one accessible route shall connect accessible buildings, accessible 
facilities, accessible elements, and accessible spaces that are on the same 
site. 

There is no accessible connecting route to the basketball court or tennis court 
from either the accessible parking along S. Littler or from within the park. 

An accessible route must be constructed to connect the playground areas 
to accessible parking and to other amenities on the site.

An accessible route must connect the basketball court and tennis court to 
accessible parking as well as to other amenities on the site.

No accessible picnic table is provided within the pavilion.

2010 ADAAG 902.2 Clear Floor or Ground Space.

A clear floor space complying with (305 Clear Floor or Ground Space) 
positioned for a forward approach shall be provided. Knee and toe 
clearance complying with (306 Knee Clearance) shall be provided. 

2010 ADAAG 1008.2.6.1 Play Areas Accessible Routes Ground Surfaces 
Accessibility.  
2010 ADAAG 1008.2.6.2 Play Areas Accessible Routes Ground Surfaces 
Use Zones.

At least one accessible picnic table must be provided within the pavilion.

The playground surfaces are not accessible as they consist of pea gravel only.  
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Park Amenities

Text:

Recommendation:

Violation #4 Cost: $23,432 Priority Level 5

High Priority
 
Park Amenities Total $42,246 Medium Priority

Low Priority

City of Edmond - Stephenson Park
Park Amenities - Page 3

Ground surfaces shall comply with ASTM F 1951 (incorporated by 
reference, see "Referenced Standards" in Chapter 1). Ground surfaces 
shall be inspected and maintained regularly and frequently to ensure 
continued compliance with ASTM F 1951.  
Ground surfaces located within use zones shall comply with ASTM F 
1292 (1999 edition or 2004 edition) (incorporated by reference, see 
"Referenced Standards" in Chapter 1). 

The playground surface must be replaced with surfaces that comply with 
ASTM F 1951.
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Stephenson Park

Parking Violation 1 - The overhang 
of parked vehicles could reduce 
the clear width of the sidewalk to 
less than 36.

Parking Violation 2 - The accessible 
parking space on the north side of E. 
5th Street has a slope of 2.5% along 
the length of the space. 

AR Violation 1 - The north curb ramp 
at the corner of S. Littler Ave. and E. 
4th Street has a running slope of 
12.9%.

AR Violation 1 - The crosswalk 
across E. 4th Street has a cross 
slope of 5.1%.

AR Violation 1 - The sidewalk at the 
top of the curb ramp where it begins 
to travel along E. 4th Street, has a 
cross slope of 4.7%.

AR Violation 2 - The west curb ramp 
at the corner of S. Littler Ave. and E. 
4th Street has a cross slope of 4.2%.

AR Violation 3 - The landing of the 
curb ramp serving the two 
accessible parking spaces on the 
east side of S. Littler Ave. has a 
cross slope of 3.4%.
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Stephenson Park

AR Violation 4 - The curb ramp 
serving the accessible parking space 
on the north side of E 5th Street has 
a running slope of 10.3%.

AR Violation 5 - The sidewalk along 
the north side of E. 5th Street 
includes a 2" change in level as it 
approaches the south side of the 
museum building.

AR Violation 5 - This route includes 
running slopes of 11.9% to 15.1% 
and cross slopes up to 6.2%.

AR Violation 6 - The curb ramp 
serving the accessible parking space 
in the west museum/park parking lot 
has a running slope of 13.9%.

AR Violation 7 - The two ramps 
along the north side of the museum 
do not have compliant handrails on 
both sides of the ramp.

AR Violation 8 - This ramp has a 
cross slope of 3.2%.

AR Violation 8 - This ramp has a 
running slope of 9.7%.

AR Violation 9 - The route to the
flag pole and memorial plaque has a 
running slope of 8.4% and does not 
comply with ramp requirements.

AR Violation 9 - The route to the 
flagpole has a 3%cross slope.
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Stephenson Park

AR Violation 10 - The pavers within 
paver area at the northwest corner 
of the pavilion are uneven and are in 
need of maintenance.  The pavers 
are heaving creating changes in level 
greater than 1/4".

AR Violation 11 - The northwest 
corner of the pavilion building 
includes a significant change in level 
where it connects to the paver area 
that includes benches and a grille.  
Level changes greater than 1/2" 
must be ramped.

AR Violation 12 - The sidewalk on 
the west side of the pavilion has a 
running slope of 6.1% and is not 
treated as a ramp.

AR Violation 12 - The bridge along 
this sidewalk and the bridge in the 
middle of the park have running 
slopes of 12.5% and 13.8%.

AR Violation 12 - The sidewalk on the 
west side of the pavilion includes a 1" 
change in level.

AR Violation 13 - The sidewalk along 
E. 4th Street includes running slopes 
of 7.1% and cross slopes up to 6.7% 
where it cross the drainage area.

AR Violation 14 - The curb ramp at 
the corner of E. 4th St. and S. 
Boulevard St. is not compliant due to 
excessive running slope, excessive 
flare slope and no landing at the top 
of the ramp.

RR Violation 1 - No accessible route 
is provided to the two portable 
toilet units.  Neither of the two 
portable toilet units are accessible.

Misc Violation 1 - There is one 
drinking fountain provided at the 
pavilion.  No accessible drinking 
fountain unit is provided.
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Stephenson Park

Park Violation 1 - There are two play 
areas and neither is connected by 
way of an accessible route and 
neither area includes accessible play 
surfaces
(currently have pea gravel) or play 
equipment.

Park Violation 2 - There is no 
accessible connecting route to the 
basketball court or tennis court from 
either the accessible parking along 
S. Littler or from within the park. 

Park Violation 3 - No accessible 
picnic table is provided within 
the pavilion.

Park Violation 4 - The playground 
surface is not compliant as it 
includes pea gravel.
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Parking

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Total Parking Spaces: - Grandview Terrace lot 4
Total Accessible Parking Spaces: 1
Number of van accessible spaces: 0
Does parking comply? No

Total Parking Spaces: - Pepperdine Ave lot 13
Total Accessible Parking Spaces: 2
Number of van accessible spaces: 0
Does parking comply? No

Violation #1:

Standard:

Two parking areas serve Whispering Heights Park. The Grandview Terrance lot 
has 4 parking spaces with 1 designated as accessible and the Pepperdine Ave lot 
has 13 parking spaces with 2 designated as accessible. No van accessible spaces 
provided in either parking lot.

Grandview Terrace lot - the accessible parking space has a longitudinal slope of 
4.2%, . 

2010 ADAAG 502.4 Floor or Ground Surfaces.

General Parking Notes:

 

City of Edmond
PARK REPORT

Whispering Heights

Steven Lewandowski

Facility Name:

Phil Jones Contact Phone: 405-359-4518

35°37'09.0"N

Tuesday, October 14, 2014

Steven@accessology.com

97°28'25.1"W

Grandview Terrace & Meadow Lane

General Parking Notes:
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Parking

Text:

Recommendation:

Violation #1 Cost: $2,507 Priority Level 3

Violation #2:

Standard:

  

Text:

Recommendation:

Violation #2 Cost: $255 Priority Level 9
 

Violation #3:

Standard:

Text:

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 2% shall be permitted.

Pepperdine Ave lot - the 2 accessible parking spaces have a longitudinal slope of 
4.5% 

2010 ADAAG 502.4 Floor or Ground Surfaces.

City of Edmond - Whispering Heights
Parking - Page 2

Install required parking sign and van accessible sign at the one accessible 
parking space.

Modify existing accessible parking to achieve 2% slope in all directions.

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 2% shall be permitted.

Grandview Terrace lot - the accessible parking space is not designated by the 
required accessible parking sign.

2010 ADAAG 502.6 Parking Spaces Identification.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 
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Parking

Text:

Recommendation:

Violation #3 Cost: $2,507 Priority Level 3

Violation #4:

Standard:

Text:

Recommendation:

Violation #4 Cost: $255 Priority Level 9

High Priority

Parking Violations Total $5,524 Medium Priority

Low Priority

Parking spaces and access aisles serving them shall comply with (302 
Floor or Ground Surfaces). Access aisles shall be at the same level as the 
parking spaces they serve. Changes in level are not permitted.
EXCEPTION: Slopes not steeper than 2% shall be permitted.

Modify existing accessible parking to achieve 2% slope in all directions.

Pepperdine Ave lot - no van accessible parking space designated with required 
sign.

2010 ADAAG 502.6 Parking Spaces Identification.

Parking space identification signs shall include the International Symbol of 
Accessibility complying with (703.7.2.1 International Symbol of 
Accessibility). Signs identifying van parking spaces shall contain the 
designation "van accessible." Signs shall be 60 inches minimum above the 
finish floor or ground surface measured to the bottom of the sign. 

Install required van accessible sign at one of the two accessible parking 
spaces.

City of Edmond - Whispering Heights
Parking - Page 3
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Accessible Route

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Accessible Route Notes:

No
Yes
No  

entrance compliant?

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $1,504 Priority Level 8

Violation #2:

Standard:

The accessible route serving the designated accessible parking in the Grandview 
Terrace lot is not accessible due to excessive running and cross slopes.

Is the path of travel from building entrances to all amenities served by the 

2010 ADAAG 405.2 Ramps Slope.
2010 ADAAG 405.3 Ramps Cross Slope.

Ramp runs shall have a running slope not steeper than 8.33%.
Cross slope of ramp runs shall not be steeper than 2%.

Remove and replace curb ramp with compliant curb ramp.

Sidewalk near 5-12 year old playground has heaved and created level change 
greater than 1/2"

2010 ADAAG 303.4 Changes in Level 

Phil Jones Contact Phone: 405-359-4518

City of Edmond
PARK REPORT

Facility Name: Whispering Heights

The curb ramp/sidewalk serving the accessible parking space at the Grandview 
Terrace parking lot has a running slope of 9.6%, and a cross slope of 4.4%. 

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'25.1"W35°37'09.0"N

Grandview Terrace & Meadow Lane

Is the path of travel from accessible parking to building entrance compliant?
Does the path of travel serve all exterior amenities offered by the facility?

4 of 12



Accessible Route

Text:

Recommendation:

Violation #2 Cost: $759 Priority Level 4

High Priority

Accessible Route Total $2,263 Medium Priority

Low Priority

Remove and replace sidewalk panel to eliminate change in level.

Changes in level greater than 1/2 inch high shall be ramped, and shall 
comply with (405 Ramps & 406 Curb Ramps)

City of Edmond - Whispering Heights
Parking - Page 2
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Restrooms

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:
Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

No
No
No
No

N/A
No

N/A

Violation #1:

Standard:

Text:

City of Edmond
PARK REPORT

Facility Name: Whispering Heights

2010 ADAAG 213.2 Toilet Rooms and Bathing Rooms.

Grandview Terrace & Meadow Lane

General Restroom Notes:

Does the door to the restroom comply?  
Does the room have the required turning radius? 
Does the water closet comply? 

Does the lavatory comply?  
Does the urinal comply? 
Does the mirror comply? 

Portable toilets are provided near south parking area.  The portable toilet is not an 
accessible unit and is located on a 4" concrete platform with no accessible 
connecting route.

A single portable toilet unit is provided near the south parking area.  This unit is 
not accessible and is not located along an accessible connecting route to other 
park amenities.  No lavatory or mirror is provided. 

Phil Jones Contact Phone: 405-359-4518

35°37'09.0"N

Does the water closet have the required clear floor space? 

Steven Lewandowski Tuesday, October 14, 2014
Steven@accessology.com

97°28'25.1"W

Where toilet rooms are provided, each toilet room shall comply with 603. 
Where bathing rooms are provided, each bathing room shall comply with 
603.
Where multiple single user portable toilet or bathing units are clustered at 
a single location, no more than 5 percent of the toilet units and bathing 
units at each cluster shall be required to comply with 603. Portable toilet 
units and bathing units complying with 603 shall be identified by the 
International Symbol of Accessibility complying with 703.7.2.1.
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Restrooms

Recommendation:

Violation #1 Cost: $1,504 Priority Level 4

High Priority

Restrooms Total $1,504 Medium Priority

Low Priority

City of Edmond - Whispering Heights
Restrooms - Page 2

Provide accessible portable toilet.  Construct ramp to achieve 4" change in 
level onto platform.
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Misc

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

Yes
No

 

Violation #1:

Standard:

Text:

Recommendation:

Violation #1 Cost: $4,415 Priority Level 8

High Priority

Miscellaneous Total $4,415 Medium Priority

Low Priority

Only one drinking fountain provided.  The one unit that is provided is a 
freestanding unit.  No accessible unit provided.

Are there any other miscellaneous items not previously covered? 

One freestanding drinking fountain provided.  No accessible drinking fountain 
unit provided.

No fewer than two drinking fountains shall be provided. One drinking 
fountain shall comply with 602.1 through 602.6 and one drinking fountain 
shall comply with 602.7.

Add an accessible drinking fountain unit.

City of Edmond
PARK REPORT

Whispering Heights

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 211.2 Minimum Number. 

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'25.1"W35°37'09.0"N

Grandview Terrace & Meadow Lane

General Misc Notes:

Are there exterior drinking fountains? 
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Park Amenities

Facility Information:
 

Facility Contact:

Accessology Inspector Information:

Inspector: Date:

Email:

Latitude: Longitude:

Address: City: Edmond County: Oklahoma

General Amenities Notes:

No
Yes
No

Are they compliant? No
Are there sports fields? No
Do the accessible routes extend into the dugout? N/A
Is seating provided? Yes
Is accessible seating provided? Yes
Is it compliant? Yes
Are pavilions and/or picnic tables provided? Yes
Is an accessible route provided to them? Yes
Are accessible picnic tables provided? No
Are grills provided? No
Are they accessible? N/A

Violation #1:

Standard:

Text:

3 playground areas are provided.  2 of the 3 playgrounds are not accessible and 
are not provided with an accessible connecting route. 

Steven Lewandowski Tuesday, October 14, 2014

Steven@accessology.com

97°28'25.1"W35°37'09.0"N

At least one accessible route shall be provided within the play area. The 
accessible route shall connect ground level play components required to 
comply with 240.2.1 and elevated play components required to comply 
with 240.2.2, including entry and exit points of the play components.

City of Edmond
PARK REPORT

Whispering Heights

Phil Jones 405-359-4518

Facility Name:

Contact Phone:

2010 ADAAG 206.2.17.1 Ground Level and Elevated Play Components.

Grandview Terrace & Meadow Lane

Does each amenity have an accessible route leading into it?
Is there a playground? 
Does it have accessible play elements? 

No accessible route into the 2-5 year old playground area.
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Park Amenities

Recommendation:

Violation #1 Cost: $1,504 Priority Level 4

Violation #2:

Standard:

Text:

Recommendation:

Violation #2 Cost: $1,504 Priority Level 4

Violation #3:

Standard:

Text:

Recommendation:

Violation #3 Cost: $2,483 Priority Level 4

High Priority
 
Park Amenities Total $5,491 Medium Priority

Low Priority

City of Edmond - Whispering Heights 
Park Amenities - Page 2

1011.4.1 Height.

The tops of picnic tables shall comply with 902.3

Provide at least one accessible picnic table that includes knee clearance at 
one end of the table.

Construct accessible route into 5-12 year old playground.

No accessible picnic table at pavilion.

2010 ADAAG 206.2.17.1 Ground Level and Elevated Play Components.

At least one accessible route shall be provided within the play area. The 
accessible route shall connect ground level play components required to 
comply with 240.2.1 and elevated play components required to comply 
with 240.2.2, including entry and exit points of the play components.

No accessible route in to the 5-12 year old playground area.

Construct accessible route into 2-5 year old playground.

10 of 12



Whispering Heights 

Parking Violation 1 -Grandview 
Terrace lot - the accessible parking 
space has a longitudinal slope of 
4.2%.

Parking Violation 2 - Grandview 
Terrace lot - the accessible parking 
space is not designated by the 
required accessible parking sign.

Parking Violation 3 - Pepperdine Ave 
lot - the 2 accessible parking spaces 
have a longitudinal slope of 4.5%.

Parking Violation 4 -Pepperdine Ave 
lot - no van accessible parking space 
designated with required sign.

AR Violation 1 - The curb ramp/
sidewalk serving the accessible 
parking space at the Grandview 
Terrace parking lot has a running 
slope of 9.6%, and a cross slope of 
4.4%. 

AR Violation 2 - Sidewalk near 5-12 
year old playground has heaved and 
created level change greater than 
1/2"

Misc Violation 1 - One freestanding 
drinking fountain provided.  No 
accessible drinking fountain unit 
provided.
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Whispering Heights 

RR Violation 1 - Portable toilets are 
provided near south parking area.  
The portable toilet is not an 
accessible unit and is located on a 
4" concrete platform with no 
accessible connecting route.

Park Violation 1 - No accessible 
route into the 2-5 year old 
playground area.

Park Violation 2 - No accessible 
route in to the 5-12 year old 
playground area.

Park Violation 3 - No accessible 
picnic table at pavilion.

12 of 12



GPS ID Project Name Cost Projection Priority

20 Intersection of E 1st St and S Broadway 45,000.00$            5

21 Intersection of E Main St and N Broadway 55,000.00$            5

22 Intersection of E Hurd St and N Broadway 55,000.00$            2

23 Intersection of E Campbell St and N Broadway 69,000.00$            2

24 Intersection of E Edwards St and N Broadway 46,000.00$            5

25 Intersection of E Ayers St and N Broadway 33,000.00$            5

27 Intersection of Boulevard St and E 33rd St 80,000.00$            5

28 Intersection of Boulevard St and E 29th St 61,000.00$            2

29 Intersection of S Boulevard St and E 15th St 32,000.00$            5

30 Intersection of Boulevard St and E 9th St 55,000.00$            2

31 Intersection of S Boulevard St and E 6th St 77,000.00$            2

32 Intersection of S Boulevard and Edmond Historical Museum 24,000.00$            2

33 Intersection of N Boulevard St and E Ayers St 93,000.00$            5

34 Intersection of E 33Rd St and Shoppes on Broadway Shopping Center 91,000.00$            2

35 Intersection of N Santa Fe Ave and W Danforth Rd 24,000.00$            5

36 Intersection of W Danforth Rd and Khols Department Store 53,000.00$            5

37 Intersection of W Danforth Rd and Sherry Ln 61,000.00$            2

38 Intersection of N Kelly Ave and W Danforth Rd 51,000.00$            5

39 Intersection of N Fretz Ave and W Danforth Rd 14,000.00$            5

40 Intersection of Thomas Dr and W Danforth Rd 33,000.00$            2

41 Intersection of E Danforth Rd and N Broadway 41,000.00$            2

42 Intersection of N Boulevard St and E Danforth Rd 48,000.00$            5

43 Intersection of Chowning Ave and E Danforth Rd 51,000.00$            5

44 Intersection of E Danforth Rd and N Blackwelder Ave 73,000.00$            2

45 Intersection of E Danforth Rd and N Bryant Ave 41,000.00$            5

46 Intersection of S Kelly Ave and 148th St 96,000.00$            5

47 Intersection of N Kelley Ave and W 33rd St 59,000.00$            5

48 Intersection of Centennial Blvd and S Kelly Ave 28,000.00$            5

49 Intersection of S Kelly Ave and W 15th St 44,000.00$            5

50 Intersection of S Kelly Ave and W 7th St 27,000.00$            5

51 Intersection of S Kelly Ave and W Edmond Rd 36,000.00$            5

52 Intersection of W 1st St and Robin Hill Rd 31,000.00$            5

53 Intersection of S Bryant Ave and Thunderbird Blvd 53,000.00$            2

54 Intersection of E 33rd St and S Bryant Ave 56,000.00$            2

55 Intersection of 15th St and S Bryant Ave 46,000.00$            2

56 Intersection of S Bryant Ave and Briarwood Dr 51,000.00$            5

57 Intersection of S Bryant Ave and Pelican Bay Aquatic Center 37,000.00$            2

58 Intersection of Bryant Ave and E 9th St 55,000.00$            2

59 Intersection of S Bryant Ave and S Hortense Ave 43,000.00$            5

60 Intersection of Kickingbird Rd and N Bryant Ave 58,000.00$            5

61 Intersection of E 33rd St and Meadow Ln 63,000.00$            2

62 Intersection of E 33rd St and Still Meadow Rd 54,000.00$            2

63 Intersection of E 33rd St and S Coltrane Rd 28,000.00$            5

64 Intersection of 15th St and S Rankin St 70,000.00$            5

65 Intersection of S Santa Fe Ave and W 15Th St 53,000.00$            4

66 Intersection of 15th St and Memorial High School 45,000.00$            2

67 Intersection of W 15th St and Whispering Creek Dr 39,000.00$            2

68 Intersection of 15th St and Pine Oak Dr 24,000.00$            2

69 Intersection of W 15th St and Lakeshore Dr 52,000.00$            2

70 Intersection of W 15th St and S Fretz Ave 56,000.00$            5

71 Intersection of E Ayers St and N University Dr 53,000.00$            2

72 Intersection of N Broadway and W Covell Rd 56,000.00$            5

City of Edmond

ADA Self-Evaluation and Transition Plan Update

Signalized Intersection Cost Projection Summary
6/19/2015



GPS ID Project Name Cost Projection Priority

73 Intersection of N Kelly Ave and W Covell Rd 14,000.00$            5

74 Intersection of N Kelly Ave and W Coffee Creek Rd 46,000.00$            13

76 Intersection of W Edmond Rd and S Fretz Ave 54,000.00$            5

77 Intersection of S Santa Fe Ave and W Edmond Rd 43,000.00$            5

78 Intersection of E Main St and N University Dr 85,000.00$            2

79 Intersection of N Santa Fe Ave and Walmart 53,000.00$            5

80 Intersection of S Santa Fe Ave and Whispering Creek Dr 46,000.00$            2

81 Intersection of N Santa Fe Ave and Khols Department Store 47,000.00$            5

82 Intersection of E 9th St and Oklahoma Christian Academy 53,000.00$            2

83 Intersection of 15th St and I-35 Wal-Mart 36,000.00$            5

86 Intersection of W Edmond Rd and Hartford Dr 44,000.00$            5

87 Intersection of 15th St and S Coltrane Rd 32,000.00$            5

88 Intersection of W 33rd St and Lincoln Blvd 39,000.00$            2

89 Intersection of N Kelly Ave and Lowes Home Center 33,000.00$            5

90 Intersection of N Santa Fe Ave and W Covell Rd 52,000.00$            13

91 Intersection of E Covell Rd and N Bryant Ave 59,000.00$            13

92 Intersection of E Danforth Rd and N Coltrane Rd 43,000.00$            5

93 Intersection of Thomas Dr and W Covell Rd 20,000.00$            5

94 Intersection of Covell Rd and Kiowa Dr 37,000.00$            2

95 Intersection of Kelly Ave and Prairie Village Dr 42,000.00$            2

348 Intersection of Kelly Ave and Kelley Pointe Dr 31,000.00$            5

3,528,000.00$       TOTAL



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 20

Project Name: Intersection of E 1st St and S Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X X X

X X X X

X

X X X X

X

X X X X

X X X

X X

X X X X

X X X X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Poor Good Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,850.29$                  
q Final Design Estimated Project Cost: 45,000.00$                

Basis for Cost Projection 33,012.00$                
 No Design Completed Engineering: (% +/-) 5,137.71$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 4 LS 2,000.00$                 8,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 5 EA 300.00$                    1,500.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 76 LF 6.00$                       456.00$                     

Removal of Sidewalk 38 SY 12.00$                     456.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 40 SF 25.00$                     1,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 44 SY 50.00$                     2,200.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 1st St and S Broadway

Photographs GPS ID: 20

Project Location Map Sources:

End of Project Description for Project 20 Intersection of E 1st St and S Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 21

Project Name: Intersection of E Main St and N Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X

X X X X

X X X X

X X X

X X X

X

X X X X

X X X X

X X X

X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Poor Poor Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,555.43$                  
q Final Design Estimated Project Cost: 55,000.00$                

Basis for Cost Projection 40,028.00$                
 No Design Completed Engineering: (% +/-) 6,416.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 5 EA 300.00$                    1,500.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 120 LF 0.25$                       30.00$                       

Crosswalk Pavement Markings 494 LF 6.00$                       2,964.00$                  

Removal of Sidewalk 57 SY 12.00$                     684.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 40 SF 25.00$                     1,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 65 SY 50.00$                     3,250.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Main St and N Broadway

Photographs GPS ID: 21

Project Location Map Sources:

End of Project Description for Project 21 Intersection of E Main St and N Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 22

Project Name: Intersection of E Hurd St and N Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 3B 4A

X

X X X X

X

X

X X

X X X X X

X

X

X X X

X X

X X X X X

X X X X

X X

X X

Install push button pole and relocate pedestrian push 

buttons

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk Relocate pedestrian push buttons

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Worn None

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Dangerous Good Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,395.43$                  
q Final Design Estimated Project Cost: 55,000.00$                

Basis for Cost Projection 40,308.00$                
 No Design Completed Engineering: (% +/-) 6,296.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 6 EA 300.00$                    1,800.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 352 LF 6.00$                       2,112.00$                  

Removal of Sidewalk 58 SY 12.00$                     696.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 65 SY 50.00$                     3,250.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Hurd St and N Broadway

Photographs GPS ID: 22

Project Location Map Sources:

End of Project Description for Project 22 Intersection of E Hurd St and N Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3B Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 23

Project Name: Intersection of E Campbell St and N Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X X

X X X X

X

X X X X

X X

X X X

X X X X

X X X X

X X

X X

X

X X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 10,593.14$                
q Final Design Estimated Project Cost: 69,000.00$                

Basis for Cost Projection 50,462.00$                
 No Design Completed Engineering: (% +/-) 7,944.86$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 8 EA 300.00$                    2,400.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 376 LF 6.00$                       2,256.00$                  

Removal of Sidewalk 38 SY 12.00$                     456.00$                     

Push Button Pole 7 EA 1,200.00$                 8,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 67 SY 50.00$                     3,350.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Campbell St and N Broadway

Photographs GPS ID: 23

Project Location Map Sources:

End of Project Description for Project 23 Intersection of E Campbell St and N Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 24

Project Name: Intersection of E Edwards St and N Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A 4B

X X X

X

X X

X X

X X X X X

X X X X X

X X

X

X X X X X

X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Worn

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Install crosswalk pavement markings

Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,931.43$                  
q Final Design Estimated Project Cost: 46,000.00$                

Basis for Cost Projection 33,870.00$                
 No Design Completed Engineering: (% +/-) 5,198.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 360 LF 6.00$                       2,160.00$                  

Removal of Sidewalk 55 SY 12.00$                     660.00$                     

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 79 SY 50.00$                     3,950.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Edwards St and N Broadway

Photographs GPS ID: 24

Project Location Map Sources:

End of Project Description for Project 24 Intersection of E Edwards St and N Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A Ramp 4B

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 25

Project Name: Intersection of E Ayers St and N Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4z
X

X

X

X X X

X X X

X

X

X

X X X

X X X

X X X

X X

X X X

X X X

X X X X

X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Remove and replace crosswalk pavement markings

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition Good Good None

Path of travel cross slope is greater than 5% X N/A

Path of travel running slope is greater than 5% X N/A

Path of travel pavement condition Good Good Good N/A

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 5,013.71$                  
q Final Design Estimated Project Cost: 33,000.00$                

Basis for Cost Projection 24,226.00$                
 No Design Completed Engineering: (% +/-) 3,760.29$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 96 LF 0.25$                       24.00$                       

Crosswalk Pavement Markings 318 LF 6.00$                       1,908.00$                  

Removal of Sidewalk 37 SY 12.00$                     444.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 60 SY 50.00$                     3,000.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Ayers St and N Broadway

Photographs GPS ID: 25

Project Location Map Sources:

End of Project Description for Project 25 Intersection of E Ayers St and N Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 27

Project Name: Intersection of Boulevard St and E 33rd St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 3B 4A 4B

X

X X

X X X X

X X X

X X

X

X X X X X X

X X X X X X

X X X X X X

X X X

X X X X X X

X X X X X

X X X

X X X X

X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Good Poor Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 12,049.14$                
q Final Design Estimated Project Cost: 80,000.00$                

Basis for Cost Projection 58,914.00$                
 No Design Completed Engineering: (% +/-) 9,036.86$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 4 LS 2,000.00$                 8,000.00$                  

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 8 EA 50.00$                     400.00$                     

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 446 LF 6.00$                       2,676.00$                  

Removal of Sidewalk 74 SY 12.00$                     888.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 70 SF 25.00$                     1,750.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 94 SY 50.00$                     4,700.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and E 33rd St

Photographs GPS ID: 27

Project Location Map Sources:

End of Project Description for Project 27 Intersection of Boulevard St and E 33rd St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3B Ramp 4A Ramp 4B

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 28

Project Name: Intersection of Boulevard St and E 29th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 3A 4A

X X X X X

X X X

X X

X

X X X

X X X X X

X X X X X

X X

X X

X X

X

X

X X X X

X X X X X

X

X X

X X X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Install crosswalk pavement markings

Crosswalk striping condition Good Good None

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Good Dangerous Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 9,172.57$                  
q Final Design Estimated Project Cost: 61,000.00$                

Basis for Cost Projection 44,948.00$                
 No Design Completed Engineering: (% +/-) 6,879.43$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 5 EA 150.00$                    750.00$                     

Remove Pedestrian Push Button Sign 5 EA 50.00$                     250.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 3 EA 1,200.00$                 3,600.00$                  

Removal of Pedestrian Push Buttons 1 EA 50.00$                     50.00$                       

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 322 LF 6.00$                       1,932.00$                  

Removal of Sidewalk 68 SY 12.00$                     816.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 107 SY 50.00$                     5,350.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and E 29th St

Photographs GPS ID: 28

Project Location Map Sources:

End of Project Description for Project 28 Intersection of Boulevard St and E 29th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 4A

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 29

Project Name: Intersection of S Boulevard St and E 15th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X

X X

X X X X

X X X X

X X X X

X

X

X X X

X X X X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,951.43$                  
q Final Design Estimated Project Cost: 32,000.00$                

Basis for Cost Projection 23,335.00$                
 No Design Completed Engineering: (% +/-) 3,713.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 1 EA 150.00$                    150.00$                     

Remove Pedestrian Push Button Sign 1 EA 50.00$                     50.00$                       

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 7 EA 1,200.00$                 8,400.00$                  

Removal of Pedestrian Push Buttons 7 EA 50.00$                     350.00$                     

Pavement Marking Removal (Traffic Stripe) 268 LF 0.25$                       67.00$                       

Crosswalk Pavement Markings 268 LF 6.00$                       1,608.00$                  

Removal of Sidewalk 55 SY 12.00$                     660.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 81 SY 50.00$                     4,050.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Boulevard St and E 15th St

Photographs GPS ID: 29

Project Location Map Sources:

End of Project Description for Project 29 Intersection of S Boulevard St and E 15th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 30

Project Name: Intersection of Boulevard St and E 9th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X X X X

X

X X

X

X X X

X X X

X

X X X

X

X

X X X X

X X X X

X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,216.00$                  
q Final Design Estimated Project Cost: 55,000.00$                

Basis for Cost Projection 40,622.00$                
 No Design Completed Engineering: (% +/-) 6,162.00$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 376 LF 6.00$                       2,256.00$                  

Removal of Sidewalk 43 SY 12.00$                     516.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 85 SY 50.00$                     4,250.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and E 9th St

Photographs GPS ID: 30

Project Location Map Sources:

End of Project Description for Project 30 Intersection of Boulevard St and E 9th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 31

Project Name: Intersection of S Boulevard St and E 6th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4z
X

X X X

X X X

X X

X

X

X X X

X X X

X

X X

X X X

X

X X X

X X X

X X

X X X

X X X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition Good Good None

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5% X

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 11,505.14$                
q Final Design Estimated Project Cost: 77,000.00$                

Basis for Cost Projection 56,866.00$                
 No Design Completed Engineering: (% +/-) 8,628.86$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 4 EA 650.00$                    2,600.00$                  

Pedestrian Push Button (APS) 4 EA 1,200.00$                 4,800.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 374 LF 6.00$                       2,244.00$                  

Removal of Sidewalk 56 SY 12.00$                     672.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 109 SY 50.00$                     5,450.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Boulevard St and E 6th St

Photographs GPS ID: 31

Project Location Map Sources:

End of Project Description for Project 31 Intersection of S Boulevard St and E 6th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 32

Project Name: Intersection of S Boulevard and Edmond Historical Museum

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X X

X X

X X

X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk Relocate pedestrian push buttons

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A
Crosswalk striping condition Good N/A N/A

Path of travel cross slope is greater than 5% N/A N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 3,912.00$                  
q Final Design Estimated Project Cost: 24,000.00$                

Basis for Cost Projection 17,154.00$                
 No Design Completed Engineering: (% +/-) 2,934.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 2 EA 50.00$                     100.00$                     

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 112 LF 6.00$                       672.00$                     

Removal of Sidewalk 36 SY 12.00$                     432.00$                     

Push Button Pole 0 EA 1,200.00$                 -$                           

Tactile Warning Device - New 20 SF 25.00$                     500.00$                     

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 41 SY 50.00$                     2,050.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Boulevard and Edmond Historical Museum

Photographs GPS ID: 32

Project Location Map Sources:

End of Project Description for Project 32 Intersection of S Boulevard and Edmond Historical Museum

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 33

Project Name: Intersection of N Boulevard St and E Ayers St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF NF 1A 1B 2A 2B 3A 3B 4A 4B

X X

X X

X X X X X

X X X X X X

X X

X X X X

X X

X

X

X X X X X

X X X X X X X X X X

X X X X X X X X X X

X X X X X X X

X X X X

X X X X X X X X

X X X X X X X X

X X X X X X X X

X X X X X

X X X X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove 2 Type A ramps & Install cut-thru

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Good Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 14,346.29$                
q Final Design Estimated Project Cost: 94,000.00$                

Basis for Cost Projection 68,894.00$                
 No Design Completed Engineering: (% +/-) 10,759.71$                

Remove Temporary Obstruction 5 LS 500.00$                    2,500.00$                  
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 5 LS 2,000.00$                 10,000.00$                

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 7 LS 2,000.00$                 14,000.00$                

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 8 EA 50.00$                     400.00$                     

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 336 LF 6.00$                       2,016.00$                  

Removal of Sidewalk 117 SY 12.00$                     1,404.00$                  

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 120 SF 25.00$                     3,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 32 LF 7.00$                       224.00$                     

4" Concrete Sidewalk 119 SY 50.00$                     5,950.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Boulevard St and E Ayers St

Photographs GPS ID: 33

Project Location Map Sources:

End of Project Description for Project 33 Intersection of N Boulevard St and E Ayers St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4B

Ramp 1B Ramp 2A Ramp 2B

Ramp 3A Ramp 3B Ramp 4A

Ramp South F Ramp North F Ramp 1A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 34

Project Name: Intersection of E 33Rd St and Shoppes on Broadway Shopping Center

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF 1A 1B 2A 2B 3A 4A

X

X X X X X

X X

X X X X

X X X X X

X

X X X

X X X X

X X X X X X X

X X X X X X X

X X X X X

X X X

X X X X X X

X X X X

X X X

X X X X X

X X X X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Worn Good Worn

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Poor Poor Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 13,542.86$                
q Final Design Estimated Project Cost: 91,000.00$                

Basis for Cost Projection 67,300.00$                
 No Design Completed Engineering: (% +/-) 10,157.14$                

Remove Temporary Obstruction 4 LS 500.00$                    2,000.00$                  
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 5 LS 2,000.00$                 10,000.00$                

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 6 LS 2,000.00$                 12,000.00$                

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 8 EA 50.00$                     400.00$                     

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 371 LF 6.00$                       2,226.00$                  

Removal of Sidewalk 82 SY 12.00$                     984.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 20 LF 7.00$                       140.00$                     

4" Concrete Sidewalk 87 SY 50.00$                     4,350.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33Rd St and Shoppes on Broadway Shopping Center

Photographs GPS ID: 34

Project Location Map Sources:

End of Project Description for Project 34 Intersection of E 33Rd St and Shoppes on Broadway Shopping Center

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2A Ramp 2B Ramp 3A

Ramp 4A

Ramp South F Ramp 1A Ramp 1B



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 35

Project Name: Intersection of N Santa Fe Ave and W Danforth Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X X X

X X X

X X X

X X X

X X X

X X

X X

X X X X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 3,763.43$                  
q Final Design Estimated Project Cost: 24,000.00$                

Basis for Cost Projection 17,414.00$                
 No Design Completed Engineering: (% +/-) 2,822.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 2 EA 300.00$                    600.00$                     

16" LED Countdown Ped Signal Module with Housing 1 EA 650.00$                    650.00$                     

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 0 LF 6.00$                       -$                           

Removal of Sidewalk 72 SY 12.00$                     864.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 106 SY 50.00$                     5,300.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Santa Fe Ave and W Danforth Rd

Photographs GPS ID: 35

Project Location Map Sources:

End of Project Description for Project 35 Intersection of N Santa Fe Ave and W Danforth Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 36

Project Name: Intersection of W Danforth Rd and Khols Department Store

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X

X X X

X X X X

X X X X

X X X X

X X

X X

X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Worn Good Worn

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,876.57$                  
q Final Design Estimated Project Cost: 53,000.00$                

Basis for Cost Projection 39,216.00$                
 No Design Completed Engineering: (% +/-) 5,907.43$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 6 EA 300.00$                    1,800.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 552 LF 6.00$                       3,312.00$                  

Removal of Sidewalk 67 SY 12.00$                     804.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 106 SY 50.00$                     5,300.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W Danforth Rd and Khols Department Store

Photographs GPS ID: 36

Project Location Map Sources:

End of Project Description for Project 36 Intersection of W Danforth Rd and Khols Department Store

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 37

Project Name: Intersection of W Danforth Rd and Sherry Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A 5z
X

X

X X

X X X

X X

X

X X X

X X X X

X X X X

X X

X X X X

X

X X

X X X

X X X X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 9,099.43$                  
q Final Design Estimated Project Cost: 61,000.00$                

Basis for Cost Projection 45,076.00$                
 No Design Completed Engineering: (% +/-) 6,824.57$                  

Remove Temporary Obstruction 3 LS 500.00$                    1,500.00$                  
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 4 LS 2,000.00$                 8,000.00$                  

Pedestrian Push Button Sign 3 EA 150.00$                    450.00$                     

Remove Pedestrian Push Button Sign 3 EA 50.00$                     150.00$                     

Relocate Pedestrian Push Button 2 EA 300.00$                    600.00$                     

16" LED Countdown Ped Signal Module with Housing 5 EA 650.00$                    3,250.00$                  

Pedestrian Push Button (APS) 5 EA 1,200.00$                 6,000.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 302 LF 6.00$                       1,812.00$                  

Removal of Sidewalk 47 SY 12.00$                     564.00$                     

Push Button Pole 7 EA 1,200.00$                 8,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 87 SY 50.00$                     4,350.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W Danforth Rd and Sherry Ln

Photographs GPS ID: 37

Project Location Map Sources:

End of Project Description for Project 37 Intersection of W Danforth Rd and Sherry Ln

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A Corner 5 No Ramp (5z )

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 38

Project Name: Intersection of N Kelly Ave and W Danforth Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 2B 3A 3B 4A

X X

X X X X

X X X X X X

X X X X

X

X X

X X X X X X

X X X X X X

X

X X X X

X X

X X

X X X X X X

X X X X

X

X

X X

X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Good Good Poor

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,816.00$                  
q Final Design Estimated Project Cost: 51,000.00$                

Basis for Cost Projection 37,322.00$                
 No Design Completed Engineering: (% +/-) 5,862.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 1 EA 650.00$                    650.00$                     

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 278 LF 6.00$                       1,668.00$                  

Removal of Sidewalk 67 SY 12.00$                     804.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 92 SY 50.00$                     4,600.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelly Ave and W Danforth Rd

Photographs GPS ID: 38

Project Location Map Sources:

End of Project Description for Project 38 Intersection of N Kelly Ave and W Danforth Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 3B Ramp 4A

Ramp 1A Ramp 2A Ramp 2B



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 39

Project Name: Intersection of N Fretz Ave and W Danforth Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 3A 4A

X

X X X X

X X

X X X X X

X X

X X X

X

XPonding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 2,340.57$                  
q Final Design Estimated Project Cost: 14,000.00$                

Basis for Cost Projection 9,904.00$                  
 No Design Completed Engineering: (% +/-) 1,755.43$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 2 EA 300.00$                    600.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 0 LF 6.00$                       -$                           

Removal of Sidewalk 17 SY 12.00$                     204.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 0 SF 25.00$                     -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 22 SY 50.00$                     1,100.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Fretz Ave and W Danforth Rd

Photographs GPS ID: 39

Project Location Map Sources:

End of Project Description for Project 39 Intersection of N Fretz Ave and W Danforth Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 4A

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 40

Project Name: Intersection of Thomas Dr and W Danforth Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4A

X

X X

X X X

X

X X

X

X

X

X X X

X X

X

X X

X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition Good None N/A

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous Good N/A Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,896.00$                  
q Final Design Estimated Project Cost: 33,000.00$                

Basis for Cost Projection 24,432.00$                
 No Design Completed Engineering: (% +/-) 3,672.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 88 LF 0.25$                       22.00$                       

Crosswalk Pavement Markings 274 LF 6.00$                       1,644.00$                  

Removal of Sidewalk 43 SY 12.00$                     516.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 71 SY 50.00$                     3,550.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Thomas Dr and W Danforth Rd

Photographs GPS ID: 40

Project Location Map Sources:

End of Project Description for Project 40 Intersection of Thomas Dr and W Danforth Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 41

Project Name: Intersection of E Danforth Rd and N Broadway

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X

X X

X

X X X X

X X X

X

X

X

Repave roadway and install crosswalk pavement markings

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Crosswalk striping condition N/A Good Good

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A X

Path of travel pavement condition N/A Dangerous Dangerous Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,273.14$                  
q Final Design Estimated Project Cost: 41,000.00$                

Basis for Cost Projection 30,022.00$                
 No Design Completed Engineering: (% +/-) 4,704.86$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 6 EA 150.00$                    900.00$                     

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 294 LF 6.00$                       1,764.00$                  

Removal of Sidewalk 34 SY 12.00$                     408.00$                     

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 48 SY 50.00$                     2,400.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Danforth Rd and N Broadway

Photographs GPS ID: 41

Project Location Map Sources:

End of Project Description for Project 41 Intersection of E Danforth Rd and N Broadway

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 42

Project Name: Intersection of N Boulevard St and E Danforth Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 2B 3A 4A 4B

X

X X

X X X

X X X X

X X X

X X X X X

X

X X X X X X

X

X X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Good Dangerous Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,393.14$                  
q Final Design Estimated Project Cost: 48,000.00$                

Basis for Cost Projection 35,062.00$                
 No Design Completed Engineering: (% +/-) 5,544.86$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 2 EA 150.00$                    300.00$                     

Remove Pedestrian Push Button Sign 2 EA 50.00$                     100.00$                     

Relocate Pedestrian Push Button 2 EA 300.00$                    600.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 6 EA 1,200.00$                 7,200.00$                  

Removal of Pedestrian Push Buttons 6 EA 50.00$                     300.00$                     

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 340 LF 6.00$                       2,040.00$                  

Removal of Sidewalk 6 SY 12.00$                     72.00$                       

Push Button Pole 6 EA 1,200.00$                 7,200.00$                  

Tactile Warning Device - New 0 SF 25.00$                     -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 15 SY 50.00$                     750.00$                     

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Boulevard St and E Danforth Rd

Photographs GPS ID: 42

Project Location Map Sources:

End of Project Description for Project 42 Intersection of N Boulevard St and E Danforth Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 4A Ramp 4B

Ramp 1A Ramp 2A Ramp 2B



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 43

Project Name: Intersection of Chowning Ave and E Danforth Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X X

X

X X

X

X X X X

X X X X

X X X

X

X X X X

X X

X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A X
Remove and replace crosswalk pavement markings

Crosswalk striping condition N/A Good Good

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Dangerous Poor Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,768.00$                  
q Final Design Estimated Project Cost: 51,000.00$                

Basis for Cost Projection 37,406.00$                
 No Design Completed Engineering: (% +/-) 5,826.00$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 6 EA 150.00$                    900.00$                     

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 508 LF 6.00$                       3,048.00$                  

Removal of Sidewalk 59 SY 12.00$                     708.00$                     

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 79 SY 50.00$                     3,950.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Chowning Ave and E Danforth Rd

Photographs GPS ID: 43

Project Location Map Sources:

End of Project Description for Project 43 Intersection of Chowning Ave and E Danforth Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 44

Project Name: Intersection of E Danforth Rd and N Blackwelder Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X X X

X X

X X X

X X

X X X X

X X X X

X X X

X X X

X

X

X X X

X X X

X

X X X

X X X X

X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Poor Dangerous Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 11,208.00$                
q Final Design Estimated Project Cost: 73,000.00$                

Basis for Cost Projection 53,386.00$                
 No Design Completed Engineering: (% +/-) 8,406.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 4 EA 650.00$                    2,600.00$                  

Pedestrian Push Button (APS) 4 EA 1,200.00$                 4,800.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 144 LF 0.25$                       36.00$                       

Crosswalk Pavement Markings 452 LF 6.00$                       2,712.00$                  

Removal of Sidewalk 49 SY 12.00$                     588.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 91 SY 50.00$                     4,550.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Danforth Rd and N Blackwelder Ave

Photographs GPS ID: 44

Project Location Map Sources:

End of Project Description for Project 44 Intersection of E Danforth Rd and N Blackwelder Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 45

Project Name: Intersection of E Danforth Rd and N Bryant Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 2B 3A 4A

X X X

X X

X X X X

X

X X X X X

X X X X X

X X X X X

X X X

X X X X X

X X X X

X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,227.43$                  
q Final Design Estimated Project Cost: 41,000.00$                

Basis for Cost Projection 30,102.00$                
 No Design Completed Engineering: (% +/-) 4,670.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 138 LF 6.00$                       828.00$                     

Removal of Sidewalk 77 SY 12.00$                     924.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 105 SY 50.00$                     5,250.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Danforth Rd and N Bryant Ave

Photographs GPS ID: 45

Project Location Map Sources:

End of Project Description for Project 45 Intersection of E Danforth Rd and N Bryant Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 4A

Ramp 1A Ramp 2A Ramp 2B



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 46

Project Name: Intersection of S Kelly Ave and 148th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 4A 4B
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X X X X X X X

X X

X X

X X X X X X X

X X X X X X X

X X X X X X X

X X X X X X X

X X X X X X

X X X

X X X X X

X

X X X X X X X

X X X

X X X X

X X X X X X

X

X X X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Remove and replace crosswalk pavement markings

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk Relocate pedestrian push buttons

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Good Worn

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Dangerous Dangerous Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 14,465.14$                
q Final Design Estimated Project Cost: 96,000.00$                

Basis for Cost Projection 70,686.00$                
 No Design Completed Engineering: (% +/-) 10,848.86$                

Remove Temporary Obstruction 7 LS 500.00$                    3,500.00$                  
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 6 LS 2,000.00$                 12,000.00$                

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 6 LS 2,000.00$                 12,000.00$                

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 6 EA 300.00$                    1,800.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 671 LF 6.00$                       4,026.00$                  

Removal of Sidewalk 80 SY 12.00$                     960.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 96 SY 50.00$                     4,800.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Kelly Ave and 148th St

Photographs GPS ID: 46

Project Location Map Sources:

End of Project Description for Project 46 Intersection of S Kelly Ave and 148th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 4A

Ramp 4B

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 47

Project Name: Intersection of N Kelley Ave and W 33rd St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 3B 4A 4B

X X X X

X X X

X X X X X

X

X X

X X X X X X X X

X X X X X X X X

X X X X X X X

X X X X X X X X

X X X X X X X

X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Worn Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,850.29$                  
q Final Design Estimated Project Cost: 59,000.00$                

Basis for Cost Projection 43,512.00$                
 No Design Completed Engineering: (% +/-) 6,637.71$                  

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                  
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 4 LS 2,000.00$                 8,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 604 LF 6.00$                       3,624.00$                  

Removal of Sidewalk 74 SY 12.00$                     888.00$                     

Push Button Pole 0 EA 1,200.00$                 -$                           

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 20 SF 60.00$                     1,200.00$                  

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 74 SY 50.00$                     3,700.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelley Ave and W 33rd St

Photographs GPS ID: 47

Project Location Map Sources:

End of Project Description for Project 47 Intersection of N Kelley Ave and W 33rd St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 3B

Ramp 4A Ramp 4B

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 48

Project Name: Intersection of Centennial Blvd and S Kelly Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A 4B

X X X X X

X X X X

X

X X

X X X X X

X X X X X

X X X X

X

X

X

X X X X X

X X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,472.00$                  
q Final Design Estimated Project Cost: 28,000.00$                

Basis for Cost Projection 20,174.00$                
 No Design Completed Engineering: (% +/-) 3,354.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 192 LF 6.00$                       1,152.00$                  

Removal of Sidewalk 56 SY 12.00$                     672.00$                     

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 70 SF 25.00$                     1,750.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 78 SY 50.00$                     3,900.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Centennial Blvd and S Kelly Ave

Photographs GPS ID: 48

Project Location Map Sources:

End of Project Description for Project 48 Intersection of Centennial Blvd and S Kelly Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A Ramp 4B

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 49

Project Name: Intersection of S Kelly Ave and W 15th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

X X

X X

X X X X

X X X

X

X X X X

X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Dangerous Good Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,714.29$                  
q Final Design Estimated Project Cost: 44,000.00$                

Basis for Cost Projection 32,250.00$                
 No Design Completed Engineering: (% +/-) 5,035.71$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 488 LF 6.00$                       2,928.00$                  

Removal of Sidewalk 56 SY 12.00$                     672.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 81 SY 50.00$                     4,050.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Kelly Ave and W 15th St

Photographs GPS ID: 49

Project Location Map Sources:

End of Project Description for Project 49 Intersection of S Kelly Ave and W 15th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 50

Project Name: Intersection of S Kelly Ave and W 7th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X

X

X X

X X

X X X X

X X

X X

X

X X X X

X X

X X X X

X

X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' X
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,340.57$                  
q Final Design Estimated Project Cost: 27,000.00$                

Basis for Cost Projection 19,404.00$                
 No Design Completed Engineering: (% +/-) 3,255.43$                  

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                  
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 6 EA 300.00$                    1,800.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 72 LF 0.25$                       18.00$                       

Crosswalk Pavement Markings 72 LF 6.00$                       432.00$                     

Removal of Sidewalk 67 SY 12.00$                     804.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 107 SY 50.00$                     5,350.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Kelly Ave and W 7th St

Photographs GPS ID: 50

Project Location Map Sources:

End of Project Description for Project 50 Intersection of S Kelly Ave and W 7th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 51

Project Name: Intersection of S Kelly Ave and W Edmond Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X

X X

X X X

X X X

X

X X X X

X

X X X

X

X XPonding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Good Good Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 5,707.43$                  
q Final Design Estimated Project Cost: 36,000.00$                

Basis for Cost Projection 26,012.00$                
 No Design Completed Engineering: (% +/-) 4,280.57$                  

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                  
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 140 LF 6.00$                       840.00$                     

Removal of Sidewalk 56 SY 12.00$                     672.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 88 SY 50.00$                     4,400.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Kelly Ave and W Edmond Rd

Photographs GPS ID: 51

Project Location Map Sources:

End of Project Description for Project 51 Intersection of S Kelly Ave and W Edmond Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 52

Project Name: Intersection of W 1st St and Robin Hill Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4A

X

X

X X

X X X

X X

X X

X X X

X X X

X X X

X X

X

X X X

X X X X

X

X X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None Good Good

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good Good N/A

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,952.00$                  
q Final Design Estimated Project Cost: 31,000.00$                

Basis for Cost Projection 22,334.00$                
 No Design Completed Engineering: (% +/-) 3,714.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 3 EA 650.00$                    1,950.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 106 LF 6.00$                       636.00$                     

Removal of Sidewalk 54 SY 12.00$                     648.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 90 SY 50.00$                     4,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W 1st St and Robin Hill Rd

Photographs GPS ID: 52

Project Location Map Sources:

End of Project Description for Project 52 Intersection of W 1st St and Robin Hill Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 53

Project Name: Intersection of S Bryant Ave and Thunderbird Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

X X

X X X X

X X X X

X

X

X

X X

X X X X

X

X X

X X X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk Relocate pedestrian push buttons

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' X N/A
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% X X N/A

Path of travel pavement condition Dangerous Dangerous Dangerous N/A

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,937.14$                  
q Final Design Estimated Project Cost: 53,000.00$                

Basis for Cost Projection 39,110.00$                
 No Design Completed Engineering: (% +/-) 5,952.86$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 6 EA 150.00$                    900.00$                     

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 384 LF 6.00$                       2,304.00$                  

Removal of Sidewalk 38 SY 12.00$                     456.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 54 SY 50.00$                     2,700.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Bryant Ave and Thunderbird Blvd

Photographs GPS ID: 53

Project Location Map Sources:

End of Project Description for Project 53 Intersection of S Bryant Ave and Thunderbird Blvd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 54

Project Name: Intersection of E 33rd St and S Bryant Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X

X X

X X X X

X X X X

X X

X X

X X X

X X X X

X X

X X X X

X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Dangerous Dangerous Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,418.29$                  
q Final Design Estimated Project Cost: 56,000.00$                

Basis for Cost Projection 41,268.00$                
 No Design Completed Engineering: (% +/-) 6,313.71$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 402 LF 6.00$                       2,412.00$                  

Removal of Sidewalk 63 SY 12.00$                     756.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 100 SY 50.00$                     5,000.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33rd St and S Bryant Ave

Photographs GPS ID: 54

Project Location Map Sources:

End of Project Description for Project 54 Intersection of E 33rd St and S Bryant Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 55

Project Name: Intersection of 15th St and S Bryant Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X

X

X

X X X X

X X X X

X

X X X X

X

X X X X

X

X

Install push button pole and relocate pedestrian push 

buttons

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign
Pedestrian push button sign does not exist

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Pedestrian push button is not parallel to crosswalk

Pedestrian push button height is greater than 48"

Fix curb ramp transition

Fix pondingPonding occurs at base of curb ramp

Remove temporary obstruction

Remove and replace clear floor space

Curb ramp does not land in crosswalk

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Blended transition running slope is greater than 5%  

Curb ramp running slope is greater than 8.33%

Curbed side is not 90° or has traversable adjacent surface

Temporary obstruction (>0.25") in curb ramp/landing/flares

Landing area does not exist and is needed

Curb ramp transition onto roadway is greater than 0.25"

Pedestrian push button offset more than 10' from curb face

W

6,854.86$                  

Recommendations

 No Design Completed

q Preliminary Design

Path of travel cross slope is greater than 5%

q Final Design

N E S
Repave roadway and install crosswalk pavement markingsPath of travel pavement condition Dangerous Dangerous

2,000.00$                  

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 

Fix Curb Ramp Transition 1 LS 2,000.00$                 

46,000.00$                

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     

Engineering: (% +/-)

Basis for Cost Projection

-$                           

34,004.00$                

Estimated Project Cost:
Contingency:(% +/-)

5,141.14$                  

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 38 SY 12.00$                     

-$                           

1,000.00$                  

2,700.00$                  4" Concrete Sidewalk 54 SY 50.00$                     

456.00$                     

SF 25.00$                     Tactile Warning Device - New 40

SF 60.00$                     

Unclassified Excavation

-$                           

-$                           

0 EA

EA

2,448.00$                  

4,800.00$                  

Crosswalk Pavement Markings 408 LF 6.00$                       

Push Button Pole 4

Removal of Pedestrian Push Buttons EA 50.00$                     

Pavement Marking Removal (Traffic Stripe) 0

Pedestrian Push Button (APS)

EA 1,200.00$                 

-$                           

0

Tactile Warning Device - Retrofit 0

LF

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    

0.25$                       

1,200.00$                 

300.00$                    

15,000.00$                Repave Roadway 3 LS

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

1,200.00$                  

Relocate Pedestrian Push Button 5

EA 150.00$                    

1,500.00$                  

Pedestrian Push Button Sign

5,000.00$                 

Missing or no pedestrian signal heads

Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button diameter is not 2"

Remove and replace curb ramp

-$                           

8

Cut-thru ramp width is less than 60"

Cut-thru ramp running slope is greater than 5%

Good Dangerous

Intersection Issues
Crosswalk

0 CY 5.50$                       -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

Good

Crosswalk width is less than 6'

Path of travel running slope is greater than 5%

Crosswalk striping condition Good

Median Nose Modification 0 LS 5,000.00$                 -$                           

Clear floor space does not exist and is needed

Recommendations

No 4' x 4' clear space at base of curb ramp

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Good Good

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Curb Ramp Issues

Cut-thru ramp cross slope is greater than 5%



Kimley-Horn and Associates, Inc. Intersection of 15th St and S Bryant Ave

Photographs GPS ID: 55

Project Location Map Sources:

End of Project Description for Project 55 Intersection of 15th St and S Bryant Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 56

Project Name: Intersection of S Bryant Ave and Briarwood Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X

X

X

X X

X X

X X

X X

X X X

X X X X

X X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Good Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,125.71$                  
q Final Design Estimated Project Cost: 52,000.00$                

Basis for Cost Projection 37,780.00$                
 No Design Completed Engineering: (% +/-) 6,094.29$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 416 LF 6.00$                       2,496.00$                  

Removal of Sidewalk 57 SY 12.00$                     684.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 100 SY 50.00$                     5,000.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Bryant Ave and Briarwood Dr

Photographs GPS ID: 56

Project Location Map Sources:

End of Project Description for Project 56 Intersection of S Bryant Ave and Briarwood Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 57

Project Name: Intersection of S Bryant Ave and Pelican Bay Aquatic Center

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4A

X

X

X

X X

X

X X X

X X X

X X

X

X X

X

X X X

X X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None Good Good

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Poor Poor N/A Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 5,739.43$                  
q Final Design Estimated Project Cost: 37,000.00$                

Basis for Cost Projection 26,956.00$                
 No Design Completed Engineering: (% +/-) 4,304.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 292 LF 6.00$                       1,752.00$                  

Removal of Sidewalk 17 SY 12.00$                     204.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 55 SY 50.00$                     2,750.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Bryant Ave and Pelican Bay Aquatic Center

Photographs GPS ID: 57

Project Location Map Sources:

End of Project Description for Project 57 Intersection of S Bryant Ave and Pelican Bay Aquatic Center

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 58

Project Name: Intersection of Bryant Ave and E 9th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 3B 4A

X X X

X X

X X X

X X X X X

X

X X

X

X X X

X X X

X X X X X X

X

X X

X X X X X X X

X

X X X X X X

X

X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X X

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Poor Good Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,717.71$                  
q Final Design Estimated Project Cost: 56,000.00$                

Basis for Cost Projection 40,744.00$                
 No Design Completed Engineering: (% +/-) 6,538.29$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 302 LF 6.00$                       1,812.00$                  

Removal of Sidewalk 111 SY 12.00$                     1,332.00$                  

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 120 SY 50.00$                     6,000.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and E 9th St

Photographs GPS ID: 58

Project Location Map Sources:

End of Project Description for Project 58 Intersection of Bryant Ave and E 9th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 3B

Ramp 4A

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 59

Project Name: Intersection of S Bryant Ave and S Hortense Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X X

X X

X

X X X X

X X X X

X X

X

X

X X X X

X X X X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Poor Good Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,486.86$                  
q Final Design Estimated Project Cost: 43,000.00$                

Basis for Cost Projection 31,648.00$                
 No Design Completed Engineering: (% +/-) 4,865.14$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                  

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 260 LF 6.00$                       1,560.00$                  

Removal of Sidewalk 49 SY 12.00$                     588.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 86 SY 50.00$                     4,300.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Bryant Ave and S Hortense Ave

Photographs GPS ID: 59

Project Location Map Sources:

End of Project Description for Project 59 Intersection of S Bryant Ave and S Hortense Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 60

Project Name: Intersection of Kickingbird Rd and N Bryant Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 3A 4A 4B

X X X X

X X X X

X X X X

X X

X

X

X X X X X X

X X X X X X

X X X X X

X X X

X

X X X X X X

X

X X X X X

X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Good Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,909.71$                  
q Final Design Estimated Project Cost: 58,000.00$                

Basis for Cost Projection 42,408.00$                
 No Design Completed Engineering: (% +/-) 6,682.29$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 4 LS 2,000.00$                 8,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 284 LF 6.00$                       1,704.00$                  

Removal of Sidewalk 92 SY 12.00$                     1,104.00$                  

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 110 SY 50.00$                     5,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Kickingbird Rd and N Bryant Ave

Photographs GPS ID: 60

Project Location Map Sources:

End of Project Description for Project 60 Intersection of Kickingbird Rd and N Bryant Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 4A Ramp 4B

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 61

Project Name: Intersection of E 33rd St and Meadow Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 3A 3B 4A

X

X X X

X X

X X X

X X X

X X X

X X X X X

X X X X

X

X X X X

X

X X X X X X

X X X

X X X

X

X X X X

X X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Good Worn

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Good Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 9,478.86$                  
q Final Design Estimated Project Cost: 63,000.00$                

Basis for Cost Projection 46,412.00$                
 No Design Completed Engineering: (% +/-) 7,109.14$                  

Remove Temporary Obstruction 3 LS 500.00$                    1,500.00$                  
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 5 LS 2,000.00$                 10,000.00$                

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 1 EA 650.00$                    650.00$                     

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 379 LF 6.00$                       2,274.00$                  

Removal of Sidewalk 74 SY 12.00$                     888.00$                     

Push Button Pole 0 EA 1,200.00$                 -$                           

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 94 SY 50.00$                     4,700.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33rd St and Meadow Ln

Photographs GPS ID: 61

Project Location Map Sources:

End of Project Description for Project 61 Intersection of E 33rd St and Meadow Ln

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 3B Ramp 4A

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 62

Project Name: Intersection of E 33rd St and Still Meadow Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 3B 4A

X X X X X

X X X

X X X X

X X X X X

X X X X X

X X

X X X

X X X

X

X X X

X X X X

X X X

X X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk Relocate pedestrian push buttons

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition Good Good None

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Good Good Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,130.29$                  
q Final Design Estimated Project Cost: 54,000.00$                

Basis for Cost Projection 39,772.00$                
 No Design Completed Engineering: (% +/-) 6,097.71$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 4 EA 650.00$                    2,600.00$                  

Pedestrian Push Button (APS) 4 EA 1,200.00$                 4,800.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 330 LF 6.00$                       1,980.00$                  

Removal of Sidewalk 66 SY 12.00$                     792.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 84 SY 50.00$                     4,200.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33rd St and Still Meadow Rd

Photographs GPS ID: 62

Project Location Map Sources:

End of Project Description for Project 62 Intersection of E 33rd St and Still Meadow Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3B Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 63

Project Name: Intersection of E 33rd St and S Coltrane Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X

X X X

X

X X X X

X X X X

X X

X X

X X X

X X X X

X X

X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' X
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,530.57$                  
q Final Design Estimated Project Cost: 28,000.00$                

Basis for Cost Projection 20,071.50$                
 No Design Completed Engineering: (% +/-) 3,397.93$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 142 LF 0.25$                       35.50$                       

Crosswalk Pavement Markings 142 LF 6.00$                       852.00$                     

Removal of Sidewalk 82 SY 12.00$                     984.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 122 SY 50.00$                     6,100.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33rd St and S Coltrane Rd

Photographs GPS ID: 63

Project Location Map Sources:

End of Project Description for Project 63 Intersection of E 33rd St and S Coltrane Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 64

Project Name: Intersection of 15th St and S Rankin St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4A

X

X

X

X X X

X X X

X X

X X X

X X

X X X

X X X

X

X X

X X X

X

X

X

X X X

X X X

X X X

X X X

X X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Remove and replace crosswalk pavement markings

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Dangerous Good Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 10,539.71$                
q Final Design Estimated Project Cost: 70,000.00$                

Basis for Cost Projection 51,555.50$                
 No Design Completed Engineering: (% +/-) 7,904.79$                  

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                  
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 4 EA 650.00$                    2,600.00$                  

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 4 EA 50.00$                     200.00$                     

Pavement Marking Removal (Traffic Stripe) 86 LF 0.25$                       21.50$                       

Crosswalk Pavement Markings 430 LF 6.00$                       2,580.00$                  

Removal of Sidewalk 42 SY 12.00$                     504.00$                     

Push Button Pole 7 EA 1,200.00$                 8,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 93 SY 50.00$                     4,650.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and S Rankin St

Photographs GPS ID: 64

Project Location Map Sources:

End of Project Description for Project 64 Intersection of 15th St and S Rankin St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 4

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 65

Project Name: Intersection of S Santa Fe Ave and W 15Th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 3B 4z
X

X

X X X X

X X X X X

X X X

X

X

X X X X X X

X X X X X X

X X X X X

X X X X X X

X X X X X X X

X X X X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Good Dangerous Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,888.00$                  
q Final Design Estimated Project Cost: 53,000.00$                

Basis for Cost Projection 39,196.00$                
 No Design Completed Engineering: (% +/-) 5,916.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 7 EA 300.00$                    2,100.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 436 LF 6.00$                       2,616.00$                  

Removal of Sidewalk 65 SY 12.00$                     780.00$                     

Push Button Pole 7 EA 1,200.00$                 8,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 94 SY 50.00$                     4,700.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Santa Fe Ave and W 15Th St

Photographs GPS ID: 65

Project Location Map Sources:

End of Project Description for Project 65 Intersection of S Santa Fe Ave and W 15Th St

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 3B

Corner 4 No Ramp (4z )

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 66

Project Name: Intersection of 15th St and Memorial High School

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 3A 4A

X X X

X

X X

X X X X X

X X X

X X

X X

X X X X X

X X X X

X

X

X

X X

Repave roadway and install crosswalk pavement markings

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Crosswalk striping condition N/A Good Good

Path of travel cross slope is greater than 5% N/A X

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Good Good Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,925.71$                  
q Final Design Estimated Project Cost: 45,000.00$                

Basis for Cost Projection 32,880.00$                
 No Design Completed Engineering: (% +/-) 5,194.29$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 6 EA 150.00$                    900.00$                     

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

Relocate Pedestrian Push Button 5 EA 300.00$                    1,500.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 256 LF 6.00$                       1,536.00$                  

Removal of Sidewalk 62 SY 12.00$                     744.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 77 SY 50.00$                     3,850.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Memorial High School

Photographs GPS ID: 66

Project Location Map Sources:

End of Project Description for Project 66 Intersection of 15th St and Memorial High School

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 4A

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 67

Project Name: Intersection of W 15th St and Whispering Creek Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X

X X X X

X

X X X

X X X X

X X X X

X X

X X

X X X

X

X X X X

X X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Poor Good Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,152.00$                  
q Final Design Estimated Project Cost: 39,000.00$                

Basis for Cost Projection 28,234.00$                
 No Design Completed Engineering: (% +/-) 4,614.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 172 LF 6.00$                       1,032.00$                  

Removal of Sidewalk 71 SY 12.00$                     852.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 115 SY 50.00$                     5,750.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W 15th St and Whispering Creek Dr

Photographs GPS ID: 67

Project Location Map Sources:

End of Project Description for Project 67 Intersection of W 15th St and Whispering Creek Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 68

Project Name: Intersection of 15th St and Pine Oak Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X

X X X X

X X

X

X X X X

X X X

X X X X

X X X

X

X X

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 3,714.29$                  
q Final Design Estimated Project Cost: 24,000.00$                

Basis for Cost Projection 17,500.00$                
 No Design Completed Engineering: (% +/-) 2,785.71$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 7 EA 150.00$                    1,050.00$                  

Remove Pedestrian Push Button Sign 7 EA 50.00$                     350.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 0 LF 6.00$                       -$                           

Removal of Sidewalk 50 SY 12.00$                     600.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 90 SY 50.00$                     4,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Pine Oak Dr

Photographs GPS ID: 68

Project Location Map Sources:

End of Project Description for Project 68 Intersection of 15th St and Pine Oak Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 69

Project Name: Intersection of W 15th St and Lakeshore Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X X X

X X X X

X

X

X X X X

X X X X

X X

X

X X

X X

X X X X

X X

X X X

X X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Dangerous Good Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,956.57$                  
q Final Design Estimated Project Cost: 52,000.00$                

Basis for Cost Projection 38,076.00$                
 No Design Completed Engineering: (% +/-) 5,967.43$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 434 LF 6.00$                       2,604.00$                  

Removal of Sidewalk 56 SY 12.00$                     672.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 70 SF 25.00$                     1,750.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 87 SY 50.00$                     4,350.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W 15th St and Lakeshore Dr

Photographs GPS ID: 69

Project Location Map Sources:

End of Project Description for Project 69 Intersection of W 15th St and Lakeshore Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 70

Project Name: Intersection of W 15th St and S Fretz Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X

X

X

X X X X

X X X X

X X X

X

X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Dangerous Good Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,444.57$                  
q Final Design Estimated Project Cost: 56,000.00$                

Basis for Cost Projection 41,222.00$                
 No Design Completed Engineering: (% +/-) 6,333.43$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 438 LF 6.00$                       2,628.00$                  

Removal of Sidewalk 62 SY 12.00$                     744.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 109 SY 50.00$                     5,450.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W 15th St and S Fretz Ave

Photographs GPS ID: 70

Project Location Map Sources:

End of Project Description for Project 70 Intersection of W 15th St and S Fretz Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : GPS ID: 71

Project Name: Intersection of E Ayers St and N University Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF 1A 1B 2A 2B 3A 3B 4A 4B

X

X

X

X X X X X X

X

X X X X

X

X X X X X X

X

X X

X X

X X X X

X X XPonding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Worn Worn

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,006.86$                  
q Final Design Estimated Project Cost: 53,000.00$                

Basis for Cost Projection 38,988.00$                
 No Design Completed Engineering: (% +/-) 6,005.14$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 356 LF 6.00$                       2,136.00$                  

Removal of Sidewalk 88 SY 12.00$                     1,056.00$                  

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 90 SF 25.00$                     2,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 28 LF 7.00$                       196.00$                     

4" Concrete Sidewalk 95 SY 50.00$                     4,750.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Ayers St and N University Dr

Photographs GPS ID: 71

Project Location Map Sources:

End of Project Description for Project 71 Intersection of E Ayers St and N University Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2A Ramp 2B Ramp 3A

Ramp 3B Ramp 4A Ramp 4B

Ramp East F Ramp 1A Ramp 1B



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 72

Project Name: Intersection of N Broadway and W Covell Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X X

X X X X

X X

X X X X

X X

X X X X

X X X X

X

X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Worn

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Worn Worn

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Good Good Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,653.71$                  
q Final Design Estimated Project Cost: 56,000.00$                

Basis for Cost Projection 40,856.00$                
 No Design Completed Engineering: (% +/-) 6,490.29$                  

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                  
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 7 EA 300.00$                    2,100.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 962 LF 6.00$                       5,772.00$                  

Removal of Sidewalk 7 SY 12.00$                     84.00$                       

Push Button Pole 6 EA 1,200.00$                 7,200.00$                  

Tactile Warning Device - New 0 SF 25.00$                     -$                           

Tactile Warning Device - Retrofit 40 SF 60.00$                     2,400.00$                  

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 14 SY 50.00$                     700.00$                     

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Broadway and W Covell Rd

Photographs GPS ID: 72

Project Location Map Sources:

End of Project Description for Project 72 Intersection of N Broadway and W Covell Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 73

Project Name: Intersection of N Kelly Ave and W Covell Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 3B 4A 4B

X

X

X X

X

X X X

X X X

X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 2,264.00$                  
q Final Design Estimated Project Cost: 14,000.00$                

Basis for Cost Projection 10,038.00$                
 No Design Completed Engineering: (% +/-) 1,698.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 0 LF 6.00$                       -$                           

Removal of Sidewalk 24 SY 12.00$                     288.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 20 SF 25.00$                     500.00$                     

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 25 SY 50.00$                     1,250.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelly Ave and W Covell Rd

Photographs GPS ID: 73

Project Location Map Sources:

End of Project Description for Project 73 Intersection of N Kelly Ave and W Covell Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 3B

Ramp 4A Ramp 4B

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 74

Project Name: Intersection of N Kelly Ave and W Coffee Creek Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z
X X X X

X X X X

X X X X

X X X X

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,229.71$                  
q Final Design Estimated Project Cost: 46,000.00$                

Basis for Cost Projection 33,348.00$                
 No Design Completed Engineering: (% +/-) 5,422.29$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 8 EA 650.00$                    5,200.00$                  

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 408 LF 6.00$                       2,448.00$                  

Removal of Sidewalk 0 SY 12.00$                     -$                           

Push Button Pole 8 EA 1,200.00$                 9,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 90 SY 50.00$                     4,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelly Ave and W Coffee Creek Rd

Photographs GPS ID: 74

Project Location Map Sources:

End of Project Description for Project 74 Intersection of N Kelly Ave and W Coffee Creek Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 76

Project Name: Intersection of W Edmond Rd and S Fretz Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

X

X X

X X

X

X

X

X

X X X X

X X

X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Worn Worn Worn

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,307.43$                  
q Final Design Estimated Project Cost: 54,000.00$                

Basis for Cost Projection 39,462.00$                
 No Design Completed Engineering: (% +/-) 6,230.57$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 6 EA 150.00$                    900.00$                     

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 518 LF 6.00$                       3,108.00$                  

Removal of Sidewalk 67 SY 12.00$                     804.00$                     

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 88 SY 50.00$                     4,400.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W Edmond Rd and S Fretz Ave

Photographs GPS ID: 76

Project Location Map Sources:

End of Project Description for Project 76 Intersection of W Edmond Rd and S Fretz Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 77

Project Name: Intersection of S Santa Fe Ave and W Edmond Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 3B 4A 4B

X X X X

X

X X X X X X X

X X X X X X X X

X X

X X X X X X X X

X

X X X X X

X

X X

Repave roadway and install crosswalk pavement markings

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,718.86$                  
q Final Design Estimated Project Cost: 43,000.00$                

Basis for Cost Projection 31,242.00$                
 No Design Completed Engineering: (% +/-) 5,039.14$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 8 EA 300.00$                    2,400.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 136 LF 6.00$                       816.00$                     

Removal of Sidewalk 73 SY 12.00$                     876.00$                     

Push Button Pole 8 EA 1,200.00$                 9,600.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 74 SY 50.00$                     3,700.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Santa Fe Ave and W Edmond Rd

Photographs GPS ID: 77

Project Location Map Sources:

End of Project Description for Project 77 Intersection of S Santa Fe Ave and W Edmond Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 3B

Ramp 4A Ramp 4B

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : GPS ID: 78

Project Name: Intersection of E Main St and N University Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 4A 4B

X

X X

X X X X X

X X X

X

X X X X X

X X X

X X X X X X

X X X X X X X

X X X X X X X

X X

X X X X X X

X X

X X X X X X X

X X X X X X

X

X X X X X X

X

X X X X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2" Remove PBs and replace with APS push buttons

Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 12,840.86$                
q Final Design Estimated Project Cost: 85,000.00$                

Basis for Cost Projection 62,528.50$                
 No Design Completed Engineering: (% +/-) 9,630.64$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 6 LS 2,000.00$                 12,000.00$                

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 7 LS 2,000.00$                 14,000.00$                

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 8 EA 50.00$                     400.00$                     

Pavement Marking Removal (Traffic Stripe) 210 LF 0.25$                       52.50$                       

Crosswalk Pavement Markings 260 LF 6.00$                       1,560.00$                  

Removal of Sidewalk 93 SY 12.00$                     1,116.00$                  

Push Button Pole 8 EA 1,200.00$                 9,600.00$                  

Tactile Warning Device - New 70 SF 25.00$                     1,750.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 109 SY 50.00$                     5,450.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Main St and N University Dr

Photographs GPS ID: 78

Project Location Map Sources:

End of Project Description for Project 78 Intersection of E Main St and N University Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 2B Ramp 3A Ramp 4A

Ramp 4B

Ramp 1A Ramp 1B Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 79

Project Name: Intersection of N Santa Fe Ave and Walmart

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4A

X X

X X

X X

X

X X X

X X X

X X X

X

X

X

X X X X

X X X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Good Dangerous Poor

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,182.86$                  
q Final Design Estimated Project Cost: 53,000.00$                

Basis for Cost Projection 38,680.00$                
 No Design Completed Engineering: (% +/-) 6,137.14$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 4 LS 5,000.00$                 20,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 512 LF 6.00$                       3,072.00$                  

Removal of Sidewalk 34 SY 12.00$                     408.00$                     

Push Button Pole 3 EA 1,200.00$                 3,600.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 62 SY 50.00$                     3,100.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Santa Fe Ave and Walmart

Photographs GPS ID: 79

Project Location Map Sources:

End of Project Description for Project 79 Intersection of N Santa Fe Ave and Walmart

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 80

Project Name: Intersection of S Santa Fe Ave and Whispering Creek Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4z
X

X X X

X

X

X X X

X X X

X X

X X

X

X X X

X X X

X X X X

X X

X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Worn None

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Dangerous Good N/A Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,992.00$                  
q Final Design Estimated Project Cost: 46,000.00$                

Basis for Cost Projection 33,764.00$                
 No Design Completed Engineering: (% +/-) 5,244.00$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 4 EA 150.00$                    600.00$                     

Remove Pedestrian Push Button Sign 4 EA 50.00$                     200.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 254 LF 6.00$                       1,524.00$                  

Removal of Sidewalk 45 SY 12.00$                     540.00$                     

Push Button Pole 6 EA 1,200.00$                 7,200.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 76 SY 50.00$                     3,800.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of S Santa Fe Ave and Whispering Creek Dr

Photographs GPS ID: 80

Project Location Map Sources:

End of Project Description for Project 80 Intersection of S Santa Fe Ave and Whispering Creek Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 81

Project Name: Intersection of N Santa Fe Ave and Khols Department Store

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A 4B

X X X X

X X

X X X

X

X X X X X

X X X X X

X

X X

X

X

X X X X X

X X X X

X X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Relocate pedestrian push buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Install crosswalk pavement markings

Crosswalk striping condition None Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Good Poor Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,257.14$                  
q Final Design Estimated Project Cost: 47,000.00$                

Basis for Cost Projection 34,300.00$                
 No Design Completed Engineering: (% +/-) 5,442.86$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 2 EA 300.00$                    600.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 412 LF 6.00$                       2,472.00$                  

Removal of Sidewalk 44 SY 12.00$                     528.00$                     

Push Button Pole 0 EA 1,200.00$                 -$                           

Tactile Warning Device - New 70 SF 25.00$                     1,750.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 75 SY 50.00$                     3,750.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Santa Fe Ave and Khols Department Store

Photographs GPS ID: 81

Project Location Map Sources:

End of Project Description for Project 81 Intersection of N Santa Fe Ave and Khols Department Store

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A Ramp 4B

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : GPS ID: 82

Project Name: Intersection of E 9th St and Oklahoma Christian Academy

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4A

X

X

X

X X

X

X X

X X

X X

X

X X

X X X X

X X

X X

X

X XPonding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A
Remove and replace crosswalk pavement markings

Crosswalk striping condition Worn None N/A

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Poor Poor N/A Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 7,896.00$                  
q Final Design Estimated Project Cost: 53,000.00$                

Basis for Cost Projection 39,182.00$                
 No Design Completed Engineering: (% +/-) 5,922.00$                  

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                  
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 3 EA 150.00$                    450.00$                     

Remove Pedestrian Push Button Sign 3 EA 50.00$                     150.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 283 LF 6.00$                       1,698.00$                  

Removal of Sidewalk 32 SY 12.00$                     384.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 57 SY 50.00$                     2,850.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E 9th St and Oklahoma Christian Academy

Photographs GPS ID: 82

Project Location Map Sources:

End of Project Description for Project 82 Intersection of E 9th St and Oklahoma Christian Academy

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 83

Project Name: Intersection of 15th St and I-35 Wal-Mart

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X

X X

X X

X X

X X X

X

X X

X X X X

X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 5,414.86$                  
q Final Design Estimated Project Cost: 36,000.00$                

Basis for Cost Projection 26,524.00$                
 No Design Completed Engineering: (% +/-) 4,061.14$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 2 EA 150.00$                    300.00$                     

Remove Pedestrian Push Button Sign 2 EA 50.00$                     100.00$                     

Relocate Pedestrian Push Button 1 EA 300.00$                    300.00$                     

16" LED Countdown Ped Signal Module with Housing 4 EA 650.00$                    2,600.00$                  

Pedestrian Push Button (APS) 4 EA 1,200.00$                 4,800.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 288 LF 6.00$                       1,728.00$                  

Removal of Sidewalk 8 SY 12.00$                     96.00$                       

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 40 SF 25.00$                     1,000.00$                  

Tactile Warning Device - Retrofit 10 SF 60.00$                     600.00$                     

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 50 SY 50.00$                     2,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and I-35 Wal-Mart

Photographs GPS ID: 83

Project Location Map Sources:

End of Project Description for Project 83 Intersection of 15th St and I-35 Wal-Mart

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 86

Project Name: Intersection of W Edmond Rd and Hartford Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X

X

X X X X

X X

X X

X X X X

X X X X

X X

X

X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Poor Dangerous Dangerous Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,833.14$                  
q Final Design Estimated Project Cost: 44,000.00$                

Basis for Cost Projection 32,042.00$                
 No Design Completed Engineering: (% +/-) 5,124.86$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 3 LS 5,000.00$                 15,000.00$                

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 4 EA 300.00$                    1,200.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 402 LF 6.00$                       2,412.00$                  

Removal of Sidewalk 40 SY 12.00$                     480.00$                     

Push Button Pole 2 EA 1,200.00$                 2,400.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 69 SY 50.00$                     3,450.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W Edmond Rd and Hartford Dr

Photographs GPS ID: 86

Project Location Map Sources:

End of Project Description for Project 86 Intersection of W Edmond Rd and Hartford Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 87

Project Name: Intersection of 15th St and S Coltrane Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X X X

X

X

X X X X

X

X X X

X

Repave roadway and install crosswalk pavement markings

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Remove and replace crosswalk pavement markings

Crosswalk striping condition Good Good Worn

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Good Good Dangerous

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,849.14$                  
q Final Design Estimated Project Cost: 32,000.00$                

Basis for Cost Projection 23,514.00$                
 No Design Completed Engineering: (% +/-) 3,636.86$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 520 LF 6.00$                       3,120.00$                  

Removal of Sidewalk 37 SY 12.00$                     444.00$                     

Push Button Pole 1 EA 1,200.00$                 1,200.00$                  

Tactile Warning Device - New 40 SF 25.00$                     1,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 55 SY 50.00$                     2,750.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and S Coltrane Rd

Photographs GPS ID: 87

Project Location Map Sources:

End of Project Description for Project 87 Intersection of 15th St and S Coltrane Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 88

Project Name: Intersection of W 33rd St and Lincoln Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X X X

X X X X

X

X X X X

X X X X

X X

X X X X

X X

X X X X

X X X

X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk Relocate pedestrian push buttons

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Worn

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Remove and replace crosswalk pavement markings

Crosswalk striping condition Worn Worn None

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,091.43$                  
q Final Design Estimated Project Cost: 39,000.00$                

Basis for Cost Projection 28,340.00$                
 No Design Completed Engineering: (% +/-) 4,568.57$                  

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                     
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 6 EA 300.00$                    1,800.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 548 LF 6.00$                       3,288.00$                  

Removal of Sidewalk 46 SY 12.00$                     552.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 60 SF 25.00$                     1,500.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 66 SY 50.00$                     3,300.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of W 33rd St and Lincoln Blvd

Photographs GPS ID: 88

Project Location Map Sources:

End of Project Description for Project 88 Intersection of W 33rd St and Lincoln Blvd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 89

Project Name: Intersection of N Kelly Ave and Lowes Home Center

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X

X

X

X X X X

X X X X

X X

X X X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Crosswalk striping condition Good N/A Good

Path of travel cross slope is greater than 5% N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Good Poor Repave roadway and install crosswalk pavement markings

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 4,904.00$                  
q Final Design Estimated Project Cost: 33,000.00$                

Basis for Cost Projection 24,418.00$                
 No Design Completed Engineering: (% +/-) 3,678.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 6 EA 150.00$                    900.00$                     

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

Relocate Pedestrian Push Button 6 EA 300.00$                    1,800.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 112 LF 6.00$                       672.00$                     

Removal of Sidewalk 33 SY 12.00$                     396.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 50 SF 25.00$                     1,250.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 42 SY 50.00$                     2,100.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelly Ave and Lowes Home Center

Photographs GPS ID: 89

Project Location Map Sources:

End of Project Description for Project 89 Intersection of N Kelly Ave and Lowes Home Center

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90

Project Name: Intersection of N Santa Fe Ave and W Covell Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z
X X X X

X X X X

X X X X

X X X X

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 8,000.00$                  
q Final Design Estimated Project Cost: 52,000.00$                

Basis for Cost Projection 38,000.00$                
 No Design Completed Engineering: (% +/-) 6,000.00$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 8 EA 650.00$                    5,200.00$                  

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 350 LF 6.00$                       2,100.00$                  

Removal of Sidewalk 0 SY 12.00$                     -$                           

Push Button Pole 8 EA 1,200.00$                 9,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 90 SY 50.00$                     4,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of N Santa Fe Ave and W Covell Rd

Photographs GPS ID: 90

Project Location Map Sources:

End of Project Description for Project 90 Intersection of N Santa Fe Ave and W Covell Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 91

Project Name: Intersection of E Covell Rd and N Bryant Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z
X X X X

X X X X

X X X X

X X X X

Repave roadway and install crosswalk pavement markings

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25"
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5% X

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 9,074.29$                  
q Final Design Estimated Project Cost: 59,000.00$                

Basis for Cost Projection 43,120.00$                
 No Design Completed Engineering: (% +/-) 6,805.71$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 2 LS 5,000.00$                 10,000.00$                

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 8 EA 650.00$                    5,200.00$                  

Pedestrian Push Button (APS) 8 EA 1,200.00$                 9,600.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 370 LF 6.00$                       2,220.00$                  

Removal of Sidewalk 0 SY 12.00$                     -$                           

Push Button Pole 8 EA 1,200.00$                 9,600.00$                  

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 90 SY 50.00$                     4,500.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Covell Rd and N Bryant Ave

Photographs GPS ID: 91

Project Location Map Sources:

End of Project Description for Project 91 Intersection of E Covell Rd and N Bryant Ave

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Corner 4 No Ramp (4z )

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 92

Project Name: Intersection of E Danforth Rd and N Coltrane Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A 4B

X X X X X

X X

X X

X X X

X X X X X

X X X X X

X X X

X

X X X X X

X X X X X

X X X X

X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button height is greater than 48"

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5% X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,590.86$                  
q Final Design Estimated Project Cost: 43,000.00$                

Basis for Cost Projection 31,466.00$                
 No Design Completed Engineering: (% +/-) 4,943.14$                  

Remove Temporary Obstruction 3 LS 500.00$                    1,500.00$                  
Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                  

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 3 LS 2,000.00$                 6,000.00$                  

Pedestrian Push Button Sign 8 EA 150.00$                    1,200.00$                  

Remove Pedestrian Push Button Sign 8 EA 50.00$                     400.00$                     

Relocate Pedestrian Push Button 0 EA 300.00$                    -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 156 LF 6.00$                       936.00$                     

Removal of Sidewalk 40 SY 12.00$                     480.00$                     

Push Button Pole 0 EA 1,200.00$                 -$                           

Tactile Warning Device - New 80 SF 25.00$                     2,000.00$                  

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 79 SY 50.00$                     3,950.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of E Danforth Rd and N Coltrane Rd

Photographs GPS ID: 92

Project Location Map Sources:

End of Project Description for Project 92 Intersection of E Danforth Rd and N Coltrane Rd

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 4A Ramp 4B

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 93

Project Name: Intersection of Thomas Dr and W Covell Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X

X X

X X

X

X X X X

X X

X

X X X

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign
Pedestrian push button sign does not exist

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Pedestrian push button is not parallel to crosswalk

Pedestrian push button height is greater than 48"

Fix curb ramp transition

Relocate pedestrian push buttons

Ponding occurs at base of curb ramp

Remove and replace clear floor space

Curb ramp does not land in crosswalk

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Blended transition running slope is greater than 5%  

Curb ramp running slope is greater than 8.33%

Curbed side is not 90° or has traversable adjacent surface

Temporary obstruction (>0.25") in curb ramp/landing/flares

Landing area does not exist and is needed

Curb ramp transition onto roadway is greater than 0.25"

Pedestrian push button offset more than 10' from curb face

W

3,213.71$                  

Recommendations

 No Design Completed

q Preliminary Design

Path of travel cross slope is greater than 5%

q Final Design

N E S

Path of travel pavement condition N/A Good

6,000.00$                  

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 

Fix Curb Ramp Transition 3 LS 2,000.00$                 

20,000.00$                

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Engineering: (% +/-)

Basis for Cost Projection

-$                           

14,376.00$                

Estimated Project Cost:
Contingency:(% +/-)

2,410.29$                  

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 23 SY 12.00$                     

-$                           

1,000.00$                  

2,000.00$                  4" Concrete Sidewalk 40 SY 50.00$                     

276.00$                     

SF 25.00$                     Tactile Warning Device - New 40

SF 60.00$                     

Unclassified Excavation

-$                           

-$                           

0 EA

EA

-$                           

2,400.00$                  

Crosswalk Pavement Markings 0 LF 6.00$                       

Push Button Pole 2

Removal of Pedestrian Push Buttons EA 50.00$                     

Pavement Marking Removal (Traffic Stripe) 0

Pedestrian Push Button (APS)

EA 1,200.00$                 

-$                           

0

Tactile Warning Device - Retrofit 0

LF

Fix Ponding 0 LS 2,000.00$                 -$                           

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    

0.25$                       

1,200.00$                 

300.00$                    

-$                           Repave Roadway 0 LS

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

900.00$                     

Relocate Pedestrian Push Button 5

EA 150.00$                    

1,500.00$                  

Pedestrian Push Button Sign

5,000.00$                 

Missing or no pedestrian signal heads

Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button diameter is not 2"

Remove and replace curb ramp

-$                           

6

Cut-thru ramp width is less than 60"

Cut-thru ramp running slope is greater than 5%

Good Good

Intersection Issues
Crosswalk

0 CY 5.50$                       -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

Good

Crosswalk width is less than 6' N/A

Path of travel running slope is greater than 5% N/A

Crosswalk striping condition Good

N/A

Median Nose Modification 0 LS 5,000.00$                 -$                           

Clear floor space does not exist and is needed

Recommendations

No 4' x 4' clear space at base of curb ramp

No textured surface at base of curb ramp

No color contrast at base of curb ramp

N/A Good

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Curb Ramp Issues

Cut-thru ramp cross slope is greater than 5%



Kimley-Horn and Associates, Inc. Intersection of Thomas Dr and W Covell Rd

Photographs GPS ID: 93

Project Location Map Sources:

End of Project Description for Project 93 Intersection of Thomas Dr and W Covell Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 94

Project Name: Intersection of Covell Rd and Kiowa Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 2B 3A 3B 4A

X X

X X

X X

X X

X X

X X

X X

X X X X X

X X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons Install push button pole and APS push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A
Install crosswalk pavement markings

Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 5,813.71$                  
q Final Design Estimated Project Cost: 37,000.00$                

Basis for Cost Projection 26,826.00$                
 No Design Completed Engineering: (% +/-) 4,360.29$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                  

Fix Curb Ramp Transition 5 LS 2,000.00$                 10,000.00$                

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 3 EA 300.00$                    900.00$                     

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    1,300.00$                  

Pedestrian Push Button (APS) 2 EA 1,200.00$                 2,400.00$                  

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 174 LF 6.00$                       1,044.00$                  

Removal of Sidewalk 11 SY 12.00$                     132.00$                     

Push Button Pole 4 EA 1,200.00$                 4,800.00$                  

Tactile Warning Device - New 20 SF 25.00$                     500.00$                     

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 35 SY 50.00$                     1,750.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and Kiowa Dr

Photographs GPS ID: 94

Project Location Map Sources:

End of Project Description for Project 94 Intersection of Covell Rd and Kiowa Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3A Ramp 3B Ramp 4A

Ramp 1A Ramp 2A Ramp 2B



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 95

Project Name: Intersection of Kelly Ave and Prairie Village Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF WF EG WG 1A 1B 2A 2B 3A 3B 4A 4B

X

X X X

X X

X X X X X

X

X

X X

X X X

X X

Install push button pole and relocate pedestrian push 

buttons

Ponding occurs at base of curb ramp Fix ponding

Missing or no pedestrian signal heads

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Pedestrian push button sign is not MUTCD approved

Clear floor space does not exist and is needed

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%
Remove and replace clear floor space

Pedestrian push button height is greater than 48" Relocate pedestrian push buttons

Pedestrian push button diameter is not 2"
Pedestrian push button sign does not exist

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Pedestrian push button offset more than 10' from curb face

Pedestrian push button is not parallel to crosswalk

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 5%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'
Crosswalk striping condition Good Good Good

Path of travel cross slope is greater than 5%

Path of travel running slope is greater than 5% X Repave roadway and install crosswalk pavement markings
Path of travel pavement condition Good Good Good Good

Intersection Issues
Crosswalk

Recommendations
N E S W

q Preliminary Design Contingency:(% +/-) 6,513.14$                  
q Final Design Estimated Project Cost: 42,000.00$                

Basis for Cost Projection 30,602.00$                
 No Design Completed Engineering: (% +/-) 4,884.86$                  

Remove Temporary Obstruction 0 LS 500.00$                    -$                           
Fix Curb Ramp Counter Slope 3 LS 2,000.00$                 6,000.00$                  

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                  

Median Nose Modification 0 LS 5,000.00$                 -$                           

Repave Roadway 1 LS 5,000.00$                 5,000.00$                  

Fix Ponding 2 LS 2,000.00$                 4,000.00$                  

Pedestrian Push Button Sign 0 EA 150.00$                    -$                           

Remove Pedestrian Push Button Sign 0 EA 50.00$                     -$                           

Relocate Pedestrian Push Button 5 EA 300.00$                    1,500.00$                  

16" LED Countdown Ped Signal Module with Housing 0 EA 650.00$                    -$                           

Pedestrian Push Button (APS) 0 EA 1,200.00$                 -$                           

Removal of Pedestrian Push Buttons 0 EA 50.00$                     -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                       -$                           

Crosswalk Pavement Markings 166 LF 6.00$                       996.00$                     

Removal of Sidewalk 38 SY 12.00$                     456.00$                     

Push Button Pole 5 EA 1,200.00$                 6,000.00$                  

Tactile Warning Device - New 30 SF 25.00$                     750.00$                     

Tactile Warning Device - Retrofit 0 SF 60.00$                     -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

4" Concrete Sidewalk 38 SY 50.00$                     1,900.00$                  

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                       -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Prairie Village Dr

Photographs GPS ID: 95

Project Location Map Sources:

End of Project Description for Project 95 Intersection of Kelly Ave and Prairie Village Dr

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Ramp 3B Ramp 4A Ramp 4B

Ramp West G Ramp 1A Ramp 1B

Ramp 2A Ramp 2B Ramp 3A

Ramp East F Ramp West F Ramp East G



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Signalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 348

Project Name: Intersection of Kelly Ave and Kelley Pointe Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

---

ODOT 857(F)-8006

---

---

---

---

---

---

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X X

X

X X

X X

X

X X

X X

X X X

X X X X

X X X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Install push button pole and relocate pedestrian push 

buttons

Pedestrian push button sign is not MUTCD approved Remove and replace pedestrian push button sign
Pedestrian push button sign does not exist

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Pedestrian push button is not parallel to crosswalk

Pedestrian push button height is greater than 48"

Fix pondingPonding occurs at base of curb ramp

Remove and replace clear floor space

Install push button pole and APS push buttons

Curb ramp does not land in crosswalk

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Missing or no pedestrian push buttons

Permanent obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Blended transition running slope is greater than 5%  

Curb ramp running slope is greater than 8.33%

Curbed side is not 90° or has traversable adjacent surface

Temporary obstruction (>0.25") in curb ramp/landing/flares

Landing area does not exist and is needed

Curb ramp transition onto roadway is greater than 0.25"

Pedestrian push button offset more than 10' from curb face

W

4,804.57$                  

Recommendations

 No Design Completed

q Preliminary Design

Path of travel cross slope is greater than 5%

q Final Design

N E S

Path of travel pavement condition Good Good

-$                           

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 

Fix Curb Ramp Transition 0 LS 2,000.00$                 

31,000.00$                

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Engineering: (% +/-)

Basis for Cost Projection

-$                           

22,592.00$                

Estimated Project Cost:
Contingency:(% +/-)

3,603.43$                  

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 33 SY 12.00$                     

-$                           

1,750.00$                  

3,550.00$                  4" Concrete Sidewalk 71 SY 50.00$                     

396.00$                     

SF 25.00$                     Tactile Warning Device - New 70

SF 60.00$                     

Unclassified Excavation

-$                           

-$                           

2 EA

EA

1,296.00$                  

7,200.00$                  

Crosswalk Pavement Markings 216 LF 6.00$                       

Push Button Pole 6

Removal of Pedestrian Push Buttons EA 50.00$                     

Pavement Marking Removal (Traffic Stripe) 0

Pedestrian Push Button (APS)

EA 1,200.00$                 

2,400.00$                  

0

Tactile Warning Device - Retrofit 0

LF

Fix Ponding 1 LS 2,000.00$                 2,000.00$                  

16" LED Countdown Ped Signal Module with Housing 2 EA 650.00$                    

0.25$                       

1,200.00$                 

300.00$                    

-$                           Repave Roadway 0 LS

Remove Pedestrian Push Button Sign 6 EA 50.00$                     300.00$                     

900.00$                     

Relocate Pedestrian Push Button 5

EA 150.00$                    

1,500.00$                  

Pedestrian Push Button Sign

5,000.00$                 

Missing or no pedestrian signal heads Install countdown pedestrian signal head

Install clear floor space

Clear floor space for pedestrian push button is less than 30" x 48" or 

has a slope greater than 2%

Pedestrian push button diameter is not 2"

Remove and replace curb ramp

1,300.00$                  

6

Cut-thru ramp width is less than 60"

Cut-thru ramp running slope is greater than 5%

Good Good

Intersection Issues
Crosswalk

0 CY 5.50$                       -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                       -$                           

Good

Crosswalk width is less than 6' N/A

Path of travel running slope is greater than 5%

Crosswalk striping condition Good

Median Nose Modification 0 LS 5,000.00$                 -$                           

Clear floor space does not exist and is needed

Install crosswalk pavement markings

Recommendations

No 4' x 4' clear space at base of curb ramp

No textured surface at base of curb ramp

No color contrast at base of curb ramp

None Good

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Pedestrian push button is offset more than 5' from the nearest 

crosswalk edge

Curb Ramp Issues

Cut-thru ramp cross slope is greater than 5%



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Kelley Pointe Dr

Photographs GPS ID: 348

Project Location Map Sources:

End of Project Description for Project 348 Intersection of Kelly Ave and Kelley Pointe Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Opinion of Probable Construction Cost Disclaimer:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



GPS ID Project Name Cost Projection

1 Coltrane Rd 34,000.00$            

2 Coltrane Rd 15,000.00$            

3 Coltrane Rd 345,000.00$          

4 Coltrane Rd 380,000.00$          

5 Coltrane Rd 356,000.00$          

6 Coltrane Rd 158,000.00$          

7 Bryant Ave 363,000.00$          

8 Bryant Ave 397,000.00$          

9 Bryant Ave 350,000.00$          

10 Bryant Ave 215,000.00$          

11 Boulevard St 298,000.00$          

15 Kelly Ave 11,000.00$            

16 Kelly Ave 47,000.00$            

17 Kelly Ave 219,000.00$          

18 Kelly Ave 232,000.00$          

19 Kelly Ave 306,000.00$          

20 Kelly Ave 336,000.00$          

21 Kelly Ave 269,000.00$          

22 Kelly Ave 227,000.00$          

23 Santa Fe Ave 371,000.00$          

24 Santa Fe Ave 199,000.00$          

25 Santa Fe Ave 322,000.00$          

26 Santa Fe Ave 394,000.00$          

27 Covell Rd 376,000.00$          

28 Covell Rd 490,000.00$          

29 Covell Rd 248,000.00$          

31 Covell Rd 3,000.00$              

32 Covell Rd 39,000.00$            

33 Danforth Rd 175,000.00$          

34 Danforth Rd 368,000.00$          

35 Danforth Rd 353,000.00$          

36 Danforth Rd 310,000.00$          

37 Danforth Rd 407,000.00$          

38 Danforth Rd 13,000.00$            

39 Edmond Rd 153,000.00$          

41 Edmond Rd 351,000.00$          

42 Broadway 336,000.00$          

43 15th St 185,000.00$          

44 15th St 251,000.00$          

45 15th St 369,000.00$          

46 15th St 337,000.00$          

47 15th St 387,000.00$          

48 15th St 382,000.00$          

49 33rd St 360,000.00$          

50 33rd St 343,000.00$          

City of Edmond

ADA Self-Evaluation and Transition Plan Update

Sidewalk Cost Projection Summary
6/19/2015



GPS ID Project Name Cost Projection

51 33rd St 390,000.00$          

52 33rd St 377,000.00$          

54 Coffee Creek 84,000.00$            

55 Bryant Ave 6,000.00$              

56 Western Ave 24,000.00$            

57 Coffee Creek 9,000.00$              

58 Air Depot Blvd -$                       

60 Sooner Rd 27,000.00$            

61 Coffee Creek 3,000.00$              

65 Bryant Ave 287,000.00$          

67 Coltrane Rd 323,000.00$          

13,610,000.00$     TOTAL



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 1

Limits: 400' North of Ranch House Rd - 1000' South of Ranch House Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 1 Coltrane Rd

Sidewalk Total 34,000.00$                         

Unsignalized Intersection Total 26,000.00$                         

Corridor Total 60,000.00$                         

Subtotal
2,178

33,277.67$            

Sidewalk Total 34,000.00$            

Facility Cost

Compliant 1,510

Not Prioritized 0

Low 170 10,115.96$            

Handrail Needed 0 -$                       

High 20 933.66$                 

Medium 478 22,228.04$            

  q Final Design 4,930.02$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 33,277.67$                 

   No Design Completed 34,000.00$                 

  q Preliminary Design 3,697.52$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 109 SY 9.00$                        1,319.47$                   

Removal of Sidewalk 276 SY 12.00$                      4,478.80$                   

4" Concrete Sidewalk 277 SY 50.00$                      18,682.90$                 

6" Concrete Driveway 109 SY 60.00$                      8,796.49$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 2

Limits: 350' North of Steeplechase Rd - 75' North of Asheford Pl

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 2 Coltrane Rd

Sidewalk Total 15,000.00$                         

Unsignalized Intersection Total 18,000.00$                         

Corridor Total 33,000.00$                         

Subtotal
726

14,372.96$            

Sidewalk Total 15,000.00$            

Facility Cost

Compliant 365

Not Prioritized 0

Low 186 7,726.01$              

Handrail Needed 0 -$                       

High 99 3,191.54$              

Medium 75 3,455.42$              

  q Final Design 2,129.33$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 14,372.96$                 

   No Design Completed 15,000.00$                 

  q Preliminary Design 1,597.00$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 1 LS 1,000.00$                 1,350.00$                   

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 107 SY 12.00$                      1,730.40$                   

4" Concrete Sidewalk 167 SY 50.00$                      11,292.56$                 

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 3

Limits: Covell Rd - Danforth Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 3 Coltrane Rd

Sidewalk Total 345,000.00$                       

Unsignalized Intersection Total 78,000.00$                         

Corridor Total 423,000.00$                       

Subtotal
10,866

344,186.65$          

Sidewalk Total 345,000.00$          

Facility Cost

Compliant 1,956

Not Prioritized 0

Low 6,872 253,500.12$          

Handrail Needed 0 -$                       

High 810 42,840.96$            

Medium 1,227 47,845.57$            

  q Final Design 50,990.61$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 344,186.65$               

   No Design Completed 345,000.00$               

  q Preliminary Design 38,242.96$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 152 SY 6.00$                        1,232.01$                   

Remove Obstruction 3 LS 1,000.00$                 4,050.00$                   

Remove Temporary Obstruction 4 LS 500.00$                    2,700.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 152 SY 35.50$                      7,289.37$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 110 SY 9.00$                        1,334.22$                   

Removal of Sidewalk 785 SY 12.00$                      12,715.44$                 

4" Concrete Sidewalk 4533 SY 50.00$                      305,970.78$               

6" Concrete Driveway 110 SY 60.00$                      8,894.83$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 4

Limits: Danforth Rd - 2nd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 4 Coltrane Rd

Sidewalk Total 380,000.00$                       

Unsignalized Intersection Total 38,000.00$                         

Corridor Total 418,000.00$                       

Subtotal
10,560

379,546.63$          

Sidewalk Total 380,000.00$          

Facility Cost

Compliant 973

Not Prioritized 0

Low 8,058 298,517.86$          

Handrail Needed 0 -$                       

High 684 39,140.80$            

Medium 845 41,887.97$            

  q Final Design 56,229.13$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 379,546.63$               

   No Design Completed 380,000.00$               

  q Preliminary Design 42,171.85$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 133 SY 6.00$                        1,074.13$                   

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 2 LS 500.00$                    1,350.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 133 SY 35.50$                      6,355.28$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 210 SY 9.00$                        2,549.01$                   

Removal of Sidewalk 627 SY 12.00$                      10,164.41$                 

4" Concrete Sidewalk 5013 SY 50.00$                      338,360.42$               

6" Concrete Driveway 210 SY 60.00$                      16,993.38$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 5

Limits: 15th St - 33rd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 5 Coltrane Rd

Sidewalk Total 356,000.00$                       

Unsignalized Intersection Total 64,000.00$                         

Corridor Total 420,000.00$                       

Subtotal
10,621

355,630.59$          

Sidewalk Total 356,000.00$          

Facility Cost

Compliant 1,937

Not Prioritized 0

Low 7,074 261,417.26$          

Handrail Needed 0 -$                       

High 623 40,422.15$            

Medium 987 53,791.18$            

  q Final Design 52,686.01$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 355,630.59$               

   No Design Completed 356,000.00$               

  q Preliminary Design 39,514.51$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 108 SY 6.00$                        875.90$                      

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 5 LS 500.00$                    3,375.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 3 LS 1,000.00$                 4,050.00$                   

Bituminous Driveway 108 SY 35.50$                      5,182.41$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 215 SY 9.00$                        2,612.99$                   

Removal of Sidewalk 752 SY 12.00$                      12,178.69$                 

4" Concrete Sidewalk 4552 SY 50.00$                      307,235.64$               

6" Concrete Driveway 215 SY 60.00$                      17,419.95$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 6

Limits: 33rd St - 40th St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 6 Coltrane Rd

Sidewalk Total 158,000.00$                       

Unsignalized Intersection Total 78,000.00$                         

Corridor Total 236,000.00$                       

Subtotal
5,278

157,929.14$          

Sidewalk Total 158,000.00$          

Facility Cost

Compliant 1,551

Not Prioritized 0

Low 1,851 68,525.82$            

Handrail Needed 0 -$                       

High 862 42,540.75$            

Medium 1,014 46,862.57$            

  q Final Design 23,396.91$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 157,929.14$               

   No Design Completed 158,000.00$               

  q Preliminary Design 17,547.68$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 143 SY 6.00$                        1,155.90$                   

Remove Obstruction 3 LS 1,000.00$                 4,050.00$                   

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 143 SY 35.50$                      6,839.09$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 50 SY 9.00$                        603.11$                      

Removal of Sidewalk 850 SY 12.00$                      13,767.74$                 

4" Concrete Sidewalk 1869 SY 50.00$                      126,142.58$               

6" Concrete Driveway 50 SY 60.00$                      4,020.71$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Bryant Ave GPS ID: 7

Limits: Covell Rd - Danforth Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 7 Bryant Ave

Sidewalk Total 363,000.00$                       

Unsignalized Intersection Total 108,000.00$                       

Corridor Total 471,000.00$                       

Subtotal
10,748

362,757.21$          

Sidewalk Total 363,000.00$          

Facility Cost

Compliant 2,342

Not Prioritized 0

Low 4,029 149,000.14$          

Handrail Needed 3 502.33$                 

High 1,733 95,846.53$            

Medium 2,640 117,408.21$          

  q Final Design 53,741.81$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 362,757.20$               

   No Design Completed 363,000.00$               

  q Preliminary Design 40,306.36$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 90 SY 6.00$                        726.66$                      

Remove Obstruction 10 LS 1,000.00$                 13,500.00$                 

Remove Temporary Obstruction 5 LS 500.00$                    3,375.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 90 SY 35.50$                      4,299.43$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 242 SY 9.00$                        2,935.28$                   

Removal of Sidewalk 2035 SY 12.00$                      32,959.46$                 

4" Concrete Sidewalk 4141 SY 50.00$                      279,490.48$               

6" Concrete Driveway 242 SY 60.00$                      19,568.56$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 3 LF 130.00$                    502.33$                      



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Bryant Ave GPS ID: 8

Limits: Danforth Rd - 2nd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 8 Bryant Ave

Sidewalk Total 397,000.00$                       

Unsignalized Intersection Total 183,000.00$                       

Corridor Total 580,000.00$                       

Subtotal
10,658

396,248.19$          

Sidewalk Total 397,000.00$          

Facility Cost

Compliant 2,592

Not Prioritized 0

Low 3,651 133,919.28$          

Handrail Needed 6 1,113.39$              

High 2,129 145,497.20$          

Medium 2,279 115,718.32$          

  q Final Design 58,703.44$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 396,248.19$               

   No Design Completed 397,000.00$               

  q Preliminary Design 44,027.58$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 26 SY 6.00$                        213.04$                      

Remove Obstruction 13 LS 1,000.00$                 17,550.00$                 

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 3 LS 1,000.00$                 4,050.00$                   

Bituminous Driveway 26 SY 35.50$                      1,260.47$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 869 SY 9.00$                        10,561.33$                 

Removal of Sidewalk 1989 SY 12.00$                      32,219.17$                 

4" Concrete Sidewalk 3835 SY 50.00$                      258,871.96$               

6" Concrete Driveway 869 SY 60.00$                      70,408.84$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 6 LF 130.00$                    1,113.39$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Bryant Ave GPS ID: 9

Limits: 15th St - 33rd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 9 Bryant Ave

Sidewalk Total 350,000.00$                       

Unsignalized Intersection Total 294,000.00$                       

Corridor Total 644,000.00$                       

Subtotal
10,465

349,337.87$          

Sidewalk Total 350,000.00$          

Facility Cost

Compliant 3,168

Not Prioritized 0

Low 1,984 72,025.86$            

Handrail Needed 0 -$                       

High 2,290 144,036.98$          

Medium 3,023 133,275.03$          

  q Final Design 51,753.76$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 349,337.87$               

   No Design Completed 350,000.00$               

  q Preliminary Design 38,815.32$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 24 LS 1,000.00$                 32,400.00$                 

Remove Temporary Obstruction 24 LS 500.00$                    16,200.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 3 LS 1,000.00$                 4,050.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 333 SY 9.00$                        4,044.44$                   

Removal of Sidewalk 2306 SY 12.00$                      37,355.04$                 

4" Concrete Sidewalk 3383 SY 50.00$                      228,325.43$               

6" Concrete Driveway 333 SY 60.00$                      26,962.96$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Bryant Ave GPS ID: 10

Limits: 33rd St - Smiling Hill Blvd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 10 Bryant Ave

Sidewalk Total 215,000.00$                       

Unsignalized Intersection Total 99,000.00$                         

Corridor Total 314,000.00$                       

Subtotal
5,316

214,691.93$          

Sidewalk Total 215,000.00$          

Facility Cost

Compliant 1,189

Not Prioritized 0

Low 281 10,086.28$            

Handrail Needed 0 -$                       

High 2,171 134,604.55$          

Medium 1,676 70,001.11$            

  q Final Design 31,806.21$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 214,691.93$               

   No Design Completed 215,000.00$               

  q Preliminary Design 23,854.66$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 9 LS 1,000.00$                 12,150.00$                 

Remove Temporary Obstruction 16 LS 500.00$                    10,800.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 326 SY 9.00$                        3,958.86$                   

Removal of Sidewalk 1891 SY 12.00$                      30,642.08$                 

4" Concrete Sidewalk 1917 SY 50.00$                      129,398.59$               

6" Concrete Driveway 326 SY 60.00$                      26,392.40$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Boulevard St GPS ID: 11

Limits: Covell Rd - Danforth Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 11 Boulevard St

Sidewalk Total 298,000.00$                       

Unsignalized Intersection Total 61,000.00$                         

Corridor Total 359,000.00$                       

Subtotal
11,400

297,824.58$          

Sidewalk Total 298,000.00$          

Facility Cost

Compliant 7,989

Not Prioritized 0

Low 66 4,088.60$              

Handrail Needed 0 -$                       

High 704 58,129.79$            

Medium 2,641 235,606.19$          

  q Final Design 44,122.16$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 297,824.58$               

   No Design Completed 298,000.00$               

  q Preliminary Design 33,091.62$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 107 SY 9.00$                        1,294.89$                   

Removal of Sidewalk 3440 SY 12.00$                      55,722.01$                 

4" Concrete Sidewalk 3440 SY 50.00$                      232,175.04$               

6" Concrete Driveway 107 SY 60.00$                      8,632.63$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 15

Limits: 375' North of Oak Tree Dr - 150' South of Oak Tree Dr

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 15 Kelly Ave

Sidewalk Total 11,000.00$                         

Unsignalized Intersection Total 25,000.00$                         

Corridor Total 36,000.00$                         

Subtotal
500

10,139.14$            

Sidewalk Total 11,000.00$            

Facility Cost

Compliant 191

Not Prioritized 0

Low 183 2,909.02$              

Handrail Needed 0 -$                       

High 84 5,259.97$              

Medium 42 1,970.14$              

  q Final Design 1,502.09$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 10,139.14$                 

   No Design Completed 11,000.00$                 

  q Preliminary Design 1,126.57$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 70 SY 12.00$                      1,138.09$                   

4" Concrete Sidewalk 113 SY 50.00$                      7,651.05$                   

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 16

Limits: 475' North of Mesa Trl - Secretariat Ln

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 16 Kelly Ave

Sidewalk Total 47,000.00$                         

Unsignalized Intersection Total 72,000.00$                         

Corridor Total 119,000.00$                       

Subtotal
1,394

46,933.11$            

Sidewalk Total 47,000.00$            

Facility Cost

Compliant 472

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 695 36,749.83$            

Medium 227 10,183.28$            

  q Final Design 6,953.05$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 46,933.11$                 

   No Design Completed 47,000.00$                 

  q Preliminary Design 5,214.79$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 1 LS 1,000.00$                 1,350.00$                   

Remove Temporary Obstruction 2 LS 500.00$                    1,350.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 96 SY 9.00$                        1,164.05$                   

Removal of Sidewalk 411 SY 12.00$                      6,661.78$                   

4" Concrete Sidewalk 424 SY 50.00$                      28,646.97$                 

6" Concrete Driveway 96 SY 60.00$                      7,760.32$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 17

Limits: Coffee Creek Rd - Covell Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 17 Kelly Ave

Sidewalk Total 219,000.00$                       

Unsignalized Intersection Total 105,000.00$                       

Corridor Total 324,000.00$                       

Subtotal
10,872

218,453.34$          

Sidewalk Total 219,000.00$          

Facility Cost

Compliant 6,900

Not Prioritized 0

Low 1,316 49,116.73$            

Handrail Needed 0 -$                       

High 391 42,169.39$            

Medium 2,265 127,167.23$          

  q Final Design 32,363.46$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 218,453.34$               

   No Design Completed 219,000.00$               

  q Preliminary Design 24,272.59$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 14 LS 1,000.00$                 18,900.00$                 

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 2 LS 1,000.00$                 2,700.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 115 SY 9.00$                        1,391.18$                   

Removal of Sidewalk 1839 SY 12.00$                      29,785.66$                 

4" Concrete Sidewalk 2317 SY 50.00$                      156,401.94$               

6" Concrete Driveway 115 SY 60.00$                      9,274.56$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 18

Limits: Covell Rd - Danforth Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 18 Kelly Ave

Sidewalk Total 232,000.00$                       

Unsignalized Intersection Total 139,000.00$                       

Corridor Total 371,000.00$                       

Subtotal
10,568

231,427.88$          

Sidewalk Total 232,000.00$          

Facility Cost

Compliant 7,446

Not Prioritized 0

Low 620 20,039.94$            

Handrail Needed 0 -$                       

High 385 25,311.26$            

Medium 2,117 186,076.69$          

  q Final Design 34,285.61$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 231,427.88$               

   No Design Completed 232,000.00$               

  q Preliminary Design 25,714.21$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 93 SY 6.00$                        755.96$                      

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 1 LS 500.00$                    675.00$                      

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 93 SY 35.50$                      4,472.77$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 103 SY 9.00$                        1,248.76$                   

Removal of Sidewalk 2452 SY 12.00$                      39,724.43$                 

4" Concrete Sidewalk 2611 SY 50.00$                      176,225.90$               

6" Concrete Driveway 103 SY 60.00$                      8,325.06$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 19

Limits: Danforth Rd - 2nd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 19 Kelly Ave

Sidewalk Total 306,000.00$                       

Unsignalized Intersection Total 228,000.00$                       

Corridor Total 534,000.00$                       

Subtotal
10,654

305,518.75$          

Sidewalk Total 306,000.00$          

Facility Cost

Compliant 4,669

Not Prioritized 5

Low 176 5,197.04$              

Handrail Needed 6 1,122.55$              

High 2,543 143,593.87$          

Medium 3,254 155,605.28$          

  q Final Design 45,262.04$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 305,518.74$               

   No Design Completed 306,000.00$               

  q Preliminary Design 33,946.53$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 9 LS 1,000.00$                 12,150.00$                 

Remove Temporary Obstruction 10 LS 500.00$                    6,750.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 414 SY 9.00$                        5,024.59$                   

Removal of Sidewalk 2853 SY 12.00$                      46,215.27$                 

4" Concrete Sidewalk 2954 SY 50.00$                      199,409.04$               

6" Concrete Driveway 414 SY 60.00$                      33,497.29$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 6 LF 130.00$                    1,122.55$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 20

Limits: 2nd St - 15th St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 20 Kelly Ave

Sidewalk Total 336,000.00$                       

Unsignalized Intersection Total 259,000.00$                       

Corridor Total 595,000.00$                       

Subtotal
10,730

335,184.12$          

Sidewalk Total 336,000.00$          

Facility Cost

Compliant 4,948

Not Prioritized 0

Low 484 29,925.64$            

Handrail Needed 0 -$                       

High 2,794 180,571.32$          

Medium 2,504 124,687.16$          

  q Final Design 49,656.91$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 335,184.12$               

   No Design Completed 336,000.00$               

  q Preliminary Design 37,242.68$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 33 SY 6.00$                        266.15$                      

Remove Obstruction 8 LS 1,000.00$                 10,800.00$                 

Remove Temporary Obstruction 11 LS 500.00$                    7,425.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 6 LS 1,000.00$                 8,100.00$                   

Bituminous Driveway 33 SY 35.50$                      1,574.75$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 922 SY 9.00$                        11,201.87$                 

Removal of Sidewalk 2517 SY 12.00$                      40,783.01$                 

4" Concrete Sidewalk 2672 SY 50.00$                      180,354.18$               

6" Concrete Driveway 922 SY 60.00$                      74,679.15$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 21

Limits: 15th St - 33rd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 21 Kelly Ave

Sidewalk Total 269,000.00$                       

Unsignalized Intersection Total 250,000.00$                       

Corridor Total 519,000.00$                       

Subtotal
10,655

268,632.81$          

Sidewalk Total 269,000.00$          

Facility Cost

Compliant 5,473

Not Prioritized 0

Low 659 23,923.13$            

Handrail Needed 0 -$                       

High 1,233 87,877.64$            

Medium 3,290 156,832.04$          

  q Final Design 39,797.45$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 268,632.81$               

   No Design Completed 269,000.00$               

  q Preliminary Design 29,848.09$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 1 LS 500.00$                    675.00$                      

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 798 SY 9.00$                        9,699.75$                   

Removal of Sidewalk 2147 SY 12.00$                      34,789.36$                 

4" Concrete Sidewalk 2233 SY 50.00$                      150,703.67$               

6" Concrete Driveway 798 SY 60.00$                      64,665.02$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Kelly Ave GPS ID: 22

Limits: 33rd St - 2600' South of 33rd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 22 Kelly Ave

Sidewalk Total 227,000.00$                       

Unsignalized Intersection Total 45,000.00$                         

Corridor Total 272,000.00$                       

Subtotal
5,265

226,959.16$          

Sidewalk Total 227,000.00$          

Facility Cost

Compliant 274

Not Prioritized 7

Low 4,072 163,839.41$          

Handrail Needed 0 -$                       

High 369 39,781.39$            

Medium 543 23,338.36$            

  q Final Design 33,623.58$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 226,959.16$               

   No Design Completed 227,000.00$               

  q Preliminary Design 25,217.68$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 1 LS 1,000.00$                 1,350.00$                   

Remove Temporary Obstruction 3 LS 500.00$                    2,025.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 757 SY 9.00$                        9,196.94$                   

Removal of Sidewalk 155 SY 12.00$                      2,517.96$                   

4" Concrete Sidewalk 2210 SY 50.00$                      149,206.34$               

6" Concrete Driveway 757 SY 60.00$                      61,312.92$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Santa Fe Ave GPS ID: 23

Limits: Covell Rd - Danforth Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 23 Santa Fe Ave

Sidewalk Total 371,000.00$                       

Unsignalized Intersection Total 150,000.00$                       

Corridor Total 521,000.00$                       

Subtotal
10,681

370,652.01$          

Sidewalk Total 371,000.00$          

Facility Cost

Compliant 2,124

Not Prioritized 0

Low 5,443 196,222.96$          

Handrail Needed 0 -$                       

High 1,585 87,009.16$            

Medium 1,529 87,419.89$            

  q Final Design 54,911.41$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 370,652.01$               

   No Design Completed 371,000.00$               

  q Preliminary Design 41,183.56$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 100 SY 6.00$                        811.16$                      

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 1 LS 500.00$                    675.00$                      

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 100 SY 35.50$                      4,799.37$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 423 SY 9.00$                        5,134.45$                   

Removal of Sidewalk 1670 SY 12.00$                      27,051.85$                 

4" Concrete Sidewalk 4394 SY 50.00$                      296,600.50$               

6" Concrete Driveway 423 SY 60.00$                      34,229.67$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Santa Fe Ave GPS ID: 24

Limits: Danforth Rd - 2nd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 24 Santa Fe Ave

Sidewalk Total 199,000.00$                       

Unsignalized Intersection Total 246,000.00$                       

Corridor Total 445,000.00$                       

Subtotal
10,629

198,630.15$          

Sidewalk Total 199,000.00$          

Facility Cost

Compliant 6,559

Not Prioritized 0

Low 281 -$                       

Handrail Needed 0 -$                       

High 924 66,566.52$            

Medium 2,865 132,063.63$          

  q Final Design 29,426.69$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 198,630.15$               

   No Design Completed 199,000.00$               

  q Preliminary Design 22,070.02$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 6 LS 1,000.00$                 8,100.00$                   

Remove Temporary Obstruction 9 LS 500.00$                    6,075.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 325 SY 9.00$                        3,947.18$                   

Removal of Sidewalk 1774 SY 12.00$                      28,735.58$                 

4" Concrete Sidewalk 1779 SY 50.00$                      120,057.82$               

6" Concrete Driveway 325 SY 60.00$                      26,314.56$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Santa Fe Ave GPS ID: 25

Limits: 2nd St - 15th St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 25 Santa Fe Ave

Sidewalk Total 322,000.00$                       

Unsignalized Intersection Total 176,000.00$                       

Corridor Total 498,000.00$                       

Subtotal
10,622

321,871.12$          

Sidewalk Total 322,000.00$          

Facility Cost

Compliant 4,526

Not Prioritized 0

Low 348 10,400.29$            

Handrail Needed 0 -$                       

High 2,317 145,644.29$          

Medium 3,431 165,826.54$          

  q Final Design 47,684.61$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 321,871.12$               

   No Design Completed 322,000.00$               

  q Preliminary Design 35,763.46$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 44 SY 6.00$                        360.33$                      

Remove Obstruction 16 LS 1,000.00$                 21,600.00$                 

Remove Temporary Obstruction 25 LS 500.00$                    16,875.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 44 SY 35.50$                      2,131.92$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 519 SY 9.00$                        6,302.29$                   

Removal of Sidewalk 2708 SY 12.00$                      43,862.16$                 

4" Concrete Sidewalk 2796 SY 50.00$                      188,724.18$               

6" Concrete Driveway 519 SY 60.00$                      42,015.25$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Santa Fe Ave GPS ID: 26

Limits: 15th St - 33rd St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 26 Santa Fe Ave

Sidewalk Total 394,000.00$                       

Unsignalized Intersection Total 222,000.00$                       

Corridor Total 616,000.00$                       

Subtotal
10,512

393,513.73$          

Sidewalk Total 394,000.00$          

Facility Cost

Compliant 2,523

Not Prioritized 0

Low 2,678 104,310.30$          

Handrail Needed 0 -$                       

High 2,556 136,749.02$          

Medium 2,755 152,454.41$          

  q Final Design 58,298.33$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 393,513.73$               

   No Design Completed 394,000.00$               

  q Preliminary Design 43,723.75$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 5 LS 1,000.00$                 6,750.00$                   

Remove Temporary Obstruction 7 LS 500.00$                    4,725.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 5 LS 1,000.00$                 6,750.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 352 SY 9.00$                        4,272.99$                   

Removal of Sidewalk 2975 SY 12.00$                      48,191.14$                 

4" Concrete Sidewalk 4361 SY 50.00$                      294,338.04$               

6" Concrete Driveway 352 SY 60.00$                      28,486.57$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Covell Rd GPS ID: 27

Limits: Santa Fe Ave - Kelly Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 27 Covell Rd

Sidewalk Total 376,000.00$                       

Unsignalized Intersection Total 26,000.00$                         

Corridor Total 402,000.00$                       

Subtotal
10,702

375,884.02$          

Sidewalk Total 376,000.00$          

Facility Cost

Compliant 5,454

Not Prioritized 0

Low 2,032 81,589.09$            

Handrail Needed 0 -$                       

High 167 13,033.83$            

Medium 3,050 281,261.10$          

  q Final Design 55,686.52$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 375,884.02$               

   No Design Completed 376,000.00$               

  q Preliminary Design 41,764.89$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 165 SY 9.00$                        2,006.89$                   

Removal of Sidewalk 3502 SY 12.00$                      56,728.90$                 

4" Concrete Sidewalk 4500 SY 50.00$                      303,768.95$               

6" Concrete Driveway 165 SY 60.00$                      13,379.28$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Covell Rd GPS ID: 28

Limits: Kelly Ave - Boulevard St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 28 Covell Rd

Sidewalk Total 490,000.00$                       

Unsignalized Intersection Total 140,000.00$                       

Corridor Total 630,000.00$                       

Subtotal
12,430

489,974.06$          

Sidewalk Total 490,000.00$          

Facility Cost

Compliant 7,206

Not Prioritized 0

Low 104 6,552.75$              

Handrail Needed 0 -$                       

High 858 101,556.06$          

Medium 4,262 381,865.24$          

  q Final Design 72,588.75$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 489,974.06$               

   No Design Completed 490,000.00$               

  q Preliminary Design 54,441.56$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 28 LS 1,000.00$                 37,800.00$                 

Remove Temporary Obstruction 1 LS 500.00$                    675.00$                      

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 184 SY 9.00$                        2,235.45$                   

Removal of Sidewalk 5119 SY 12.00$                      82,934.83$                 

4" Concrete Sidewalk 5126 SY 50.00$                      346,025.81$               

6" Concrete Driveway 184 SY 60.00$                      14,902.97$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Covell Rd GPS ID: 29

Limits: Boulevard St - Bryant Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 29 Covell Rd

Sidewalk Total 248,000.00$                       

Unsignalized Intersection Total 118,000.00$                       

Corridor Total 366,000.00$                       

Subtotal
8,760

247,288.20$          

Sidewalk Total 248,000.00$          

Facility Cost

Compliant 3,204

Not Prioritized 0

Low 3,510 127,900.91$          

Handrail Needed 0 -$                       

High 1,011 60,632.71$            

Medium 1,035 58,754.58$            

  q Final Design 36,635.29$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 247,288.20$               

   No Design Completed 248,000.00$               

  q Preliminary Design 27,476.47$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 93 SY 6.00$                        754.37$                      

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 9 LS 500.00$                    6,075.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 3 LS 1,000.00$                 4,050.00$                   

Bituminous Driveway 93 SY 35.50$                      4,463.35$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 19 SY 9.00$                        234.68$                      

Removal of Sidewalk 1185 SY 12.00$                      19,196.60$                 

4" Concrete Sidewalk 3085 SY 50.00$                      208,249.68$               

6" Concrete Driveway 19 SY 60.00$                      1,564.52$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Covell Rd GPS ID: 31

Limits: 200' West of Lamond Hill Ave - 175' East of Lamond Hill Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 31 Covell Rd

Sidewalk Total 3,000.00$                           

Unsignalized Intersection Total 28,000.00$                         

Corridor Total 31,000.00$                         

Subtotal
360

2,568.72$              

Sidewalk Total 3,000.00$              

Facility Cost

Compliant 303

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 0 -$                       

Medium 57 2,568.72$              

  q Final Design 380.55$                                       

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 2,568.72$                   

   No Design Completed 3,000.00$                   

  q Preliminary Design 285.41$                                       

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 26 SY 12.00$                      420.96$                      

4" Concrete Sidewalk 32 SY 50.00$                      2,147.76$                   

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Covell Rd GPS ID: 32

Limits: I-35 SBFR - I-35 NBFR

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 32 Covell Rd

Sidewalk Total 39,000.00$                         

Unsignalized Intersection Total -$                                    

Corridor Total 39,000.00$                         

Subtotal
1,608

38,278.40$            

Sidewalk Total 39,000.00$            

Facility Cost

Compliant 953

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 121 8,228.59$              

Medium 534 30,049.80$            

  q Final Design 5,670.87$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 38,278.40$                 

   No Design Completed 39,000.00$                 

  q Preliminary Design 4,253.16$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 8 LS 500.00$                    5,400.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 393 SY 12.00$                      6,363.56$                   

4" Concrete Sidewalk 393 SY 50.00$                      26,514.84$                 

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Danforth Rd GPS ID: 33

Limits: 375' West of Homestead Blvd - Santa Fe Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 33 Danforth Rd

Sidewalk Total 175,000.00$                       

Unsignalized Intersection Total 138,000.00$                       

Corridor Total 313,000.00$                       

Subtotal
5,263

174,849.43$          

Sidewalk Total 175,000.00$          

Facility Cost

Compliant 1,922

Not Prioritized 0

Low 114 5,862.23$              

Handrail Needed 0 -$                       

High 1,041 59,415.41$            

Medium 2,187 109,571.79$          

  q Final Design 25,903.62$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 174,849.43$               

   No Design Completed 175,000.00$               

  q Preliminary Design 19,427.71$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 4 LS 1,000.00$                 5,400.00$                   

Remove Temporary Obstruction 2 LS 500.00$                    1,350.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 178 SY 9.00$                        2,165.60$                   

Removal of Sidewalk 1782 SY 12.00$                      28,869.41$                 

4" Concrete Sidewalk 1817 SY 50.00$                      122,627.07$               

6" Concrete Driveway 178 SY 60.00$                      14,437.35$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Danforth Rd GPS ID: 34

Limits: Santa Fe Ave - Kelly Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 34 Danforth Rd

Sidewalk Total 368,000.00$                       

Unsignalized Intersection Total 173,000.00$                       

Corridor Total 541,000.00$                       

Subtotal
10,705

367,334.14$          

Sidewalk Total 368,000.00$          

Facility Cost

Compliant 4,204

Not Prioritized 0

Low 658 27,720.75$            

Handrail Needed 0 -$                       

High 2,910 175,888.28$          

Medium 2,933 163,725.12$          

  q Final Design 54,419.87$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 367,334.14$               

   No Design Completed 368,000.00$               

  q Preliminary Design 40,814.90$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 4 LS 1,000.00$                 5,400.00$                   

Remove Temporary Obstruction 4 LS 500.00$                    2,700.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 7 LS 1,000.00$                 9,450.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 587 SY 9.00$                        7,132.82$                   

Removal of Sidewalk 3365 SY 12.00$                      54,507.03$                 

4" Concrete Sidewalk 3564 SY 50.00$                      240,592.15$               

6" Concrete Driveway 587 SY 60.00$                      47,552.15$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Danforth Rd GPS ID: 35

Limits: Kelly Ave - Boulevard St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 35 Danforth Rd

Sidewalk Total 353,000.00$                       

Unsignalized Intersection Total 168,000.00$                       

Corridor Total 521,000.00$                       

Subtotal
10,658

352,429.99$          

Sidewalk Total 353,000.00$          

Facility Cost

Compliant 3,988

Not Prioritized 0

Low 748 32,214.06$            

Handrail Needed 0 -$                       

High 2,803 168,052.17$          

Medium 3,119 152,163.76$          

  q Final Design 52,211.85$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 352,429.99$               

   No Design Completed 353,000.00$               

  q Preliminary Design 39,158.89$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 96 SY 6.00$                        773.85$                      

Remove Obstruction 10 LS 1,000.00$                 13,500.00$                 

Remove Temporary Obstruction 3 LS 500.00$                    2,025.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 5 LS 1,000.00$                 6,750.00$                   

Bituminous Driveway 96 SY 35.50$                      4,578.64$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 501 SY 9.00$                        6,088.05$                   

Removal of Sidewalk 3011 SY 12.00$                      48,782.12$                 

4" Concrete Sidewalk 3398 SY 50.00$                      229,345.33$               

6" Concrete Driveway 501 SY 60.00$                      40,587.00$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Danforth Rd GPS ID: 36

Limits: Boulevard St - Bryant Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 36 Danforth Rd

Sidewalk Total 310,000.00$                       

Unsignalized Intersection Total 296,000.00$                       

Corridor Total 606,000.00$                       

Subtotal
10,410

309,206.12$          

Sidewalk Total 310,000.00$          

Facility Cost

Compliant 5,017

Not Prioritized 0

Low 356 14,458.20$            

Handrail Needed 14 2,472.63$              

High 2,224 148,929.05$          

Medium 2,798 143,346.24$          

  q Final Design 45,808.32$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 309,206.13$               

   No Design Completed 310,000.00$               

  q Preliminary Design 34,356.24$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 33 SY 6.00$                        271.18$                      

Remove Obstruction 7 LS 1,000.00$                 9,450.00$                   

Remove Temporary Obstruction 27 LS 500.00$                    18,225.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 33 SY 35.50$                      1,604.47$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 824 SY 9.00$                        10,017.12$                 

Removal of Sidewalk 2310 SY 12.00$                      37,418.26$                 

4" Concrete Sidewalk 2334 SY 50.00$                      157,566.65$               

6" Concrete Driveway 824 SY 60.00$                      66,780.81$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 14 LF 130.00$                    2,472.64$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Danforth Rd GPS ID: 37

Limits: Boulevard St - Bryant Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 37 Danforth Rd

Sidewalk Total 407,000.00$                       

Unsignalized Intersection Total 129,000.00$                       

Corridor Total 536,000.00$                       

Subtotal
10,719

406,353.59$          

Sidewalk Total 407,000.00$          

Facility Cost

Compliant 3,296

Not Prioritized 0

Low 1,569 60,679.93$            

Handrail Needed 0 -$                       

High 2,855 206,446.79$          

Medium 3,000 139,226.87$          

  q Final Design 60,200.53$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 406,353.59$               

   No Design Completed 407,000.00$               

  q Preliminary Design 45,150.40$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 54 LS 1,000.00$                 72,900.00$                 

Remove Temporary Obstruction 7 LS 500.00$                    4,725.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 393 SY 9.00$                        4,776.39$                   

Removal of Sidewalk 2823 SY 12.00$                      45,731.69$                 

4" Concrete Sidewalk 3570 SY 50.00$                      240,977.87$               

6" Concrete Driveway 393 SY 60.00$                      31,842.63$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Danforth Rd GPS ID: 38

Limits: 425' West of Crystal Crk - Crystal Crk

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 38 Danforth Rd

Sidewalk Total 13,000.00$                         

Unsignalized Intersection Total 16,000.00$                         

Corridor Total 29,000.00$                         

Subtotal
412

12,398.52$            

Sidewalk Total 13,000.00$            

Facility Cost

Compliant 191

Not Prioritized 0

Low 46 1,728.82$              

Handrail Needed 0 -$                       

High 50 4,821.35$              

Medium 126 5,848.36$              

  q Final Design 1,836.82$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 12,398.52$                 

   No Design Completed 13,000.00$                 

  q Preliminary Design 1,377.61$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 38 SY 6.00$                        306.70$                      

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 38 SY 35.50$                      1,814.65$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 70 SY 12.00$                      1,131.94$                   

4" Concrete Sidewalk 95 SY 50.00$                      6,445.23$                   

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Edmond Rd GPS ID: 39

Limits: 125' West of Lexington Way - Santa Fe Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 39 Edmond Rd

Cost

105,000.00$                       

258,000.00$                       

Subtotal:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Handrail Needed 0

153,000.00$          

Subtotal 152,955.24$          
5,317

Compliant 2,593

-$                       

Medium

Low 86 1,094.62$              

1,696 88,526.21$            

500.00$                    4,050.00$                   

153,000.00$               

Relocate Fire Hydrant 0

35.50$                      

16,995.03$                                    q Preliminary Design

22,660.04$                                  

-$                            

Basis for Cost Projection 152,955.24$               

-$                            

1,300.00$                 -$                            

1,000.00$                 -$                            

Bituminous Driveway 0 SY

Welded Steel Grate 0 EA

Remove Temporary Obstruction

Railroad Company Flagger 0 Day(s)

High 941 63,334.41$            

Removal of Asphalt Driveway 0 SY

Priority Length (LF) Cost

LS

Removal of Sidewalk 1266 SY 12.00$                      20,507.66$                 

Corridor Total

Unsignalized Intersection Total

Sidewalk Total 153,000.00$                       

Facility

   No Design Completed

  q Final Design

Not Prioritized 0

Sidewalk Total

25.00$                      -$                            

6.00$                        -$                            

6 LS

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

19,672.76$                 

4" Concrete Sidewalk 1307 SY 50.00$                      88,223.90$                 

Handrailing 0 LF 130.00$                    

243 SY 60.00$                      

-$                            

6" Concrete Driveway

Removal of Concrete Driveway 243 SY

1,000.00$                 

Adjust Utility Elevation 3 LS 1,000.00$                 4,050.00$                   

13,500.00$                 Remove Obstruction 10 LS

9.00$                        2,950.91$                   

36,000.00$               -$                            

LS 2,000.00$                 

Tactile Warning Device - New 0 SF

Pre-fab Railroad Plates 0



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Edmond Rd GPS ID: 41

Limits: Kelly Ave - Broadway

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 41 Edmond Rd

Sidewalk Total 351,000.00$                       

Unsignalized Intersection Total 274,000.00$                       

Corridor Total 625,000.00$                       

Subtotal
7,854

350,041.87$          

Sidewalk Total 351,000.00$          

Facility Cost

Compliant 1,827

Not Prioritized 0

Low 147 7,205.27$              

Handrail Needed 0 -$                       

High 3,737 239,105.17$          

Medium 2,142 103,731.44$          

  q Final Design 51,858.05$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 350,041.87$               

   No Design Completed 351,000.00$               

  q Preliminary Design 38,893.54$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 7 LS 1,000.00$                 9,450.00$                   

Remove Temporary Obstruction 8 LS 500.00$                    5,400.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 8 LS 1,000.00$                 10,800.00$                 

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 1055 SY 9.00$                        12,823.88$                 

Removal of Sidewalk 2662 SY 12.00$                      43,129.34$                 

4" Concrete Sidewalk 2710 SY 50.00$                      182,946.09$               

6" Concrete Driveway 1055 SY 60.00$                      85,492.56$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Broadway GPS ID: 42

Limits: Danforth Rd - Edmond Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 42 Broadway

Sidewalk Total 336,000.00$                       

Unsignalized Intersection Total 206,000.00$                       

Corridor Total 542,000.00$                       

Subtotal
10,544

335,364.72$          

Sidewalk Total 336,000.00$          

Facility Cost

Compliant 4,814

Not Prioritized 0

Low 365 9,762.47$              

Handrail Needed 9 1,537.60$              

High 2,676 162,418.95$          

Medium 2,681 161,645.71$          

  q Final Design 49,683.66$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 335,364.72$               

   No Design Completed 336,000.00$               

  q Preliminary Design 37,262.75$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 1 LS 1,000.00$                 1,350.00$                   

Remove Temporary Obstruction 9 LS 500.00$                    6,075.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 7 LS 1,000.00$                 9,450.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 663 SY 9.00$                        8,061.02$                   

Removal of Sidewalk 2955 SY 12.00$                      47,867.78$                 

4" Concrete Sidewalk 3071 SY 50.00$                      207,283.16$               

6" Concrete Driveway 663 SY 60.00$                      53,740.16$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 9 LF 130.00$                    1,537.59$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 15th St GPS ID: 43

Limits: 150' West of Creston Way - Santa Fe Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 43 15th St

Sidewalk Total 185,000.00$                       

Unsignalized Intersection Total 61,000.00$                         

Corridor Total 246,000.00$                       

Subtotal
5,364

184,576.53$          

Sidewalk Total 185,000.00$          

Facility Cost

Compliant 626

Not Prioritized 0

Low 2,575 94,957.88$            

Handrail Needed 7 1,188.94$              

High 982 55,064.10$            

Medium 1,174 33,365.61$            

  q Final Design 27,344.67$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 184,576.53$               

   No Design Completed 185,000.00$               

  q Preliminary Design 20,508.50$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 30 SY 6.00$                        245.05$                      

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 26 LS 500.00$                    17,550.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 30 SY 35.50$                      1,449.85$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 238 SY 9.00$                        2,894.75$                   

Removal of Sidewalk 653 SY 12.00$                      10,573.75$                 

4" Concrete Sidewalk 1946 SY 50.00$                      131,375.84$               

6" Concrete Driveway 238 SY 60.00$                      19,298.34$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 7 LF 130.00$                    1,188.94$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 15th St GPS ID: 44

Limits: Santa Fe Ave - Kelly Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 44 15th St

Sidewalk Total 251,000.00$                       

Unsignalized Intersection Total 173,000.00$                       

Corridor Total 424,000.00$                       

Subtotal
10,502

250,666.93$          

Sidewalk Total 251,000.00$          

Facility Cost

Compliant 6,116

Not Prioritized 4

Low 187 3,698.42$              

Handrail Needed 11 1,925.73$              

High 1,649 108,985.94$          

Medium 2,536 136,056.83$          

  q Final Design 37,135.84$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 250,666.93$               

   No Design Completed 251,000.00$               

  q Preliminary Design 27,851.88$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 41 SY 6.00$                        328.97$                      

Remove Obstruction 4 LS 1,000.00$                 5,400.00$                   

Remove Temporary Obstruction 5 LS 500.00$                    3,375.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 7 LS 1,000.00$                 9,450.00$                   

Bituminous Driveway 41 SY 35.50$                      1,946.40$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 636 SY 9.00$                        7,728.71$                   

Removal of Sidewalk 2012 SY 12.00$                      32,598.64$                 

4" Concrete Sidewalk 2021 SY 50.00$                      136,388.71$               

6" Concrete Driveway 636 SY 60.00$                      51,524.76$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 11 LF 130.00$                    1,925.74$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 15th St GPS ID: 45

Limits: Kelly Ave - Boulevard St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 45 15th St

Sidewalk Total 369,000.00$                       

Unsignalized Intersection Total 299,000.00$                       

Corridor Total 668,000.00$                       

Subtotal
10,616

368,614.97$          

Sidewalk Total 369,000.00$          

Facility Cost

Compliant 4,530

Not Prioritized 10

Low 811 36,919.03$            

Handrail Needed 0 -$                       

High 1,851 129,489.78$          

Medium 3,413 202,206.15$          

  q Final Design 54,609.62$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 368,614.97$               

   No Design Completed 369,000.00$               

  q Preliminary Design 40,957.22$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 98 SY 6.00$                        793.09$                      

Remove Obstruction 4 LS 1,000.00$                 5,400.00$                   

Remove Temporary Obstruction 3 LS 500.00$                    2,025.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 98 SY 35.50$                      4,692.45$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 1573 SY 9.00$                        19,111.41$                 

Removal of Sidewalk 2319 SY 12.00$                      37,573.02$                 

4" Concrete Sidewalk 2462 SY 50.00$                      166,210.59$               

6" Concrete Driveway 1573 SY 60.00$                      127,409.41$               

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 15th St GPS ID: 46

Limits: Boulevard St - Bryant Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 46 15th St

Sidewalk Total 337,000.00$                       

Unsignalized Intersection Total 90,000.00$                         

Corridor Total 427,000.00$                       

Subtotal
11,077

336,575.64$          

Sidewalk Total 337,000.00$          

Facility Cost

Compliant 4,317

Not Prioritized 0

Low 2,654 95,306.99$            

Handrail Needed 0 -$                       

High 1,293 84,751.42$            

Medium 2,813 156,517.24$          

  q Final Design 49,863.06$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 336,575.64$               

   No Design Completed 337,000.00$               

  q Preliminary Design 37,397.29$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 28 SY 6.00$                        223.86$                      

Remove Obstruction 6 LS 1,000.00$                 8,100.00$                   

Remove Temporary Obstruction 11 LS 500.00$                    7,425.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 28 SY 35.50$                      1,324.52$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 515 SY 9.00$                        6,258.69$                   

Removal of Sidewalk 2244 SY 12.00$                      36,359.58$                 

4" Concrete Sidewalk 3484 SY 50.00$                      235,159.39$               

6" Concrete Driveway 515 SY 60.00$                      41,724.61$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 15th St GPS ID: 47

Limits: Bryant Ave - Coltrane Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 47 15th St

Sidewalk Total 387,000.00$                       

Unsignalized Intersection Total 131,000.00$                       

Corridor Total 518,000.00$                       

Subtotal
10,596

386,594.44$          

Sidewalk Total 387,000.00$          

Facility Cost

Compliant 2,272

Not Prioritized 0

Low 4,620 178,495.06$          

Handrail Needed 0 -$                       

High 1,777 112,958.85$          

Medium 1,927 95,140.52$            

  q Final Design 57,273.25$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 386,594.44$               

   No Design Completed 387,000.00$               

  q Preliminary Design 42,954.94$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 192 SY 6.00$                        1,556.79$                   

Remove Obstruction 7 LS 1,000.00$                 9,450.00$                   

Remove Temporary Obstruction 5 LS 500.00$                    3,375.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 1 LS 1,000.00$                 1,350.00$                   

Bituminous Driveway 192 SY 35.50$                      9,211.02$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 653 SY 9.00$                        7,939.96$                   

Removal of Sidewalk 1608 SY 12.00$                      26,047.10$                 

4" Concrete Sidewalk 4070 SY 50.00$                      274,731.50$               

6" Concrete Driveway 653 SY 60.00$                      52,933.07$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 15th St GPS ID: 48

Limits: Coltrane Rd - I-35 SBFR

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 48 15th St

Sidewalk Total 382,000.00$                       

Unsignalized Intersection Total 169,000.00$                       

Corridor Total 551,000.00$                       

Subtotal
9,836

381,596.48$          

Sidewalk Total 382,000.00$          

Facility Cost

Compliant 3,208

Not Prioritized 0

Low 1,411 50,562.42$            

Handrail Needed 0 -$                       

High 1,623 104,954.75$          

Medium 3,595 226,079.31$          

  q Final Design 56,532.81$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 381,596.48$               

   No Design Completed 382,000.00$               

  q Preliminary Design 42,399.61$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 154 SY 6.00$                        1,251.30$                   

Remove Obstruction 4 LS 1,000.00$                 5,400.00$                   

Remove Temporary Obstruction 24 LS 500.00$                    16,200.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 2 LS 1,000.00$                 2,700.00$                   

Bituminous Driveway 154 SY 35.50$                      7,403.55$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 130 SY 9.00$                        1,583.25$                   

Removal of Sidewalk 3473 SY 12.00$                      56,260.81$                 

4" Concrete Sidewalk 4152 SY 50.00$                      280,242.55$               

6" Concrete Driveway 130 SY 60.00$                      10,555.01$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 33rd St GPS ID: 49

Limits: Santa Fe Ave - Kelly Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 49 33rd St

Sidewalk Total 360,000.00$                       

Unsignalized Intersection Total 308,000.00$                       

Corridor Total 668,000.00$                       

Subtotal
10,440

359,949.13$          

Sidewalk Total 360,000.00$          

Facility Cost

Compliant 4,529

Not Prioritized 6

Low 574 36,055.05$            

Handrail Needed 0 -$                       

High 1,249 101,798.62$          

Medium 4,083 222,095.45$          

  q Final Design 53,325.80$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 359,949.13$               

   No Design Completed 360,000.00$               

  q Preliminary Design 39,994.35$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 88 SY 6.00$                        709.62$                      

Remove Obstruction 8 LS 1,000.00$                 10,800.00$                 

Remove Temporary Obstruction 14 LS 500.00$                    9,450.00$                   

Relocate Fire Hydrant 1 LS 2,000.00$                 2,700.00$                   

Adjust Utility Elevation 14 LS 1,000.00$                 18,900.00$                 

Bituminous Driveway 88 SY 35.50$                      4,198.56$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 583 SY 9.00$                        7,088.36$                   

Removal of Sidewalk 3002 SY 12.00$                      48,628.65$                 

4" Concrete Sidewalk 3114 SY 50.00$                      210,218.22$               

6" Concrete Driveway 583 SY 60.00$                      47,255.72$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 33rd St GPS ID: 50

Limits: Kelly Ave - Boulevard St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 50 33rd St

Sidewalk Total 343,000.00$                       

Unsignalized Intersection Total 138,000.00$                       

Corridor Total 481,000.00$                       

Subtotal
10,126

342,796.22$          

Sidewalk Total 343,000.00$          

Facility Cost

Compliant 2,951

Not Prioritized 0

Low 4,384 163,667.23$          

Handrail Needed 0 -$                       

High 1,896 130,503.09$          

Medium 895 48,625.90$            

  q Final Design 50,784.63$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 342,796.22$               

   No Design Completed 343,000.00$               

  q Preliminary Design 38,088.47$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 64 SY 6.00$                        516.42$                      

Remove Obstruction 4 LS 1,000.00$                 5,400.00$                   

Remove Temporary Obstruction 6 LS 500.00$                    4,050.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 2 LS 1,000.00$                 2,700.00$                   

Bituminous Driveway 64 SY 35.50$                      3,055.50$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 716 SY 9.00$                        8,696.52$                   

Removal of Sidewalk 1173 SY 12.00$                      19,010.07$                 

4" Concrete Sidewalk 3576 SY 50.00$                      241,390.92$               

6" Concrete Driveway 716 SY 60.00$                      57,976.79$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 33rd St GPS ID: 51

Limits: Boulevard St - Bryant Ave

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 51 33rd St

Sidewalk Total 390,000.00$                       

Unsignalized Intersection Total 212,000.00$                       

Corridor Total 602,000.00$                       

Subtotal
10,622

389,665.57$          

Sidewalk Total 390,000.00$          

Facility Cost

Compliant 3,345

Not Prioritized 0

Low 433 6,030.89$              

Handrail Needed 0 -$                       

High 3,895 232,991.80$          

Medium 2,949 150,642.89$          

  q Final Design 57,728.23$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 389,665.57$               

   No Design Completed 390,000.00$               

  q Preliminary Design 43,296.17$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 11 LS 1,000.00$                 14,850.00$                 

Remove Temporary Obstruction 45 LS 500.00$                    30,375.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 3 LS 1,000.00$                 4,050.00$                   

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 628 SY 9.00$                        7,635.25$                   

Removal of Sidewalk 3236 SY 12.00$                      52,421.57$                 

4" Concrete Sidewalk 3399 SY 50.00$                      229,432.08$               

6" Concrete Driveway 628 SY 60.00$                      50,901.67$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: 33rd St GPS ID: 52

Limits: Bryant Ave - Coltrane Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 52 33rd St

Sidewalk Total 377,000.00$                       

Unsignalized Intersection Total 85,000.00$                         

Corridor Total 462,000.00$                       

Subtotal
10,524

376,269.29$          

Sidewalk Total 377,000.00$          

Facility Cost

Compliant 2,923

Not Prioritized 0

Low 2,085 76,433.09$            

Handrail Needed 0 -$                       

High 2,118 119,141.83$          

Medium 3,398 180,694.38$          

  q Final Design 55,743.60$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 376,269.29$               

   No Design Completed 377,000.00$               

  q Preliminary Design 41,807.70$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 30 SY 6.00$                        239.15$                      

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 30 LS 500.00$                    20,250.00$                 

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 4 LS 1,000.00$                 5,400.00$                   

Bituminous Driveway 30 SY 35.50$                      1,414.98$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 263 SY 9.00$                        3,194.72$                   

Removal of Sidewalk 2980 SY 12.00$                      48,268.14$                 

4" Concrete Sidewalk 4052 SY 50.00$                      273,504.17$               

6" Concrete Driveway 263 SY 60.00$                      21,298.13$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coffee Creek GPS ID: 54

Limits: 450' West of Rimridge Rd - 450' East of Copper Rock Dr

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 54 Coffee Creek

Sidewalk Total 84,000.00$                         

Unsignalized Intersection Total 31,000.00$                         

Corridor Total 115,000.00$                       

Subtotal
2,679

83,055.43$            

Sidewalk Total 84,000.00$            

Facility Cost

Compliant 831

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 983 43,413.02$            

Medium 865 39,642.42$            

  q Final Design 12,304.51$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 83,055.43$                 

   No Design Completed 84,000.00$                 

  q Preliminary Design 9,228.38$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 1 LS 1,000.00$                 1,350.00$                   

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 911 SY 12.00$                      14,761.42$                 

4" Concrete Sidewalk 992 SY 50.00$                      66,944.02$                 

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Bryant Ave GPS ID: 55

Limits: 275' South of Sawmill Rd - 425' South of Sawmill Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 55 Bryant Ave

Sidewalk Total 6,000.00$                           

Unsignalized Intersection Total -$                                    

Corridor Total 6,000.00$                           

Subtotal
139

5,845.01$              

Sidewalk Total 6,000.00$              

Facility Cost

Compliant 35

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 86 4,016.33$              

Medium 18 1,828.68$              

  q Final Design 865.93$                                       

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 5,845.01$                   

   No Design Completed 6,000.00$                   

  q Preliminary Design 649.45$                                       

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 20 SY 9.00$                        238.52$                      

Removal of Sidewalk 48 SY 12.00$                      777.35$                      

4" Concrete Sidewalk 48 SY 50.00$                      3,238.98$                   

6" Concrete Driveway 20 SY 60.00$                      1,590.15$                   

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Western Ave GPS ID: 56

Limits: 1475' North of 197th St - 875' North of 197th St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 56 Western Ave

Sidewalk Total 24,000.00$                         

Unsignalized Intersection Total 8,000.00$                           

Corridor Total 32,000.00$                         

Subtotal
727

23,096.77$            

Sidewalk Total 24,000.00$            

Facility Cost

Compliant 389

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 149 11,526.04$            

Medium 188 11,570.73$            

  q Final Design 3,421.74$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 23,096.77$                 

   No Design Completed 24,000.00$                 

  q Preliminary Design 2,566.31$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 144 SY 9.00$                        1,750.57$                   

Removal of Sidewalk 116 SY 12.00$                      1,872.72$                   

4" Concrete Sidewalk 116 SY 50.00$                      7,802.98$                   

6" Concrete Driveway 144 SY 60.00$                      11,670.50$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coffee Creek GPS ID: 57

Limits: 100' West of Churchill Downs Rd - 200' East of Churchill Downs Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 57 Coffee Creek

Sidewalk Total 9,000.00$                           

Unsignalized Intersection Total 28,000.00$                         

Corridor Total 37,000.00$                         

Subtotal
509

8,818.58$              

Sidewalk Total 9,000.00$              

Facility Cost

Compliant 266

Not Prioritized 0

Low 65 -$                       

Handrail Needed 6 976.75$                 

High 70 3,215.93$              

Medium 102 4,625.90$              

  q Final Design 1,306.46$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 8,818.58$                   

   No Design Completed 9,000.00$                   

  q Preliminary Design 979.84$                                       

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 87 SY 12.00$                      1,411.73$                   

4" Concrete Sidewalk 95 SY 50.00$                      6,430.09$                   

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 6 LF 130.00$                    976.75$                      



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Air Depot Blvd GPS ID: 58

Limits: 50' North of Great Hampden Rd - 50' South of Great Hampden Rd

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 58 Air Depot Blvd

Sidewalk Total -$                                    

Unsignalized Intersection Total 17,000.00$                         

Corridor Total 17,000.00$                         

Subtotal
105

-$                       

Sidewalk Total -$                       

Facility Cost

Compliant 56

Not Prioritized 0

Low 49 -$                       

Handrail Needed 0 -$                       

High 0 -$                       

Medium 0 -$                       

  q Final Design -$                                            

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: -$                            

   No Design Completed -$                            

  q Preliminary Design -$                                            

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 0 SY 12.00$                      -$                            

4" Concrete Sidewalk 0 SY 50.00$                      -$                            

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Sooner Rd GPS ID: 60

Limits: 150' South of Bristol Ln - 900' South of Bristol Ln

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 60 Sooner Rd

Sidewalk Total 27,000.00$                         

Unsignalized Intersection Total 14,000.00$                         

Corridor Total 41,000.00$                         

Subtotal
741

26,041.47$            

Sidewalk Total 27,000.00$            

Facility Cost

Compliant 230

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 395 20,645.22$            

Medium 116 5,396.25$              

  q Final Design 3,858.00$                                    

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 26,041.47$                 

   No Design Completed 27,000.00$                 

  q Preliminary Design 2,893.50$                                    

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 2 LS 1,000.00$                 2,700.00$                   

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 279 SY 12.00$                      4,517.70$                   

4" Concrete Sidewalk 279 SY 50.00$                      18,823.77$                 

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coffee Creek GPS ID: 61

Limits: 75' West of Secretariat Ln - 75' East of Secretariat Ln

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 61 Coffee Creek

Sidewalk Total 3,000.00$                           

Unsignalized Intersection Total 8,000.00$                           

Corridor Total 11,000.00$                         

Subtotal
147

2,688.53$              

Sidewalk Total 3,000.00$              

Facility Cost

Compliant 88

Not Prioritized 0

Low 0 -$                       

Handrail Needed 0 -$                       

High 0 -$                       

Medium 59 2,688.53$              

  q Final Design 398.30$                                       

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 2,688.53$                   

   No Design Completed 3,000.00$                   

  q Preliminary Design 298.73$                                       

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 0 SY 6.00$                        -$                            

Remove Obstruction 0 LS 1,000.00$                 -$                            

Remove Temporary Obstruction 0 LS 500.00$                    -$                            

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 0 LS 1,000.00$                 -$                            

Bituminous Driveway 0 SY 35.50$                      -$                            

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 0 SY 9.00$                        -$                            

Removal of Sidewalk 29 SY 12.00$                      475.18$                      

4" Concrete Sidewalk 33 SY 50.00$                      2,213.36$                   

6" Concrete Driveway 0 SY 60.00$                      -$                            

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 0 LF 130.00$                    -$                            



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Bryant Ave GPS ID: 65

Limits: 2nd St - 15th St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 65 Bryant Ave

Sidewalk Total 287,000.00$                       

Unsignalized Intersection Total 153,000.00$                       

Corridor Total 440,000.00$                       

Subtotal
10,607

286,853.12$          

Sidewalk Total 287,000.00$          

Facility Cost

Compliant 5,996

Not Prioritized 0

Low 117 9,759.71$              

Handrail Needed 11 1,842.95$              

High 1,709 129,073.13$          

Medium 2,775 146,177.33$          

  q Final Design 42,496.76$                                  

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Priority Length (LF) Cost

Basis for Cost Projection Subtotal: 286,853.12$               

   No Design Completed 287,000.00$               

  q Preliminary Design 31,872.57$                                  

Railroad Company Flagger 0 Day(s) 1,000.00$                 -$                            

Removal of Asphalt Driveway 49 SY 6.00$                        400.67$                      

Remove Obstruction 22 LS 1,000.00$                 29,700.00$                 

Remove Temporary Obstruction 11 LS 500.00$                    7,425.00$                   

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                            

Adjust Utility Elevation 10 LS 1,000.00$                 13,500.00$                 

Bituminous Driveway 49 SY 35.50$                      2,370.62$                   

Welded Steel Grate 0 EA 1,300.00$                 -$                            

Tactile Warning Device - New 0 SF 25.00$                      -$                            

Pre-fab Railroad Plates 0 LS 36,000.00$               -$                            

Removal of Concrete Driveway 730 SY 9.00$                        8,875.25$                   

Removal of Sidewalk 1938 SY 12.00$                      31,387.85$                 

4" Concrete Sidewalk 1958 SY 50.00$                      132,182.43$               

6" Concrete Driveway 730 SY 60.00$                      59,168.35$                 

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

Handrailing 11 LF 130.00$                    1,842.95$                   



Kimley-Horn and Associates, Inc.

Project Description for Sidewalk Corridor

Client: City of Edmond Date: 06/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corrdior: Coltrane Rd GPS ID: 67

Limits: 2nd St - 15th St

City: Edmond

Item No.

ODOT 504(F)-6006

ODOT 610(A)-0602

ODOT 619(B)-0604

ODOT 619(B)-4766

ODOT 619(B)-4792

ODOT 610(I)-4610

---

ODOT 610(G)-4142

---

---

---

---

---

---

ODOT 619(B)-4767

Estimated Project Cost:

Engineering: (% +/-) 15%

Contingency:(% +/-) 20%

Sidewalk Summary

Corridor Summary

End of Project Description for Project 67 Coltrane Rd

Cost

199,000.00$                       

522,000.00$                       

Subtotal:

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs provided 

herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot and does not 

guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Handrail Needed 0

323,000.00$          

Subtotal 322,236.02$          
10,565

Compliant 3,706

-$                       

Medium

Low 3,339 122,290.25$          

1,699 84,002.48$            

500.00$                    675.00$                      

323,000.00$               

Relocate Fire Hydrant 0

35.50$                      

35,804.00$                                    q Preliminary Design

47,738.67$                                  

-$                            

Basis for Cost Projection 322,236.02$               

13,700.95$                 

1,300.00$                 -$                            

1,000.00$                 -$                            

Bituminous Driveway 286 SY

Welded Steel Grate 0 EA

Remove Temporary Obstruction

Railroad Company Flagger 0 Day(s)

High 1,820 115,943.30$          

Removal of Asphalt Driveway 286 SY

Priority Length (LF) Cost

LS

Removal of Sidewalk 1633 SY 12.00$                      26,447.60$                 

Corridor Total

Unsignalized Intersection Total

Sidewalk Total 323,000.00$                       

Facility

   No Design Completed

  q Final Design

Not Prioritized 0

Sidewalk Total

25.00$                      -$                            

6.00$                        2,315.65$                   

1 LS

Item Description Quantity Unit Unit Price Item Cost 
Includes Engineering (15%) and

Contingency (20%)

26,794.82$                 

4" Concrete Sidewalk 3298 SY 50.00$                      222,632.77$               

Handrailing 0 LF 130.00$                    

331 SY 60.00$                      

-$                            

6" Concrete Driveway

Removal of Concrete Driveway 331 SY

1,000.00$                 

Adjust Utility Elevation 11 LS 1,000.00$                 14,850.00$                 

10,800.00$                 Remove Obstruction 8 LS

9.00$                        4,019.22$                   

36,000.00$               -$                            

LS 2,000.00$                 

Tactile Warning Device - New 0 SF

Pre-fab Railroad Plates 0



GPS ID Project Name Cost Projection Priority

100 Intersection of 15th St and Del Norte Dr 14,000.00$            2

101 Intersection of 15th St and Copper Cove Dr 35,000.00$            5

102 Intersection of 15th St and W 15Th St 30,000.00$            5

103 Intersection of 15th St and S State St 20,000.00$            5

104 Intersection of 15th St and Coffee Creek Apartments 11,000.00$            5

105 Intersection of 15th St and S Fretz Ave 28,000.00$            5

106 Intersection of 15th St and Chelsea Dr 25,000.00$            5

107 Intersection of 15th St and S Littler Ave 29,000.00$            5

108 Intersection of 15th St and Edgewood Dr 10,000.00$            3

109 Intersection of 15th St and Hunters Ridge Rd 1,000.00$              9

110 Intersection of 15th St and Turtlecreek Rd 33,000.00$            5

111 Intersection of 15th St and Brixton Rd 10,000.00$            13

112 Intersection of 15th St and Walnut Cove Rd 8,000.00$              9

113 Intersection of 15th St and Chimney Hill Rd 17,000.00$            13

114 Intersection of 15th St and Garrett Dr 8,000.00$              9

115 Intersection of 15th St and Breckenridge Dr 4,000.00$              5

116 Intersection of 15th St and Vail Dr 11,000.00$            5

117 Intersection of 15th St and Oak Springs Ln 22,000.00$            5

118 Intersection of 15th St and Deason Dr 14,000.00$            13

119 Intersection of 15th St and Kerry Layne 41,000.00$            5

120 Intersection of 15th St and Tomahawk Rd 10,000.00$            13

122 Intersection of 33rd St and Bristol Park Blvd 41,000.00$            5

123 Intersection of 33rd St and Hidden Prairie Way 38,000.00$            5

124 Intersection of 33rd St and Teakwood Ln 8,000.00$              5

125 Intersection of 33rd St and Technology Dr 13,000.00$            6

126 Intersection of 33rd St and Wynn Dr 13,000.00$            5

127 Intersection of 33rd St and Edmond Crossing Blvd 13,000.00$            5

128 Intersection of 33rd St and S Rankin St 23,000.00$            2

129 Intersection of 33rd St and Rankin Ter 18,000.00$            2

130 Intersection of 33rd St and Kelsey Dr 8,000.00$              13

131 Intersection of 33rd St and Beverly Dr 35,000.00$            5

132 Intersection of 33rd St and Prairie Ave 15,000.00$            9

133 Intersection of 33rd St and Old Georgetowne Rd 12,000.00$            13

134 Intersection of 33rd St and Jim Robison Dr 9,000.00$              9

135 Intersection of 33rd St and Oakwood Dr 21,000.00$            2

136 Intersection of 33rd St and Baird Dr 12,000.00$            2

137 Intersection of 33rd St and Patterson Dr 11,000.00$            9

138 Intersection of 33rd St and Cheyenne Villa Cir 13,000.00$            5

139 Intersection of 33rd St and Cheyenne Dr 15,000.00$            5

140 Intersection of 33rd St and Old Farm Ln 15,000.00$            5

141 Intersection of 33rd St and Hardy Dr 18,000.00$            2

142 Intersection of Boulevard St and Timberdale Ter 4,000.00$              5

143 Intersection of Boulevard St and Timber Ridge Dr 23,000.00$            5

145 Intersection of Boulevard St and Ramblewood Ter 5,000.00$              2

188 Intersection of Broadway and Shirley Ln (South) 18,000.00$            5

189 Intersection of Broadway and E Clegern Ave 13,000.00$            5

190 Intersection of Broadway and E Lincoln Ave 11,000.00$            5

191 Intersection of Broadway and Shirley Ln (North) 3,000.00$              5

192 Intersection of Broadway and W Blanch Ave 6,000.00$              2

193 Intersection of Broadway and E Colcord Ave 16,000.00$            2

194 Intersection of Broadway and E Bowman Ave 9,000.00$              2

196 Intersection of Bryant Ave and Falcon Ln 22,000.00$            5

City of Edmond

ADA Self-Evaluation and Transition Plan Update

Unsignalized Intersection Cost Projection Summary
6/19/2015



GPS ID Project Name Cost Projection Priority

197 Intersection of Bryant Ave and Nightingale Ln 13,000.00$            6

198 Intersection of Bryant Ave and Carfax Rd 11,000.00$            5

199 Intersection of Bryant Ave and E Campbell St 41,000.00$            2

200 Intersection of Bryant Ave and Medical Center Dr 10,000.00$            3

201 Intersection of Bryant Ave and Rockwood Dr 15,000.00$            2

202 Intersection of Bryant Ave and Woodview Ln 13,000.00$            2

203 Intersection of Bryant Ave and E 19th St 11,000.00$            3

204 Intersection of Bryant Ave and Cedar Ridge Rd 10,000.00$            2

205 Intersection of Bryant Ave and Cedar View 21,000.00$            2

206 Intersection of Bryant Ave and Rustic Creek Ter 28,000.00$            5

207 Intersection of Bryant Ave and Bella Vista Dr 35,000.00$            5

208 Intersection of Bryant Ave and Ridgecrest Rd 46,000.00$            5

209 Intersection of Bryant Ave and Locust Ln 27,000.00$            5

210 Intersection of Bryant Ave and Thornbrooke Blvd 18,000.00$            2

211 Intersection of Bryant Ave and Paddock Ln 10,000.00$            5

212 Intersection of Bryant Ave and Summer Cloud Dr 10,000.00$            3

213 Intersection of Bryant Ave and Fall Creek Dr 10,000.00$            6

214 Intersection of Bryant Ave and Harding Ave 31,000.00$            2

215 Intersection of Bryant Ave and Smiling Hill Blvd 10,000.00$            5

216 Intersection of Bryant Ave and Mockingbird Ln 28,000.00$            5

217 Intersection of Bryant Ave and Devonshire Ct 17,000.00$            5

218 Intersection of Bryant Ave and Wood Way 30,000.00$            5

220 Intersection of Coffee Creek and Copper Rock Dr 6,000.00$              5

221 Intersection of Coffee Creek and Hunters Creek Rd 25,000.00$            5

222 Intersection of Coltrane Rd and Mission Dr 18,000.00$            5

223 Intersection of Coltrane Rd and Covell Ln 1,000.00$              13

224 Intersection of N Coltrane Rd and Sweetbriar St 12,000.00$            5

225 Intersection of Coltrane Rd and Timothy Way 8,000.00$              13

226 Intersection of Coltrane Rd and Huntwick Dr 13,000.00$            6

227 Intersection of Coltrane Rd and Sherrywood Rd 8,000.00$              13

228 Intersection of Coltrane Rd and Willowood Rd 23,000.00$            5

229 Intersection of Coltrane Rd and Coltrane Pl 13,000.00$            5

230 Intersection of Coltrane Rd and Astoria Way 3,000.00$              13

231 Intersection of Coltrane Rd and Borgata Way 29,000.00$            5

232 Intersection of Coltrane Rd and Stonepoint Dr 10,000.00$            5

234 Intersection of Coltrane Rd and Chimney Hill Rd 9,000.00$              5

235 Intersection of Coltrane Rd and Brixton Rd 13,000.00$            5

236 Intersection of Coltrane Rd and Kingwood Dr 16,000.00$            5

237 Intersection of Coltrane Rd and E Broken Bow Rd 10,000.00$            6

238 Intersection of Coltrane Rd and E Randolph Rd 10,000.00$            13

239 Intersection of Coltrane Rd and Arbor Chase 16,000.00$            5

240 Intersection of Coltrane Rd and Lindsey Ln 10,000.00$            6

241 Intersection of Coltrane Rd and Twisted Oak Ln 8,000.00$              13

242 Intersection of Coltrane Rd and Ridgewood Dr 11,000.00$            6

243 Intersection of Coltrane Rd and Harris Dr 16,000.00$            5

245 Intersection of Covell  Rd and Flint Ridge Rd 5,000.00$              2

247 Intersection of Covell  Rd and Covell Village Dr 12,000.00$            9

249 Intersection of Covell  Rd and Mathis Brothers Skate 2,000.00$              9

250 Intersection of Coltrane Rd and Quail Crossing Way 3,000.00$              13

251 Intersection of Covell  Rd and Village Center Dr 17,000.00$            2

253 Intersection of Covell  Rd and Shortgrass Rd 27,000.00$            5

255 Intersection of Covell  Rd and Thomas Trl 39,000.00$            5

256 Intersection of Coltrane Rd and Cedar Oak Dr 8,000.00$              13

257 Intersection of Covell  Rd and Glen Hollow Rd 18,000.00$            2

258 Intersection of Coltrane Rd and Rosewood Ln 10,000.00$            13

259 Intersection of Covell  Rd and Berkley Dr 22,000.00$            2

260 Intersection of Coltrane Rd and E 40th St 9,000.00$              13

261 Intersection of Covell  Rd and Hidden Hollow Dr 9,000.00$              2



GPS ID Project Name Cost Projection Priority

263 Intersection of Covell  Rd and Short Dr 8,000.00$              13

265 Intersection of Covell  Rd and Lexy Ln 7,000.00$              13

266 Intersection of Coltrane Rd and Olde Edmond Dr 20,000.00$            5

272 Intersection of Covell  Rd and Birnam Woods Ln 21,000.00$            5

273 Intersection of Covell  Rd and Tayler St 12,000.00$            5

274 Intersection of Danforth Rd and Alexanders Trl 34,000.00$            5

275 Intersection of Danforth Rd and Pine Forest 8,000.00$              5

276 Intersection of Danforth Rd and Pine Valley 15,000.00$            5

277 Intersection of Danforth Rd and Bradford Pl 21,000.00$            5

278 Intersection of Danforth Rd and Simon Ave 32,000.00$            5

279 Intersection of Danforth Rd and Earl A Rodkey Dr 16,000.00$            5

280 Intersection of Danforth Rd and N Carol Dr 27,000.00$            5

281 Intersection of Danforth Rd and Cheyenne Springs Commercial 8,000.00$              5

282 Intersection of Danforth Rd and Craig Blvd 10,000.00$            9

283 Intersection of Danforth Rd and Holly Hill Rd 26,000.00$            5

284 Intersection of Danforth Rd and North HS (West) 11,000.00$            2

285 Intersection of Danforth Rd and North HS (East) 21,000.00$            2

286 Intersection of Danforth Rd and Florence Dr 3,000.00$              6

287 Intersection of Danforth Rd and Casi Ct 14,000.00$            5

288 Intersection of Danforth Rd and Every Ct 7,000.00$              9

289 Intersection of Danforth Rd and Washington St 20,000.00$            5

290 Intersection of Danforth Rd and Jefferson Ct 15,000.00$            5

291 Intersection of Danforth Rd and Olde Depot Dr 22,000.00$            5

292 Intersection of Danforth Rd and Kingston Blvd 25,000.00$            5

293 Intersection of Danforth Rd and N Canary Dr 9,000.00$              5

295 Intersection of Danforth Rd and Teeside Blvd 45,000.00$            5

296 Intersection of Danforth Rd and North Creek Dr 18,000.00$            5

298 Intersection of Danforth Rd and Crystal Creek 16,000.00$            5

300 Intersection of Edmond Rd and S Lexington Way 19,000.00$            5

301 Intersection of Edmond Rd and Country Side Trl 10,000.00$            5

302 Intersection of Edmond Rd and S Trail Ridge Rd 26,000.00$            5

303 Intersection of Edmond Rd and Woodbridge Cir 12,000.00$            9

306 Intersection of Edmond Rd and Foxfire Dr 10,000.00$            9

311 Intersection of Santa Fe Ave and Jeannes Trl 26,000.00$            5

312 Intersection of Santa Fe Ave and Bridgeview Blvd 38,000.00$            5

313 Intersection of Santa Fe Ave and Castle Rock 18,000.00$            5

314 Intersection of Santa Fe Ave and Crosstrails 5,000.00$              6

316 Intersection of Santa Fe Ave and Lazy Brook Trl 11,000.00$            5

317 Intersection of Santa Fe Ave and Vanishing Trl 43,000.00$            5

318 Intersection of Santa Fe Ave and Summer Oak Dr 22,000.00$            5

319 Intersection of Santa Fe Ave and Aurora Dr 18,000.00$            5

321 Intersection of Kelly Ave and Mesa Trl 20,000.00$            3

322 Intersection of Kelly Ave and Wb Meyer Pkwy 18,000.00$            5

323 Intersection of Kelly Ave and Hunters Pointe Rd 11,000.00$            5

324 Intersection of Kelly Ave and Hollowdale 27,000.00$            5

325 Intersection of Kelly Ave and Covell Village Dr 17,000.00$            5

326 Intersection of Kelly Ave and Hawks Landing 13,000.00$            5

327 Intersection of Kelly Ave and Shore Dr 6,000.00$              5

328 Intersection of Kelly Ave and Imperial Blvd 12,000.00$            3

329 Intersection of Kelly Ave and Hawthorne Pl 10,000.00$            6

330 Intersection of Kelly Ave and Hawthorne Ln 11,000.00$            5

331 Intersection of Kelly Ave and Holly Hill Rd 31,000.00$            5

332 Intersection of Kelly Ave and Swan Lake Rd 14,000.00$            5

334 Intersection of Kelly Ave and Alley 20,000.00$            2

335 Intersection of Kelly Ave and Pruett Dr 15,000.00$            2

336 Intersection of Kelly Ave and W Main St 6,000.00$              5

337 Intersection of Kelly Ave and W 1st St 18,000.00$            5

338 Intersection of Kelly Ave and W 2nd St 31,000.00$            5



GPS ID Project Name Cost Projection Priority

339 Intersection of Kelly Ave and Sunset Dr 20,000.00$            5

340 Intersection of Kelly Ave and W 8th St 9,000.00$              5

341 Intersection of Kelly Ave and Evergreen St 12,000.00$            9

342 Intersection of Kelly Ave and Val Genes Rd 4,000.00$              2

343 Intersection of Kelly Ave and W Gemini Rd 14,000.00$            9

344 Intersection of Kelly Ave and Irish Ln 5,000.00$              9

345 Intersection of Kelly Ave and Signal Ridge Dr 23,000.00$            5

347 Intersection of Kelly Ave and W 18th St 19,000.00$            5

349 Intersection of Kelly Ave and Enterprise Dr 27,000.00$            5

350 Intersection of Kelly Ave and Quarters at Kelley Pointe 28,000.00$            2

352 Intersection of Santa Fe Ave and Bent Trail Rd 13,000.00$            5

353 Intersection of Santa Fe Ave and Chisholm Trail Blvd 15,000.00$            5

354 Intersection of Santa Fe Ave and Coventry Ct 16,000.00$            5

355 Intersection of Santa Fe Ave and Williamsburg Blvd 16,000.00$            2

356 Intersection of Santa Fe Ave and Big Horn 12,000.00$            5

357 Intersection of Santa Fe Ave and Mill Valley Blvd 22,000.00$            5

358 Intersection of Santa Fe Ave and Countrywood Ln 17,000.00$            5

359 Intersection of Santa Fe Ave and Fairfield Dr 10,000.00$            5

374 Intersection of N Bryant Ave and Glendale Dr 1,000.00$              13

382 Intersection of E Covell Rd and Princeton Ave 13,000.00$            2

383 Intersection of E Covell Rd and Brookhaven Dr 16,000.00$            5

391 Intersection of E 33rd St and Thornbrooke Blvd 13,000.00$            3

392 Intersection of E 33rd St and Spring Hill Dr 17,000.00$            2

393 Intersection of N Broadway and E Thatcher St 32,000.00$            5

398 Intersection of N Kelly Ave and Alley 3,000.00$              2

399 Intersection of N Santa Fe Ave and Pine View Ter 13,000.00$            6

404 Intersection of N Kelly Ave and Secretariat Ln 6,000.00$              5

405 Intersection of N Coltrane Rd and Red Fern 27,000.00$            5

412 Intersection of Edmond Rd and S Story St 10,000.00$            9

413 Intersection of Edmond Rd and S Howard St (East) 32,000.00$            5

415 Intersection of Edmond Rd and S State St 17,000.00$            5

416 Intersection of Edmond Rd and S Madison St 37,000.00$            5

421 Intersection of 15th St and Trenton Dr 10,000.00$            3

422 Intersection of 15th St and Greenfield Dr 11,000.00$            6

423 Intersection of 15th St and Sand Springs Trl 27,000.00$            2

424 Intersection of 15th St and Creston Way 3,000.00$              3

425 Intersection of Danforth Rd and Roosevelt St 16,000.00$            9

426 Intersection of Santa Fe Ave and Del Simmons Dr 19,000.00$            2

427 Intersection of Santa Fe Ave and Pebble Creek Blvd 27,000.00$            2

428 Intersection of Santa Fe Ave and Bradford Way 45,000.00$            5

90000 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146) 6,000.00$              5

90001 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.521) 2,000.00$              13

90002 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5205) 2,000.00$              13

90003 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5197) 2,000.00$              13

90004 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5184) 2,000.00$              13

90005 Intersection of 15th St and Del Mar Dr 10,000.00$            13

90006 Intersection of 15th St and Bandera 10,000.00$            13

90007 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146) 3,000.00$              13

90008 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5127) 11,000.00$            5

90009 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5118) 6,000.00$              5

90010 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5121) 3,000.00$              5

90011 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5129) 6,000.00$              5

90012 Intersection of Santa Fe Ave and driveway (Lat. 35.6375; Long. -97.5138) 3,000.00$              5

90013 Intersection of Santa Fe Ave and driveway (Lat. 35.6370; Long. -97.5138) 3,000.00$              5

90014 Intersection of Santa Fe Ave and driveway (Lat. 35.6360; Long. -97.5138) 16,000.00$            5

90015 Intersection of Santa Fe Ave and driveway (Lat. 35.6346; Long. -97.5138) 4,000.00$              5

90016 Intersection of Santa Fe Ave and driveway (Lat. 35.6246; Long. -97.5137) 3,000.00$              5

90017 Intersection of Santa Fe Ave and Butterfly Creek Blvd 16,000.00$            5
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90018 Intersection of Santa Fe Ave and NW 156th Ter 16,000.00$            5

90019 Intersection of Santa Fe Ave and drainage (Lat. 35.6306; Long. -97.5139) 9,000.00$              5

90020 Intersection of Santa Fe Ave and Raton (Lat. 35.6359; Long. -97.5138) 20,000.00$            5

90021 Intersection of Santa Fe Ave and driveway (Lat. 35.6363; Long. -97.5139) 11,000.00$            5

90022 Intersection of Santa Fe Ave and driveway (Lat. 35.6365; Long. -97.5139) 5,000.00$              5

90023 Intersection of Santa Fe Ave and driveway (Lat. 35.6367; Long. -97.5139) 5,000.00$              5

90024 Intersection of Santa Fe Ave and driveway (Lat. 35.6371; Long. -97.5139) 8,000.00$              5

90025 Intersection of Santa Fe Ave and driveway (Lat. 35.6374; Long. -97.5138) 3,000.00$              13

90026 Intersection of Santa Fe Ave and driveway (Lat. 35.6379; Long. -97.5139) 3,000.00$              13

90027 Intersection of Santa Fe Ave and driveway (Lat. 35.6380; Long. -97.5138) 3,000.00$              13

90028 Intersection of Santa Fe Ave and driveway (Lat. 35.6391; Long. -97.5138) 11,000.00$            5

90029 Intersection of Santa Fe Ave and driveway (Lat. 35.6395; Long. -97.5138) 5,000.00$              5

90030 Intersection of Santa Fe Ave and driveway (Lat. 35.6399; Long. -97.5138) 11,000.00$            5

90031 Intersection of Santa Fe Ave and driveway (Lat. 35.6405; Long. -97.5138) 1,000.00$              5

90032 Intersection of Santa Fe Ave and driveway (Lat. 35.6412; Long. -97.5139) 5,000.00$              5

90033 Intersection of Santa Fe Ave and driveway (Lat. 35.6402; Long. -97.5139) 6,000.00$              5

90034 Intersection of Santa Fe Ave and driveway (Lat. 35.6398; Long. -97.5139) 6,000.00$              5

90035 Intersection of Santa Fe Ave and driveway (Lat. 35.6393; Long. -97.5139) 5,000.00$              5

90036 Intersection of Santa Fe Ave and driveway (Lat. 35.6526; Long. -97.5139) 6,000.00$              5

90037 Intersection of Santa Fe Ave and driveway (Lat. 35.6523; Long. -97.5138) 11,000.00$            5

90038 Intersection of Santa Fe Ave and driveway (Lat. 35.6516; Long. -97.5139) 3,000.00$              5

90039 Intersection of Santa Fe Ave and driveway (Lat. 35.6513; Long. -97.5139) 3,000.00$              5

90040 Intersection of Santa Fe Ave and Silver Fox Dr 10,000.00$            5

90041 Intersection of Santa Fe Ave and driveway (Lat. 35.6498; Long. -97.5139) 2,000.00$              5

90042 Intersection of Santa Fe Ave and driveway (Lat. 35.6519; Long. -97.5139) 14,000.00$            5

90047 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5144) 8,000.00$              5

90048 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.515) 5,000.00$              5

90049 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5153) 6,000.00$              5

90050 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5159) 8,000.00$              5

90051 Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5166) 8,000.00$              5

90052 Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5171) 3,000.00$              5

90054 Intersection of Santa Fe Ave and driveway (Lat. 35.6536; Long. -97.5139) 17,000.00$            2

90055 Intersection of Santa Fe Ave and driveway (Lat. 35.6547; Long. -97.5139) 7,000.00$              2

90056 Intersection of Santa Fe Ave and driveway (Lat. 35.6540; Long. -97.5139) 19,000.00$            2

90057 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5004) 5,000.00$              5

90058 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4999) 6,000.00$              5

90059 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4996) 5,000.00$              5

90060 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4988) 8,000.00$              5

90061 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4988) 3,000.00$              5

90062 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4991) 3,000.00$              5

90063 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4995) 8,000.00$              2

90064 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5002) 3,000.00$              2

90065 Intersection of W 1st St and Transit Stop ramp (Lat. 35.6543; Long. -97.483) 2,000.00$              9

90066 Intersection of Broadway and driveway (Lat. 35.6576; Long. -97.4809) 8,000.00$              2

90067 Intersection of Broadway and driveway (Lat. 35.6580; Long. -97.4809) 13,000.00$            2

90068
Intersection of Broadway and on-street parking ramp (Lat. 35.6586; Long. -

97.4808)
5,000.00$              2

90069
Intersection of Broadway and on-street parking ramp (Lat. 35.6577; Long. -

97.4809)
2,000.00$              2

90070 Intersection of Broadway and driveway (Lat. 35.6559; Long. -97.4812) 5,000.00$              2

90071
Intersection of Broadway and on-street parking ramp (Lat. 35.6544; Long. -

97.4814)
4,000.00$              5

90072 Intersection of Broadway and drainage (Lat. 35.6562; Long. -97.4811) 2,000.00$              5

90073
Intersection of Broadway and on-street parking ramp (Lat. 35.6558; Long. -

97.4812)
4,000.00$              2

90078 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5155) 10,000.00$            5

90079 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5147) 11,000.00$            5
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90080 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5151) 11,000.00$            5

90081 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5172) 14,000.00$            5

90082 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5186) 14,000.00$            5

90083 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5135) 3,000.00$              5

90084 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5129) 5,000.00$              5

90085 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5126) 14,000.00$            5

90086 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5103) 13,000.00$            5

90087 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5049) 5,000.00$              2

90088 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5045) 5,000.00$              2

90089 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5005) 13,000.00$            2

90090 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4982) 8,000.00$              5

90091 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4968) 8,000.00$              5

90092 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4971) 3,000.00$              5

90093 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4976) 3,000.00$              5

90094 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5011) 2,000.00$              6

90095 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5022) 2,000.00$              3

90096 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5024) 2,000.00$              3

90097 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.503) 2,000.00$              3

90098 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5031) 2,000.00$              3

90099 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4957) 8,000.00$              5

90100 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4952) 13,000.00$            5

90101 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4942) 18,000.00$            5

90102 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4938) 11,000.00$            5

90103 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4919) 8,000.00$              5

90104 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.491) 2,000.00$              2

90105 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4904) 8,000.00$              2

90106 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4895) 5,000.00$              2

90107 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4882) 13,000.00$            2

90108 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4836) 4,000.00$              2

90109 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4827) 3,000.00$              3

90110 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.48) 2,000.00$              6

90111 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4803) 2,000.00$              6

90113 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4775) 11,000.00$            5

90114 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4766) 10,000.00$            5

90115 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4707) 8,000.00$              5

90116 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4713) 11,000.00$            5

90117 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4722) 5,000.00$              5

90118 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4724) 5,000.00$              5

90119 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4733) 2,000.00$              5

90120 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4751) 7,000.00$              5

90121 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4688) 6,000.00$              5

90122 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4687) 3,000.00$              5

90123 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4684) 5,000.00$              5

90125 Intersection of N Coltrane Rd and E Covell Rd 23,000.00$            13

90126 Intersection of Bryant Ave and driveway (Lat. 35.6777; Long. -97.4605) 2,000.00$              13

90127 Intersection of Bryant Ave and Brookhaven Dr 18,000.00$            5

90128 Intersection of Bryant Ave and driveway (Lat. 35.6690; Long. -97.4604) 6,000.00$              2

90129 Intersection of Bryant Ave and driveway (Lat. 35.6685; Long. -97.4604) 8,000.00$              2

90130 Intersection of Bryant Ave and driveway (Lat. 35.6678; Long. -97.4605) 8,000.00$              5

90131 Intersection of Bryant Ave and driveway (Lat. 35.6649; Long. -97.4604) 3,000.00$              5

90132 Intersection of Bryant Ave and driveway (Lat. 35.6659; Long. -97.4604) 3,000.00$              5

90133 Intersection of Bryant Ave and driveway (Lat. 35.6668; Long. -97.4604) 6,000.00$              5

90134 Intersection of Bryant Ave and driveway (Lat. 35.6663; Long. -97.4605) 3,000.00$              13

90135 Intersection of Bryant Ave and driveway (Lat. 35.6651; Long. -97.4604) 3,000.00$              13

90136 Intersection of Bryant Ave and driveway (Lat. 35.6596; Long. -97.4604) 5,000.00$              5

90137 Intersection of Bryant Ave and driveway (Lat. 35.6592; Long. -97.4604) 11,000.00$            5

90138 Intersection of Bryant Ave and driveway (Lat. 35.6590; Long. -97.4604) 8,000.00$              5

90139 Intersection of Bryant Ave and driveway (Lat. 35.6582; Long. -97.4604) 6,000.00$              5
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90140 Intersection of Bryant Ave and driveway (Lat. 35.6578; Long. -97.4604) 8,000.00$              5

90141 Intersection of Bryant Ave and driveway (Lat. 35.6574; Long. -97.4604) 8,000.00$              5

90142 Intersection of Bryant Ave and driveway (Lat. 35.6555; Long. -97.4604) 7,000.00$              2

90143 Intersection of Bryant Ave and driveway (Lat. 35.6562; Long. -97.4604) 3,000.00$              3

90144 Intersection of Bryant Ave and driveway (Lat. 35.6568; Long. -97.4604) 6,000.00$              2

90145 Intersection of Bryant Ave and driveway (Lat. 35.6572; Long. -97.4604) 3,000.00$              2

90146 Intersection of Bryant Ave and driveway (Lat. 35.6536; Long. -97.4604) 11,000.00$            2

90147 Intersection of Bryant Ave and driveway (Lat. 35.6546; Long. -97.4605) 13,000.00$            2

90148 Intersection of Bryant Ave and driveway (Lat. 35.6545; Long. -97.4603) 2,000.00$              3

90149 Intersection of Bryant Ave and driveway (Lat. 35.6539; Long. -97.4605) 10,000.00$            2

90150 Intersection of Bryant Ave and driveway (Lat. 35.6537; Long. -97.4604) 2,000.00$              3

90151 Intersection of Bryant Ave and driveway (Lat. 35.6521; Long. -97.4605) 3,000.00$              2

90152 Intersection of Bryant Ave and driveway (Lat. 35.6516; Long. -97.4605) 9,000.00$              2

90153 Intersection of Bryant Ave and driveway (Lat. 35.6512; Long. -97.4605) 4,000.00$              2

90154 Intersection of Bryant Ave and driveway (Lat. 35.6508; Long. -97.4605) 3,000.00$              2

90155 Intersection of Bryant Ave and driveway (Lat. 35.6510; Long. -97.4604) 2,000.00$              2

90156 Intersection of Bryant Ave and driveway (Lat. 35.6511; Long. -97.4604) 8,000.00$              2

90157 Intersection of Bryant Ave and driveway (Lat. 35.6520; Long. -97.4604) 11,000.00$            2

90158 Intersection of Bryant Ave and driveway (Lat. 35.6485; Long. -97.4605) 3,000.00$              8

90159 Intersection of Bryant Ave and driveway (Lat. 35.6460; Long. -97.4605) 5,000.00$              2

90160 Intersection of Bryant Ave and driveway (Lat. 35.6483; Long. -97.4605) 11,000.00$            2

90161 Intersection of Bryant Ave and driveway (Lat. 35.6492; Long. -97.4604) 3,000.00$              2

90162 Intersection of Bryant Ave and driveway (Lat. 35.6450; Long. -97.4604) 5,000.00$              2

90163 Intersection of Bryant Ave and driveway (Lat. 35.6446; Long. -97.4604) 3,000.00$              2

90164 Intersection of Bryant Ave and driveway (Lat. 35.6428; Long. -97.4605) 6,000.00$              5

90165
Intersection of Bryant Ave and midblock crossing (Lat. 35.6425; Long. -

97.4605)
12,000.00$            5

90166 Intersection of Bryant Ave and driveway (Lat. 35.6438; Long. -97.4605) 3,000.00$              9

90167 Intersection of Bryant Ave and driveway (Lat. 35.6442; Long. -97.4604) 2,000.00$              13

90168 Intersection of Bryant Ave and driveway (Lat. 35.6447; Long. -97.4604) 6,000.00$              2

90169 Intersection of Bryant Ave and driveway (Lat. 35.6404; Long. -97.4604) 3,000.00$              9

90170 Intersection of Bryant Ave and driveway (Lat. 35.6389; Long. -97.460) 5,000.00$              5

90171 Intersection of Bryant Ave and driveway (Lat. 35.6392; Long. -97.4605) 1,000.00$              5

90172 Intersection of Bryant Ave and driveway (Lat. 35.6376; Long. -97.4605) 11,000.00$            2

90173 Intersection of Bryant Ave and driveway (Lat. 35.6362; Long. -97.4604) 2,000.00$              3

90174 Intersection of Bryant Ave and driveway (Lat. 35.6305; Long. -97.4605) 6,000.00$              5

90175 Intersection of Bryant Ave and driveway (Lat. 35.6290; Long. -97.4605) 8,000.00$              5

90176 Intersection of Bryant Ave and driveway (Lat. 35.6281; Long. -97.4605) 8,000.00$              2

90177 Intersection of Bryant Ave and driveway (Lat. 35.6276; Long. -97.4604) 8,000.00$              5

90178 Intersection of Bryant Ave and driveway (Lat. 35.6269; Long. -97.4604) 8,000.00$              5

90179 Intersection of Bryant Ave and driveway (Lat. 35.6258; Long. -97.4604) 3,000.00$              5

90180 Intersection of Bryant Ave and driveway (Lat. 35.6250; Long. -97.4605) 3,000.00$              5

90181 Intersection of Bryant Ave and driveway (Lat. 35.6245; Long. -97.4604) 3,000.00$              5

90182 Intersection of Bryant Ave and driveway (Lat. 35.6230; Long. -97.4604) 6,000.00$              2

90183 Intersection of Bryant Ave and driveway (Lat. 35.6217; Long. -97.4604) 8,000.00$              2

90184 Intersection of Bryant Ave and driveway (Lat. 35.6202; Long. -97.4604) 8,000.00$              2

90185 Intersection of Bryant Ave and driveway (Lat. 35.6193; Long. -97.4604) 8,000.00$              2

90186 Intersection of Bryant Ave and driveway (Lat. 35.6186; Long. -97.4604) 3,000.00$              2

90187 Intersection of Bryant Ave and driveway (Lat. 35.6167; Long. -97.4604) 5,000.00$              5

90189 Intersection of Coltrane Rd and driveway (Lat. 35.6656; Long. -97.4427) 3,000.00$              13

90190 Intersection of Coltrane Rd and driveway (Lat. 35.6613; Long. -97.4427) 3,000.00$              13

90191 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4497) 3,000.00$              2

90192 Intersection of Coltrane Rd and driveway (Lat. 35.6521; Long. -97.4427) 8,000.00$              5

90193 Intersection of Coltrane Rd and driveway (Lat. 35.6517; Long. -97.4427) 18,000.00$            5

90194 Intersection of Coltrane Rd and driveway (Lat. 35.6513; Long. -97.4427) 12,000.00$            5

90195 Intersection of Coltrane Rd and driveway (Lat. 35.6501; Long. -97.4427) 12,000.00$            5

90196 Intersection of Coltrane Rd and driveway (Lat. 35.6488; Long. -97.4427) 8,000.00$              5

90197 Intersection of Coltrane Rd and driveway (Lat. 35.6485; Long. -97.4427) 8,000.00$              5



GPS ID Project Name Cost Projection Priority

90198 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4516) 5,000.00$              2

90199 Intersection of Coltrane Rd and driveway (Lat. 35.6230; Long. -97.4428) 6,000.00$              5

90200 Intersection of Coltrane Rd and driveway (Lat. 35.6233; Long. -97.4429) 2,000.00$              5

90201 Intersection of Coltrane Rd and driveway (Lat. 35.6346; Long. -97.4428) 2,000.00$              13

90202 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4587) 4,000.00$              5

90203 Intersection of Coltrane Rd and driveway (Lat. 35.6376; Long. -97.4428) 8,000.00$              5

90204 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4617) 6,000.00$              2

90205 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4628) 8,000.00$              2

90206 Intersection of Coltrane Rd and driveway (Lat. 35.6496; Long. -97.4427) 3,000.00$              6

90207 Intersection of Coltrane Rd and driveway (Lat. 35.6495; Long. -97.4427) 3,000.00$              6

90208 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4641) 3,000.00$              2

90209 Intersection of Coltrane Rd and driveway (Lat. 35.6389; Long. -97.4427) 11,000.00$            5

90210 Intersection of Coltrane Rd and driveway (Lat. 35.6393; Long. -97.4427) 7,000.00$              5

90211 Intersection of Coltrane Rd and driveway (Lat. 35.6404; Long. -97.4427) 2,000.00$              13

90212 Intersection of Coltrane Rd and driveway (Lat. 35.6416; Long. -97.4427) 1,000.00$              13

90213 Intersection of Coltrane Rd and driveway (Lat. 35.6434; Long. -97.4427) 2,000.00$              13

90214 Intersection of Coltrane Rd and driveway (Lat. 35.6439; Long. -97.4427) 2,000.00$              13

90215 Intersection of Coltrane Rd and driveway (Lat. 35.6455; Long. -97.4427) 2,000.00$              13

90217 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.467) 2,000.00$              2

90218 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4788) 3,000.00$              2

90219 Intersection of 33rd St and Clay Dr 10,000.00$            2

90220 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4804) 3,000.00$              2

90221 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4812) 6,000.00$              2

90222 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4268) 5,000.00$              5

90223 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4273) 6,000.00$              5

90224 Intersection of Covell Rd and driveway (Lat. 35.6818; Long. -97.4725) 4,000.00$              2

90225 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4286) 3,000.00$              5

90226 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.431) 1,000.00$              5

90227 Intersection of 15th St and Fox Lake Ln 27,000.00$            5

90228 Intersection of 15th St and Tahlequah Dr 28,000.00$            5

90229 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.434) 2,000.00$              6

90230 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4362) 5,000.00$              5

90231 Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4871) 9,000.00$              5

90232 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.495) 11,000.00$            2

90233 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.494) 7,000.00$              2

90234 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4931) 9,000.00$              5

90235 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4741) 5,000.00$              2

90236 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4745) 2,000.00$              2

90237 Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4911) 9,000.00$              5

90238 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4765) 4,000.00$              2

90239 Intersection of Kelly Ave and driveway (Lat. 35.6811; Long. -97.4961) 6,000.00$              9

90240 Intersection of Kelly Ave and driveway (Lat. 35.6802; Long. -97.4961) 9,000.00$              5

90241 Intersection of Kelly Ave and driveway (Lat. 35.6788; Long. -97.4961) 5,000.00$              5

90242 Intersection of Kelly Ave and driveway (Lat. 35.6742; Long. -97.4961) 7,000.00$              5

90243 Intersection of Broadway and driveway (Lat. 35.6604; Long. -97.4806) 11,000.00$            5

90244 Intersection of Kelly Ave and driveway (Lat. 35.6764; Long. -97.4961) 4,000.00$              5

90245 Intersection of Broadway and driveway (Lat. 35.6606; Long. -97.4805) 2,000.00$              6

90246 Intersection of Broadway and driveway (Lat. 35.6607; Long. -97.4805) 3,000.00$              6

90247 Intersection of Kelly Ave and driveway (Lat. 35.6684; Long. -97.496) 2,000.00$              9

90248 Intersection of Kelly Ave and driveway (Lat. 35.6688; Long. -97.4961) 12,000.00$            5

90249 Intersection of Kelly Ave and driveway (Lat. 35.6697; Long. -97.4961) 14,000.00$            2

90250 Intersection of Kelly Ave and driveway (Lat. 35.6699; Long. -97.4961) 5,000.00$              2

90251 Intersection of Kelly Ave and driveway (Lat. 35.6713; Long. -97.4961) 4,000.00$              9

90252 Intersection of Broadway and driveway (Lat. 35.6612; Long. -97.4805) 2,000.00$              6

90253 Intersection of Kelly Ave and driveway (Lat. 35.6718; Long. -97.4961) 8,000.00$              2

90254 Intersection of Broadway and driveway (Lat. 35.6613; Long. -97.4804) 2,000.00$              6

90255 Intersection of Broadway and driveway (Lat. 35.6615; Long. -97.4804) 2,000.00$              6

90256 Intersection of Broadway and driveway (Lat. 35.6616; Long. -97.4804) 2,000.00$              6
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90257 Intersection of Broadway and driveway (Lat. 35.6618; Long. -97.4804) 2,000.00$              6

90258 Intersection of Kelly Ave and driveway (Lat. 35.6704; Long. -97.4961) 4,000.00$              2

90259 Intersection of Broadway and driveway (Lat. 35.6635; Long. -97.4802) 2,000.00$              6

90260 Intersection of Broadway and driveway (Lat. 35.6644; Long. -97.4803) 5,000.00$              2

90261 Intersection of Broadway and driveway (Lat. 35.6645; Long. -97.4803) 2,000.00$              3

90262 Intersection of Kelly Ave and driveway (Lat. 35.6691; Long. -97.496) 3,000.00$              2

90263 Intersection of Broadway and driveway (Lat. 35.6652; Long. -97.4804) 3,000.00$              3

90264 Intersection of Kelly Ave and driveway (Lat. 35.6682; Long. -97.4961) 8,000.00$              2

90265 Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805) 1,000.00$              3

90266 Intersection of Kelly Ave and driveway (Lat. 35.6671; Long. -97.4961) 13,000.00$            5

90267 Intersection of Kelly Ave and driveway (Lat. 35.6664; Long. -97.4961) 6,000.00$              5

90268 Intersection of Broadway and driveway (Lat. 35.6664; Long. -97.4806) 2,000.00$              3

90269 Intersection of Broadway and driveway (Lat. 35.6666; Long. -97.4806) 1,000.00$              3

90270 Intersection of Broadway and driveway (Lat. 35.6668; Long. -97.4807) 4,000.00$              2

90271 Intersection of Broadway and driveway (Lat. 35.6670; Long. -97.4807) 3,000.00$              2

90272 Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805) 2,000.00$              3

90273 Intersection of Kelly Ave and driveway (Lat. 35.6656; Long. -97.496) 11,000.00$            5

90274 Intersection of Kelly Ave and driveway (Lat. 35.6658; Long. -97.496) 8,000.00$              5

90275 Intersection of Broadway and driveway (Lat. 35.6637; Long. -97.4802) 2,000.00$              6

90276 Intersection of Kelly Ave and driveway (Lat. 35.6660; Long. -97.496) 3,000.00$              5

90277 Intersection of Kelly Ave and driveway (Lat. 35.6668; Long. -97.496) 6,000.00$              5

90278 Intersection of Kelly Ave and driveway (Lat. 35.6672; Long. -97.496) 2,000.00$              5

90279 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4983) 1,000.00$              9

90280 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5016) -$                       13

90281 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5049) 2,000.00$              9

90282 Intersection of Kelly Ave and driveway (Lat. 35.6598; Long. -97.4961) 3,000.00$              5

90283 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5043) 2,000.00$              9

90284 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4991) -$                       13

90285 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4976) 2,000.00$              9

90286 Intersection of Boulevard St and driveway (Lat. 35.6678; Long. -97.4782) 3,000.00$              5

90287 Intersection of Boulevard St and driveway (Lat. 35.6706; Long. -97.4782) 13,000.00$            2

90288 Intersection of Boulevard St and driveway (Lat. 35.6710; Long. -97.4782) 3,000.00$              5

90289 Intersection of Kelly Ave and driveway (Lat. 35.6541; Long. -97.496) 10,000.00$            5

90290 Intersection of Kelly Ave and driveway (Lat. 35.6543; Long. -97.496) 7,000.00$              5

90291 Intersection of Kelly Ave and driveway (Lat. 35.6521; Long. -97.496) 18,000.00$            5

90292 Intersection of Kelly Ave and driveway (Lat. 35.6516; Long. -97.496) 8,000.00$              5

90293 Intersection of Kelly Ave and driveway (Lat. 35.6510; Long. -97.496) 6,000.00$              2

90294 Intersection of Kelly Ave and driveway (Lat. 35.6508; Long. -97.496) 8,000.00$              2

90295
Intersection of Broadway and Under Construction St (Lat. 35.6799; Long. -

97.4768)
10,000.00$            5

90296 Intersection of Kelly Ave and driveway (Lat. 35.6499; Long. -97.496) 5,000.00$              2

90297 Intersection of Kelly Ave and driveway (Lat. 35.6494; Long. -97.496) 4,000.00$              2

90298 Intersection of Kelly Ave and driveway (Lat. 35.6507; Long. -97.4961) 13,000.00$            2

90299 Intersection of Kelly Ave and driveway (Lat. 35.6513; Long. -97.496) 6,000.00$              2

90300 Intersection of Kelly Ave and driveway (Lat. 35.6522; Long. -97.496) 9,000.00$              2

90301 Intersection of Kelly Ave and driveway (Lat. 35.6524; Long. -97.496) 3,000.00$              2

90305 Intersection of Kelly Ave and driveway (Lat. 35.6487; Long. -97.496) 11,000.00$            5

90306 Intersection of Kelly Ave and driveway (Lat. 35.6484; Long. -97.496) 10,000.00$            5

90307 Intersection of Kelly Ave and driveway (Lat. 35.6480; Long. -97.496) 4,000.00$              9

90308 Intersection of Kelly Ave and driveway (Lat. 35.6478; Long. -97.496) 8,000.00$              5

90309 Intersection of Kelly Ave and Medical Park Blvd 21,000.00$            5

90310 Intersection of Kelly Ave and driveway (Lat. 35.6474; Long. -97.4961) 7,000.00$              5

90311 Intersection of Kelly Ave and driveway (Lat. 35.6472; Long. -97.4961) 2,000.00$              5

90312 Intersection of Kelly Ave and driveway (Lat. 35.6361; Long. -97.496) 3,000.00$              5

90313 Intersection of Kelly Ave and driveway (Lat. 35.6469; Long. -97.496) 2,000.00$              5

90314 Intersection of Kelly Ave and driveway (Lat. 35.6457; Long. -97.496) 2,000.00$              5

90315 Intersection of Kelly Ave and driveway (Lat. 35.6467; Long. -97.496) 6,000.00$              5

90316 Intersection of Kelly Ave and driveway (Lat. 35.6342; Long. -97.496) 3,000.00$              5
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90317 Intersection of Kelly Ave and driveway (Lat. 35.6348; Long. -97.496) 3,000.00$              5

90318 Intersection of Kelly Ave and driveway (Lat. 35.6359; Long. -97.496) 6,000.00$              5

90319 Intersection of Kelly Ave and driveway (Lat. 35.6380; Long. -97.496) 1,000.00$              5

90320 Intersection of Kelly Ave and driveway (Lat. 35.6460; Long. -97.4961) 3,000.00$              9

90321 Intersection of Kelly Ave and driveway (Lat. 35.6440; Long. -97.496) 2,000.00$              2

90322 Intersection of Kelly Ave and driveway (Lat. 35.6446; Long. -97.496) 8,000.00$              2

90323 Intersection of Kelly Ave and driveway (Lat. 35.6452; Long. -97.496) 9,000.00$              2

90324 Intersection of Kelly Ave and driveway (Lat. 35.6416; Long. -97.496) 11,000.00$            5

90325 Intersection of Kelly Ave and driveway (Lat. 35.6401; Long. -97.496) 7,000.00$              5

90326 Intersection of Kelly Ave and driveway (Lat. 35.6397; Long. -97.496) 5,000.00$              5

90327 Intersection of Kelly Ave and driveway (Lat. 35.6392; Long. -97.496) 8,000.00$              13

90328 Intersection of Kelly Ave and driveway (Lat. 35.6388; Long. -97.4962) 5,000.00$              5

90329 Intersection of Kelly Ave and driveway (Lat. 35.6390; Long. -97.496) 3,000.00$              5

90330 Intersection of Kelly Ave and driveway (Lat. 35.6395; Long. -97.4961) 2,000.00$              5

90331 Intersection of Kelly Ave and driveway (Lat. 35.6322; Long. -97.496) 10,000.00$            5

90332 Intersection of Kelly Ave and driveway (Lat. 35.6292; Long. -97.496) 8,000.00$              5

90333 Intersection of Kelly Ave and driveway (Lat. 35.6296; Long. -97.496) 3,000.00$              5

90334 Intersection of Kelly Ave and driveway (Lat. 35.6278; Long. -97.496) 11,000.00$            5

90335 Intersection of Kelly Ave and driveway (Lat. 35.6277; Long. -97.496) 10,000.00$            5

90336 Intersection of Kelly Ave and driveway (Lat. 35.6274; Long. -97.496) 8,000.00$              5

90337 Intersection of Kelly Ave and driveway (Lat. 35.6272; Long. -97.496) 11,000.00$            5

90338 Intersection of Kelly Ave and driveway (Lat. 35.6265; Long. -97.496) 11,000.00$            5

90339 Intersection of Kelly Ave and driveway (Lat. 35.6259; Long. -97.496) 11,000.00$            5

90340 Intersection of Kelly Ave and driveway (Lat. 35.6256; Long. -97.496) 8,000.00$              5

90341 Intersection of Kelly Ave and driveway (Lat. 35.6250; Long. -97.496) 13,000.00$            5

90342 Intersection of Kelly Ave and driveway (Lat. 35.6231; Long. -97.4961) 3,000.00$              13

90343 Intersection of Kelly Ave and driveway (Lat. 35.6228; Long. -97.4961) 3,000.00$              13

90344 Intersection of Kelly Ave and driveway (Lat. 35.6223; Long. -97.4961) 2,000.00$              13

90345 Intersection of Kelly Ave and driveway (Lat. 35.6206; Long. -97.496) 3,000.00$              13

90346 Intersection of Kelly Ave and driveway (Lat. 35.6198; Long. -97.496) 3,000.00$              13

90347 Intersection of Kelly Ave and driveway (Lat. 35.6193; Long. -97.496) 3,000.00$              13

90348 Intersection of Kelly Ave and driveway (Lat. 35.6188; Long. -97.496) 5,000.00$              5

90349 Intersection of Kelly Ave and driveway (Lat. 35.6185; Long. -97.496) 5,000.00$              13

90350 Intersection of Kelly Ave and driveway (Lat. 35.6178; Long. -97.496) 5,000.00$              13

90351 Intersection of Kelly Ave and driveway (Lat. 35.6166; Long. -97.496) 5,000.00$              13

90352 Intersection of Kelly Ave and driveway (Lat. 35.6167; Long. -97.4959) 2,000.00$              13

90353 Intersection of Kelly Ave and driveway (Lat. 35.6173; Long. -97.496) 3,000.00$              13

90354 Intersection of Kelly Ave and driveway (Lat. 35.6210; Long. -97.496) 3,000.00$              13

90355 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4966) 2,000.00$              5

90356 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4978) 17,000.00$            5

90357 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4412) 5,000.00$              5

90358 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4438) 2,000.00$              5

90359 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4536) 10,000.00$            5

90360 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4555) 3,000.00$              6

90361 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4566) 5,000.00$              5

90362 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.456) 3,000.00$              5

90363 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4584) 2,000.00$              2

90364 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4571) 3,000.00$              2

90365 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4591) 5,000.00$              2

90366 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4593) 6,000.00$              2

90367 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4613) 11,000.00$            5

90368 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.463) 3,000.00$              5

90369 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4634) 3,000.00$              5

90370 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.464) 3,000.00$              5

90371 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4648) 3,000.00$              9

90372 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4622) 8,000.00$              5

90373 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4692) 10,000.00$            2

90374 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4695) 4,000.00$              2
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90375 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4687) 6,000.00$              2

90376 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.47) 8,000.00$              7

90377 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4734) 10,000.00$            5

90378 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4714) 2,000.00$              13

90379 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.477) 3,000.00$              13

90380 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4773) 3,000.00$              13

90381 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4775) 3,000.00$              13

90382 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4795) 8,000.00$              5

90383 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4785) 3,000.00$              13

90384 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4812) 9,000.00$              5

90385 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4818) 5,000.00$              5

90386 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4826) 5,000.00$              5

90387 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4828) 8,000.00$              5

90388 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.483) 3,000.00$              6

90389 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4847) 8,000.00$              5

90390 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4853) 5,000.00$              5

90391 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4866) 3,000.00$              5

90392 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4883) 6,000.00$              5

90393 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4885) 5,000.00$              5

90394 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4869) 3,000.00$              5

90395 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4843) 3,000.00$              5

90396 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4841) 10,000.00$            5

90397 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4893) 10,000.00$            5

90398 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4899) 3,000.00$              5

90399 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4902) 10,000.00$            5

90400 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4917) 1,000.00$              5

90401 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4895) 3,000.00$              5

90402 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4985) 3,000.00$              5

90403 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4974) 4,000.00$              5

90404 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4968) 8,000.00$              5

90405 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4966) 6,000.00$              5

90406 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4952) 6,000.00$              5

90407 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4949) 9,000.00$              5

90408 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4944) 14,000.00$            5

90409 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.494) 9,000.00$              5

90410 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.493) 11,000.00$            5

90411 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4927) 5,000.00$              5

90412 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.461) 19,000.00$            5

90413 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4618) 14,000.00$            5

90414 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4902) 6,000.00$              5

90415 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4892) 7,000.00$              5

90416 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4966) 5,000.00$              2

90417 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4948) 3,000.00$              13

90418 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4876) 5,000.00$              2

90419 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4875) 3,000.00$              3

90420 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4845) 9,000.00$              2

90421 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5016) 11,000.00$            2

90422 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4856) 2,000.00$              6

90423 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.486) 3,000.00$              6

90424 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5041) 5,000.00$              5

90425 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5057) 8,000.00$              5

90426 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5067) 11,000.00$            5

90427 Intersection of Santa Fe Ave and driveway (Lat. 35.664; Long. -97.5141) 8,000.00$              5

90428 Intersection of Santa Fe Ave and driveway (Lat. 35.6647; Long. -97.514) 5,000.00$              5

90430 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5114) 15,000.00$            5

90431 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5127) 11,000.00$            5

90432 Intersection of Santa Fe Ave and driveway (Lat. 35.6668; Long. -97.5141) 3,000.00$              5

90433 Intersection of Santa Fe Ave and driveway (Lat. 35.6671; Long. -97.5141) 11,000.00$            5
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90434 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5125) 5,000.00$              5

90435 Intersection of Santa Fe Ave and driveway (Lat. 35.6683; Long. -97.5141) 13,000.00$            5

90436 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5101) 11,000.00$            5

90437 Intersection of Santa Fe Ave and driveway (Lat. 35.67; Long. -97.514) 13,000.00$            2

90438 Intersection of Santa Fe Ave and driveway (Lat. 35.6703; Long. -97.5141) 7,000.00$              2

90439 Intersection of 33rd St and Metro Plaza Blvd 34,000.00$            5

90440 Intersection of Santa Fe Ave and Homestead Blvd 25,000.00$            2

90441 Intersection of Santa Fe Ave and driveway (Lat. 35.6722; Long. -97.514) 8,000.00$              2

90442 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5086) 14,000.00$            5

90443 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.508) 16,000.00$            5

90444 Intersection of Santa Fe Ave and Meritage Ave 10,000.00$            6

90445 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5075) 11,000.00$            5

90446 Intersection of 33rd St and Bristol Park Blvd 40,000.00$            5

90447 Intersection of Santa Fe Ave and driveway (Lat. 35.6694; Long. -97.514) 8,000.00$              2

90448 Intersection of Santa Fe Ave and driveway (Lat. 35.675; Long. -97.514) 5,000.00$              2

90449 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5056) 13,000.00$            5

90450 Intersection of Santa Fe Ave and driveway (Lat. 35.6754; Long. -97.514) 2,000.00$              6

90453 Intersection of Kelly Ave and midblock crossing (Lat. 35.7051; Long. -97.4962) 13,000.00$            2

90454 Intersection of Kelly Ave and driveway (Lat. 35.705; Long. -97.4962) 7,000.00$              2

90455 Intersection of Kelly Ave and driveway (Lat. 35.7039; Long. -97.4962) 1,000.00$              2

90456 Intersection of Kelly Ave and driveway (Lat. 35.7043; Long. -97.4962) 2,000.00$              2

90457 Intersection of Kelly Ave and driveway (Lat. 35.7053; Long. -97.4962) 5,000.00$              2

90458 Intersection of Coffee Creek Rd and Secretariat Ln 8,000.00$              5

90459 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4588) 6,000.00$              5

90460 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4592) 5,000.00$              5

90461 Intersection of Coffee Creek Rd and Churchill Downs Rd 28,000.00$            5

90462 Intersection of Danforth Rd and driveway (Lat. 35.6671; Long. -97.4597) 8,000.00$              5

90463 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4584) 3,000.00$              5

90465 Intersection of Coltrane Rd and Steeplechase Rd 10,000.00$            5

90466 Intersection of Coltrane Rd and Asheforde Pl 8,000.00$              5

90467 Intersection of Coltrane Rd and Ranch House Dr 16,000.00$            2

90468 Intersection of Coltrane Rd and driveway (Lat. 35.6985; Long. -97.4429) 2,000.00$              13

90469 Intersection of Coltrane Rd and driveway (Lat. 35.7003; Long. -97.443) 2,000.00$              2

90470 Intersection of Coltrane Rd and Trailhead Dr 6,000.00$              2

90471 Intersection of Covell Rd and Lamond Hill Ave 5,000.00$              5

90472 Intersection of Air Depot Blvd and Great Hampden Rd 17,000.00$            5

90473 Intersection of Kelly Ave and Oak Tree Dr 11,000.00$            6

90474 Intersection of Kelly Ave and midblock crossing (Lat. 35.7165; Long. -97.4962) 14,000.00$            5

90475 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4464) 3,000.00$              2

90476 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4461) 7,000.00$              2

90477 Intersection of Western Ave and driveway (Lat. 35.6765; Long. -97.5318) 4,000.00$              2

90478 Intersection of Western Ave and driveway (Lat. 35.6759; Long. -97.5318) 2,000.00$              2

90479 Intersection of Western Ave and driveway (Lat. 35.6753; Long. -97.5318) 2,000.00$              2

90480 Intersection of Kelly Ave and driveway (Lat. 35.6241; Long. -97.496) 3,000.00$              3

90481 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4643) 8,000.00$              2

90482 Intersection of Kelly Ave and driveway (Lat. 35.6246; Long. -97.496) 7,000.00$              2

90483 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4661) 17,000.00$            2

90484 Intersection of Kelly Ave and driveway (Lat. 35.6243; Long. -97.496) 2,000.00$              2

90485 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4664) 8,000.00$              2

90486 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4668) 6,000.00$              2

90487 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4671) 14,000.00$            2

90488 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4674) 13,000.00$            5

90489 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.483) 5,000.00$              5

90490 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4678) 5,000.00$              5

90491 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4818) 6,000.00$              5

90492 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4808) 3,000.00$              5



GPS ID Project Name Cost Projection Priority

90493 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4806) 3,000.00$              5

90494 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4796) 3,000.00$              3

90495 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4802) 8,000.00$              5

90496 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4789) 3,000.00$              3

90497 Intersection of Sooner Rd and driveway (Lat. 35.6544; Long. -97.425) 14,000.00$            5

90498 Intersection of Danforth Rd and Eagle Dr 25,000.00$            5

90499 Intersection of Kelly Ave and driveway (Lat. 35.6826; Long. -97.4961) 8,000.00$              2

90500 Intersection of Kelly Ave and driveway (Lat. 35.6838; Long. -97.4961) 8,000.00$              2

90501 Intersection of Kelly Ave and driveway (Lat. 35.6848; Long. -97.4962) 7,000.00$              2

90502 Intersection of Kelly Ave and driveway (Lat. 35.6832; Long. -97.4961) 7,000.00$              2

90503 Intersection of Kelly Ave and driveway (Lat. 35.6917; Long. -97.4962) 10,000.00$            5

90504 Intersection of Kelly Ave and Villas Creek Dr 27,000.00$            5

90506 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4951) 2,000.00$              5

90507 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4948) 5,000.00$              5

90508 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4943) 3,000.00$              6

90509 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4937) 3,000.00$              6

90510 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4934) 3,000.00$              6

90511 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4927) 3,000.00$              6

90512 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4919) 6,000.00$              5

90513 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4895) 11,000.00$            2

90514 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4893) 6,000.00$              2

90515 Intersection of Edmond Rd and Wimbledon Dr 24,000.00$            2

90516 Intersection of Edmond Rd and S Walnut St 21,000.00$            2

90517 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4877) 7,000.00$              2

90518 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4873) 8,000.00$              2

90519 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.489) 5,000.00$              2

90520 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.491) 2,000.00$              6

90521 Intersection of Edmond Rd and S Santa Fe Dr 46,000.00$            2

90522 Intersection of Edmond Rd and 3rd St 11,000.00$            6

90523 Intersection of Edmond Rd and driveway (Lat. 35.6532; Long. -97.4822) 6,000.00$              5

90524 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4865) 6,000.00$              5

6,915,000.00$       TOTAL



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 100

Project Name: Intersection of 15th St and Del Norte Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,826.57$                   
q Preliminary Design Contingency:(% +/-) 2,435.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,738.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 350 LF 6.00$                        2,100.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 67 SY 50.00$                      3,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Del Norte Dr

Photographs GPS ID: 100

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 100 Intersection of 15th St and Del Norte Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 101

Project Name: Intersection of 15th St and Copper Cove Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X

X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Dangerous Dangerous Dangerous Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 35,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,187.14$                   
q Preliminary Design Contingency:(% +/-) 5,582.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 25,230.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 404 LF 6.00$                        2,424.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Copper Cove Dr

Photographs GPS ID: 101

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 101 Intersection of 15th St and Copper Cove Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 102

Project Name: Intersection of 15th St and W 15Th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Poor Poor Poor Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 30,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,336.00$                   
q Preliminary Design Contingency:(% +/-) 4,448.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 22,216.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 444 LF 6.00$                        2,664.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and W 15Th St

Photographs GPS ID: 102

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 102 Intersection of 15th St and W 15Th St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 103

Project Name: Intersection of 15th St and S State St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,355.43$                   
q Preliminary Design Contingency:(% +/-) 3,140.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 14,504.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 117 LF 6.00$                        702.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and S State St

Photographs GPS ID: 103

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 103 Intersection of 15th St and S State St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 104

Project Name: Intersection of 15th St and Coffee Creek Apartments

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X

X X

X X X X

X X X X

X X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,482.00$                   
q Preliminary Design Contingency:(% +/-) 1,976.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Coffee Creek Apartments

Photographs GPS ID: 104

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 104 Intersection of 15th St and Coffee Creek Apartments

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 105

Project Name: Intersection of 15th St and S Fretz Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X

X

X

X X X

X

X X X X

X X X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

q Final Design Estimated Project Cost: 28,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,196.29$                   
q Preliminary Design Contingency:(% +/-) 4,261.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,542.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 498 LF 6.00$                        2,988.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 42 SY 12.00$                      504.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 80 SF 25.00$                      2,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 71 SY 50.00$                      3,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and S Fretz Ave

Photographs GPS ID: 105

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 105 Intersection of 15th St and S Fretz Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 106

Project Name: Intersection of 15th St and Chelsea Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4A

X

X X X

X X

X X X

X X X

X X X

X X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% X N/A X N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 25,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,913.43$                   
q Preliminary Design Contingency:(% +/-) 3,884.57$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 18,202.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 130 LF 6.00$                        780.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Chelsea Dr

Photographs GPS ID: 106

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 106 Intersection of 15th St and Chelsea Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 107

Project Name: Intersection of 15th St and S Littler Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Nz 1A 2A 3z 4z

X X

X X

X

X

X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Dangerous N/A Poor N/A

q Final Design Estimated Project Cost: 29,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,479.14$                   
q Preliminary Design Contingency:(% +/-) 4,638.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,882.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 280 LF 6.00$                        1,680.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 50 SF 25.00$                      1,250.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 64 SY 50.00$                      3,200.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and S Littler Ave

Photographs GPS ID: 107

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 107 Intersection of 15th St and S Littler Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

North  Median No Ramp (Nz ) Ramp 1A Ramp 2A

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 108

Project Name: Intersection of 15th St and Edgewood Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,252.29$                   
q Preliminary Design Contingency:(% +/-) 1,669.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,078.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 88 LF 6.00$                        528.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Edgewood Dr

Photographs GPS ID: 108

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 108 Intersection of 15th St and Edgewood Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 109

Project Name: Intersection of 15th St and Hunters Ridge Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 215.14$                      
q Preliminary Design Contingency:(% +/-) 286.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 498.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 3 SY 50.00$                      150.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Hunters Ridge Rd

Photographs GPS ID: 109

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 109 Intersection of 15th St and Hunters Ridge Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 110

Project Name: Intersection of 15th St and Turtlecreek Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X

X X

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A X

Path of travel pavement condition N/A Poor Dangerous Good

q Final Design Estimated Project Cost: 33,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,791.14$                   
q Preliminary Design Contingency:(% +/-) 5,054.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 24,154.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 334 LF 6.00$                        2,004.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Turtlecreek Rd

Photographs GPS ID: 110

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 110 Intersection of 15th St and Turtlecreek Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 111

Project Name: Intersection of 15th St and Brixton Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,329.43$                   
q Preliminary Design Contingency:(% +/-) 1,772.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,898.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 58 LF 6.00$                        348.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Brixton Rd

Photographs GPS ID: 111

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 111 Intersection of 15th St and Brixton Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 112

Project Name: Intersection of 15th St and Walnut Cove Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 956.57$                      
q Preliminary Design Contingency:(% +/-) 1,275.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,768.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 66 LF 6.00$                        396.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Walnut Cove Rd

Photographs GPS ID: 112

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 112 Intersection of 15th St and Walnut Cove Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 113

Project Name: Intersection of 15th St and Chimney Hill Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Poor N/A

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,306.57$                   
q Preliminary Design Contingency:(% +/-) 3,075.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,618.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 178 LF 6.00$                        1,068.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Chimney Hill Rd

Photographs GPS ID: 113

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 113 Intersection of 15th St and Chimney Hill Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 114

Project Name: Intersection of 15th St and Garrett Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 936.00$                      
q Preliminary Design Contingency:(% +/-) 1,248.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,816.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 74 LF 6.00$                        444.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Garrett Dr

Photographs GPS ID: 114

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 114 Intersection of 15th St and Garrett Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 115

Project Name: Intersection of 15th St and Breckenridge Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 868.29$                      
q Preliminary Design Contingency:(% +/-) 1,157.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,974.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 48 LF 6.00$                        288.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 3 SY 50.00$                      150.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Breckenridge Dr

Photographs GPS ID: 115

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 115 Intersection of 15th St and Breckenridge Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 116

Project Name: Intersection of 15th St and Vail Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,431.43$                   
q Preliminary Design Contingency:(% +/-) 1,908.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,660.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 48 LF 6.00$                        288.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Vail Dr

Photographs GPS ID: 116

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 116 Intersection of 15th St and Vail Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 117

Project Name: Intersection of 15th St and Oak Springs Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X X

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% X N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 22,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,519.14$                   
q Preliminary Design Contingency:(% +/-) 3,358.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 16,122.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 262 LF 6.00$                        1,572.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Oak Springs Ln

Photographs GPS ID: 117

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 117 Intersection of 15th St and Oak Springs Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 118

Project Name: Intersection of 15th St and Deason Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A X N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,632.86$                   
q Preliminary Design Contingency:(% +/-) 2,177.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 10,190.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 74 LF 6.00$                        444.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Deason Dr

Photographs GPS ID: 118

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 118 Intersection of 15th St and Deason Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 119

Project Name: Intersection of 15th St and Kerry Layne

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4A

X

X X

X X

X X

X X

X

X

X

X X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous Dangerous N/A Dangerous

q Final Design Estimated Project Cost: 41,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,588.29$                   
q Preliminary Design Contingency:(% +/-) 6,117.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 30,294.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 334 LF 6.00$                        2,004.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 45 SY 12.00$                      540.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 70 SF 25.00$                      1,750.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 80 SY 50.00$                      4,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Kerry Layne

Photographs GPS ID: 119

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 119 Intersection of 15th St and Kerry Layne

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 120

Project Name: Intersection of 15th St and Tomahawk Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Poor N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,175.14$                   
q Preliminary Design Contingency:(% +/-) 1,566.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,258.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 118 LF 6.00$                        708.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Tomahawk Rd

Photographs GPS ID: 120

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 120 Intersection of 15th St and Tomahawk Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 122

Project Name: Intersection of 33rd St and Bristol Park Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X X

X X

X X

X X

X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Poor Poor N/A Poor

q Final Design Estimated Project Cost: 41,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,709.14$                   
q Preliminary Design Contingency:(% +/-) 6,278.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 30,012.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 381 LF 6.00$                        2,286.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 59 SY 50.00$                      2,950.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Bristol Park Blvd

Photographs GPS ID: 122

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 122 Intersection of 33rd St and Bristol Park Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 123

Project Name: Intersection of 33rd St and Hidden Prairie Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous Dangerous N/A Dangerous

q Final Design Estimated Project Cost: 38,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,512.00$                   
q Preliminary Design Contingency:(% +/-) 6,016.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 27,472.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 382 LF 6.00$                        2,292.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 50 SY 50.00$                      2,500.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Hidden Prairie Way

Photographs GPS ID: 123

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 123 Intersection of 33rd St and Hidden Prairie Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 124

Project Name: Intersection of 33rd St and Teakwood Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition Good N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,067.14$                   
q Preliminary Design Contingency:(% +/-) 1,422.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,510.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 5 SY 12.00$                      60.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 20 SF 60.00$                      1,200.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 5 SY 50.00$                      250.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Teakwood Ln

Photographs GPS ID: 124

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 124 Intersection of 33rd St and Teakwood Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 125

Project Name: Intersection of 33rd St and Technology Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,617.43$                   
q Preliminary Design Contingency:(% +/-) 2,156.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,226.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 196 LF 6.00$                        1,176.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Technology Dr

Photographs GPS ID: 125

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 125 Intersection of 33rd St and Technology Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 126

Project Name: Intersection of 33rd St and Wynn Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4z

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,716.86$                   
q Preliminary Design Contingency:(% +/-) 2,289.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,994.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Wynn Dr

Photographs GPS ID: 126

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 126 Intersection of 33rd St and Wynn Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 127

Project Name: Intersection of 33rd St and Edmond Crossing Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF 1z 2z 3A 4A

X

X X

X X

X

X X

X X X

X X X

X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,707.43$                   
q Preliminary Design Contingency:(% +/-) 2,276.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,016.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 16 LF 7.00$                        112.00$                      

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Edmond Crossing Blvd

Photographs GPS ID: 127

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 127 Intersection of 33rd St and Edmond Crossing Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp South F Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 128

Project Name: Intersection of 33rd St and S Rankin St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X

X

X

X

X X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 23,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,686.29$                   
q Preliminary Design Contingency:(% +/-) 3,581.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 16,732.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 50 LF 6.00$                        300.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and S Rankin St

Photographs GPS ID: 128

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 128 Intersection of 33rd St and S Rankin St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 129

Project Name: Intersection of 33rd St and Rankin Ter

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X X

X X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,094.00$                   
q Preliminary Design Contingency:(% +/-) 2,792.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 13,114.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Rankin Ter

Photographs GPS ID: 129

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 129 Intersection of 33rd St and Rankin Ter

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 130

Project Name: Intersection of 33rd St and Kelsey Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,152.00$                   
q Preliminary Design Contingency:(% +/-) 1,536.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,312.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Kelsey Dr

Photographs GPS ID: 130

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 130 Intersection of 33rd St and Kelsey Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 131

Project Name: Intersection of 33rd St and Beverly Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X

X

X X

X X

X X X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Poor N/A

q Final Design Estimated Project Cost: 35,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,946.29$                   
q Preliminary Design Contingency:(% +/-) 5,261.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 25,792.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 4 LS 2,000.00$                 8,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 124 LF 6.00$                        744.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 29 SY 12.00$                      348.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 29 SY 50.00$                      1,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Beverly Dr

Photographs GPS ID: 131

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 131 Intersection of 33rd St and Beverly Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 132

Project Name: Intersection of 33rd St and Prairie Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Dangerous N/A Dangerous N/A

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,093.14$                   
q Preliminary Design Contingency:(% +/-) 2,790.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,116.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 126 LF 6.00$                        756.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 5 SY 12.00$                      60.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Prairie Ave

Photographs GPS ID: 132

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 132 Intersection of 33rd St and Prairie Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 133

Project Name: Intersection of 33rd St and Old Georgetowne Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,587.43$                   
q Preliminary Design Contingency:(% +/-) 2,116.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,296.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 216 LF 6.00$                        1,296.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Old Georgetowne Rd

Photographs GPS ID: 133

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 133 Intersection of 33rd St and Old Georgetowne Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 134

Project Name: Intersection of 33rd St and Jim Robison Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,170.86$                   
q Preliminary Design Contingency:(% +/-) 1,561.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,268.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 56 LF 6.00$                        336.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Jim Robison Dr

Photographs GPS ID: 134

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 134 Intersection of 33rd St and Jim Robison Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 135

Project Name: Intersection of 33rd St and Oakwood Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X X

X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Crosswalk width is less than 6' N/A N/A N/A N/A

Crosswalk striping condition

Install landing area

Recommendations

Install curb ramp; see shapefile for median improvement

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 18 SY 12.00$                      

-$                           

750.00$                      

1,550.00$                   4" Concrete Sidewalk 31 SY 50.00$                      

216.00$                      

Tactile Warning Device - New 30 SF 25.00$                      

Unclassified Excavation 0 CY

10,000.00$                 

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 176 LF 6.00$                        1,056.00$                   

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

2,754.86$                   Engineering: (% +/-)

Basis for Cost Projection 15,572.00$                 

Intersection Issues

2

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5% N/A N/A X

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 22,000.00$                 

Good

3,673.14$                   

Repave roadway and install crosswalk pavement markings

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition Poor N/A N/A

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

NoneN/A
Install crosswalk pavement markings

None N/A

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Oakwood Dr

Photographs GPS ID: 135

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 135 Intersection of 33rd St and Oakwood Dr

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z )Ramp 1A Ramp 2A

Corner 4 No Ramp (4z )

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 136

Project Name: Intersection of 33rd St and Baird Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

X

X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,578.86$                   
q Preliminary Design Contingency:(% +/-) 2,105.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,316.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 66 LF 6.00$                        396.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Baird Dr

Photographs GPS ID: 136

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 136 Intersection of 33rd St and Baird Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 137

Project Name: Intersection of 33rd St and Patterson Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Poor N/A

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,358.57$                   
q Preliminary Design Contingency:(% +/-) 1,811.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,830.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 66 LF 6.00$                        396.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 7 SY 12.00$                      84.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 7 SY 50.00$                      350.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Patterson Dr

Photographs GPS ID: 137

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 137 Intersection of 33rd St and Patterson Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 138

Project Name: Intersection of 33rd St and Cheyenne Villa Cir

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X X

X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A X N/A

Path of travel pavement condition N/A N/A Poor N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,639.71$                   
q Preliminary Design Contingency:(% +/-) 2,186.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,174.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 62 LF 6.00$                        372.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Cheyenne Villa Cir

Photographs GPS ID: 138

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 138 Intersection of 33rd St and Cheyenne Villa Cir

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 139

Project Name: Intersection of 33rd St and Cheyenne Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Sz 1z 2z 3A 4A

X X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A N/A Good Good

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,671.43$                   
q Preliminary Design Contingency:(% +/-) 2,228.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,100.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 292 LF 6.00$                        1,752.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 32 LF 7.00$                        224.00$                      

4" Concrete Sidewalk 47 SY 50.00$                      2,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 4 CY 5.50$                        22.00$                        



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Cheyenne Dr

Photographs GPS ID: 139

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 139 Intersection of 33rd St and Cheyenne Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

South  Median No Ramp (Sz ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 140

Project Name: Intersection of 33rd St and Old Farm Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X

X X X X

X X

X

X X X X

X X X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,751.14$                   
q Preliminary Design Contingency:(% +/-) 2,334.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 10,914.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 324 LF 6.00$                        1,944.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 35 SY 12.00$                      420.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Old Farm Ln

Photographs GPS ID: 140

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 140 Intersection of 33rd St and Old Farm Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 141

Project Name: Intersection of 33rd St and Hardy Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X

X

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,099.14$                   
q Preliminary Design Contingency:(% +/-) 2,798.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,102.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Hardy Dr

Photographs GPS ID: 141

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 141 Intersection of 33rd St and Hardy Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 142

Project Name: Intersection of Boulevard St and Timberdale Ter

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 703.71$                      
q Preliminary Design Contingency:(% +/-) 938.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,358.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 106 LF 6.00$                        636.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 20 SF 60.00$                      1,200.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 9 SY 50.00$                      450.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and Timberdale Ter

Photographs GPS ID: 142

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 142 Intersection of Boulevard St and Timberdale Ter

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 143

Project Name: Intersection of Boulevard St and Timber Ridge Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X X

X X X X

X X X X

X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 23,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,721.43$                   
q Preliminary Design Contingency:(% +/-) 3,628.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 16,650.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 108 LF 6.00$                        648.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 46 SY 12.00$                      552.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 49 SY 50.00$                      2,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and Timber Ridge Dr

Photographs GPS ID: 143

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 143 Intersection of Boulevard St and Timber Ridge Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 145

Project Name: Intersection of Boulevard St and Ramblewood Ter

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF EG 1z 2A 3A 4z

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 749.14$                      
q Preliminary Design Contingency:(% +/-) 998.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,252.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 40 SF 60.00$                      2,400.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and Ramblewood Ter

Photographs GPS ID: 145

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 145 Intersection of Boulevard St and Ramblewood Ter

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Ramp East G Corner 1 No Ramp (1z )

Ramp 2A Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 188

Project Name: Intersection of Broadway and Shirley Ln (South)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X X X X

X

X X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Good Good Good

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,111.14$                   
q Preliminary Design Contingency:(% +/-) 2,814.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,074.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 264 LF 6.00$                        1,584.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 45 SY 12.00$                      540.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 50 SF 25.00$                      1,250.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 54 SY 50.00$                      2,700.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and Shirley Ln (South)

Photographs GPS ID: 188

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 188 Intersection of Broadway and Shirley Ln (South)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 189

Project Name: Intersection of Broadway and E Clegern Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,598.57$                   
q Preliminary Design Contingency:(% +/-) 2,131.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,270.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and E Clegern Ave

Photographs GPS ID: 189

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 189 Intersection of Broadway and E Clegern Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 190

Project Name: Intersection of Broadway and E Lincoln Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,647.43$                   
q Preliminary Design Contingency:(% +/-) 2,196.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,156.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and E Lincoln Ave

Photographs GPS ID: 190

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 190 Intersection of Broadway and E Lincoln Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 191

Project Name: Intersection of Broadway and Shirley Ln (North)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 444.00$                      
q Preliminary Design Contingency:(% +/-) 592.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,964.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 58 LF 6.00$                        348.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and Shirley Ln (North)

Photographs GPS ID: 191

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 191 Intersection of Broadway and Shirley Ln (North)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 192

Project Name: Intersection of Broadway and W Blanch Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 971.14$                      
q Preliminary Design Contingency:(% +/-) 1,294.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,734.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 170 LF 6.00$                        1,020.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and W Blanch Ave

Photographs GPS ID: 192

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 192 Intersection of Broadway and W Blanch Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 193

Project Name: Intersection of Broadway and E Colcord Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X X

X X X X

X X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,040.86$                   
q Preliminary Design Contingency:(% +/-) 2,721.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,238.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 178 LF 6.00$                        1,068.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 35 SY 12.00$                      420.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and E Colcord Ave

Photographs GPS ID: 193

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 193 Intersection of Broadway and E Colcord Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 194

Project Name: Intersection of Broadway and E Bowman Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X X X

X X X X

X X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,062.86$                   
q Preliminary Design Contingency:(% +/-) 1,417.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,520.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 288 LF 6.00$                        1,728.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and E Bowman Ave

Photographs GPS ID: 194

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 194 Intersection of Broadway and E Bowman Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 196

Project Name: Intersection of Bryant Ave and Falcon Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X

X X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X

Path of travel running slope is greater than 5% N/A X N/A

Path of travel pavement condition N/A Good N/A Poor

q Final Design Estimated Project Cost: 23,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,862.00$                   
q Preliminary Design Contingency:(% +/-) 3,816.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 16,322.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 170 LF 6.00$                        1,020.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Falcon Ln

Photographs GPS ID: 196

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 196 Intersection of Bryant Ave and Falcon Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 197

Project Name: Intersection of Bryant Ave and Nightingale Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2z 3z 4z

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,493.14$                   
q Preliminary Design Contingency:(% +/-) 1,990.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,516.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 86 LF 6.00$                        516.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 60 SY 50.00$                      3,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Nightingale Ln

Photographs GPS ID: 197

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 197 Intersection of Bryant Ave and Nightingale Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 198

Project Name: Intersection of Bryant Ave and Carfax Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,423.71$                   
q Preliminary Design Contingency:(% +/-) 1,898.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,678.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 152 LF 6.00$                        912.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Carfax Rd

Photographs GPS ID: 198

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 198 Intersection of Bryant Ave and Carfax Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 199

Project Name: Intersection of Bryant Ave and E Campbell St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X

X

X X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous N/A Dangerous Dangerous

q Final Design Estimated Project Cost: 41,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,824.00$                   
q Preliminary Design Contingency:(% +/-) 6,432.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 29,744.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 294 LF 6.00$                        1,764.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and E Campbell St

Photographs GPS ID: 199

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 199 Intersection of Bryant Ave and E Campbell St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 200

Project Name: Intersection of Bryant Ave and Medical Center Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,231.71$                   
q Preliminary Design Contingency:(% +/-) 1,642.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,126.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 96 LF 6.00$                        576.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Medical Center Dr

Photographs GPS ID: 200

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 200 Intersection of Bryant Ave and Medical Center Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 201

Project Name: Intersection of Bryant Ave and Rockwood Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,088.86$                   
q Preliminary Design Contingency:(% +/-) 2,785.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 11,126.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Rockwood Dr

Photographs GPS ID: 201

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 201 Intersection of Bryant Ave and Rockwood Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 202

Project Name: Intersection of Bryant Ave and Woodview Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,734.86$                   
q Preliminary Design Contingency:(% +/-) 2,313.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,952.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 56 LF 6.00$                        336.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Woodview Ln

Photographs GPS ID: 202

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 202 Intersection of Bryant Ave and Woodview Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 203

Project Name: Intersection of Bryant Ave and E 19th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,521.43$                   
q Preliminary Design Contingency:(% +/-) 2,028.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,450.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 150 LF 6.00$                        900.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and E 19th St

Photographs GPS ID: 203

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 203 Intersection of Bryant Ave and E 19th St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 204

Project Name: Intersection of Bryant Ave and Cedar Ridge Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,226.57$                   
q Preliminary Design Contingency:(% +/-) 1,635.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,138.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 56 LF 6.00$                        336.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Cedar Ridge Rd

Photographs GPS ID: 204

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 204 Intersection of Bryant Ave and Cedar Ridge Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 205

Project Name: Intersection of Bryant Ave and Cedar View

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X

X X X

X

X

X

X X X X

X X X X

X X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X

Path of travel running slope is greater than 5% N/A X N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 21,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,349.43$                   
q Preliminary Design Contingency:(% +/-) 3,132.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,518.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 248 LF 6.00$                        1,488.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 40 SY 12.00$                      480.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Cedar View

Photographs GPS ID: 205

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 205 Intersection of Bryant Ave and Cedar View

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 206

Project Name: Intersection of Bryant Ave and Rustic Creek Ter

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X X

X X X X

X X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

q Final Design Estimated Project Cost: 28,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,132.00$                   
q Preliminary Design Contingency:(% +/-) 4,176.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,692.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 414 LF 6.00$                        2,484.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 34 SY 12.00$                      408.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 80 SF 25.00$                      2,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 76 SY 50.00$                      3,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Rustic Creek Ter

Photographs GPS ID: 206

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 206 Intersection of Bryant Ave and Rustic Creek Ter

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 207

Project Name: Intersection of Bryant Ave and Bella Vista Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous N/A Dangerous Dangerous Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 35,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,976.29$                   
q Preliminary Design Contingency:(% +/-) 5,301.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 25,722.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 264 LF 6.00$                        1,584.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 67 SY 50.00$                      3,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Bella Vista Dr

Photographs GPS ID: 207

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 207 Intersection of Bryant Ave and Bella Vista Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 208

Project Name: Intersection of Bryant Ave and Ridgecrest Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4A

X

X

X X

X X X

X

X X

X

X X X

X X X

X X

X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Dangerous Dangerous

q Final Design Estimated Project Cost: 46,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 5,263.71$                   
q Preliminary Design Contingency:(% +/-) 7,018.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 33,718.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 472 LF 6.00$                        2,832.00$                   

Repave Roadway 4 LS 5,000.00$                 20,000.00$                 

Removal of Sidewalk 28 SY 12.00$                      336.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 61 SY 50.00$                      3,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Ridgecrest Rd

Photographs GPS ID: 208

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 208 Intersection of Bryant Ave and Ridgecrest Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 209

Project Name: Intersection of Bryant Ave and Locust Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Dangerous Dangerous

q Final Design Estimated Project Cost: 28,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,411.43$                   
q Preliminary Design Contingency:(% +/-) 4,548.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,040.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 260 LF 6.00$                        1,560.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Locust Ln

Photographs GPS ID: 209

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 209 Intersection of Bryant Ave and Locust Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 210

Project Name: Intersection of Bryant Ave and Thornbrooke Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2A 3A 4z

X

X X

X

X X

X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 2 Type A ramps

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,167.71$                   
q Preliminary Design Contingency:(% +/-) 2,890.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,942.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 43 SY 50.00$                      2,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Thornbrooke Blvd

Photographs GPS ID: 210

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 210 Intersection of Bryant Ave and Thornbrooke Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Ramp 2A

Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 211

Project Name: Intersection of Bryant Ave and Paddock Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,206.00$                   
q Preliminary Design Contingency:(% +/-) 1,608.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,186.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 76 LF 6.00$                        456.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Paddock Ln

Photographs GPS ID: 211

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 211 Intersection of Bryant Ave and Paddock Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 212

Project Name: Intersection of Bryant Ave and Summer Cloud Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Poor N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,324.29$                   
q Preliminary Design Contingency:(% +/-) 1,765.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,910.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 60 LF 6.00$                        360.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Summer Cloud Dr

Photographs GPS ID: 212

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 212 Intersection of Bryant Ave and Summer Cloud Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 213

Project Name: Intersection of Bryant Ave and Fall Creek Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,324.29$                   
q Preliminary Design Contingency:(% +/-) 1,765.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,910.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 60 LF 6.00$                        360.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Fall Creek Dr

Photographs GPS ID: 213

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 213 Intersection of Bryant Ave and Fall Creek Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 214

Project Name: Intersection of Bryant Ave and Harding Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X

X

X

X X

X X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Crosswalk width is less than 6' N/A N/A N/A N/A

Crosswalk striping condition

Install landing area

Recommendations

Install curb ramp; see shapefile for median improvement

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 27 SY 12.00$                      

-$                           

1,500.00$                   

3,350.00$                   4" Concrete Sidewalk 67 SY 50.00$                      

324.00$                      

Tactile Warning Device - New 60 SF 25.00$                      

Unclassified Excavation 0 CY

10,000.00$                 

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

2,000.00$                   Fix Ponding 1

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 284 LF 6.00$                        1,704.00$                   

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

3,480.86$                   Engineering: (% +/-)

Basis for Cost Projection 22,878.00$                 

Intersection Issues

2

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Path of travel running slope is greater than 5% N/A X

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 31,000.00$                 

Poor

4,641.14$                   

Repave roadway and install crosswalk pavement markings

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition Good N/A Good

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

NoneNone
Install crosswalk pavement markings

None N/A

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp Fix ponding

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Harding Ave

Photographs GPS ID: 214

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 214 Intersection of Bryant Ave and Harding Ave

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z )Ramp 1A Corner 2 No Ramp (2z )

Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 215

Project Name: Intersection of Bryant Ave and Smiling Hill Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4z

X

X

X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Dangerous

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,252.29$                   
q Preliminary Design Contingency:(% +/-) 1,669.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,078.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 72 LF 6.00$                        432.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Smiling Hill Blvd

Photographs GPS ID: 215

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 215 Intersection of Bryant Ave and Smiling Hill Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 216

Project Name: Intersection of Bryant Ave and Mockingbird Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous N/A Good Dangerous

q Final Design Estimated Project Cost: 28,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,282.86$                   
q Preliminary Design Contingency:(% +/-) 4,377.14$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 20,340.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 310 LF 6.00$                        1,860.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Mockingbird Ln

Photographs GPS ID: 216

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 216 Intersection of Bryant Ave and Mockingbird Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 217

Project Name: Intersection of Bryant Ave and Devonshire Ct

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Good Good

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,146.29$                   
q Preliminary Design Contingency:(% +/-) 2,861.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,992.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 320 LF 6.00$                        1,920.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 20 SF 60.00$                      1,200.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Devonshire Ct

Photographs GPS ID: 217

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 217 Intersection of Bryant Ave and Devonshire Ct

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 218

Project Name: Intersection of Bryant Ave and Wood Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X

X X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches X N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Good Good

q Final Design Estimated Project Cost: 30,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,624.00$                   
q Preliminary Design Contingency:(% +/-) 4,832.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 21,544.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 260 LF 6.00$                        1,560.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 32 SY 12.00$                      384.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 52 SY 50.00$                      2,600.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Wood Way

Photographs GPS ID: 218

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 218 Intersection of Bryant Ave and Wood Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coffee Creek GPS ID: 220

Project Name: Intersection of Coffee Creek and Copper Rock Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 834.21$                      
q Preliminary Design Contingency:(% +/-) 1,112.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,053.50$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 42 LF 6.00$                        252.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) -2 LF 0.25$                        (0.50)$                        

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coffee Creek and Copper Rock Dr

Photographs GPS ID: 220

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 220 Intersection of Coffee Creek and Copper Rock Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coffee Creek GPS ID: 221

Project Name: Intersection of Coffee Creek and Hunters Creek Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF SF NG SG 1A 2A 3A 4A

X X X X

X X X X X

X

X X X X X X

X X X X

X

X X

X X X X X X X X

X X X X X X X X

X X X X X X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove 2 Type A ramps & Install cut-thru

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Dangerous N/A Good N/A

q Final Design Estimated Project Cost: 25,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,928.00$                   
q Preliminary Design Contingency:(% +/-) 3,904.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 18,168.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 130 LF 6.00$                        780.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 90 SY 12.00$                      1,080.00$                   

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 120 SF 25.00$                      3,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 44 LF 7.00$                        308.00$                      

4" Concrete Sidewalk 80 SY 50.00$                      4,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coffee Creek and Hunters Creek Rd

Photographs GPS ID: 221

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 221 Intersection of Coffee Creek and Hunters Creek Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A

Ramp North F Ramp South F Ramp North G

Ramp South G Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 222

Project Name: Intersection of Coltrane Rd and Mission Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X

X X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Poor

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,001.43$                   
q Preliminary Design Contingency:(% +/-) 2,668.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 13,330.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 88 LF 6.00$                        528.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Mission Dr

Photographs GPS ID: 222

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 222 Intersection of Coltrane Rd and Mission Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 223

Project Name: Intersection of Coltrane Rd and Covell Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 294.86$                      
q Preliminary Design Contingency:(% +/-) 393.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 312.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Covell Ln

Photographs GPS ID: 223

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 223 Intersection of Coltrane Rd and Covell Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 224

Project Name: Intersection of N Coltrane Rd and Sweetbriar St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Wz 1A 2z 3z 4z

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,521.43$                   
q Preliminary Design Contingency:(% +/-) 2,028.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,450.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 44 LF 6.00$                        264.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 36 SY 50.00$                      1,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Coltrane Rd and Sweetbriar St

Photographs GPS ID: 224

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 224 Intersection of N Coltrane Rd and Sweetbriar St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

West  Median No Ramp (Wz ) Ramp 1A Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 225

Project Name: Intersection of Coltrane Rd and Timothy Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,090.29$                   
q Preliminary Design Contingency:(% +/-) 1,453.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,456.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 76 LF 6.00$                        456.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Timothy Way

Photographs GPS ID: 225

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 225 Intersection of Coltrane Rd and Timothy Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 226

Project Name: Intersection of Coltrane Rd and Huntwick Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Wz 1z 2z 3z 4z

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,618.29$                   
q Preliminary Design Contingency:(% +/-) 2,157.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,224.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 154 LF 6.00$                        924.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 46 SY 50.00$                      2,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Huntwick Dr

Photographs GPS ID: 226

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 226 Intersection of Coltrane Rd and Huntwick Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

West  Median No Ramp (Wz ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 227

Project Name: Intersection of Coltrane Rd and Sherrywood Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A X N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,080.00$                   
q Preliminary Design Contingency:(% +/-) 1,440.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,480.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Sherrywood Rd

Photographs GPS ID: 227

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 227 Intersection of Coltrane Rd and Sherrywood Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 228

Project Name: Intersection of Coltrane Rd and Willowood Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 3B 4z

X X

X X

X X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Dangerous Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 23,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,695.71$                   
q Preliminary Design Contingency:(% +/-) 3,594.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 16,710.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 183 LF 6.00$                        1,098.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 26 SY 12.00$                      312.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 46 SY 50.00$                      2,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Willowood Rd

Photographs GPS ID: 228

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 228 Intersection of Coltrane Rd and Willowood Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 3B Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 229

Project Name: Intersection of Coltrane Rd and Coltrane Pl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X X

X X

X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Poor

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,500.86$                   
q Preliminary Design Contingency:(% +/-) 2,001.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,498.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 116 LF 6.00$                        696.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Coltrane Pl

Photographs GPS ID: 229

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 229 Intersection of Coltrane Rd and Coltrane Pl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 230

Project Name: Intersection of Coltrane Rd and Astoria Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 451.71$                      
q Preliminary Design Contingency:(% +/-) 602.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,946.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 66 LF 6.00$                        396.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Astoria Way

Photographs GPS ID: 230

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 230 Intersection of Coltrane Rd and Astoria Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 231

Project Name: Intersection of Coltrane Rd and Borgata Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Dangerous Dangerous Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 29,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,408.00$                   
q Preliminary Design Contingency:(% +/-) 4,544.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 21,048.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 418 LF 6.00$                        2,508.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Borgata Way

Photographs GPS ID: 231

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 231 Intersection of Coltrane Rd and Borgata Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 232

Project Name: Intersection of Coltrane Rd and Stonepoint Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4z

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,249.71$                   
q Preliminary Design Contingency:(% +/-) 1,666.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,084.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 67 LF 6.00$                        402.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Stonepoint Dr

Photographs GPS ID: 232

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 232 Intersection of Coltrane Rd and Stonepoint Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 234

Project Name: Intersection of Coltrane Rd and Chimney Hill Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,269.43$                   
q Preliminary Design Contingency:(% +/-) 1,692.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,038.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 25 SY 50.00$                      1,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Chimney Hill Rd

Photographs GPS ID: 234

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 234 Intersection of Coltrane Rd and Chimney Hill Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 235

Project Name: Intersection of Coltrane Rd and Brixton Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,485.43$                   
q Preliminary Design Contingency:(% +/-) 1,980.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,534.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 124 LF 6.00$                        744.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Brixton Rd

Photographs GPS ID: 235

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 235 Intersection of Coltrane Rd and Brixton Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 236

Project Name: Intersection of Coltrane Rd and Kingwood Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,976.57$                   
q Preliminary Design Contingency:(% +/-) 2,635.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,388.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 181 LF 6.00$                        1,086.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Kingwood Dr

Photographs GPS ID: 236

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 236 Intersection of Coltrane Rd and Kingwood Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 237

Project Name: Intersection of Coltrane Rd and E Broken Bow Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,339.71$                   
q Preliminary Design Contingency:(% +/-) 1,786.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,874.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and E Broken Bow Rd

Photographs GPS ID: 237

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 237 Intersection of Coltrane Rd and E Broken Bow Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 238

Project Name: Intersection of Coltrane Rd and E Randolph Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,280.57$                   
q Preliminary Design Contingency:(% +/-) 1,707.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,012.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 77 LF 6.00$                        462.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and E Randolph Rd

Photographs GPS ID: 238

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 238 Intersection of Coltrane Rd and E Randolph Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 239

Project Name: Intersection of Coltrane Rd and Arbor Chase

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Wz 1A 2z 3z 4A

X

X

X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 2 Type A ramps

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,039.14$                   
q Preliminary Design Contingency:(% +/-) 2,718.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,242.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 140 LF 6.00$                        840.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 43 SY 50.00$                      2,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Arbor Chase

Photographs GPS ID: 239

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 239 Intersection of Coltrane Rd and Arbor Chase

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

West  Median No Ramp (Wz ) Ramp 1A Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 240

Project Name: Intersection of Coltrane Rd and Lindsey Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Poor N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,283.14$                   
q Preliminary Design Contingency:(% +/-) 1,710.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,006.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 76 LF 6.00$                        456.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Lindsey Ln

Photographs GPS ID: 240

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 240 Intersection of Coltrane Rd and Lindsey Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 241

Project Name: Intersection of Coltrane Rd and Twisted Oak Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Dangerous Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,013.14$                   
q Preliminary Design Contingency:(% +/-) 1,350.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,636.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 106 LF 6.00$                        636.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Twisted Oak Ln

Photographs GPS ID: 241

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 241 Intersection of Coltrane Rd and Twisted Oak Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 242

Project Name: Intersection of Coltrane Rd and Ridgewood Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,390.29$                   
q Preliminary Design Contingency:(% +/-) 1,853.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,756.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 76 LF 6.00$                        456.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Ridgewood Dr

Photographs GPS ID: 242

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 242 Intersection of Coltrane Rd and Ridgewood Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 243

Project Name: Intersection of Coltrane Rd and Harris Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X

X X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A X N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,052.86$                   
q Preliminary Design Contingency:(% +/-) 2,737.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 11,210.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 70 LF 6.00$                        420.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Harris Dr

Photographs GPS ID: 243

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 243 Intersection of Coltrane Rd and Harris Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 245

Project Name: Intersection of Covell  Rd and Flint Ridge Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

X

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A Good

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A N/A Good Good

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 731.14$                      
q Preliminary Design Contingency:(% +/-) 974.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,294.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 168 LF 6.00$                        1,008.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Flint Ridge Rd

Photographs GPS ID: 245

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 245 Intersection of Covell  Rd and Flint Ridge Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 247

Project Name: Intersection of Covell  Rd and Covell Village Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A

Crosswalk striping condition Good N/A Good

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,461.43$                   
q Preliminary Design Contingency:(% +/-) 1,948.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,590.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 184 LF 6.00$                        1,104.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 28 SY 12.00$                      336.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Covell Village Dr

Photographs GPS ID: 247

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 247 Intersection of Covell  Rd and Covell Village Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 249

Project Name: Intersection of Covell  Rd and Mathis Brothers Skate

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 245.14$                      
q Preliminary Design Contingency:(% +/-) 326.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,428.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Mathis Brothers Skate

Photographs GPS ID: 249

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 249 Intersection of Covell  Rd and Mathis Brothers Skate

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 250

Project Name: Intersection of Coltrane Rd and Quail Crossing Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 400.29$                      
q Preliminary Design Contingency:(% +/-) 533.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,066.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 86 LF 6.00$                        516.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Quail Crossing Way

Photographs GPS ID: 250

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 250 Intersection of Coltrane Rd and Quail Crossing Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 251

Project Name: Intersection of Covell  Rd and Village Center Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition Good N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,052.00$                   
q Preliminary Design Contingency:(% +/-) 2,736.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,212.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 36 SY 12.00$                      432.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 36 SY 50.00$                      1,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Village Center Dr

Photographs GPS ID: 251

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 251 Intersection of Covell  Rd and Village Center Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 253

Project Name: Intersection of Covell  Rd and Shortgrass Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF NG 1A 2A 3z 4z

X X

X

X X

X X X

X X X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition Good N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,238.29$                   
q Preliminary Design Contingency:(% +/-) 4,317.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,444.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                   

Crosswalk Pavement Markings 112 LF 6.00$                        672.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 81 SY 12.00$                      972.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 81 SY 50.00$                      4,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Shortgrass Rd

Photographs GPS ID: 253

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 253 Intersection of Covell  Rd and Shortgrass Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp North F Ramp North G Ramp 1A

Ramp 2A Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 255

Project Name: Intersection of Covell  Rd and Thomas Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X

X

X X X X

X X X X

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A

Crosswalk striping condition Good N/A Good

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Poor N/A Dangerous N/A

q Final Design Estimated Project Cost: 39,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,587.43$                   
q Preliminary Design Contingency:(% +/-) 6,116.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 28,296.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                   

Crosswalk Pavement Markings 248 LF 6.00$                        1,488.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 59 SY 12.00$                      708.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 62 SY 50.00$                      3,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Thomas Trl

Photographs GPS ID: 255

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 255 Intersection of Covell  Rd and Thomas Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 256

Project Name: Intersection of Coltrane Rd and Cedar Oak Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Crosswalk width is less than 6' N/A N/A N/A N/A

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 0 SY 12.00$                      

-$                           

-$                           

-$                           4" Concrete Sidewalk 0 SY 50.00$                      

-$                           

Tactile Warning Device - New 0 SF 25.00$                      

Unclassified Excavation 0 CY

5,000.00$                   

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 132 LF 6.00$                        792.00$                      

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

946.29$                      Engineering: (% +/-)

Basis for Cost Projection 5,792.00$                   

Intersection Issues

1

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5% N/A N/A

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 8,000.00$                   

Dangerous

1,261.71$                   

Repave roadway and install crosswalk pavement markings

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition N/A Good N/A

Curb Ramp Issues

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

NoneN/A
Install crosswalk pavement markings

N/A None

No color contrast at base of curb ramp

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Cedar Oak Dr

Photographs GPS ID: 256

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 256 Intersection of Coltrane Rd and Cedar Oak Dr

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z )Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 4 No Ramp (4z )

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 257

Project Name: Intersection of Covell  Rd and Glen Hollow Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Good Good Good

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,135.14$                   
q Preliminary Design Contingency:(% +/-) 2,846.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,018.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 380 LF 6.00$                        2,280.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 59 SY 50.00$                      2,950.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Glen Hollow Rd

Photographs GPS ID: 257

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 257 Intersection of Covell  Rd and Glen Hollow Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 258

Project Name: Intersection of Coltrane Rd and Rosewood Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Poor

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,182.86$                   
q Preliminary Design Contingency:(% +/-) 1,577.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,240.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 115 LF 6.00$                        690.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Rosewood Ln

Photographs GPS ID: 258

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 258 Intersection of Coltrane Rd and Rosewood Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 259

Project Name: Intersection of Covell  Rd and Berkley Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp Remove and replace crosswalk pavement markings

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 22,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,581.71$                   
q Preliminary Design Contingency:(% +/-) 3,442.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,976.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 404 LF 6.00$                        2,424.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Berkley Dr

Photographs GPS ID: 259

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 259 Intersection of Covell  Rd and Berkley Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 260

Project Name: Intersection of Coltrane Rd and E 40th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,114.29$                   
q Preliminary Design Contingency:(% +/-) 1,485.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,400.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 100 LF 6.00$                        600.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and E 40th St

Photographs GPS ID: 260

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 260 Intersection of Coltrane Rd and E 40th St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 261

Project Name: Intersection of Covell  Rd and Hidden Hollow Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,275.43$                   
q Preliminary Design Contingency:(% +/-) 1,700.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,024.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 68 LF 6.00$                        408.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Hidden Hollow Dr

Photographs GPS ID: 261

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 261 Intersection of Covell  Rd and Hidden Hollow Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 263

Project Name: Intersection of Covell  Rd and Short Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,131.43$                   
q Preliminary Design Contingency:(% +/-) 1,508.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,360.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 60 LF 6.00$                        360.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Short Dr

Photographs GPS ID: 263

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 263 Intersection of Covell  Rd and Short Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 265

Project Name: Intersection of Covell  Rd and Lexy Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 790.29$                      
q Preliminary Design Contingency:(% +/-) 1,053.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,156.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 26 LF 6.00$                        156.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Lexy Ln

Photographs GPS ID: 265

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 265 Intersection of Covell  Rd and Lexy Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 266

Project Name: Intersection of Coltrane Rd and Olde Edmond Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2A 3A 4z

X

X X

X X

X X

X X

X X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 1 cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Poor N/A N/A

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,368.29$                   
q Preliminary Design Contingency:(% +/-) 3,157.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 14,474.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 30 LF 7.00$                        210.00$                      

4" Concrete Sidewalk 29 SY 50.00$                      1,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 4 CY 5.50$                        22.00$                        



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Olde Edmond Dr

Photographs GPS ID: 266

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 266 Intersection of Coltrane Rd and Olde Edmond Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Ramp 2A

Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 272

Project Name: Intersection of Covell  Rd and Birnam Woods Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 21,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,373.43$                   
q Preliminary Design Contingency:(% +/-) 3,164.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 15,462.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 110 LF 6.00$                        660.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Birnam Woods Ln

Photographs GPS ID: 272

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 272 Intersection of Covell  Rd and Birnam Woods Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 273

Project Name: Intersection of Covell  Rd and Tayler St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X X

X

X X

X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,590.86$                   
q Preliminary Design Contingency:(% +/-) 2,121.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,288.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 50 LF 6.00$                        300.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 24 SY 50.00$                      1,200.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell  Rd and Tayler St

Photographs GPS ID: 273

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 273 Intersection of Covell  Rd and Tayler St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 274

Project Name: Intersection of Danforth Rd and Alexanders Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Sz Nz 1A 2A 3z 4z

X X X X

X X

X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5%

Path of travel pavement condition Poor Good Good Good Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 34,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,898.29$                   
q Preliminary Design Contingency:(% +/-) 5,197.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 24,904.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 384 LF 6.00$                        2,304.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 120 SF 25.00$                      3,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 126 SY 50.00$                      6,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Alexanders Trl

Photographs GPS ID: 274

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 274 Intersection of Danforth Rd and Alexanders Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

South  Median No Ramp (Sz ) North  Median No Ramp (Nz ) Ramp 1A

Ramp 2A Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 275

Project Name: Intersection of Danforth Rd and Pine Forest

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 893.14$                      
q Preliminary Design Contingency:(% +/-) 1,190.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,916.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 50 LF 6.00$                        300.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Pine Forest

Photographs GPS ID: 275

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 275 Intersection of Danforth Rd and Pine Forest

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 276

Project Name: Intersection of Danforth Rd and Pine Valley

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,670.57$                   
q Preliminary Design Contingency:(% +/-) 2,227.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,102.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 50 LF 6.00$                        300.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Pine Valley

Photographs GPS ID: 276

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 276 Intersection of Danforth Rd and Pine Valley

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 277

Project Name: Intersection of Danforth Rd and Bradford Pl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF SG 1z 2z 3A 4A

X X

X X X X

X X

X X X

X

X X X X

X X X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 21,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,348.57$                   
q Preliminary Design Contingency:(% +/-) 3,131.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,520.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 76 LF 6.00$                        456.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 32 SY 12.00$                      384.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 40 LF 7.00$                        280.00$                      

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Bradford Pl

Photographs GPS ID: 277

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 277 Intersection of Danforth Rd and Bradford Pl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp South F Ramp South G Corner 1 No Ramp (1z )

Corner 2 No Ramp (2z ) Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 278

Project Name: Intersection of Danforth Rd and Simon Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Nz 1A 2A 3A 4A

X

X X X

X

X X X

X X

X X

X X X X

X X X X

X X X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 2 Type A ramps

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

q Final Design Estimated Project Cost: 32,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,676.29$                   
q Preliminary Design Contingency:(% +/-) 4,901.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 23,422.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 360 LF 6.00$                        2,160.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 51 SY 12.00$                      612.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 100 SF 25.00$                      2,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 103 SY 50.00$                      5,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Simon Ave

Photographs GPS ID: 278

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 278 Intersection of Danforth Rd and Simon Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

North  Median No Ramp (Nz ) Ramp 1A Ramp 2A

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 279

Project Name: Intersection of Danforth Rd and Earl A Rodkey Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Poor N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,806.00$                   
q Preliminary Design Contingency:(% +/-) 2,408.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,786.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 164 LF 6.00$                        984.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Earl A Rodkey Dr

Photographs GPS ID: 279

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 279 Intersection of Danforth Rd and Earl A Rodkey Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 280

Project Name: Intersection of Danforth Rd and N Carol Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X

X X

X X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,091.71$                   
q Preliminary Design Contingency:(% +/-) 4,122.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,786.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 320 LF 6.00$                        1,920.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 53 SY 50.00$                      2,650.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and N Carol Dr

Photographs GPS ID: 280

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 280 Intersection of Danforth Rd and N Carol Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 281

Project Name: Intersection of Danforth Rd and Cheyenne Springs Commercial

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Cheyenne Springs Commercial

Photographs GPS ID: 281

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 281 Intersection of Danforth Rd and Cheyenne Springs Commercial

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 282

Project Name: Intersection of Danforth Rd and Craig Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X

X X X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,375.93$                   
q Preliminary Design Contingency:(% +/-) 1,834.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,789.50$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 144 LF 6.00$                        864.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) -2 LF 0.25$                        (0.50)$                        

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Craig Blvd

Photographs GPS ID: 282

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 282 Intersection of Danforth Rd and Craig Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 283

Project Name: Intersection of Danforth Rd and Holly Hill Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Nz 1A 2A 3A 4A

X

X X

X

X

X

X X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 1 cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Poor N/A Poor N/A

q Final Design Estimated Project Cost: 26,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,052.07$                   
q Preliminary Design Contingency:(% +/-) 4,069.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 18,878.50$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 193 LF 6.00$                        1,158.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 50 SF 25.00$                      1,250.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 26 LF 7.00$                        182.00$                      

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 3 CY 5.50$                        16.50$                        



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Holly Hill Rd

Photographs GPS ID: 283

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 283 Intersection of Danforth Rd and Holly Hill Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

North  Median No Ramp (Nz ) Ramp 1A Ramp 2A

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 284

Project Name: Intersection of Danforth Rd and North HS (West)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,433.14$                   
q Preliminary Design Contingency:(% +/-) 1,910.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,656.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and North HS (West)

Photographs GPS ID: 284

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 284 Intersection of Danforth Rd and North HS (West)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 285

Project Name: Intersection of Danforth Rd and North HS (East)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Poor N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 21,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,493.43$                   
q Preliminary Design Contingency:(% +/-) 3,324.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,182.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 116 LF 6.00$                        696.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 28 SY 12.00$                      336.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and North HS (East)

Photographs GPS ID: 285

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 285 Intersection of Danforth Rd and North HS (East)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 286

Project Name: Intersection of Danforth Rd and Florence Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 390.00$                      
q Preliminary Design Contingency:(% +/-) 520.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,090.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Florence Dr

Photographs GPS ID: 286

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 286 Intersection of Danforth Rd and Florence Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 287

Project Name: Intersection of Danforth Rd and Casi Ct

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,660.29$                   
q Preliminary Design Contingency:(% +/-) 2,213.71$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 10,126.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 56 LF 6.00$                        336.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Casi Ct

Photographs GPS ID: 287

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 287 Intersection of Danforth Rd and Casi Ct

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 288

Project Name: Intersection of Danforth Rd and Every Ct

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 997.71$                      
q Preliminary Design Contingency:(% +/-) 1,330.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 4,672.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 50 LF 6.00$                        300.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Every Ct

Photographs GPS ID: 288

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 288 Intersection of Danforth Rd and Every Ct

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 289

Project Name: Intersection of Danforth Rd and Washington St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF NG 1A 2A 3z 4z

X X

X X X X

X X X

X X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,451.86$                   
q Preliminary Design Contingency:(% +/-) 3,269.14$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 14,279.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 88 LF 6.00$                        528.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 61 SY 12.00$                      732.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 67 LF 7.00$                        469.00$                      

4" Concrete Sidewalk 61 SY 50.00$                      3,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Washington St

Photographs GPS ID: 289

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 289 Intersection of Danforth Rd and Washington St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp North F Ramp North G Ramp 1A

Ramp 2A Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 290

Project Name: Intersection of Danforth Rd and Jefferson Ct

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,673.14$                   
q Preliminary Design Contingency:(% +/-) 2,230.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,096.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 49 LF 6.00$                        294.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Jefferson Ct

Photographs GPS ID: 290

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 290 Intersection of Danforth Rd and Jefferson Ct

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 291

Project Name: Intersection of Danforth Rd and Olde Depot Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X

X

X

X X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A

q Final Design Estimated Project Cost: 22,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,637.43$                   
q Preliminary Design Contingency:(% +/-) 3,516.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,846.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 115 LF 6.00$                        690.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Olde Depot Dr

Photographs GPS ID: 291

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 291 Intersection of Danforth Rd and Olde Depot Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 292

Project Name: Intersection of Danforth Rd and Kingston Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X X

X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A

Path of travel running slope is greater than 5% X N/A N/A

Path of travel pavement condition Poor N/A Good N/A

q Final Design Estimated Project Cost: 25,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,038.57$                   
q Preliminary Design Contingency:(% +/-) 4,051.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 17,910.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 268 LF 6.00$                        1,608.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Kingston Blvd

Photographs GPS ID: 292

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 292 Intersection of Danforth Rd and Kingston Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 293

Project Name: Intersection of Danforth Rd and N Canary Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,231.71$                   
q Preliminary Design Contingency:(% +/-) 1,642.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,126.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and N Canary Dr

Photographs GPS ID: 293

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 293 Intersection of Danforth Rd and N Canary Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 295

Project Name: Intersection of Danforth Rd and Teeside Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X X

X X X

X X

X X X X

X X X X

X X X X

X X X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous N/A Dangerous Dangerous

q Final Design Estimated Project Cost: 45,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 5,026.29$                   
q Preliminary Design Contingency:(% +/-) 6,701.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 33,272.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 355 LF 6.00$                        2,130.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 50 SF 25.00$                      1,250.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 48 SY 50.00$                      2,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Teeside Blvd

Photographs GPS ID: 295

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 295 Intersection of Danforth Rd and Teeside Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 296

Project Name: Intersection of Danforth Rd and North Creek Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 19,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,414.57$                   
q Preliminary Design Contingency:(% +/-) 3,219.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 13,366.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 94 LF 6.00$                        564.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and North Creek Dr

Photographs GPS ID: 296

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 296 Intersection of Danforth Rd and North Creek Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 298

Project Name: Intersection of Danforth Rd and Crystal Creek

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A X N/A

Path of travel pavement condition N/A N/A Poor N/A

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,875.43$                   
q Preliminary Design Contingency:(% +/-) 2,500.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,624.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 137 LF 6.00$                        822.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Crystal Creek

Photographs GPS ID: 298

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 298 Intersection of Danforth Rd and Crystal Creek

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 300

Project Name: Intersection of Edmond Rd and S Lexington Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 19,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,399.14$                   
q Preliminary Design Contingency:(% +/-) 3,198.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 13,402.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 100 LF 6.00$                        600.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Lexington Way

Photographs GPS ID: 300

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 300 Intersection of Edmond Rd and S Lexington Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 301

Project Name: Intersection of Edmond Rd and Country Side Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Crosswalk width is less than 6' N/A N/A N/A N/A

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 17 SY 12.00$                      

-$                           

500.00$                      

900.00$                      4" Concrete Sidewalk 18 SY 50.00$                      

204.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

5,000.00$                   

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

1,316.57$                   Engineering: (% +/-)

Basis for Cost Projection 6,928.00$                   

Intersection Issues

1

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5% N/A N/A N/A

 No Design Completed

q Preliminary Design

q Final Design

Repave roadway and install crosswalk pavement markings

Crosswalk
Recommendations

N

Estimated Project Cost: 10,000.00$                 

N/A

1,755.43$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition N/A N/A Dangerous

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

N/ANone
Install crosswalk pavement markings

N/A N/A

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and Country Side Trl

Photographs GPS ID: 301

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 301 Intersection of Edmond Rd and Country Side Trl

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3ACorner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 302

Project Name: Intersection of Edmond Rd and S Trail Ridge Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X X X

X X

X X

X X

X X X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 26,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,182.57$                   
q Preliminary Design Contingency:(% +/-) 4,243.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 18,574.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 172 LF 6.00$                        1,032.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Trail Ridge Rd

Photographs GPS ID: 302

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 302 Intersection of Edmond Rd and S Trail Ridge Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 303

Project Name: Intersection of Edmond Rd and Woodbridge Cir

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF 1A 2A 3z 4z

X

X X X

X

X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,614.86$                   
q Preliminary Design Contingency:(% +/-) 2,153.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,232.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 26 SY 12.00$                      312.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 20 LF 7.00$                        140.00$                      

4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and Woodbridge Cir

Photographs GPS ID: 303

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 303 Intersection of Edmond Rd and Woodbridge Cir

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp North F Ramp 1A Ramp 2A

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 306

Project Name: Intersection of Edmond Rd and Foxfire Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF SG 1z 2z 3A 4A

X

X X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Good N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,309.71$                   
q Preliminary Design Contingency:(% +/-) 1,746.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,944.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 88 LF 6.00$                        528.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and Foxfire Dr

Photographs GPS ID: 306

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 306 Intersection of Edmond Rd and Foxfire Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp South F Ramp South G Corner 1 No Ramp (1z )

Corner 2 No Ramp (2z ) Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 311

Project Name: Intersection of Santa Fe Ave and Jeannes Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X X X

X X

X X X X

X X X X

X X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Poor Good N/A Good

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,312.86$                   
q Preliminary Design Contingency:(% +/-) 4,417.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,270.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 324 LF 6.00$                        1,944.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 48 SY 12.00$                      576.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 65 SY 50.00$                      3,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Jeannes Trl

Photographs GPS ID: 311

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 311 Intersection of Santa Fe Ave and Jeannes Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 312

Project Name: Intersection of Santa Fe Ave and Bridgeview Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X X

X X

X X X

X X X X

X X X X

X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Good Dangerous Good Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 38,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,401.43$                   
q Preliminary Design Contingency:(% +/-) 5,868.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 27,730.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 538 LF 6.00$                        3,228.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 46 SY 12.00$                      552.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 80 SF 25.00$                      2,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 79 SY 50.00$                      3,950.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Bridgeview Blvd

Photographs GPS ID: 312

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 312 Intersection of Santa Fe Ave and Bridgeview Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 313

Project Name: Intersection of Santa Fe Ave and Castle Rock

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,029.71$                   
q Preliminary Design Contingency:(% +/-) 2,706.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,264.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 44 LF 6.00$                        264.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Castle Rock

Photographs GPS ID: 313

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 313 Intersection of Santa Fe Ave and Castle Rock

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 314

Project Name: Intersection of Santa Fe Ave and Crosstrails

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2z 3z 4z

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 587.14$                      
q Preliminary Design Contingency:(% +/-) 782.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,630.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 43 SY 50.00$                      2,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Crosstrails

Photographs GPS ID: 314

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 314 Intersection of Santa Fe Ave and Crosstrails

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 316

Project Name: Intersection of Santa Fe Ave and Lazy Brook Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X

X

X X

X X

X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,290.86$                   
q Preliminary Design Contingency:(% +/-) 1,721.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,988.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 62 LF 6.00$                        372.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Lazy Brook Trl

Photographs GPS ID: 316

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 316 Intersection of Santa Fe Ave and Lazy Brook Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 317

Project Name: Intersection of Santa Fe Ave and Vanishing Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF WG 1A 2A 3A 4A

X X

X X X X X X

X X X X X X

X X X X

X X X X X

X X X X X X

X X X X X X

X X X X X X

X X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Good

q Final Design Estimated Project Cost: 43,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,840.29$                   
q Preliminary Design Contingency:(% +/-) 6,453.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 31,706.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 5 LS 2,000.00$                 10,000.00$                 

Crosswalk Pavement Markings 284 LF 6.00$                        1,704.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 67 SY 12.00$                      804.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 100 SF 25.00$                      2,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 64 LF 7.00$                        448.00$                      

4" Concrete Sidewalk 85 SY 50.00$                      4,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Vanishing Trl

Photographs GPS ID: 317

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 317 Intersection of Santa Fe Ave and Vanishing Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp West G Ramp 1A

Ramp 2A Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 318

Project Name: Intersection of Santa Fe Ave and Summer Oak Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF EG 1z 2A 3A 4z

X X

X X X

X X X X

X X X

X X X

X X X X

X X X X

X X X

X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 22,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,705.14$                   
q Preliminary Design Contingency:(% +/-) 3,606.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,688.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 48 LF 7.00$                        336.00$                      

4" Concrete Sidewalk 40 SY 50.00$                      2,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Summer Oak Dr

Photographs GPS ID: 318

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 318 Intersection of Santa Fe Ave and Summer Oak Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Ramp East G Corner 1 No Ramp (1z )

Ramp 2A Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 319

Project Name: Intersection of Santa Fe Ave and Aurora Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X

X X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good Good N/A

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,087.14$                   
q Preliminary Design Contingency:(% +/-) 2,782.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,130.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 236 LF 6.00$                        1,416.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 34 SY 50.00$                      1,700.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Aurora Dr

Photographs GPS ID: 319

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 319 Intersection of Santa Fe Ave and Aurora Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 321

Project Name: Intersection of Kelly Ave and Mesa Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Poor N/A N/A Good

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,526.00$                   
q Preliminary Design Contingency:(% +/-) 3,368.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 14,106.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 176 LF 6.00$                        1,056.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Mesa Trl

Photographs GPS ID: 321

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 321 Intersection of Kelly Ave and Mesa Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 322

Project Name: Intersection of Kelly Ave and Wb Meyer Pkwy

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF WG 1A 2z 3z 4A

X X

X X X X

X X X

X X X X

X X

X X X X

X X X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,263.71$                   
q Preliminary Design Contingency:(% +/-) 3,018.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,718.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 74 LF 6.00$                        444.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 77 SY 12.00$                      924.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 100 LF 7.00$                        700.00$                      

4" Concrete Sidewalk 83 SY 50.00$                      4,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Wb Meyer Pkwy

Photographs GPS ID: 322

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 322 Intersection of Kelly Ave and Wb Meyer Pkwy

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp West G Ramp 1A

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 323

Project Name: Intersection of Kelly Ave and Hunters Pointe Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,306.29$                   
q Preliminary Design Contingency:(% +/-) 1,741.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,952.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 170 LF 6.00$                        1,020.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Hunters Pointe Rd

Photographs GPS ID: 323

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 323 Intersection of Kelly Ave and Hunters Pointe Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 324

Project Name: Intersection of Kelly Ave and Hollowdale

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X X

X

X X

X X

X X

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good Good N/A

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,123.43$                   
q Preliminary Design Contingency:(% +/-) 4,164.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,712.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 360 LF 6.00$                        2,160.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Hollowdale

Photographs GPS ID: 324

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 324 Intersection of Kelly Ave and Hollowdale

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 325

Project Name: Intersection of Kelly Ave and Covell Village Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X X

X

X

X

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Good

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Poor Good Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,139.43$                   
q Preliminary Design Contingency:(% +/-) 2,852.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,008.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 368 LF 6.00$                        2,208.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 60 SY 50.00$                      3,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Covell Village Dr

Photographs GPS ID: 325

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 325 Intersection of Kelly Ave and Covell Village Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 326

Project Name: Intersection of Kelly Ave and Hawks Landing

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X

X

X

X

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good Good N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,580.57$                   
q Preliminary Design Contingency:(% +/-) 2,107.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,312.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 380 LF 6.00$                        2,280.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Hawks Landing

Photographs GPS ID: 326

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 326 Intersection of Kelly Ave and Hawks Landing

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 327

Project Name: Intersection of Kelly Ave and Shore Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 823.71$                      
q Preliminary Design Contingency:(% +/-) 1,098.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 4,078.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 46 LF 6.00$                        276.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Shore Dr

Photographs GPS ID: 327

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 327 Intersection of Kelly Ave and Shore Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 328

Project Name: Intersection of Kelly Ave and Imperial Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X

X X

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good Good N/A N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,602.86$                   
q Preliminary Design Contingency:(% +/-) 2,137.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,260.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 234 LF 6.00$                        1,404.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 24 SY 50.00$                      1,200.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Imperial Blvd

Photographs GPS ID: 328

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 328 Intersection of Kelly Ave and Imperial Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 329

Project Name: Intersection of Kelly Ave and Hawthorne Pl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,350.00$                   
q Preliminary Design Contingency:(% +/-) 1,800.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,850.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 50 LF 6.00$                        300.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Hawthorne Pl

Photographs GPS ID: 329

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 329 Intersection of Kelly Ave and Hawthorne Pl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 330

Project Name: Intersection of Kelly Ave and Hawthorne Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,260.86$                   
q Preliminary Design Contingency:(% +/-) 1,681.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,058.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 126 LF 6.00$                        756.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Hawthorne Ln

Photographs GPS ID: 330

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 330 Intersection of Kelly Ave and Hawthorne Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 331

Project Name: Intersection of Kelly Ave and Holly Hill Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X X X

X X X

X X X

X

X X X X

X X X X

X

X X X

X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Dangerous Good Dangerous

q Final Design Estimated Project Cost: 31,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,650.57$                   
q Preliminary Design Contingency:(% +/-) 4,867.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 22,482.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 236 LF 6.00$                        1,416.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 43 SY 12.00$                      516.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 61 SY 50.00$                      3,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Holly Hill Rd

Photographs GPS ID: 331

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 331 Intersection of Kelly Ave and Holly Hill Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 332

Project Name: Intersection of Kelly Ave and Swan Lake Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Dangerous Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,741.71$                   
q Preliminary Design Contingency:(% +/-) 2,322.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,936.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 64 LF 6.00$                        384.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Swan Lake Rd

Photographs GPS ID: 332

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 332 Intersection of Kelly Ave and Swan Lake Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 334

Project Name: Intersection of Kelly Ave and Alley

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X X

X X

X X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,467.71$                   
q Preliminary Design Contingency:(% +/-) 3,290.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 14,242.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 64 LF 6.00$                        384.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 34 SY 12.00$                      408.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 34 SY 50.00$                      1,700.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Alley

Photographs GPS ID: 334

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 334 Intersection of Kelly Ave and Alley

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 335

Project Name: Intersection of Kelly Ave and Pruett Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X X

X X

X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Dangerous

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,709.14$                   
q Preliminary Design Contingency:(% +/-) 2,278.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,012.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 66 LF 6.00$                        396.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Pruett Dr

Photographs GPS ID: 335

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 335 Intersection of Kelly Ave and Pruett Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 336

Project Name: Intersection of Kelly Ave and W Main St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 862.29$                      
q Preliminary Design Contingency:(% +/-) 1,149.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,988.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 62 LF 6.00$                        372.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and W Main St

Photographs GPS ID: 336

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 336 Intersection of Kelly Ave and W Main St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 337

Project Name: Intersection of Kelly Ave and W 1st St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X

X X

X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,042.57$                   
q Preliminary Design Contingency:(% +/-) 2,723.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,234.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 74 LF 6.00$                        444.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and W 1st St

Photographs GPS ID: 337

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 337 Intersection of Kelly Ave and W 1st St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 338

Project Name: Intersection of Kelly Ave and W 2nd St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X

X X X

X X

X

X X

X X

X X X

X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Worn

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A X
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 31,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,583.93$                   
q Preliminary Design Contingency:(% +/-) 4,778.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 22,637.50$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 4 LS 2,000.00$                 8,000.00$                   

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 158 LF 6.00$                        948.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 70 LF 0.25$                        17.50$                        

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and W 2nd St

Photographs GPS ID: 338

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 338 Intersection of Kelly Ave and W 2nd St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 339

Project Name: Intersection of Kelly Ave and Sunset Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4A

X

X X

X

X

X X

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,508.00$                   
q Preliminary Design Contingency:(% +/-) 3,344.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 14,148.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 3 LS 2,000.00$                 6,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 100 LF 6.00$                        600.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 29 SY 12.00$                      348.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 29 SY 50.00$                      1,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Sunset Dr

Photographs GPS ID: 339

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 339 Intersection of Kelly Ave and Sunset Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 340

Project Name: Intersection of Kelly Ave and W 8th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X X

X

X

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good Good N/A N/A

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,253.14$                   
q Preliminary Design Contingency:(% +/-) 1,670.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,076.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 170 LF 6.00$                        1,020.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and W 8th St

Photographs GPS ID: 340

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 340 Intersection of Kelly Ave and W 8th St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 341

Project Name: Intersection of Kelly Ave and Evergreen St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Dangerous N/A N/A

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,609.71$                   
q Preliminary Design Contingency:(% +/-) 2,146.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,244.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Evergreen St

Photographs GPS ID: 341

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 341 Intersection of Kelly Ave and Evergreen St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 342

Project Name: Intersection of Kelly Ave and Val Genes Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 522.86$                      
q Preliminary Design Contingency:(% +/-) 697.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,780.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 68 LF 6.00$                        408.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Val Genes Rd

Photographs GPS ID: 342

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 342 Intersection of Kelly Ave and Val Genes Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 343

Project Name: Intersection of Kelly Ave and W Gemini Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,599.43$                   
q Preliminary Design Contingency:(% +/-) 2,132.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 10,268.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 56 LF 6.00$                        336.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and W Gemini Rd

Photographs GPS ID: 343

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 343 Intersection of Kelly Ave and W Gemini Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 344

Project Name: Intersection of Kelly Ave and Irish Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 694.29$                      
q Preliminary Design Contingency:(% +/-) 925.71$                      

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,380.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Irish Ln

Photographs GPS ID: 344

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 344 Intersection of Kelly Ave and Irish Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 345

Project Name: Intersection of Kelly Ave and Signal Ridge Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X X

X X

X X X X

X X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X

Crosswalk width is less than 6' N/A N/A N/A N/A

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 38 SY 12.00$                      

-$                           

1,000.00$                   

1,900.00$                   4" Concrete Sidewalk 38 SY 50.00$                      

456.00$                      

Tactile Warning Device - New 40 SF 25.00$                      

Unclassified Excavation 0 CY

10,000.00$                 

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 220 LF 6.00$                        1,320.00$                   

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

Repave roadway and install crosswalk pavement markings

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

2,710.29$                   Engineering: (% +/-)

Basis for Cost Projection 16,676.00$                 

Intersection Issues

2

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5% N/A N/A

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 23,000.00$                 

Good

3,613.71$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition N/A Good N/A

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

NoneN/A
Install crosswalk pavement markings

N/A None

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Signal Ridge Dr

Photographs GPS ID: 345

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 345 Intersection of Kelly Ave and Signal Ridge Dr

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3ARamp 1A Ramp 2A

Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 347

Project Name: Intersection of Kelly Ave and W 18th St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

X X X X

X X X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 19,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,283.43$                   
q Preliminary Design Contingency:(% +/-) 3,044.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,672.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 254 LF 6.00$                        1,524.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 29 SY 12.00$                      348.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 29 SY 50.00$                      1,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and W 18th St

Photographs GPS ID: 347

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 347 Intersection of Kelly Ave and W 18th St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 349

Project Name: Intersection of Kelly Ave and Enterprise Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X

X

X

X X

X X

X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good Good N/A

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,314.57$                   
q Preliminary Design Contingency:(% +/-) 4,419.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,266.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 488 LF 6.00$                        2,928.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Enterprise Dr

Photographs GPS ID: 349

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 349 Intersection of Kelly Ave and Enterprise Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 350

Project Name: Intersection of Kelly Ave and Quarters at Kelley Pointe

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X

X X

X X X X

X X X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Dangerous N/A Good

q Final Design Estimated Project Cost: 28,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,331.71$                   
q Preliminary Design Contingency:(% +/-) 4,442.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,226.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 176 LF 6.00$                        1,056.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 35 SY 12.00$                      420.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Quarters at Kelley Pointe

Photographs GPS ID: 350

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 350 Intersection of Kelly Ave and Quarters at Kelley Pointe

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 352

Project Name: Intersection of Santa Fe Ave and Bent Trail Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,724.57$                   
q Preliminary Design Contingency:(% +/-) 2,299.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,976.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 60 LF 6.00$                        360.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Bent Trail Rd

Photographs GPS ID: 352

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 352 Intersection of Santa Fe Ave and Bent Trail Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 353

Project Name: Intersection of Santa Fe Ave and Chisholm Trail Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF 1A 2z 3z 4A

X

X X X

X X

X

X

X X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,903.71$                   
q Preliminary Design Contingency:(% +/-) 2,538.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 10,558.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 80 LF 6.00$                        480.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 29 SY 12.00$                      348.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 40 LF 7.00$                        280.00$                      

4" Concrete Sidewalk 29 SY 50.00$                      1,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Chisholm Trail Blvd

Photographs GPS ID: 353

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 353 Intersection of Santa Fe Ave and Chisholm Trail Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp 1A Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 354

Project Name: Intersection of Santa Fe Ave and Coventry Ct

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF WG 1A 2z 3z 4A

X X

X X X X

X

X X

X

X X X X

X X X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove 2 Type A ramps & Install cut-thru

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Dangerous

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,044.29$                   
q Preliminary Design Contingency:(% +/-) 2,725.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,230.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 70 LF 6.00$                        420.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 24 LF 7.00$                        168.00$                      

4" Concrete Sidewalk 33 SY 50.00$                      1,650.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Coventry Ct

Photographs GPS ID: 354

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 354 Intersection of Santa Fe Ave and Coventry Ct

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp West G Ramp 1A

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 355

Project Name: Intersection of Santa Fe Ave and Williamsburg Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF WG 1A 2z 3z 4A

X X

X X X X

X X

X X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Poor Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,932.00$                   
q Preliminary Design Contingency:(% +/-) 2,576.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 11,492.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 46 SY 12.00$                      552.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 48 SY 50.00$                      2,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Williamsburg Blvd

Photographs GPS ID: 355

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 355 Intersection of Santa Fe Ave and Williamsburg Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp West G Ramp 1A

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 356

Project Name: Intersection of Santa Fe Ave and Big Horn

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Wz 1A 2z 3z 4A

X

X X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 2 Type A ramps

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,340.57$                   
q Preliminary Design Contingency:(% +/-) 1,787.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,872.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 70 LF 6.00$                        420.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 44 SY 50.00$                      2,200.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Big Horn

Photographs GPS ID: 356

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 356 Intersection of Santa Fe Ave and Big Horn

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

West  Median No Ramp (Wz ) Ramp 1A Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 357

Project Name: Intersection of Santa Fe Ave and Mill Valley Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X

X

X X

X

X X

X X X

X X X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Poor

q Final Design Estimated Project Cost: 22,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,722.50$                   
q Preliminary Design Contingency:(% +/-) 3,630.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 15,647.50$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 158 LF 6.00$                        948.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) -2 LF 0.25$                        (0.50)$                        

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Mill Valley Blvd

Photographs GPS ID: 357

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 357 Intersection of Santa Fe Ave and Mill Valley Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 358

Project Name: Intersection of Santa Fe Ave and Countrywood Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF 1A 2z 3z 4A

X

X

X X

X X

X X

X

X X X

X X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,118.00$                   
q Preliminary Design Contingency:(% +/-) 2,824.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,058.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 82 LF 6.00$                        492.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 20 LF 7.00$                        140.00$                      

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Countrywood Ln

Photographs GPS ID: 358

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 358 Intersection of Santa Fe Ave and Countrywood Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp 1A Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 359

Project Name: Intersection of Santa Fe Ave and Fairfield Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X X

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,237.07$                   
q Preliminary Design Contingency:(% +/-) 1,649.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,113.50$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 52 LF 6.00$                        312.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) -2 LF 0.25$                        (0.50)$                        

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Fairfield Dr

Photographs GPS ID: 359

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 359 Intersection of Santa Fe Ave and Fairfield Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 374

Project Name: Intersection of N Bryant Ave and Glendale Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 315.43$                      
q Preliminary Design Contingency:(% +/-) 420.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 264.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 44 LF 6.00$                        264.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Bryant Ave and Glendale Dr

Photographs GPS ID: 374

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 374 Intersection of N Bryant Ave and Glendale Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 382

Project Name: Intersection of E Covell Rd and Princeton Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4z

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,524.86$                   
q Preliminary Design Contingency:(% +/-) 2,033.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,442.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 108 LF 6.00$                        648.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 12 SY 12.00$                      144.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of E Covell Rd and Princeton Ave

Photographs GPS ID: 382

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 382 Intersection of E Covell Rd and Princeton Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 383

Project Name: Intersection of E Covell Rd and Brookhaven Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Poor N/A

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,019.43$                   
q Preliminary Design Contingency:(% +/-) 2,692.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,288.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 81 LF 6.00$                        486.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of E Covell Rd and Brookhaven Dr

Photographs GPS ID: 383

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 383 Intersection of E Covell Rd and Brookhaven Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 391

Project Name: Intersection of E 33rd St and Thornbrooke Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Nz 1z 2z 3z 4z

X X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,523.14$                   
q Preliminary Design Contingency:(% +/-) 2,030.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,446.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 166 LF 6.00$                        996.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 49 SY 50.00$                      2,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33rd St and Thornbrooke Blvd

Photographs GPS ID: 391

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 391 Intersection of E 33rd St and Thornbrooke Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

North  Median No Ramp (Nz ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 392

Project Name: Intersection of E 33rd St and Spring Hill Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF SG 1z 2z 3A 4A

X X

X X X X

X X X

X X X X

X X X X

X X X X

X X X X

X X X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Poor N/A

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,084.57$                   
q Preliminary Design Contingency:(% +/-) 2,779.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,136.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 58 SY 12.00$                      696.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 58 SY 50.00$                      2,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of E 33rd St and Spring Hill Dr

Photographs GPS ID: 392

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 392 Intersection of E 33rd St and Spring Hill Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp South F Ramp South G Corner 1 No Ramp (1z )

Corner 2 No Ramp (2z ) Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 393

Project Name: Intersection of N Broadway and E Thatcher St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 1B 2A 2B 3A 3B 4A

X X

X X

X X

X

X X

X X

X

X X X X X X X

X X X X X X X

X X X X X X

X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Poor

q Final Design Estimated Project Cost: 32,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,842.57$                   
q Preliminary Design Contingency:(% +/-) 5,123.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 23,034.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 332 LF 6.00$                        1,992.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 66 SY 12.00$                      792.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 20 SF 60.00$                      1,200.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 81 SY 50.00$                      4,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Broadway and E Thatcher St

Photographs GPS ID: 393

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 393 Intersection of N Broadway and E Thatcher St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 4A

Ramp 1A Ramp 1B Ramp 2A

Ramp 2B Ramp 3A Ramp 3B



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 398

Project Name: Intersection of N Kelly Ave and Alley

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 374.57$                      
q Preliminary Design Contingency:(% +/-) 499.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,126.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelly Ave and Alley

Photographs GPS ID: 398

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 398 Intersection of N Kelly Ave and Alley

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 399

Project Name: Intersection of N Santa Fe Ave and Pine View Ter

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2z 3z 4z

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,565.14$                   
q Preliminary Design Contingency:(% +/-) 2,086.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,348.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 208 LF 6.00$                        1,248.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 42 SY 50.00$                      2,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Santa Fe Ave and Pine View Ter

Photographs GPS ID: 399

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 399 Intersection of N Santa Fe Ave and Pine View Ter

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 404

Project Name: Intersection of N Kelly Ave and Secretariat Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2A 3A 4z

X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install 2 Type A ramps

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 784.29$                      
q Preliminary Design Contingency:(% +/-) 1,045.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,170.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 84 LF 6.00$                        504.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 49 SY 50.00$                      2,450.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Kelly Ave and Secretariat Ln

Photographs GPS ID: 404

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 404 Intersection of N Kelly Ave and Secretariat Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Ramp 2A

Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 405

Project Name: Intersection of N Coltrane Rd and Red Fern

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X X

X X

X X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Dangerous N/A N/A Good

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,103.71$                   
q Preliminary Design Contingency:(% +/-) 4,138.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,758.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 168 LF 6.00$                        1,008.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 34 SY 50.00$                      1,700.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Coltrane Rd and Red Fern

Photographs GPS ID: 405

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 405 Intersection of N Coltrane Rd and Red Fern

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 412

Project Name: Intersection of Edmond Rd and S Story St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,207.71$                   
q Preliminary Design Contingency:(% +/-) 1,610.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,182.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 53 LF 6.00$                        318.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Story St

Photographs GPS ID: 412

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 412 Intersection of Edmond Rd and S Story St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 413

Project Name: Intersection of Edmond Rd and S Howard St (East)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous Dangerous N/A Dangerous

q Final Design Estimated Project Cost: 32,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,744.86$                   
q Preliminary Design Contingency:(% +/-) 4,993.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 23,262.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 280 LF 6.00$                        1,680.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 59 SY 50.00$                      2,950.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Howard St (East)

Photographs GPS ID: 413

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 413 Intersection of Edmond Rd and S Howard St (East)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 415

Project Name: Intersection of Edmond Rd and S State St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X

X X X X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,008.29$                   
q Preliminary Design Contingency:(% +/-) 2,677.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,314.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 117 LF 6.00$                        702.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 26 SY 12.00$                      312.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S State St

Photographs GPS ID: 415

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 415 Intersection of Edmond Rd and S State St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 416

Project Name: Intersection of Edmond Rd and S Madison St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X

X X

X X

X X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Poor Good Good

q Final Design Estimated Project Cost: 37,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,146.00$                   
q Preliminary Design Contingency:(% +/-) 5,528.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 27,326.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 339 LF 6.00$                        2,034.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 80 SF 25.00$                      2,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 76 SY 50.00$                      3,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Madison St

Photographs GPS ID: 416

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 416 Intersection of Edmond Rd and S Madison St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 421

Project Name: Intersection of 15th St and Trenton Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,339.71$                   
q Preliminary Design Contingency:(% +/-) 1,786.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,874.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Trenton Dr

Photographs GPS ID: 421

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 421 Intersection of 15th St and Trenton Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 422

Project Name: Intersection of 15th St and Greenfield Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,446.86$                   
q Preliminary Design Contingency:(% +/-) 1,929.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,624.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Greenfield Dr

Photographs GPS ID: 422

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 422 Intersection of 15th St and Greenfield Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 423

Project Name: Intersection of 15th St and Sand Springs Trl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X X X

X X

X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,135.43$                   
q Preliminary Design Contingency:(% +/-) 4,180.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,684.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 424 LF 6.00$                        2,544.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 45 SY 12.00$                      540.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 62 SY 50.00$                      3,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Sand Springs Trl

Photographs GPS ID: 423

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 423 Intersection of 15th St and Sand Springs Trl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 424

Project Name: Intersection of 15th St and Creston Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 482.57$                      
q Preliminary Design Contingency:(% +/-) 643.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,874.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 54 LF 6.00$                        324.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Creston Way

Photographs GPS ID: 424

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 424 Intersection of 15th St and Creston Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 425

Project Name: Intersection of Danforth Rd and Roosevelt St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X

X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Poor N/A Dangerous N/A

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,866.00$                   
q Preliminary Design Contingency:(% +/-) 2,488.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,646.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 119 LF 6.00$                        714.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Roosevelt St

Photographs GPS ID: 425

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 425 Intersection of Danforth Rd and Roosevelt St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 426

Project Name: Intersection of Santa Fe Ave and Del Simmons Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF EG 1z 2A 3A 4z

X X

X X X

X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 19,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,367.43$                   
q Preliminary Design Contingency:(% +/-) 3,156.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,476.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 76 LF 6.00$                        456.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 65 SY 12.00$                      780.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 70 LF 7.00$                        490.00$                      

4" Concrete Sidewalk 65 SY 50.00$                      3,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Del Simmons Dr

Photographs GPS ID: 426

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 426 Intersection of Santa Fe Ave and Del Simmons Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Ramp East G Corner 1 No Ramp (1z )

Ramp 2A Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 427

Project Name: Intersection of Santa Fe Ave and Pebble Creek Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Ez 1z 2A 3A 4z

X X

X X

X

X

X

X X

X X

X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good Dangerous N/A

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,104.36$                   
q Preliminary Design Contingency:(% +/-) 4,139.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,756.50$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 212 LF 6.00$                        1,272.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 24 LF 7.00$                        168.00$                      

4" Concrete Sidewalk 50 SY 50.00$                      2,500.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 3 CY 5.50$                        16.50$                        



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Pebble Creek Blvd

Photographs GPS ID: 427

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 427 Intersection of Santa Fe Ave and Pebble Creek Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

East  Median No Ramp (Ez ) Corner 1 No Ramp (1z ) Ramp 2A

Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 428

Project Name: Intersection of Santa Fe Ave and Bradford Way

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF WG 1A 2A 3A 4A

X

X X

X X X X X X

X X X X X X

X X

X

X X X X X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove 2 Type A ramps & Install cut-thru

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Dangerous Good Good

q Final Design Estimated Project Cost: 45,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 5,182.29$                   
q Preliminary Design Contingency:(% +/-) 6,909.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 32,908.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 5 LS 2,000.00$                 10,000.00$                 

Crosswalk Pavement Markings 512 LF 6.00$                        3,072.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 50 SF 25.00$                      1,250.00$                   

Tactile Warning Device - Retrofit 40 SF 60.00$                      2,400.00$                   

Concrete Curb (6" Barrier-Integral) 12 LF 7.00$                        84.00$                        

4" Concrete Sidewalk 37 SY 50.00$                      1,850.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Bradford Way

Photographs GPS ID: 428

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 428 Intersection of Santa Fe Ave and Bradford Way

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp West G Ramp 1A

Ramp 2A Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90000

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146)

Photographs GPS ID: 90000

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90000 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90001

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.521)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Install curb ramp; see shapefile for median improvement

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 0 SY 12.00$                      

-$                           

-$                           

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

-$                           

Tactile Warning Device - New 0 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

407.14$                      Engineering: (% +/-)

Basis for Cost Projection 1,050.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 2,000.00$                   

542.86$                      

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.521)

Photographs GPS ID: 90001

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90001 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.521)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90002

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5205)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5205)

Photographs GPS ID: 90002

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90002 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5205)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90003

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5197)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5197)

Photographs GPS ID: 90003

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90003 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5197)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90004

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5184)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5184)

Photographs GPS ID: 90004

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90004 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5184)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90005

Project Name: Intersection of 15th St and Del Mar Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Poor N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,206.00$                   
q Preliminary Design Contingency:(% +/-) 1,608.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,186.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 106 LF 6.00$                        636.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Del Mar Dr

Photographs GPS ID: 90005

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90005 Intersection of 15th St and Del Mar Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90006

Project Name: Intersection of 15th St and Bandera

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,247.14$                   
q Preliminary Design Contingency:(% +/-) 1,662.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,090.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Bandera

Photographs GPS ID: 90006

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90006 Intersection of 15th St and Bandera

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90007

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146)

Photographs GPS ID: 90007

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90007 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5146)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90008

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5127)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5127)

Photographs GPS ID: 90008

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90008 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5127)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90009

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5118)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X X

X X

X X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 957.43$                      
q Preliminary Design Contingency:(% +/-) 1,276.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,766.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5118)

Photographs GPS ID: 90009

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90009 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.5118)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90010

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5121)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5121)

Photographs GPS ID: 90010

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90010 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5121)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90011

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5129)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5129)

Photographs GPS ID: 90011

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90011 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5129)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90012

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6375; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6375; Long. -97.5138)

Photographs GPS ID: 90012

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90012 Intersection of Santa Fe Ave and driveway (Lat. 35.6375; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90013

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6370; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Remove and replace crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 544.29$                      
q Preliminary Design Contingency:(% +/-) 725.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6370; Long. -97.5138)

Photographs GPS ID: 90013

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90013 Intersection of Santa Fe Ave and driveway (Lat. 35.6370; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90014

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6360; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X

X X

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,830.00$                   
q Preliminary Design Contingency:(% +/-) 2,440.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 11,730.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6360; Long. -97.5138)

Photographs GPS ID: 90014

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90014 Intersection of Santa Fe Ave and driveway (Lat. 35.6360; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90015

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6346; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 580.29$                      
q Preliminary Design Contingency:(% +/-) 773.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,646.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6346; Long. -97.5138)

Photographs GPS ID: 90015

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90015 Intersection of Santa Fe Ave and driveway (Lat. 35.6346; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90016

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6246; Long. -97.5137)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 539.14$                      
q Preliminary Design Contingency:(% +/-) 718.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,742.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 16 SY 12.00$                      192.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6246; Long. -97.5137)

Photographs GPS ID: 90016

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90016 Intersection of Santa Fe Ave and driveway (Lat. 35.6246; Long. -97.5137)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90017

Project Name: Intersection of Santa Fe Ave and Butterfly Creek Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4z

X X

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,930.29$                   
q Preliminary Design Contingency:(% +/-) 2,573.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,496.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 250 LF 6.00$                        1,500.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Butterfly Creek Blvd

Photographs GPS ID: 90017

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90017 Intersection of Santa Fe Ave and Butterfly Creek Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90018

Project Name: Intersection of Santa Fe Ave and NW 156th Ter

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,932.86$                   
q Preliminary Design Contingency:(% +/-) 2,577.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,490.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 200 LF 6.00$                        1,200.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and NW 156th Ter

Photographs GPS ID: 90018

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90018 Intersection of Santa Fe Ave and NW 156th Ter

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90019

Project Name: Intersection of Santa Fe Ave and drainage (Lat. 35.6306; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,035.43$                   
q Preliminary Design Contingency:(% +/-) 1,380.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,584.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 120 LF 6.00$                        720.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and drainage (Lat. 35.6306; Long. -97.5139)

Photographs GPS ID: 90019

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90019 Intersection of Santa Fe Ave and drainage (Lat. 35.6306; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90020

Project Name: Intersection of Santa Fe Ave and Raton (Lat. 35.6359; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good N/A Good Good

q Final Design Estimated Project Cost: 20,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,499.43$                   
q Preliminary Design Contingency:(% +/-) 3,332.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 14,168.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 448 LF 6.00$                        2,688.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 56 SY 50.00$                      2,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Raton (Lat. 35.6359; Long. -97.5138)

Photographs GPS ID: 90020

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90020 Intersection of Santa Fe Ave and Raton (Lat. 35.6359; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90021

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6363; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,401.43$                   
q Preliminary Design Contingency:(% +/-) 1,868.57$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 7,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6363; Long. -97.5139)

Photographs GPS ID: 90021

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90021 Intersection of Santa Fe Ave and driveway (Lat. 35.6363; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90022

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6365; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 972.86$                      
q Preliminary Design Contingency:(% +/-) 1,297.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6365; Long. -97.5139)

Photographs GPS ID: 90022

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90022 Intersection of Santa Fe Ave and driveway (Lat. 35.6365; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90023

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6367; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 972.86$                      
q Preliminary Design Contingency:(% +/-) 1,297.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6367; Long. -97.5139)

Photographs GPS ID: 90023

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90023 Intersection of Santa Fe Ave and driveway (Lat. 35.6367; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90024

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6371; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X X

X X

X

X X

X X

X X

X X

Remove and replace crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 972.86$                      
q Preliminary Design Contingency:(% +/-) 1,297.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6371; Long. -97.5139)

Photographs GPS ID: 90024

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90024 Intersection of Santa Fe Ave and driveway (Lat. 35.6371; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90025

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6374; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6374; Long. -97.5138)

Photographs GPS ID: 90025

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90025 Intersection of Santa Fe Ave and driveway (Lat. 35.6374; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90026

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6379; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6379; Long. -97.5139)

Photographs GPS ID: 90026

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90026 Intersection of Santa Fe Ave and driveway (Lat. 35.6379; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90027

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6380; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6380; Long. -97.5138)

Photographs GPS ID: 90027

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90027 Intersection of Santa Fe Ave and driveway (Lat. 35.6380; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90028

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6391; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6391; Long. -97.5138)

Photographs GPS ID: 90028

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90028 Intersection of Santa Fe Ave and driveway (Lat. 35.6391; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90029

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6395; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6395; Long. -97.5138)

Photographs GPS ID: 90029

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90029 Intersection of Santa Fe Ave and driveway (Lat. 35.6395; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90030

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6399; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6399; Long. -97.5138)

Photographs GPS ID: 90030

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90030 Intersection of Santa Fe Ave and driveway (Lat. 35.6399; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90031

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6405; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 136.29$                      
q Preliminary Design Contingency:(% +/-) 181.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 682.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6405; Long. -97.5138)

Photographs GPS ID: 90031

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90031 Intersection of Santa Fe Ave and driveway (Lat. 35.6405; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90032

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6412; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6412; Long. -97.5139)

Photographs GPS ID: 90032

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90032 Intersection of Santa Fe Ave and driveway (Lat. 35.6412; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90033

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6402; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6402; Long. -97.5139)

Photographs GPS ID: 90033

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90033 Intersection of Santa Fe Ave and driveway (Lat. 35.6402; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90034

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6398; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6398; Long. -97.5139)

Photographs GPS ID: 90034

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90034 Intersection of Santa Fe Ave and driveway (Lat. 35.6398; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90035

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6393; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6393; Long. -97.5139)

Photographs GPS ID: 90035

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90035 Intersection of Santa Fe Ave and driveway (Lat. 35.6393; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90036

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6526; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 1 LS 500.00$                    

LS

500.00$                      

E S W

727.71$                      Engineering: (% +/-)

Basis for Cost Projection 4,302.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 6,000.00$                   

970.29$                      

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp

Remove temporary obstruction



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6526; Long. -97.5139)

Photographs GPS ID: 90036

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90036 Intersection of Santa Fe Ave and driveway (Lat. 35.6526; Long. -97.5139)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90037

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6523; Long. -97.5138)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

X X

X X

X X X X

X X X X

X X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,482.00$                   
q Preliminary Design Contingency:(% +/-) 1,976.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6523; Long. -97.5138)

Photographs GPS ID: 90037

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90037 Intersection of Santa Fe Ave and driveway (Lat. 35.6523; Long. -97.5138)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90038

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6516; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3z

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 564.86$                      
q Preliminary Design Contingency:(% +/-) 753.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,682.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6516; Long. -97.5139)

Photographs GPS ID: 90038

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90038 Intersection of Santa Fe Ave and driveway (Lat. 35.6516; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90039

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6513; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3A

X

X

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 355.71$                      
q Preliminary Design Contingency:(% +/-) 474.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,170.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6513; Long. -97.5139)

Photographs GPS ID: 90039

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90039 Intersection of Santa Fe Ave and driveway (Lat. 35.6513; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90040

Project Name: Intersection of Santa Fe Ave and Silver Fox Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF EG 1z 2A 3A 4z

X X

X X X X

X X X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,260.00$                   
q Preliminary Design Contingency:(% +/-) 1,680.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,060.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 96 LF 6.00$                        576.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 56 LF 7.00$                        392.00$                      

4" Concrete Sidewalk 42 SY 50.00$                      2,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Silver Fox Dr

Photographs GPS ID: 90040

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90040 Intersection of Santa Fe Ave and Silver Fox Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Ramp East G Corner 1 No Ramp (1z )

Ramp 2A Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90041

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6498; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 304.29$                      
q Preliminary Design Contingency:(% +/-) 405.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,290.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6498; Long. -97.5139)

Photographs GPS ID: 90041

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90041 Intersection of Santa Fe Ave and driveway (Lat. 35.6498; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90042

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6519; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X X

X X

X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,814.57$                   
q Preliminary Design Contingency:(% +/-) 2,419.43$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 9,766.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6519; Long. -97.5139)

Photographs GPS ID: 90042

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90042 Intersection of Santa Fe Ave and driveway (Lat. 35.6519; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90047

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5144)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X X

X

X X X X

X X X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,053.43$                   
q Preliminary Design Contingency:(% +/-) 1,404.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5144)

Photographs GPS ID: 90047

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90047 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5144)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90048

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.515)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X X

X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 624.86$                      
q Preliminary Design Contingency:(% +/-) 833.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.515)

Photographs GPS ID: 90048

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90048 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.515)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90049

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5153)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5153)

Photographs GPS ID: 90049

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90049 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5153)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90050

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5159)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5159)

Photographs GPS ID: 90050

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90050 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.5159)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90051

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5166)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5166)

Photographs GPS ID: 90051

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90051 Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5166)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90052

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5171)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5171)

Photographs GPS ID: 90052

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90052 Intersection of Edmond Rd and driveway (Lat. 35.6530; Long. -97.5171)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90054

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6536; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X

X X

X

X

X X X X

X X X X

X X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,166.00$                   
q Preliminary Design Contingency:(% +/-) 2,888.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,946.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 33 SY 12.00$                      396.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 34 SY 50.00$                      1,700.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6536; Long. -97.5139)

Photographs GPS ID: 90054

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90054 Intersection of Santa Fe Ave and driveway (Lat. 35.6536; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90055

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6547; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A 4A

X X X

X

X X X

X

X X X

X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 783.43$                      
q Preliminary Design Contingency:(% +/-) 1,044.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,172.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6547; Long. -97.5139)

Photographs GPS ID: 90055

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90055 Intersection of Santa Fe Ave and driveway (Lat. 35.6547; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90056

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6540; Long. -97.5139)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF 2A 3A

X

X X

X

X

X X

X

X

X X X

X X X

X X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 19,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,116.29$                   
q Preliminary Design Contingency:(% +/-) 2,821.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 14,062.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 3 LS 500.00$                    1,500.00$                   

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 45 SY 12.00$                      540.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 96 LF 7.00$                        672.00$                      

4" Concrete Sidewalk 47 SY 50.00$                      2,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6540; Long. -97.5139)

Photographs GPS ID: 90056

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90056 Intersection of Santa Fe Ave and driveway (Lat. 35.6540; Long. -97.5139)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90057

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5004)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5004)

Photographs GPS ID: 90057

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90057 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.5004)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90058

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4999)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4999)

Photographs GPS ID: 90058

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90058 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4999)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90059

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4996)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 672.86$                      
q Preliminary Design Contingency:(% +/-) 897.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4996)

Photographs GPS ID: 90059

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90059 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4996)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90060

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4988)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4988)

Photographs GPS ID: 90060

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90060 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4988)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90061

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4988)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 758.57$                      
q Preliminary Design Contingency:(% +/-) 1,011.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,230.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4988)

Photographs GPS ID: 90061

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90061 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4988)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90062

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4991)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 544.29$                      
q Preliminary Design Contingency:(% +/-) 725.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4991)

Photographs GPS ID: 90062

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90062 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4991)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90063

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4995)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 972.86$                      
q Preliminary Design Contingency:(% +/-) 1,297.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4995)

Photographs GPS ID: 90063

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90063 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4995)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90064

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5002)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X

X X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 544.29$                      
q Preliminary Design Contingency:(% +/-) 725.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5002)

Photographs GPS ID: 90064

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90064 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.5002)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90065

Project Name: Intersection of W 1st St and Transit Stop ramp (Lat. 35.6543; Long. -97.483)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A

X

X

Comment: ramp serving transit stop boarding area

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 462.86$                      
q Preliminary Design Contingency:(% +/-) 617.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 920.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of W 1st St and Transit Stop ramp (Lat. 35.6543; Long. -97.483)

Photographs GPS ID: 90065

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90065 Intersection of W 1st St and Transit Stop ramp (Lat. 35.6543; Long. -97.483)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90066

Project Name: Intersection of Broadway and driveway (Lat. 35.6576; Long. -97.4809)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6576; Long. -97.4809)

Photographs GPS ID: 90066

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90066 Intersection of Broadway and driveway (Lat. 35.6576; Long. -97.4809)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90067

Project Name: Intersection of Broadway and driveway (Lat. 35.6580; Long. -97.4809)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X

X X

X X

X X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,450.29$                   
q Preliminary Design Contingency:(% +/-) 1,933.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6580; Long. -97.4809)

Photographs GPS ID: 90067

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90067 Intersection of Broadway and driveway (Lat. 35.6580; Long. -97.4809)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90068

Project Name: Intersection of Broadway and on-street parking ramp (Lat. 35.6586; Long. -97.4808)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1H 4H

X

X

X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 566.57$                      
q Preliminary Design Contingency:(% +/-) 755.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,678.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and on-street parking ramp (Lat. 35.6586; Long. -97.4808)

Photographs GPS ID: 90068

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90068 Intersection of Broadway and on-street parking ramp (Lat. 35.6586; Long. -97.4808)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1H Ramp 4H



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90069

Project Name: Intersection of Broadway and on-street parking ramp (Lat. 35.6577; Long. -97.4809)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1H

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 462.86$                      
q Preliminary Design Contingency:(% +/-) 617.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 920.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and on-street parking ramp (Lat. 35.6577; Long. -97.4809)

Photographs GPS ID: 90069

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90069 Intersection of Broadway and on-street parking ramp (Lat. 35.6577; Long. -97.4809)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1H



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90070

Project Name: Intersection of Broadway and driveway (Lat. 35.6559; Long. -97.4812)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 968.57$                      
q Preliminary Design Contingency:(% +/-) 1,291.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,740.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 20 SY 50.00$                      1,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6559; Long. -97.4812)

Photographs GPS ID: 90070

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90070 Intersection of Broadway and driveway (Lat. 35.6559; Long. -97.4812)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90071

Project Name: Intersection of Broadway and on-street parking ramp (Lat. 35.6544; Long. -97.4814)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2H

X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 457.71$                      
q Preliminary Design Contingency:(% +/-) 610.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,932.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and on-street parking ramp (Lat. 35.6544; Long. -97.4814)

Photographs GPS ID: 90071

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90071 Intersection of Broadway and on-street parking ramp (Lat. 35.6544; Long. -97.4814)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2H



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90072

Project Name: Intersection of Broadway and drainage (Lat. 35.6562; Long. -97.4811)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1H

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 404.57$                      
q Preliminary Design Contingency:(% +/-) 539.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,056.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and drainage (Lat. 35.6562; Long. -97.4811)

Photographs GPS ID: 90072

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90072 Intersection of Broadway and drainage (Lat. 35.6562; Long. -97.4811)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1H



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90073

Project Name: Intersection of Broadway and on-street parking ramp (Lat. 35.6558; Long. -97.4812)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1H

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 537.43$                      
q Preliminary Design Contingency:(% +/-) 716.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,746.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and on-street parking ramp (Lat. 35.6558; Long. -97.4812)

Photographs GPS ID: 90073

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90073 Intersection of Broadway and on-street parking ramp (Lat. 35.6558; Long. -97.4812)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1H



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90078

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5155)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,156.29$                   
q Preliminary Design Contingency:(% +/-) 1,541.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5155)

Photographs GPS ID: 90078

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90078 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5155)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90079

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5147)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,375.71$                   
q Preliminary Design Contingency:(% +/-) 1,834.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5147)

Photographs GPS ID: 90079

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90079 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5147)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90080

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5151)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X

X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 20 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

240.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 4,000.00$                   

LS 5,000.00$                 

2,000.00$                   Fix Ponding 1

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

1,375.71$                   Engineering: (% +/-)

Basis for Cost Projection 7,790.00$                   

Intersection Issues

0

2

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 11,000.00$                 

1,834.29$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp Fix ponding

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5151)

Photographs GPS ID: 90080

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90080 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5151)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90081

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5172)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,772.57$                   
q Preliminary Design Contingency:(% +/-) 2,363.43$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 9,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5172)

Photographs GPS ID: 90081

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90081 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5172)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90082

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5186)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,558.29$                   
q Preliminary Design Contingency:(% +/-) 2,077.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 10,364.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5186)

Photographs GPS ID: 90082

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90082 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5186)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90083

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5135)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 486.86$                      
q Preliminary Design Contingency:(% +/-) 649.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5135)

Photographs GPS ID: 90083

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90083 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5135)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90084

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5129)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5129)

Photographs GPS ID: 90084

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90084 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5129)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90085

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5126)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,772.57$                   
q Preliminary Design Contingency:(% +/-) 2,363.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5126)

Photographs GPS ID: 90085

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90085 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5126)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90086

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5103)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X X

X X X X

X X X X

X X X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,482.00$                   
q Preliminary Design Contingency:(% +/-) 1,976.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5103)

Photographs GPS ID: 90086

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90086 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5103)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90087

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5049)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5049)

Photographs GPS ID: 90087

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90087 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5049)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90088

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5045)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5045)

Photographs GPS ID: 90088

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90088 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5045)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90089

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5005)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X

X X

X X X X

X X X X

X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,535.14$                   
q Preliminary Design Contingency:(% +/-) 2,046.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,418.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 39 SY 12.00$                      468.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 39 SY 50.00$                      1,950.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5005)

Photographs GPS ID: 90089

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90089 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5005)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90090

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4982)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X

X

X X

X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 892.29$                      
q Preliminary Design Contingency:(% +/-) 1,189.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,918.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 39 SY 12.00$                      468.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 39 SY 50.00$                      1,950.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4982)

Photographs GPS ID: 90090

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90090 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4982)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90091

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4968)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4968)

Photographs GPS ID: 90091

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90091 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4968)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90092

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4971)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 608.57$                      
q Preliminary Design Contingency:(% +/-) 811.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,580.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4971)

Photographs GPS ID: 90092

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90092 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4971)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90093

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4976)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 428.57$                      
q Preliminary Design Contingency:(% +/-) 571.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,000.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4976)

Photographs GPS ID: 90093

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90093 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.4976)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90094

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5011)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5011)

Photographs GPS ID: 90094

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90094 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5011)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90095

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5022)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5022)

Photographs GPS ID: 90095

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90095 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5022)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90096

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5024)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5024)

Photographs GPS ID: 90096

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90096 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5024)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90097

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.503)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.503)

Photographs GPS ID: 90097

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90097 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.503)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90098

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5031)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5031)

Photographs GPS ID: 90098

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90098 Intersection of Danforth Rd and driveway (Lat. 35.6675; Long. -97.5031)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90099

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4957)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X

X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4957)

Photographs GPS ID: 90099

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90099 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4957)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90100

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4952)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X X

X X

X X X

X X X X

X X X X

X X X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,482.00$                   
q Preliminary Design Contingency:(% +/-) 1,976.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4952)

Photographs GPS ID: 90100

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90100 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4952)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90101

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4942)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF 1A 2A 3A 4A

X

X X X X X

X X X

X X

X X X

X

X X X X

X X X X X

X X X X X

X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Median nose modification

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,070.00$                   
q Preliminary Design Contingency:(% +/-) 2,760.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,170.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 35 SY 12.00$                      420.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4942)

Photographs GPS ID: 90101

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90101 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4942)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp North F Ramp 1A Ramp 2A

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90102

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4938)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4938)

Photographs GPS ID: 90102

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90102 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4938)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90103

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4919)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4919)

Photographs GPS ID: 90103

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90103 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4919)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90104

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.491)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 629.14$                      
q Preliminary Design Contingency:(% +/-) 838.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,532.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.491)

Photographs GPS ID: 90104

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90104 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.491)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90105

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4904)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4904)

Photographs GPS ID: 90105

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90105 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4904)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90106

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4895)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4895)

Photographs GPS ID: 90106

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90106 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4895)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90107

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4882)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,584.86$                   
q Preliminary Design Contingency:(% +/-) 2,113.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4882)

Photographs GPS ID: 90107

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90107 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4882)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90108

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4836)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 543.43$                      
q Preliminary Design Contingency:(% +/-) 724.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,732.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 36 SY 12.00$                      432.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 36 SY 50.00$                      1,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4836)

Photographs GPS ID: 90108

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90108 Intersection of Danforth Rd and driveway (Lat. 35.6674; Long. -97.4836)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90109

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4827)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4827)

Photographs GPS ID: 90109

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90109 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4827)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90110

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.48)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.48)

Photographs GPS ID: 90110

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90110 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.48)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90111

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4803)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4803)

Photographs GPS ID: 90111

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90111 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4803)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90113

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4775)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4775)

Photographs GPS ID: 90113

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90113 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4775)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90114

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4766)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X

X

X X X X

X X X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,169.14$                   
q Preliminary Design Contingency:(% +/-) 1,558.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,272.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4766)

Photographs GPS ID: 90114

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90114 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4766)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90115

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4707)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4707)

Photographs GPS ID: 90115

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90115 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4707)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90116

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4713)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 4,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

1,370.57$                   Engineering: (% +/-)

Basis for Cost Projection 7,802.00$                   

Intersection Issues

0

2

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 11,000.00$                 

1,827.43$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4713)

Photographs GPS ID: 90116

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90116 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4713)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90117

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4722)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4722)

Photographs GPS ID: 90117

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90117 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4722)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90118

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4724)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4724)

Photographs GPS ID: 90118

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90118 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4724)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90119

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4733)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 299.14$                      
q Preliminary Design Contingency:(% +/-) 398.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4733)

Photographs GPS ID: 90119

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90119 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4733)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90120

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4751)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 807.43$                      
q Preliminary Design Contingency:(% +/-) 1,076.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4751)

Photographs GPS ID: 90120

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90120 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4751)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90121

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4688)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4688)

Photographs GPS ID: 90121

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90121 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4688)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90122

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4687)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4687)

Photographs GPS ID: 90122

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90122 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4687)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90123

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4684)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4684)

Photographs GPS ID: 90123

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90123 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4684)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90125

Project Name: Intersection of N Coltrane Rd and E Covell Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% X

Path of travel pavement condition Dangerous Poor Dangerous Good

q Final Design Estimated Project Cost: 23,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,675.14$                   
q Preliminary Design Contingency:(% +/-) 3,566.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 16,758.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 293 LF 6.00$                        1,758.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of N Coltrane Rd and E Covell Rd

Photographs GPS ID: 90125

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90125 Intersection of N Coltrane Rd and E Covell Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90126

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6777; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6777; Long. -97.4605)

Photographs GPS ID: 90126

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90126 Intersection of Bryant Ave and driveway (Lat. 35.6777; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90127

Project Name: Intersection of Bryant Ave and Brookhaven Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,183.14$                   
q Preliminary Design Contingency:(% +/-) 2,910.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,906.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 184 LF 6.00$                        1,104.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and Brookhaven Dr

Photographs GPS ID: 90127

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90127 Intersection of Bryant Ave and Brookhaven Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90128

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6690; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF 1A 4A

X

X

X X

X

X

X X

X X X

X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Median nose modification

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6690; Long. -97.4604)

Photographs GPS ID: 90128

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90128 Intersection of Bryant Ave and driveway (Lat. 35.6690; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90129

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6685; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6685; Long. -97.4604)

Photographs GPS ID: 90129

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90129 Intersection of Bryant Ave and driveway (Lat. 35.6685; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90130

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6678; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6678; Long. -97.4605)

Photographs GPS ID: 90130

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90130 Intersection of Bryant Ave and driveway (Lat. 35.6678; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90131

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6649; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 544.29$                      
q Preliminary Design Contingency:(% +/-) 725.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6649; Long. -97.4604)

Photographs GPS ID: 90131

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90131 Intersection of Bryant Ave and driveway (Lat. 35.6649; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90132

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6659; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 544.29$                      
q Preliminary Design Contingency:(% +/-) 725.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6659; Long. -97.4604)

Photographs GPS ID: 90132

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90132 Intersection of Bryant Ave and driveway (Lat. 35.6659; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90133

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6668; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6668; Long. -97.4604)

Photographs GPS ID: 90133

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90133 Intersection of Bryant Ave and driveway (Lat. 35.6668; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90134

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6663; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6663; Long. -97.4605)

Photographs GPS ID: 90134

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90134 Intersection of Bryant Ave and driveway (Lat. 35.6663; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90135

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6651; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6651; Long. -97.4604)

Photographs GPS ID: 90135

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90135 Intersection of Bryant Ave and driveway (Lat. 35.6651; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90136

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6596; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X

X X

X X X X

X X

X X X X

X X X X

X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 640.29$                      
q Preliminary Design Contingency:(% +/-) 853.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,506.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 38 SY 12.00$                      456.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6596; Long. -97.4604)

Photographs GPS ID: 90136

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90136 Intersection of Bryant Ave and driveway (Lat. 35.6596; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90137

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6592; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X

X X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6592; Long. -97.4604)

Photographs GPS ID: 90137

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90137 Intersection of Bryant Ave and driveway (Lat. 35.6592; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90138

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6590; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 972.86$                      
q Preliminary Design Contingency:(% +/-) 1,297.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6590; Long. -97.4604)

Photographs GPS ID: 90138

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90138 Intersection of Bryant Ave and driveway (Lat. 35.6590; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90139

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6582; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6582; Long. -97.4604)

Photographs GPS ID: 90139

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90139 Intersection of Bryant Ave and driveway (Lat. 35.6582; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90140

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6578; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6578; Long. -97.4604)

Photographs GPS ID: 90140

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90140 Intersection of Bryant Ave and driveway (Lat. 35.6578; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90141

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6574; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,101.43$                   
q Preliminary Design Contingency:(% +/-) 1,468.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6574; Long. -97.4604)

Photographs GPS ID: 90141

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90141 Intersection of Bryant Ave and driveway (Lat. 35.6574; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90142

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6555; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 887.14$                      
q Preliminary Design Contingency:(% +/-) 1,182.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,930.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6555; Long. -97.4604)

Photographs GPS ID: 90142

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90142 Intersection of Bryant Ave and driveway (Lat. 35.6555; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90143

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6562; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6562; Long. -97.4604)

Photographs GPS ID: 90143

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90143 Intersection of Bryant Ave and driveway (Lat. 35.6562; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90144

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6568; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6568; Long. -97.4604)

Photographs GPS ID: 90144

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90144 Intersection of Bryant Ave and driveway (Lat. 35.6568; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90145

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6572; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6572; Long. -97.4604)

Photographs GPS ID: 90145

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90145 Intersection of Bryant Ave and driveway (Lat. 35.6572; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90146

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6536; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3A 4A

X

X X X

X

X X X

X

X X X

X X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,307.14$                   
q Preliminary Design Contingency:(% +/-) 1,742.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,950.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 80 SF 25.00$                      2,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 73 SY 50.00$                      3,650.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6536; Long. -97.4604)

Photographs GPS ID: 90146

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90146 Intersection of Bryant Ave and driveway (Lat. 35.6536; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90147

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6546; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,744.29$                   
q Preliminary Design Contingency:(% +/-) 2,325.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,930.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6546; Long. -97.4605)

Photographs GPS ID: 90147

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90147 Intersection of Bryant Ave and driveway (Lat. 35.6546; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90148

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6545; Long. -97.4603)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6545; Long. -97.4603)

Photographs GPS ID: 90148

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90148 Intersection of Bryant Ave and driveway (Lat. 35.6545; Long. -97.4603)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90149

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6539; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,315.71$                   
q Preliminary Design Contingency:(% +/-) 1,754.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 6,930.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6539; Long. -97.4605)

Photographs GPS ID: 90149

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90149 Intersection of Bryant Ave and driveway (Lat. 35.6539; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90150

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6537; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6537; Long. -97.4604)

Photographs GPS ID: 90150

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90150 Intersection of Bryant Ave and driveway (Lat. 35.6537; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90151

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6521; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6521; Long. -97.4605)

Photographs GPS ID: 90151

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90151 Intersection of Bryant Ave and driveway (Lat. 35.6521; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90152

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6516; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3A 4A

X X

X

X

X X

X

X

X

X

X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Install landing area

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 28 SY 12.00$                      

-$                           

750.00$                      

1,550.00$                   4" Concrete Sidewalk 31 SY 50.00$                      

336.00$                      

Tactile Warning Device - New 30 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

1,013.14$                   Engineering: (% +/-)

Basis for Cost Projection 6,636.00$                   

Intersection Issues

0

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 9,000.00$                   

1,350.86$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6516; Long. -97.4605)

Photographs GPS ID: 90152

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90152 Intersection of Bryant Ave and driveway (Lat. 35.6516; Long. -97.4605)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3ARamp 1A Corner 2 No Ramp (2z )

Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90153

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6512; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4z

X

X

X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 457.71$                      
q Preliminary Design Contingency:(% +/-) 610.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,932.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6512; Long. -97.4605)

Photographs GPS ID: 90153

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90153 Intersection of Bryant Ave and driveway (Lat. 35.6512; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90154

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6508; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6508; Long. -97.4605)

Photographs GPS ID: 90154

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90154 Intersection of Bryant Ave and driveway (Lat. 35.6508; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90155

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6510; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3z

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 462.86$                      
q Preliminary Design Contingency:(% +/-) 617.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 920.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6510; Long. -97.4604)

Photographs GPS ID: 90155

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90155 Intersection of Bryant Ave and driveway (Lat. 35.6510; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90156

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6511; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6511; Long. -97.4604)

Photographs GPS ID: 90156

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90156 Intersection of Bryant Ave and driveway (Lat. 35.6511; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90157

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6520; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6520; Long. -97.4604)

Photographs GPS ID: 90157

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90157 Intersection of Bryant Ave and driveway (Lat. 35.6520; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 8

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90158

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6485; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 25 SY 50.00$                      1,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6485; Long. -97.4605)

Photographs GPS ID: 90158

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90158 Intersection of Bryant Ave and driveway (Lat. 35.6485; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90159

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6460; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 598.29$                      
q Preliminary Design Contingency:(% +/-) 797.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,604.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 17 SY 12.00$                      204.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6460; Long. -97.4605)

Photographs GPS ID: 90159

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90159 Intersection of Bryant Ave and driveway (Lat. 35.6460; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90160

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6483; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X

X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,236.00$                   
q Preliminary Design Contingency:(% +/-) 1,648.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6483; Long. -97.4605)

Photographs GPS ID: 90160

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90160 Intersection of Bryant Ave and driveway (Lat. 35.6483; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90161

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6492; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 486.86$                      
q Preliminary Design Contingency:(% +/-) 649.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6492; Long. -97.4604)

Photographs GPS ID: 90161

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90161 Intersection of Bryant Ave and driveway (Lat. 35.6492; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90162

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6450; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 672.86$                      
q Preliminary Design Contingency:(% +/-) 897.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6450; Long. -97.4604)

Photographs GPS ID: 90162

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90162 Intersection of Bryant Ave and driveway (Lat. 35.6450; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90163

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6446; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6446; Long. -97.4604)

Photographs GPS ID: 90163

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90163 Intersection of Bryant Ave and driveway (Lat. 35.6446; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90164

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6428; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6428; Long. -97.4605)

Photographs GPS ID: 90164

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90164 Intersection of Bryant Ave and driveway (Lat. 35.6428; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90165

Project Name: Intersection of Bryant Ave and midblock crossing (Lat. 35.6425; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4z

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,474.29$                   
q Preliminary Design Contingency:(% +/-) 1,965.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 8,560.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 94 LF 6.00$                        564.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and midblock crossing (Lat. 35.6425; Long. -97.4605)

Photographs GPS ID: 90165

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90165 Intersection of Bryant Ave and midblock crossing (Lat. 35.6425; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90166

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6438; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6438; Long. -97.4605)

Photographs GPS ID: 90166

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90166 Intersection of Bryant Ave and driveway (Lat. 35.6438; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90167

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6442; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 244.29$                      
q Preliminary Design Contingency:(% +/-) 325.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6442; Long. -97.4604)

Photographs GPS ID: 90167

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90167 Intersection of Bryant Ave and driveway (Lat. 35.6442; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90168

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6447; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6447; Long. -97.4604)

Photographs GPS ID: 90168

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90168 Intersection of Bryant Ave and driveway (Lat. 35.6447; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90169

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6404; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6404; Long. -97.4604)

Photographs GPS ID: 90169

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90169 Intersection of Bryant Ave and driveway (Lat. 35.6404; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90170

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6389; Long. -97.460)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X X

X X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 624.86$                      
q Preliminary Design Contingency:(% +/-) 833.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6389; Long. -97.460)

Photographs GPS ID: 90170

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90170 Intersection of Bryant Ave and driveway (Lat. 35.6389; Long. -97.460)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90171

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6392; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 300.00$                      
q Preliminary Design Contingency:(% +/-) 400.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 300.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6392; Long. -97.4605)

Photographs GPS ID: 90171

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90171 Intersection of Bryant Ave and driveway (Lat. 35.6392; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90172

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6376; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X X

X

X X X X

X X X X

X

X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,497.43$                   
q Preliminary Design Contingency:(% +/-) 1,996.57$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 7,506.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 38 SY 12.00$                      456.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6376; Long. -97.4605)

Photographs GPS ID: 90172

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90172 Intersection of Bryant Ave and driveway (Lat. 35.6376; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90173

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6362; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6362; Long. -97.4604)

Photographs GPS ID: 90173

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90173 Intersection of Bryant Ave and driveway (Lat. 35.6362; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90174

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6305; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6305; Long. -97.4605)

Photographs GPS ID: 90174

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90174 Intersection of Bryant Ave and driveway (Lat. 35.6305; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90175

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6290; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6290; Long. -97.4605)

Photographs GPS ID: 90175

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90175 Intersection of Bryant Ave and driveway (Lat. 35.6290; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90176

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6281; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,156.29$                   
q Preliminary Design Contingency:(% +/-) 1,541.71$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 5,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6281; Long. -97.4605)

Photographs GPS ID: 90176

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90176 Intersection of Bryant Ave and driveway (Lat. 35.6281; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90177

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6276; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,101.43$                   
q Preliminary Design Contingency:(% +/-) 1,468.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6276; Long. -97.4604)

Photographs GPS ID: 90177

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90177 Intersection of Bryant Ave and driveway (Lat. 35.6276; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90178

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6269; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6269; Long. -97.4604)

Photographs GPS ID: 90178

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90178 Intersection of Bryant Ave and driveway (Lat. 35.6269; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90179

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6258; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6258; Long. -97.4604)

Photographs GPS ID: 90179

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90179 Intersection of Bryant Ave and driveway (Lat. 35.6258; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90180

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6250; Long. -97.4605)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6250; Long. -97.4605)

Photographs GPS ID: 90180

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90180 Intersection of Bryant Ave and driveway (Lat. 35.6250; Long. -97.4605)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90181

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6245; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6245; Long. -97.4604)

Photographs GPS ID: 90181

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90181 Intersection of Bryant Ave and driveway (Lat. 35.6245; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90182

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6230; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6230; Long. -97.4604)

Photographs GPS ID: 90182

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90182 Intersection of Bryant Ave and driveway (Lat. 35.6230; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90183

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6217; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6217; Long. -97.4604)

Photographs GPS ID: 90183

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90183 Intersection of Bryant Ave and driveway (Lat. 35.6217; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90184

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6202; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 972.86$                      
q Preliminary Design Contingency:(% +/-) 1,297.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,730.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6202; Long. -97.4604)

Photographs GPS ID: 90184

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90184 Intersection of Bryant Ave and driveway (Lat. 35.6202; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90185

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6193; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Wz 1A 4A

X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install sidewalk across median

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,187.14$                   
q Preliminary Design Contingency:(% +/-) 1,582.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,230.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6193; Long. -97.4604)

Photographs GPS ID: 90185

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90185 Intersection of Bryant Ave and driveway (Lat. 35.6193; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

West  Median No Ramp (Wz ) Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90186

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6186; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 518.57$                      
q Preliminary Design Contingency:(% +/-) 691.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6186; Long. -97.4604)

Photographs GPS ID: 90186

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90186 Intersection of Bryant Ave and driveway (Lat. 35.6186; Long. -97.4604)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Bryant Ave GPS ID: 90187

Project Name: Intersection of Bryant Ave and driveway (Lat. 35.6167; Long. -97.4604)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF EG 2A 3A

X X

X X X X

X X

X X X

X X X X

X X X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Install landing area

Recommendations

Remove and replace ramp

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 48 SY 12.00$                      

-$                           

-$                           

3,050.00$                   4" Concrete Sidewalk 61 SY 50.00$                      

576.00$                      

Tactile Warning Device - New 0 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

588.86$                      Engineering: (% +/-)

Basis for Cost Projection 3,626.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 5,000.00$                   

785.14$                      

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Bryant Ave and driveway (Lat. 35.6167; Long. -97.4604)

Photographs GPS ID: 90187

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90187 Intersection of Bryant Ave and driveway (Lat. 35.6167; Long. -97.4604)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2ARamp East F Ramp East G

Ramp 3A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90189

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6656; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6656; Long. -97.4427)

Photographs GPS ID: 90189

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90189 Intersection of Coltrane Rd and driveway (Lat. 35.6656; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90190

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6613; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6613; Long. -97.4427)

Photographs GPS ID: 90190

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90190 Intersection of Coltrane Rd and driveway (Lat. 35.6613; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90191

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4497)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4497)

Photographs GPS ID: 90191

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90191 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4497)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90192

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6521; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6521; Long. -97.4427)

Photographs GPS ID: 90192

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90192 Intersection of Coltrane Rd and driveway (Lat. 35.6521; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90193

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6517; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X X X

X

X X

X X X X

X X X X

X X

X X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,043.43$                   
q Preliminary Design Contingency:(% +/-) 2,724.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,232.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 36 SY 12.00$                      432.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 36 SY 50.00$                      1,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6517; Long. -97.4427)

Photographs GPS ID: 90193

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90193 Intersection of Coltrane Rd and driveway (Lat. 35.6517; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90194

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6513; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 3A 4A

X

X

X X X

X X X

X

X X X

X X X

X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,426.29$                   
q Preliminary Design Contingency:(% +/-) 1,901.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,672.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6513; Long. -97.4427)

Photographs GPS ID: 90194

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90194 Intersection of Coltrane Rd and driveway (Lat. 35.6513; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90195

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6501; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 3A 4A

X

X

X

X X

X

X X

X X

X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,557.43$                   
q Preliminary Design Contingency:(% +/-) 2,076.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,366.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6501; Long. -97.4427)

Photographs GPS ID: 90195

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90195 Intersection of Coltrane Rd and driveway (Lat. 35.6501; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90196

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6488; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6488; Long. -97.4427)

Photographs GPS ID: 90196

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90196 Intersection of Coltrane Rd and driveway (Lat. 35.6488; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90197

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6485; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6485; Long. -97.4427)

Photographs GPS ID: 90197

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90197 Intersection of Coltrane Rd and driveway (Lat. 35.6485; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90198

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4516)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X

X X

X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4516)

Photographs GPS ID: 90198

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90198 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4516)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90199

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6230; Long. -97.4428)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6230; Long. -97.4428)

Photographs GPS ID: 90199

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90199 Intersection of Coltrane Rd and driveway (Lat. 35.6230; Long. -97.4428)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90200

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6233; Long. -97.4429)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 458.57$                      
q Preliminary Design Contingency:(% +/-) 611.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 930.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6233; Long. -97.4429)

Photographs GPS ID: 90200

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90200 Intersection of Coltrane Rd and driveway (Lat. 35.6233; Long. -97.4429)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90201

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6346; Long. -97.4428)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6346; Long. -97.4428)

Photographs GPS ID: 90201

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90201 Intersection of Coltrane Rd and driveway (Lat. 35.6346; Long. -97.4428)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90202

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4587)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 570.00$                      
q Preliminary Design Contingency:(% +/-) 760.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,670.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4587)

Photographs GPS ID: 90202

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90202 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4587)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90203

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6376; Long. -97.4428)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,129.71$                   
q Preliminary Design Contingency:(% +/-) 1,506.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,364.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6376; Long. -97.4428)

Photographs GPS ID: 90203

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90203 Intersection of Coltrane Rd and driveway (Lat. 35.6376; Long. -97.4428)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90204

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4617)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4617)

Photographs GPS ID: 90204

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90204 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4617)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90205

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4628)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4628)

Photographs GPS ID: 90205

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90205 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4628)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90206

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6496; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6496; Long. -97.4427)

Photographs GPS ID: 90206

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90206 Intersection of Coltrane Rd and driveway (Lat. 35.6496; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90207

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6495; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6495; Long. -97.4427)

Photographs GPS ID: 90207

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90207 Intersection of Coltrane Rd and driveway (Lat. 35.6495; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90208

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4641)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4641)

Photographs GPS ID: 90208

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90208 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.4641)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90209

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6389; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,315.71$                   
q Preliminary Design Contingency:(% +/-) 1,754.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,930.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6389; Long. -97.4427)

Photographs GPS ID: 90209

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90209 Intersection of Coltrane Rd and driveway (Lat. 35.6389; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90210

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6393; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3A

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 779.14$                      
q Preliminary Design Contingency:(% +/-) 1,038.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,182.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6393; Long. -97.4427)

Photographs GPS ID: 90210

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90210 Intersection of Coltrane Rd and driveway (Lat. 35.6393; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90211

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6404; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6404; Long. -97.4427)

Photographs GPS ID: 90211

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90211 Intersection of Coltrane Rd and driveway (Lat. 35.6404; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90212

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6416; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 192.86$                      
q Preliminary Design Contingency:(% +/-) 257.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 550.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6416; Long. -97.4427)

Photographs GPS ID: 90212

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90212 Intersection of Coltrane Rd and driveway (Lat. 35.6416; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90213

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6434; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6434; Long. -97.4427)

Photographs GPS ID: 90213

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90213 Intersection of Coltrane Rd and driveway (Lat. 35.6434; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90214

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6439; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6439; Long. -97.4427)

Photographs GPS ID: 90214

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90214 Intersection of Coltrane Rd and driveway (Lat. 35.6439; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90215

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6455; Long. -97.4427)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6455; Long. -97.4427)

Photographs GPS ID: 90215

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90215 Intersection of Coltrane Rd and driveway (Lat. 35.6455; Long. -97.4427)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90217

Project Name: Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.467)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 473.14$                      
q Preliminary Design Contingency:(% +/-) 630.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 896.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.467)

Photographs GPS ID: 90217

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90217 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.467)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90218

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4788)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4788)

Photographs GPS ID: 90218

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90218 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4788)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90219

Project Name: Intersection of 33rd St and Clay Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,265.14$                   
q Preliminary Design Contingency:(% +/-) 1,686.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,048.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 72 LF 6.00$                        432.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Clay Dr

Photographs GPS ID: 90219

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90219 Intersection of 33rd St and Clay Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90220

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4804)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4804)

Photographs GPS ID: 90220

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90220 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4804)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90221

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4812)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4812)

Photographs GPS ID: 90221

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90221 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4812)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90222

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4268)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4268)

Photographs GPS ID: 90222

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90222 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4268)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90223

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4273)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 701.14$                      
q Preliminary Design Contingency:(% +/-) 934.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,364.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4273)

Photographs GPS ID: 90223

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90223 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4273)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90224

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6818; Long. -97.4725)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 12 SY 12.00$                      

-$                           

250.00$                      

600.00$                      4" Concrete Sidewalk 12 SY 50.00$                      

144.00$                      

Tactile Warning Device - New 10 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

859.71$                      Engineering: (% +/-)

Basis for Cost Projection 2,994.00$                   

Intersection Issues

0

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 5,000.00$                   

1,146.29$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6818; Long. -97.4725)

Photographs GPS ID: 90224

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90224 Intersection of Covell Rd and driveway (Lat. 35.6818; Long. -97.4725)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90225

Project Name: Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4286)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 486.86$                      
q Preliminary Design Contingency:(% +/-) 649.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4286)

Photographs GPS ID: 90225

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90225 Intersection of 15th St and driveway (Lat. 35.6385; Long. -97.4286)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90226

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.431)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 136.29$                      
q Preliminary Design Contingency:(% +/-) 181.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 682.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.431)

Photographs GPS ID: 90226

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90226 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.431)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90227

Project Name: Intersection of 15th St and Fox Lake Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X

X

X

X

X X

X

X

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Good Good N/A Dangerous

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,154.29$                   
q Preliminary Design Contingency:(% +/-) 4,205.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 19,640.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 312 LF 6.00$                        1,872.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 14 SY 12.00$                      168.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 42 SY 50.00$                      2,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Fox Lake Ln

Photographs GPS ID: 90227

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90227 Intersection of 15th St and Fox Lake Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90228

Project Name: Intersection of 15th St and Tahlequah Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X

X X

Repave roadway and install crosswalk pavement markings

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A X

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Poor Poor Poor

q Final Design Estimated Project Cost: 28,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,273.43$                   
q Preliminary Design Contingency:(% +/-) 4,364.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,362.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 314 LF 6.00$                        1,884.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 40 SY 50.00$                      2,000.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and Tahlequah Dr

Photographs GPS ID: 90228

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90228 Intersection of 15th St and Tahlequah Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90229

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.434)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.434)

Photographs GPS ID: 90229

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90229 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.434)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90230

Project Name: Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4362)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

4A

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 794.57$                      
q Preliminary Design Contingency:(% +/-) 1,059.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,146.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4362)

Photographs GPS ID: 90230

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90230 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4362)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90231

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4871)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,285.71$                   
q Preliminary Design Contingency:(% +/-) 1,714.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,000.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4871)

Photographs GPS ID: 90231

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90231 Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4871)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90232

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.495)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,530.00$                   
q Preliminary Design Contingency:(% +/-) 2,040.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.495)

Photographs GPS ID: 90232

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90232 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.495)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90233

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.494)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 966.00$                      
q Preliminary Design Contingency:(% +/-) 1,288.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,746.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.494)

Photographs GPS ID: 90233

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90233 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.494)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90234

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4931)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,211.14$                   
q Preliminary Design Contingency:(% +/-) 1,614.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,174.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 27 SY 12.00$                      324.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 27 SY 50.00$                      1,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4931)

Photographs GPS ID: 90234

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90234 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4931)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90235

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4741)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4741)

Photographs GPS ID: 90235

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90235 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4741)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90236

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4745)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 280.29$                      
q Preliminary Design Contingency:(% +/-) 373.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,346.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4745)

Photographs GPS ID: 90236

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90236 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4745)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90237

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4911)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,237.71$                   
q Preliminary Design Contingency:(% +/-) 1,650.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,112.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 26 SY 12.00$                      312.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4911)

Photographs GPS ID: 90237

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90237 Intersection of Covell Rd and driveway (Lat. 35.6819; Long. -97.4911)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90238

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4765)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 537.43$                      
q Preliminary Design Contingency:(% +/-) 716.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,746.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4765)

Photographs GPS ID: 90238

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90238 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4765)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90239

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6811; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 777.43$                      
q Preliminary Design Contingency:(% +/-) 1,036.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,186.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 3 SY 50.00$                      150.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6811; Long. -97.4961)

Photographs GPS ID: 90239

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90239 Intersection of Kelly Ave and driveway (Lat. 35.6811; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90240

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6802; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF 1A 3z 4A

X X

X

X X

X X

X

X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,199.14$                   
q Preliminary Design Contingency:(% +/-) 1,598.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,202.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 16 LF 7.00$                        112.00$                      

4" Concrete Sidewalk 37 SY 50.00$                      1,850.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6802; Long. -97.4961)

Photographs GPS ID: 90240

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90240 Intersection of Kelly Ave and driveway (Lat. 35.6802; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp 1A Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90241

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6788; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6788; Long. -97.4961)

Photographs GPS ID: 90241

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90241 Intersection of Kelly Ave and driveway (Lat. 35.6788; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90242

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6742; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 966.00$                      
q Preliminary Design Contingency:(% +/-) 1,288.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,746.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6742; Long. -97.4961)

Photographs GPS ID: 90242

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90242 Intersection of Kelly Ave and driveway (Lat. 35.6742; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90243

Project Name: Intersection of Broadway and driveway (Lat. 35.6604; Long. -97.4806)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X

X

X

X X

X X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,236.00$                   
q Preliminary Design Contingency:(% +/-) 1,648.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6604; Long. -97.4806)

Photographs GPS ID: 90243

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90243 Intersection of Broadway and driveway (Lat. 35.6604; Long. -97.4806)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90244

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6764; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 511.71$                      
q Preliminary Design Contingency:(% +/-) 682.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,806.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6764; Long. -97.4961)

Photographs GPS ID: 90244

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90244 Intersection of Kelly Ave and driveway (Lat. 35.6764; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90245

Project Name: Intersection of Broadway and driveway (Lat. 35.6606; Long. -97.4805)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6606; Long. -97.4805)

Photographs GPS ID: 90245

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90245 Intersection of Broadway and driveway (Lat. 35.6606; Long. -97.4805)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90246

Project Name: Intersection of Broadway and driveway (Lat. 35.6607; Long. -97.4805)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6607; Long. -97.4805)

Photographs GPS ID: 90246

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90246 Intersection of Broadway and driveway (Lat. 35.6607; Long. -97.4805)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90247

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6684; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4z

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 466.29$                      
q Preliminary Design Contingency:(% +/-) 621.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 912.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 1 SY 12.00$                      12.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6684; Long. -97.496)

Photographs GPS ID: 90247

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90247 Intersection of Kelly Ave and driveway (Lat. 35.6684; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90248

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6688; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 12,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,394.57$                   
q Preliminary Design Contingency:(% +/-) 1,859.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 8,746.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6688; Long. -97.4961)

Photographs GPS ID: 90248

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90248 Intersection of Kelly Ave and driveway (Lat. 35.6688; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90249

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6697; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X

X X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,626.86$                   
q Preliminary Design Contingency:(% +/-) 2,169.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 10,204.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 17 SY 12.00$                      204.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6697; Long. -97.4961)

Photographs GPS ID: 90249

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90249 Intersection of Kelly Ave and driveway (Lat. 35.6697; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90250

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6699; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 738.00$                      
q Preliminary Design Contingency:(% +/-) 984.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,278.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6699; Long. -97.4961)

Photographs GPS ID: 90250

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90250 Intersection of Kelly Ave and driveway (Lat. 35.6699; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90251

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6713; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 516.86$                      
q Preliminary Design Contingency:(% +/-) 689.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,794.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 12 SY 12.00$                      144.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6713; Long. -97.4961)

Photographs GPS ID: 90251

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90251 Intersection of Kelly Ave and driveway (Lat. 35.6713; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90252

Project Name: Intersection of Broadway and driveway (Lat. 35.6612; Long. -97.4805)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6612; Long. -97.4805)

Photographs GPS ID: 90252

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90252 Intersection of Broadway and driveway (Lat. 35.6612; Long. -97.4805)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90253

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6718; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,154.57$                   
q Preliminary Design Contingency:(% +/-) 1,539.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,306.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6718; Long. -97.4961)

Photographs GPS ID: 90253

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90253 Intersection of Kelly Ave and driveway (Lat. 35.6718; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90254

Project Name: Intersection of Broadway and driveway (Lat. 35.6613; Long. -97.4804)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6613; Long. -97.4804)

Photographs GPS ID: 90254

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90254 Intersection of Broadway and driveway (Lat. 35.6613; Long. -97.4804)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90255

Project Name: Intersection of Broadway and driveway (Lat. 35.6615; Long. -97.4804)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6615; Long. -97.4804)

Photographs GPS ID: 90255

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90255 Intersection of Broadway and driveway (Lat. 35.6615; Long. -97.4804)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90256

Project Name: Intersection of Broadway and driveway (Lat. 35.6616; Long. -97.4804)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6616; Long. -97.4804)

Photographs GPS ID: 90256

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90256 Intersection of Broadway and driveway (Lat. 35.6616; Long. -97.4804)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90257

Project Name: Intersection of Broadway and driveway (Lat. 35.6618; Long. -97.4804)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6618; Long. -97.4804)

Photographs GPS ID: 90257

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90257 Intersection of Broadway and driveway (Lat. 35.6618; Long. -97.4804)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90258

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6704; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 642.86$                      
q Preliminary Design Contingency:(% +/-) 857.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,500.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6704; Long. -97.4961)

Photographs GPS ID: 90258

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90258 Intersection of Kelly Ave and driveway (Lat. 35.6704; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90259

Project Name: Intersection of Broadway and driveway (Lat. 35.6635; Long. -97.4802)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Install curb ramp; see shapefile for median improvement

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 0 SY 12.00$                      

-$                           

-$                           

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

-$                           

Tactile Warning Device - New 0 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

407.14$                      Engineering: (% +/-)

Basis for Cost Projection 1,050.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 2,000.00$                   

542.86$                      

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6635; Long. -97.4802)

Photographs GPS ID: 90259

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90259 Intersection of Broadway and driveway (Lat. 35.6635; Long. -97.4802)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90260

Project Name: Intersection of Broadway and driveway (Lat. 35.6644; Long. -97.4803)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6644; Long. -97.4803)

Photographs GPS ID: 90260

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90260 Intersection of Broadway and driveway (Lat. 35.6644; Long. -97.4803)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90261

Project Name: Intersection of Broadway and driveway (Lat. 35.6645; Long. -97.4803)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6645; Long. -97.4803)

Photographs GPS ID: 90261

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90261 Intersection of Broadway and driveway (Lat. 35.6645; Long. -97.4803)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90262

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6691; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 428.57$                      
q Preliminary Design Contingency:(% +/-) 571.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,000.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6691; Long. -97.496)

Photographs GPS ID: 90262

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90262 Intersection of Kelly Ave and driveway (Lat. 35.6691; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90263

Project Name: Intersection of Broadway and driveway (Lat. 35.6652; Long. -97.4804)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6652; Long. -97.4804)

Photographs GPS ID: 90263

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90263 Intersection of Broadway and driveway (Lat. 35.6652; Long. -97.4804)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90264

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6682; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,021.71$                   
q Preliminary Design Contingency:(% +/-) 1,362.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6682; Long. -97.4961)

Photographs GPS ID: 90264

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90264 Intersection of Kelly Ave and driveway (Lat. 35.6682; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90265

Project Name: Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 192.86$                      
q Preliminary Design Contingency:(% +/-) 257.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 550.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805)

Photographs GPS ID: 90265

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90265 Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90266

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6671; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X

X X X

X X

X X X X

X X X X

X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,694.57$                   
q Preliminary Design Contingency:(% +/-) 2,259.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,046.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 33 SY 12.00$                      396.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 33 SY 50.00$                      1,650.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6671; Long. -97.4961)

Photographs GPS ID: 90266

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90266 Intersection of Kelly Ave and driveway (Lat. 35.6671; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90267

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6664; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 957.43$                      
q Preliminary Design Contingency:(% +/-) 1,276.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,766.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6664; Long. -97.4961)

Photographs GPS ID: 90267

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90267 Intersection of Kelly Ave and driveway (Lat. 35.6664; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90268

Project Name: Intersection of Broadway and driveway (Lat. 35.6664; Long. -97.4806)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6664; Long. -97.4806)

Photographs GPS ID: 90268

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90268 Intersection of Broadway and driveway (Lat. 35.6664; Long. -97.4806)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90269

Project Name: Intersection of Broadway and driveway (Lat. 35.6666; Long. -97.4806)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 192.86$                      
q Preliminary Design Contingency:(% +/-) 257.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 550.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6666; Long. -97.4806)

Photographs GPS ID: 90269

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90269 Intersection of Broadway and driveway (Lat. 35.6666; Long. -97.4806)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90270

Project Name: Intersection of Broadway and driveway (Lat. 35.6668; Long. -97.4807)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 625.71$                      
q Preliminary Design Contingency:(% +/-) 834.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,540.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6668; Long. -97.4807)

Photographs GPS ID: 90270

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90270 Intersection of Broadway and driveway (Lat. 35.6668; Long. -97.4807)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90271

Project Name: Intersection of Broadway and driveway (Lat. 35.6670; Long. -97.4807)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 518.57$                      
q Preliminary Design Contingency:(% +/-) 691.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6670; Long. -97.4807)

Photographs GPS ID: 90271

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90271 Intersection of Broadway and driveway (Lat. 35.6670; Long. -97.4807)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90272

Project Name: Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 514.29$                      
q Preliminary Design Contingency:(% +/-) 685.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 800.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805)

Photographs GPS ID: 90272

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90272 Intersection of Broadway and driveway (Lat. 35.6656; Long. -97.4805)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90273

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6656; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6656; Long. -97.496)

Photographs GPS ID: 90273

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90273 Intersection of Kelly Ave and driveway (Lat. 35.6656; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90274

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6658; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6658; Long. -97.496)

Photographs GPS ID: 90274

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90274 Intersection of Kelly Ave and driveway (Lat. 35.6658; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Broadway GPS ID: 90275

Project Name: Intersection of Broadway and driveway (Lat. 35.6637; Long. -97.4802)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and driveway (Lat. 35.6637; Long. -97.4802)

Photographs GPS ID: 90275

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90275 Intersection of Broadway and driveway (Lat. 35.6637; Long. -97.4802)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90276

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6660; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6660; Long. -97.496)

Photographs GPS ID: 90276

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90276 Intersection of Kelly Ave and driveway (Lat. 35.6660; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90277

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6668; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6668; Long. -97.496)

Photographs GPS ID: 90277

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90277 Intersection of Kelly Ave and driveway (Lat. 35.6668; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90278

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6672; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 244.29$                      
q Preliminary Design Contingency:(% +/-) 325.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6672; Long. -97.496)

Photographs GPS ID: 90278

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90278 Intersection of Kelly Ave and driveway (Lat. 35.6672; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90279

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4983)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 269.14$                      
q Preliminary Design Contingency:(% +/-) 358.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 372.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 6 SY 12.00$                      72.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 6 SY 50.00$                      300.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4983)

Photographs GPS ID: 90279

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90279 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4983)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90280

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5016)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: -$                           

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) -$                           
q Preliminary Design Contingency:(% +/-) -$                           

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5016)

Photographs GPS ID: 90280

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90280 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5016)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90281

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5049)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 404.57$                      
q Preliminary Design Contingency:(% +/-) 539.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,056.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5049)

Photographs GPS ID: 90281

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90281 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5049)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90282

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6598; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6598; Long. -97.4961)

Photographs GPS ID: 90282

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90282 Intersection of Kelly Ave and driveway (Lat. 35.6598; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90283

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5043)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 485.14$                      
q Preliminary Design Contingency:(% +/-) 646.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 868.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 14 SY 12.00$                      168.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 14 SY 50.00$                      700.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5043)

Photographs GPS ID: 90283

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90283 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.5043)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90284

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4991)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: -$                           

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) -$                           
q Preliminary Design Contingency:(% +/-) -$                           

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection -$                           

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4991)

Photographs GPS ID: 90284

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90284 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4991)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90285

Project Name: Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4976)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 245.14$                      
q Preliminary Design Contingency:(% +/-) 326.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,428.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4976)

Photographs GPS ID: 90285

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90285 Intersection of Covell Rd and driveway (Lat. 35.6820; Long. -97.4976)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 90286

Project Name: Intersection of Boulevard St and driveway (Lat. 35.6678; Long. -97.4782)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 354.00$                      
q Preliminary Design Contingency:(% +/-) 472.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,174.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 27 SY 12.00$                      324.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 27 SY 50.00$                      1,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and driveway (Lat. 35.6678; Long. -97.4782)

Photographs GPS ID: 90286

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90286 Intersection of Boulevard St and driveway (Lat. 35.6678; Long. -97.4782)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 90287

Project Name: Intersection of Boulevard St and driveway (Lat. 35.6706; Long. -97.4782)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,506.86$                   
q Preliminary Design Contingency:(% +/-) 2,009.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,484.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 62 LF 6.00$                        372.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 26 SY 12.00$                      312.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and driveway (Lat. 35.6706; Long. -97.4782)

Photographs GPS ID: 90287

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90287 Intersection of Boulevard St and driveway (Lat. 35.6706; Long. -97.4782)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 90288

Project Name: Intersection of Boulevard St and driveway (Lat. 35.6710; Long. -97.4782)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 25 SY 50.00$                      1,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Boulevard St and driveway (Lat. 35.6710; Long. -97.4782)

Photographs GPS ID: 90288

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90288 Intersection of Boulevard St and driveway (Lat. 35.6710; Long. -97.4782)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90289

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6541; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,236.00$                   
q Preliminary Design Contingency:(% +/-) 1,648.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6541; Long. -97.496)

Photographs GPS ID: 90289

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90289 Intersection of Kelly Ave and driveway (Lat. 35.6541; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90290

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6543; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 807.43$                      
q Preliminary Design Contingency:(% +/-) 1,076.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6543; Long. -97.496)

Photographs GPS ID: 90290

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90290 Intersection of Kelly Ave and driveway (Lat. 35.6543; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90291

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6521; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A

X X X

X X X

X X

X X

X

X

X X X

X X X

X X X

X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 18,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,069.14$                   
q Preliminary Design Contingency:(% +/-) 2,758.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 13,172.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 3 LS 2,000.00$                 6,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6521; Long. -97.496)

Photographs GPS ID: 90291

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90291 Intersection of Kelly Ave and driveway (Lat. 35.6521; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90292

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6516; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6516; Long. -97.496)

Photographs GPS ID: 90292

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90292 Intersection of Kelly Ave and driveway (Lat. 35.6516; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90293

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6510; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6510; Long. -97.496)

Photographs GPS ID: 90293

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90293 Intersection of Kelly Ave and driveway (Lat. 35.6510; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90294

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6508; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 4,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

942.00$                      Engineering: (% +/-)

Basis for Cost Projection 5,802.00$                   

Intersection Issues

0

2

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 8,000.00$                   

1,256.00$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6508; Long. -97.496)

Photographs GPS ID: 90294

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90294 Intersection of Kelly Ave and driveway (Lat. 35.6508; Long. -97.496)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Boulevard St GPS ID: 90295

Project Name: Intersection of Broadway and Under Construction St (Lat. 35.6799; Long. -97.4768)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X X

Comment: The eastern leg of this intersection was under construction at the time of evaluation. Updated conditions may be different than what is recorded in this evaluation.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,386.86$                   
q Preliminary Design Contingency:(% +/-) 1,849.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,764.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 70 LF 6.00$                        420.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 12 SY 12.00$                      144.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 12 SY 50.00$                      600.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Broadway and Under Construction St (Lat. 35.6799; Long. -97.4768)

Photographs GPS ID: 90295

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90295 Intersection of Broadway and Under Construction St (Lat. 35.6799; Long. -97.4768)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90296

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6499; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 624.86$                      
q Preliminary Design Contingency:(% +/-) 833.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6499; Long. -97.496)

Photographs GPS ID: 90296

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90296 Intersection of Kelly Ave and driveway (Lat. 35.6499; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90297

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6494; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A

X

X

X

X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 457.71$                      
q Preliminary Design Contingency:(% +/-) 610.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,932.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6494; Long. -97.496)

Photographs GPS ID: 90297

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90297 Intersection of Kelly Ave and driveway (Lat. 35.6494; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90298

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6507; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,590.00$                   
q Preliminary Design Contingency:(% +/-) 2,120.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,290.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6507; Long. -97.4961)

Photographs GPS ID: 90298

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90298 Intersection of Kelly Ave and driveway (Lat. 35.6507; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90299

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6513; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6513; Long. -97.496)

Photographs GPS ID: 90299

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90299 Intersection of Kelly Ave and driveway (Lat. 35.6513; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90300

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6522; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,101.43$                   
q Preliminary Design Contingency:(% +/-) 1,468.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6522; Long. -97.496)

Photographs GPS ID: 90300

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90300 Intersection of Kelly Ave and driveway (Lat. 35.6522; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90301

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6524; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6524; Long. -97.496)

Photographs GPS ID: 90301

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90301 Intersection of Kelly Ave and driveway (Lat. 35.6524; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90305

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6487; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X

X X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,375.71$                   
q Preliminary Design Contingency:(% +/-) 1,834.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6487; Long. -97.496)

Photographs GPS ID: 90305

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90305 Intersection of Kelly Ave and driveway (Lat. 35.6487; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90306

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6484; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,266.86$                   
q Preliminary Design Contingency:(% +/-) 1,689.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,044.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 12 SY 12.00$                      144.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6484; Long. -97.496)

Photographs GPS ID: 90306

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90306 Intersection of Kelly Ave and driveway (Lat. 35.6484; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90307

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6480; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

4A

X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 570.00$                      
q Preliminary Design Contingency:(% +/-) 760.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,670.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 10 SY 12.00$                      120.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6480; Long. -97.496)

Photographs GPS ID: 90307

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90307 Intersection of Kelly Ave and driveway (Lat. 35.6480; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90308

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6478; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X X

X

X X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 947.14$                      
q Preliminary Design Contingency:(% +/-) 1,262.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,790.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6478; Long. -97.496)

Photographs GPS ID: 90308

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90308 Intersection of Kelly Ave and driveway (Lat. 35.6478; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90309

Project Name: Intersection of Kelly Ave and Medical Park Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X X

X X X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 21,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,589.43$                   
q Preliminary Design Contingency:(% +/-) 3,452.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 14,958.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 236 LF 6.00$                        1,416.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Medical Park Blvd

Photographs GPS ID: 90309

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90309 Intersection of Kelly Ave and Medical Park Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90310

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6474; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

4A

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,073.14$                   
q Preliminary Design Contingency:(% +/-) 1,430.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,496.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6474; Long. -97.4961)

Photographs GPS ID: 90310

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90310 Intersection of Kelly Ave and driveway (Lat. 35.6474; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90311

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6472; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 520.29$                      
q Preliminary Design Contingency:(% +/-) 693.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 786.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 3 SY 50.00$                      150.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6472; Long. -97.4961)

Photographs GPS ID: 90311

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90311 Intersection of Kelly Ave and driveway (Lat. 35.6472; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90312

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6361; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6361; Long. -97.496)

Photographs GPS ID: 90312

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90312 Intersection of Kelly Ave and driveway (Lat. 35.6361; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90313

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6469; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 263.14$                      
q Preliminary Design Contingency:(% +/-) 350.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,386.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 3 SY 12.00$                      36.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 20 SF 60.00$                      1,200.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 3 SY 50.00$                      150.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6469; Long. -97.496)

Photographs GPS ID: 90313

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90313 Intersection of Kelly Ave and driveway (Lat. 35.6469; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90314

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6457; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 378.86$                      
q Preliminary Design Contingency:(% +/-) 505.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6457; Long. -97.496)

Photographs GPS ID: 90314

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90314 Intersection of Kelly Ave and driveway (Lat. 35.6457; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90315

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6467; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 856.29$                      
q Preliminary Design Contingency:(% +/-) 1,141.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 4,002.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6467; Long. -97.496)

Photographs GPS ID: 90315

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90315 Intersection of Kelly Ave and driveway (Lat. 35.6467; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90316

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6342; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6342; Long. -97.496)

Photographs GPS ID: 90316

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90316 Intersection of Kelly Ave and driveway (Lat. 35.6342; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90317

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6348; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6348; Long. -97.496)

Photographs GPS ID: 90317

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90317 Intersection of Kelly Ave and driveway (Lat. 35.6348; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90318

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6359; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6359; Long. -97.496)

Photographs GPS ID: 90318

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90318 Intersection of Kelly Ave and driveway (Lat. 35.6359; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90319

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6380; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 171.43$                      
q Preliminary Design Contingency:(% +/-) 228.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 600.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 0 SY 50.00$                      -$                           

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6380; Long. -97.496)

Photographs GPS ID: 90319

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90319 Intersection of Kelly Ave and driveway (Lat. 35.6380; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90320

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6460; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 528.86$                      
q Preliminary Design Contingency:(% +/-) 705.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,766.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6460; Long. -97.4961)

Photographs GPS ID: 90320

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90320 Intersection of Kelly Ave and driveway (Lat. 35.6460; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90321

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6440; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 378.86$                      
q Preliminary Design Contingency:(% +/-) 505.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6440; Long. -97.496)

Photographs GPS ID: 90321

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90321 Intersection of Kelly Ave and driveway (Lat. 35.6440; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90322

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6446; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6446; Long. -97.496)

Photographs GPS ID: 90322

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90322 Intersection of Kelly Ave and driveway (Lat. 35.6446; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90323

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6452; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,156.29$                   
q Preliminary Design Contingency:(% +/-) 1,541.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6452; Long. -97.496)

Photographs GPS ID: 90323

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90323 Intersection of Kelly Ave and driveway (Lat. 35.6452; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90324

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6416; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,455.43$                   
q Preliminary Design Contingency:(% +/-) 1,940.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,604.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 17 SY 12.00$                      204.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6416; Long. -97.496)

Photographs GPS ID: 90324

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90324 Intersection of Kelly Ave and driveway (Lat. 35.6416; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90325

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6401; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF 2A 3A

X

X

X

X

X

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 971.14$                      
q Preliminary Design Contingency:(% +/-) 1,294.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,734.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 32 SY 12.00$                      384.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 32 SY 50.00$                      1,600.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6401; Long. -97.496)

Photographs GPS ID: 90325

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90325 Intersection of Kelly Ave and driveway (Lat. 35.6401; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90326

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6397; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6397; Long. -97.496)

Photographs GPS ID: 90326

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90326 Intersection of Kelly Ave and driveway (Lat. 35.6397; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90327

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6392; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,101.43$                   
q Preliminary Design Contingency:(% +/-) 1,468.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6392; Long. -97.496)

Photographs GPS ID: 90327

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90327 Intersection of Kelly Ave and driveway (Lat. 35.6392; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90328

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6388; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 672.86$                      
q Preliminary Design Contingency:(% +/-) 897.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6388; Long. -97.4962)

Photographs GPS ID: 90328

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90328 Intersection of Kelly Ave and driveway (Lat. 35.6388; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90329

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6390; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6390; Long. -97.496)

Photographs GPS ID: 90329

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90329 Intersection of Kelly Ave and driveway (Lat. 35.6390; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90330

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6395; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 280.29$                      
q Preliminary Design Contingency:(% +/-) 373.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,346.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6395; Long. -97.4961)

Photographs GPS ID: 90330

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90330 Intersection of Kelly Ave and driveway (Lat. 35.6395; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90331

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6322; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X

X X X X

X X X X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,223.14$                   
q Preliminary Design Contingency:(% +/-) 1,630.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,146.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 33 SY 12.00$                      396.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6322; Long. -97.496)

Photographs GPS ID: 90331

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90331 Intersection of Kelly Ave and driveway (Lat. 35.6322; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90332

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6292; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

2,000.00$                   Fix Ponding 1

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

942.00$                      Engineering: (% +/-)

Basis for Cost Projection 5,802.00$                   

Intersection Issues

0

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 8,000.00$                   

1,256.00$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp Fix ponding

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6292; Long. -97.496)

Photographs GPS ID: 90332

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90332 Intersection of Kelly Ave and driveway (Lat. 35.6292; Long. -97.496)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90333

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6296; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6296; Long. -97.496)

Photographs GPS ID: 90333

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90333 Intersection of Kelly Ave and driveway (Lat. 35.6296; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90334

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6278; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,423.71$                   
q Preliminary Design Contingency:(% +/-) 1,898.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,678.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6278; Long. -97.496)

Photographs GPS ID: 90334

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90334 Intersection of Kelly Ave and driveway (Lat. 35.6278; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90335

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6277; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,209.43$                   
q Preliminary Design Contingency:(% +/-) 1,612.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,178.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6277; Long. -97.496)

Photographs GPS ID: 90335

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90335 Intersection of Kelly Ave and driveway (Lat. 35.6277; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90336

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6274; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 995.14$                      
q Preliminary Design Contingency:(% +/-) 1,326.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,678.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6274; Long. -97.496)

Photographs GPS ID: 90336

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90336 Intersection of Kelly Ave and driveway (Lat. 35.6274; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90337

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6272; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X X

X X

X X

X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,359.43$                   
q Preliminary Design Contingency:(% +/-) 1,812.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,828.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6272; Long. -97.496)

Photographs GPS ID: 90337

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90337 Intersection of Kelly Ave and driveway (Lat. 35.6272; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90338

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6265; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,450.29$                   
q Preliminary Design Contingency:(% +/-) 1,933.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6265; Long. -97.496)

Photographs GPS ID: 90338

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90338 Intersection of Kelly Ave and driveway (Lat. 35.6265; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90339

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6259; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,344.00$                   
q Preliminary Design Contingency:(% +/-) 1,792.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6259; Long. -97.496)

Photographs GPS ID: 90339

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90339 Intersection of Kelly Ave and driveway (Lat. 35.6259; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90340

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6256; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6256; Long. -97.496)

Photographs GPS ID: 90340

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90340 Intersection of Kelly Ave and driveway (Lat. 35.6256; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90341

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6250; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X

X

X X X X

X X X X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,512.86$                   
q Preliminary Design Contingency:(% +/-) 2,017.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,470.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 35 SY 12.00$                      420.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6250; Long. -97.496)

Photographs GPS ID: 90341

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90341 Intersection of Kelly Ave and driveway (Lat. 35.6250; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90342

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6231; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6231; Long. -97.4961)

Photographs GPS ID: 90342

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90342 Intersection of Kelly Ave and driveway (Lat. 35.6231; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90343

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6228; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6228; Long. -97.4961)

Photographs GPS ID: 90343

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90343 Intersection of Kelly Ave and driveway (Lat. 35.6228; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90344

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6223; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6223; Long. -97.4961)

Photographs GPS ID: 90344

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90344 Intersection of Kelly Ave and driveway (Lat. 35.6223; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90345

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6206; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6206; Long. -97.496)

Photographs GPS ID: 90345

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90345 Intersection of Kelly Ave and driveway (Lat. 35.6206; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90346

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6198; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6198; Long. -97.496)

Photographs GPS ID: 90346

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90346 Intersection of Kelly Ave and driveway (Lat. 35.6198; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90347

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6193; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6193; Long. -97.496)

Photographs GPS ID: 90347

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90347 Intersection of Kelly Ave and driveway (Lat. 35.6193; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90348

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6188; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6188; Long. -97.496)

Photographs GPS ID: 90348

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90348 Intersection of Kelly Ave and driveway (Lat. 35.6188; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90349

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6185; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 835.71$                      
q Preliminary Design Contingency:(% +/-) 1,114.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6185; Long. -97.496)

Photographs GPS ID: 90349

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90349 Intersection of Kelly Ave and driveway (Lat. 35.6185; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90350

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6178; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 835.71$                      
q Preliminary Design Contingency:(% +/-) 1,114.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6178; Long. -97.496)

Photographs GPS ID: 90350

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90350 Intersection of Kelly Ave and driveway (Lat. 35.6178; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90351

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6166; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 835.71$                      
q Preliminary Design Contingency:(% +/-) 1,114.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6166; Long. -97.496)

Photographs GPS ID: 90351

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90351 Intersection of Kelly Ave and driveway (Lat. 35.6166; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90352

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6167; Long. -97.4959)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6167; Long. -97.4959)

Photographs GPS ID: 90352

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90352 Intersection of Kelly Ave and driveway (Lat. 35.6167; Long. -97.4959)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90353

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6173; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6173; Long. -97.496)

Photographs GPS ID: 90353

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90353 Intersection of Kelly Ave and driveway (Lat. 35.6173; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90354

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6210; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6210; Long. -97.496)

Photographs GPS ID: 90354

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90354 Intersection of Kelly Ave and driveway (Lat. 35.6210; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90355

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4966)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4A

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 644.57$                      
q Preliminary Design Contingency:(% +/-) 859.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,496.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4966)

Photographs GPS ID: 90355

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90355 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4966)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90356

Project Name: Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4978)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X X

X X

X X

X X

X X

X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,093.14$                   
q Preliminary Design Contingency:(% +/-) 2,790.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 12,116.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4978)

Photographs GPS ID: 90356

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90356 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4978)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90357

Project Name: Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4412)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 674.57$                      
q Preliminary Design Contingency:(% +/-) 899.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,426.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4412)

Photographs GPS ID: 90357

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90357 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4412)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90358

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4438)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 352.29$                      
q Preliminary Design Contingency:(% +/-) 469.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,178.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 19 SY 50.00$                      950.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4438)

Photographs GPS ID: 90358

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90358 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4438)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90359

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4536)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,284.86$                   
q Preliminary Design Contingency:(% +/-) 1,713.14$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 7,002.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4536)

Photographs GPS ID: 90359

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90359 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4536)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90360

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4555)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4555)

Photographs GPS ID: 90360

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90360 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4555)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90361

Project Name: Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4566)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4566)

Photographs GPS ID: 90361

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90361 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4566)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90362

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.456)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.456)

Photographs GPS ID: 90362

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90362 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.456)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90363

Project Name: Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4584)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

4A

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 457.71$                      
q Preliminary Design Contingency:(% +/-) 610.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 932.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4584)

Photographs GPS ID: 90363

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90363 Intersection of 15th St and driveway (Lat. 35.6382; Long. -97.4584)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90364

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4571)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 528.86$                      
q Preliminary Design Contingency:(% +/-) 705.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,766.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4571)

Photographs GPS ID: 90364

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90364 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4571)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90365

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4591)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X

X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 624.86$                      
q Preliminary Design Contingency:(% +/-) 833.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4591)

Photographs GPS ID: 90365

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90365 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4591)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90366

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4593)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4593)

Photographs GPS ID: 90366

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90366 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4593)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90367

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4613)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X X X X

X X

X X X X

X X X X

X X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 41 SY 12.00$                      

-$                           

1,000.00$                   

2,050.00$                   4" Concrete Sidewalk 41 SY 50.00$                      

492.00$                      

Tactile Warning Device - New 40 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

1,482.00$                   Engineering: (% +/-)

Basis for Cost Projection 7,542.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 11,000.00$                 

1,976.00$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4613)

Photographs GPS ID: 90367

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90367 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4613)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3ARamp 1A Ramp 2A

Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90368

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.463)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.463)

Photographs GPS ID: 90368

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90368 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.463)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90369

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4634)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4634)

Photographs GPS ID: 90369

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90369 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4634)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90370

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.464)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.464)

Photographs GPS ID: 90370

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90370 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.464)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 9

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90371

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4648)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4648)

Photographs GPS ID: 90371

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90371 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4648)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90372

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4622)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4622)

Photographs GPS ID: 90372

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90372 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4622)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90373

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4692)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X

X

X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,318.29$                   
q Preliminary Design Contingency:(% +/-) 1,757.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,924.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 27 SY 12.00$                      324.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 62 SY 50.00$                      3,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4692)

Photographs GPS ID: 90373

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90373 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4692)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90374

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4695)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 486.00$                      
q Preliminary Design Contingency:(% +/-) 648.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,866.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 53 SY 50.00$                      2,650.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4695)

Photographs GPS ID: 90374

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90374 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4695)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90375

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4687)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 807.43$                      
q Preliminary Design Contingency:(% +/-) 1,076.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4687)

Photographs GPS ID: 90375

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90375 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4687)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 7

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90376

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.47)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,050.00$                   
q Preliminary Design Contingency:(% +/-) 1,400.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 45 SY 50.00$                      2,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.47)

Photographs GPS ID: 90376

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90376 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.47)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90377

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4734)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,284.86$                   
q Preliminary Design Contingency:(% +/-) 1,713.14$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 7,002.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4734)

Photographs GPS ID: 90377

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90377 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4734)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90378

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4714)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4714)

Photographs GPS ID: 90378

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90378 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4714)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90379

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.477)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.477)

Photographs GPS ID: 90379

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90379 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.477)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90380

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4773)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4773)

Photographs GPS ID: 90380

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90380 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4773)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90381

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4775)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4775)

Photographs GPS ID: 90381

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90381 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4775)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90382

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4795)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4795)

Photographs GPS ID: 90382

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90382 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4795)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90383

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4785)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4785)

Photographs GPS ID: 90383

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90383 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4785)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90384

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4812)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,156.29$                   
q Preliminary Design Contingency:(% +/-) 1,541.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 6,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4812)

Photographs GPS ID: 90384

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90384 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4812)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90385

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4818)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X

X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 624.86$                      
q Preliminary Design Contingency:(% +/-) 833.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,542.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 41 SY 12.00$                      492.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4818)

Photographs GPS ID: 90385

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90385 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4818)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90386

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4826)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4z

X

X X X

X

X X

X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 835.71$                      
q Preliminary Design Contingency:(% +/-) 1,114.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4826)

Photographs GPS ID: 90386

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90386 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4826)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90387

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4828)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4A

X

X

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 993.43$                      
q Preliminary Design Contingency:(% +/-) 1,324.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,682.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4828)

Photographs GPS ID: 90387

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90387 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4828)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90388

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.483)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.483)

Photographs GPS ID: 90388

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90388 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.483)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90389

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4847)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4847)

Photographs GPS ID: 90389

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90389 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4847)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90390

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4853)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A

X

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 564.86$                      
q Preliminary Design Contingency:(% +/-) 753.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,682.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4853)

Photographs GPS ID: 90390

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90390 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4853)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90391

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4866)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4866)

Photographs GPS ID: 90391

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90391 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4866)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90392

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4883)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4883)

Photographs GPS ID: 90392

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90392 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4883)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90393

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4885)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4885)

Photographs GPS ID: 90393

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90393 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4885)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90394

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4869)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4869)

Photographs GPS ID: 90394

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90394 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4869)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90395

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4843)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4843)

Photographs GPS ID: 90395

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90395 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4843)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90396

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4841)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4841)

Photographs GPS ID: 90396

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90396 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4841)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90397

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4893)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X

X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4893)

Photographs GPS ID: 90397

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90397 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4893)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90398

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4899)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4899)

Photographs GPS ID: 90398

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90398 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4899)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90399

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4902)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X

X X X X

X X X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,169.14$                   
q Preliminary Design Contingency:(% +/-) 1,558.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,272.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 31 SY 12.00$                      372.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 31 SY 50.00$                      1,550.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4902)

Photographs GPS ID: 90399

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90399 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4902)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90400

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4917)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 537.43$                      
q Preliminary Design Contingency:(% +/-) 716.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 746.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 8 SY 12.00$                      96.00$                        

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 8 SY 50.00$                      400.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4917)

Photographs GPS ID: 90400

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90400 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4917)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90401

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4895)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4895)

Photographs GPS ID: 90401

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90401 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4895)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90402

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4985)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

513.43$                      Engineering: (% +/-)

Basis for Cost Projection 1,802.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 3,000.00$                   

684.57$                      

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4985)

Photographs GPS ID: 90402

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90402 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4985)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90403

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4974)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 648.86$                      
q Preliminary Design Contingency:(% +/-) 865.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,486.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 28 SY 12.00$                      336.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4974)

Photographs GPS ID: 90403

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90403 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4974)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90404

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4968)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4968)

Photographs GPS ID: 90404

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90404 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4968)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90405

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4966)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4966)

Photographs GPS ID: 90405

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90405 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4966)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90406

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4952)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A

X

X

X

X

X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 674.57$                      
q Preliminary Design Contingency:(% +/-) 899.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,426.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4952)

Photographs GPS ID: 90406

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90406 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4952)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90407

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4949)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X

X

X X

X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,103.14$                   
q Preliminary Design Contingency:(% +/-) 1,470.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,426.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4949)

Photographs GPS ID: 90407

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90407 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4949)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90408

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4944)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X X

X X X X

X

X

X

X X X X

X X X X

X X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,776.00$                   
q Preliminary Design Contingency:(% +/-) 2,368.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,856.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 38 SY 12.00$                      456.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4944)

Photographs GPS ID: 90408

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90408 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.4944)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90409

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.494)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,236.00$                   
q Preliminary Design Contingency:(% +/-) 1,648.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.494)

Photographs GPS ID: 90409

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90409 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.494)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90410

Project Name: Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.493)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.493)

Photographs GPS ID: 90410

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90410 Intersection of 15th St and driveway (Lat. 35.6384; Long. -97.493)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 15th St GPS ID: 90411

Project Name: Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4927)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4927)

Photographs GPS ID: 90411

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90411 Intersection of 15th St and driveway (Lat. 35.6383; Long. -97.4927)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90412

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.461)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X

X

X

X X X X

X X X X

X X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 19,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,204.57$                   
q Preliminary Design Contingency:(% +/-) 2,939.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 13,856.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 38 SY 12.00$                      456.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 38 SY 50.00$                      1,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.461)

Photographs GPS ID: 90412

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90412 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.461)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90413

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4618)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X

X X X

X X

X

X

X X X X

X X X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,855.71$                   
q Preliminary Design Contingency:(% +/-) 2,474.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,670.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 35 SY 12.00$                      420.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 35 SY 50.00$                      1,750.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4618)

Photographs GPS ID: 90413

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90413 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4618)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90414

Project Name: Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4902)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4902)

Photographs GPS ID: 90414

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90414 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4902)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd Street GPS ID: 90415

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4892)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Good N/A Good N/A

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,057.71$                   
q Preliminary Design Contingency:(% +/-) 1,410.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,532.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 230 LF 6.00$                        1,380.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4892)

Photographs GPS ID: 90415

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90415 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4892)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90416

Project Name: Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4966)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4966)

Photographs GPS ID: 90416

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90416 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4966)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90417

Project Name: Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4948)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4948)

Photographs GPS ID: 90417

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90417 Intersection of 33rd St and driveway (Lat. 35.6236; Long. -97.4948)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90418

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4876)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4z

X

X

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 564.86$                      
q Preliminary Design Contingency:(% +/-) 753.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,682.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4876)

Photographs GPS ID: 90418

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90418 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4876)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90419

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4875)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4875)

Photographs GPS ID: 90419

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90419 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4875)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90420

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4845)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A 4A

X X

X

X X X

X X X

X X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 9,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,082.57$                   
q Preliminary Design Contingency:(% +/-) 1,443.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,474.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 27 SY 12.00$                      324.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4845)

Photographs GPS ID: 90420

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90420 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4845)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90421

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5016)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,530.00$                   
q Preliminary Design Contingency:(% +/-) 2,040.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5016)

Photographs GPS ID: 90421

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90421 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5016)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90422

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4856)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 514.29$                      
q Preliminary Design Contingency:(% +/-) 685.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 800.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4856)

Photographs GPS ID: 90422

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90422 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4856)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90423

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.486)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.486)

Photographs GPS ID: 90423

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90423 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.486)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90424

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5041)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5041)

Photographs GPS ID: 90424

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90424 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5041)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90425

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5057)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X

X X

X X

X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5057)

Photographs GPS ID: 90425

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90425 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5057)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90426

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5067)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X

X

X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5067)

Photographs GPS ID: 90426

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90426 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5067)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90427

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.664; Long. -97.5141)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X

X

X X X X

X X X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.664; Long. -97.5141)

Photographs GPS ID: 90427

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90427 Intersection of Santa Fe Ave and driveway (Lat. 35.664; Long. -97.5141)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90428

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6647; Long. -97.514)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 779.14$                      
q Preliminary Design Contingency:(% +/-) 1,038.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,182.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6647; Long. -97.514)

Photographs GPS ID: 90428

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90428 Intersection of Santa Fe Ave and driveway (Lat. 35.6647; Long. -97.514)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90430

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5114)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 15,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,958.57$                   
q Preliminary Design Contingency:(% +/-) 2,611.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 10,430.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5114)

Photographs GPS ID: 90430

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90430 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5114)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90431

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5127)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,450.29$                   
q Preliminary Design Contingency:(% +/-) 1,933.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5127)

Photographs GPS ID: 90431

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90431 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5127)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90432

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6668; Long. -97.5141)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4A

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 564.86$                      
q Preliminary Design Contingency:(% +/-) 753.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,682.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6668; Long. -97.5141)

Photographs GPS ID: 90432

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90432 Intersection of Santa Fe Ave and driveway (Lat. 35.6668; Long. -97.5141)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90433

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6671; Long. -97.5141)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,465.71$                   
q Preliminary Design Contingency:(% +/-) 1,954.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,580.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6671; Long. -97.5141)

Photographs GPS ID: 90433

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90433 Intersection of Santa Fe Ave and driveway (Lat. 35.6671; Long. -97.5141)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90434

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5125)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp For intersection ramps and commercial driveway ramps, install color truncated domes

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 672.86$                      
q Preliminary Design Contingency:(% +/-) 897.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5125)

Photographs GPS ID: 90434

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90434 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5125)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90435

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6683; Long. -97.5141)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X X X X

X X X

X X X

X X

X X X X

X X X X

X X X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,538.57$                   
q Preliminary Design Contingency:(% +/-) 2,051.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,410.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 30 SY 12.00$                      360.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6683; Long. -97.5141)

Photographs GPS ID: 90435

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90435 Intersection of Santa Fe Ave and driveway (Lat. 35.6683; Long. -97.5141)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90436

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5101)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X X

X

X X

X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,450.29$                   
q Preliminary Design Contingency:(% +/-) 1,933.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5101)

Photographs GPS ID: 90436

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90436 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5101)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90437

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.67; Long. -97.514)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X

X X

X X

X

X X

X X X X

X X X X

X X X X

X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,455.43$                   
q Preliminary Design Contingency:(% +/-) 1,940.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,604.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 3 LS 2,000.00$                 6,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 42 SY 12.00$                      504.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 42 SY 50.00$                      2,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.67; Long. -97.514)

Photographs GPS ID: 90437

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90437 Intersection of Santa Fe Ave and driveway (Lat. 35.67; Long. -97.514)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90438

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6703; Long. -97.5141)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 19 SY 12.00$                      

-$                           

-$                           

950.00$                      4" Concrete Sidewalk 19 SY 50.00$                      

228.00$                      

Tactile Warning Device - New 0 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 4,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

780.86$                      Engineering: (% +/-)

Basis for Cost Projection 5,178.00$                   

Intersection Issues

0

2

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 7,000.00$                   

1,041.14$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6703; Long. -97.5141)

Photographs GPS ID: 90438

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90438 Intersection of Santa Fe Ave and driveway (Lat. 35.6703; Long. -97.5141)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90439

Project Name: Intersection of 33rd St and Metro Plaza Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X X X X

X X X X

X X X X

X X X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

q Final Design Estimated Project Cost: 34,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,804.86$                   
q Preliminary Design Contingency:(% +/-) 5,073.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 25,122.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 503 LF 6.00$                        3,018.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 42 SY 12.00$                      504.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 80 SF 25.00$                      2,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 72 SY 50.00$                      3,600.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Metro Plaza Blvd

Photographs GPS ID: 90439

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90439 Intersection of 33rd St and Metro Plaza Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90440

Project Name: Intersection of Santa Fe Ave and Homestead Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X

X X

X

X X

X X

X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A N/A Poor Good

q Final Design Estimated Project Cost: 25,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,990.57$                   
q Preliminary Design Contingency:(% +/-) 3,987.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 18,022.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 216 LF 6.00$                        1,296.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 34 SY 50.00$                      1,700.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Homestead Blvd

Photographs GPS ID: 90440

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90440 Intersection of Santa Fe Ave and Homestead Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90441

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6722; Long. -97.514)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk Remove and replace crosswalk pavement markings

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6722; Long. -97.514)

Photographs GPS ID: 90441

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90441 Intersection of Santa Fe Ave and driveway (Lat. 35.6722; Long. -97.514)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90442

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5086)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,772.57$                   
q Preliminary Design Contingency:(% +/-) 2,363.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5086)

Photographs GPS ID: 90442

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90442 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5086)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90443

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.508)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,958.57$                   
q Preliminary Design Contingency:(% +/-) 2,611.43$                   

Fix Curb Ramp Counter Slope 2 LS 2,000.00$                 4,000.00$                   

Basis for Cost Projection 11,430.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.508)

Photographs GPS ID: 90443

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90443 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.508)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Sante Fe Ave GPS ID: 90444

Project Name: Intersection of Santa Fe Ave and Meritage Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,139.14$                   
q Preliminary Design Contingency:(% +/-) 1,518.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,342.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 132 LF 6.00$                        792.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and Meritage Ave

Photographs GPS ID: 90444

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90444 Intersection of Santa Fe Ave and Meritage Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90445

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5075)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X

X X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,317.43$                   
q Preliminary Design Contingency:(% +/-) 1,756.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 7,926.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 23 SY 50.00$                      1,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5075)

Photographs GPS ID: 90445

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90445 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5075)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90446

Project Name: Intersection of 33rd St and Bristol Park Blvd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X

X

X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition N/A Dangerous Good Dangerous

q Final Design Estimated Project Cost: 40,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 4,470.86$                   
q Preliminary Design Contingency:(% +/-) 5,961.14$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 29,568.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 398 LF 6.00$                        2,388.00$                   

Repave Roadway 3 LS 5,000.00$                 15,000.00$                 

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 50 SY 50.00$                      2,500.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and Bristol Park Blvd

Photographs GPS ID: 90446

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90446 Intersection of 33rd St and Bristol Park Blvd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90447

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6694; Long. -97.514)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,161.43$                   
q Preliminary Design Contingency:(% +/-) 1,548.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,290.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6694; Long. -97.514)

Photographs GPS ID: 90447

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90447 Intersection of Santa Fe Ave and driveway (Lat. 35.6694; Long. -97.514)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90448

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.675; Long. -97.514)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 807.43$                      
q Preliminary Design Contingency:(% +/-) 1,076.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.675; Long. -97.514)

Photographs GPS ID: 90448

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90448 Intersection of Santa Fe Ave and driveway (Lat. 35.675; Long. -97.514)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90449

Project Name: Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5056)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X

X X

X X

X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,450.29$                   
q Preliminary Design Contingency:(% +/-) 1,933.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5056)

Photographs GPS ID: 90449

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90449 Intersection of 33rd St and driveway (Lat. 35.6237; Long. -97.5056)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Santa Fe Ave GPS ID: 90450

Project Name: Intersection of Santa Fe Ave and driveway (Lat. 35.6754; Long. -97.514)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Santa Fe Ave and driveway (Lat. 35.6754; Long. -97.514)

Photographs GPS ID: 90450

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90450 Intersection of Santa Fe Ave and driveway (Lat. 35.6754; Long. -97.514)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90453

Project Name: Intersection of Kelly Ave and midblock crossing (Lat. 35.7051; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X

X X

X X

X X

X X

X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% X N/A N/A N/A

Path of travel pavement condition Poor N/A N/A N/A

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,503.43$                   
q Preliminary Design Contingency:(% +/-) 2,004.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,492.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 121 LF 6.00$                        726.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and midblock crossing (Lat. 35.7051; Long. -97.4962)

Photographs GPS ID: 90453

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90453 Intersection of Kelly Ave and midblock crossing (Lat. 35.7051; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90454

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.705; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 807.43$                      
q Preliminary Design Contingency:(% +/-) 1,076.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.705; Long. -97.4962)

Photographs GPS ID: 90454

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90454 Intersection of Kelly Ave and driveway (Lat. 35.705; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90455

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.7039; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 1,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 150.00$                      
q Preliminary Design Contingency:(% +/-) 200.00$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 650.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.7039; Long. -97.4962)

Photographs GPS ID: 90455

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90455 Intersection of Kelly Ave and driveway (Lat. 35.7039; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90456

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.7043; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 299.14$                      
q Preliminary Design Contingency:(% +/-) 398.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.7043; Long. -97.4962)

Photographs GPS ID: 90456

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90456 Intersection of Kelly Ave and driveway (Lat. 35.7043; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90457

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.7053; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.7053; Long. -97.4962)

Photographs GPS ID: 90457

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90457 Intersection of Kelly Ave and driveway (Lat. 35.7053; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coffee Creek GPS ID: 90458

Project Name: Intersection of Coffee Creek Rd and Secretariat Ln

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF NG 1A 2A 3z 4z

X X

X X X X

X

X X

X X

X X X X

X X X X

X X X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 901.71$                      
q Preliminary Design Contingency:(% +/-) 1,202.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,896.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 72 LF 6.00$                        432.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 56 SY 12.00$                      672.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 56 LF 7.00$                        392.00$                      

4" Concrete Sidewalk 58 SY 50.00$                      2,900.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coffee Creek Rd and Secretariat Ln

Photographs GPS ID: 90458

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90458 Intersection of Coffee Creek Rd and Secretariat Ln

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp North F Ramp North G Ramp 1A

Ramp 2A Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90459

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4588)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4588)

Photographs GPS ID: 90459

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90459 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4588)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90460

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4592)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4592)

Photographs GPS ID: 90460

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90460 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4592)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coffee Creek GPS ID: 90461

Project Name: Intersection of Coffee Creek Rd and Churchill Downs Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

SF Nz 1A 2z 3A 4A

X X X

X

X X

X X X

X X

X

X

X X X X

X X X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5%

Path of travel pavement condition Good Good Good Good

q Final Design Estimated Project Cost: 29,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,534.00$                   
q Preliminary Design Contingency:(% +/-) 4,712.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 20,754.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 360 LF 6.00$                        2,160.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 44 SY 12.00$                      528.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 120 SF 25.00$                      3,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 38 LF 7.00$                        266.00$                      

4" Concrete Sidewalk 116 SY 50.00$                      5,800.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coffee Creek Rd and Churchill Downs Rd

Photographs GPS ID: 90461

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90461 Intersection of Coffee Creek Rd and Churchill Downs Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp South F North  Median No Ramp (Nz ) Ramp 1A

Corner 2 No Ramp (2z ) Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90462

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6671; Long. -97.4597)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6671; Long. -97.4597)

Photographs GPS ID: 90462

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90462 Intersection of Danforth Rd and driveway (Lat. 35.6671; Long. -97.4597)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90463

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4584)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4584)

Photographs GPS ID: 90463

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90463 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4584)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90465

Project Name: Intersection of Coltrane Rd and Steeplechase Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2z 3z 4A

X X

X

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,118.57$                   
q Preliminary Design Contingency:(% +/-) 1,491.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,390.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 104 LF 6.00$                        624.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Steeplechase Rd

Photographs GPS ID: 90465

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90465 Intersection of Coltrane Rd and Steeplechase Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90466

Project Name: Intersection of Coltrane Rd and Asheforde Pl

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF 1A 2z 3z 4A

X

X

X X

X X

X

X X X

X X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,170.00$                   
q Preliminary Design Contingency:(% +/-) 1,560.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,270.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 68 LF 6.00$                        408.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 24 SY 12.00$                      288.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 32 LF 7.00$                        224.00$                      

4" Concrete Sidewalk 27 SY 50.00$                      1,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Asheforde Pl

Photographs GPS ID: 90466

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90466 Intersection of Coltrane Rd and Asheforde Pl

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp 1A Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90467

Project Name: Intersection of Coltrane Rd and Ranch House Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

WF WG 1A 2z 3z 4A

X X

X X

X X X

X X X

X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Good

q Final Design Estimated Project Cost: 16,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,849.71$                   
q Preliminary Design Contingency:(% +/-) 2,466.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 11,684.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 72 LF 6.00$                        432.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 43 SY 12.00$                      516.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 50 SF 25.00$                      1,250.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 48 LF 7.00$                        336.00$                      

4" Concrete Sidewalk 43 SY 50.00$                      2,150.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Ranch House Dr

Photographs GPS ID: 90467

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90467 Intersection of Coltrane Rd and Ranch House Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp West F Ramp West G Ramp 1A

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z ) Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 13

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90468

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.6985; Long. -97.4429)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 458.57$                      
q Preliminary Design Contingency:(% +/-) 611.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 930.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.6985; Long. -97.4429)

Photographs GPS ID: 90468

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90468 Intersection of Coltrane Rd and driveway (Lat. 35.6985; Long. -97.4429)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90469

Project Name: Intersection of Coltrane Rd and driveway (Lat. 35.7003; Long. -97.443)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X

X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 378.86$                      
q Preliminary Design Contingency:(% +/-) 505.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and driveway (Lat. 35.7003; Long. -97.443)

Photographs GPS ID: 90469

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90469 Intersection of Coltrane Rd and driveway (Lat. 35.7003; Long. -97.443)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Coltrane Rd GPS ID: 90470

Project Name: Intersection of Coltrane Rd and Trailhead Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2A 3A 4z

X

X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 870.00$                      
q Preliminary Design Contingency:(% +/-) 1,160.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,970.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 90 LF 6.00$                        540.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Coltrane Rd and Trailhead Dr

Photographs GPS ID: 90470

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90470 Intersection of Coltrane Rd and Trailhead Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Ramp 2A Ramp 3A

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Covell Rd GPS ID: 90471

Project Name: Intersection of Covell Rd and Lamond Hill Ave

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

NF 1A 2A 3z 4z

X X

X

X X X

X X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Good N/A N/A N/A

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 676.29$                      
q Preliminary Design Contingency:(% +/-) 901.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,422.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 72 LF 6.00$                        432.00$                      

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 20 SF 60.00$                      1,200.00$                   

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Covell Rd and Lamond Hill Ave

Photographs GPS ID: 90471

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90471 Intersection of Covell Rd and Lamond Hill Ave

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp North F Ramp 1A Ramp 2A

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Air Depot Blvd GPS ID: 90472

Project Name: Intersection of Air Depot Blvd and Great Hampden Rd

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

EF 1z 2A 3A 4z

X

X X

X

X

X X X

X X X

X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Remove and replace cut-thru ramp

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A
Repave roadway and install crosswalk pavement markings

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A Good N/A N/A

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,014.29$                   
q Preliminary Design Contingency:(% +/-) 2,685.71$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 12,300.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 72 LF 6.00$                        432.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 25 SY 12.00$                      300.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 24 LF 7.00$                        168.00$                      

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Air Depot Blvd and Great Hampden Rd

Photographs GPS ID: 90472

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90472 Intersection of Air Depot Blvd and Great Hampden Rd

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp East F Corner 1 No Ramp (1z ) Ramp 2A

Ramp 3A Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90473

Project Name: Intersection of Kelly Ave and Oak Tree Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3z 4z

X X

Repave roadway and install crosswalk pavement markings

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A X

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A N/A Dangerous

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,362.00$                   
q Preliminary Design Contingency:(% +/-) 1,816.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,822.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 212 LF 6.00$                        1,272.00$                   

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Oak Tree Dr

Photographs GPS ID: 90473

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90473 Intersection of Kelly Ave and Oak Tree Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90474

Project Name: Intersection of Kelly Ave and midblock crossing (Lat. 35.7165; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4z

X X

X

X

X

X

X X

X X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A

Crosswalk striping condition Good N/A N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition Dangerous N/A N/A N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,807.71$                   
q Preliminary Design Contingency:(% +/-) 2,410.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,782.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 88 LF 6.00$                        528.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 17 SY 12.00$                      204.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and midblock crossing (Lat. 35.7165; Long. -97.4962)

Photographs GPS ID: 90474

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90474 Intersection of Kelly Ave and midblock crossing (Lat. 35.7165; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90475

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4464)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4464)

Photographs GPS ID: 90475

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90475 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4464)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90476

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4461)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 18 SY 12.00$                      

-$                           

500.00$                      

900.00$                      4" Concrete Sidewalk 18 SY 50.00$                      

216.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 2 LS 500.00$                    

LS

1,000.00$                   

E S W

1,021.71$                   Engineering: (% +/-)

Basis for Cost Projection 4,616.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 7,000.00$                   

1,362.29$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp

Remove temporary obstruction



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4461)

Photographs GPS ID: 90476

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90476 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4461)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Western Ave GPS ID: 90477

Project Name: Intersection of Western Ave and driveway (Lat. 35.6765; Long. -97.5318)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 4,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 458.57$                      
q Preliminary Design Contingency:(% +/-) 611.43$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 2,930.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Western Ave and driveway (Lat. 35.6765; Long. -97.5318)

Photographs GPS ID: 90477

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90477 Intersection of Western Ave and driveway (Lat. 35.6765; Long. -97.5318)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Western Ave GPS ID: 90478

Project Name: Intersection of Western Ave and driveway (Lat. 35.6759; Long. -97.5318)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 299.14$                      
q Preliminary Design Contingency:(% +/-) 398.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Western Ave and driveway (Lat. 35.6759; Long. -97.5318)

Photographs GPS ID: 90478

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90478 Intersection of Western Ave and driveway (Lat. 35.6759; Long. -97.5318)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Western Ave GPS ID: 90479

Project Name: Intersection of Western Ave and driveway (Lat. 35.6753; Long. -97.5318)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 299.14$                      
q Preliminary Design Contingency:(% +/-) 398.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Western Ave and driveway (Lat. 35.6753; Long. -97.5318)

Photographs GPS ID: 90479

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90479 Intersection of Western Ave and driveway (Lat. 35.6753; Long. -97.5318)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90480

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6241; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2z 3z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6241; Long. -97.496)

Photographs GPS ID: 90480

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90480 Intersection of Kelly Ave and driveway (Lat. 35.6241; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 2 No Ramp (2z ) Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90481

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4643)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4643)

Photographs GPS ID: 90481

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90481 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4643)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90482

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6246; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6246; Long. -97.496)

Photographs GPS ID: 90482

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90482 Intersection of Kelly Ave and driveway (Lat. 35.6246; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90483

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4661)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X

X

X X

X X

X

X X

X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 17,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,093.14$                   
q Preliminary Design Contingency:(% +/-) 2,790.86$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 12,116.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4661)

Photographs GPS ID: 90483

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90483 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4661)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90484

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6243; Long. -97.496)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 244.29$                      
q Preliminary Design Contingency:(% +/-) 325.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,430.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 15 SY 50.00$                      750.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6243; Long. -97.496)

Photographs GPS ID: 90484

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90484 Intersection of Kelly Ave and driveway (Lat. 35.6243; Long. -97.496)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90485

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4664)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X

X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4664)

Photographs GPS ID: 90485

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90485 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4664)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90486

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4668)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 915.43$                      
q Preliminary Design Contingency:(% +/-) 1,220.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,864.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4668)

Photographs GPS ID: 90486

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90486 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4668)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90487

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4671)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X

X

X

X X

X X

X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,664.57$                   
q Preliminary Design Contingency:(% +/-) 2,219.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 10,116.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4671)

Photographs GPS ID: 90487

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90487 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4671)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90488

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4674)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X

X X

X

X X

X X

X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 13,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,450.29$                   
q Preliminary Design Contingency:(% +/-) 1,933.71$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 9,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4674)

Photographs GPS ID: 90488

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90488 Intersection of Danforth Rd and driveway (Lat. 35.6672; Long. -97.4674)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90489

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.483)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.483)

Photographs GPS ID: 90489

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90489 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.483)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90490

Project Name: Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4678)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4678)

Photographs GPS ID: 90490

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90490 Intersection of Danforth Rd and driveway (Lat. 35.6673; Long. -97.4678)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90491

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4818)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 807.43$                      
q Preliminary Design Contingency:(% +/-) 1,076.57$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,116.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4818)

Photographs GPS ID: 90491

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90491 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4818)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90492

Project Name: Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4808)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4808)

Photographs GPS ID: 90492

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90492 Intersection of 33rd St and driveway (Lat. 35.6235; Long. -97.4808)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90493

Project Name: Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4806)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 513.43$                      
q Preliminary Design Contingency:(% +/-) 684.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4806)

Photographs GPS ID: 90493

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90493 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4806)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90494

Project Name: Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4796)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4796)

Photographs GPS ID: 90494

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90494 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4796)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90495

Project Name: Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4802)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4802)

Photographs GPS ID: 90495

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90495 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4802)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 3

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : 33rd St GPS ID: 90496

Project Name: Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4789)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3z 4z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4789)

Photographs GPS ID: 90496

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90496 Intersection of 33rd St and driveway (Lat. 35.6234; Long. -97.4789)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Sooner Rd GPS ID: 90497

Project Name: Intersection of Sooner Rd and driveway (Lat. 35.6544; Long. -97.425)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 4A

X X

X

X X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 14,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,799.14$                   
q Preliminary Design Contingency:(% +/-) 2,398.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 9,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Sooner Rd and driveway (Lat. 35.6544; Long. -97.425)

Photographs GPS ID: 90497

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90497 Intersection of Sooner Rd and driveway (Lat. 35.6544; Long. -97.425)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Danforth Rd GPS ID: 90498

Project Name: Intersection of Danforth Rd and Eagle Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A X N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Dangerous N/A Dangerous N/A

q Final Design Estimated Project Cost: 25,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,877.43$                   
q Preliminary Design Contingency:(% +/-) 3,836.57$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 18,286.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 164 LF 6.00$                        984.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Danforth Rd and Eagle Dr

Photographs GPS ID: 90498

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90498 Intersection of Danforth Rd and Eagle Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90499

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6826; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,182.00$                   
q Preliminary Design Contingency:(% +/-) 1,576.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,242.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 16 SY 12.00$                      192.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 16 SY 50.00$                      800.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6826; Long. -97.4961)

Photographs GPS ID: 90499

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90499 Intersection of Kelly Ave and driveway (Lat. 35.6826; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90500

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6838; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,187.14$                   
q Preliminary Design Contingency:(% +/-) 1,582.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,230.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 15 SY 12.00$                      180.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 16 SY 50.00$                      800.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6838; Long. -97.4961)

Photographs GPS ID: 90500

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90500 Intersection of Kelly Ave and driveway (Lat. 35.6838; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90501

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6848; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,046.57$                   
q Preliminary Design Contingency:(% +/-) 1,395.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,558.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 9 SY 12.00$                      108.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 9 SY 50.00$                      450.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6848; Long. -97.4962)

Photographs GPS ID: 90501

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90501 Intersection of Kelly Ave and driveway (Lat. 35.6848; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90502

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6832; Long. -97.4961)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X X
Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 833.14$                      
q Preliminary Design Contingency:(% +/-) 1,110.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,056.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 2 LS 2,000.00$                 4,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 13 SY 12.00$                      156.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 13 SY 50.00$                      650.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6832; Long. -97.4961)

Photographs GPS ID: 90502

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90502 Intersection of Kelly Ave and driveway (Lat. 35.6832; Long. -97.4961)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90503

Project Name: Intersection of Kelly Ave and driveway (Lat. 35.6917; Long. -97.4962)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A

X

X

X

X

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 10,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,314.86$                   
q Preliminary Design Contingency:(% +/-) 1,753.14$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 6,932.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and driveway (Lat. 35.6917; Long. -97.4962)

Photographs GPS ID: 90503

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90503 Intersection of Kelly Ave and driveway (Lat. 35.6917; Long. -97.4962)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Kelly Ave GPS ID: 90504

Project Name: Intersection of Kelly Ave and Villas Creek Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X X X

X X X X

X X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A None N/A

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition N/A Good N/A Good

q Final Design Estimated Project Cost: 27,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 3,227.14$                   
q Preliminary Design Contingency:(% +/-) 4,302.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 19,470.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 4 LS 2,000.00$                 8,000.00$                   

Fix Curb Ramp Transition 4 LS 2,000.00$                 8,000.00$                   

Crosswalk Pavement Markings 226 LF 6.00$                        1,356.00$                   

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 22 SY 12.00$                      264.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 22 SY 50.00$                      1,100.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Kelly Ave and Villas Creek Dr

Photographs GPS ID: 90504

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90504 Intersection of Kelly Ave and Villas Creek Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90506

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4951)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A

X

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 457.71$                      
q Preliminary Design Contingency:(% +/-) 610.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 932.00$                      

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 10 SF 25.00$                      250.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 11 SY 50.00$                      550.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4951)

Photographs GPS ID: 90506

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90506 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4951)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90507

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4948)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X

X X

X X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 593.14$                      
q Preliminary Design Contingency:(% +/-) 790.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,616.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 18 SY 12.00$                      216.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 18 SY 50.00$                      900.00$                      

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4948)

Photographs GPS ID: 90507

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90507 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4948)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90508

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4943)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4943)

Photographs GPS ID: 90508

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90508 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4943)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90509

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4937)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4937)

Photographs GPS ID: 90509

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90509 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4937)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90510

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4934)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4934)

Photographs GPS ID: 90510

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90510 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4934)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90511

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4927)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 3,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 621.43$                      
q Preliminary Design Contingency:(% +/-) 828.57$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,550.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4927)

Photographs GPS ID: 90511

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90511 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4927)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90512

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4919)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

3A 4A

X

X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 -$                           

LS 5,000.00$                 

2,000.00$                   Fix Ponding 1

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

942.00$                      Engineering: (% +/-)

Basis for Cost Projection 3,802.00$                   

Intersection Issues

0

0

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 6,000.00$                   

1,256.00$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp Fix ponding

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25"

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4919)

Photographs GPS ID: 90512

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90512 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4919)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 3A Ramp 4A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90513

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4895)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X

X X

X X

X

X X

X X

X X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,370.57$                   
q Preliminary Design Contingency:(% +/-) 1,827.43$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 1 LS 500.00$                    500.00$                      

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4895)

Photographs GPS ID: 90513

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90513 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4895)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90514

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4893)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares Remove temporary obstruction

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 727.71$                      
q Preliminary Design Contingency:(% +/-) 970.29$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,302.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 2 LS 500.00$                    1,000.00$                   

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4893)

Photographs GPS ID: 90514

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90514 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4893)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90515

Project Name: Intersection of Edmond Rd and Wimbledon Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3A 4A

X

X

X X

X X

X X

X X

X

X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%
Fix curb ramp counter slope

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A N/A

Path of travel pavement condition Dangerous N/A Poor N/A

q Final Design Estimated Project Cost: 24,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,942.57$                   
q Preliminary Design Contingency:(% +/-) 3,923.43$                   

Fix Curb Ramp Counter Slope 1 LS 2,000.00$                 2,000.00$                   

Basis for Cost Projection 17,134.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 108 LF 6.00$                        648.00$                      

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 28 SY 12.00$                      336.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 28 SY 50.00$                      1,400.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and Wimbledon Dr

Photographs GPS ID: 90515

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90515 Intersection of Edmond Rd and Wimbledon Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90516

Project Name: Intersection of Edmond Rd and S Walnut St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z 4A

X

X X

X

X

X

X

X

X X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Existing sidewalk, curb ramp, and/or striping configurations permit pedestrians to cross the major street.  An Engineering study is needed to confirm crossing should be accommodated at this location and the current crossing treatment is 

appropriate.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches X N/A N/A

Path of travel running slope is greater than 5% N/A

Path of travel pavement condition Dangerous Good Dangerous N/A

q Final Design Estimated Project Cost: 21,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 2,579.14$                   
q Preliminary Design Contingency:(% +/-) 3,438.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 14,982.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 276 LF 6.00$                        1,656.00$                   

Repave Roadway 2 LS 5,000.00$                 10,000.00$                 

Removal of Sidewalk 23 SY 12.00$                      276.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 41 SY 50.00$                      2,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Walnut St

Photographs GPS ID: 90516

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90516 Intersection of Edmond Rd and S Walnut St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90517

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4877)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

2A 3A 4A

X X X

X

X

X X X

X X X

X X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 7,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 971.14$                      
q Preliminary Design Contingency:(% +/-) 1,294.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,734.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 32 SY 12.00$                      384.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 30 SF 25.00$                      750.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 32 SY 50.00$                      1,600.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4877)

Photographs GPS ID: 90517

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90517 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4877)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 2A Ramp 3A Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90518

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4873)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X

X X

X X

X

X X

X X

X X

X X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 8,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 942.00$                      
q Preliminary Design Contingency:(% +/-) 1,256.00$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 5,802.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 21 SY 12.00$                      252.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4873)

Photographs GPS ID: 90518

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90518 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4873)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90519

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.489)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X

X X

X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 5,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 732.86$                      
q Preliminary Design Contingency:(% +/-) 977.14$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 3,290.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 20 SY 12.00$                      240.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.489)

Photographs GPS ID: 90519

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90519 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.489)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90520

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.491)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z

X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 2,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 407.14$                      
q Preliminary Design Contingency:(% +/-) 542.86$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 1,050.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 0 SF 25.00$                      -$                           

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.491)

Photographs GPS ID: 90520

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90520 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.491)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )



Kimley-Horn and Associates, Inc. Priority: 2

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90521

Project Name: Intersection of Edmond Rd and S Santa Fe Dr

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1z 2z 3A 4A

X X

X

X X

X X

X X

X X

X

X X

Repave roadway and install crosswalk pavement markings

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Comment: Current ramp configuration allows pedestrians to cross major street. Presence of dividing median suggests this is a dangerous situation. Consider replacing diagonal ramps with directional ramps on southeast and southwest corners.

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed Install landing area

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

None

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition None None None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A X N/A

Path of travel running slope is greater than 5%

Path of travel pavement condition Dangerous Dangerous Good Dangerous

q Final Design Estimated Project Cost: 46,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 5,351.14$                   
q Preliminary Design Contingency:(% +/-) 7,134.86$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 33,514.00$                 

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 2 LS 2,000.00$                 4,000.00$                   

Fix Curb Ramp Transition 1 LS 2,000.00$                 2,000.00$                   

Crosswalk Pavement Markings 406 LF 6.00$                        2,436.00$                   

Repave Roadway 4 LS 5,000.00$                 20,000.00$                 

Removal of Sidewalk 19 SY 12.00$                      228.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 60 SF 25.00$                      1,500.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 67 SY 50.00$                      3,350.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and S Santa Fe Dr

Photographs GPS ID: 90521

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90521 Intersection of Edmond Rd and S Santa Fe Dr

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z ) Ramp 3A

Ramp 4A



Kimley-Horn and Associates, Inc. Priority: 6

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90522

Project Name: Intersection of Edmond Rd and 3rd St

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

Sz 1z 2z 3z 4z

X X X

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

N/A

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6' N/A N/A N/A N/A
Install crosswalk pavement markings

Crosswalk striping condition N/A N/A None

Path of travel cross slope is greater than 5% for free-flow approaches N/A N/A N/A N/A

Path of travel cross slope is greater than 2% for stop control 

approaches N/A N/A

Path of travel running slope is greater than 5% N/A N/A N/A

Path of travel pavement condition N/A N/A Dangerous N/A Repave roadway and install crosswalk pavement markings

q Final Design Estimated Project Cost: 11,000.00$                 

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 1,318.71$                   
q Preliminary Design Contingency:(% +/-) 1,758.29$                   

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 7,923.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 0 LS 2,000.00$                 -$                           

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 94 LF 6.00$                        564.00$                      

Repave Roadway 1 LS 5,000.00$                 5,000.00$                   

Removal of Sidewalk 0 SY 12.00$                      -$                           

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 40 SF 25.00$                      1,000.00$                   

Tactile Warning Device - Retrofit 0 SF 60.00$                      -$                           

Concrete Curb (6" Barrier-Integral) 14 LF 7.00$                        98.00$                        

4" Concrete Sidewalk 25 SY 50.00$                      1,250.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 2 CY 5.50$                        11.00$                        



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and 3rd St

Photographs GPS ID: 90522

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90522 Intersection of Edmond Rd and 3rd St

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

South  Median No Ramp (Sz ) Corner 1 No Ramp (1z ) Corner 2 No Ramp (2z )

Corner 3 No Ramp (3z ) Corner 4 No Ramp (4z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90523

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6532; Long. -97.4822)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A 3z

X

X

X

X

X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Ponding occurs at base of curb ramp Fix ponding

Landing area does not exist and is needed

Landing area is less than 5' x 5' or slopes greater than 2% Remove and replace landing area

Curb ramp transition onto roadway is greater than 0.25"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

No textured surface at base of curb ramp

No color contrast at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Remove and replace curb ramp

Flare cross slope is greater than 10%

Curb ramp running slope is greater than 8.33%

Blended transition running slope is greater than 5%  

Cut-thru ramp running slope is greater than 5%

Curb ramp cross slope is greater than 2%

Cut-thru ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp width is less than 60"

Curb ramp does not exist and is needed Install curb ramp; see shapefile for median improvement

Curb ramp does not land in crosswalk

No 4' x 4' clear space at base of curb ramp

Curb Ramp Issues
Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Recommendations

Crosswalk width is less than 6'

Crosswalk striping condition

Path of travel cross slope is greater than 5% for free-flow approaches

Path of travel cross slope is greater than 2% for stop control 

approaches

Path of travel running slope is greater than 5%

Path of travel pavement condition 

q Final Design Estimated Project Cost: 6,000.00$                   

Intersection Issues
Crosswalk

Recommendations
N E S W

 No Design Completed Engineering: (% +/-) 736.29$                      
q Preliminary Design Contingency:(% +/-) 981.71$                      

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Basis for Cost Projection 4,282.00$                   

Median Nose Modification 0 LS 5,000.00$                 -$                           

Remove Temporary Obstruction 0 LS 500.00$                    -$                           

Fix Ponding 1 LS 2,000.00$                 2,000.00$                   

Fix Curb Ramp Transition 0 LS 2,000.00$                 -$                           

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway 0 LS 5,000.00$                 -$                           

Removal of Sidewalk 11 SY 12.00$                      132.00$                      

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - New 20 SF 25.00$                      500.00$                      

Tactile Warning Device - Retrofit 10 SF 60.00$                      600.00$                      

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

4" Concrete Sidewalk 21 SY 50.00$                      1,050.00$                   

Item Description Quantity Unit Unit Price Item Cost

Unclassified Excavation 0 CY 5.50$                        -$                           



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6532; Long. -97.4822)

Photographs GPS ID: 90523

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90523 Intersection of Edmond Rd and driveway (Lat. 35.6532; Long. -97.4822)

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A Corner 3 No Ramp (3z )



Kimley-Horn and Associates, Inc. Priority: 5

Project Description for Unsignalized Intersection

Client: City of Edmond Date: 6/19/15

Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE

KHA No.: 061284000 Checked By: SRA

Corridor : Edmond Rd GPS ID: 90524

Project Name: Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4865)

City: Edmond

Item No.

ODOT 202(A)-0183

ODOT 609(A)-0300

ODOT 610(A)-0602

ODOT 610(I)-4610

ODOT 610(I)-4615

ODOT 619(B)-4792

ODOT 857(F)-8006

---

---

---

---

---

---

---

Subtotal:

15%

20%

Project Location

Field Observations

1A 2A

X X

X X

X X

X X

X X

X

For intersection ramps and commercial driveway ramps, 

install color truncated domes

Path of travel cross slope is greater than 2% for stop control 

approaches

Crosswalk width is less than 6'

Crosswalk striping condition

Recommendations

Item Description Quantity Unit Unit Price Item Cost

Removal of Sidewalk 21 SY 12.00$                      

-$                           

500.00$                      

1,050.00$                   4" Concrete Sidewalk 21 SY 50.00$                      

252.00$                      

Tactile Warning Device - New 20 SF 25.00$                      

Unclassified Excavation 0 CY

-$                           

LS 2,000.00$                 2,000.00$                   

LS 5,000.00$                 

-$                           Fix Ponding 0

5.50$                        -$                           

Concrete Curb (6" Barrier-Integral) 0 LF 7.00$                        -$                           

-$                           

Contingency:(% +/-)

2,000.00$                 

Pavement Marking Removal (Traffic Stripe) 0 LF 0.25$                        -$                           

Tactile Warning Device - Retrofit

Crosswalk Pavement Markings 0 LF 6.00$                        -$                           

Repave Roadway

Fix Curb Ramp Transition

Median Nose Modification

0 SF 60.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    

LS

-$                           

E S W

942.00$                      Engineering: (% +/-)

Basis for Cost Projection 3,802.00$                   

Intersection Issues

0

1

0

LS 5,000.00$                 

Fix Curb Ramp Counter Slope 0 LS 2,000.00$                 -$                           

Path of travel running slope is greater than 5%

 No Design Completed

q Preliminary Design

q Final Design

Crosswalk
Recommendations

N

Estimated Project Cost: 6,000.00$                   

1,256.00$                   

Curb ramp running slope is greater than 8.33%

Curb ramp does not exist and is needed

Flare cross slope is greater than 10%

Path of travel pavement condition 

Curb Ramp Issues

Remove and replace curb ramp

Path of travel cross slope is greater than 5% for free-flow approaches

No 4' x 4' clear space at base of curb ramp

Curbed side is not 90° or has traversable adjacent surface

Curb Ramp ID ('z' or 'i ' in ramp label indicates no existing ramp)

Curb ramp does not land in crosswalk

No color contrast at base of curb ramp

Remove and replace landing area

Ponding occurs at base of curb ramp

Blended transition running slope is greater than 5%  

Landing area is less than 5' x 5' or slopes greater than 2%

Curb ramp cross slope is greater than 2%

Curb ramp width is less than 48"

Cut-thru ramp cross slope is greater than 2%

Cut-thru ramp running slope is greater than 5%

Cut-thru ramp width is less than 60"

Permanent obstruction (>0.25") in curb ramp/landing/flares

Temporary obstruction (>0.25") in curb ramp/landing/flares

Counter slope of the gutter or street at the foot of the curb ramp is 

greater than 5%

Curb ramp transition onto roadway is greater than 0.25" Fix curb ramp transition

Landing area does not exist and is needed

No textured surface at base of curb ramp



Kimley-Horn and Associates, Inc. Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4865)

Photographs GPS ID: 90524

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 90524 Intersection of Edmond Rd and driveway (Lat. 35.6529; Long. -97.4865)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable costs 

provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer cannot 

and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Ramp 1A Ramp 2A

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 

DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



GPS ID Project Name Cost Projection Priority
1 E Ayers St ~ South (West of N University St) 4,000.00$              2
2 E Main St ~ North (East of Garland Godfrey St) 8,000.00$              1
3 W 1st St ~ South (West of S Broadway St) 1,000.00$              4
4 E 5th St ~ North (West of S Littler Ave) 3,000.00$              2
5 Mary Lee Ln ~ North (East of Rankin St) 2,000.00$              4
6 Jeffrey Baldwin Waner Rd ~ South (West of S Fretz Ave) 4,000.00$              1

22,000.00$            TOTAL

City of Edmond
ADA Self-Evaluation and Transition Plan Update

Transit Stop Projection Summary
6/19/2015



Kimley-Horn and Associates, Inc. Priority: 2
Project Description for Transit Stops

Client: City of Edmond Date: 6/19/15
Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE
KHA No.: 061284000 Checked By: SRA

Route: GPS ID: 1
Project Name: E Ayers St ~ South (West of N University St)
City: Edmond

Item No.
ODOT 610(A)-0602
ODOT 619(B)-4792

---
---
---
---
---
---
---
---

Subtotal:
15%
20%

Project Location

Field Observations

Boarding Area Issues

Item Description Quantity Unit Unit Price Item Cost
4" Concrete Sidewalk 11 SY 50.00$                      550.00$                     
Removal of Sidewalk 9 SY 12.00$                      108.00$                    
Relocate Fire Hydrant 0 LS 2,000.00$                 -$                          
Adjust Utility Elevation 0 LS 1,000.00$                 -$                          
Remove Obstruction 0 LS 1,000.00$                 -$                          
Remove Temporary Obstruction 0 LS 500.00$                    -$                          
Welded Steel Grate 0 EA 1,300.00$                 -$                          
Fix Connection Transition 1 LS 2,000.00$                 2,000.00$                 
Sheet Aluminum Signs 6 SF 20.00$                      120.00$                    

-$                          
Basis for Cost Projection 2,778.00$                  

Fix Transit Shelter Opening 0 EA 1,000.00$                 -$                          
-$                          

Final Design Estimated Project Cost: 4,000.00$                  

Issue Exists Recommendations
Boarding area does not exist

No Design Completed Engineering: (% +/-) 523.71$                     
Preliminary Design Contingency:(% +/-) 698.29$                     

Heaving/Sinking/Cracking present in the boarding area
Ponding present in the boarding area
Permanent obstruction (>0.25") in boarding area

Boarding area length is less that 96" X
Boarding area width is less than 60"
Boarding area running slope is greater than 2% X

Remove and replace boarding areaBoarding area cross slope is greater than adjacent street grade

Boarding area is missing a connection to the street or sidewalk network

Adjacent Sidewalk Network Issues Issue Exists Recommendations

Temporary obstruction (>0.25") in boarding area
Transition at connection to the curb is greater than 0.25" X Fix connection transition

Sidewalk network width is less than 48"
Sidewalk network cross slope is greater than 2%
Heaving/Sinking/Cracking present in the sidewalk network
Ponding present in the sidewalk network

Transition at connection to boarding area is greater than 0.25"

Transit Stop Sidewalk Issues Issue Exists Recommendations

Permanent obstruction (>0.25") in sidewalk network
Temporary obstruction (>0.25") in sidewalk network

Permanent obstruction (>0.25") in transit stop sidewalk
Temporary obstruction (>0.25") in transit stop sidewalk

Transit stop sidewalk cross slope is greater than 2%
Heaving/Sinking/Cracking present in the transit stop sidewalk
Ponding present in the transit stop sidewalk

No transit stop signage X Install transit stop signage
Transit stop signage is non-compliant

Transition at connection to sidewalk network is greater than 0.25"

Transit Stop Amenity Issues Issue Exists Recommendations

Shelter clear space length is less than 48"
Shelter clear space width is less than 30"

No clear space adjacent to stand-alone bench
Stand-alone bench clear space length is less than 48"
Stand-alone bench clear space width is less than 30"
Stand-alone bench clear space cross slope is greater than 2%

Shelter clear space cross slope is greater than 2%
Shelter clear space running slope is greater than 2%
Shelter opening clear width is less than 32"

Stand-alone bench clear space running slope is greater than 2%
No clear space under shelter



Kimley-Horn and Associates, Inc. E Ayers St ~ South (West of N University St)
Photographs GPS ID: 1

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 1 E Ayers St ~ South (West of N University St)

Boarding/Alighting Area Shelter/Clear Space

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable 
costs provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer 
cannot and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 
DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 1
Project Description for Transit Stops

Client: City of Edmond Date: 6/19/15
Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE
KHA No.: 061284000 Checked By: SRA

Route: GPS ID: 2
Project Name: E Main St ~ North (East of Garland Godfrey St)
City: Edmond

Item No.
ODOT 610(A)-0602
ODOT 619(B)-4792

---
---
---
---
---
---
---
---

Subtotal:
15%
20%

Project Location

Field Observations

Boarding Area Issues

Item Description Quantity Unit Unit Price Item Cost
4" Concrete Sidewalk 26 SY 50.00$                      1,300.00$                  
Removal of Sidewalk 26 SY 12.00$                      312.00$                    
Relocate Fire Hydrant 0 LS 2,000.00$                 -$                          
Adjust Utility Elevation 0 LS 1,000.00$                 -$                          
Remove Obstruction 0 LS 1,000.00$                 -$                          
Remove Temporary Obstruction 0 LS 500.00$                    -$                          
Welded Steel Grate 0 EA 1,300.00$                 -$                          
Fix Connection Transition 2 LS 2,000.00$                 4,000.00$                 
Sheet Aluminum Signs 6 SF 20.00$                      120.00$                    

-$                          
Basis for Cost Projection 5,732.00$                  

Fix Transit Shelter Opening 0 EA 1,000.00$                 -$                          
-$                          

Final Design Estimated Project Cost: 8,000.00$                  

Issue Exists Recommendations
Boarding area does not exist

No Design Completed Engineering: (% +/-) 972.00$                     
Preliminary Design Contingency:(% +/-) 1,296.00$                  

Heaving/Sinking/Cracking present in the boarding area
Ponding present in the boarding area
Permanent obstruction (>0.25") in boarding area

Boarding area length is less that 96"
Boarding area width is less than 60"
Boarding area running slope is greater than 2% X

Remove and replace boarding areaBoarding area cross slope is greater than adjacent street grade

Boarding area is missing a connection to the street or sidewalk network

Adjacent Sidewalk Network Issues Issue Exists Recommendations

Temporary obstruction (>0.25") in boarding area
Transition at connection to the curb is greater than 0.25" X Fix connection transition

Sidewalk network width is less than 48"
Sidewalk network cross slope is greater than 2%
Heaving/Sinking/Cracking present in the sidewalk network
Ponding present in the sidewalk network

Transition at connection to boarding area is greater than 0.25"

Transit Stop Sidewalk Issues Issue Exists Recommendations

Permanent obstruction (>0.25") in sidewalk network
Temporary obstruction (>0.25") in sidewalk network

Permanent obstruction (>0.25") in transit stop sidewalk
Temporary obstruction (>0.25") in transit stop sidewalk

Transit stop sidewalk cross slope is greater than 2% X
Remove and replace transit stop sidewalkHeaving/Sinking/Cracking present in the transit stop sidewalk

Ponding present in the transit stop sidewalk

No transit stop signage X Install transit stop signage
Transit stop signage is non-compliant

Transition at connection to sidewalk network is greater than 0.25" X Fix connection transition

Transit Stop Amenity Issues Issue Exists Recommendations

Shelter clear space length is less than 48"
Shelter clear space width is less than 30"

No clear space adjacent to stand-alone bench
Stand-alone bench clear space length is less than 48"
Stand-alone bench clear space width is less than 30"
Stand-alone bench clear space cross slope is greater than 2%

Shelter clear space cross slope is greater than 2%
Shelter clear space running slope is greater than 2%
Shelter opening clear width is less than 32"

Stand-alone bench clear space running slope is greater than 2%
No clear space under shelter



Kimley-Horn and Associates, Inc. E Main St ~ North (East of Garland Godfrey St)
Photographs GPS ID: 2

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 2 E Main St ~ North (East of Garland Godfrey St)

Shelter/Clear Space

Boarding/Alighting Area Transit Stop Sidewalk

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable 
costs provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer 
cannot and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 
DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 4
Project Description for Transit Stops

Client: City of Edmond Date: 6/19/15
Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE
KHA No.: 061284000 Checked By: SRA

Route: GPS ID: 3
Project Name: W 1st St ~ South (West of S Broadway St)
City: Edmond

Item No.
ODOT 610(A)-0602
ODOT 619(B)-4792

---
---
---
---
---
---
---
---

Subtotal:
15%
20%

Project Location

Field Observations

Boarding Area Issues

Item Description Quantity Unit Unit Price Item Cost
4" Concrete Sidewalk 0 SY 50.00$                      -$                           
Removal of Sidewalk 0 SY 12.00$                      -$                          
Relocate Fire Hydrant 0 LS 2,000.00$                 -$                          
Adjust Utility Elevation 0 LS 1,000.00$                 -$                          
Remove Obstruction 0 LS 1,000.00$                 -$                          
Remove Temporary Obstruction 0 LS 500.00$                    -$                          
Welded Steel Grate 0 EA 1,300.00$                 -$                          
Fix Connection Transition 0 LS 2,000.00$                 -$                          
Sheet Aluminum Signs 6 SF 20.00$                      120.00$                    

-$                          
Basis for Cost Projection 120.00$                     

Fix Transit Shelter Opening 0 EA 1,000.00$                 -$                          
-$                          

Final Design Estimated Project Cost: 1,000.00$                  

Issue Exists Recommendations
Boarding area does not exist

No Design Completed Engineering: (% +/-) 377.14$                     
Preliminary Design Contingency:(% +/-) 502.86$                     

Heaving/Sinking/Cracking present in the boarding area
Ponding present in the boarding area
Permanent obstruction (>0.25") in boarding area

Boarding area length is less that 96"
Boarding area width is less than 60"
Boarding area running slope is greater than 2%
Boarding area cross slope is greater than adjacent street grade

Boarding area is missing a connection to the street or sidewalk network

Adjacent Sidewalk Network Issues Issue Exists Recommendations

Temporary obstruction (>0.25") in boarding area
Transition at connection to the curb is greater than 0.25"

Sidewalk network width is less than 48"
Sidewalk network cross slope is greater than 2%
Heaving/Sinking/Cracking present in the sidewalk network
Ponding present in the sidewalk network

Transition at connection to boarding area is greater than 0.25"

Transit Stop Sidewalk Issues Issue Exists Recommendations

Permanent obstruction (>0.25") in sidewalk network
Temporary obstruction (>0.25") in sidewalk network

Permanent obstruction (>0.25") in transit stop sidewalk
Temporary obstruction (>0.25") in transit stop sidewalk

Transit stop sidewalk cross slope is greater than 2%
Heaving/Sinking/Cracking present in the transit stop sidewalk
Ponding present in the transit stop sidewalk

No transit stop signage X Install transit stop signage
Transit stop signage is non-compliant

Transition at connection to sidewalk network is greater than 0.25"

Transit Stop Amenity Issues Issue Exists Recommendations

Shelter clear space length is less than 48"
Shelter clear space width is less than 30"

No clear space adjacent to stand-alone bench
Stand-alone bench clear space length is less than 48"
Stand-alone bench clear space width is less than 30"
Stand-alone bench clear space cross slope is greater than 2%

Shelter clear space cross slope is greater than 2%
Shelter clear space running slope is greater than 2%
Shelter opening clear width is less than 32"

Stand-alone bench clear space running slope is greater than 2%
No clear space under shelter



Kimley-Horn and Associates, Inc. W 1st St ~ South (West of S Broadway St)
Photographs GPS ID: 3

Comment:

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 3 W 1st St ~ South (West of S Broadway St)

Boarding/Alighting Area Shelter/Clear Space

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable 
costs provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer 
cannot and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 
DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

The boarding area for this transit stop location is in the parking lot area wherever the transit vehicle parks during each drop-off and pick-up.  The path of travel to the boarding area was not evaluated due to 
the changing boarding area location.  A boarding area needs to be constructed at curb level near the existing transit stop shelter to bring the boarding area for this location into compliance.



Kimley-Horn and Associates, Inc. Priority: 2
Project Description for Transit Stops

Client: City of Edmond Date: 6/19/15
Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE
KHA No.: 061284000 Checked By: SRA

Route: GPS ID: 4
Project Name: E 5th St ~ North (West of S Littler Ave)
City: Edmond

Item No.
ODOT 610(A)-0602
ODOT 619(B)-4792

---
---
---
---
---
---
---
---

Subtotal:
15%
20%

Project Location

Field Observations

Boarding Area Issues

Item Description Quantity Unit Unit Price Item Cost
4" Concrete Sidewalk 27 SY 50.00$                      1,350.00$                  
Removal of Sidewalk 8 SY 12.00$                      96.00$                      
Relocate Fire Hydrant 0 LS 2,000.00$                 -$                          
Adjust Utility Elevation 0 LS 1,000.00$                 -$                          
Remove Obstruction 0 LS 1,000.00$                 -$                          
Remove Temporary Obstruction 0 LS 500.00$                    -$                          
Welded Steel Grate 0 EA 1,300.00$                 -$                          
Fix Connection Transition 0 LS 2,000.00$                 -$                          
Sheet Aluminum Signs 6 SF 20.00$                      120.00$                    

-$                          
Basis for Cost Projection 1,566.00$                  

Fix Transit Shelter Opening 0 EA 1,000.00$                 -$                          
-$                          

Final Design Estimated Project Cost: 3,000.00$                  

Issue Exists Recommendations
Boarding area does not exist

No Design Completed Engineering: (% +/-) 614.57$                     
Preliminary Design Contingency:(% +/-) 819.43$                     

Heaving/Sinking/Cracking present in the boarding area
Ponding present in the boarding area
Permanent obstruction (>0.25") in boarding area

Boarding area length is less that 96" X
Boarding area width is less than 60"
Boarding area running slope is greater than 2% X

Remove and replace boarding areaBoarding area cross slope is greater than adjacent street grade

Boarding area is missing a connection to the street or sidewalk network X Install connection

Adjacent Sidewalk Network Issues Issue Exists Recommendations

Temporary obstruction (>0.25") in boarding area
Transition at connection to the curb is greater than 0.25"

Sidewalk network width is less than 48"

Remove and replace sidewalk networkSidewalk network cross slope is greater than 2% X
Heaving/Sinking/Cracking present in the sidewalk network
Ponding present in the sidewalk network

Transition at connection to boarding area is greater than 0.25"

Transit Stop Sidewalk Issues Issue Exists Recommendations

Permanent obstruction (>0.25") in sidewalk network
Temporary obstruction (>0.25") in sidewalk network

Permanent obstruction (>0.25") in transit stop sidewalk
Temporary obstruction (>0.25") in transit stop sidewalk

Transit stop sidewalk cross slope is greater than 2%
Heaving/Sinking/Cracking present in the transit stop sidewalk
Ponding present in the transit stop sidewalk

No transit stop signage X Install transit stop signage
Transit stop signage is non-compliant

Transition at connection to sidewalk network is greater than 0.25"

Transit Stop Amenity Issues Issue Exists Recommendations

Shelter clear space length is less than 48"
Shelter clear space width is less than 30"

No clear space adjacent to stand-alone bench
Stand-alone bench clear space length is less than 48"
Stand-alone bench clear space width is less than 30"
Stand-alone bench clear space cross slope is greater than 2%

Shelter clear space cross slope is greater than 2%
Shelter clear space running slope is greater than 2%
Shelter opening clear width is less than 32"

Stand-alone bench clear space running slope is greater than 2%
No clear space under shelter



Kimley-Horn and Associates, Inc. E 5th St ~ North (West of S Littler Ave)
Photographs GPS ID: 4

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 4 E 5th St ~ North (West of S Littler Ave)

Shelter/Clear Space

Boarding/Alighting Area Adjacent Sidewalk Network

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable 
costs provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer 
cannot and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 
DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 4
Project Description for Transit Stops

Client: City of Edmond Date: 6/19/15
Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE
KHA No.: 061284000 Checked By: SRA

Route: GPS ID: 5
Project Name: Mary Lee Ln ~ North (East of Rankin St)
City: Edmond

Item No.
ODOT 610(A)-0602
ODOT 619(B)-4792

---
---
---
---
---
---
---
---

Subtotal:
15%
20%

Project Location

Field Observations

Boarding Area Issues

Item Description Quantity Unit Unit Price Item Cost
4" Concrete Sidewalk 13 SY 50.00$                      650.00$                     
Removal of Sidewalk 12 SY 12.00$                      144.00$                    
Relocate Fire Hydrant 0 LS 2,000.00$                 -$                          
Adjust Utility Elevation 0 LS 1,000.00$                 -$                          
Remove Obstruction 0 LS 1,000.00$                 -$                          
Remove Temporary Obstruction 1 LS 500.00$                    500.00$                    
Welded Steel Grate 0 EA 1,300.00$                 -$                          
Fix Connection Transition 0 LS 2,000.00$                 -$                          
Sheet Aluminum Signs 6 SF 20.00$                      120.00$                    

-$                          
Basis for Cost Projection 1,414.00$                  

Fix Transit Shelter Opening 0 EA 1,000.00$                 -$                          
-$                          

Final Design Estimated Project Cost: 2,000.00$                  

Issue Exists Recommendations
Boarding area does not exist

No Design Completed Engineering: (% +/-) 251.14$                     
Preliminary Design Contingency:(% +/-) 334.86$                     

Heaving/Sinking/Cracking present in the boarding area
Ponding present in the boarding area
Permanent obstruction (>0.25") in boarding area

Boarding area length is less that 96"
Boarding area width is less than 60" X
Boarding area running slope is greater than 2% X

Remove and replace boarding areaBoarding area cross slope is greater than adjacent street grade

Boarding area is missing a connection to the street or sidewalk network

Adjacent Sidewalk Network Issues Issue Exists Recommendations

Temporary obstruction (>0.25") in boarding area X Remove temporary obstruction
Transition at connection to the curb is greater than 0.25"

Sidewalk network width is less than 48"

Remove and replace sidewalk networkSidewalk network cross slope is greater than 2% X
Heaving/Sinking/Cracking present in the sidewalk network
Ponding present in the sidewalk network

Transition at connection to boarding area is greater than 0.25"

Transit Stop Sidewalk Issues Issue Exists Recommendations

Permanent obstruction (>0.25") in sidewalk network
Temporary obstruction (>0.25") in sidewalk network

Permanent obstruction (>0.25") in transit stop sidewalk
Temporary obstruction (>0.25") in transit stop sidewalk

Transit stop sidewalk cross slope is greater than 2% X
Remove and replace transit stop sidewalkHeaving/Sinking/Cracking present in the transit stop sidewalk

Ponding present in the transit stop sidewalk

No transit stop signage X Install transit stop signage
Transit stop signage is non-compliant

Transition at connection to sidewalk network is greater than 0.25"

Transit Stop Amenity Issues Issue Exists Recommendations

Shelter clear space length is less than 48"
Shelter clear space width is less than 30"

No clear space adjacent to stand-alone bench
Stand-alone bench clear space length is less than 48"
Stand-alone bench clear space width is less than 30"
Stand-alone bench clear space cross slope is greater than 2%

Shelter clear space cross slope is greater than 2%
Shelter clear space running slope is greater than 2%
Shelter opening clear width is less than 32"

Stand-alone bench clear space running slope is greater than 2%
No clear space under shelter



Kimley-Horn and Associates, Inc. Mary Lee Ln ~ North (East of Rankin St)
Photographs GPS ID: 5

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 5 Mary Lee Ln ~ North (East of Rankin St)

Transit Stop Sidewalk Shelter/Clear Space

Boarding/Alighting Area Adjacent Sidewalk Network

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable 
costs provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer 
cannot and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 
DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community



Kimley-Horn and Associates, Inc. Priority: 1
Project Description for Transit Stops

Client: City of Edmond Date: 6/19/15
Program: ADA Self-Evaluation and Transition Plan Prepared By: EPE
KHA No.: 061284000 Checked By: SRA

Route: GPS ID: 6
Project Name: Jeffrey Baldwin Waner Rd ~ South (West of S Fretz Ave)
City: Edmond

Item No.
ODOT 610(A)-0602
ODOT 619(B)-4792

---
---
---
---
---
---
---
---

Subtotal:
15%
20%

Project Location

Field Observations

Boarding Area Issues RecommendationsIssue Exists

X
Boarding area running slope is greater than 2%
Boarding area cross slope is greater than adjacent street grade

Boarding area length is less that 96"

6 SF 20.00$                      120.00$                    
Fix Transit Shelter Opening 0 EA 1,000.00$                 -$                          

Removal of Sidewalk

No Design Completed

Fix Connection Transition

Boarding area does not exist

Boarding area width is less than 60"

Permanent obstruction (>0.25") in boarding area

Temporary obstruction (>0.25") in transit stop sidewalk

Welded Steel Grate 0 EA 1,300.00$                 -$                          

Permanent obstruction (>0.25") in transit stop sidewalk

Fix connection transition
Boarding area is missing a connection to the street or sidewalk network

Quantity Unit Unit Price Item Cost
4" Concrete Sidewalk 9 SY 50.00$                      450.00$                     
Item Description

8 SY 12.00$                      96.00$                      

Remove Temporary Obstruction 0 LS 500.00$                    -$                          

Relocate Fire Hydrant 0 LS 2,000.00$                 -$                          
Adjust Utility Elevation 0 LS 1,000.00$                 -$                          
Remove Obstruction 0 LS 1,000.00$                 -$                          

1 LS 2,000.00$                 2,000.00$                 

-$                          

Sheet Aluminum Signs

Final Design Estimated Project Cost: 4,000.00$                  

Engineering: (% +/-) 571.71$                     
Preliminary Design Contingency:(% +/-) 762.29$                     

-$                          
Basis for Cost Projection 2,666.00$                  

Transition at connection to the curb is greater than 0.25" X

Heaving/Sinking/Cracking present in the boarding area X

Temporary obstruction (>0.25") in boarding area

Heaving/Sinking/Cracking present in the sidewalk network
Ponding present in the sidewalk network

Sidewalk network width is less than 48"

Ponding present in the boarding area

Remove and replace boarding area

Sidewalk network cross slope is greater than 2%

Transit Stop Sidewalk Issues Issue Exists Recommendations
Transit stop sidewalk cross slope is greater than 2%

RecommendationsAdjacent Sidewalk Network Issues

Temporary obstruction (>0.25") in sidewalk network
Transition at connection to boarding area is greater than 0.25"

Stand-alone bench clear space cross slope is greater than 2%
Stand-alone bench clear space running slope is greater than 2%

Transition at connection to sidewalk network is greater than 0.25"

Install transit stop signageNo transit stop signage
Recommendations

Transit stop signage is non-compliant

Issue Exists

Issue Exists

Stand-alone bench clear space width is less than 30"

Shelter clear space width is less than 30"

Permanent obstruction (>0.25") in sidewalk network

X

Heaving/Sinking/Cracking present in the transit stop sidewalk
Ponding present in the transit stop sidewalk

Transit Stop Amenity Issues

No clear space adjacent to stand-alone bench
Stand-alone bench clear space length is less than 48"

No clear space under shelter
Shelter clear space length is less than 48"

Shelter clear space cross slope is greater than 2%
Shelter clear space running slope is greater than 2%
Shelter opening clear width is less than 32"



Kimley-Horn and Associates, Inc. Jeffrey Baldwin Waner Rd ~ South (West of S Fretz Ave)
Photographs GPS ID: 6

Opinion of Probable Construction Cost Disclaimer:

Project Location Map Sources:

End of Project Description for Project 6 Jeffrey Baldwin Waner Rd ~ South (West of S Fretz Ave)

The Engineer has no control over the cost of labor, materials, equipment, or over the Contractor's methods of determining prices or over competitive bidding or market conditions. Opinions of probable 
costs provided herein are based on the information known to Engineer at this time and represent only the Engineer's judgment as a design professional familiar with the construction industry. The Engineer 
cannot and does not guarantee that proposals, bids, or actual construction costs will not vary from its opinions of probable costs.

Esri, DeLorme, NAVTEQ, USGS, Intermap, iPC, NRCAN, Esri Japan, METI, Esri China (Hong Kong), Esri (Thailand), TomTom, 2013, 
DigitalGlobe, GeoEye, i-cubed, USDA, AEX, Getmapping, Aerogrip, IGN, IGP, swisstopo, and the GIS User Community

Adjacent Sidewalk NetworkBoarding/Alighting Area

Transit Stop Sidewalk Shelter/Clear Space
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